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SURVEY & R/W

11' 11'

EXIST. PAV'T

 

 

 

 0' TO 5.5'

  VAR.

0' TO 5.5'

  VAR.

0' TO 5.5'

  VAR.
0' TO 5.5'

  VAR.

1.5%

 

1.5%

C

2:1
2:1 TO 3:1

NOTES:

DISTRICT COUNTY ROUTE SECTION SHEET
O

P
E

R
A

T
O

R
:

F
I

L
E
 

N
A

M
E
:

OF 1-0       ERIE       *    A02    2 3  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

D
-

9
0
1
2
 

C
A

D
D
 
(
0
2
-

9
0
)
 

R
E

V
I

S
E

D
 
(

1
0
-

0
4
)

P
L

O
T

T
E

D
:

G
:
\
r

d
8
\

2
5

4
0

1
0
-

A
0

2
 

H
e
r
s

h
e

y
\

D
R

A
W
I

N
G

S
\
p
r
e
s
e

n
t
a
t
i

o
n
.
d

g
n

0
9
-

N
O

V
-
2
0
1
5
 
1
4
:
1
2

            SUMMIT TOWNSHIP            

REV

NO
REVISIONS DATE BY APPD

* - 0699 & 4010

****

**

- LONGITUDINAL JOINT SEALING FOR NEW PAVEMENT SURFACES

5' CEMENT CONCRETE SIDEWALK5' CEMENT CONCRETE SIDEWALK

TOP SOIL AND SEEDING

ORIGINAL GROUND

TOP SOIL AND SEEDING

ORIGINAL GROUND

PLAIN CEMENT CONCRETE CURB

 SUBBASE 6" DEPTH (NO.2A)

PLAIN CEMENT CONCRETE CURB

 SUBBASE 6" DEPTH (NO.2A)

 SIDEWALKS- START AT STA. 788+86.00  TO  STA. 789+39.00 RT.

START AT STA. 789+68.50  TO  STA. 790+10.00 LT.

 - PAVE SHOULDER MONOLITHICALLY WITH ADJACENT LANE

S.R. 0699 TYPICAL SECTION

4.0% 4.0%

2'-4'

VAR.

2'-4'

VAR.

TURN LANE

WIDENING WIDENING

SHOULDER

EFFECTIVE
SHOULDER

EFFECTIVE

PAVEMENT BASE DRAIN

SUBBASE 6" DEPTH (NO. 2A)

9" DEPTH

TO <3 MILLION ESALS, 25MM MIX,

HMA BASE CRSE., PG 64-22, 0.3 

SUPERPAVE ASPHALT MIXTURE DESIGN 

SRL-L (60#/SY) 

TO <3 MILLION ESALS, 9.5MM MIX,

HMA WEAR. CRSE., (SCRATCH) , PG 64-22, 0.3 

SUPERPAVE ASPHALT MIXTURE DESIGN 

1•DEPTH, SRL-H 

TO <3 MILLION ESALS, 9.5MM MIX,

HMA WEAR. CRSE., RPS , PG 64-22, 0.3 

SUPERPAVE ASPHALT MIXTURE DESIGN 

STA.785+00.00 TO STA.794+70.00 LT/RT

9" DEPTH

TO <3 MILLION ESALS, 25MM MIX,

HMA BASE CRSE., PG 64-22, 0.3 

SUPERPAVE ASPHALT MIXTURE DESIGN 

SUBBASE 6" DEPTH (NO. 2A)

PAVEMENT BASE DRAIN
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