
All using Agencies of the Commonwealth, Participating Political

   Subdivision, Authorities, Private Colleges and Universities

   FULLY EXECUTED
Contract Number:  4400017055

 Original Contract Effective Date: 06/05/2017
 Valid From: 06/01/2017 To: 05/31/2019

Page 1 of 1  

Your SAP Vendor Number with us: 420091

Supplier Name/Address:
 CREATIVE BUS SALES INC
 14740 RAMONA AVE
 CHINO    CA       91710-5747   US

Supplier Phone Number: 904-241-6004

Supplier Fax Number: 904-241-0507

Please Deliver To:

       To be determined at
 the time of the Purchase Order
           unless specified below.

Purchasing Agent
Name: Robinson Alfonzo 

Phone: 717-346-8181

Fax: 717-783-6241

Payment Terms
 NET 30

 Solicitation No.: 6100041005                                                       Issuance Date: 12/14/2016

 Supplier Bid or Proposal No. (if applicable): 6500109039           Solicitation Submission Date: 01/19/2017

Contract Name:
DGS Paratransit Vehicles Contract Child

Information:

Item Material/Service
Desc

Qty UOM Price Per
Unit

Total

1 Paratransit Vehicles            0.000            0.00     1                0.00 

--------------------------------------------------------------------------------------------------------------------------------------------------------
General Requirements for all Items:

Header Text

This is a contract for Paratransit Vehicles. Please review the supplier's award sheet for vehicle and option

pricing.  The PCID's provide vehicle standard information.

Should you require assistance with this contract, please contact Alfonzo J. Robinson at (717) 346-8181, or

via email at arobinson@pa.gov.

No further information for this Contract

This contract is comprised of:  The above referenced Solicitation, the Supplier's Bid or Proposal, and any documents attached
to this Contract or incorporated by reference.

 Supplier's  Signature   _________________________________

            Printed Name   _________________________________

  Title    ____________________________________

 Date    _____________________

Integrated Environment Systems Form Name: ZM_SFRM_STD_MMCOSRM_L, Version 1.0, Created on 06/27/2006, Last changed on 03/29/2005.



Supplier Name:

Vendor#: 420091

PA Dealer's License No.

Contact Person:

Mailing Address:

Telephone Number: 904-241-6004

Fax Number: 904-241-0507

Email Address:

Creative Bus Sales

Matthew Mashuda

8600 Atlantic Blvd.,  Jacksonville, FL. 32211

mattm@creativebussales.com

Paratransit Vehicles Award Sheet

VD032469

mailto:mattm@creativebussales.com
mailto:mattm@creativebussales.com


Wheelchair Vehicles Contract
Supplier's Bid Sheet

Vehicle Description Unit Price

23' Transit Bus, Ford, 14,500 Pound G.V.W.R , in accordance with PCID-1113; Layout 1113/A $59,011.00

23' Transit Bus, Ford, 14,500 Pound G.V.W.R , in accordance with PCID-1113; Layout 1113/B $59,207.00
Options

Option #1, Front Entrance Electric Door, in accordance with PCID-1113 No Charge

Option #2, Vinyl Graphics Decaling,  in accordance with PCID-1113.  $550.00

Option #3, Q-Straint QRT Max tie-downs, in accordance with PCID-1113.  -$456.00

Option #4, Amerex Fire Suppression System,  in accordance with PCID-1113.  $1,671.00

Option #5, Energey Absorbing Bumper (Front) , in accordance with PCID-1113.  $600.00

Option #6, Energey Absorbing Bumper (Rear), in accordance with PCID-1113.  $363.00

Option #7A, Four (4) Camera On-board Digital Recording System, in accordance with PCID-1113.  $801.00

Option #7B, Two (2) Camera, Windshield Mounted Recording System, in accordance with PCID-1113.  $292.50

Option #8, OEM Services Manuals, CD-ROM, in accordance with PCID-1113.  $177.00

Option #9, Heated Back-Up Camera, in accordance with PCID-1113.  $153.00

Option #10, Driver Seat, in accordance with PCID-1113 $216.30

Option #11, Longitudinal Full Length "L" Track, in accordance with PCID-1113 $120.00

Option #12, 65,000 BTU rear wall mounted heater. $9.90

Option #13, 1,000 lb. lift, in accordance with PCID-1113 $99.90

Option #14A, Hawkey Backup Alert System integrated, in accordance with PCID-1113 $315.00

Option #14B, Hawkeye Backup Alert System exterior, in accordance with PCID-1113 $69.60

Option #15, Air Conditioning Protective Covers $126.00

Option #16, Fixed Route Service Package & Public Address System, in accordance with PCID-1113 $197.10

Option #17, Destination Signage, in accordance with PCID-1113 $946.80

Option #18, Farebox, In accordance with PCID-1113 $264.60

Option #19, Locking Overhead Storage Box above driver, in accordance with PCID-1113 $84.00

Option #20, 2.2 Mil vinyl flooring No Charge

Option #21, RCA rubber flooring $126.00

Option #22 Fiberglass exterior body $100.00

Creative Bus Sales

420091



Wheelchair Vehicles Contract
Supplier's Bid Sheet

Vehicle Description Unit Price

25' Transit Bus, Ford, 14,500 Pound G.V.W.R , in accordance with PCID-1114; Layout 1114/A $61,632.00

25' Transit Bus, Ford, 14,500 Pound G.V.W.R , in accordance with PCID-1114; Layout 1114/B $62,304.00
Options

Option #1, Front Entrance Electric Door, in accordance with PCID-1114 No Charge

Option #2, Vinyl Graphics Decaling,  in accordance with PCID-1114.  $550.00

Option #3, Q-Straint QRT Max tie-downs, in accordance with PCID-1114.  -$456.00

Option #4, Amerex Fire Suppression System,  in accordance with PCID-1114.  $1,671.00

Option #5, Energey Absorbing Bumper (Front) , in accordance with PCID-1114.  $600.00

Option #6, Energey Absorbing Bumper (Rear), in accordance with PCID-1114.  $363.00

Option #7A, Four (4) Camera On-board Digital Recording System, in accordance with PCID-1114.  $801.00

Option #7B, Two (2) Camera, Windshield Mounted Recording System, in accordance with PCID-1114.  $292.50

Option #8, OEM Services Manuals, CD-ROM, in accordance with PCID-1114.  $177.00

Option #9, Heated Back-Up Camera, in accordance with PCID-1114.  $153.00

Option #10, Driver Seat, in accordance with PCID-1114 $216.30

Option #11, Longitudinal Full Length "L" Track, in accordance with PCID-1114 $120.00

Option #12, 65,000 BTU rear wall mounted heater. $9.90

Option #13, 1,000 lb. lift, in accordance with PCID-1114 $99.90

Option #14A, Hawkey Backup Alert System integrated, in accordance with PCID-1114 $315.00

Option #14B, Hawkeye Backup Alert System exterior, in accordance with PCID-1114 $69.60

Option #15, Air Conditioning Protective Covers $126.00

Option #16, Fixed Route Service Package & Public Address System, in accordance with PCID-1114 $197.10

Option #17, Destination Signage, in accordance with PCID-1114 $946.80

Option #18, Farebox, In accordance with PCID-1114 $264.60

Option #19, Locking Overhead Storage Box above driver, in accordance with PCID-1114 $84.00

Option #20, 2.2 Mil vinyl flooring No Charge

Option #21, RCA rubber flooring $126.00

Option #22 Fiberglass exterior body $100.00

Creative Bus Sales

420091



Wheelchair Vehicles Contract
Supplier's Bid Sheet

Vehicle Description Unit Price

20' Transit Bus, Ford, 11,500 Pound G.V.W.R , in accordance with PCID-1116; Layout 1116/A $54,847.00

20' Transit Bus, Ford, 11,500 Pound G.V.W.R , in accordance with PCID-1116; Layout 1116/B $56,961.00
Options

Option #1, Front Entrance Electric Door, in accordance with PCID-1116 No Charge

Option #2, Vinyl Graphics Decaling,  in accordance with PCID-1116.  $550.00

Option #3, Q-Straint QRT Max tie-downs, in accordance with PCID-1116.  -$456.00

Option #4, Amerex Fire Suppression System,  in accordance with PCID-1116.  $1,671.00

Option #5, Energey Absorbing Bumper (Front) , in accordance with PCID-1116.  $600.00

Option #6, Energey Absorbing Bumper (Rear), in accordance with PCID-1116.  $363.00

Option #7A, Four (4) Camera On-board Digital Recording System, in accordance with PCID-1116.  $801.00

Option #7B, Two (2) Camera, Windshield Mounted Recording System, in accordance with PCID-1116.  $292.50

Option #8, OEM Services Manuals, CD-ROM, in accordance with PCID-1116.  $177.00

Option #9, Heated Back-Up Camera, in accordance with PCID-1116.  $153.00

Option #10, Driver Seat, in accordance with PCID-1116 $216.30

Option #11, Longitudinal Full Length "L" Track, in accordance with PCID-1116 $120.00

Option #12, 65,000 BTU rear wall mounted heater. $9.90

Option #13, 1,000 lb. lift, in accordance with PCID-1116 $99.90

Option #14A, Hawkey Backup Alert System integrated, in accordance with PCID-1116 $315.00

Option #14B, Hawkeye Backup Alert System exterior, in accordance with PCID-1116 $69.60

Option #15, Air Conditioning Protective Covers $126.00

Option #16, Fixed Route Service Package & Public Address System, in accordance with PCID-1116 $197.10

Option #17, Destination Signage, in accordance with PCID-1116 $946.80

Option #18, Farebox, In accordance with PCID-1116 $264.60

Option #19, Locking Overhead Storage Box above driver, in accordance with PCID-1116 $84.00

Option #20, 2.2 Mil vinyl flooring No Charge

Option #21, RCA rubber flooring $126.00

Option #22 Fiberglass exterior body $100.00

Creative Bus Sales

420091



Wheelchair Vehicles Contract
Supplier's Bid Sheet

Vehicle Description Unit Price

Transit Bus, Ford, 11,500 Pound G.V.W.R , in accordance with PCID-1122; Layout 1122/A $55,589.00

Transit Bus, Ford, 11,500 Pound G.V.W.R , in accordance with PCID-1122; Layout 1122/B $55,117.00
Options

Option #1, Front Entrance Electric Door, in accordance with PCID-1122 No Charge

Option #2, Vinyl Graphics Decaling,  in accordance with PCID-1122.  $550.00

Option #3, Q-Straint QRT Max tie-downs, in accordance with PCID-1122.  -$456.00

Option #4, Amerex Fire Suppression System,  in accordance with PCID-1122.  $1,671.00

Option #5, Energey Absorbing Bumper (Front) , in accordance with PCID-1122.  $600.00

Option #6, Energey Absorbing Bumper (Rear), in accordance with PCID-1122.  $363.00

Option #7A, Four (4) Camera On-board Digital Recording System, in accordance with PCID-1122.  $801.00

Option #7B, Two (2) Camera, Windshield Mounted Recording System, in accordance with PCID-1122.  $292.50

Option #8, OEM Services Manuals, CD-ROM, in accordance with PCID-1122.  $177.00

Option #9, Heated Back-Up Camera, in accordance with PCID-1122.  $153.00

Option #10, Driver Seat, in accordance with PCID-1122 $216.30

Option #11, Longitudinal Full Length "L" Track, in accordance with PCID-1122 $120.00

Option #12, 65,000 BTU rear wall mounted heater. $9.90

Option #13, 1,000 lb. lift, in accordance with PCID-1122 $99.90

Option #14A, Hawkey Backup Alert System integrated, in accordance with PCID-1122 $315.00

Option #14B, Hawkeye Backup Alert System exterior, in accordance with PCID-1122 $69.60

Option #15, Air Conditioning Protective Covers $126.00

Option #16, Fixed Route Service Package & Public Address System, in accordance with PCID-1122 $197.10

Option #17, Destination Signage, in accordance with PCID-1122 $946.80

Option #18, Farebox, In accordance with PCID-1122 $264.60

Option #19, Locking Overhead Storage Box above driver, in accordance with PCID-1122 $84.00

Option #20, 2.2 Mil vinyl flooring No Charge

Option #21, RCA rubber flooring $126.00

Option #22 Fiberglass exterior body $100.00

Creative Bus Sales

420091



Vehicle Description Unit Price

23' Transit Bus, General Motors, 14,200 Pound G.V.W.R , in accordance with PCID-1130; Layout 1130/C-23LF $107,202.00

25' Transit Bus, General Motors, 14,200 Pound G.V.W.R , in accordance with PCID-1130; Layout 1130/C-25LF $112,202.00
Options

Option #1, Front Entrance Electric Door, in accordance with PCID-1130 No Charge

Option #2, Vinyl Graphics Decaling,  in accordance with PCID-1130.  $550.00

Option #3, Q-Straint QRT Max tie-downs, in accordance with PCID-1130.  -$456.00

Option #4, Amerex Fire Suppression System,  in accordance with PCID-1130.  $1,671.00

Option #5, Energey Absorbing Bumper (Front) , in accordance with PCID-1130.  No Charge

Option #6, Energey Absorbing Bumper (Rear), in accordance with PCID-1130.  $640.00

Option #7A, Four (4) Camera On-board Digital Recording System, in accordance with PCID-1130.  $801.00

Option #7B, Two (2) Camera, Windshield Mounted Recording System, in accordance with PCID-1130.  $292.50

Option #8, OEM Services Manuals, CD-ROM, in accordance with PCID-1130.  $525.00

Option #9, Heated Back-Up Camera, in accordance with PCID-1130.  $127.50

Option #10, Driver Seat, in accordance with PCID-1130 $412.50

Option #11, Longitudinal Full Length "L" Track, in accordance with PCID-1130 $225.00

Option #12, 65,000 BTU rear wall mounted heater. $135.00

Option #13, 1,000 lb.ramp, in accordance with PCID-1130 No Charge

Option #14A, Hawkey Backup Alert System integrated, in accordance with PCID-1130 $315.00

Option #14B, Hawkeye Backup Alert System exterior, in accordance with PCID-1130 $69.60

Option #15, Air Conditioning Protective Covers $125.00

Option #16, Fixed Route Service Package & Public Address System, in accordance with PCID-1130 $354.00

Option #17, Destination Signage, in accordance with PCID-1130 $1,618.00

Option #18, Farebox, In accordance with PCID-1130 $382.50

Option #19, Locking Overhead Storage Box above driver, in accordance with PCID-1130 $345.00

Option #20, 2.2 Mil vinyl flooring No Charge

Option #21, RCA rubber flooring No Charge

Option #22 Fiberglass exterior body No Charge

Creative Bus Sales

420091



Wheelchair Vehicles Contract
Supplier's Bid Sheet

Vehicle Description Unit Price

25' Transit Bus, Ford, 18,000 Pound G.V.W.R , in accordance with PCID-1152; Layout 1152/A $74,051.00

28' Transit Bus, Ford, 18,000 Pound G.V.W.R , in accordance with PCID-1152; Layout 1152/B $75,644.00
Options

Option #1, Front Entrance Electric Door, in accordance with PCID-1152 No Charge

Option #2, Vinyl Graphics Decaling,  in accordance with PCID-1152.  $750.00

Option #3, Q-Straint QRT Max tie-downs, in accordance with PCID-1152.  -$456.00

Option #4, Amerex Fire Suppression System,  in accordance with PCID-1152.  $1,671.00

Option #5, Energey Absorbing Bumper (Rear) , in accordance with PCID-1152.  $300.00

Option #6A, Four (4) Camera On-board Digital Recording System, in accordance with PCID-1152.  $801.00

Option #6B, Two (2) Camera, Windshield Mounted Recording System, in accordance with PCID-1152.  $292.50

Option #7, OEM Services Manuals, CD-ROM, in accordance with PCID-1152.  $106.00

Option #8, Heated Back-Up Camera, in accordance with PCID-1152.  $153.00

Option #9, Driver Seat, in accordance with PCID-1152 $216.30

Option #10, Longitudinal Full Length "L" Track, in accordance with PCID-1152 $102.00

Option #11, 65,000 BTU rear wall mounted heater. $9.90

Option #12, 1,000 lb. lift, in accordance with PCID-1152 $99.90

Option #13A, Hawkey Backup Alert System integrated, in accordance with PCID-1152 $252.00

Option #13B, Hawkeye Backup Alert System exterior, in accordance with PCID-1152 $69.60

Option #14, Air Conditioning Protective Covers $126.00

Option #15, Fixed Route Service Package & Public Address System, in accordance with PCID-1152 $197.10

Option #16, Destination Signage, in accordance with PCID-1152 $946.80

Option #17, Farebox, In accordance with PCID-1152 $264.60

Option #18, Locking Overhead Storage Box above driver, in accordance with PCID-1152 $84.00

Option #19, 2.2 Mil vinyl flooring No Charge

Option #20, RCA rubber flooring $104.40

Option #21 Fiberglass exterior body $200.00

Option #22, Brake Retarder, in accordance with PCID-1152 $6,300.00

Option #23, Diesel Engine, in accordance with PCID-1152 $8,124.00

Option #24A, CNG System, Floor plan 1152/A, in accordance with PCID-1152 $19,500.00

Option #24B, CNG System, Floor plan 1152/B, in accordance with PCID-1152 $19,800.00

Option #25A, Bi-Fuel System, Floor plan 1152/A, in accordance with PCID-1152 $15,500.00

Option #25B, Bie-Fuel System, Floor plan 1152/B, in accordance with PCID-1152 $15,900.00

Option #26, Mobile Gas Detection System, in accordance with PCID-1152 $3,500.00

Option #27, Condenser, in accordance with PCID-1152 $125.00

Option #28, Side Mounted Battery Compartment, in accordance with PCID-1152 No Charge

Creative Bus Sales

420091



Vehicle Description Unit Price

31' Transit Bus, Ford, 19,500 Pound G.V.W.R , in accordance with PCID-1153; Layout 1153/A $78,522.00

33' Transit Bus, Ford, 19,500 Pound G.V.W.R , in accordance with PCID-1153; Layout 1153/B $80,457.00
Options

Option #1, Front Entrance Electric Door, in accordance with PCID-1153 No Charge

Option #2, Vinyl Graphics Decaling,  in accordance with PCID-1153.  $750.00

Option #3, Q-Straint QRT Max tie-downs, in accordance with PCID-1153.  -$456.00

Option #4, Amerex Fire Suppression System,  in accordance with PCID-1153.  $1,671.00

Option #5, Energey Absorbing Bumper (Rear) , in accordance with PCID-1153.  $300.00

Option #6A, Four (4) Camera On-board Digital Recording System, in accordance with PCID-1153.  $801.00

Option #6B, Two (2) Camera, Windshield Mounted Recording System, in accordance with PCID-1153.  $292.50

Option #7, OEM Services Manuals, CD-ROM, in accordance with PCID-1153.  $106.00

Option #8, Heated Back-Up Camera, in accordance with PCID-1153.  $153.00

Option #9, Driver Seat, in accordance with PCID-1153 $216.30

Option #10, Longitudinal Full Length "L" Track, in accordance with PCID-1153 $102.00

Option #11, 65,000 BTU rear wall mounted heater, in accordance with PCID-1153 $9.90

Option #12, 1,000 lb. lift, in accordance with PCID-1153 $99.90

Option #13A, Hawkey Backup Alert System integrated, in accordance with PCID-1153 $252.00

Option #13B, Hawkeye Backup Alert System exterior, in accordance with PCID-1153 $69.60

Option #14, Air Conditioning Protective Covers $126.00

Option #15, Fixed Route Service Package & Public Address System, in accordance with PCID-1153 $197.10

Option #16, Destination Signage, in accordance with PCID-1153 $946.80

Option #17, Farebox, In accordance with PCID-1153 $264.60

Option #18, Locking Overhead Storage Box above driver, in accordance with PCID-1153 $84.00

Option #19, 2.2 Mil vinyl flooring No Charge

Option #20, RCA rubber flooring $104.40

Option #21 Fiberglass exterior body $200.00

Option #22, Brake Retarder, in accordance with PCID-1153 $6,300.00

Option #23, Diesel Engine, in accordance with PCID-1153 $8,124.00

Option #24A, CNG System, Floor plan 1153/A, in accordance with PCID-1153 $19,500.00

Option #24B, CNG System, Floor plan 1153/B, in accordance with PCID-1153 $19,800.00

Option #25A, Bi-Fuel System, Floor plan 1153/A, in accordance with PCID-1153 $15,500.00

Option #25B, Bie-Fuel System, Floor plan 1153/B, in accordance with PCID-1153 $15,900.00

Option #26, Mobile Gas Detection System, in accordance with PCID-1153 $3,500.00

Option #27, Condenser, in accordance with PCID-1153 $125.00

Option #28, Side Mounted Battery Compartment, in accordance with PCID-1153 No Charge

Creative Bus Sales

420091



Vehicle Description Unit Price

Paratransit Van (Converted Van Type Passenger, in accordance with PCID-1154/A
Make:Transit Works /Model:TW3500 $56,026.00

Paratransit Van (Converted Van Type Passenger, in accordance with PCID-1154/B
Make: Transit Works /Model: TW3500 $56,365.00

Options

Option #1,  Two (2) Camera, Whindshield Mounted Recording System,  in accordance with PCID-1154. $380.00

Option #2, 3.2L Power Stroke I-5 diesel engine, in accordance with PCID-1154. $1,405.20

Option #3, Reverse Sensing System $272.00

Option #4, Rear window defroster $0.00

Option #5, Driver & Passenger running boards. $350.00

Option #6, Recover Driver & right front seat, in accordance with PCID-1154 $200.00

Option #7, Stacking Lift, in accordance with PCID-1154. $195.00

Option #8, Floor Tracking System - Floor Plan A, in accordance with PCID-1154 $1,160.00

Option #8, Floor Tracking System - Floor Plan B, in accordance with PCID-1154 $1,000.00

Creative Bus Sales

420091





WEIGHT ANALYSIS
6/24/2016 10 2 WC DB FOLD 158 163-1 USA 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)
VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

E-450 SENATOR II GAS 55 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL
158 0.63 LEFT FRONT RIGHT FRONT 0.13 335.5

AXLE CAPACITIES 3772 1832 1940 FUEL TANK CENTER
FRONT REAR TOTAL LEFT REAR RIGHT REAR 185

5000 9600 14500 5830 2723 3107

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR
DRIVER 48 150 30.38% 104.43 45.57 160 -32 101.27% 0.41 -32.41 SNGL MID

DBL FOLD 94 -85 59.49% -34.43 -50.57 190 -55 120.25% 11.14 -66.14 MID DBL
DBL FOLD 144 -85 91.14% -7.53 -77.47 219 -55 138.61% 21.23 -76.23 MID DBL
MID DBL 187 -55 118.35% 10.09 -65.09 158 -62.5 100.00% 0.00 -62.50 MORRYDE
MID DBL 219 -55 138.61% 21.23 -76.23 153.5 -37.8 97.15% -1.08 -36.72 3/4 PLYWOOD

SNGL MID 219 -32 138.61% 12.35 -44.35 159 363 100.63% -2.30 365.30 MID DBL
MORRYDE 158 -62.5 100.00% 0.00 -62.50 189 363 119.62% -71.22 434.22 MID DBL

3/4 PLYWOOD 153.5 -37.8 97.15% -1.08 -36.72 219 363 138.61% -140.15 503.15 MID DBL
DBL FOLD 94 393 59.49% 159.19 233.81 0.00% 0.00 0.00

W/C 138 200 87.34% 25.32 174.68 0.00% 0.00 0.00
MID DBL 187 363 118.35% -66.63 429.63 0.00% 0.00 0.00
MID DBL 219 363 138.61% -140.15 503.15 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 82.81 973.89 -181.96 1028.66 1903.40
AXLE WEIGHTS 1832.00 2723.00 1940.00 3107.00 9602.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S
LEFT 1889.73 3868.75 5758.48 0.488

RIGHT 1732.95 4307.53 6040.48 0.512

FRT / REAR TOTALS 3622.68 8176.28 11798.96

AXLE CAPACITIES 5000 9600 14500
AVAILABLE CAPACITIES 1377.32 1423.72 2701.04

Front Curbside Rear Curbside
Maximum Capacity 2500 Maximum Capacity 4800

Combined Front Combined Rear
3622.68 8176.28

5000 Maximum Capacity 9600 Maximum Capacity

Maximum Capacity 2500 Maximum Capacity 4800
Front Roadside Rear Roadside

1889.73

4307.53

3868.75

LEFT (ROADSIDE) RIGHT (CURBSIDE)

1732.95

AS BUILT 37178B
3/4 PLY WOOD RFLOOR MORRYDE

10 2 WC 1 DB FOLD 158 163-1 USA

DEALER

FUEL ADJ. AMT.
-41.94
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 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR 2 for PCID 1113A

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD E-450 158" 6.8L

CHASSIS FORD MOTOR CO U.S. 49.78
AIR CONDITIONING TRANS AIR U.S. 5.24
SEATS FREEDMAN U.S. 5.68
WHEELCHAIR LIFT BRAUN U.S. 4.69
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.31
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 1.09
EXTERIOR MIRRORS ROSCO U.S. 0.68

U.S.
U.S.
U.S.

68.47

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 7.26%
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Part Description Manf. Country % Content of Total Vehicle
CONV ASY(6.2L)                    MEXICO 1.64%
6.8L CYL/HEAD 2V ROUGH CASTING    MEXICO 1.61%
REAR LEAF SPRING - E350 C/A DRW   MEXICO 1.16%
6.8L CRANK/STL ROUGH EX GERLCH    CANADA 0.98%
6R140 E CLUTCH MODULE             CANADA 0.64%
6R140 OUTPUT SHAFT-4X4 SHORT      CANADA 0.54%
ROD & LNK ASY-STNG LKGE           CANADA 0.51%
6R1 6 PIN RAV CARRIER             CANADA 0.46%
SHFT & BRG ASY-TRANS MN           CANADA 0.44%
PMP & PLY ASY PWR STNG            GERMANY 0.38%
CLPR ASY FRT WHL BRK              MEXICO 0.32%
CLPR ASY FRT WHL BRK LH           MEXICO 0.32%
BALANCE SHAFT  6.8L  2V           CANADA 0.26%
CONTR ASY OCC RESTNT SYS          CANADA 0.22%
ACUM & HOS ASY A/C                CANADA 0.20%
6R140 HUB & SHAFT- S3             CANADA 0.18%
6R140 HUB ASSY- S2                CANADA 0.18%
SHK ABS ASY STNG                  BRAZIL 0.17%
WATER PUMP - ALL 6.8L             CANADA 0.15%
SPCR THROT BDY TO INTK MANF       CANADA 0.13%
6R140 INTERMEDIATE HUB SHAFT      CANADA 0.12%
COOL ASY TRANS OIL                CANADA 0.12%
BEL & RETR ASY FRT ST (DRVR)      MEXICO 0.11%
INS ASY-ENG FRT SUPT-LH           CANADA 0.09%
BRKT ASY TRANS MTNG RR            CHINA 0.08%
HOS ASY HTR                       MEXICO 0.07%
BRK & CL PDL & BRKT ASY           CANADA 0.07%
HOS ASY HTR                       MEXICO 0.07%
TENSIONER ASSEMBLY-ENG DRIV       CANADA 0.07%
CONTR ASY-FUL PMP DRV             MEXICO 0.06%
W/S ASY FRT DR                    CANADA 0.06%
W/S ASY DR OPG LH                 CANADA 0.06%
FLYWHEEL ASY 4R75W/5R110W B137    CANADA 0.05%
CAP ASY-RR BRG CAMSHAFT   6049    CHINA 0.05%
LOCK SET-IGN & 1 DR (2 KEYS)      MEXICO 0.05%
LAT & R/CONTR ASY FRONT LH DOOR   CANADA 0.04%
6R140 D CLUTCH PLATE- STEEL       CANADA 0.04%
6R140 SEPARATOR PLATE ALL MODELS  CANADA 0.04%
RESVR TUB & BRKT ASY PWR STNG     MEXICO 0.04%
SNS & BRKT ASY AIR BAG CTR        CANADA 0.04%
BMPR ASY FRT AX                   CHINA 0.04%
DEFL A/C COND AIR LWR             CANADA 0.03%
BMPR ASY RR AX (E350/450)         CHINA 0.03%
BEL DRV(AC)                       MEXICO 0.03%
ADJ ASY FRT ST SHLDR STRP GID     MEXICO 0.03%
HGE & CHK ASY FRT DR LWR          CANADA 0.03%
ASSIST HANDLE L/H MEDIUM FLINT    INDIA 0.03%
CAP ASSY-CAM & BAL SHFT BRG RR    CHINA 0.03%
LAT ASY HOD                       CANADA 0.03%
REAR SEAL RETAINER                MEXICO 0.03%
REINF ASY BRK PDL SUPT            CANADA 0.03%
SHL-FU/VPR STRG CNSTR             CANADA 0.03%
6R140 OIL PAN GASKET              MEXICO 0.02%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

350-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
BRKT FU/TNK GD                    CANADA 0.02%
HGE ASY FRT DR UPPER              CANADA 0.02%
SPKR ASY RADO RECV                CHINA 0.02%
IDLER ASSY   V8/V10      D109     CANADA 0.02%
WATER PUMP PULLEY-ALL EXCPT-696-  CANADA 0.02%
SENSOR ASY-CYL HEAD TEMP 2V       CHINA 0.02%
CA & HNDL ASY HOD LAT             MEXICO 0.02%
HOSE ASY-W/SHLD WSHR BOTTLE       MEXICO 0.02%
6R140 PARK PAWL ACTUATOR ROD      CANADA 0.02%
SE CWL TOP PNL TO HOD             CANADA 0.02%
BRKT FU/TNK GD                    CANADA 0.01%
RET ASY-FRT WHL HB GRSE           MEXICO 0.01%
CAP ASY-CCAM/BAL SHFT BR FRT-LH   CHINA 0.01%
PLATE-ENGINE REAR COVER           CANADA 0.01%
CONN-WATER OUTLET  ALL 2V D027E   CHINA 0.01%
SW ASY SPD CONTR & STP LP         GERMANY 0.01%
6R140 OUTPUT SHAFT (GRUNT) SEAL   MEXICO 0.01%
PROP ASY HOD SUPT                 CANADA 0.01%
CAP ASY-FRT BRG CAMSHAFT  6049    CHINA 0.01%
BRKT FU/TNK GD                    CANADA 0.01%
DEFL ASY RAD AIR SD RH            CANADA 0.01%
DEFL ASY RAD AIR SD LH            CANADA 0.01%
CAP ASSY-BAL SHFT BRG FRT-LH      CHINA 0.01%
6R140 MANUAL CONTROL LEVER OTR    CANADA 0.01%
ADHSV TOX#178271 (RED)            CANADA 0.01%
CAP-FRT HUB GREASE                CANADA 0.01%
STUD PIERCE M8X13 CNE 8           GERMANY 0.01%
EXT ASY-P/BRK CA                  MEXICO 0.00%
CVR-FU/VPR STRG CNSTR             CANADA 0.00%
NUT-STNG TIE ROD                  CANADA 0.00%
SLR-RTV HI-VIS 55 GAL DR  B097    CANADA 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
6R140 WASHER 2.9MM THICK- BLACK   CANADA 0.00%
6R140 WASHER 3.1MM THICK- YELLOW  CANADA 0.00%
BOLT M8X115 HF PIL 8              TAIWAN 0.00%
NUT M18X2.5 HEX FLNG P/T          CANADA 0.00%
SLR-RTV HI-VIS 5 GAL-50# PAILS    CANADA 0.00%
MAIN CONTROL TO CASE BOLT         TAIWAN 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
PIN-DOWEL  6049 TO 6010   C054    CANADA 0.00%
NUT #8-18 SPRING                  CANADA 0.00%
NUT M8 HF PTM 8                   CANADA 0.00%
BOLT M8X1.25X31 HEX FLNG PI       TAIWAN 0.00%
PLUG EXP CUP 11.4 STL             CANADA 0.00%
CAP HNDL I/S ASST ATT HLE         INDIA 0.00%
NUT 3/4 - 16 HEX                  CANADA 0.00%
NUT-M14X2.0 HEX LOCK P/T        10 CANADA 0.00%
6R140 LIGHTWEIGHT ALIGNMENT PIN   CANADA 0.00%
BOLT M6X16 HF PIL (LONGER)        TAIWAN 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M8 HF PTP 10                  CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
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NUT-M8X1.25 V8/V10 D115 E580      CANADA 0.00%
6R140 RR BRG PLATE TO CARRIER BOLT TAIWAN 0.00%
6R140 WASHER 3.3MM THICK- WHITE   CANADA 0.00%
6R140 WASHER 3.5MM THICK- RED     CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M6 HF PTM 8                   CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
PIN-SHAFT RETAINING               CANADA 0.00%
BOLT- CBLR CYLINDER RETAINING     TAIWAN 0.00%
6R140 SPRING ROLL PIN 4X18 CLD    CANADA 0.00%
NUT&WSHR M6 HX CON 8              CANADA 0.00%
BOLT M6X20 HF PIL 8               TAIWAN 0.00%
PLUG EXP CUP 13.8 STL             CANADA 0.00%
NUT-M4.2 X 1.41 U P/T (J-CLIP)    CANADA 0.00%
6R140 WASHER 3.7MM THICK- BLUE    CANADA 0.00%
SLR RTV HI-VISC 30ML CARTRIDGE    CANADA 0.00%

Foreign Vehicle Content 12.60%

AX ASY RR LES WHL                 UNITED STATES 8.55%
LT225/75R16 MICHELIN LTX MS LRE BW UNITED STATES 7.05%
FR ASY A/P                        UNITED STATES 3.73%
CONV & PIP ASY EXH DU             UNITED STATES 3.20%
INTAKE - 6.8L 2-VALVE             UNITED STATES 1.99%
6.8L BLOCK-CASTING 2V/3V CIFUNSA  UNITED STATES 1.92%
RIM ASY-WHL (WHITE) 16X6 DRW      UNITED STATES 1.81%
TNK & SDR ASY FUL                 UNITED STATES 1.55%
PWR STEERING GEAR ASY             UNITED STATES 1.33%
DRV/SHT & CPL ASY                 UNITED STATES 1.29%
ST ASY FRT TR LH                  UNITED STATES 1.24%
WIR ASY ENG CONTR SNS             UNITED STATES 1.22%
PNL ASY I/PNL (FLINT)             UNITED STATES 1.16%
ALTERNATOR-225A                   UNITED STATES 1.03%
FRONT BUMPER - CHROME             UNITED STATES 0.89%
COL ASY STNG                      UNITED STATES 0.88%
EXHAUST MANIFOLD-RH   2V V10      UNITED STATES 0.85%
6R140 A/B MODULE- GAS             UNITED STATES 0.84%
HUB & BRK DRM ASY FRT WHL         UNITED STATES 0.82%
PROCS ASY ENG (N)                 UNITED STATES 0.81%
BATTERY ASSY (750 CCA) 78AH       UNITED STATES 0.80%
RADIATOR ASY - 6.8L GAS           UNITED STATES 0.78%
6R140 6.2L GAS CASE CASTING       UNITED STATES 0.75%
BST ASY BRK HYD                   UNITED STATES 0.73%
COMPR & CL ASY A/C                UNITED STATES 0.66%
CONTR & MOD ASY BRK ANTI/LK       UNITED STATES 0.65%
MFLR & OLET PIP ASY               UNITED STATES 0.60%
EVP & BLW ASY A/C                 UNITED STATES 0.58%
PAN ASY FRT FLR                   UNITED STATES 0.54%
GRL ASY RAD (CHROME)              UNITED STATES 0.49%
CLUS ASY INSTR                    UNITED STATES 0.49%
6R140 CLUTCH ASSY- GAS            UNITED STATES 0.47%
AX ASY FRT RH                     UNITED STATES 0.44%
AX ASY FRT LH                     UNITED STATES 0.44%
PNL ASY ENG CVR                   UNITED STATES 0.43%
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KIT SPDL FRT WHL                  UNITED STATES 0.42%
KIT SPDL FRT WHL LH               UNITED STATES 0.42%
PNL FRT DR I/S LH                 UNITED STATES 0.42%
WIR ASY MN                        UNITED STATES 0.42%
5.4L/6.8L 2-VALVE PISTON "E"      UNITED STATES 0.41%
IND ASY RADO RECV CONTR           UNITED STATES 0.41%
SUPT ASY RAD                      UNITED STATES 0.39%
WIR ASY ENG 2016(6.8L 2V E350)    UNITED STATES 0.39%
STR MTR DRV & RLY ASY(BSM V8/V10) UNITED STATES 0.36%
CYL ASY BRK MSTR LES P/RD         UNITED STATES 0.34%
WIR ASY RR LP                     UNITED STATES 0.34%
BDY & MTR ASY A/INTK CHG THROT    UNITED STATES 0.33%
FUEL INJECTOR - 6.8L 2V VN127     UNITED STATES 0.33%
CLPR ASY RR BRK MECH INTG P/BRK   UNITED STATES 0.31%
CLPR ASY RR BRK MECH INTG P/BRK LH UNITED STATES 0.31%
COND ASY A/C                      UNITED STATES 0.31%
SUPT ASY TRANS FRT PMP CONV STATR UNITED STATES 0.30%
MOD ASY DRV AIR BAG RESTNT        UNITED STATES 0.30%
MANF & C/OVR TUB ASY FU/INJ SPLY  UNITED STATES 0.29%
CL ASY FAN                        UNITED STATES 0.29%
SNS ASY EXH GAS O UNIV            UNITED STATES 0.29%
HD/LP ASY RH (AERO)               UNITED STATES 0.28%
HD/LP ASY LH (AERO)               UNITED STATES 0.28%
GL ASY W/SHLD                     UNITED STATES 0.28%
6R140 REVERSE PISTON              UNITED STATES 0.28%
CONTR ASY A/C                     UNITED STATES 0.27%
MAT ASY FRT FLR                   UNITED STATES 0.26%
HTR ASY                           UNITED STATES 0.26%
CHMB ASY-HTR PLNM                 UNITED STATES 0.26%
PNL ASY DASH                      UNITED STATES 0.26%
EXHAUST MANIFOLD (LH) 6.8L 2V     UNITED STATES 0.25%
ADJ ASY-VALVE LASH 6F093/6M099    UNITED STATES 0.24%
5.4/6.8L CONN/ROD ROUGH           UNITED STATES 0.24%
CAM COVER LH 6.8L 2V              UNITED STATES 0.23%
FRONT COIL SPRING                 UNITED STATES 0.23%
CAM COVER (RH) 6.8L 2V ECONOLINE  UNITED STATES 0.23%
PNT BDY EXT FIN (OXFORD WHITE C/C) UNITED STATES 0.23%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.23%
FR DR OPG                         UNITED STATES 0.22%
WIR ASY-FU/TNK SDR                UNITED STATES 0.22%
SHFT ASY STNG COL LWR             UNITED STATES 0.22%
MTR & LNK ASY W/WPR               UNITED STATES 0.22%
6.8 RH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
FRONT COVER - ALL 2V'S            UNITED STATES 0.22%
6.8 LH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
PNL ASY I/PNL CLUS OPG FIN        UNITED STATES 0.22%
FR DR OPG                         UNITED STATES 0.21%
ADPT OIL FLTR 6.8L   (CHINA)      UNITED STATES 0.20%
STEERING WHEEL W/ SPD CNTRL       UNITED STATES 0.20%
TUB ASY FUL & BRK                 UNITED STATES 0.20%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.20%
6R140 SOLENOID - MAIN CONTROL     UNITED STATES 0.20%
PNL ASY FRT DR TR LH              UNITED STATES 0.19%
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SHK ABS ASY RR                    UNITED STATES 0.19%
REINF-RAD GRL OPG PNL LWR         UNITED STATES 0.19%
SHFT ASY-STNG GR INTERM           UNITED STATES 0.19%
SHK ABS ASY                       UNITED STATES 0.19%
HOS & CLMP ASY RAD LWR            UNITED STATES 0.18%
A-OIL WITH ADDITIVE               UNITED STATES 0.18%
KIT - RADIO ASSORTMENT            UNITED STATES 0.17%
INS ASY BDY BLT SND UPR           UNITED STATES 0.17%
DAMPER ASSY-CRANK 6.8L            UNITED STATES 0.17%
UNLEADED GAS W/ 10% ETHANOL       UNITED STATES 0.17%
KIT FUL SYS CONV                  UNITED STATES 0.16%
PIP ASY MFLR INLT EXT             UNITED STATES 0.16%
BRKT ASY FUL TUB SUPT             UNITED STATES 0.16%
WHEEL NUT - BLACK                 UNITED STATES 0.16%
SNS ASY EXH GAS O LES LD          UNITED STATES 0.16%
ROCKER ARM ASY     6F093/6M099    UNITED STATES 0.16%
COOLANT-LONG LIFE CONCENTRATE     UNITED STATES 0.15%
BRA BAT SUPT                      UNITED STATES 0.15%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.15%
6R140 SOLENOID- MAIN CONTROL      UNITED STATES 0.15%
RSON & TUB ASY ENG AIR INTK       UNITED STATES 0.14%
CMPT & DR ASY GLV (FLINT)         UNITED STATES 0.14%
6R140 UPPER VALVE BODY- RAW       UNITED STATES 0.14%
6R140 LOWER VALVE BODY- RAW       UNITED STATES 0.14%
BAR ASY-RR STAB                   UNITED STATES 0.13%
PNL DR O/S                        UNITED STATES 0.13%
PAN ASSEMBLY - OIL 6.8L 2V/3V     UNITED STATES 0.13%
TUB ASY A/C COMPR TO COND         UNITED STATES 0.13%
FLNG ASY-TRANS OPUT SHFT          UNITED STATES 0.13%
6R140 OIL PAN                     UNITED STATES 0.13%
FAN ASY ENG COOL (6.8L)           UNITED STATES 0.12%
INS ASY-ENG FRT SUPT (6.8L)       UNITED STATES 0.12%
RADIUS ARM ASY FRT                UNITED STATES 0.12%
RADIUS ARM ASY FRT LH             UNITED STATES 0.12%
HOS ASY PWR STNG PRESS LN         UNITED STATES 0.12%
TIMING CHAIN- V8 / V10            UNITED STATES 0.12%
BDY TRANS FRT OIL PMP             UNITED STATES 0.12%
PNL HOD INR                       UNITED STATES 0.11%
CONTR ASY P/BRK                   UNITED STATES 0.11%
WIR ASY ENG BLK HTR               UNITED STATES 0.11%
OIL COOLER ASSY-ALL 6.8L          UNITED STATES 0.11%
PNL HOD                           UNITED STATES 0.11%
VALVE-EXHAUST N/A:HEAD/CAM ASY    UNITED STATES 0.11%
PNT BDY EXT FIN (E-COAT)          UNITED STATES 0.11%
SW ASY-TRN/SIG & W/WPR            UNITED STATES 0.11%
KIT-ENG VLV SPG RET & KEY         UNITED STATES 0.11%
MAIN BEARING CAP - ROUGH          UNITED STATES 0.11%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.11%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
ABS-BDY BLT LWR                   UNITED STATES 0.10%
PANEL ROOF                        UNITED STATES 0.10%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.10%
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SNS ASY-ENG ELETR CONTR MS AIR FLO UNITED STATES 0.10%
BLKHD ASY TRANS WIR CONN          UNITED STATES 0.10%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
REINF-RAD GRL OPG PNL UPR         UNITED STATES 0.10%
CMPT ASY STWG (FLINT)             UNITED STATES 0.10%
RET ASY-BDY BLT ABS LWR           UNITED STATES 0.09%
HIGH ACTIVITY ACTIVATED CARBON    UNITED STATES 0.09%
PIP ASY FU/TNK FILL               UNITED STATES 0.09%
OIL PUMP LESS SCRN&COVER 2V       UNITED STATES 0.09%
HOS ASY PWR STNG PRESS LN LH      UNITED STATES 0.09%
SUPT ASY-FU/TNK                   UNITED STATES 0.09%
CVR ASY I/PNL STNG COL OPG        UNITED STATES 0.09%
BRKT ASY FU/VPR STRG CNSTR        UNITED STATES 0.09%
6R140 3 PINION FRONT CARRIER BODY UNITED STATES 0.09%
6R140 LONG PINION BLANK           UNITED STATES 0.09%
6R140 ROOSTER COMB                UNITED STATES 0.08%
CONT ASY-AIR BAG SLD              UNITED STATES 0.08%
PNL CWL TOP INR                   UNITED STATES 0.08%
GSKT-INT MFLD TO 6049  6.8L 2V    UNITED STATES 0.08%
HOS PWR STNG RTN LN UPR           UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
FRONT STABILIZER BAR /DRW (YELLOW) UNITED STATES 0.08%
SUPT-FU/TNK                       UNITED STATES 0.07%
BRKT ASY ENG ELETR CONTR PROCS    UNITED STATES 0.07%
TUB ASY FU/TNK TO CVR & FUL LN    UNITED STATES 0.07%
LVR ASY TRANS GR SH               UNITED STATES 0.07%
SHLD ASY EXH SYS FRT              UNITED STATES 0.07%
KIT-CMP WIR                       UNITED STATES 0.07%
PNL CWL TOP                       UNITED STATES 0.07%
TUBE ASY- HTR WTR UNDERBODT       UNITED STATES 0.07%
REG ASY FRT DR WDO LH             UNITED STATES 0.07%
PLR ASY FRT BDY INR LH            UNITED STATES 0.07%
PLR ASY FRT BDY INR               UNITED STATES 0.07%
6R140 E HUB MODULE                UNITED STATES 0.07%
BRKT & INS ASY-MFLR/O/P FRT RH    UNITED STATES 0.07%
PLT ASY BK DR NM (E350 /SUPER DTY) UNITED STATES 0.07%
6R1 6 PIN RAV SUPPORT PLATE       UNITED STATES 0.07%
6R140 SPEED SENSOR                UNITED STATES 0.07%
RING-PIS.COMPRESS UPPER :6100     UNITED STATES 0.07%
WIR ASY D/PNL HD/LP JCT           UNITED STATES 0.07%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.07%
PDL & SNS ASY ACEL                UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
INS ASY D/PNL SND                 UNITED STATES 0.07%
PIN - PISTON    ALL 6100 ASSYS    UNITED STATES 0.06%
SHRD FAN                          UNITED STATES 0.06%
CYLINDER HEAD BOLT                UNITED STATES 0.06%
TNK ASY RAD SPLY                  UNITED STATES 0.06%
GL ASY-FRT DR WDO                 UNITED STATES 0.06%
RUN ASY DR GL LH                  UNITED STATES 0.06%
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PRE-TREATMENT CHEMICALS           UNITED STATES 0.06%
TUB ASY A/C EVP OLET              UNITED STATES 0.06%
APR ASY FRT FNDR FRT LH           UNITED STATES 0.06%
FLTR & SE ASY TRANS OIL           UNITED STATES 0.06%
HOS ASY-RR WHL BRK LH             UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN RH      UNITED STATES 0.06%
OIL ENGINE ILSAC GF-5 SAE 5W-30   UNITED STATES 0.06%
GEAR-BALANCE SHAFT 6.8L           UNITED STATES 0.06%
ARM & PVT SHFT ASY W/WPR MTNG     UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN LH      UNITED STATES 0.06%
EXT ASY MFLR OLET PIP             UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
RESVR & MTR ASY W/WSHR            UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
LNK ASY-FRT STAB BAR              UNITED STATES 0.06%
GASKET EXH MFLD(RR) V8/V10        UNITED STATES 0.06%
6R140 D CLUTCH FRICTION PLATE     UNITED STATES 0.06%
TUB TRANS OIL LVL IND             UNITED STATES 0.05%
BRKT & VLV ASY FU/VPR MGT         UNITED STATES 0.05%
6R140 SPANNER NUT SHORT           UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
VISOR ASY-LH GREY VINYL           UNITED STATES 0.05%
6R140 PINION                      UNITED STATES 0.05%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.05%
SHLD ASY EXH SYS FRT              UNITED STATES 0.05%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.05%
BSHG-CONN ROD   ALL 6200          UNITED STATES 0.05%
GASKET EXH MFLD(FRONT) 6.8L 2V    UNITED STATES 0.05%
BRKT ASY FRT ROD                  UNITED STATES 0.05%
BRKT ASY FRT R ARM LH             UNITED STATES 0.05%
COOL ASY PWR STNG OIL             UNITED STATES 0.05%
INS ASY-BDY BLT UPR SND           UNITED STATES 0.05%
ARM-STNG GR PTMN                  UNITED STATES 0.05%
CARDBOARD DOOR PANEL              UNITED STATES 0.05%
ARM ASY W/WPR                     UNITED STATES 0.05%
SHLD ASY-BDY MT HT RH             UNITED STATES 0.05%
HOS & CLMP ASY RAD UPR            UNITED STATES 0.05%
PIP ASY-OIL FILL                  UNITED STATES 0.05%
BSE & CA ASY-RADO ANT             UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L LH    UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L RH    UNITED STATES 0.05%
REINF-BDY LK PLR RH               UNITED STATES 0.05%
CA & CONDU ASY P/BRK RR           UNITED STATES 0.05%
VALVE-INTAKE  N/A:HEAD/CAM ASY    UNITED STATES 0.05%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
TENSIONER-TIMING CHAIN LH C130    UNITED STATES 0.04%
SPARK PLUG ASSY -SOME  2V         UNITED STATES 0.04%
REINF-BDY LK PLR LH               UNITED STATES 0.04%
TENSIONER-TIMING CHAIN RH C138    UNITED STATES 0.04%
HEATER ASSY ENGINE BLOCK          UNITED STATES 0.04%
WINDSHIELD URETHANE ADHESIVE      UNITED STATES 0.04%
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HOS ASY FRT WHL BRK               UNITED STATES 0.04%
HOS ASY-FRT WHL BRK LH            UNITED STATES 0.04%
6R140 INTERM CLUTCH FRICTION PLT  UNITED STATES 0.04%
U-BOLT M16X2.0X109/241            UNITED STATES 0.04%
OIL PAN GASKET - 6.8L 2V/3V       UNITED STATES 0.04%
INS ASY D/PNL SND                 UNITED STATES 0.04%
PLR ASY-BDY LK INR                UNITED STATES 0.04%
SEP-FU/VPR                        UNITED STATES 0.04%
LONG PIN SHFT 6R140 RAV           UNITED STATES 0.04%
HRN & SUPT ASY                    UNITED STATES 0.04%
CNE & RLR ASY-FRT WHL OTR BRG     UNITED STATES 0.04%
INS ENG HSG SND (GAS)             UNITED STATES 0.04%
TUB ASY A/C COND TO EVP           UNITED STATES 0.04%
BEARING CONNECTING ROD    6100    UNITED STATES 0.04%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.04%
LINK ASY-STAB BAR REAR            UNITED STATES 0.04%
TUB ASY-FRT WHL BRK RH            UNITED STATES 0.04%
DEFL ASY A/C COND AIR UPR         UNITED STATES 0.04%
CUTAWAYS, PAINT SEALER KIT SHEET  UNITED STATES 0.04%
KIT OWNR GID MATL (U.S./ENGLISH)  UNITED STATES 0.04%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.04%
INSERT-V/SEAT-INTAKE PI (6049)    UNITED STATES 0.04%
HOS ASY RR WHL BRK                UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.04%
CA ASY TRANS SH                   UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
REFRIGERANT R134A                 UNITED STATES 0.04%
INS & RET ASY-ENG RR SUPT         UNITED STATES 0.04%
6R140 REAR CLTCH PRESS PLT        UNITED STATES 0.04%
PLR ASY QTR LK UPR OTR            UNITED STATES 0.04%
BLD ASY-W/WPR                     UNITED STATES 0.04%
CLEAR PLASTIC CUTAWAY SHEETING    UNITED STATES 0.04%
STEP ASY-RNG BD RH                UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK           UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK LH        UNITED STATES 0.04%
CA ASY P/BRK RR LH                UNITED STATES 0.04%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.04%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.04%
6R140 B CLUTCH SUN GEAR BLANK     UNITED STATES 0.04%
CAP-BATTERY TERMINAL ACCESS       UNITED STATES 0.03%
RING- PIS.COMPRESS LWR :6100      UNITED STATES 0.03%
CNE & RLR ASY-RR AX DIFF BRG      UNITED STATES 0.03%
HOS ASY-BRK PRESS CONTR VLV INLT  UNITED STATES 0.03%
6R140 D CLUTCH PRESSURE PLATE     UNITED STATES 0.03%
6R140 SUN GEAR BLANK              UNITED STATES 0.03%
NOZ ASY-HTR W/SHLD DEF            UNITED STATES 0.03%
SHKL ASY-RR SPG                   UNITED STATES 0.03%
6R140 OUTPUT SHAFT BEARING R3     UNITED STATES 0.03%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.03%
STEP ASY-RNG/BOARD LH             UNITED STATES 0.03%
BRKT ASY-ENG FRT SUPT LH          UNITED STATES 0.03%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.03%
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HYDRAULIC BRAKE FLUID / DOT 3     UNITED STATES 0.03%
VALVE GUIDE  (ALL 6049/6050-2V)   UNITED STATES 0.03%
SEAL ASY-VLV STEM  :M6049/6050    UNITED STATES 0.03%
DOWEL-MN BRG CAP TO BLOCK:6010    UNITED STATES 0.03%
PLT ASY-FRT DR SCF LH             UNITED STATES 0.03%
BRKT-ENG FRT                      UNITED STATES 0.03%
HSG ASY-IGN CIL                   UNITED STATES 0.03%
CVR ASY PASS AIR BAG OPG          UNITED STATES 0.03%
REINF FRT FNDR FRT                UNITED STATES 0.03%
REINF FRT FNDR FRT LH             UNITED STATES 0.03%
6R140 THRUST BRG T1, T2 & T5      UNITED STATES 0.03%
PAINT SOLVENTS                    UNITED STATES 0.03%
KIT-RADIO ANTENNA (32" MAST)      UNITED STATES 0.03%
MLDG ASY W/SHLD O/S TOP           UNITED STATES 0.03%
INSERT-V/SEAT-EXH 6049            UNITED STATES 0.03%
PLT-RR SPG CLMP UPR               UNITED STATES 0.03%
FUEL CAP-BLACK "GASOLINE/E0-15"   UNITED STATES 0.03%
TUB ASY-FRT WHL BRK LH            UNITED STATES 0.03%
REINF FRONT DR HINGE ON DR        UNITED STATES 0.03%
SE ASY-TRANS FRT PMP OIL          UNITED STATES 0.03%
ABS-BDY BLT LWR                   UNITED STATES 0.03%
HNDL ASY FRT DR O/S LH            UNITED STATES 0.03%
PLT ASY-TRANS CONTR VLV BDY SEP   UNITED STATES 0.03%
SW & BZL ASY HD/LP                UNITED STATES 0.03%
BOLT&WSHR-M12X1.75X122.5HEX HD CON UNITED STATES 0.03%
PCV TUBE                          UNITED STATES 0.03%
SPROCKET-CR/SHAFT 1 PC   C126W    UNITED STATES 0.03%
APR ASY FRT FNDR FRT              UNITED STATES 0.03%
BRG ASY-TRANS OIL PMP             UNITED STATES 0.03%
6R140 FRONT CARRIER PINION SHAFT  UNITED STATES 0.03%
SCR/CVR ASSY-O/PUMP 6.8L          UNITED STATES 0.03%
VENTURI - AIR INTAKE              UNITED STATES 0.03%
CA ASY P/BRK FRT                  UNITED STATES 0.03%
RET ASY-FRT DR GL LK SD           UNITED STATES 0.03%
SE ASY HOD FRT OPG                UNITED STATES 0.03%
BRKT-FRT AX PVT LH                UNITED STATES 0.03%
ADJ-FRT SUSP UPR DARK BLUE        UNITED STATES 0.03%
CONN ASY-IGN CIL                  UNITED STATES 0.03%
GR-TRANS FRT PLNT SUN             UNITED STATES 0.03%
WIR ASY ENG CONTR SNS EXT         UNITED STATES 0.02%
SPCR FU/TNK BRA                   UNITED STATES 0.02%
W/S ASY FRT DR GL @ BEL O/S LH    UNITED STATES 0.02%
CVR-ENG A/CLNR OTR                UNITED STATES 0.02%
INS ASY BDY BLT SND UPR           UNITED STATES 0.02%
6R140 RR CARR PINION-AFTER PEEN   UNITED STATES 0.02%
SHRT PINION SHAFT 6R140 RAV CARR  UNITED STATES 0.02%
EXT ASY-FRT FLR RR C/M LH         UNITED STATES 0.02%
CVR ASY BAT                       UNITED STATES 0.02%
PANEL-ROOF HEADER(CUTAWAY)        UNITED STATES 0.02%
PNL W/SHLD HDR OTR                UNITED STATES 0.02%
FILL ASY DR WDO OPG FRT           UNITED STATES 0.02%
BOLT&RET M18X126 HF 10            UNITED STATES 0.02%
MIR ASY RV I/S                    UNITED STATES 0.02%
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BOOT SPARK PLUG                   UNITED STATES 0.02%
SPROCKET-CAMSHAFT LH 6.8L 2-V     UNITED STATES 0.02%
TUB & BRKT ASY-OIL LVL IND 6.8L 2V UNITED STATES 0.02%
GR-TRANS FRT PLNT PNON            UNITED STATES 0.02%
RSTR ASY-LT SW RHST               UNITED STATES 0.02%
TUB ASY HTR WTR OLET              UNITED STATES 0.02%
6R140 PARK PAWL                   UNITED STATES 0.02%
TUB ASY CRKC VEN                  UNITED STATES 0.02%
SEAL ASY STNG COL OPENING         UNITED STATES 0.02%
ELEM ASY-CARB A/CLNR              UNITED STATES 0.02%
SPROCKET-CAMSHAFT RH 5.4/6.8 2V   UNITED STATES 0.02%
COP SEC WIRE(REG INSUL)           UNITED STATES 0.02%
REINF-BDY SD RR FILL LH           UNITED STATES 0.02%
6R1 RAV LNG NDL BRG               UNITED STATES 0.02%
MLDG ASY W/SHLD GARN SD LH        UNITED STATES 0.02%
6R140 MAIN CONTROL KIT            UNITED STATES 0.02%
C-LAM ASSY - COP                  UNITED STATES 0.02%
TRANS VENT HOSE                   UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
T-LAM ASSY - COP                  UNITED STATES 0.02%
BOLT&RET M12X40 HF PIL DUAL 10    UNITED STATES 0.02%
WIR ASY DR LK FD                  UNITED STATES 0.02%
HOS ASY FU/VPR VEN                UNITED STATES 0.02%
STUD M10X22+M10X15 RD PTM HITEMP  UNITED STATES 0.02%
DEFL ASY CWL VEN                  UNITED STATES 0.02%
RSTR ASY-IGN CIL                  UNITED STATES 0.02%
6R140 REAR OUTPUT SHAFT WASHER    UNITED STATES 0.02%
BRKT ASY-RAD SUPT UPR RH          UNITED STATES 0.02%
RL-RF SD OTR RH                   UNITED STATES 0.02%
RL-RF SD OTR LH                   UNITED STATES 0.02%
RET FRT STAB BAR TO AX            UNITED STATES 0.02%
VLV TRANS LUB CONTR               UNITED STATES 0.02%
HOOD HINGE ASY R/H                UNITED STATES 0.02%
6R140 INTERIM CLUTCH TUBE         UNITED STATES 0.02%
SHIPPING CONTAINER BOX BOTTOM     UNITED STATES 0.02%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.02%
HGR & INS ASY-MFLR OLET PIP       UNITED STATES 0.02%
INCOMPLETE VEHICLE MANUAL 2016 MY UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
THERMOSTAT ASSY-WATER V8 D027E    UNITED STATES 0.02%
PNL W/WPR MTNG                    UNITED STATES 0.02%
1330 TRAY - AIR CLNR              UNITED STATES 0.02%
6R140 PARK PAWL ABUTMENT PLATE    UNITED STATES 0.02%
6R140 SUN GR FACE GRIND AT C&B    UNITED STATES 0.02%
HOOD HINGE ASY L/H                UNITED STATES 0.02%
CAP ASY RADO IGN INTFER           UNITED STATES 0.02%
CVR-CARB A/CLNR INR               UNITED STATES 0.02%
CLAMP ASY-ENG AIR CLEANER         UNITED STATES 0.02%
SEGMENT-PSTN UPR OIL CTRL RING    UNITED STATES 0.02%
6R140 AUX TRANS OPUT SHFT BRG     UNITED STATES 0.02%
WIR ASY WDO REG FRT DR LH         UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
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SHLD FRT FNDR APR SPLS RH         UNITED STATES 0.02%
SHLD FRT FNDR APR SPLS LH         UNITED STATES 0.02%
BOLT-CONNECTING ROD   ALL 6200    UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR LH        UNITED STATES 0.02%
ADJ-FRT SUSP UPR LT BLUE/YELLOW   UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR RH        UNITED STATES 0.02%
KIT-FUEL TANK TRANSIT             UNITED STATES 0.02%
RET-FRT DR SE                     UNITED STATES 0.02%
EXT FRT FLR RR C/M                UNITED STATES 0.02%
BRKT FU/VPR STRG CNSTR            UNITED STATES 0.02%
INS-FRT SUSP SPG LWR              UNITED STATES 0.02%
6R140 SUN GEAR- AFTER PEENING     UNITED STATES 0.02%
BRKT-STNG SHK ABS RH              UNITED STATES 0.02%
REINF FRT DR AT BELT R&L          UNITED STATES 0.02%
BRKT WIR                          UNITED STATES 0.02%
FRT DR INTRUSION BEAM             UNITED STATES 0.02%
W/S ASY DR GL @ BEL I/S           UNITED STATES 0.02%
VLV-TRANS MN OIL PRESS REG        UNITED STATES 0.01%
INS FRT FLR PAN CTR HT            UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
BOLT-M20X2.5X208.7HEX FLNG HD SHLD UNITED STATES 0.01%
6R140 INT CLUTCH THRUST BRG T6    UNITED STATES 0.01%
6R140 D CLUTCH THRUST BEARING T7  UNITED STATES 0.01%
BOLT-CR/SHFT MN BRG CAP (6010)    UNITED STATES 0.01%
STUD-9430/9431 T0 6049-COL.D35    UNITED STATES 0.01%
6R1 RAV SHRT NDL BRG              UNITED STATES 0.01%
REINF-FRT FLR SD INR SL RH        UNITED STATES 0.01%
REINF-FRT FLR SD INR SL LH        UNITED STATES 0.01%
VLV-TRANS CONTR MAN               UNITED STATES 0.01%
72MMX55M 3-M PERF PLS 8979-S(BLUE) UNITED STATES 0.01%
SCREW M10X28.5 PN TI PIL 010      UNITED STATES 0.01%
IND ASY-TRANS OIL LVL             UNITED STATES 0.01%
CUP DR I/S HNDL                   UNITED STATES 0.01%
STUD M10X53+M10X15 P/T            UNITED STATES 0.01%
D WAVE SPRING                     UNITED STATES 0.01%
TRY ASY-BAT                       UNITED STATES 0.01%
SEAL- RR CRANKSHAFT               UNITED STATES 0.01%
BRKT FRT LIC PLT MTNG             UNITED STATES 0.01%
REINF ASY DR O/S BEL              UNITED STATES 0.01%
6R140 CENTER SUPPORT SNAP RING    UNITED STATES 0.01%
GUIDE-TIMING CHAIN RH     C124    UNITED STATES 0.01%
SEALER-EXPNDBL-PMPBL-VINYL        UNITED STATES 0.01%
PLUG-CUP STAINLESS STEEL :6010    UNITED STATES 0.01%
STUD/WSHR 6C086 TO 6049   C170    UNITED STATES 0.01%
BRKT-MFLR INLT PIP SUPT           UNITED STATES 0.01%
6R140 THRST BRG T11 & T12         UNITED STATES 0.01%
SPCR-PSTN O/CTRL RING SEG:6100    UNITED STATES 0.01%
BRKT-FRT AX PVT RH                UNITED STATES 0.01%
CVR I/PNL RADO OPG                UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER RH  C138    UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER LH  C130    UNITED STATES 0.01%
GUIDE-TIMING CHAIN LH  C122       UNITED STATES 0.01%
SENSOR ASY-CR/SHFT (HDR) D093L    UNITED STATES 0.01%
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OIL FILTER ASSY                   UNITED STATES 0.01%
BOLT M12X100 HF PIL ADH 10        UNITED STATES 0.01%
BOLT&WASH-M14X2.0X133.5HEX PIL SPL UNITED STATES 0.01%
BLT ASY-CR/SHFT MN BR CAP-SIDE    UNITED STATES 0.01%
RC-TRANS SUN GR THRS BRG RR       UNITED STATES 0.01%
RING-IGN PULSE C/S SENSOR C140    UNITED STATES 0.01%
6R140 FORWARD CLUTCH WAVE PLATE   UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
CTNR I/PNL STRG                   UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL          UNITED STATES 0.01%
BRACKET-ALTERNATOR SUPPORT        UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
6R1 RAV THRUST BRG                UNITED STATES 0.01%
6R140 D CLUTCH RR CARR BRG T10    UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
WASHER - SHORT 6R140 RAV CARRIER  UNITED STATES 0.01%
SENSOR-CAMSHFT TIMING (CTS)D107   UNITED STATES 0.01%
PNL ASY BDY LK PLR I/S FIN UPR    UNITED STATES 0.01%
EXT ASY FRT FNDR APR FRT          UNITED STATES 0.01%
SHLD ASY FU/TNK                   UNITED STATES 0.01%
BOLT M16 X 2.0 X 53.0 HEX FLNG    UNITED STATES 0.01%
GASKET-OIL FILTER ADAPTOR         UNITED STATES 0.01%
MAGNET IGNITION COIL              UNITED STATES 0.01%
PLG-TRANS VLV RET                 UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR RH   UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR LH   UNITED STATES 0.01%
BOBBIN-IGNITION COIL SECONDARY    UNITED STATES 0.01%
PLG TRANS SOL                     UNITED STATES 0.01%
NUT M16 HF PTM 10                 UNITED STATES 0.01%
SW ASY-CURT LP (FRNT DR)          UNITED STATES 0.01%
6R140 MANUAL CONTROL LEVER SHAFT  UNITED STATES 0.01%
CIBA EPOXY RESIN-COP              UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL LH       UNITED STATES 0.01%
PNL ASY-CWL SD TR RH              UNITED STATES 0.01%
HOOD LATCH STRIKER                UNITED STATES 0.01%
BOLT&WSHR M18X133 HF NP CTP 10    UNITED STATES 0.01%
CAP ASY-PRESS RLEF VLV            UNITED STATES 0.01%
INS - RAD SUPT LWR (GAS)          UNITED STATES 0.01%
REINF FRT FLR CS RR MBR           UNITED STATES 0.01%
SHLD FRT BRK DSC                  UNITED STATES 0.01%
SHLD FRT BRK DSC LH               UNITED STATES 0.01%
VLV ASY-TRANS BYP CL CONTR        UNITED STATES 0.01%
BRKT-BRK BST SUPT MTNG            UNITED STATES 0.01%
BOLT MJ14X110 HF NP ADH SPL 10    UNITED STATES 0.01%
BRA ASY-BAT SUPT RH               UNITED STATES 0.01%
VLV TRANS CL D2 REG               UNITED STATES 0.01%
BOLT/WSHR-ATT OILPAN B109,C178    UNITED STATES 0.01%
IND ASY OIL LVL                   UNITED STATES 0.01%
BRKT ASY P/BRK CA RR LH           UNITED STATES 0.01%
INS ASY-RR SHK ABS UPR MTG        UNITED STATES 0.01%
INS-RR STAB BAR                   UNITED STATES 0.01%
6R140 TFT SENSOR MAIN CONTROL     UNITED STATES 0.01%
REINF FRT DR AT BELT LH           UNITED STATES 0.01%
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BLT&WSHR M12X149 HEX ADH PIL CNE 9 UNITED STATES 0.01%
WIR ASY A/C JMPR                  UNITED STATES 0.01%
WIR ASY INTR LP                   UNITED STATES 0.01%
INS ASY STAB BAR                  UNITED STATES 0.01%
SHLD-FRT DR TR WTR LH             UNITED STATES 0.01%
SE-TRANS FRT PMP SUPT             UNITED STATES 0.01%
SWITCH-OIL PRESS SENDER -6.8L     UNITED STATES 0.01%
STRKR ASY-FRT DR LAT              UNITED STATES 0.01%
VLV TRANS CL B REG                UNITED STATES 0.01%
BRG CSFT MN LWR GR 2 - T/TH COUNT UNITED STATES 0.01%
VLV TRANS CL C REG                UNITED STATES 0.01%
BOLT M16X40 HF ADH 10             UNITED STATES 0.01%
PNL ASY-CWL SD TR LH              UNITED STATES 0.01%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.01%
6R140 OIL PUMP SEAL               UNITED STATES 0.01%
6R140 PUMP SEAL                   UNITED STATES 0.01%
HNDL ASY FRT DR WDO REG           UNITED STATES 0.01%
6R140 MAIN CONTROL DAMPER         UNITED STATES 0.01%
WIRE ASSY(JUMPER)2016 VN127       UNITED STATES 0.01%
6R140 ANTI FRETTING RING          UNITED STATES 0.01%
6R140 FRONT CARRIER NEEDLE BEARING UNITED STATES 0.01%
BRKT RAD GRL PNL END              UNITED STATES 0.01%
6R140 D CL SUN GEAR THRUST BRG T8 UNITED STATES 0.01%
VLV-TRANS FWD CL CONTR            UNITED STATES 0.01%
VLV-TRANS CONV CL CONTR           UNITED STATES 0.01%
VLV TRANS CL CONTR PRESS REG      UNITED STATES 0.01%
THRUST WASHER-UPPER (T/TH COUNT)  UNITED STATES 0.01%
PLT ASY-TRANS FRT                 UNITED STATES 0.01%
VACUUM HARNESS - 2V ECONO(5.4,6.8) UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
6R1 RAV LNG SHAFT WSHR            UNITED STATES 0.01%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.01%
RET-RR STAB BAR TO AXLE           UNITED STATES 0.01%
6R140 T3 BEARING                  UNITED STATES 0.01%
STUD M12X1.75X1.75X68 RND SHLDR   UNITED STATES 0.01%
PLUG-CUP STNLS STEEL 6010/6049    UNITED STATES 0.01%
BOND ASSY-RADO FREQ INTF SUPPRESS UNITED STATES 0.01%
NUT M12 HF PTP 10                 UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
SEAL-CR/SHAFT FRT OIL    D087     UNITED STATES 0.01%
NUT & WASHER - M10 X 1.5 HEX P/T  UNITED STATES 0.01%
6R1 OIL SLINGER PLATE             UNITED STATES 0.01%
MAIN CONTROL ASSY BOLT            UNITED STATES 0.01%
PCV VALVE-5.4/6.8L 2V             UNITED STATES 0.01%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.01%
VLV TRANS OIL COOL                UNITED STATES 0.01%
BOLT-6884 TO 6010/INT TO 6049     UNITED STATES 0.01%
BRKT-TRANS K/DWN CA               UNITED STATES 0.01%
SLINGER-CR/SHFT RR OIL   B129     UNITED STATES 0.01%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.01%
CVR ASY RV O/S MIR MTNG HLE LH    UNITED STATES 0.01%
BRG CSHAFT MN UPR GR 2- T/TH COUNT UNITED STATES 0.01%
BRKT-AUX A/C MTNG                 UNITED STATES 0.01%
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TUBE ASSY-HEATER WATER    A129    UNITED STATES 0.01%
VLV TRANS CL COOL FLO CONTR       UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
6R140 SQUISHY TUBE- CENTER SUPT   UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
ISLT ASY-ENG A/CLNR               UNITED STATES 0.01%
BON ASY RADO FREQ INTFER SPRS     UNITED STATES 0.01%
SHRD STNG COL                     UNITED STATES 0.01%
SCR M8X1.25X30 HEX FLNG PNT CLR TR UNITED STATES 0.01%
VLV-TRANS CONV REG                UNITED STATES 0.01%
BOLT M12X1.75X33 TWELVE PT PIL 12 UNITED STATES 0.01%
BLT-CAM CAPS FRT/RR TO 6049/50    UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE      UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE LH   UNITED STATES 0.01%
INS FRT FLR PAN CTR HT LH         UNITED STATES 0.01%
SHRD STNG COL INR                 UNITED STATES 0.01%
REINF FRT DR I/S PNL RR           UNITED STATES 0.01%
NUT-M20X2.5 HEX FLNG LOCK  P/T    UNITED STATES 0.01%
6R1 RAV THRUST WSHR               UNITED STATES 0.01%
REINF DR O/S PNL RR               UNITED STATES 0.01%
BRKT-WIRE RETENTION 6.8L 2V       UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
RET FRT SPG MTNG                  UNITED STATES 0.01%
RET-FRT SPG MTNG LWR              UNITED STATES 0.01%
LONG SPACER 6R140 RAV CARRIER     UNITED STATES 0.01%
NUT-EXH MFLDS TO 6049:D163/167    UNITED STATES 0.01%
VLV-TRANS CONTR SLAV              UNITED STATES 0.01%
6R140 FRONT CARRIER THRUST WASHER UNITED STATES 0.01%
SHLD ASY FRT FNDR SPLS LH         UNITED STATES 0.01%
CLIP-25.4-25.4 WRAPAROUND B/MT    UNITED STATES 0.01%
6R140 PARK PAWL SHAFT PLUG        UNITED STATES 0.01%
NUT&RETAINER-M14- 2.0 HEX FLNG P/T UNITED STATES 0.01%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.01%
6R140 INPUT SHAFT BEARING T3      UNITED STATES 0.01%
6R140 SOLENOID HOLD DOWN BRACKET  UNITED STATES 0.01%
INSULATOR  SHOCK ABSORBER         UNITED STATES 0.01%
SHLD ASY BDY MT HT RH             UNITED STATES 0.01%
VLV TRANS DRN BK(ANTI DRN BK)     UNITED STATES 0.01%
BOLT-LIFTING EYE TO 6049  D175    UNITED STATES 0.01%
SE FRT FLR PAN                    UNITED STATES 0.01%
BRKT ASY FRT FNDR MTNG FRT        UNITED STATES 0.01%
NUT&RET M10X1.5X80.0 DUAL HEX     UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
6R140 SHIM 5.45MM THICK- GREEN    UNITED STATES 0.00%
PLUG BUTTON 1.00X2.00 OBLONG      UNITED STATES 0.00%
PLT ASY CWL TOP PNL ACC HLE CVR   UNITED STATES 0.00%
HOS ASY-W/SHLD WSHR PMP           UNITED STATES 0.00%
BRKT WIR                          UNITED STATES 0.00%
HOOD BUMPER (33MM PRESET)         UNITED STATES 0.00%
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ISLT ASY-ENG A/CLNR               UNITED STATES 0.00%
NUT 3/4-16 HEX SLOT               UNITED STATES 0.00%
CLMP-TRANS OIL COOL TUB FRT       UNITED STATES 0.00%
COP PRI WIRE 25AWG                UNITED STATES 0.00%
CLP BRK LN TO RR AX               UNITED STATES 0.00%
6R140 DETENT SPRING               UNITED STATES 0.00%
BOLT&RET M12X1.75X35 HEX FLG HD   UNITED STATES 0.00%
FILL ASY FRT FNDR FRT             UNITED STATES 0.00%
FILL ASY FRT FNDR FRT LH          UNITED STATES 0.00%
VLV TRANS D2 LAT                  UNITED STATES 0.00%
6R140 PARK PAWL SHAFT             UNITED STATES 0.00%
VLV TRANS CL B LAT                UNITED STATES 0.00%
BLT-CAP BALSHFT-LH CYL HD-6.8L    UNITED STATES 0.00%
RIVET 7/16X1.12 SOLID BUTTON HD   UNITED STATES 0.00%
VLV-TRANS SOL PRESS REG           UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT LH        UNITED STATES 0.00%
VLV TRANS CL E LAT                UNITED STATES 0.00%
BOLT&WSHR M12X1.75X92.7 HEX CONE P UNITED STATES 0.00%
BOLT M10X70 HF 10                 UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
NUT&RET M8 HF PTP 10              UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
HOS ASY-W/WSHR                    UNITED STATES 0.00%
STFNR DR I/S PNL BEL REINF        UNITED STATES 0.00%
6R140 MAIN CNTRL SPRING & POPPET  UNITED STATES 0.00%
THRUST WASHER-LOWER (T/TH COUNT)  UNITED STATES 0.00%
NUT M12 X 1.75 (J-CLIP) BLACK     UNITED STATES 0.00%
6R140 PAN BOLT                    UNITED STATES 0.00%
GSKT ASY-EXH PIP                  UNITED STATES 0.00%
DECAL-SAFETY STANDARD CERTIFICATE UNITED STATES 0.00%
BOLT M10 - 1.5 X 30 HEX FLG PLT   UNITED STATES 0.00%
BOLT M10X65 HF 8                  UNITED STATES 0.00%
SPCR-DR WDO REG HNDL              UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT RH        UNITED STATES 0.00%
BOLT&WSHR M14X45 HF PIL ADH       UNITED STATES 0.00%
WSHR-TRANS A PLNT GR THRS         UNITED STATES 0.00%
SE-CWL SD PNL LH                  UNITED STATES 0.00%
EXT-FRT FLR PAN RR RH             UNITED STATES 0.00%
EXT-FRT FLR PAN RR LH             UNITED STATES 0.00%
GREASE FOR COP                    UNITED STATES 0.00%
NUT M10 HF SPL 8                  UNITED STATES 0.00%
BRG CSHAFT MN UPR GR 1- T/TH COUNT UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
TERMINAL-SECONDARY (IGNITION)     UNITED STATES 0.00%
STUD 6C086 TO 6010 V8/V10 C172    UNITED STATES 0.00%
PLG CWL TOP OTR PNL LH            UNITED STATES 0.00%
SCR/WSHR 6C086 TO 6049  C168W     UNITED STATES 0.00%
NUT - M12 - 1.75 HEX FLANGE LOCK  UNITED STATES 0.00%
PLT-FU/VPR STRG CNSTR C RET       UNITED STATES 0.00%
SCREW&WSHR M8X22.5 HX CON PTC 010 UNITED STATES 0.00%
CIBA EPOXY-HARDENER-COP           UNITED STATES 0.00%
CVR-CONV HSG LWR                  UNITED STATES 0.00%
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CVR SW OPG                        UNITED STATES 0.00%
6R140 VENT TUBE                   UNITED STATES 0.00%
VLV TRANS CL LAT                  UNITED STATES 0.00%
VLV TRANS CL C LAT                UNITED STATES 0.00%
NUT&RETAINER M8X2.5 HEX FLNG P/T  UNITED STATES 0.00%
6R140 SHIM 5.60MM THICK- WHITE    UNITED STATES 0.00%
BOLT M8X75 HF PIL 8               UNITED STATES 0.00%
RET BRK TUB TO BRKT ANTI/LK SNS   UNITED STATES 0.00%
STUD M6X1/6.3X1.81X54 HEX WSHR PIL UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT LH UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
SCREW M6X14 HF 010                UNITED STATES 0.00%
RETAINER-PISTON PIN   ALL 6100    UNITED STATES 0.00%
COVER-CYLINDER BLOCK OPENING      UNITED STATES 0.00%
6R140 MAIN CONTROL TORLON BALL    UNITED STATES 0.00%
WSHR-FRT SHK ABS INS OTR          UNITED STATES 0.00%
CVR-STNG WHL SPK INS              UNITED STATES 0.00%
HNDL-TLT STNG WHL LVR             UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT RH UNITED STATES 0.00%
6R140 PUMP BOLT                   UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WSHR M8X27 HX PIL ADH FL 8   UNITED STATES 0.00%
BOLT-6C086 TO 6010 C166W/168W     UNITED STATES 0.00%
SE-TRANS FRT OIL PMP              UNITED STATES 0.00%
REINF HOD INR PNL @ LK            UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
WT WHL BAL(CP 15G)                UNITED STATES 0.00%
NUT 4.8 HI-LOX10X20X1.4 SLD       UNITED STATES 0.00%
RIVET 6.4 MULTI-GRIP SPLIT        UNITED STATES 0.00%
BOLT 7/16-14X1.38 HEX FLG PLT    5 UNITED STATES 0.00%
6R140 SQUISHY TUBE-LONG           UNITED STATES 0.00%
STUD - ATT OFA                    UNITED STATES 0.00%
SPG-FU/VPR INR                    UNITED STATES 0.00%
LAT ASY HOS TO TUB TRANS OIL COOL UNITED STATES 0.00%
RET-P/BRK CA RR                   UNITED STATES 0.00%
SHLD FRT SUSP UPR ARM HT          UNITED STATES 0.00%
BOLT&RET M8X35 HF PIL 8           UNITED STATES 0.00%
REFRIGERANT COMPRESSOR OIL (DRUM) UNITED STATES 0.00%
NUT U SPG M10 1.5-5.5 P/T         UNITED STATES 0.00%
VENT-RR AX HSG                    UNITED STATES 0.00%
BRG CSFT MN LWR GR1 - T/TH COUNT  UNITED STATES 0.00%
SCREW&WSHR M6X28 HX CON 010       UNITED STATES 0.00%
PIN-DOWEL HOLLOW  6375 TO 6010    UNITED STATES 0.00%
BOLT M10 1.5 X 45 HEX FLG HD 9    UNITED STATES 0.00%
BOBBIN-IGN. COIL PRIMARY          UNITED STATES 0.00%
BOLT-ATT CAM SPOCKETS             UNITED STATES 0.00%
REINF-FRT FNDR APR TOP LWR        UNITED STATES 0.00%
INS DR O/S PNL SND LWR            UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
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BOLT/WSHR-8501 TO 6010    D103    UNITED STATES 0.00%
SPCR-6622 TO 6K258 STUD           UNITED STATES 0.00%
BOLT-6375 TO 6303-A/T B137/143    UNITED STATES 0.00%
SCREW M12X25 HF 010               UNITED STATES 0.00%
PLG-TRANS MN REG VLV              UNITED STATES 0.00%
BRKT PWR STNG TUB                 UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.00%
BOND ASSY-RADIO FREQ INTF SUPPRESS UNITED STATES 0.00%
SE CWL SD PNL                     UNITED STATES 0.00%
SLV ASY-FU/VPR STRG CNSTR PRG INLT UNITED STATES 0.00%
W/SHIELD WSHR FLUID / METHANOL    UNITED STATES 0.00%
SPACER-CAMSHAFT SPROCKET  C120    UNITED STATES 0.00%
PAINT SOLVENTS                    UNITED STATES 0.00%
BOLT M8X78 HF PIL 8               UNITED STATES 0.00%
BOLT M12X65 HF 10                 UNITED STATES 0.00%
SCR&WASH M8X1.25X33 HEX HD CTP PT UNITED STATES 0.00%
SCREW&WSHR 1/2-13X1.25 HEX FLNG HD UNITED STATES 0.00%
SCREW&WSHR M8X25 HX PIL 010       UNITED STATES 0.00%
BOLT M12 - 1.75 X 65 HEX HD 9     UNITED STATES 0.00%
RET D/PNL CTR TR                  UNITED STATES 0.00%
BOLT M10X85 HF 8                  UNITED STATES 0.00%
BOLT M10 1.5X25.5 HEX FLNG HD PIL UNITED STATES 0.00%
PLUG 11.2MM DIA PUSH IN           UNITED STATES 0.00%
CLIP/WHITE PLASTIC PWR STRNG LINE UNITED STATES 0.00%
SCREW 4.8X1.59X32 OVAL HD TRIM TAP UNITED STATES 0.00%
SEALER-VINYL-THUMB-PNTBL          UNITED STATES 0.00%
PIN-DOWEL 6C086/6K318 TO BLOCK    UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
CVR I/PNL ACC HLE                 UNITED STATES 0.00%
COMPRESSION PLATE                 UNITED STATES 0.00%
BOLT-M14X2.0X75.0 HEX HEAD        UNITED STATES 0.00%
BOLT-12A366 TO 9424 2V3V          UNITED STATES 0.00%
BRKT-RR WHL BRK HOS               UNITED STATES 0.00%
BOLT M12X65 HF PIL 10             UNITED STATES 0.00%
RET FRT DR SCF PLT                UNITED STATES 0.00%
WT WHL BAL(CP 20G)                UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
NUT M12X1.5 HF 10                 UNITED STATES 0.00%
CVR FRT ST SHLD STRP GID ADJ      UNITED STATES 0.00%
SPG TRANS CL VLV                  UNITED STATES 0.00%
SCR&WASH-M8X1.25X27.5 HEX HD PLT. UNITED STATES 0.00%
STD 18663 TO 6049 V8/V10 C168E P  UNITED STATES 0.00%
6R140 MN CTL SOL BLT M6X14 TI PIL8 UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
S/WSH-B77,101,D29R,93L,107,155    UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
NUT - M12 X 1.75 HEX FLG LOCK P/T UNITED STATES 0.00%
PIN-DOWEL  ALIGNS GUIDE TO BLK    UNITED STATES 0.00%
NUT M12X1.75 HEX FLG LOCK P/T 10  UNITED STATES 0.00%
NUT & RETAINER - M10 -1.5         UNITED STATES 0.00%
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PLUG M10X1X11 HX PIL SEH STL      UNITED STATES 0.00%
RET L/C DR LK CYL                 UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL CON SPL 8  UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
SC&WSHR 4.2X6.8 HEX WSHR H        UNITED STATES 0.00%
BOLT M8X30 HF 8                   UNITED STATES 0.00%
NUT & RETNR M12X1.75 HEX FLG P/T  UNITED STATES 0.00%
BOLT-8594 TO 9424  C216W/D027E    UNITED STATES 0.00%
CAP - RADIO ANTENNA BASE          UNITED STATES 0.00%
BOLT M10X30 HF PIL 8              UNITED STATES 0.00%
SCR&WASH-M4.2X1.41X19HEX HD TAP TO UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
BLT-TENSNR'S TO 6049 C130/138  ALL UNITED STATES 0.00%
RET CWL TOP VEN GRL               UNITED STATES 0.00%
FLTR FU/VPR STRG CNSTR            UNITED STATES 0.00%
GREASE LITHIUM COMPLEX SOAP-LUBE  UNITED STATES 0.00%
6R140 MAIN CONTROL INLET NOZZLE   UNITED STATES 0.00%
CLAMP .62 ROUND WORM SCR HOSE SS  UNITED STATES 0.00%
CVR-FU/VPR STRG CNSTR             UNITED STATES 0.00%
NUT M12-1.75 HEX FLANGE LOCK P/T  UNITED STATES 0.00%
6R140 PARK PAWL RETURN SPRING     UNITED STATES 0.00%
FRT DR BELT RAIL                  UNITED STATES 0.00%
6R140 OUTER MANUAL LEVER SEAL     UNITED STATES 0.00%
CLIP 5 PANEL PUSH-IN              UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
BRGCSHT MN INTRM UPR2 100%-T/TH CN UNITED STATES 0.00%
RIVET 6.6X23.9 SPL                UNITED STATES 0.00%
BRKT-WIR CONN                     UNITED STATES 0.00%
PLT CWL TOP PNL OPG               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
BRKT-A/C EVP SUPT                 UNITED STATES 0.00%
SCR&WASH M8X1.25X25 HEX HD PIL 9  UNITED STATES 0.00%
NUT M14 HF PTM 10                 UNITED STATES 0.00%
NUT U SPG M8 0.8-4.0 P/T          UNITED STATES 0.00%
BOLT M10X25 HF 10                 UNITED STATES 0.00%
TERMINAL-PRIMARY (IGNITION)       UNITED STATES 0.00%
HOSE CLAMP SPRING 14X12 POC       UNITED STATES 0.00%
STD-CRSHFT MN BR CAP-HOLE #419    UNITED STATES 0.00%
SHORT SPACER 6R140 RAV CARR       UNITED STATES 0.00%
6R140 SNAP RING 3.7MM-CUT STYLE 11 UNITED STATES 0.00%
BOLT M8X1.25X37 HEX FLNG PIL 10   UNITED STATES 0.00%
PIN-WHEEL DISK LOCATOR            UNITED STATES 0.00%
PLT FRT DR WDO REG HNDL           UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
NUT&WSHR ASSY M12X1.75 HEX P/T    UNITED STATES 0.00%
SCREW M10X30.6 HEX WASHER HEAD TR UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
6R140 MANUAL VALVE ACTUATOR       UNITED STATES 0.00%
BOLT/WAS- 9F792 TO INT            UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
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PLATE-VEH IDENT                   UNITED STATES 0.00%
PLUG- PIPE C/HD MACH 6049/6050    UNITED STATES 0.00%
BOLT-M10 X 1.5 X 35 HEX FLG HD    UNITED STATES 0.00%
RETAINER 14MM BH STL              UNITED STATES 0.00%
CLAMP-HOSE                        UNITED STATES 0.00%
WASHER-CAM SPROCKET               UNITED STATES 0.00%
BOLT M8X31 RC TI CTP ADH 10       UNITED STATES 0.00%
SCR/WSHR 8A528 TO 8501   E130W    UNITED STATES 0.00%
PLUG BUTTON 32.0 DIA              UNITED STATES 0.00%
SCR M10 X 20 HEX WASH HD TR       UNITED STATES 0.00%
BETAFOAM ISOCYANATE #87100        UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
DECAL ENG EXH EMS IDENT           UNITED STATES 0.00%
SCR/WSHR 9E822 TO 9424   D029R    UNITED STATES 0.00%
WT WHL BAL(CP 35G)                UNITED STATES 0.00%
REINF HOD HGE ON HOD              UNITED STATES 0.00%
REINF HOD HGE ON HOD LH           UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
KEY-6306/16 TO 6303 :6303-OP10    UNITED STATES 0.00%
RET-TRANS THROT PRESS BST         UNITED STATES 0.00%
WT WHL BAL(CP 25G)                UNITED STATES 0.00%
PLT TRANS VLV BOR PLG RET         UNITED STATES 0.00%
PLG-TRANS CL PRESS LIM VLV        UNITED STATES 0.00%
SPCR ASY W/SHLD GL LWR            UNITED STATES 0.00%
6R140 MAIN CNTRL BLT M6X60 HF PIL8 UNITED STATES 0.00%
WASHER-6316 DMPR TO 6303  D115    UNITED STATES 0.00%
HOS TRANS VEN(TUBE-TRANS VENT)    UNITED STATES 0.00%
RG SNP TRANS FRT PLNT CL          UNITED STATES 0.00%
PLUG-PIPE  3/8   D115   E440      UNITED STATES 0.00%
REAR TAP PLUG                     UNITED STATES 0.00%
INSERT C/HEAD-LH V8/V10           UNITED STATES 0.00%
BOLT&WSHR M8X22 HX CTP CON 8      UNITED STATES 0.00%
WHEEL WELL BLACKOUT COATING       UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SE FRT FLR PAN                    UNITED STATES 0.00%
BOLT-M12X1.75X60.0 HEX FLNG HEAD  UNITED STATES 0.00%
NUT & WASHER M8 HEX CONL BRASS    UNITED STATES 0.00%
BOLT-6316 DAMPER TO 6303  D115    UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
NUT&RET 7/16-14 U LOCK            UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
BLT/WSHR-19A216 TO 6C086  E555    UNITED STATES 0.00%
MAGNET - OIL PAN                  UNITED STATES 0.00%
WT WHL BAL(CP 30G)                UNITED STATES 0.00%
CLIP-RADIATOR HOSE                UNITED STATES 0.00%
SCR&WASH-M7.24X1.59X20.50PAN HD TA UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
6R140 INPUT SHAFT FRONT SEAL      UNITED STATES 0.00%
VISOR ARM CLIP (FLINT)            UNITED STATES 0.00%
LABEL-INCOMPLETE VEHICLE          UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
SEALER EXPANDING                  UNITED STATES 0.00%
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SCREW 6.3X32 HF C TAP             UNITED STATES 0.00%
NUT M10X1 HF PTM SPL 10           UNITED STATES 0.00%
NUT & WASHER - M6 X 1.0 HEX P/T   UNITED STATES 0.00%
SCREW&WSHR M6X35 HX CON 010       UNITED STATES 0.00%
NUT M8 X 1.25 U P/T               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/TTRG       UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL FL 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 27MM DIA              UNITED STATES 0.00%
6R140 SHIM 5.30MM THICK- RED      UNITED STATES 0.00%
NUT&WASHER M8X1.25 HEX P/T        UNITED STATES 0.00%
RET TRANS VLV PLG                 UNITED STATES 0.00%
RIVET PUSH PIN 6.5X7-9.5 PLA      UNITED STATES 0.00%
SCREW&WSHR M6X1X27.5 HEX HD PLT   UNITED STATES 0.00%
6R140 SNAP RING 3.8MM-CUT STYLE 3 UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
NUT - 3/8 - 16 HEX - LOCK         UNITED STATES 0.00%
6R140 SNAP RING 3.6MM-CUT STYLE 2 UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
6R140 SNAP RING 3.5MM-CUT STYLE 10 UNITED STATES 0.00%
CLIP/WHITE PLASTIC RETAINER       UNITED STATES 0.00%
NUT M8 RETAINER PUSH ON           UNITED STATES 0.00%
BOLT M6X1.0X32.5 HEX FLNG PIL    9 UNITED STATES 0.00%
SCREW M8X1.25X19 HEX WSHR HD TAP  UNITED STATES 0.00%
6R140 MAIN ID TAG BLANK           UNITED STATES 0.00%
SCR 6.3 X 10.0 HEX WASH HD TAP    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
BOLT 3/8-16 X 1.03 HEX FLNG PLT   UNITED STATES 0.00%
6R140 MODEL IDENT INFO TAG BLANK  UNITED STATES 0.00%
WSHR-SPDL OTR BRG RET             UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BOLT M8X35 HF PIL 8               UNITED STATES 0.00%
SPG-TRANS MN OIL PRESS REG VLV    UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BZL-HOD LAT CA OPG LH             UNITED STATES 0.00%
BETAFOAM POLYOL #87120            UNITED STATES 0.00%
WT WHL BAL(CP 40G)                UNITED STATES 0.00%
CTNR-LIC PLT HDW                  UNITED STATES 0.00%
6R140 ANTI-RATTLE SPRING          UNITED STATES 0.00%
BOLT M6X8.2 PC TI CTP ADH 10      UNITED STATES 0.00%
6R140 BULKHEAD TRANSPORTATION CAP UNITED STATES 0.00%
PLUG BUTTON-19.0X25.0 OBLONG      UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
SCR&WASH M6X1.0X18.5 HEX HD PIL 9 UNITED STATES 0.00%
BOLT M8X30 HF PIL 8               UNITED STATES 0.00%
STUD&WASHER M6 X 1 X 1 X 45.6 HEX UNITED STATES 0.00%
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CLIP 1/2 RETAINING RECT EXT       UNITED STATES 0.00%
CAP ASY-A/C CHARGING VALVE        UNITED STATES 0.00%
PLUG -PIPE C/HEAD: HOLES 130,450  UNITED STATES 0.00%
TRIM PIN 5.2X1.7-10 NYL           UNITED STATES 0.00%
STUD M8X30+M8X16 HF PIL SHLDR 8   UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
SCREW M6X1X30 HEX FLNG T/R        UNITED STATES 0.00%
SCREW&WSHR M8X22 HF PIL CON 010   UNITED STATES 0.00%
SCREW&WSHR M6X1X24 HEX HEAD PIL   UNITED STATES 0.00%
BOLT-MODULAR STRAP (BLUE)         UNITED STATES 0.00%
SCREW 4.2X1.4X19 PC PZ C          UNITED STATES 0.00%
NUT-M10X1.50 WELD ROUND           UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT & WASHER M8 X 1.25 HEX        UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCR-M6 X1.00X16 HEX WASH TAP      UNITED STATES 0.00%
WT WHL BAL(CP 45G)                UNITED STATES 0.00%
CLIP-PLASTIC                      UNITED STATES 0.00%
PETROLATUM-IND  5LB CANS  A075    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW & WASHER M8 X 1.25 X 59 HEX UNITED STATES 0.00%
CVR RR ST SHLDR STRP GID          UNITED STATES 0.00%
BOLT M6X20 PN TI PIL 8            UNITED STATES 0.00%
COVER-IGNITION COIL               UNITED STATES 0.00%
SPG-TRANS CONV REG VLV            UNITED STATES 0.00%
SCR #8-18X1.00 RD WASH HD TAP     UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
PIN ASY-TRANS GR SH LVR           UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
LABEL-ENGINE CODE INFO    D063    UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR RH      UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR LH      UNITED STATES 0.00%
SC CNSTR FU/VPR TO BRKT           UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCR M8 X1.25X16 HEX WASH TAP      UNITED STATES 0.00%
SPG-TRANS CONTR LUB PRESS REG VLV UNITED STATES 0.00%
SCREW 4X20 HC TFP TH              UNITED STATES 0.00%
SCREW M10X1.5X21.8 PAN HEAD PILOT UNITED STATES 0.00%
NUT & WASH - M8 X 1.25 HEX P/C    UNITED STATES 0.00%
WT WHL BAL(CP 50G)                UNITED STATES 0.00%
6R140 ABUT PLT & DETENT SPRNG BOLT UNITED STATES 0.00%
SPG-TRANS SOL REG VLV             UNITED STATES 0.00%
WHEEL/TIRE ASY LUBE               UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT M6 HF PTC SERR                UNITED STATES 0.00%
SCREW M8X30 HEX FLNG PNT CLR T/R  UNITED STATES 0.00%
NUT M6 X 1.0 HEX LOCK P/T 9       UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
CVR DR TR PNL RET (FLINT)         UNITED STATES 0.00%
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SCREW M8X25 HF 010                UNITED STATES 0.00%
BOLT&RET M6X1X16 WAF HD           UNITED STATES 0.00%
DECAL AUX BATTERY INSTRUCT-FRENCH UNITED STATES 0.00%
SPG-TRANS SHTL VLV                UNITED STATES 0.00%
SEAL O-RING 8594 TO 9424 D027E    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
BOLT   6621 TO 6010     A139      UNITED STATES 0.00%
PLUG PIPE C/HEAD #508/608 C122E   UNITED STATES 0.00%
6R140 TIR VALVE CAP               UNITED STATES 0.00%
WT WHL BAL(CP 60G)                UNITED STATES 0.00%
NUT M8 HF 8                       UNITED STATES 0.00%
SCR&WASH M4X0.7X17.5 HEX HD PIL  9 UNITED STATES 0.00%
ONE-STEP W/SHLD CLEANER/PRIMER    UNITED STATES 0.00%
BRG CSHFT MN UPR GRD3 10%-T/TH CNT UNITED STATES 0.00%
NUT&WSHR M6 HX PTC FL 8           UNITED STATES 0.00%
SCREW (BLACK) 4.2X16 TAP HEX FLNG UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
SPG-TRANS OIL COOL BYP VLV        UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SCREW 6.3X12.5 HF TAP SPL         UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
WT WHL BAL(CP 55G)                UNITED STATES 0.00%
PLUG BUTTON 1.00 DIA              UNITED STATES 0.00%
SCR&WASH M6X1.0X22.5 HX PILOT 9   UNITED STATES 0.00%
BRG CSFT MN LWR GR3 10%-T/TH COUNT UNITED STATES 0.00%
40X1.46X12 TORX PAN SCREW         UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT M8X25 HF NP 10               UNITED STATES 0.00%
BOLT-MULTI USE(SEE BELOW)D155/C124 UNITED STATES 0.00%
RET SPG 9/16 DRILLED SHAFT        UNITED STATES 0.00%
PLUG BUTTON .88 DIA               UNITED STATES 0.00%
NUT M8 WELD                       UNITED STATES 0.00%
PLUG BUTTON 1.75X.75 OBLONG       UNITED STATES 0.00%
6R140 SHIPPING STRAP NUT          UNITED STATES 0.00%
BOLT&WSHR M6X18 HX PIL CON ADH 8  UNITED STATES 0.00%
SCREW 4.8X16 HC HI/LO SERR        UNITED STATES 0.00%
SCR & WASH M6X1X16 HEX HD PIL 9   UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SPG-TRANS CONV CL CONTR VLV       UNITED STATES 0.00%
PIN 4.75MMX12.2 PUSH NYLON        UNITED STATES 0.00%
NUT M10 HX PTM SPL 8              UNITED STATES 0.00%
SCREW M4.2X1.41X25 HEX WSHR HD TAP UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
VENT PLUG BLACK                   UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
DOOR CORNER PROTECTOR - BLACK VNYL UNITED STATES 0.00%
NUT&WASHER  M8X1.25 HEX SERR      UNITED STATES 0.00%
SCREW M8X14 HF 010                UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR & WASH M6 X 1.0 X 14 HEX HD   UNITED STATES 0.00%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

350-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
NUT&WSHR M10 HX PTM CON 8         UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
BOLT M6X30 HF PIL 10              UNITED STATES 0.00%
CLIP 7.11 WRAPAROUND PUSH-IN(3POS) UNITED STATES 0.00%
PLUG BUTTON 38.0MM DIA            UNITED STATES 0.00%
RET-BRK PDL                       UNITED STATES 0.00%
SCR&WASH M8X1.25X19.HEX HD PLT   9 UNITED STATES 0.00%
SCREW M6X14 HF GRD 010            UNITED STATES 0.00%
DOOR PROTECTOR - FOAM BLOCK/WHITE UNITED STATES 0.00%
BOLT M6X90 HF 8                   UNITED STATES 0.00%
SCR 4.2 X 19 OVAL HD TAP          UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
DECAL-VEH NOISE EMISSION CONTROL  UNITED STATES 0.00%
NUT M6 X 1.00 U LOCK              UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
BOLT-6622 TO N806180-S  B75,77    UNITED STATES 0.00%
WT WHL BAL(CP 65G)                UNITED STATES 0.00%
BOLT&WSHR M6X12 HX NP CON 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT&WSHR M6X20 HX PIL 8          UNITED STATES 0.00%
BOLT-CH/GUIDE-RH TO 6049  C122    UNITED STATES 0.00%
TUBE-VENT-NYLON                   UNITED STATES 0.00%
6R140 SNAP RING 4.0MM-CUT STYLE 4 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WASHER M6X16 HEX HD CONL NP 8 UNITED STATES 0.00%
NUT - M8 X 1.25 HEX FLG           UNITED STATES 0.00%
BOLT M8X25 HF PIL 8               UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
NUT WELD THDLS 8 RD PIL 8         UNITED STATES 0.00%
DOOR EDGE GUARD 14" CLEAR PLASTIC UNITED STATES 0.00%
NUT&WSHR M6 HF PTM 8              UNITED STATES 0.00%
STRAP-82MM BUNDLING ADJUSTABLE    UNITED STATES 0.00%
PLT TRANS VLV RET                 UNITED STATES 0.00%
NUT RETAINER, 3/4 OCT COTTER PIN  UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
SE CWL TOP INR TO CWL SD LH       UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
6R140 SNAP RING 3.4MM-CUT STYLE 1 UNITED STATES 0.00%
PLUG BUTTON .75X1.00 OBLONG       UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
CVR-DR TR PNL RET (FLINT)         UNITED STATES 0.00%
SCREW&WSHR 4.2X1.41X13 HEX HD TAP UNITED STATES 0.00%
BOLT-6621 & 6B274 TO 6010 C122    UNITED STATES 0.00%
RET-TRANS CONTR VLV SPG           UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
WELDING ELECTRODE UNCOATED        UNITED STATES 0.00%
NUT&WSHR M8 HX CON 8              UNITED STATES 0.00%
CLP TRANS VLV PLG RET             UNITED STATES 0.00%
BRG CSFT MN INTERM UPR1 10%-T/TH C UNITED STATES 0.00%
OIL ENGINE, API SG, SAE 50 ASSEMBL UNITED STATES 0.00%
WASH 7/8 HELICAL SPG LK QR        UNITED STATES 0.00%
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LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT-6884 TO RR 6010     C029      UNITED STATES 0.00%
RING RET 8.6 TYPE E               UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT 4.2-6.8X20X0.8-4 SQ PUSH IN   UNITED STATES 0.00%
BOLT M8X20 HF PIL ADH 8           UNITED STATES 0.00%
PLUG BUTTON .50 DIA               UNITED STATES 0.00%
PIN 0.250 X 1.22 PUSH NYLON       UNITED STATES 0.00%
LUBRICANT-RUBBER HOSE (PRPL MRPL) UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
BLCK PLASTIC AIJ PUSH PIN 3.45X.75 UNITED STATES 0.00%
FTG-TRANS SH ACTU CA              UNITED STATES 0.00%
CLP-TRANS CONTR LWR VLV BDY       UNITED STATES 0.00%
CLP-TRANS THROT VLV PLNG SLV      UNITED STATES 0.00%
SCREW M6.3X1.81X16.0 HEX WASH TAP UNITED STATES 0.00%
BOLT&WSHR M6X16 HX PIL CON 8      UNITED STATES 0.00%
SCR-M4.2X1.41X16 HEX WSHR HD TAP  UNITED STATES 0.00%
WT WHL BAL(CP 90G)                UNITED STATES 0.00%
SCR-4.2X1.41X19 HEX FLNG TAP      UNITED STATES 0.00%
PLUG 6X0.7-1.5 RD RBR             UNITED STATES 0.00%
SCR&WASH 5/16-18X.62 HEX HD       UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SCR #8-18X1.00 PAN HD TAP         UNITED STATES 0.00%
PUSH PIN 8.5X4.5-7 NYLON BLACK    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX GREY      UNITED STATES 0.00%
NUT M8 BOLT RETAINER PUSH ON      UNITED STATES 0.00%
CLIP 5/16 WIRHRNS PUSH IN         UNITED STATES 0.00%
WT WHL BAL(CP 75G)                UNITED STATES 0.00%
WT WHL BAL(CP 70G)                UNITED STATES 0.00%
SOLDER STICKS                     UNITED STATES 0.00%
4.6/5.4L EFI DECAL-GENERAL TAPE   UNITED STATES 0.00%
ORANGE CAP- OIL FILL CAP          UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT M6 WELD                       UNITED STATES 0.00%
WT WHL BAL(CP 85G)                UNITED STATES 0.00%
WT WHL BAL(CP 80G)                UNITED STATES 0.00%
SCR-#8-18X.62 PAN HD TAP          UNITED STATES 0.00%
SCREW - #8-32 X 0.62 OVAL HD T/R  UNITED STATES 0.00%
RIVET 1/8X.25 BLIND SPL HD        UNITED STATES 0.00%
SE CWL TOP INR PNL TO CWL SD PNL  UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SOLDER PASTE TIN BASED            UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 MAIN CNTRL ID TAG SPRING NUT UNITED STATES 0.00%
6R140 SHIM 5.15MM THICK- YELLOW   UNITED STATES 0.00%
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6R140 SHIM 5.75MM THICK- BLUE     UNITED STATES 0.00%
GREASE-TRANS TORQUE CONVERTER NOSE UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SPCR-BRK MSTR CYL P/ROD           UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 SNAP RING 3.3MM-CUT STYLE 9 UNITED STATES 0.00%
6R140 SNAP RING-3.2MM-CUT STYLE 7 UNITED STATES 0.00%
TAPE - 1" WATER RESISTANT BLACK   UNITED STATES 0.00%
LUB-SYN RBR 1# JARS TOX#044089    UNITED STATES 0.00%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.00%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESI        UNITED STATES 0.00%
SEALER, NON-EXPANDING, PUMPABLE, A UNITED STATES 0.00%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.00%
ADJ FRT SUSP UPR LT BLUE          UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/RED         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLACK/YELLOW     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED/BLUE         UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/ORANGE   UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/BLACK    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/RED      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/WHITE       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/ORANGE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLACK       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLUE        UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED              UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR WHITE            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GREEN       UNITED STATES 0.00%
ADJ-FRT SUSP UPR GRAY/PINK        UNITED STATES 0.00%
ADJ FRT SUSP UPR BLACK/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/BLACK      UNITED STATES 0.00%
ADJ FRT SUSP UPR GRAY             UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE           UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW           UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW/RED       UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/PINK       UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/YELLOW    UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GRAY        UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/WHITE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/RED        UNITED STATES 0.00%
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ADJ FRT SUSP UPR PINK             UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/GREEN    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
6R140 SNAP RING 4.2MM-CUT STYLE 5 UNITED STATES 0.00%
6R140 SNAP RING 4.4MM-CUT STYLE 6 UNITED STATES 0.00%
6R140 SNAP RING 3.2MM-CUT STYLE 8 UNITED STATES 0.00%
LUB-SURFACTANT(MERPOL)E190/230    UNITED STATES 0.00%
BRGCSHFT MN INTRM UPR3 10%-T/TH CN UNITED STATES 0.00%

US Vehicle Content 87.40%

Foreign Vehicle Content 12.60%
US Vehicle Content 87.40%
Total Vehicle Content 100.00%

Assumptions
*  Non-Ford manufacturing facilities are noted.
*  Percentages include prorated direct assembly labour, engineering costs, overhead, other costs, and profit.
*  Component material costs based on 2016 Bill of Material.
*  Costs are for vehicles pertaining to Starcraft Bus, div. Forest River, Inc. request. Content for other E-series
    vehicles could be different.
* E-series Vehicles are assembled at Ohio plant, USA

This document may contain confidential business information. It is being supplied with the understanding that it will not
be released to third parties, and that it will be used solely for the purpose of complying with the Buy America requirements 
 of federal law or other applicable content requirements.
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BUY AMERICA CERTIFICATION STATEMENT 

CERTIFICATE OF COMPLIANCE WITH 

SECTION 165 (b) (3) 

The Surface Transportation Assistance Act of 1982, as amended 
and the regulations of 49 C.F.R.  661.11 

 

Freedman Seating Company hereby certifies that it complies with the 
requirements of section 165(b)(3), of the Surface Transportation Assistance Act 
of 1982, as amended, and the regulations of 49 CFR 661.11. 
 
 

Freedman Feather Weight Seats Country of Origin 
% 

Domestic 

   

   

TOTAL WEIGHTED DOMESTIC COST CONTENT USA 
Minimum 

70% 

 
The final assembly point location is 4545 W. Augusta Blvd. Chicago, IL  60651 
 
 
 

 
_____________________________________ 
                                 Authorized Signature 

 

Date: 6.6.16 

 

4545 WEST AUGUSTA BLVD • CHICAGO, IL  •  60651 
PHONE: 773-524-2440 •  FAX:  773-252-7450 



















Eg
re
ss

Eg
re
ss

Eg
re
ss

Eg
re
ss
g

Eg
re
sss

jcavanah
Typewritten Text
Egress



WEIGHT ANALYSIS

11/6/2015 12 2 WC 1 DB FOLD 158 163 USA 
INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

E-450 38883B SENATOR II GAS 55 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

158 0.63 LEFT FRONT RIGHT FRONT 0.13 335.5

AXLE CAPACITIES 3404 1641 1763 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 185

5000 9600 14500 6000 2768 3232

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 40 150 25.32% 112.03 37.97 99 300 62.66% 112.03 187.97

89 300 56.33% 131.01 168.99 132 300 83.54% 49.37 250.63

125 300 79.11% 62.66 237.34 165 300 104.43% -13.29 313.29

161 300 101.90% -5.70 305.70 210 250 132.91% -82.28 332.28

212 300 134.18% -102.53 402.53 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TELMA 76 -175 48.10% -90.82 -84.18 76 -175 48.10% -90.82 -84.18 TELMA

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 106.65 1068.35 -25.00 1000.00 2150.00

AXLE WEIGHTS 1641.00 2768.00 1763.00 3232.00 9404.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 1722.71 4007.24 5729.94 0.484

RIGHT 1713.06 4402.88 6115.94 0.516

FRT / REAR TOTALS 3435.77 8410.12 11845.89

AXLE CAPACITIES 5000 9600 14500

AVAILABLE CAPACITIES 1564.23 1189.88 2654.12

Front Curbside Rear Curbside

Maximum Capacity 2500 Maximum Capacity 4940 QVM BULLETIN Q - 128

Combined Front Combined Rear

3435.77 8410.12

5000 Maximum Capacity 9600 Maximum Capacity

Maximum Capacity 2500 Maximum Capacity 4940 QVM BULLETIN Q - 128

Front Roadside Rear Roadside

1722.71

4402.88

4007.24

LEFT (ROADSIDE) RIGHT (CURBSIDE)

1713.06

DEALER

FUEL ADJ. AMT.

-43.62
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 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR 2 for PCID 1113B

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD E-450 158" 6.8L

CHASSIS FORD MOTOR CO U.S. 49.24
AIR CONDITIONING TRANS AIR U.S. 6.26
SEATS FREEDMAN U.S. 5.62
WHEELCHAIR LIFT BRAUN U.S. 4.64
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.30
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 1.08
EXTERIOR MIRRORS ROSCO U.S. 0.66

U.S.
U.S.
U.S.

68.8

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 7.11%
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CONV ASY(6.2L)                    MEXICO 1.63%
6.8L CYL/HEAD 2V ROUGH CASTING    MEXICO 1.61%
REAR LEAF SPRING - E450 C/A DRW   MEXICO 1.34%
6.8L CRANK/STL ROUGH EX GERLCH    CANADA 0.98%
6R140 E CLUTCH MODULE             CANADA 0.64%
6R140 OUTPUT SHAFT-4X4 SHORT      CANADA 0.54%
ROD & LNK ASY-STNG LKGE           CANADA 0.51%
6R1 6 PIN RAV CARRIER             CANADA 0.46%
SHFT & BRG ASY-TRANS MN           CANADA 0.44%
PMP & PLY ASY PWR STNG            GERMANY 0.38%
CLPR ASY FRT WHL BRK              MEXICO 0.32%
CLPR ASY FRT WHL BRK LH           MEXICO 0.32%
BALANCE SHAFT  6.8L  2V           CANADA 0.26%
CONTR ASY OCC RESTNT SYS          CANADA 0.21%
ACUM & HOS ASY A/C                CANADA 0.20%
6R140 HUB & SHAFT- S3             CANADA 0.18%
6R140 HUB ASSY- S2                CANADA 0.18%
SHK ABS ASY STNG                  BRAZIL 0.17%
WATER PUMP - ALL 6.8L             CANADA 0.15%
SPCR THROT BDY TO INTK MANF       CANADA 0.12%
6R140 INTERMEDIATE HUB SHAFT      CANADA 0.12%
COOL ASY TRANS OIL                CANADA 0.12%
BEL & RETR ASY FRT ST (DRVR)      MEXICO 0.11%
INS ASY-ENG FRT SUPT-LH           CANADA 0.09%
BRKT ASY TRANS MTNG RR            CHINA 0.08%
HOS ASY HTR                       MEXICO 0.07%
BRK & CL PDL & BRKT ASY           CANADA 0.07%
HOS ASY HTR                       MEXICO 0.07%
TENSIONER ASSEMBLY-ENG DRIV       CANADA 0.07%
CONTR ASY-FUL PMP DRV             MEXICO 0.06%
W/S ASY FRT DR                    CANADA 0.06%
W/S ASY DR OPG LH                 CANADA 0.06%
FLYWHEEL ASY 4R75W/5R110W B137    CANADA 0.05%
CAP ASY-RR BRG CAMSHAFT   6049    CHINA 0.05%
LOCK SET-IGN & 1 DR (2 KEYS)      MEXICO 0.05%
LAT & R/CONTR ASY FRONT LH DOOR   CANADA 0.04%
6R140 D CLUTCH PLATE- STEEL       CANADA 0.04%
6R140 SEPARATOR PLATE ALL MODELS  CANADA 0.04%
RESVR TUB & BRKT ASY PWR STNG     MEXICO 0.04%
SNS & BRKT ASY AIR BAG CTR        CANADA 0.04%
BMPR ASY FRT AX                   CHINA 0.04%
DEFL A/C COND AIR LWR             CANADA 0.03%
BMPR ASY RR AX (E350/450)         CHINA 0.03%
BEL DRV(AC)                       MEXICO 0.03%
ADJ ASY FRT ST SHLDR STRP GID     MEXICO 0.03%
HGE & CHK ASY FRT DR LWR          CANADA 0.03%
ASSIST HANDLE L/H MEDIUM FLINT    INDIA 0.03%
CAP ASSY-CAM & BAL SHFT BRG RR    CHINA 0.03%
LAT ASY HOD                       CANADA 0.03%
REAR SEAL RETAINER                MEXICO 0.03%
REINF ASY BRK PDL SUPT            CANADA 0.03%
SHL-FU/VPR STRG CNSTR             CANADA 0.03%
6R140 OIL PAN GASKET              MEXICO 0.02%
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HGE ASY FRT DR UPPER              CANADA 0.02%
SPKR ASY RADO RECV                CHINA 0.02%
IDLER ASSY   V8/V10      D109     CANADA 0.02%
WATER PUMP PULLEY-ALL EXCPT-696-  CANADA 0.02%
SENSOR ASY-CYL HEAD TEMP 2V       CHINA 0.02%
CA & HNDL ASY HOD LAT             MEXICO 0.02%
HOSE ASY-W/SHLD WSHR BOTTLE       MEXICO 0.02%
6R140 PARK PAWL ACTUATOR ROD      CANADA 0.02%
SE CWL TOP PNL TO HOD             CANADA 0.02%
RET ASY-FRT WHL HB GRSE           MEXICO 0.01%
CAP ASY-CCAM/BAL SHFT BR FRT-LH   CHINA 0.01%
PLATE-ENGINE REAR COVER           CANADA 0.01%
CONN-WATER OUTLET  ALL 2V D027E   CHINA 0.01%
SW ASY SPD CONTR & STP LP         GERMANY 0.01%
6R140 OUTPUT SHAFT (GRUNT) SEAL   MEXICO 0.01%
PROP ASY HOD SUPT                 CANADA 0.01%
CAP ASY-FRT BRG CAMSHAFT  6049    CHINA 0.01%
DEFL ASY RAD AIR SD RH            CANADA 0.01%
DEFL ASY RAD AIR SD LH            CANADA 0.01%
CAP ASSY-BAL SHFT BRG FRT-LH      CHINA 0.01%
6R140 MANUAL CONTROL LEVER OTR    CANADA 0.01%
ADHSV TOX#178271 (RED)            CANADA 0.01%
CAP-FRT HUB GREASE                CANADA 0.01%
STUD PIERCE M8X13 CNE 8           GERMANY 0.01%
EXT ASY-P/BRK CA                  MEXICO 0.00%
CVR-FU/VPR STRG CNSTR             CANADA 0.00%
NUT-STNG TIE ROD                  CANADA 0.00%
SLR-RTV HI-VIS 55 GAL DR  B097    CANADA 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
6R140 WASHER 2.9MM THICK- BLACK   CANADA 0.00%
6R140 WASHER 3.1MM THICK- YELLOW  CANADA 0.00%
BOLT M8X115 HF PIL 8              TAIWAN 0.00%
NUT M18X2.5 HEX FLNG P/T          CANADA 0.00%
SLR-RTV HI-VIS 5 GAL-50# PAILS    CANADA 0.00%
MAIN CONTROL TO CASE BOLT         TAIWAN 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
PIN-DOWEL  6049 TO 6010   C054    CANADA 0.00%
NUT #8-18 SPRING                  CANADA 0.00%
NUT M8 HF PTM 8                   CANADA 0.00%
BOLT M8X1.25X31 HEX FLNG PI       TAIWAN 0.00%
PLUG EXP CUP 11.4 STL             CANADA 0.00%
CAP HNDL I/S ASST ATT HLE         INDIA 0.00%
NUT 3/4 - 16 HEX                  CANADA 0.00%
NUT-M14X2.0 HEX LOCK P/T        10 CANADA 0.00%
6R140 LIGHTWEIGHT ALIGNMENT PIN   CANADA 0.00%
BOLT M6X16 HF PIL (LONGER)        TAIWAN 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M8 HF PTP 10                  CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
NUT-M8X1.25 V8/V10 D115 E580      CANADA 0.00%
6R140 RR BRG PLATE TO CARRIER BOLT TAIWAN 0.00%
6R140 WASHER 3.3MM THICK- WHITE   CANADA 0.00%
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6R140 WASHER 3.5MM THICK- RED     CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M6 HF PTM 8                   CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
PIN-SHAFT RETAINING               CANADA 0.00%
BOLT- CBLR CYLINDER RETAINING     TAIWAN 0.00%
6R140 SPRING ROLL PIN 4X18 CLD    CANADA 0.00%
NUT&WSHR M6 HX CON 8              CANADA 0.00%
BOLT M6X20 HF PIL 8               TAIWAN 0.00%
PLUG EXP CUP 13.8 STL             CANADA 0.00%
NUT-M4.2 X 1.41 U P/T (J-CLIP)    CANADA 0.00%
6R140 WASHER 3.7MM THICK- BLUE    CANADA 0.00%
SLR RTV HI-VISC 30ML CARTRIDGE    CANADA 0.00%

Foreign Vehicle Content 12.71%

AX ASY RR LES WHL                 UNITED STATES 10.34%
LT225/75R16 MICHELIN LTX MS LRE BW UNITED STATES 7.03%
FR ASY A/P                        UNITED STATES 3.78%
INTAKE - 6.8L 2-VALVE             UNITED STATES 1.99%
6.8L BLOCK-CASTING 2V/3V CIFUNSA  UNITED STATES 1.92%
TNK & SDR ASY FUL                 UNITED STATES 1.88%
RIM ASY-WHL (WHITE) 16X6 DRW      UNITED STATES 1.80%
CONV ASY EXH (JLN)                UNITED STATES 1.42%
PWR STEERING GEAR ASY             UNITED STATES 1.33%
DRV/SHT & CPL ASY                 UNITED STATES 1.27%
ST ASY FRT TR LH                  UNITED STATES 1.24%
WIR ASY ENG CONTR SNS             UNITED STATES 1.21%
PNL ASY I/PNL (FLINT)             UNITED STATES 1.15%
ALTERNATOR-225A                   UNITED STATES 1.02%
FRONT BUMPER - CHROME             UNITED STATES 0.89%
COL ASY STNG                      UNITED STATES 0.88%
EXHAUST MANIFOLD-RH   2V V10      UNITED STATES 0.85%
6R140 A/B MODULE- GAS             UNITED STATES 0.83%
HUB & BRK DRM ASY FRT WHL         UNITED STATES 0.82%
PROCS ASY ENG (N)                 UNITED STATES 0.81%
BATTERY ASSY (750 CCA) 78AH       UNITED STATES 0.80%
RADIATOR ASY - 6.8L GAS           UNITED STATES 0.78%
6R140 6.2L GAS CASE CASTING       UNITED STATES 0.75%
CONTR & MOD ASY BRK ANTI/LK       UNITED STATES 0.74%
BST ASY BRK HYD                   UNITED STATES 0.73%
COMPR & CL ASY A/C                UNITED STATES 0.66%
MFLR & OLET PIP ASY               UNITED STATES 0.60%
EVP & BLW ASY A/C                 UNITED STATES 0.58%
PIP ASY MFLR INLT FRT             UNITED STATES 0.54%
PAN ASY FRT FLR                   UNITED STATES 0.54%
GRL ASY RAD (CHROME)              UNITED STATES 0.49%
CLUS ASY INSTR                    UNITED STATES 0.49%
6R140 CLUTCH ASSY- GAS            UNITED STATES 0.47%
AX ASY FRT RH                     UNITED STATES 0.44%
AX ASY FRT LH                     UNITED STATES 0.43%
PNL ASY ENG CVR                   UNITED STATES 0.43%
KIT SPDL FRT WHL                  UNITED STATES 0.42%
KIT SPDL FRT WHL LH               UNITED STATES 0.42%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

450-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
PNL FRT DR I/S LH                 UNITED STATES 0.42%
WIR ASY MN                        UNITED STATES 0.42%
5.4L/6.8L 2-VALVE PISTON "E"      UNITED STATES 0.41%
IND ASY RADO RECV CONTR           UNITED STATES 0.41%
SUPT ASY RAD                      UNITED STATES 0.39%
STR MTR DRV & RLY ASY(BSM V8/V10) UNITED STATES 0.36%
CYL ASY BRK MSTR LES P/RD         UNITED STATES 0.34%
WIR ASY RR LP                     UNITED STATES 0.34%
BDY & MTR ASY A/INTK CHG THROT    UNITED STATES 0.33%
WIR ASY ENG 2016(6.8 L 2V MEGA)   UNITED STATES 0.33%
FUEL INJECTOR - 6.8L 2V VN127     UNITED STATES 0.33%
COND ASY A/C                      UNITED STATES 0.31%
SUPT ASY TRANS FRT PMP CONV STATR UNITED STATES 0.30%
MOD ASY DRV AIR BAG RESTNT        UNITED STATES 0.30%
MANF & C/OVR TUB ASY FU/INJ SPLY  UNITED STATES 0.29%
CL ASY FAN                        UNITED STATES 0.29%
SNS ASY EXH GAS O UNIV            UNITED STATES 0.29%
HD/LP ASY RH (AERO)               UNITED STATES 0.28%
HD/LP ASY LH (AERO)               UNITED STATES 0.28%
GL ASY W/SHLD                     UNITED STATES 0.28%
6R140 REVERSE PISTON              UNITED STATES 0.28%
CONTR ASY A/C                     UNITED STATES 0.27%
MAT ASY FRT FLR                   UNITED STATES 0.26%
HTR ASY                           UNITED STATES 0.26%
CHMB ASY-HTR PLNM                 UNITED STATES 0.26%
PNL ASY DASH                      UNITED STATES 0.26%
EXHAUST MANIFOLD (LH) 6.8L 2V     UNITED STATES 0.25%
ADJ ASY-VALVE LASH 6F093/6M099    UNITED STATES 0.24%
5.4/6.8L CONN/ROD ROUGH           UNITED STATES 0.24%
WIR ASY-FU/TNK SDR                UNITED STATES 0.23%
CAM COVER LH 6.8L 2V              UNITED STATES 0.23%
FRONT COIL SPRING                 UNITED STATES 0.23%
CAM COVER (RH) 6.8L 2V ECONOLINE  UNITED STATES 0.23%
PNT BDY EXT FIN (OXFORD WHITE C/C) UNITED STATES 0.23%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.22%
FR DR OPG                         UNITED STATES 0.22%
SHFT ASY STNG COL LWR             UNITED STATES 0.22%
MTR & LNK ASY W/WPR               UNITED STATES 0.22%
6.8 RH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
FRONT COVER - ALL 2V'S            UNITED STATES 0.22%
6.8 LH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
PNL ASY I/PNL CLUS OPG FIN        UNITED STATES 0.22%
FR DR OPG                         UNITED STATES 0.21%
ADPT OIL FLTR 6.8L   (CHINA)      UNITED STATES 0.20%
STEERING WHEEL W/ SPD CNTRL       UNITED STATES 0.20%
TUB ASY FUL & BRK                 UNITED STATES 0.20%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.20%
6R140 SOLENOID - MAIN CONTROL     UNITED STATES 0.20%
PNL ASY FRT DR TR LH              UNITED STATES 0.19%
SHK ABS ASY RR                    UNITED STATES 0.19%
REINF-RAD GRL OPG PNL LWR         UNITED STATES 0.19%
SHFT ASY-STNG GR INTERM           UNITED STATES 0.19%
SHK ABS ASY                       UNITED STATES 0.19%
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HOS & CLMP ASY RAD LWR            UNITED STATES 0.18%
A-OIL WITH ADDITIVE               UNITED STATES 0.18%
KIT - RADIO ASSORTMENT            UNITED STATES 0.17%
INS ASY BDY BLT SND UPR           UNITED STATES 0.17%
DAMPER ASSY-CRANK 6.8L            UNITED STATES 0.17%
UNLEADED GAS W/ 10% ETHANOL       UNITED STATES 0.17%
KIT FUL SYS CONV                  UNITED STATES 0.16%
BRKT ASY FUL TUB SUPT             UNITED STATES 0.16%
WHEEL NUT - BLACK                 UNITED STATES 0.16%
ROCKER ARM ASY     6F093/6M099    UNITED STATES 0.16%
COOLANT-LONG LIFE CONCENTRATE     UNITED STATES 0.15%
BRA BAT SUPT                      UNITED STATES 0.15%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.15%
6R140 SOLENOID- MAIN CONTROL      UNITED STATES 0.15%
RSON & TUB ASY ENG AIR INTK       UNITED STATES 0.14%
CMPT & DR ASY GLV (FLINT)         UNITED STATES 0.14%
6R140 UPPER VALVE BODY- RAW       UNITED STATES 0.14%
6R140 LOWER VALVE BODY- RAW       UNITED STATES 0.14%
BAR ASY-RR STAB                   UNITED STATES 0.13%
PNL DR O/S                        UNITED STATES 0.13%
PAN ASSEMBLY - OIL 6.8L 2V/3V     UNITED STATES 0.13%
TUB ASY A/C COMPR TO COND         UNITED STATES 0.13%
FLNG ASY-TRANS OPUT SHFT          UNITED STATES 0.13%
6R140 OIL PAN                     UNITED STATES 0.13%
FAN ASY ENG COOL (6.8L)           UNITED STATES 0.12%
INS ASY-ENG FRT SUPT (6.8L)       UNITED STATES 0.12%
RADIUS ARM ASY FRT                UNITED STATES 0.12%
RADIUS ARM ASY FRT LH             UNITED STATES 0.12%
HOS ASY PWR STNG PRESS LN         UNITED STATES 0.12%
TIMING CHAIN- V8 / V10            UNITED STATES 0.12%
BDY TRANS FRT OIL PMP             UNITED STATES 0.12%
PNL HOD INR                       UNITED STATES 0.11%
CONTR ASY P/BRK                   UNITED STATES 0.11%
WIR ASY ENG BLK HTR               UNITED STATES 0.11%
OIL COOLER ASSY-ALL 6.8L          UNITED STATES 0.11%
PNL HOD                           UNITED STATES 0.11%
VALVE-EXHAUST N/A:HEAD/CAM ASY    UNITED STATES 0.11%
PNT BDY EXT FIN (E-COAT)          UNITED STATES 0.11%
SW ASY-TRN/SIG & W/WPR            UNITED STATES 0.11%
KIT-ENG VLV SPG RET & KEY         UNITED STATES 0.11%
MAIN BEARING CAP - ROUGH          UNITED STATES 0.11%
SUPT ASY-FU/TNK                   UNITED STATES 0.11%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.10%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
ABS-BDY BLT LWR                   UNITED STATES 0.10%
PANEL ROOF                        UNITED STATES 0.10%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.10%
SNS ASY-ENG ELETR CONTR MS AIR FLO UNITED STATES 0.10%
BLKHD ASY TRANS WIR CONN          UNITED STATES 0.10%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
REINF-RAD GRL OPG PNL UPR         UNITED STATES 0.10%
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CMPT ASY STWG (FLINT)             UNITED STATES 0.10%
RET ASY-BDY BLT ABS LWR           UNITED STATES 0.09%
HIGH ACTIVITY ACTIVATED CARBON    UNITED STATES 0.09%
PIP ASY FU/TNK FILL               UNITED STATES 0.09%
OIL PUMP LESS SCRN&COVER 2V       UNITED STATES 0.09%
HOS ASY PWR STNG PRESS LN LH      UNITED STATES 0.09%
CVR ASY I/PNL STNG COL OPG        UNITED STATES 0.09%
BRKT ASY FU/VPR STRG CNSTR        UNITED STATES 0.09%
6R140 3 PINION FRONT CARRIER BODY UNITED STATES 0.09%
6R140 LONG PINION BLANK           UNITED STATES 0.09%
6R140 ROOSTER COMB                UNITED STATES 0.08%
CONT ASY-AIR BAG SLD              UNITED STATES 0.08%
SNS ASY EXH GAS O LES LD          UNITED STATES 0.08%
PNL CWL TOP INR                   UNITED STATES 0.08%
GSKT-INT MFLD TO 6049  6.8L 2V    UNITED STATES 0.08%
HOS PWR STNG RTN LN UPR           UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
TUB ASY FU/TNK TO CVR & FUL LN    UNITED STATES 0.08%
FRONT STABILIZER BAR /DRW (YELLOW) UNITED STATES 0.08%
BRKT ASY ENG ELETR CONTR PROCS    UNITED STATES 0.07%
PIP ASY MFLR INLT EXT             UNITED STATES 0.07%
LVR ASY TRANS GR SH               UNITED STATES 0.07%
SHLD ASY EXH SYS FRT              UNITED STATES 0.07%
KIT-CMP WIR                       UNITED STATES 0.07%
PNL CWL TOP                       UNITED STATES 0.07%
TUBE ASY- HTR WTR UNDERBODT       UNITED STATES 0.07%
REG ASY FRT DR WDO LH             UNITED STATES 0.07%
PLR ASY FRT BDY INR LH            UNITED STATES 0.07%
PLR ASY FRT BDY INR               UNITED STATES 0.07%
6R140 E HUB MODULE                UNITED STATES 0.07%
BRKT & INS ASY-MFLR/O/P FRT RH    UNITED STATES 0.07%
6R1 6 PIN RAV SUPPORT PLATE       UNITED STATES 0.07%
6R140 SPEED SENSOR                UNITED STATES 0.07%
RING-PIS.COMPRESS UPPER :6100     UNITED STATES 0.07%
WIR ASY D/PNL HD/LP JCT           UNITED STATES 0.07%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.07%
PDL & SNS ASY ACEL                UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
INS ASY D/PNL SND                 UNITED STATES 0.07%
PLT ASY BK DR NM (E450 /SUPER DTY) UNITED STATES 0.06%
PIN - PISTON    ALL 6100 ASSYS    UNITED STATES 0.06%
SHRD FAN                          UNITED STATES 0.06%
CYLINDER HEAD BOLT                UNITED STATES 0.06%
TNK ASY RAD SPLY                  UNITED STATES 0.06%
GL ASY-FRT DR WDO                 UNITED STATES 0.06%
RUN ASY DR GL LH                  UNITED STATES 0.06%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.06%
TUB ASY A/C EVP OLET              UNITED STATES 0.06%
APR ASY FRT FNDR FRT LH           UNITED STATES 0.06%
U-BOLT RR SPRING                  UNITED STATES 0.06%
FLTR & SE ASY TRANS OIL           UNITED STATES 0.06%
HOS ASY-RR WHL BRK LH             UNITED STATES 0.06%
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HOS ASY-PWR STNG PRESS LN RH      UNITED STATES 0.06%
OIL ENGINE ILSAC GF-5 SAE 5W-30   UNITED STATES 0.06%
GEAR-BALANCE SHAFT 6.8L           UNITED STATES 0.06%
ARM & PVT SHFT ASY W/WPR MTNG     UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN LH      UNITED STATES 0.06%
EXT ASY MFLR OLET PIP             UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
RESVR & MTR ASY W/WSHR            UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
LNK ASY-FRT STAB BAR              UNITED STATES 0.06%
GASKET EXH MFLD(RR) V8/V10        UNITED STATES 0.06%
6R140 D CLUTCH FRICTION PLATE     UNITED STATES 0.06%
TUB TRANS OIL LVL IND             UNITED STATES 0.05%
BRKT & VLV ASY FU/VPR MGT         UNITED STATES 0.05%
6R140 SPANNER NUT SHORT           UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
VISOR ASY-LH GREY VINYL           UNITED STATES 0.05%
PLT-RR SPG CLMP UPR               UNITED STATES 0.05%
6R140 PINION                      UNITED STATES 0.05%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.05%
SHLD ASY EXH SYS FRT              UNITED STATES 0.05%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.05%
BSHG-CONN ROD   ALL 6200          UNITED STATES 0.05%
GASKET EXH MFLD(FRONT) 6.8L 2V    UNITED STATES 0.05%
BRKT ASY FRT ROD                  UNITED STATES 0.05%
BRKT ASY FRT R ARM LH             UNITED STATES 0.05%
COOL ASY PWR STNG OIL             UNITED STATES 0.05%
INS ASY-BDY BLT UPR SND           UNITED STATES 0.05%
ARM-STNG GR PTMN                  UNITED STATES 0.05%
CARDBOARD DOOR PANEL              UNITED STATES 0.05%
ARM ASY W/WPR                     UNITED STATES 0.05%
SHLD ASY-BDY MT HT RH             UNITED STATES 0.05%
HOS & CLMP ASY RAD UPR            UNITED STATES 0.05%
PIP ASY-OIL FILL                  UNITED STATES 0.05%
BSE & CA ASY-RADO ANT             UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L LH    UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L RH    UNITED STATES 0.05%
REINF-BDY LK PLR RH               UNITED STATES 0.05%
CA & CONDU ASY P/BRK RR           UNITED STATES 0.05%
VALVE-INTAKE  N/A:HEAD/CAM ASY    UNITED STATES 0.05%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
TENSIONER-TIMING CHAIN LH C130    UNITED STATES 0.04%
SPARK PLUG ASSY -SOME  2V         UNITED STATES 0.04%
REINF-BDY LK PLR LH               UNITED STATES 0.04%
TENSIONER-TIMING CHAIN RH C138    UNITED STATES 0.04%
HEATER ASSY ENGINE BLOCK          UNITED STATES 0.04%
WINDSHIELD URETHANE ADHESIVE      UNITED STATES 0.04%
HOS ASY FRT WHL BRK               UNITED STATES 0.04%
HOS ASY-FRT WHL BRK LH            UNITED STATES 0.04%
6R140 INTERM CLUTCH FRICTION PLT  UNITED STATES 0.04%
OIL PAN GASKET - 6.8L 2V/3V       UNITED STATES 0.04%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

450-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
INS ASY D/PNL SND                 UNITED STATES 0.04%
PLR ASY-BDY LK INR                UNITED STATES 0.04%
SEP-FU/VPR                        UNITED STATES 0.04%
LONG PIN SHFT 6R140 RAV           UNITED STATES 0.04%
HRN & SUPT ASY                    UNITED STATES 0.04%
CNE & RLR ASY-FRT WHL OTR BRG     UNITED STATES 0.04%
HOS ASY RR WHL BRK                UNITED STATES 0.04%
INS ENG HSG SND (GAS)             UNITED STATES 0.04%
TUB ASY A/C COND TO EVP           UNITED STATES 0.04%
BEARING CONNECTING ROD    6100    UNITED STATES 0.04%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.04%
LINK ASY-STAB BAR REAR            UNITED STATES 0.04%
TUB ASY-FRT WHL BRK RH            UNITED STATES 0.04%
DEFL ASY A/C COND AIR UPR         UNITED STATES 0.04%
CUTAWAYS, PAINT SEALER KIT SHEET  UNITED STATES 0.04%
KIT OWNR GID MATL (U.S./ENGLISH)  UNITED STATES 0.04%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.04%
INSERT-V/SEAT-INTAKE PI (6049)    UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.04%
CA ASY TRANS SH                   UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
REFRIGERANT R134A                 UNITED STATES 0.04%
INS & RET ASY-ENG RR SUPT         UNITED STATES 0.04%
6R140 REAR CLTCH PRESS PLT        UNITED STATES 0.04%
PLR ASY QTR LK UPR OTR            UNITED STATES 0.04%
BLD ASY-W/WPR                     UNITED STATES 0.04%
CLEAR PLASTIC CUTAWAY SHEETING    UNITED STATES 0.04%
STEP ASY-RNG BD RH                UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK           UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK LH        UNITED STATES 0.04%
CA ASY P/BRK RR LH                UNITED STATES 0.04%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.04%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.04%
6R140 B CLUTCH SUN GEAR BLANK     UNITED STATES 0.03%
CAP-BATTERY TERMINAL ACCESS       UNITED STATES 0.03%
RING- PIS.COMPRESS LWR :6100      UNITED STATES 0.03%
CNE & RLR ASY-RR AX DIFF BRG      UNITED STATES 0.03%
HOS ASY-BRK PRESS CONTR VLV INLT  UNITED STATES 0.03%
6R140 D CLUTCH PRESSURE PLATE     UNITED STATES 0.03%
6R140 SUN GEAR BLANK              UNITED STATES 0.03%
NOZ ASY-HTR W/SHLD DEF            UNITED STATES 0.03%
SHKL ASY-RR SPG                   UNITED STATES 0.03%
6R140 OUTPUT SHAFT BEARING R3     UNITED STATES 0.03%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.03%
STEP ASY-RNG/BOARD LH             UNITED STATES 0.03%
BRKT ASY-ENG FRT SUPT LH          UNITED STATES 0.03%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.03%
HYDRAULIC BRAKE FLUID / DOT 3     UNITED STATES 0.03%
VALVE GUIDE  (ALL 6049/6050-2V)   UNITED STATES 0.03%
SEAL ASY-VLV STEM  :M6049/6050    UNITED STATES 0.03%
DOWEL-MN BRG CAP TO BLOCK:6010    UNITED STATES 0.03%
PLT ASY-FRT DR SCF LH             UNITED STATES 0.03%
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BRKT-ENG FRT                      UNITED STATES 0.03%
HSG ASY-IGN CIL                   UNITED STATES 0.03%
CVR ASY PASS AIR BAG OPG          UNITED STATES 0.03%
REINF FRT FNDR FRT                UNITED STATES 0.03%
REINF FRT FNDR FRT LH             UNITED STATES 0.03%
6R140 THRUST BRG T1, T2 & T5      UNITED STATES 0.03%
PAINT SOLVENTS                    UNITED STATES 0.03%
KIT-RADIO ANTENNA (32" MAST)      UNITED STATES 0.03%
MLDG ASY W/SHLD O/S TOP           UNITED STATES 0.03%
INSERT-V/SEAT-EXH 6049            UNITED STATES 0.03%
FUEL CAP-BLACK "GASOLINE/E0-15"   UNITED STATES 0.03%
TUB ASY-FRT WHL BRK LH            UNITED STATES 0.03%
REINF FRONT DR HINGE ON DR        UNITED STATES 0.03%
SE ASY-TRANS FRT PMP OIL          UNITED STATES 0.03%
ABS-BDY BLT LWR                   UNITED STATES 0.03%
HNDL ASY FRT DR O/S LH            UNITED STATES 0.03%
PLT ASY-TRANS CONTR VLV BDY SEP   UNITED STATES 0.03%
SW & BZL ASY HD/LP                UNITED STATES 0.03%
BOLT&WSHR-M12X1.75X122.5HEX HD CON UNITED STATES 0.03%
PCV TUBE                          UNITED STATES 0.03%
SPROCKET-CR/SHAFT 1 PC   C126W    UNITED STATES 0.03%
APR ASY FRT FNDR FRT              UNITED STATES 0.03%
BRG ASY-TRANS OIL PMP             UNITED STATES 0.03%
6R140 FRONT CARRIER PINION SHAFT  UNITED STATES 0.03%
SCR/CVR ASSY-O/PUMP 6.8L          UNITED STATES 0.03%
VENTURI - AIR INTAKE              UNITED STATES 0.03%
CA ASY P/BRK FRT                  UNITED STATES 0.03%
RET ASY-FRT DR GL LK SD           UNITED STATES 0.03%
SE ASY HOD FRT OPG                UNITED STATES 0.03%
BRKT-FRT AX PVT LH                UNITED STATES 0.03%
ADJ-FRT SUSP UPR DARK BLUE        UNITED STATES 0.03%
CONN ASY-IGN CIL                  UNITED STATES 0.03%
GR-TRANS FRT PLNT SUN             UNITED STATES 0.03%
WIR ASY ENG CONTR SNS EXT         UNITED STATES 0.02%
SPCR FU/TNK BRA                   UNITED STATES 0.02%
W/S ASY FRT DR GL @ BEL O/S LH    UNITED STATES 0.02%
CVR-ENG A/CLNR OTR                UNITED STATES 0.02%
INS ASY BDY BLT SND UPR           UNITED STATES 0.02%
6R140 RR CARR PINION-AFTER PEEN   UNITED STATES 0.02%
SHRT PINION SHAFT 6R140 RAV CARR  UNITED STATES 0.02%
EXT ASY-FRT FLR RR C/M LH         UNITED STATES 0.02%
CVR ASY BAT                       UNITED STATES 0.02%
PANEL-ROOF HEADER(CUTAWAY)        UNITED STATES 0.02%
PNL W/SHLD HDR OTR                UNITED STATES 0.02%
FILL ASY DR WDO OPG FRT           UNITED STATES 0.02%
BOLT&RET M18X126 HF 10            UNITED STATES 0.02%
MIR ASY RV I/S                    UNITED STATES 0.02%
BOOT SPARK PLUG                   UNITED STATES 0.02%
SPROCKET-CAMSHAFT LH 6.8L 2-V     UNITED STATES 0.02%
TUB & BRKT ASY-OIL LVL IND 6.8L 2V UNITED STATES 0.02%
GR-TRANS FRT PLNT PNON            UNITED STATES 0.02%
RSTR ASY-LT SW RHST               UNITED STATES 0.02%
TUB ASY HTR WTR OLET              UNITED STATES 0.02%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

450-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
6R140 PARK PAWL                   UNITED STATES 0.02%
TUB ASY CRKC VEN                  UNITED STATES 0.02%
SEAL ASY STNG COL OPENING         UNITED STATES 0.02%
ELEM ASY-CARB A/CLNR              UNITED STATES 0.02%
SPROCKET-CAMSHAFT RH 5.4/6.8 2V   UNITED STATES 0.02%
COP SEC WIRE(REG INSUL)           UNITED STATES 0.02%
REINF-BDY SD RR FILL LH           UNITED STATES 0.02%
6R1 RAV LNG NDL BRG               UNITED STATES 0.02%
MLDG ASY W/SHLD GARN SD LH        UNITED STATES 0.02%
6R140 MAIN CONTROL KIT            UNITED STATES 0.02%
C-LAM ASSY - COP                  UNITED STATES 0.02%
TRANS VENT HOSE                   UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
KIT SHLD ASY EXH SYS RR           UNITED STATES 0.02%
T-LAM ASSY - COP                  UNITED STATES 0.02%
WIR ASY DR LK FD                  UNITED STATES 0.02%
HOS ASY FU/VPR VEN                UNITED STATES 0.02%
STUD M10X22+M10X15 RD PTM HITEMP  UNITED STATES 0.02%
DEFL ASY CWL VEN                  UNITED STATES 0.02%
RSTR ASY-IGN CIL                  UNITED STATES 0.02%
6R140 REAR OUTPUT SHAFT WASHER    UNITED STATES 0.02%
BRKT ASY-RAD SUPT UPR RH          UNITED STATES 0.02%
RL-RF SD OTR RH                   UNITED STATES 0.02%
RL-RF SD OTR LH                   UNITED STATES 0.02%
RET FRT STAB BAR TO AX            UNITED STATES 0.02%
VLV TRANS LUB CONTR               UNITED STATES 0.02%
HOOD HINGE ASY R/H                UNITED STATES 0.02%
6R140 INTERIM CLUTCH TUBE         UNITED STATES 0.02%
SHIPPING CONTAINER BOX BOTTOM     UNITED STATES 0.02%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.02%
HGR & INS ASY-MFLR OLET PIP       UNITED STATES 0.02%
INCOMPLETE VEHICLE MANUAL 2016 MY UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
THERMOSTAT ASSY-WATER V8 D027E    UNITED STATES 0.02%
PNL W/WPR MTNG                    UNITED STATES 0.02%
1330 TRAY - AIR CLNR              UNITED STATES 0.02%
6R140 PARK PAWL ABUTMENT PLATE    UNITED STATES 0.02%
6R140 SUN GR FACE GRIND AT C&B    UNITED STATES 0.02%
HOOD HINGE ASY L/H                UNITED STATES 0.02%
CAP ASY RADO IGN INTFER           UNITED STATES 0.02%
CVR-CARB A/CLNR INR               UNITED STATES 0.02%
CLAMP ASY-ENG AIR CLEANER         UNITED STATES 0.02%
SEGMENT-PSTN UPR OIL CTRL RING    UNITED STATES 0.02%
6R140 AUX TRANS OPUT SHFT BRG     UNITED STATES 0.02%
WIR ASY WDO REG FRT DR LH         UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
SHLD FRT FNDR APR SPLS RH         UNITED STATES 0.02%
SHLD FRT FNDR APR SPLS LH         UNITED STATES 0.02%
BOLT-CONNECTING ROD   ALL 6200    UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR LH        UNITED STATES 0.02%
ADJ-FRT SUSP UPR LT BLUE/YELLOW   UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR RH        UNITED STATES 0.02%
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KIT-FUEL TANK TRANSIT             UNITED STATES 0.02%
RET-FRT DR SE                     UNITED STATES 0.02%
EXT FRT FLR RR C/M                UNITED STATES 0.02%
BRKT FU/VPR STRG CNSTR            UNITED STATES 0.02%
INS-FRT SUSP SPG LWR              UNITED STATES 0.02%
6R140 SUN GEAR- AFTER PEENING     UNITED STATES 0.02%
BRKT-STNG SHK ABS RH              UNITED STATES 0.02%
REINF FRT DR AT BELT R&L          UNITED STATES 0.02%
BRKT WIR                          UNITED STATES 0.02%
FRT DR INTRUSION BEAM             UNITED STATES 0.02%
W/S ASY DR GL @ BEL I/S           UNITED STATES 0.02%
VLV-TRANS MN OIL PRESS REG        UNITED STATES 0.01%
INS FRT FLR PAN CTR HT            UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
BOLT-M20X2.5X208.7HEX FLNG HD SHLD UNITED STATES 0.01%
6R140 INT CLUTCH THRUST BRG T6    UNITED STATES 0.01%
6R140 D CLUTCH THRUST BEARING T7  UNITED STATES 0.01%
BOLT-CR/SHFT MN BRG CAP (6010)    UNITED STATES 0.01%
STUD-9430/9431 T0 6049-COL.D35    UNITED STATES 0.01%
6R1 RAV SHRT NDL BRG              UNITED STATES 0.01%
REINF-FRT FLR SD INR SL RH        UNITED STATES 0.01%
REINF-FRT FLR SD INR SL LH        UNITED STATES 0.01%
VLV-TRANS CONTR MAN               UNITED STATES 0.01%
72MMX55M 3-M PERF PLS 8979-S(BLUE) UNITED STATES 0.01%
SCREW M10X28.5 PN TI PIL 010      UNITED STATES 0.01%
IND ASY-TRANS OIL LVL             UNITED STATES 0.01%
CUP DR I/S HNDL                   UNITED STATES 0.01%
STUD M10X53+M10X15 P/T            UNITED STATES 0.01%
D WAVE SPRING                     UNITED STATES 0.01%
TRY ASY-BAT                       UNITED STATES 0.01%
SEAL- RR CRANKSHAFT               UNITED STATES 0.01%
BRKT FRT LIC PLT MTNG             UNITED STATES 0.01%
REINF ASY DR O/S BEL              UNITED STATES 0.01%
6R140 CENTER SUPPORT SNAP RING    UNITED STATES 0.01%
GUIDE-TIMING CHAIN RH     C124    UNITED STATES 0.01%
SEALER-EXPNDBL-PMPBL-VINYL        UNITED STATES 0.01%
PLUG-CUP STAINLESS STEEL :6010    UNITED STATES 0.01%
STUD/WSHR 6C086 TO 6049   C170    UNITED STATES 0.01%
BRKT-MFLR INLT PIP SUPT           UNITED STATES 0.01%
6R140 THRST BRG T11 & T12         UNITED STATES 0.01%
SPCR-PSTN O/CTRL RING SEG:6100    UNITED STATES 0.01%
BRKT-FRT AX PVT RH                UNITED STATES 0.01%
CVR I/PNL RADO OPG                UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER RH  C138    UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER LH  C130    UNITED STATES 0.01%
GUIDE-TIMING CHAIN LH  C122       UNITED STATES 0.01%
SENSOR ASY-CR/SHFT (HDR) D093L    UNITED STATES 0.01%
OIL FILTER ASSY                   UNITED STATES 0.01%
BOLT M12X100 HF PIL ADH 10        UNITED STATES 0.01%
BOLT&WASH-M14X2.0X133.5HEX PIL SPL UNITED STATES 0.01%
BLT ASY-CR/SHFT MN BR CAP-SIDE    UNITED STATES 0.01%
RC-TRANS SUN GR THRS BRG RR       UNITED STATES 0.01%
RING-IGN PULSE C/S SENSOR C140    UNITED STATES 0.01%
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6R140 FORWARD CLUTCH WAVE PLATE   UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
CTNR I/PNL STRG                   UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL          UNITED STATES 0.01%
BRACKET-ALTERNATOR SUPPORT        UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
6R1 RAV THRUST BRG                UNITED STATES 0.01%
6R140 D CLUTCH RR CARR BRG T10    UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
WASHER - SHORT 6R140 RAV CARRIER  UNITED STATES 0.01%
SENSOR-CAMSHFT TIMING (CTS)D107   UNITED STATES 0.01%
PNL ASY BDY LK PLR I/S FIN UPR    UNITED STATES 0.01%
EXT ASY FRT FNDR APR FRT          UNITED STATES 0.01%
SHLD ASY FU/TNK                   UNITED STATES 0.01%
BOLT M16 X 2.0 X 53.0 HEX FLNG    UNITED STATES 0.01%
GASKET-OIL FILTER ADAPTOR         UNITED STATES 0.01%
MAGNET IGNITION COIL              UNITED STATES 0.01%
PLG-TRANS VLV RET                 UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR RH   UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR LH   UNITED STATES 0.01%
BOBBIN-IGNITION COIL SECONDARY    UNITED STATES 0.01%
PLG TRANS SOL                     UNITED STATES 0.01%
NUT M16 HF PTM 10                 UNITED STATES 0.01%
SW ASY-CURT LP (FRNT DR)          UNITED STATES 0.01%
6R140 MANUAL CONTROL LEVER SHAFT  UNITED STATES 0.01%
CIBA EPOXY RESIN-COP              UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL LH       UNITED STATES 0.01%
PNL ASY-CWL SD TR RH              UNITED STATES 0.01%
HOOD LATCH STRIKER                UNITED STATES 0.01%
BOLT&WSHR M18X133 HF NP CTP 10    UNITED STATES 0.01%
CAP ASY-PRESS RLEF VLV            UNITED STATES 0.01%
INS - RAD SUPT LWR (GAS)          UNITED STATES 0.01%
REINF FRT FLR CS RR MBR           UNITED STATES 0.01%
SHLD FRT BRK DSC                  UNITED STATES 0.01%
SHLD FRT BRK DSC LH               UNITED STATES 0.01%
VLV ASY-TRANS BYP CL CONTR        UNITED STATES 0.01%
BOLT&RET M12X40 HF PIL DUAL 10    UNITED STATES 0.01%
BRKT-BRK BST SUPT MTNG            UNITED STATES 0.01%
BOLT MJ14X110 HF NP ADH SPL 10    UNITED STATES 0.01%
BRA ASY-BAT SUPT RH               UNITED STATES 0.01%
VLV TRANS CL D2 REG               UNITED STATES 0.01%
BOLT/WSHR-ATT OILPAN B109,C178    UNITED STATES 0.01%
IND ASY OIL LVL                   UNITED STATES 0.01%
BRKT ASY P/BRK CA RR LH           UNITED STATES 0.01%
INS ASY-RR SHK ABS UPR MTG        UNITED STATES 0.01%
INS-RR STAB BAR                   UNITED STATES 0.01%
6R140 TFT SENSOR MAIN CONTROL     UNITED STATES 0.01%
REINF FRT DR AT BELT LH           UNITED STATES 0.01%
BLT&WSHR M12X149 HEX ADH PIL CNE 9 UNITED STATES 0.01%
WIR ASY A/C JMPR                  UNITED STATES 0.01%
WIR ASY INTR LP                   UNITED STATES 0.01%
INS ASY STAB BAR                  UNITED STATES 0.01%
SHLD-FRT DR TR WTR LH             UNITED STATES 0.01%
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SE-TRANS FRT PMP SUPT             UNITED STATES 0.01%
SWITCH-OIL PRESS SENDER -6.8L     UNITED STATES 0.01%
STRKR ASY-FRT DR LAT              UNITED STATES 0.01%
VLV TRANS CL B REG                UNITED STATES 0.01%
BRG CSFT MN LWR GR 2 - T/TH COUNT UNITED STATES 0.01%
VLV TRANS CL C REG                UNITED STATES 0.01%
PNL ASY-CWL SD TR LH              UNITED STATES 0.01%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.01%
6R140 OIL PUMP SEAL               UNITED STATES 0.01%
6R140 PUMP SEAL                   UNITED STATES 0.01%
HNDL ASY FRT DR WDO REG           UNITED STATES 0.01%
6R140 MAIN CONTROL DAMPER         UNITED STATES 0.01%
WIRE ASSY(JUMPER)2016 VN127       UNITED STATES 0.01%
6R140 ANTI FRETTING RING          UNITED STATES 0.01%
6R140 FRONT CARRIER NEEDLE BEARING UNITED STATES 0.01%
BRKT RAD GRL PNL END              UNITED STATES 0.01%
6R140 D CL SUN GEAR THRUST BRG T8 UNITED STATES 0.01%
VLV-TRANS FWD CL CONTR            UNITED STATES 0.01%
VLV-TRANS CONV CL CONTR           UNITED STATES 0.01%
VLV TRANS CL CONTR PRESS REG      UNITED STATES 0.01%
THRUST WASHER-UPPER (T/TH COUNT)  UNITED STATES 0.01%
PLT ASY-TRANS FRT                 UNITED STATES 0.01%
VACUUM HARNESS - 2V ECONO(5.4,6.8) UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
6R1 RAV LNG SHAFT WSHR            UNITED STATES 0.01%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.01%
RET-RR STAB BAR TO AXLE           UNITED STATES 0.01%
6R140 T3 BEARING                  UNITED STATES 0.01%
STUD M12X1.75X1.75X68 RND SHLDR   UNITED STATES 0.01%
PLUG-CUP STNLS STEEL 6010/6049    UNITED STATES 0.01%
BOND ASSY-RADO FREQ INTF SUPPRESS UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
SEAL-CR/SHAFT FRT OIL    D087     UNITED STATES 0.01%
NUT & WASHER - M10 X 1.5 HEX P/T  UNITED STATES 0.01%
6R1 OIL SLINGER PLATE             UNITED STATES 0.01%
MAIN CONTROL ASSY BOLT            UNITED STATES 0.01%
PCV VALVE-5.4/6.8L 2V             UNITED STATES 0.01%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
VLV TRANS OIL COOL                UNITED STATES 0.01%
BOLT-6884 TO 6010/INT TO 6049     UNITED STATES 0.01%
BRKT-TRANS K/DWN CA               UNITED STATES 0.01%
SLINGER-CR/SHFT RR OIL   B129     UNITED STATES 0.01%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.01%
CVR ASY RV O/S MIR MTNG HLE LH    UNITED STATES 0.01%
BRG CSHAFT MN UPR GR 2- T/TH COUNT UNITED STATES 0.01%
BRKT-AUX A/C MTNG                 UNITED STATES 0.01%
TUBE ASSY-HEATER WATER    A129    UNITED STATES 0.01%
VLV TRANS CL COOL FLO CONTR       UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
6R140 SQUISHY TUBE- CENTER SUPT   UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
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ISLT ASY-ENG A/CLNR               UNITED STATES 0.01%
BON ASY RADO FREQ INTFER SPRS     UNITED STATES 0.01%
SHRD STNG COL                     UNITED STATES 0.01%
SCR M8X1.25X30 HEX FLNG PNT CLR TR UNITED STATES 0.01%
VLV-TRANS CONV REG                UNITED STATES 0.01%
BOLT M12X1.75X33 TWELVE PT PIL 12 UNITED STATES 0.01%
BLT-CAM CAPS FRT/RR TO 6049/50    UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE      UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE LH   UNITED STATES 0.01%
INS FRT FLR PAN CTR HT LH         UNITED STATES 0.01%
SHRD STNG COL INR                 UNITED STATES 0.01%
REINF FRT DR I/S PNL RR           UNITED STATES 0.01%
NUT-M20X2.5 HEX FLNG LOCK  P/T    UNITED STATES 0.01%
6R1 RAV THRUST WSHR               UNITED STATES 0.01%
REINF DR O/S PNL RR               UNITED STATES 0.01%
BRKT-WIRE RETENTION 6.8L 2V       UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
RET FRT SPG MTNG                  UNITED STATES 0.01%
RET-FRT SPG MTNG LWR              UNITED STATES 0.01%
LONG SPACER 6R140 RAV CARRIER     UNITED STATES 0.01%
NUT-EXH MFLDS TO 6049:D163/167    UNITED STATES 0.01%
VLV-TRANS CONTR SLAV              UNITED STATES 0.01%
6R140 FRONT CARRIER THRUST WASHER UNITED STATES 0.01%
SHLD ASY FRT FNDR SPLS LH         UNITED STATES 0.01%
CLIP-25.4-25.4 WRAPAROUND B/MT    UNITED STATES 0.01%
6R140 PARK PAWL SHAFT PLUG        UNITED STATES 0.01%
NUT&RETAINER-M14- 2.0 HEX FLNG P/T UNITED STATES 0.01%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.01%
6R140 INPUT SHAFT BEARING T3      UNITED STATES 0.01%
6R140 SOLENOID HOLD DOWN BRACKET  UNITED STATES 0.01%
INSULATOR  SHOCK ABSORBER         UNITED STATES 0.01%
SHLD ASY BDY MT HT RH             UNITED STATES 0.01%
VLV TRANS DRN BK(ANTI DRN BK)     UNITED STATES 0.01%
BOLT-LIFTING EYE TO 6049  D175    UNITED STATES 0.01%
SE FRT FLR PAN                    UNITED STATES 0.01%
BRKT ASY FRT FNDR MTNG FRT        UNITED STATES 0.01%
NUT&RET M10X1.5X80.0 DUAL HEX     UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
6R140 SHIM 5.45MM THICK- GREEN    UNITED STATES 0.00%
PLUG BUTTON 1.00X2.00 OBLONG      UNITED STATES 0.00%
PLT ASY CWL TOP PNL ACC HLE CVR   UNITED STATES 0.00%
HOS ASY-W/SHLD WSHR PMP           UNITED STATES 0.00%
BRKT WIR                          UNITED STATES 0.00%
HOOD BUMPER (33MM PRESET)         UNITED STATES 0.00%
ISLT ASY-ENG A/CLNR               UNITED STATES 0.00%
NUT 3/4-16 HEX SLOT               UNITED STATES 0.00%
CLMP-TRANS OIL COOL TUB FRT       UNITED STATES 0.00%
COP PRI WIRE 25AWG                UNITED STATES 0.00%
6R140 DETENT SPRING               UNITED STATES 0.00%
FILL ASY FRT FNDR FRT             UNITED STATES 0.00%
FILL ASY FRT FNDR FRT LH          UNITED STATES 0.00%
VLV TRANS D2 LAT                  UNITED STATES 0.00%
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6R140 PARK PAWL SHAFT             UNITED STATES 0.00%
VLV TRANS CL B LAT                UNITED STATES 0.00%
BLT-CAP BALSHFT-LH CYL HD-6.8L    UNITED STATES 0.00%
RIVET 7/16X1.12 SOLID BUTTON HD   UNITED STATES 0.00%
VLV-TRANS SOL PRESS REG           UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT LH        UNITED STATES 0.00%
VLV TRANS CL E LAT                UNITED STATES 0.00%
BOLT&WSHR M12X1.75X92.7 HEX CONE P UNITED STATES 0.00%
BOLT M10X70 HF 10                 UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
NUT&RET M8 HF PTP 10              UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
HOS ASY-W/WSHR                    UNITED STATES 0.00%
STFNR DR I/S PNL BEL REINF        UNITED STATES 0.00%
6R140 MAIN CNTRL SPRING & POPPET  UNITED STATES 0.00%
THRUST WASHER-LOWER (T/TH COUNT)  UNITED STATES 0.00%
NUT M12 X 1.75 (J-CLIP) BLACK     UNITED STATES 0.00%
NUT & RETNR M12X1.75 HEX FLG P/T  UNITED STATES 0.00%
6R140 PAN BOLT                    UNITED STATES 0.00%
GSKT ASY-EXH PIP                  UNITED STATES 0.00%
DECAL-SAFETY STANDARD CERTIFICATE UNITED STATES 0.00%
BOLT M10 - 1.5 X 30 HEX FLG PLT   UNITED STATES 0.00%
BOLT M10X65 HF 8                  UNITED STATES 0.00%
SPCR-DR WDO REG HNDL              UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT RH        UNITED STATES 0.00%
BOLT&WSHR M14X45 HF PIL ADH       UNITED STATES 0.00%
WSHR-TRANS A PLNT GR THRS         UNITED STATES 0.00%
SE-CWL SD PNL LH                  UNITED STATES 0.00%
EXT-FRT FLR PAN RR RH             UNITED STATES 0.00%
EXT-FRT FLR PAN RR LH             UNITED STATES 0.00%
GREASE FOR COP                    UNITED STATES 0.00%
NUT M10 HF SPL 8                  UNITED STATES 0.00%
BRG CSHAFT MN UPR GR 1- T/TH COUNT UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
TERMINAL-SECONDARY (IGNITION)     UNITED STATES 0.00%
STUD 6C086 TO 6010 V8/V10 C172    UNITED STATES 0.00%
PLG CWL TOP OTR PNL LH            UNITED STATES 0.00%
SCR/WSHR 6C086 TO 6049  C168W     UNITED STATES 0.00%
NUT - M12 - 1.75 HEX FLANGE LOCK  UNITED STATES 0.00%
PLT-FU/VPR STRG CNSTR C RET       UNITED STATES 0.00%
SCREW&WSHR M8X22.5 HX CON PTC 010 UNITED STATES 0.00%
CIBA EPOXY-HARDENER-COP           UNITED STATES 0.00%
CVR-CONV HSG LWR                  UNITED STATES 0.00%
CVR SW OPG                        UNITED STATES 0.00%
6R140 VENT TUBE                   UNITED STATES 0.00%
VLV TRANS CL LAT                  UNITED STATES 0.00%
VLV TRANS CL C LAT                UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
NUT&RETAINER M8X2.5 HEX FLNG P/T  UNITED STATES 0.00%
6R140 SHIM 5.60MM THICK- WHITE    UNITED STATES 0.00%
BOLT M8X75 HF PIL 8               UNITED STATES 0.00%
RET BRK TUB TO BRKT ANTI/LK SNS   UNITED STATES 0.00%
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STUD M6X1/6.3X1.81X54 HEX WSHR PIL UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT LH UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
SCREW M6X14 HF 010                UNITED STATES 0.00%
RETAINER-PISTON PIN   ALL 6100    UNITED STATES 0.00%
COVER-CYLINDER BLOCK OPENING      UNITED STATES 0.00%
6R140 MAIN CONTROL TORLON BALL    UNITED STATES 0.00%
WSHR-FRT SHK ABS INS OTR          UNITED STATES 0.00%
CVR-STNG WHL SPK INS              UNITED STATES 0.00%
HNDL-TLT STNG WHL LVR             UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT RH UNITED STATES 0.00%
6R140 PUMP BOLT                   UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WSHR M8X27 HX PIL ADH FL 8   UNITED STATES 0.00%
NUT - M12 X 1.75 HEX FLG LOCK P/T UNITED STATES 0.00%
BOLT-6C086 TO 6010 C166W/168W     UNITED STATES 0.00%
SE-TRANS FRT OIL PMP              UNITED STATES 0.00%
REINF HOD INR PNL @ LK            UNITED STATES 0.00%
WT WHL BAL(CP 15G)                UNITED STATES 0.00%
NUT 4.8 HI-LOX10X20X1.4 SLD       UNITED STATES 0.00%
RIVET 6.4 MULTI-GRIP SPLIT        UNITED STATES 0.00%
BOLT 7/16-14X1.38 HEX FLG PLT    5 UNITED STATES 0.00%
6R140 SQUISHY TUBE-LONG           UNITED STATES 0.00%
STUD - ATT OFA                    UNITED STATES 0.00%
SPG-FU/VPR INR                    UNITED STATES 0.00%
LAT ASY HOS TO TUB TRANS OIL COOL UNITED STATES 0.00%
RET-P/BRK CA RR                   UNITED STATES 0.00%
SHLD FRT SUSP UPR ARM HT          UNITED STATES 0.00%
BOLT&RET M8X35 HF PIL 8           UNITED STATES 0.00%
REFRIGERANT COMPRESSOR OIL (DRUM) UNITED STATES 0.00%
VENT-RR AX HSG                    UNITED STATES 0.00%
BRG CSFT MN LWR GR1 - T/TH COUNT  UNITED STATES 0.00%
SCREW&WSHR M6X28 HX CON 010       UNITED STATES 0.00%
PIN-DOWEL HOLLOW  6375 TO 6010    UNITED STATES 0.00%
BOLT M10 1.5 X 45 HEX FLG HD 9    UNITED STATES 0.00%
BOBBIN-IGN. COIL PRIMARY          UNITED STATES 0.00%
BOLT-ATT CAM SPOCKETS             UNITED STATES 0.00%
REINF-FRT FNDR APR TOP LWR        UNITED STATES 0.00%
INS DR O/S PNL SND LWR            UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
BOLT/WSHR-8501 TO 6010    D103    UNITED STATES 0.00%
SPCR-6622 TO 6K258 STUD           UNITED STATES 0.00%
BOLT-6375 TO 6303-A/T B137/143    UNITED STATES 0.00%
SCREW M12X25 HF 010               UNITED STATES 0.00%
PLG-TRANS MN REG VLV              UNITED STATES 0.00%
BRKT PWR STNG TUB                 UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.00%
BOND ASSY-RADIO FREQ INTF SUPPRESS UNITED STATES 0.00%
SE CWL SD PNL                     UNITED STATES 0.00%
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SLV ASY-FU/VPR STRG CNSTR PRG INLT UNITED STATES 0.00%
W/SHIELD WSHR FLUID / METHANOL    UNITED STATES 0.00%
SPACER-CAMSHAFT SPROCKET  C120    UNITED STATES 0.00%
PAINT SOLVENTS                    UNITED STATES 0.00%
BOLT M8X78 HF PIL 8               UNITED STATES 0.00%
BOLT M12X65 HF 10                 UNITED STATES 0.00%
SCR&WASH M8X1.25X33 HEX HD CTP PT UNITED STATES 0.00%
SCREW&WSHR 1/2-13X1.25 HEX FLNG HD UNITED STATES 0.00%
SCREW&WSHR M8X25 HX PIL 010       UNITED STATES 0.00%
BOLT M12 - 1.75 X 65 HEX HD 9     UNITED STATES 0.00%
RET D/PNL CTR TR                  UNITED STATES 0.00%
BOLT M10X85 HF 8                  UNITED STATES 0.00%
BOLT M10 1.5X25.5 HEX FLNG HD PIL UNITED STATES 0.00%
PLUG 11.2MM DIA PUSH IN           UNITED STATES 0.00%
CLIP/WHITE PLASTIC PWR STRNG LINE UNITED STATES 0.00%
SCREW 4.8X1.59X32 OVAL HD TRIM TAP UNITED STATES 0.00%
SEALER-VINYL-THUMB-PNTBL          UNITED STATES 0.00%
PIN-DOWEL 6C086/6K318 TO BLOCK    UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
CVR I/PNL ACC HLE                 UNITED STATES 0.00%
COMPRESSION PLATE                 UNITED STATES 0.00%
BOLT-M14X2.0X75.0 HEX HEAD        UNITED STATES 0.00%
BOLT-12A366 TO 9424 2V3V          UNITED STATES 0.00%
BRKT-RR WHL BRK HOS               UNITED STATES 0.00%
BOLT M12X65 HF PIL 10             UNITED STATES 0.00%
RET FRT DR SCF PLT                UNITED STATES 0.00%
WT WHL BAL(CP 20G)                UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
NUT M12X1.5 HF 10                 UNITED STATES 0.00%
CVR FRT ST SHLD STRP GID ADJ      UNITED STATES 0.00%
SPG TRANS CL VLV                  UNITED STATES 0.00%
SCR&WASH-M8X1.25X27.5 HEX HD PLT. UNITED STATES 0.00%
STD 18663 TO 6049 V8/V10 C168E P  UNITED STATES 0.00%
6R140 MN CTL SOL BLT M6X14 TI PIL8 UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
S/WSH-B77,101,D29R,93L,107,155    UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
PIN-DOWEL  ALIGNS GUIDE TO BLK    UNITED STATES 0.00%
NUT M12X1.75 HEX FLG LOCK P/T 10  UNITED STATES 0.00%
NUT & RETAINER - M10 -1.5         UNITED STATES 0.00%
PLUG M10X1X11 HX PIL SEH STL      UNITED STATES 0.00%
RET L/C DR LK CYL                 UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL CON SPL 8  UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
SC&WSHR 4.2X6.8 HEX WSHR H        UNITED STATES 0.00%
BOLT M8X30 HF 8                   UNITED STATES 0.00%
BOLT-8594 TO 9424  C216W/D027E    UNITED STATES 0.00%
CAP - RADIO ANTENNA BASE          UNITED STATES 0.00%
BOLT M10X30 HF PIL 8              UNITED STATES 0.00%
SCR&WASH-M4.2X1.41X19HEX HD TAP TO UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
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NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
BLT-TENSNR'S TO 6049 C130/138  ALL UNITED STATES 0.00%
CLP P/BRK CA                      UNITED STATES 0.00%
RET CWL TOP VEN GRL               UNITED STATES 0.00%
FLTR FU/VPR STRG CNSTR            UNITED STATES 0.00%
GREASE LITHIUM COMPLEX SOAP-LUBE  UNITED STATES 0.00%
6R140 MAIN CONTROL INLET NOZZLE   UNITED STATES 0.00%
CLAMP .62 ROUND WORM SCR HOSE SS  UNITED STATES 0.00%
CVR-FU/VPR STRG CNSTR             UNITED STATES 0.00%
NUT M12-1.75 HEX FLANGE LOCK P/T  UNITED STATES 0.00%
6R140 PARK PAWL RETURN SPRING     UNITED STATES 0.00%
FRT DR BELT RAIL                  UNITED STATES 0.00%
6R140 OUTER MANUAL LEVER SEAL     UNITED STATES 0.00%
CLIP 5 PANEL PUSH-IN              UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
BRGCSHT MN INTRM UPR2 100%-T/TH CN UNITED STATES 0.00%
RIVET 6.6X23.9 SPL                UNITED STATES 0.00%
BRKT-WIR CONN                     UNITED STATES 0.00%
PLT CWL TOP PNL OPG               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
BRKT-A/C EVP SUPT                 UNITED STATES 0.00%
SCR&WASH M8X1.25X25 HEX HD PIL 9  UNITED STATES 0.00%
NUT M14 HF PTM 10                 UNITED STATES 0.00%
NUT U SPG M8 0.8-4.0 P/T          UNITED STATES 0.00%
TERMINAL-PRIMARY (IGNITION)       UNITED STATES 0.00%
HOSE CLAMP SPRING 14X12 POC       UNITED STATES 0.00%
STD-CRSHFT MN BR CAP-HOLE #419    UNITED STATES 0.00%
SHORT SPACER 6R140 RAV CARR       UNITED STATES 0.00%
6R140 SNAP RING 3.7MM-CUT STYLE 11 UNITED STATES 0.00%
BOLT M8X1.25X37 HEX FLNG PIL 10   UNITED STATES 0.00%
PIN-WHEEL DISK LOCATOR            UNITED STATES 0.00%
PLT FRT DR WDO REG HNDL           UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
NUT&WSHR ASSY M12X1.75 HEX P/T    UNITED STATES 0.00%
SCREW M10X30.6 HEX WASHER HEAD TR UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
6R140 MANUAL VALVE ACTUATOR       UNITED STATES 0.00%
BOLT/WAS- 9F792 TO INT            UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
PLATE-VEH IDENT                   UNITED STATES 0.00%
PLUG- PIPE C/HD MACH 6049/6050    UNITED STATES 0.00%
BOLT-M10 X 1.5 X 35 HEX FLG HD    UNITED STATES 0.00%
RETAINER 14MM BH STL              UNITED STATES 0.00%
CLAMP-HOSE                        UNITED STATES 0.00%
WASHER-CAM SPROCKET               UNITED STATES 0.00%
BOLT M8X31 RC TI CTP ADH 10       UNITED STATES 0.00%
SCR/WSHR 8A528 TO 8501   E130W    UNITED STATES 0.00%
PLUG BUTTON 32.0 DIA              UNITED STATES 0.00%
SCR M10 X 20 HEX WASH HD TR       UNITED STATES 0.00%
BETAFOAM ISOCYANATE #87100        UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
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DECAL ENG EXH EMS IDENT           UNITED STATES 0.00%
SCR/WSHR 9E822 TO 9424   D029R    UNITED STATES 0.00%
WT WHL BAL(CP 35G)                UNITED STATES 0.00%
REINF HOD HGE ON HOD              UNITED STATES 0.00%
REINF HOD HGE ON HOD LH           UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
KEY-6306/16 TO 6303 :6303-OP10    UNITED STATES 0.00%
RET-TRANS THROT PRESS BST         UNITED STATES 0.00%
WT WHL BAL(CP 25G)                UNITED STATES 0.00%
PLT TRANS VLV BOR PLG RET         UNITED STATES 0.00%
PLG-TRANS CL PRESS LIM VLV        UNITED STATES 0.00%
SPCR ASY W/SHLD GL LWR            UNITED STATES 0.00%
6R140 MAIN CNTRL BLT M6X60 HF PIL8 UNITED STATES 0.00%
WASHER-6316 DMPR TO 6303  D115    UNITED STATES 0.00%
HOS TRANS VEN(TUBE-TRANS VENT)    UNITED STATES 0.00%
RG SNP TRANS FRT PLNT CL          UNITED STATES 0.00%
PLUG-PIPE  3/8   D115   E440      UNITED STATES 0.00%
RET WIR HRNS EDG ATT              UNITED STATES 0.00%
REAR TAP PLUG                     UNITED STATES 0.00%
INSERT C/HEAD-LH V8/V10           UNITED STATES 0.00%
BOLT&WSHR M8X22 HX CTP CON 8      UNITED STATES 0.00%
WHEEL WELL BLACKOUT COATING       UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SE FRT FLR PAN                    UNITED STATES 0.00%
BOLT-M12X1.75X60.0 HEX FLNG HEAD  UNITED STATES 0.00%
NUT & WASHER M8 HEX CONL BRASS    UNITED STATES 0.00%
BOLT-6316 DAMPER TO 6303  D115    UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
NUT&RET 7/16-14 U LOCK            UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
BLT/WSHR-19A216 TO 6C086  E555    UNITED STATES 0.00%
MAGNET - OIL PAN                  UNITED STATES 0.00%
WT WHL BAL(CP 30G)                UNITED STATES 0.00%
CLIP-RADIATOR HOSE                UNITED STATES 0.00%
SCR&WASH-M7.24X1.59X20.50PAN HD TA UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
6R140 INPUT SHAFT FRONT SEAL      UNITED STATES 0.00%
VISOR ARM CLIP (FLINT)            UNITED STATES 0.00%
LABEL-INCOMPLETE VEHICLE          UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
SEALER EXPANDING                  UNITED STATES 0.00%
SCREW 6.3X32 HF C TAP             UNITED STATES 0.00%
NUT M10X1 HF PTM SPL 10           UNITED STATES 0.00%
NUT & WASHER - M6 X 1.0 HEX P/T   UNITED STATES 0.00%
SCREW&WSHR M6X35 HX CON 010       UNITED STATES 0.00%
NUT M8 X 1.25 U P/T               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/TTRG       UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL FL 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 27MM DIA              UNITED STATES 0.00%
6R140 SHIM 5.30MM THICK- RED      UNITED STATES 0.00%
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NUT&WASHER M8X1.25 HEX P/T        UNITED STATES 0.00%
RET TRANS VLV PLG                 UNITED STATES 0.00%
RIVET PUSH PIN 6.5X7-9.5 PLA      UNITED STATES 0.00%
SCREW&WSHR M6X1X27.5 HEX HD PLT   UNITED STATES 0.00%
6R140 SNAP RING 3.8MM-CUT STYLE 3 UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
NUT - 3/8 - 16 HEX - LOCK         UNITED STATES 0.00%
6R140 SNAP RING 3.6MM-CUT STYLE 2 UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
6R140 SNAP RING 3.5MM-CUT STYLE 10 UNITED STATES 0.00%
CLIP/WHITE PLASTIC RETAINER       UNITED STATES 0.00%
NUT M8 RETAINER PUSH ON           UNITED STATES 0.00%
BOLT M6X1.0X32.5 HEX FLNG PIL    9 UNITED STATES 0.00%
SCREW M8X1.25X19 HEX WSHR HD TAP  UNITED STATES 0.00%
6R140 MAIN ID TAG BLANK           UNITED STATES 0.00%
SCR 6.3 X 10.0 HEX WASH HD TAP    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
BOLT 3/8-16 X 1.03 HEX FLNG PLT   UNITED STATES 0.00%
6R140 MODEL IDENT INFO TAG BLANK  UNITED STATES 0.00%
WSHR-SPDL OTR BRG RET             UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BOLT M8X35 HF PIL 8               UNITED STATES 0.00%
SPG-TRANS MN OIL PRESS REG VLV    UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BZL-HOD LAT CA OPG LH             UNITED STATES 0.00%
BETAFOAM POLYOL #87120            UNITED STATES 0.00%
WT WHL BAL(CP 40G)                UNITED STATES 0.00%
CTNR-LIC PLT HDW                  UNITED STATES 0.00%
6R140 ANTI-RATTLE SPRING          UNITED STATES 0.00%
BOLT M6X8.2 PC TI CTP ADH 10      UNITED STATES 0.00%
6R140 BULKHEAD TRANSPORTATION CAP UNITED STATES 0.00%
PLUG BUTTON-19.0X25.0 OBLONG      UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
SCR&WASH M6X1.0X18.5 HEX HD PIL 9 UNITED STATES 0.00%
BOLT M8X30 HF PIL 8               UNITED STATES 0.00%
STUD&WASHER M6 X 1 X 1 X 45.6 HEX UNITED STATES 0.00%
CLIP 1/2 RETAINING RECT EXT       UNITED STATES 0.00%
CAP ASY-A/C CHARGING VALVE        UNITED STATES 0.00%
PLUG -PIPE C/HEAD: HOLES 130,450  UNITED STATES 0.00%
TRIM PIN 5.2X1.7-10 NYL           UNITED STATES 0.00%
STUD M8X30+M8X16 HF PIL SHLDR 8   UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
SCREW M6X1X30 HEX FLNG T/R        UNITED STATES 0.00%
SCREW&WSHR M8X22 HF PIL CON 010   UNITED STATES 0.00%
SCREW&WSHR M6X1X24 HEX HEAD PIL   UNITED STATES 0.00%
BOLT-MODULAR STRAP (BLUE)         UNITED STATES 0.00%
SCREW 4.2X1.4X19 PC PZ C          UNITED STATES 0.00%
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NUT-M10X1.50 WELD ROUND           UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT & WASHER M8 X 1.25 HEX        UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCR-M6 X1.00X16 HEX WASH TAP      UNITED STATES 0.00%
WT WHL BAL(CP 45G)                UNITED STATES 0.00%
CLIP-PLASTIC                      UNITED STATES 0.00%
PETROLATUM-IND  5LB CANS  A075    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW & WASHER M8 X 1.25 X 59 HEX UNITED STATES 0.00%
CVR RR ST SHLDR STRP GID          UNITED STATES 0.00%
BOLT M6X20 PN TI PIL 8            UNITED STATES 0.00%
COVER-IGNITION COIL               UNITED STATES 0.00%
SPG-TRANS CONV REG VLV            UNITED STATES 0.00%
SCR #8-18X1.00 RD WASH HD TAP     UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
PIN ASY-TRANS GR SH LVR           UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
LABEL-ENGINE CODE INFO    D063    UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR RH      UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR LH      UNITED STATES 0.00%
SC CNSTR FU/VPR TO BRKT           UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCR M8 X1.25X16 HEX WASH TAP      UNITED STATES 0.00%
SPG-TRANS CONTR LUB PRESS REG VLV UNITED STATES 0.00%
SCREW 4X20 HC TFP TH              UNITED STATES 0.00%
SCREW M10X1.5X21.8 PAN HEAD PILOT UNITED STATES 0.00%
NUT & WASH - M8 X 1.25 HEX P/C    UNITED STATES 0.00%
WT WHL BAL(CP 50G)                UNITED STATES 0.00%
6R140 ABUT PLT & DETENT SPRNG BOLT UNITED STATES 0.00%
SPG-TRANS SOL REG VLV             UNITED STATES 0.00%
WHEEL/TIRE ASY LUBE               UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT M6 HF PTC SERR                UNITED STATES 0.00%
SCREW M8X30 HEX FLNG PNT CLR T/R  UNITED STATES 0.00%
NUT M6 X 1.0 HEX LOCK P/T 9       UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
CVR DR TR PNL RET (FLINT)         UNITED STATES 0.00%
SCREW M8X25 HF 010                UNITED STATES 0.00%
BOLT&RET M6X1X16 WAF HD           UNITED STATES 0.00%
DECAL AUX BATTERY INSTRUCT-FRENCH UNITED STATES 0.00%
SPG-TRANS SHTL VLV                UNITED STATES 0.00%
SEAL O-RING 8594 TO 9424 D027E    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
BOLT   6621 TO 6010     A139      UNITED STATES 0.00%
PLUG PIPE C/HEAD #508/608 C122E   UNITED STATES 0.00%
6R140 TIR VALVE CAP               UNITED STATES 0.00%
WT WHL BAL(CP 60G)                UNITED STATES 0.00%
NUT M8 HF 8                       UNITED STATES 0.00%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

450-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
SCR&WASH M4X0.7X17.5 HEX HD PIL  9 UNITED STATES 0.00%
ONE-STEP W/SHLD CLEANER/PRIMER    UNITED STATES 0.00%
BRG CSHFT MN UPR GRD3 10%-T/TH CNT UNITED STATES 0.00%
NUT&WSHR M6 HX PTC FL 8           UNITED STATES 0.00%
SCREW (BLACK) 4.2X16 TAP HEX FLNG UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
SPG-TRANS OIL COOL BYP VLV        UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SCREW 6.3X12.5 HF TAP SPL         UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
WT WHL BAL(CP 55G)                UNITED STATES 0.00%
PLUG BUTTON 1.00 DIA              UNITED STATES 0.00%
SCR&WASH M6X1.0X22.5 HX PILOT 9   UNITED STATES 0.00%
BRG CSFT MN LWR GR3 10%-T/TH COUNT UNITED STATES 0.00%
40X1.46X12 TORX PAN SCREW         UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT M8X25 HF NP 10               UNITED STATES 0.00%
BOLT-MULTI USE(SEE BELOW)D155/C124 UNITED STATES 0.00%
RET SPG 9/16 DRILLED SHAFT        UNITED STATES 0.00%
PLUG BUTTON .88 DIA               UNITED STATES 0.00%
NUT M8 WELD                       UNITED STATES 0.00%
PLUG BUTTON 1.75X.75 OBLONG       UNITED STATES 0.00%
6R140 SHIPPING STRAP NUT          UNITED STATES 0.00%
BOLT&WSHR M6X18 HX PIL CON ADH 8  UNITED STATES 0.00%
SCREW 4.8X16 HC HI/LO SERR        UNITED STATES 0.00%
SCR & WASH M6X1X16 HEX HD PIL 9   UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SPG-TRANS CONV CL CONTR VLV       UNITED STATES 0.00%
PIN 4.75MMX12.2 PUSH NYLON        UNITED STATES 0.00%
NUT M10 HX PTM SPL 8              UNITED STATES 0.00%
SCREW M4.2X1.41X25 HEX WSHR HD TAP UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
VENT PLUG BLACK                   UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
DOOR CORNER PROTECTOR - BLACK VNYL UNITED STATES 0.00%
NUT&WASHER  M8X1.25 HEX SERR      UNITED STATES 0.00%
SCREW M8X14 HF 010                UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR & WASH M6 X 1.0 X 14 HEX HD   UNITED STATES 0.00%
NUT&WSHR M10 HX PTM CON 8         UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
BOLT M6X30 HF PIL 10              UNITED STATES 0.00%
CLIP 7.11 WRAPAROUND PUSH-IN(3POS) UNITED STATES 0.00%
PLUG BUTTON 38.0MM DIA            UNITED STATES 0.00%
RET-BRK PDL                       UNITED STATES 0.00%
SCR&WASH M8X1.25X19.HEX HD PLT   9 UNITED STATES 0.00%
SCREW M6X14 HF GRD 010            UNITED STATES 0.00%
DOOR PROTECTOR - FOAM BLOCK/WHITE UNITED STATES 0.00%
BOLT M6X90 HF 8                   UNITED STATES 0.00%
SCR 4.2 X 19 OVAL HD TAP          UNITED STATES 0.00%
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PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
DECAL-VEH NOISE EMISSION CONTROL  UNITED STATES 0.00%
NUT M6 X 1.00 U LOCK              UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
BOLT-6622 TO N806180-S  B75,77    UNITED STATES 0.00%
WT WHL BAL(CP 65G)                UNITED STATES 0.00%
BOLT&WSHR M6X12 HX NP CON 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT&WSHR M6X20 HX PIL 8          UNITED STATES 0.00%
BOLT-CH/GUIDE-RH TO 6049  C122    UNITED STATES 0.00%
TUBE-VENT-NYLON                   UNITED STATES 0.00%
6R140 SNAP RING 4.0MM-CUT STYLE 4 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WASHER M6X16 HEX HD CONL NP 8 UNITED STATES 0.00%
NUT - M8 X 1.25 HEX FLG           UNITED STATES 0.00%
BOLT M8X25 HF PIL 8               UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
NUT WELD THDLS 8 RD PIL 8         UNITED STATES 0.00%
DOOR EDGE GUARD 14" CLEAR PLASTIC UNITED STATES 0.00%
NUT&WSHR M6 HF PTM 8              UNITED STATES 0.00%
STRAP-82MM BUNDLING ADJUSTABLE    UNITED STATES 0.00%
PLT TRANS VLV RET                 UNITED STATES 0.00%
NUT RETAINER, 3/4 OCT COTTER PIN  UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
SE CWL TOP INR TO CWL SD LH       UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
6R140 SNAP RING 3.4MM-CUT STYLE 1 UNITED STATES 0.00%
PLUG BUTTON .75X1.00 OBLONG       UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
CVR-DR TR PNL RET (FLINT)         UNITED STATES 0.00%
SCREW&WSHR 4.2X1.41X13 HEX HD TAP UNITED STATES 0.00%
BOLT-6621 & 6B274 TO 6010 C122    UNITED STATES 0.00%
RET-TRANS CONTR VLV SPG           UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
WELDING ELECTRODE UNCOATED        UNITED STATES 0.00%
NUT&WSHR M8 HX CON 8              UNITED STATES 0.00%
CLP TRANS VLV PLG RET             UNITED STATES 0.00%
BRG CSFT MN INTERM UPR1 10%-T/TH C UNITED STATES 0.00%
OIL ENGINE, API SG, SAE 50 ASSEMBL UNITED STATES 0.00%
WASH 7/8 HELICAL SPG LK QR        UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT-6884 TO RR 6010     C029      UNITED STATES 0.00%
RING RET 8.6 TYPE E               UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT 4.2-6.8X20X0.8-4 SQ PUSH IN   UNITED STATES 0.00%
BOLT M8X20 HF PIL ADH 8           UNITED STATES 0.00%
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PLUG BUTTON .50 DIA               UNITED STATES 0.00%
PIN 0.250 X 1.22 PUSH NYLON       UNITED STATES 0.00%
LUBRICANT-RUBBER HOSE (PRPL MRPL) UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
BLCK PLASTIC AIJ PUSH PIN 3.45X.75 UNITED STATES 0.00%
FTG-TRANS SH ACTU CA              UNITED STATES 0.00%
CLP-TRANS CONTR LWR VLV BDY       UNITED STATES 0.00%
CLP-TRANS THROT VLV PLNG SLV      UNITED STATES 0.00%
SCREW M6.3X1.81X16.0 HEX WASH TAP UNITED STATES 0.00%
BOLT&WSHR M6X16 HX PIL CON 8      UNITED STATES 0.00%
SCR-M4.2X1.41X16 HEX WSHR HD TAP  UNITED STATES 0.00%
WT WHL BAL(CP 90G)                UNITED STATES 0.00%
SCR-4.2X1.41X19 HEX FLNG TAP      UNITED STATES 0.00%
PLUG 6X0.7-1.5 RD RBR             UNITED STATES 0.00%
SCR&WASH 5/16-18X.62 HEX HD       UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SCR #8-18X1.00 PAN HD TAP         UNITED STATES 0.00%
PUSH PIN 8.5X4.5-7 NYLON BLACK    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX GREY      UNITED STATES 0.00%
NUT M8 BOLT RETAINER PUSH ON      UNITED STATES 0.00%
CLIP 5/16 WIRHRNS PUSH IN         UNITED STATES 0.00%
WT WHL BAL(CP 75G)                UNITED STATES 0.00%
WT WHL BAL(CP 70G)                UNITED STATES 0.00%
SOLDER STICKS                     UNITED STATES 0.00%
4.6/5.4L EFI DECAL-GENERAL TAPE   UNITED STATES 0.00%
ORANGE CAP- OIL FILL CAP          UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT M6 WELD                       UNITED STATES 0.00%
WT WHL BAL(CP 85G)                UNITED STATES 0.00%
WT WHL BAL(CP 80G)                UNITED STATES 0.00%
SCR-#8-18X.62 PAN HD TAP          UNITED STATES 0.00%
SCREW - #8-32 X 0.62 OVAL HD T/R  UNITED STATES 0.00%
RIVET 1/8X.25 BLIND SPL HD        UNITED STATES 0.00%
SE CWL TOP INR PNL TO CWL SD PNL  UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SOLDER PASTE TIN BASED            UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 MAIN CNTRL ID TAG SPRING NUT UNITED STATES 0.00%
6R140 SHIM 5.15MM THICK- YELLOW   UNITED STATES 0.00%
6R140 SHIM 5.75MM THICK- BLUE     UNITED STATES 0.00%
GREASE-TRANS TORQUE CONVERTER NOSE UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SPCR-BRK MSTR CYL P/ROD           UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 SNAP RING 3.3MM-CUT STYLE 9 UNITED STATES 0.00%
6R140 SNAP RING-3.2MM-CUT STYLE 7 UNITED STATES 0.00%
TAPE - 1" WATER RESISTANT BLACK   UNITED STATES 0.00%
LUB-SYN RBR 1# JARS TOX#044089    UNITED STATES 0.00%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.00%
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GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESI        UNITED STATES 0.00%
SEALER, NON-EXPANDING, PUMPABLE, A UNITED STATES 0.00%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.00%
ADJ FRT SUSP UPR LT BLUE          UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/RED         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLACK/YELLOW     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED/BLUE         UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/ORANGE   UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/BLACK    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/RED      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/WHITE       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/ORANGE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLACK       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLUE        UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED              UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR WHITE            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GREEN       UNITED STATES 0.00%
ADJ-FRT SUSP UPR GRAY/PINK        UNITED STATES 0.00%
ADJ FRT SUSP UPR BLACK/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/BLACK      UNITED STATES 0.00%
ADJ FRT SUSP UPR GRAY             UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE           UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW           UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW/RED       UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/PINK       UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/YELLOW    UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GRAY        UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/WHITE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR PINK             UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/GREEN    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
6R140 SNAP RING 4.2MM-CUT STYLE 5 UNITED STATES 0.00%
6R140 SNAP RING 4.4MM-CUT STYLE 6 UNITED STATES 0.00%
6R140 SNAP RING 3.2MM-CUT STYLE 8 UNITED STATES 0.00%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

450-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
LUB-SURFACTANT(MERPOL)E190/230    UNITED STATES 0.00%
BRGCSHFT MN INTRM UPR3 10%-T/TH CN UNITED STATES 0.00%

US Vehicle Content 87.29%

Foreign Vehicle Content 12.71%
US Vehicle Content 87.29%
Total Vehicle Content 100.00%

Assumptions
*  Non-Ford manufacturing facilities are noted.
*  Percentages include prorated direct assembly labour, engineering costs, overhead, other costs, and profit.
*  Component material costs based on 2016 Bill of Material.
*  Costs are for vehicles pertaining to Starcraft Bus, div. Forest River, Inc. request. Content for other E-series
    vehicles could be different.
* E-series Vehicles are assembled at Ohio plant, USA

This document may contain confidential business information. It is being supplied with the understanding that it will not
be released to third parties, and that it will be used solely for the purpose of complying with the Buy America requirements 
 of federal law or other applicable content requirements.
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Cutting all materials to size, welding door frame, complete door assembly 
including installation of hardware and placing in shipping containers.





 

 

 

BUY AMERICA CERTIFICATION STATEMENT 

CERTIFICATE OF COMPLIANCE WITH 

SECTION 165 (b) (3) 

The Surface Transportation Assistance Act of 1982, as amended 
and the regulations of 49 C.F.R.  661.11 

 

Freedman Seating Company hereby certifies that it complies with the 
requirements of section 165(b)(3), of the Surface Transportation Assistance Act 
of 1982, as amended, and the regulations of 49 CFR 661.11. 
 
 

Freedman Feather Weight Seats Country of Origin 
% 

Domestic 

   

   

TOTAL WEIGHTED DOMESTIC COST CONTENT USA 
Minimum 

70% 

 
The final assembly point location is 4545 W. Augusta Blvd. Chicago, IL  60651 
 
 
 

 
_____________________________________ 
                                 Authorized Signature 

 

Date: 6.6.16 

 

4545 WEST AUGUSTA BLVD • CHICAGO, IL  •  60651 
PHONE: 773-524-2440 •  FAX:  773-252-7450 





















WEIGHT ANALYSIS

6/23/2016 16 2 WC 1 DBL FOLD 176 190-11 EST USA 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

E-450 SENATOR II GAS 55 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

176 0.57 LEFT FRONT RIGHT FRONT 0.13 335.5

AXLE CAPACITIES 3371 1843 1528 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 203

5000 9600 14500 6267 2937 3330

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 48 150 27.27% 109.09 40.91 94 -55 53.41% -25.63 -29.38 MID DBL

MID DBL 87 -55 49.43% -27.81 -27.19 125 -55 71.02% -15.94 -39.06 MID DBL

MID DBL 118 -55 67.05% -18.13 -36.88 156 -55 88.64% -6.25 -48.75 MID DBL

MID DBL 149 -55 84.66% -8.44 -46.56 187 -55 106.25% 3.44 -58.44 MID DBL

MID DBL 180 -55 102.27% 1.25 -56.25 0.00% 0.00 0.00

DBL FOLD 214 -85 121.59% 18.35 -103.35 0.00% 0.00 0.00

DBL FOLD 245 -85 139.20% 33.32 -118.32 0.00% 0.00 0.00

MID DBL 88 363 50.00% 181.50 181.50 97 363 55.11% 162.94 200.06 MID DBL

MID DBL 119 363 67.61% 117.56 245.44 127 363 72.16% 101.06 261.94 MID DBL

MID DBL 150 363 85.23% 53.63 309.38 157 363 89.20% 39.19 323.81 MID DBL

MID DBL 181 363 102.84% -10.31 373.31 189 363 107.39% -26.81 389.81 MID DBL

0.00% 0.00 0.00 234 200 132.95% -65.91 265.91 W/C

DBL FOLD 238 393 135.23% -138.44 531.44 0.00% 0.00 0.00

0.00% 0.00 0.00 176 -62.5 100.00% 0.00 -62.50 MORRYDE

MORRYDE 176 -62.5 100.00% 0.00 -62.50 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 311.57 1230.93 166.09 1203.41 2912.00

AXLE WEIGHTS 1843.00 2937.00 1528.00 3330.00 9638.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 2132.06 4337.22 6469.28 0.504

RIGHT 1671.57 4702.71 6374.28 0.496

FRT / REAR TOTALS 3803.63 9039.93 12843.56

AXLE CAPACITIES 5000 9600 14500

AVAILABLE CAPACITIES 1196.37 560.07 1656.44

Front Curbside Rear Curbside
Maximum Capacity 2500 Maximum Capacity 4800

Combined Front Combined Rear

3803.63 9039.93

5000 Maximum Capacity 9600 Maximum Capacity

Maximum Capacity 2500 Maximum Capacity 4800

Front Roadside Rear Roadside

2132.06

4702.71

4337.22

LEFT (ROADSIDE) RIGHT (CURBSIDE)

1671.57

Equipted with Mid High seats

Actual Weights from order 1559ST

MORRYDE

16 2 WC 1 DBL FOLD 176 190-11 EST USA 

DEALER

FUEL ADJ. AMT.

-41.94
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 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR 2 for PCID 1114A

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD E-450 176" 6.8L

CHASSIS FORD MOTOR CO U.S. 47.70
AIR CONDITIONING TRANS AIR U.S. 6.07
SEATS FREEDMAN U.S. 7.95
WHEELCHAIR LIFT BRAUN U.S. 4.50
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.26
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 1.05
EXTERIOR MIRRORS ROSCO U.S. 0.63

U.S.
U.S.
U.S.

69.16

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 6.72%
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CONV ASY(6.2L)                    MEXICO 1.63%
6.8L CYL/HEAD 2V ROUGH CASTING    MEXICO 1.61%
REAR LEAF SPRING - E450 C/A DRW   MEXICO 1.34%
6.8L CRANK/STL ROUGH EX GERLCH    CANADA 0.98%
6R140 E CLUTCH MODULE             CANADA 0.64%
6R140 OUTPUT SHAFT-4X4 SHORT      CANADA 0.54%
ROD & LNK ASY-STNG LKGE           CANADA 0.51%
6R1 6 PIN RAV CARRIER             CANADA 0.46%
SHFT & BRG ASY-TRANS MN           CANADA 0.44%
PMP & PLY ASY PWR STNG            GERMANY 0.38%
CLPR ASY FRT WHL BRK              MEXICO 0.32%
CLPR ASY FRT WHL BRK LH           MEXICO 0.32%
BALANCE SHAFT  6.8L  2V           CANADA 0.26%
CONTR ASY OCC RESTNT SYS          CANADA 0.21%
ACUM & HOS ASY A/C                CANADA 0.20%
6R140 HUB & SHAFT- S3             CANADA 0.18%
6R140 HUB ASSY- S2                CANADA 0.18%
SHK ABS ASY STNG                  BRAZIL 0.17%
WATER PUMP - ALL 6.8L             CANADA 0.15%
SPCR THROT BDY TO INTK MANF       CANADA 0.12%
6R140 INTERMEDIATE HUB SHAFT      CANADA 0.12%
COOL ASY TRANS OIL                CANADA 0.12%
BEL & RETR ASY FRT ST (DRVR)      MEXICO 0.11%
INS ASY-ENG FRT SUPT-LH           CANADA 0.09%
BRKT ASY TRANS MTNG RR            CHINA 0.08%
HOS ASY HTR                       MEXICO 0.07%
BRK & CL PDL & BRKT ASY           CANADA 0.07%
HOS ASY HTR                       MEXICO 0.07%
TENSIONER ASSEMBLY-ENG DRIV       CANADA 0.07%
CONTR ASY-FUL PMP DRV             MEXICO 0.06%
W/S ASY FRT DR                    CANADA 0.06%
W/S ASY DR OPG LH                 CANADA 0.06%
FLYWHEEL ASY 4R75W/5R110W B137    CANADA 0.05%
CAP ASY-RR BRG CAMSHAFT   6049    CHINA 0.05%
LOCK SET-IGN & 1 DR (2 KEYS)      MEXICO 0.05%
LAT & R/CONTR ASY FRONT LH DOOR   CANADA 0.04%
6R140 D CLUTCH PLATE- STEEL       CANADA 0.04%
6R140 SEPARATOR PLATE ALL MODELS  CANADA 0.04%
RESVR TUB & BRKT ASY PWR STNG     MEXICO 0.04%
SNS & BRKT ASY AIR BAG CTR        CANADA 0.04%
BMPR ASY FRT AX                   CHINA 0.04%
DEFL A/C COND AIR LWR             CANADA 0.03%
BMPR ASY RR AX (E350/450)         CHINA 0.03%
BEL DRV(AC)                       MEXICO 0.03%
ADJ ASY FRT ST SHLDR STRP GID     MEXICO 0.03%
HGE & CHK ASY FRT DR LWR          CANADA 0.03%
ASSIST HANDLE L/H MEDIUM FLINT    INDIA 0.03%
CAP ASSY-CAM & BAL SHFT BRG RR    CHINA 0.03%
LAT ASY HOD                       CANADA 0.03%
REAR SEAL RETAINER                MEXICO 0.03%
REINF ASY BRK PDL SUPT            CANADA 0.03%
SHL-FU/VPR STRG CNSTR             CANADA 0.03%
6R140 OIL PAN GASKET              MEXICO 0.02%
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HGE ASY FRT DR UPPER              CANADA 0.02%
SPKR ASY RADO RECV                CHINA 0.02%
IDLER ASSY   V8/V10      D109     CANADA 0.02%
WATER PUMP PULLEY-ALL EXCPT-696-  CANADA 0.02%
SENSOR ASY-CYL HEAD TEMP 2V       CHINA 0.02%
CA & HNDL ASY HOD LAT             MEXICO 0.02%
HOSE ASY-W/SHLD WSHR BOTTLE       MEXICO 0.02%
6R140 PARK PAWL ACTUATOR ROD      CANADA 0.02%
SE CWL TOP PNL TO HOD             CANADA 0.02%
RET ASY-FRT WHL HB GRSE           MEXICO 0.01%
CAP ASY-CCAM/BAL SHFT BR FRT-LH   CHINA 0.01%
PLATE-ENGINE REAR COVER           CANADA 0.01%
CONN-WATER OUTLET  ALL 2V D027E   CHINA 0.01%
SW ASY SPD CONTR & STP LP         GERMANY 0.01%
6R140 OUTPUT SHAFT (GRUNT) SEAL   MEXICO 0.01%
PROP ASY HOD SUPT                 CANADA 0.01%
CAP ASY-FRT BRG CAMSHAFT  6049    CHINA 0.01%
DEFL ASY RAD AIR SD RH            CANADA 0.01%
DEFL ASY RAD AIR SD LH            CANADA 0.01%
CAP ASSY-BAL SHFT BRG FRT-LH      CHINA 0.01%
6R140 MANUAL CONTROL LEVER OTR    CANADA 0.01%
ADHSV TOX#178271 (RED)            CANADA 0.01%
CAP-FRT HUB GREASE                CANADA 0.01%
STUD PIERCE M8X13 CNE 8           GERMANY 0.01%
EXT ASY-P/BRK CA                  MEXICO 0.00%
CVR-FU/VPR STRG CNSTR             CANADA 0.00%
NUT-STNG TIE ROD                  CANADA 0.00%
SLR-RTV HI-VIS 55 GAL DR  B097    CANADA 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
6R140 WASHER 2.9MM THICK- BLACK   CANADA 0.00%
6R140 WASHER 3.1MM THICK- YELLOW  CANADA 0.00%
BOLT M8X115 HF PIL 8              TAIWAN 0.00%
NUT M18X2.5 HEX FLNG P/T          CANADA 0.00%
SLR-RTV HI-VIS 5 GAL-50# PAILS    CANADA 0.00%
MAIN CONTROL TO CASE BOLT         TAIWAN 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
PIN-DOWEL  6049 TO 6010   C054    CANADA 0.00%
NUT #8-18 SPRING                  CANADA 0.00%
NUT M8 HF PTM 8                   CANADA 0.00%
BOLT M8X1.25X31 HEX FLNG PI       TAIWAN 0.00%
PLUG EXP CUP 11.4 STL             CANADA 0.00%
CAP HNDL I/S ASST ATT HLE         INDIA 0.00%
NUT 3/4 - 16 HEX                  CANADA 0.00%
NUT-M14X2.0 HEX LOCK P/T        10 CANADA 0.00%
6R140 LIGHTWEIGHT ALIGNMENT PIN   CANADA 0.00%
BOLT M6X16 HF PIL (LONGER)        TAIWAN 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M8 HF PTP 10                  CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
NUT-M8X1.25 V8/V10 D115 E580      CANADA 0.00%
6R140 RR BRG PLATE TO CARRIER BOLT TAIWAN 0.00%
6R140 WASHER 3.3MM THICK- WHITE   CANADA 0.00%
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6R140 WASHER 3.5MM THICK- RED     CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M6 HF PTM 8                   CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
PIN-SHAFT RETAINING               CANADA 0.00%
BOLT- CBLR CYLINDER RETAINING     TAIWAN 0.00%
6R140 SPRING ROLL PIN 4X18 CLD    CANADA 0.00%
NUT&WSHR M6 HX CON 8              CANADA 0.00%
BOLT M6X20 HF PIL 8               TAIWAN 0.00%
PLUG EXP CUP 13.8 STL             CANADA 0.00%
NUT-M4.2 X 1.41 U P/T (J-CLIP)    CANADA 0.00%
6R140 WASHER 3.7MM THICK- BLUE    CANADA 0.00%
SLR RTV HI-VISC 30ML CARTRIDGE    CANADA 0.00%

Foreign Vehicle Content 12.71%

AX ASY RR LES WHL                 UNITED STATES 10.34%
LT225/75R16 MICHELIN LTX MS LRE BW UNITED STATES 7.03%
FR ASY A/P                        UNITED STATES 3.78%
INTAKE - 6.8L 2-VALVE             UNITED STATES 1.99%
6.8L BLOCK-CASTING 2V/3V CIFUNSA  UNITED STATES 1.92%
TNK & SDR ASY FUL                 UNITED STATES 1.88%
RIM ASY-WHL (WHITE) 16X6 DRW      UNITED STATES 1.80%
CONV ASY EXH (JLN)                UNITED STATES 1.42%
PWR STEERING GEAR ASY             UNITED STATES 1.33%
DRV/SHT & CPL ASY                 UNITED STATES 1.27%
ST ASY FRT TR LH                  UNITED STATES 1.24%
WIR ASY ENG CONTR SNS             UNITED STATES 1.21%
PNL ASY I/PNL (FLINT)             UNITED STATES 1.15%
ALTERNATOR-225A                   UNITED STATES 1.02%
FRONT BUMPER - CHROME             UNITED STATES 0.89%
COL ASY STNG                      UNITED STATES 0.88%
EXHAUST MANIFOLD-RH   2V V10      UNITED STATES 0.85%
6R140 A/B MODULE- GAS             UNITED STATES 0.83%
HUB & BRK DRM ASY FRT WHL         UNITED STATES 0.82%
PROCS ASY ENG (N)                 UNITED STATES 0.81%
BATTERY ASSY (750 CCA) 78AH       UNITED STATES 0.80%
RADIATOR ASY - 6.8L GAS           UNITED STATES 0.78%
6R140 6.2L GAS CASE CASTING       UNITED STATES 0.75%
CONTR & MOD ASY BRK ANTI/LK       UNITED STATES 0.74%
BST ASY BRK HYD                   UNITED STATES 0.73%
COMPR & CL ASY A/C                UNITED STATES 0.66%
MFLR & OLET PIP ASY               UNITED STATES 0.60%
EVP & BLW ASY A/C                 UNITED STATES 0.58%
PIP ASY MFLR INLT FRT             UNITED STATES 0.54%
PAN ASY FRT FLR                   UNITED STATES 0.54%
GRL ASY RAD (CHROME)              UNITED STATES 0.49%
CLUS ASY INSTR                    UNITED STATES 0.49%
6R140 CLUTCH ASSY- GAS            UNITED STATES 0.47%
AX ASY FRT RH                     UNITED STATES 0.44%
AX ASY FRT LH                     UNITED STATES 0.43%
PNL ASY ENG CVR                   UNITED STATES 0.43%
KIT SPDL FRT WHL                  UNITED STATES 0.42%
KIT SPDL FRT WHL LH               UNITED STATES 0.42%
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PNL FRT DR I/S LH                 UNITED STATES 0.42%
WIR ASY MN                        UNITED STATES 0.42%
5.4L/6.8L 2-VALVE PISTON "E"      UNITED STATES 0.41%
IND ASY RADO RECV CONTR           UNITED STATES 0.41%
SUPT ASY RAD                      UNITED STATES 0.39%
STR MTR DRV & RLY ASY(BSM V8/V10) UNITED STATES 0.36%
CYL ASY BRK MSTR LES P/RD         UNITED STATES 0.34%
WIR ASY RR LP                     UNITED STATES 0.34%
BDY & MTR ASY A/INTK CHG THROT    UNITED STATES 0.33%
WIR ASY ENG 2016(6.8 L 2V MEGA)   UNITED STATES 0.33%
FUEL INJECTOR - 6.8L 2V VN127     UNITED STATES 0.33%
COND ASY A/C                      UNITED STATES 0.31%
SUPT ASY TRANS FRT PMP CONV STATR UNITED STATES 0.30%
MOD ASY DRV AIR BAG RESTNT        UNITED STATES 0.30%
MANF & C/OVR TUB ASY FU/INJ SPLY  UNITED STATES 0.29%
CL ASY FAN                        UNITED STATES 0.29%
SNS ASY EXH GAS O UNIV            UNITED STATES 0.29%
HD/LP ASY RH (AERO)               UNITED STATES 0.28%
HD/LP ASY LH (AERO)               UNITED STATES 0.28%
GL ASY W/SHLD                     UNITED STATES 0.28%
6R140 REVERSE PISTON              UNITED STATES 0.28%
CONTR ASY A/C                     UNITED STATES 0.27%
MAT ASY FRT FLR                   UNITED STATES 0.26%
HTR ASY                           UNITED STATES 0.26%
CHMB ASY-HTR PLNM                 UNITED STATES 0.26%
PNL ASY DASH                      UNITED STATES 0.26%
EXHAUST MANIFOLD (LH) 6.8L 2V     UNITED STATES 0.25%
ADJ ASY-VALVE LASH 6F093/6M099    UNITED STATES 0.24%
5.4/6.8L CONN/ROD ROUGH           UNITED STATES 0.24%
WIR ASY-FU/TNK SDR                UNITED STATES 0.23%
CAM COVER LH 6.8L 2V              UNITED STATES 0.23%
FRONT COIL SPRING                 UNITED STATES 0.23%
CAM COVER (RH) 6.8L 2V ECONOLINE  UNITED STATES 0.23%
PNT BDY EXT FIN (OXFORD WHITE C/C) UNITED STATES 0.23%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.22%
FR DR OPG                         UNITED STATES 0.22%
SHFT ASY STNG COL LWR             UNITED STATES 0.22%
MTR & LNK ASY W/WPR               UNITED STATES 0.22%
6.8 RH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
FRONT COVER - ALL 2V'S            UNITED STATES 0.22%
6.8 LH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
PNL ASY I/PNL CLUS OPG FIN        UNITED STATES 0.22%
FR DR OPG                         UNITED STATES 0.21%
ADPT OIL FLTR 6.8L   (CHINA)      UNITED STATES 0.20%
STEERING WHEEL W/ SPD CNTRL       UNITED STATES 0.20%
TUB ASY FUL & BRK                 UNITED STATES 0.20%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.20%
6R140 SOLENOID - MAIN CONTROL     UNITED STATES 0.20%
PNL ASY FRT DR TR LH              UNITED STATES 0.19%
SHK ABS ASY RR                    UNITED STATES 0.19%
REINF-RAD GRL OPG PNL LWR         UNITED STATES 0.19%
SHFT ASY-STNG GR INTERM           UNITED STATES 0.19%
SHK ABS ASY                       UNITED STATES 0.19%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

450-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
HOS & CLMP ASY RAD LWR            UNITED STATES 0.18%
A-OIL WITH ADDITIVE               UNITED STATES 0.18%
KIT - RADIO ASSORTMENT            UNITED STATES 0.17%
INS ASY BDY BLT SND UPR           UNITED STATES 0.17%
DAMPER ASSY-CRANK 6.8L            UNITED STATES 0.17%
UNLEADED GAS W/ 10% ETHANOL       UNITED STATES 0.17%
KIT FUL SYS CONV                  UNITED STATES 0.16%
BRKT ASY FUL TUB SUPT             UNITED STATES 0.16%
WHEEL NUT - BLACK                 UNITED STATES 0.16%
ROCKER ARM ASY     6F093/6M099    UNITED STATES 0.16%
COOLANT-LONG LIFE CONCENTRATE     UNITED STATES 0.15%
BRA BAT SUPT                      UNITED STATES 0.15%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.15%
6R140 SOLENOID- MAIN CONTROL      UNITED STATES 0.15%
RSON & TUB ASY ENG AIR INTK       UNITED STATES 0.14%
CMPT & DR ASY GLV (FLINT)         UNITED STATES 0.14%
6R140 UPPER VALVE BODY- RAW       UNITED STATES 0.14%
6R140 LOWER VALVE BODY- RAW       UNITED STATES 0.14%
BAR ASY-RR STAB                   UNITED STATES 0.13%
PNL DR O/S                        UNITED STATES 0.13%
PAN ASSEMBLY - OIL 6.8L 2V/3V     UNITED STATES 0.13%
TUB ASY A/C COMPR TO COND         UNITED STATES 0.13%
FLNG ASY-TRANS OPUT SHFT          UNITED STATES 0.13%
6R140 OIL PAN                     UNITED STATES 0.13%
FAN ASY ENG COOL (6.8L)           UNITED STATES 0.12%
INS ASY-ENG FRT SUPT (6.8L)       UNITED STATES 0.12%
RADIUS ARM ASY FRT                UNITED STATES 0.12%
RADIUS ARM ASY FRT LH             UNITED STATES 0.12%
HOS ASY PWR STNG PRESS LN         UNITED STATES 0.12%
TIMING CHAIN- V8 / V10            UNITED STATES 0.12%
BDY TRANS FRT OIL PMP             UNITED STATES 0.12%
PNL HOD INR                       UNITED STATES 0.11%
CONTR ASY P/BRK                   UNITED STATES 0.11%
WIR ASY ENG BLK HTR               UNITED STATES 0.11%
OIL COOLER ASSY-ALL 6.8L          UNITED STATES 0.11%
PNL HOD                           UNITED STATES 0.11%
VALVE-EXHAUST N/A:HEAD/CAM ASY    UNITED STATES 0.11%
PNT BDY EXT FIN (E-COAT)          UNITED STATES 0.11%
SW ASY-TRN/SIG & W/WPR            UNITED STATES 0.11%
KIT-ENG VLV SPG RET & KEY         UNITED STATES 0.11%
MAIN BEARING CAP - ROUGH          UNITED STATES 0.11%
SUPT ASY-FU/TNK                   UNITED STATES 0.11%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.10%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
ABS-BDY BLT LWR                   UNITED STATES 0.10%
PANEL ROOF                        UNITED STATES 0.10%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.10%
SNS ASY-ENG ELETR CONTR MS AIR FLO UNITED STATES 0.10%
BLKHD ASY TRANS WIR CONN          UNITED STATES 0.10%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
REINF-RAD GRL OPG PNL UPR         UNITED STATES 0.10%
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CMPT ASY STWG (FLINT)             UNITED STATES 0.10%
RET ASY-BDY BLT ABS LWR           UNITED STATES 0.09%
HIGH ACTIVITY ACTIVATED CARBON    UNITED STATES 0.09%
PIP ASY FU/TNK FILL               UNITED STATES 0.09%
OIL PUMP LESS SCRN&COVER 2V       UNITED STATES 0.09%
HOS ASY PWR STNG PRESS LN LH      UNITED STATES 0.09%
CVR ASY I/PNL STNG COL OPG        UNITED STATES 0.09%
BRKT ASY FU/VPR STRG CNSTR        UNITED STATES 0.09%
6R140 3 PINION FRONT CARRIER BODY UNITED STATES 0.09%
6R140 LONG PINION BLANK           UNITED STATES 0.09%
6R140 ROOSTER COMB                UNITED STATES 0.08%
CONT ASY-AIR BAG SLD              UNITED STATES 0.08%
SNS ASY EXH GAS O LES LD          UNITED STATES 0.08%
PNL CWL TOP INR                   UNITED STATES 0.08%
GSKT-INT MFLD TO 6049  6.8L 2V    UNITED STATES 0.08%
HOS PWR STNG RTN LN UPR           UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
TUB ASY FU/TNK TO CVR & FUL LN    UNITED STATES 0.08%
FRONT STABILIZER BAR /DRW (YELLOW) UNITED STATES 0.08%
BRKT ASY ENG ELETR CONTR PROCS    UNITED STATES 0.07%
PIP ASY MFLR INLT EXT             UNITED STATES 0.07%
LVR ASY TRANS GR SH               UNITED STATES 0.07%
SHLD ASY EXH SYS FRT              UNITED STATES 0.07%
KIT-CMP WIR                       UNITED STATES 0.07%
PNL CWL TOP                       UNITED STATES 0.07%
TUBE ASY- HTR WTR UNDERBODT       UNITED STATES 0.07%
REG ASY FRT DR WDO LH             UNITED STATES 0.07%
PLR ASY FRT BDY INR LH            UNITED STATES 0.07%
PLR ASY FRT BDY INR               UNITED STATES 0.07%
6R140 E HUB MODULE                UNITED STATES 0.07%
BRKT & INS ASY-MFLR/O/P FRT RH    UNITED STATES 0.07%
6R1 6 PIN RAV SUPPORT PLATE       UNITED STATES 0.07%
6R140 SPEED SENSOR                UNITED STATES 0.07%
RING-PIS.COMPRESS UPPER :6100     UNITED STATES 0.07%
WIR ASY D/PNL HD/LP JCT           UNITED STATES 0.07%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.07%
PDL & SNS ASY ACEL                UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
INS ASY D/PNL SND                 UNITED STATES 0.07%
PLT ASY BK DR NM (E450 /SUPER DTY) UNITED STATES 0.06%
PIN - PISTON    ALL 6100 ASSYS    UNITED STATES 0.06%
SHRD FAN                          UNITED STATES 0.06%
CYLINDER HEAD BOLT                UNITED STATES 0.06%
TNK ASY RAD SPLY                  UNITED STATES 0.06%
GL ASY-FRT DR WDO                 UNITED STATES 0.06%
RUN ASY DR GL LH                  UNITED STATES 0.06%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.06%
TUB ASY A/C EVP OLET              UNITED STATES 0.06%
APR ASY FRT FNDR FRT LH           UNITED STATES 0.06%
U-BOLT RR SPRING                  UNITED STATES 0.06%
FLTR & SE ASY TRANS OIL           UNITED STATES 0.06%
HOS ASY-RR WHL BRK LH             UNITED STATES 0.06%
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HOS ASY-PWR STNG PRESS LN RH      UNITED STATES 0.06%
OIL ENGINE ILSAC GF-5 SAE 5W-30   UNITED STATES 0.06%
GEAR-BALANCE SHAFT 6.8L           UNITED STATES 0.06%
ARM & PVT SHFT ASY W/WPR MTNG     UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN LH      UNITED STATES 0.06%
EXT ASY MFLR OLET PIP             UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
RESVR & MTR ASY W/WSHR            UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
LNK ASY-FRT STAB BAR              UNITED STATES 0.06%
GASKET EXH MFLD(RR) V8/V10        UNITED STATES 0.06%
6R140 D CLUTCH FRICTION PLATE     UNITED STATES 0.06%
TUB TRANS OIL LVL IND             UNITED STATES 0.05%
BRKT & VLV ASY FU/VPR MGT         UNITED STATES 0.05%
6R140 SPANNER NUT SHORT           UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
VISOR ASY-LH GREY VINYL           UNITED STATES 0.05%
PLT-RR SPG CLMP UPR               UNITED STATES 0.05%
6R140 PINION                      UNITED STATES 0.05%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.05%
SHLD ASY EXH SYS FRT              UNITED STATES 0.05%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.05%
BSHG-CONN ROD   ALL 6200          UNITED STATES 0.05%
GASKET EXH MFLD(FRONT) 6.8L 2V    UNITED STATES 0.05%
BRKT ASY FRT ROD                  UNITED STATES 0.05%
BRKT ASY FRT R ARM LH             UNITED STATES 0.05%
COOL ASY PWR STNG OIL             UNITED STATES 0.05%
INS ASY-BDY BLT UPR SND           UNITED STATES 0.05%
ARM-STNG GR PTMN                  UNITED STATES 0.05%
CARDBOARD DOOR PANEL              UNITED STATES 0.05%
ARM ASY W/WPR                     UNITED STATES 0.05%
SHLD ASY-BDY MT HT RH             UNITED STATES 0.05%
HOS & CLMP ASY RAD UPR            UNITED STATES 0.05%
PIP ASY-OIL FILL                  UNITED STATES 0.05%
BSE & CA ASY-RADO ANT             UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L LH    UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L RH    UNITED STATES 0.05%
REINF-BDY LK PLR RH               UNITED STATES 0.05%
CA & CONDU ASY P/BRK RR           UNITED STATES 0.05%
VALVE-INTAKE  N/A:HEAD/CAM ASY    UNITED STATES 0.05%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
TENSIONER-TIMING CHAIN LH C130    UNITED STATES 0.04%
SPARK PLUG ASSY -SOME  2V         UNITED STATES 0.04%
REINF-BDY LK PLR LH               UNITED STATES 0.04%
TENSIONER-TIMING CHAIN RH C138    UNITED STATES 0.04%
HEATER ASSY ENGINE BLOCK          UNITED STATES 0.04%
WINDSHIELD URETHANE ADHESIVE      UNITED STATES 0.04%
HOS ASY FRT WHL BRK               UNITED STATES 0.04%
HOS ASY-FRT WHL BRK LH            UNITED STATES 0.04%
6R140 INTERM CLUTCH FRICTION PLT  UNITED STATES 0.04%
OIL PAN GASKET - 6.8L 2V/3V       UNITED STATES 0.04%
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INS ASY D/PNL SND                 UNITED STATES 0.04%
PLR ASY-BDY LK INR                UNITED STATES 0.04%
SEP-FU/VPR                        UNITED STATES 0.04%
LONG PIN SHFT 6R140 RAV           UNITED STATES 0.04%
HRN & SUPT ASY                    UNITED STATES 0.04%
CNE & RLR ASY-FRT WHL OTR BRG     UNITED STATES 0.04%
HOS ASY RR WHL BRK                UNITED STATES 0.04%
INS ENG HSG SND (GAS)             UNITED STATES 0.04%
TUB ASY A/C COND TO EVP           UNITED STATES 0.04%
BEARING CONNECTING ROD    6100    UNITED STATES 0.04%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.04%
LINK ASY-STAB BAR REAR            UNITED STATES 0.04%
TUB ASY-FRT WHL BRK RH            UNITED STATES 0.04%
DEFL ASY A/C COND AIR UPR         UNITED STATES 0.04%
CUTAWAYS, PAINT SEALER KIT SHEET  UNITED STATES 0.04%
KIT OWNR GID MATL (U.S./ENGLISH)  UNITED STATES 0.04%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.04%
INSERT-V/SEAT-INTAKE PI (6049)    UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.04%
CA ASY TRANS SH                   UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
REFRIGERANT R134A                 UNITED STATES 0.04%
INS & RET ASY-ENG RR SUPT         UNITED STATES 0.04%
6R140 REAR CLTCH PRESS PLT        UNITED STATES 0.04%
PLR ASY QTR LK UPR OTR            UNITED STATES 0.04%
BLD ASY-W/WPR                     UNITED STATES 0.04%
CLEAR PLASTIC CUTAWAY SHEETING    UNITED STATES 0.04%
STEP ASY-RNG BD RH                UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK           UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK LH        UNITED STATES 0.04%
CA ASY P/BRK RR LH                UNITED STATES 0.04%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.04%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.04%
6R140 B CLUTCH SUN GEAR BLANK     UNITED STATES 0.03%
CAP-BATTERY TERMINAL ACCESS       UNITED STATES 0.03%
RING- PIS.COMPRESS LWR :6100      UNITED STATES 0.03%
CNE & RLR ASY-RR AX DIFF BRG      UNITED STATES 0.03%
HOS ASY-BRK PRESS CONTR VLV INLT  UNITED STATES 0.03%
6R140 D CLUTCH PRESSURE PLATE     UNITED STATES 0.03%
6R140 SUN GEAR BLANK              UNITED STATES 0.03%
NOZ ASY-HTR W/SHLD DEF            UNITED STATES 0.03%
SHKL ASY-RR SPG                   UNITED STATES 0.03%
6R140 OUTPUT SHAFT BEARING R3     UNITED STATES 0.03%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.03%
STEP ASY-RNG/BOARD LH             UNITED STATES 0.03%
BRKT ASY-ENG FRT SUPT LH          UNITED STATES 0.03%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.03%
HYDRAULIC BRAKE FLUID / DOT 3     UNITED STATES 0.03%
VALVE GUIDE  (ALL 6049/6050-2V)   UNITED STATES 0.03%
SEAL ASY-VLV STEM  :M6049/6050    UNITED STATES 0.03%
DOWEL-MN BRG CAP TO BLOCK:6010    UNITED STATES 0.03%
PLT ASY-FRT DR SCF LH             UNITED STATES 0.03%
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BRKT-ENG FRT                      UNITED STATES 0.03%
HSG ASY-IGN CIL                   UNITED STATES 0.03%
CVR ASY PASS AIR BAG OPG          UNITED STATES 0.03%
REINF FRT FNDR FRT                UNITED STATES 0.03%
REINF FRT FNDR FRT LH             UNITED STATES 0.03%
6R140 THRUST BRG T1, T2 & T5      UNITED STATES 0.03%
PAINT SOLVENTS                    UNITED STATES 0.03%
KIT-RADIO ANTENNA (32" MAST)      UNITED STATES 0.03%
MLDG ASY W/SHLD O/S TOP           UNITED STATES 0.03%
INSERT-V/SEAT-EXH 6049            UNITED STATES 0.03%
FUEL CAP-BLACK "GASOLINE/E0-15"   UNITED STATES 0.03%
TUB ASY-FRT WHL BRK LH            UNITED STATES 0.03%
REINF FRONT DR HINGE ON DR        UNITED STATES 0.03%
SE ASY-TRANS FRT PMP OIL          UNITED STATES 0.03%
ABS-BDY BLT LWR                   UNITED STATES 0.03%
HNDL ASY FRT DR O/S LH            UNITED STATES 0.03%
PLT ASY-TRANS CONTR VLV BDY SEP   UNITED STATES 0.03%
SW & BZL ASY HD/LP                UNITED STATES 0.03%
BOLT&WSHR-M12X1.75X122.5HEX HD CON UNITED STATES 0.03%
PCV TUBE                          UNITED STATES 0.03%
SPROCKET-CR/SHAFT 1 PC   C126W    UNITED STATES 0.03%
APR ASY FRT FNDR FRT              UNITED STATES 0.03%
BRG ASY-TRANS OIL PMP             UNITED STATES 0.03%
6R140 FRONT CARRIER PINION SHAFT  UNITED STATES 0.03%
SCR/CVR ASSY-O/PUMP 6.8L          UNITED STATES 0.03%
VENTURI - AIR INTAKE              UNITED STATES 0.03%
CA ASY P/BRK FRT                  UNITED STATES 0.03%
RET ASY-FRT DR GL LK SD           UNITED STATES 0.03%
SE ASY HOD FRT OPG                UNITED STATES 0.03%
BRKT-FRT AX PVT LH                UNITED STATES 0.03%
ADJ-FRT SUSP UPR DARK BLUE        UNITED STATES 0.03%
CONN ASY-IGN CIL                  UNITED STATES 0.03%
GR-TRANS FRT PLNT SUN             UNITED STATES 0.03%
WIR ASY ENG CONTR SNS EXT         UNITED STATES 0.02%
SPCR FU/TNK BRA                   UNITED STATES 0.02%
W/S ASY FRT DR GL @ BEL O/S LH    UNITED STATES 0.02%
CVR-ENG A/CLNR OTR                UNITED STATES 0.02%
INS ASY BDY BLT SND UPR           UNITED STATES 0.02%
6R140 RR CARR PINION-AFTER PEEN   UNITED STATES 0.02%
SHRT PINION SHAFT 6R140 RAV CARR  UNITED STATES 0.02%
EXT ASY-FRT FLR RR C/M LH         UNITED STATES 0.02%
CVR ASY BAT                       UNITED STATES 0.02%
PANEL-ROOF HEADER(CUTAWAY)        UNITED STATES 0.02%
PNL W/SHLD HDR OTR                UNITED STATES 0.02%
FILL ASY DR WDO OPG FRT           UNITED STATES 0.02%
BOLT&RET M18X126 HF 10            UNITED STATES 0.02%
MIR ASY RV I/S                    UNITED STATES 0.02%
BOOT SPARK PLUG                   UNITED STATES 0.02%
SPROCKET-CAMSHAFT LH 6.8L 2-V     UNITED STATES 0.02%
TUB & BRKT ASY-OIL LVL IND 6.8L 2V UNITED STATES 0.02%
GR-TRANS FRT PLNT PNON            UNITED STATES 0.02%
RSTR ASY-LT SW RHST               UNITED STATES 0.02%
TUB ASY HTR WTR OLET              UNITED STATES 0.02%
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6R140 PARK PAWL                   UNITED STATES 0.02%
TUB ASY CRKC VEN                  UNITED STATES 0.02%
SEAL ASY STNG COL OPENING         UNITED STATES 0.02%
ELEM ASY-CARB A/CLNR              UNITED STATES 0.02%
SPROCKET-CAMSHAFT RH 5.4/6.8 2V   UNITED STATES 0.02%
COP SEC WIRE(REG INSUL)           UNITED STATES 0.02%
REINF-BDY SD RR FILL LH           UNITED STATES 0.02%
6R1 RAV LNG NDL BRG               UNITED STATES 0.02%
MLDG ASY W/SHLD GARN SD LH        UNITED STATES 0.02%
6R140 MAIN CONTROL KIT            UNITED STATES 0.02%
C-LAM ASSY - COP                  UNITED STATES 0.02%
TRANS VENT HOSE                   UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
KIT SHLD ASY EXH SYS RR           UNITED STATES 0.02%
T-LAM ASSY - COP                  UNITED STATES 0.02%
WIR ASY DR LK FD                  UNITED STATES 0.02%
HOS ASY FU/VPR VEN                UNITED STATES 0.02%
STUD M10X22+M10X15 RD PTM HITEMP  UNITED STATES 0.02%
DEFL ASY CWL VEN                  UNITED STATES 0.02%
RSTR ASY-IGN CIL                  UNITED STATES 0.02%
6R140 REAR OUTPUT SHAFT WASHER    UNITED STATES 0.02%
BRKT ASY-RAD SUPT UPR RH          UNITED STATES 0.02%
RL-RF SD OTR RH                   UNITED STATES 0.02%
RL-RF SD OTR LH                   UNITED STATES 0.02%
RET FRT STAB BAR TO AX            UNITED STATES 0.02%
VLV TRANS LUB CONTR               UNITED STATES 0.02%
HOOD HINGE ASY R/H                UNITED STATES 0.02%
6R140 INTERIM CLUTCH TUBE         UNITED STATES 0.02%
SHIPPING CONTAINER BOX BOTTOM     UNITED STATES 0.02%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.02%
HGR & INS ASY-MFLR OLET PIP       UNITED STATES 0.02%
INCOMPLETE VEHICLE MANUAL 2016 MY UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
THERMOSTAT ASSY-WATER V8 D027E    UNITED STATES 0.02%
PNL W/WPR MTNG                    UNITED STATES 0.02%
1330 TRAY - AIR CLNR              UNITED STATES 0.02%
6R140 PARK PAWL ABUTMENT PLATE    UNITED STATES 0.02%
6R140 SUN GR FACE GRIND AT C&B    UNITED STATES 0.02%
HOOD HINGE ASY L/H                UNITED STATES 0.02%
CAP ASY RADO IGN INTFER           UNITED STATES 0.02%
CVR-CARB A/CLNR INR               UNITED STATES 0.02%
CLAMP ASY-ENG AIR CLEANER         UNITED STATES 0.02%
SEGMENT-PSTN UPR OIL CTRL RING    UNITED STATES 0.02%
6R140 AUX TRANS OPUT SHFT BRG     UNITED STATES 0.02%
WIR ASY WDO REG FRT DR LH         UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
SHLD FRT FNDR APR SPLS RH         UNITED STATES 0.02%
SHLD FRT FNDR APR SPLS LH         UNITED STATES 0.02%
BOLT-CONNECTING ROD   ALL 6200    UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR LH        UNITED STATES 0.02%
ADJ-FRT SUSP UPR LT BLUE/YELLOW   UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR RH        UNITED STATES 0.02%
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KIT-FUEL TANK TRANSIT             UNITED STATES 0.02%
RET-FRT DR SE                     UNITED STATES 0.02%
EXT FRT FLR RR C/M                UNITED STATES 0.02%
BRKT FU/VPR STRG CNSTR            UNITED STATES 0.02%
INS-FRT SUSP SPG LWR              UNITED STATES 0.02%
6R140 SUN GEAR- AFTER PEENING     UNITED STATES 0.02%
BRKT-STNG SHK ABS RH              UNITED STATES 0.02%
REINF FRT DR AT BELT R&L          UNITED STATES 0.02%
BRKT WIR                          UNITED STATES 0.02%
FRT DR INTRUSION BEAM             UNITED STATES 0.02%
W/S ASY DR GL @ BEL I/S           UNITED STATES 0.02%
VLV-TRANS MN OIL PRESS REG        UNITED STATES 0.01%
INS FRT FLR PAN CTR HT            UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
BOLT-M20X2.5X208.7HEX FLNG HD SHLD UNITED STATES 0.01%
6R140 INT CLUTCH THRUST BRG T6    UNITED STATES 0.01%
6R140 D CLUTCH THRUST BEARING T7  UNITED STATES 0.01%
BOLT-CR/SHFT MN BRG CAP (6010)    UNITED STATES 0.01%
STUD-9430/9431 T0 6049-COL.D35    UNITED STATES 0.01%
6R1 RAV SHRT NDL BRG              UNITED STATES 0.01%
REINF-FRT FLR SD INR SL RH        UNITED STATES 0.01%
REINF-FRT FLR SD INR SL LH        UNITED STATES 0.01%
VLV-TRANS CONTR MAN               UNITED STATES 0.01%
72MMX55M 3-M PERF PLS 8979-S(BLUE) UNITED STATES 0.01%
SCREW M10X28.5 PN TI PIL 010      UNITED STATES 0.01%
IND ASY-TRANS OIL LVL             UNITED STATES 0.01%
CUP DR I/S HNDL                   UNITED STATES 0.01%
STUD M10X53+M10X15 P/T            UNITED STATES 0.01%
D WAVE SPRING                     UNITED STATES 0.01%
TRY ASY-BAT                       UNITED STATES 0.01%
SEAL- RR CRANKSHAFT               UNITED STATES 0.01%
BRKT FRT LIC PLT MTNG             UNITED STATES 0.01%
REINF ASY DR O/S BEL              UNITED STATES 0.01%
6R140 CENTER SUPPORT SNAP RING    UNITED STATES 0.01%
GUIDE-TIMING CHAIN RH     C124    UNITED STATES 0.01%
SEALER-EXPNDBL-PMPBL-VINYL        UNITED STATES 0.01%
PLUG-CUP STAINLESS STEEL :6010    UNITED STATES 0.01%
STUD/WSHR 6C086 TO 6049   C170    UNITED STATES 0.01%
BRKT-MFLR INLT PIP SUPT           UNITED STATES 0.01%
6R140 THRST BRG T11 & T12         UNITED STATES 0.01%
SPCR-PSTN O/CTRL RING SEG:6100    UNITED STATES 0.01%
BRKT-FRT AX PVT RH                UNITED STATES 0.01%
CVR I/PNL RADO OPG                UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER RH  C138    UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER LH  C130    UNITED STATES 0.01%
GUIDE-TIMING CHAIN LH  C122       UNITED STATES 0.01%
SENSOR ASY-CR/SHFT (HDR) D093L    UNITED STATES 0.01%
OIL FILTER ASSY                   UNITED STATES 0.01%
BOLT M12X100 HF PIL ADH 10        UNITED STATES 0.01%
BOLT&WASH-M14X2.0X133.5HEX PIL SPL UNITED STATES 0.01%
BLT ASY-CR/SHFT MN BR CAP-SIDE    UNITED STATES 0.01%
RC-TRANS SUN GR THRS BRG RR       UNITED STATES 0.01%
RING-IGN PULSE C/S SENSOR C140    UNITED STATES 0.01%
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6R140 FORWARD CLUTCH WAVE PLATE   UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
CTNR I/PNL STRG                   UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL          UNITED STATES 0.01%
BRACKET-ALTERNATOR SUPPORT        UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
6R1 RAV THRUST BRG                UNITED STATES 0.01%
6R140 D CLUTCH RR CARR BRG T10    UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
WASHER - SHORT 6R140 RAV CARRIER  UNITED STATES 0.01%
SENSOR-CAMSHFT TIMING (CTS)D107   UNITED STATES 0.01%
PNL ASY BDY LK PLR I/S FIN UPR    UNITED STATES 0.01%
EXT ASY FRT FNDR APR FRT          UNITED STATES 0.01%
SHLD ASY FU/TNK                   UNITED STATES 0.01%
BOLT M16 X 2.0 X 53.0 HEX FLNG    UNITED STATES 0.01%
GASKET-OIL FILTER ADAPTOR         UNITED STATES 0.01%
MAGNET IGNITION COIL              UNITED STATES 0.01%
PLG-TRANS VLV RET                 UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR RH   UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR LH   UNITED STATES 0.01%
BOBBIN-IGNITION COIL SECONDARY    UNITED STATES 0.01%
PLG TRANS SOL                     UNITED STATES 0.01%
NUT M16 HF PTM 10                 UNITED STATES 0.01%
SW ASY-CURT LP (FRNT DR)          UNITED STATES 0.01%
6R140 MANUAL CONTROL LEVER SHAFT  UNITED STATES 0.01%
CIBA EPOXY RESIN-COP              UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL LH       UNITED STATES 0.01%
PNL ASY-CWL SD TR RH              UNITED STATES 0.01%
HOOD LATCH STRIKER                UNITED STATES 0.01%
BOLT&WSHR M18X133 HF NP CTP 10    UNITED STATES 0.01%
CAP ASY-PRESS RLEF VLV            UNITED STATES 0.01%
INS - RAD SUPT LWR (GAS)          UNITED STATES 0.01%
REINF FRT FLR CS RR MBR           UNITED STATES 0.01%
SHLD FRT BRK DSC                  UNITED STATES 0.01%
SHLD FRT BRK DSC LH               UNITED STATES 0.01%
VLV ASY-TRANS BYP CL CONTR        UNITED STATES 0.01%
BOLT&RET M12X40 HF PIL DUAL 10    UNITED STATES 0.01%
BRKT-BRK BST SUPT MTNG            UNITED STATES 0.01%
BOLT MJ14X110 HF NP ADH SPL 10    UNITED STATES 0.01%
BRA ASY-BAT SUPT RH               UNITED STATES 0.01%
VLV TRANS CL D2 REG               UNITED STATES 0.01%
BOLT/WSHR-ATT OILPAN B109,C178    UNITED STATES 0.01%
IND ASY OIL LVL                   UNITED STATES 0.01%
BRKT ASY P/BRK CA RR LH           UNITED STATES 0.01%
INS ASY-RR SHK ABS UPR MTG        UNITED STATES 0.01%
INS-RR STAB BAR                   UNITED STATES 0.01%
6R140 TFT SENSOR MAIN CONTROL     UNITED STATES 0.01%
REINF FRT DR AT BELT LH           UNITED STATES 0.01%
BLT&WSHR M12X149 HEX ADH PIL CNE 9 UNITED STATES 0.01%
WIR ASY A/C JMPR                  UNITED STATES 0.01%
WIR ASY INTR LP                   UNITED STATES 0.01%
INS ASY STAB BAR                  UNITED STATES 0.01%
SHLD-FRT DR TR WTR LH             UNITED STATES 0.01%
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SE-TRANS FRT PMP SUPT             UNITED STATES 0.01%
SWITCH-OIL PRESS SENDER -6.8L     UNITED STATES 0.01%
STRKR ASY-FRT DR LAT              UNITED STATES 0.01%
VLV TRANS CL B REG                UNITED STATES 0.01%
BRG CSFT MN LWR GR 2 - T/TH COUNT UNITED STATES 0.01%
VLV TRANS CL C REG                UNITED STATES 0.01%
PNL ASY-CWL SD TR LH              UNITED STATES 0.01%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.01%
6R140 OIL PUMP SEAL               UNITED STATES 0.01%
6R140 PUMP SEAL                   UNITED STATES 0.01%
HNDL ASY FRT DR WDO REG           UNITED STATES 0.01%
6R140 MAIN CONTROL DAMPER         UNITED STATES 0.01%
WIRE ASSY(JUMPER)2016 VN127       UNITED STATES 0.01%
6R140 ANTI FRETTING RING          UNITED STATES 0.01%
6R140 FRONT CARRIER NEEDLE BEARING UNITED STATES 0.01%
BRKT RAD GRL PNL END              UNITED STATES 0.01%
6R140 D CL SUN GEAR THRUST BRG T8 UNITED STATES 0.01%
VLV-TRANS FWD CL CONTR            UNITED STATES 0.01%
VLV-TRANS CONV CL CONTR           UNITED STATES 0.01%
VLV TRANS CL CONTR PRESS REG      UNITED STATES 0.01%
THRUST WASHER-UPPER (T/TH COUNT)  UNITED STATES 0.01%
PLT ASY-TRANS FRT                 UNITED STATES 0.01%
VACUUM HARNESS - 2V ECONO(5.4,6.8) UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
6R1 RAV LNG SHAFT WSHR            UNITED STATES 0.01%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.01%
RET-RR STAB BAR TO AXLE           UNITED STATES 0.01%
6R140 T3 BEARING                  UNITED STATES 0.01%
STUD M12X1.75X1.75X68 RND SHLDR   UNITED STATES 0.01%
PLUG-CUP STNLS STEEL 6010/6049    UNITED STATES 0.01%
BOND ASSY-RADO FREQ INTF SUPPRESS UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
SEAL-CR/SHAFT FRT OIL    D087     UNITED STATES 0.01%
NUT & WASHER - M10 X 1.5 HEX P/T  UNITED STATES 0.01%
6R1 OIL SLINGER PLATE             UNITED STATES 0.01%
MAIN CONTROL ASSY BOLT            UNITED STATES 0.01%
PCV VALVE-5.4/6.8L 2V             UNITED STATES 0.01%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
VLV TRANS OIL COOL                UNITED STATES 0.01%
BOLT-6884 TO 6010/INT TO 6049     UNITED STATES 0.01%
BRKT-TRANS K/DWN CA               UNITED STATES 0.01%
SLINGER-CR/SHFT RR OIL   B129     UNITED STATES 0.01%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.01%
CVR ASY RV O/S MIR MTNG HLE LH    UNITED STATES 0.01%
BRG CSHAFT MN UPR GR 2- T/TH COUNT UNITED STATES 0.01%
BRKT-AUX A/C MTNG                 UNITED STATES 0.01%
TUBE ASSY-HEATER WATER    A129    UNITED STATES 0.01%
VLV TRANS CL COOL FLO CONTR       UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
6R140 SQUISHY TUBE- CENTER SUPT   UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
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ISLT ASY-ENG A/CLNR               UNITED STATES 0.01%
BON ASY RADO FREQ INTFER SPRS     UNITED STATES 0.01%
SHRD STNG COL                     UNITED STATES 0.01%
SCR M8X1.25X30 HEX FLNG PNT CLR TR UNITED STATES 0.01%
VLV-TRANS CONV REG                UNITED STATES 0.01%
BOLT M12X1.75X33 TWELVE PT PIL 12 UNITED STATES 0.01%
BLT-CAM CAPS FRT/RR TO 6049/50    UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE      UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE LH   UNITED STATES 0.01%
INS FRT FLR PAN CTR HT LH         UNITED STATES 0.01%
SHRD STNG COL INR                 UNITED STATES 0.01%
REINF FRT DR I/S PNL RR           UNITED STATES 0.01%
NUT-M20X2.5 HEX FLNG LOCK  P/T    UNITED STATES 0.01%
6R1 RAV THRUST WSHR               UNITED STATES 0.01%
REINF DR O/S PNL RR               UNITED STATES 0.01%
BRKT-WIRE RETENTION 6.8L 2V       UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
RET FRT SPG MTNG                  UNITED STATES 0.01%
RET-FRT SPG MTNG LWR              UNITED STATES 0.01%
LONG SPACER 6R140 RAV CARRIER     UNITED STATES 0.01%
NUT-EXH MFLDS TO 6049:D163/167    UNITED STATES 0.01%
VLV-TRANS CONTR SLAV              UNITED STATES 0.01%
6R140 FRONT CARRIER THRUST WASHER UNITED STATES 0.01%
SHLD ASY FRT FNDR SPLS LH         UNITED STATES 0.01%
CLIP-25.4-25.4 WRAPAROUND B/MT    UNITED STATES 0.01%
6R140 PARK PAWL SHAFT PLUG        UNITED STATES 0.01%
NUT&RETAINER-M14- 2.0 HEX FLNG P/T UNITED STATES 0.01%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.01%
6R140 INPUT SHAFT BEARING T3      UNITED STATES 0.01%
6R140 SOLENOID HOLD DOWN BRACKET  UNITED STATES 0.01%
INSULATOR  SHOCK ABSORBER         UNITED STATES 0.01%
SHLD ASY BDY MT HT RH             UNITED STATES 0.01%
VLV TRANS DRN BK(ANTI DRN BK)     UNITED STATES 0.01%
BOLT-LIFTING EYE TO 6049  D175    UNITED STATES 0.01%
SE FRT FLR PAN                    UNITED STATES 0.01%
BRKT ASY FRT FNDR MTNG FRT        UNITED STATES 0.01%
NUT&RET M10X1.5X80.0 DUAL HEX     UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
6R140 SHIM 5.45MM THICK- GREEN    UNITED STATES 0.00%
PLUG BUTTON 1.00X2.00 OBLONG      UNITED STATES 0.00%
PLT ASY CWL TOP PNL ACC HLE CVR   UNITED STATES 0.00%
HOS ASY-W/SHLD WSHR PMP           UNITED STATES 0.00%
BRKT WIR                          UNITED STATES 0.00%
HOOD BUMPER (33MM PRESET)         UNITED STATES 0.00%
ISLT ASY-ENG A/CLNR               UNITED STATES 0.00%
NUT 3/4-16 HEX SLOT               UNITED STATES 0.00%
CLMP-TRANS OIL COOL TUB FRT       UNITED STATES 0.00%
COP PRI WIRE 25AWG                UNITED STATES 0.00%
6R140 DETENT SPRING               UNITED STATES 0.00%
FILL ASY FRT FNDR FRT             UNITED STATES 0.00%
FILL ASY FRT FNDR FRT LH          UNITED STATES 0.00%
VLV TRANS D2 LAT                  UNITED STATES 0.00%
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6R140 PARK PAWL SHAFT             UNITED STATES 0.00%
VLV TRANS CL B LAT                UNITED STATES 0.00%
BLT-CAP BALSHFT-LH CYL HD-6.8L    UNITED STATES 0.00%
RIVET 7/16X1.12 SOLID BUTTON HD   UNITED STATES 0.00%
VLV-TRANS SOL PRESS REG           UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT LH        UNITED STATES 0.00%
VLV TRANS CL E LAT                UNITED STATES 0.00%
BOLT&WSHR M12X1.75X92.7 HEX CONE P UNITED STATES 0.00%
BOLT M10X70 HF 10                 UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
NUT&RET M8 HF PTP 10              UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
HOS ASY-W/WSHR                    UNITED STATES 0.00%
STFNR DR I/S PNL BEL REINF        UNITED STATES 0.00%
6R140 MAIN CNTRL SPRING & POPPET  UNITED STATES 0.00%
THRUST WASHER-LOWER (T/TH COUNT)  UNITED STATES 0.00%
NUT M12 X 1.75 (J-CLIP) BLACK     UNITED STATES 0.00%
NUT & RETNR M12X1.75 HEX FLG P/T  UNITED STATES 0.00%
6R140 PAN BOLT                    UNITED STATES 0.00%
GSKT ASY-EXH PIP                  UNITED STATES 0.00%
DECAL-SAFETY STANDARD CERTIFICATE UNITED STATES 0.00%
BOLT M10 - 1.5 X 30 HEX FLG PLT   UNITED STATES 0.00%
BOLT M10X65 HF 8                  UNITED STATES 0.00%
SPCR-DR WDO REG HNDL              UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT RH        UNITED STATES 0.00%
BOLT&WSHR M14X45 HF PIL ADH       UNITED STATES 0.00%
WSHR-TRANS A PLNT GR THRS         UNITED STATES 0.00%
SE-CWL SD PNL LH                  UNITED STATES 0.00%
EXT-FRT FLR PAN RR RH             UNITED STATES 0.00%
EXT-FRT FLR PAN RR LH             UNITED STATES 0.00%
GREASE FOR COP                    UNITED STATES 0.00%
NUT M10 HF SPL 8                  UNITED STATES 0.00%
BRG CSHAFT MN UPR GR 1- T/TH COUNT UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
TERMINAL-SECONDARY (IGNITION)     UNITED STATES 0.00%
STUD 6C086 TO 6010 V8/V10 C172    UNITED STATES 0.00%
PLG CWL TOP OTR PNL LH            UNITED STATES 0.00%
SCR/WSHR 6C086 TO 6049  C168W     UNITED STATES 0.00%
NUT - M12 - 1.75 HEX FLANGE LOCK  UNITED STATES 0.00%
PLT-FU/VPR STRG CNSTR C RET       UNITED STATES 0.00%
SCREW&WSHR M8X22.5 HX CON PTC 010 UNITED STATES 0.00%
CIBA EPOXY-HARDENER-COP           UNITED STATES 0.00%
CVR-CONV HSG LWR                  UNITED STATES 0.00%
CVR SW OPG                        UNITED STATES 0.00%
6R140 VENT TUBE                   UNITED STATES 0.00%
VLV TRANS CL LAT                  UNITED STATES 0.00%
VLV TRANS CL C LAT                UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
NUT&RETAINER M8X2.5 HEX FLNG P/T  UNITED STATES 0.00%
6R140 SHIM 5.60MM THICK- WHITE    UNITED STATES 0.00%
BOLT M8X75 HF PIL 8               UNITED STATES 0.00%
RET BRK TUB TO BRKT ANTI/LK SNS   UNITED STATES 0.00%
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STUD M6X1/6.3X1.81X54 HEX WSHR PIL UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT LH UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
SCREW M6X14 HF 010                UNITED STATES 0.00%
RETAINER-PISTON PIN   ALL 6100    UNITED STATES 0.00%
COVER-CYLINDER BLOCK OPENING      UNITED STATES 0.00%
6R140 MAIN CONTROL TORLON BALL    UNITED STATES 0.00%
WSHR-FRT SHK ABS INS OTR          UNITED STATES 0.00%
CVR-STNG WHL SPK INS              UNITED STATES 0.00%
HNDL-TLT STNG WHL LVR             UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT RH UNITED STATES 0.00%
6R140 PUMP BOLT                   UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WSHR M8X27 HX PIL ADH FL 8   UNITED STATES 0.00%
NUT - M12 X 1.75 HEX FLG LOCK P/T UNITED STATES 0.00%
BOLT-6C086 TO 6010 C166W/168W     UNITED STATES 0.00%
SE-TRANS FRT OIL PMP              UNITED STATES 0.00%
REINF HOD INR PNL @ LK            UNITED STATES 0.00%
WT WHL BAL(CP 15G)                UNITED STATES 0.00%
NUT 4.8 HI-LOX10X20X1.4 SLD       UNITED STATES 0.00%
RIVET 6.4 MULTI-GRIP SPLIT        UNITED STATES 0.00%
BOLT 7/16-14X1.38 HEX FLG PLT    5 UNITED STATES 0.00%
6R140 SQUISHY TUBE-LONG           UNITED STATES 0.00%
STUD - ATT OFA                    UNITED STATES 0.00%
SPG-FU/VPR INR                    UNITED STATES 0.00%
LAT ASY HOS TO TUB TRANS OIL COOL UNITED STATES 0.00%
RET-P/BRK CA RR                   UNITED STATES 0.00%
SHLD FRT SUSP UPR ARM HT          UNITED STATES 0.00%
BOLT&RET M8X35 HF PIL 8           UNITED STATES 0.00%
REFRIGERANT COMPRESSOR OIL (DRUM) UNITED STATES 0.00%
VENT-RR AX HSG                    UNITED STATES 0.00%
BRG CSFT MN LWR GR1 - T/TH COUNT  UNITED STATES 0.00%
SCREW&WSHR M6X28 HX CON 010       UNITED STATES 0.00%
PIN-DOWEL HOLLOW  6375 TO 6010    UNITED STATES 0.00%
BOLT M10 1.5 X 45 HEX FLG HD 9    UNITED STATES 0.00%
BOBBIN-IGN. COIL PRIMARY          UNITED STATES 0.00%
BOLT-ATT CAM SPOCKETS             UNITED STATES 0.00%
REINF-FRT FNDR APR TOP LWR        UNITED STATES 0.00%
INS DR O/S PNL SND LWR            UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
BOLT/WSHR-8501 TO 6010    D103    UNITED STATES 0.00%
SPCR-6622 TO 6K258 STUD           UNITED STATES 0.00%
BOLT-6375 TO 6303-A/T B137/143    UNITED STATES 0.00%
SCREW M12X25 HF 010               UNITED STATES 0.00%
PLG-TRANS MN REG VLV              UNITED STATES 0.00%
BRKT PWR STNG TUB                 UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.00%
BOND ASSY-RADIO FREQ INTF SUPPRESS UNITED STATES 0.00%
SE CWL SD PNL                     UNITED STATES 0.00%
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SLV ASY-FU/VPR STRG CNSTR PRG INLT UNITED STATES 0.00%
W/SHIELD WSHR FLUID / METHANOL    UNITED STATES 0.00%
SPACER-CAMSHAFT SPROCKET  C120    UNITED STATES 0.00%
PAINT SOLVENTS                    UNITED STATES 0.00%
BOLT M8X78 HF PIL 8               UNITED STATES 0.00%
BOLT M12X65 HF 10                 UNITED STATES 0.00%
SCR&WASH M8X1.25X33 HEX HD CTP PT UNITED STATES 0.00%
SCREW&WSHR 1/2-13X1.25 HEX FLNG HD UNITED STATES 0.00%
SCREW&WSHR M8X25 HX PIL 010       UNITED STATES 0.00%
BOLT M12 - 1.75 X 65 HEX HD 9     UNITED STATES 0.00%
RET D/PNL CTR TR                  UNITED STATES 0.00%
BOLT M10X85 HF 8                  UNITED STATES 0.00%
BOLT M10 1.5X25.5 HEX FLNG HD PIL UNITED STATES 0.00%
PLUG 11.2MM DIA PUSH IN           UNITED STATES 0.00%
CLIP/WHITE PLASTIC PWR STRNG LINE UNITED STATES 0.00%
SCREW 4.8X1.59X32 OVAL HD TRIM TAP UNITED STATES 0.00%
SEALER-VINYL-THUMB-PNTBL          UNITED STATES 0.00%
PIN-DOWEL 6C086/6K318 TO BLOCK    UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
CVR I/PNL ACC HLE                 UNITED STATES 0.00%
COMPRESSION PLATE                 UNITED STATES 0.00%
BOLT-M14X2.0X75.0 HEX HEAD        UNITED STATES 0.00%
BOLT-12A366 TO 9424 2V3V          UNITED STATES 0.00%
BRKT-RR WHL BRK HOS               UNITED STATES 0.00%
BOLT M12X65 HF PIL 10             UNITED STATES 0.00%
RET FRT DR SCF PLT                UNITED STATES 0.00%
WT WHL BAL(CP 20G)                UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
NUT M12X1.5 HF 10                 UNITED STATES 0.00%
CVR FRT ST SHLD STRP GID ADJ      UNITED STATES 0.00%
SPG TRANS CL VLV                  UNITED STATES 0.00%
SCR&WASH-M8X1.25X27.5 HEX HD PLT. UNITED STATES 0.00%
STD 18663 TO 6049 V8/V10 C168E P  UNITED STATES 0.00%
6R140 MN CTL SOL BLT M6X14 TI PIL8 UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
S/WSH-B77,101,D29R,93L,107,155    UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
PIN-DOWEL  ALIGNS GUIDE TO BLK    UNITED STATES 0.00%
NUT M12X1.75 HEX FLG LOCK P/T 10  UNITED STATES 0.00%
NUT & RETAINER - M10 -1.5         UNITED STATES 0.00%
PLUG M10X1X11 HX PIL SEH STL      UNITED STATES 0.00%
RET L/C DR LK CYL                 UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL CON SPL 8  UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
SC&WSHR 4.2X6.8 HEX WSHR H        UNITED STATES 0.00%
BOLT M8X30 HF 8                   UNITED STATES 0.00%
BOLT-8594 TO 9424  C216W/D027E    UNITED STATES 0.00%
CAP - RADIO ANTENNA BASE          UNITED STATES 0.00%
BOLT M10X30 HF PIL 8              UNITED STATES 0.00%
SCR&WASH-M4.2X1.41X19HEX HD TAP TO UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
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NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
BLT-TENSNR'S TO 6049 C130/138  ALL UNITED STATES 0.00%
CLP P/BRK CA                      UNITED STATES 0.00%
RET CWL TOP VEN GRL               UNITED STATES 0.00%
FLTR FU/VPR STRG CNSTR            UNITED STATES 0.00%
GREASE LITHIUM COMPLEX SOAP-LUBE  UNITED STATES 0.00%
6R140 MAIN CONTROL INLET NOZZLE   UNITED STATES 0.00%
CLAMP .62 ROUND WORM SCR HOSE SS  UNITED STATES 0.00%
CVR-FU/VPR STRG CNSTR             UNITED STATES 0.00%
NUT M12-1.75 HEX FLANGE LOCK P/T  UNITED STATES 0.00%
6R140 PARK PAWL RETURN SPRING     UNITED STATES 0.00%
FRT DR BELT RAIL                  UNITED STATES 0.00%
6R140 OUTER MANUAL LEVER SEAL     UNITED STATES 0.00%
CLIP 5 PANEL PUSH-IN              UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
BRGCSHT MN INTRM UPR2 100%-T/TH CN UNITED STATES 0.00%
RIVET 6.6X23.9 SPL                UNITED STATES 0.00%
BRKT-WIR CONN                     UNITED STATES 0.00%
PLT CWL TOP PNL OPG               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
BRKT-A/C EVP SUPT                 UNITED STATES 0.00%
SCR&WASH M8X1.25X25 HEX HD PIL 9  UNITED STATES 0.00%
NUT M14 HF PTM 10                 UNITED STATES 0.00%
NUT U SPG M8 0.8-4.0 P/T          UNITED STATES 0.00%
TERMINAL-PRIMARY (IGNITION)       UNITED STATES 0.00%
HOSE CLAMP SPRING 14X12 POC       UNITED STATES 0.00%
STD-CRSHFT MN BR CAP-HOLE #419    UNITED STATES 0.00%
SHORT SPACER 6R140 RAV CARR       UNITED STATES 0.00%
6R140 SNAP RING 3.7MM-CUT STYLE 11 UNITED STATES 0.00%
BOLT M8X1.25X37 HEX FLNG PIL 10   UNITED STATES 0.00%
PIN-WHEEL DISK LOCATOR            UNITED STATES 0.00%
PLT FRT DR WDO REG HNDL           UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
NUT&WSHR ASSY M12X1.75 HEX P/T    UNITED STATES 0.00%
SCREW M10X30.6 HEX WASHER HEAD TR UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
6R140 MANUAL VALVE ACTUATOR       UNITED STATES 0.00%
BOLT/WAS- 9F792 TO INT            UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
PLATE-VEH IDENT                   UNITED STATES 0.00%
PLUG- PIPE C/HD MACH 6049/6050    UNITED STATES 0.00%
BOLT-M10 X 1.5 X 35 HEX FLG HD    UNITED STATES 0.00%
RETAINER 14MM BH STL              UNITED STATES 0.00%
CLAMP-HOSE                        UNITED STATES 0.00%
WASHER-CAM SPROCKET               UNITED STATES 0.00%
BOLT M8X31 RC TI CTP ADH 10       UNITED STATES 0.00%
SCR/WSHR 8A528 TO 8501   E130W    UNITED STATES 0.00%
PLUG BUTTON 32.0 DIA              UNITED STATES 0.00%
SCR M10 X 20 HEX WASH HD TR       UNITED STATES 0.00%
BETAFOAM ISOCYANATE #87100        UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
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DECAL ENG EXH EMS IDENT           UNITED STATES 0.00%
SCR/WSHR 9E822 TO 9424   D029R    UNITED STATES 0.00%
WT WHL BAL(CP 35G)                UNITED STATES 0.00%
REINF HOD HGE ON HOD              UNITED STATES 0.00%
REINF HOD HGE ON HOD LH           UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
KEY-6306/16 TO 6303 :6303-OP10    UNITED STATES 0.00%
RET-TRANS THROT PRESS BST         UNITED STATES 0.00%
WT WHL BAL(CP 25G)                UNITED STATES 0.00%
PLT TRANS VLV BOR PLG RET         UNITED STATES 0.00%
PLG-TRANS CL PRESS LIM VLV        UNITED STATES 0.00%
SPCR ASY W/SHLD GL LWR            UNITED STATES 0.00%
6R140 MAIN CNTRL BLT M6X60 HF PIL8 UNITED STATES 0.00%
WASHER-6316 DMPR TO 6303  D115    UNITED STATES 0.00%
HOS TRANS VEN(TUBE-TRANS VENT)    UNITED STATES 0.00%
RG SNP TRANS FRT PLNT CL          UNITED STATES 0.00%
PLUG-PIPE  3/8   D115   E440      UNITED STATES 0.00%
RET WIR HRNS EDG ATT              UNITED STATES 0.00%
REAR TAP PLUG                     UNITED STATES 0.00%
INSERT C/HEAD-LH V8/V10           UNITED STATES 0.00%
BOLT&WSHR M8X22 HX CTP CON 8      UNITED STATES 0.00%
WHEEL WELL BLACKOUT COATING       UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SE FRT FLR PAN                    UNITED STATES 0.00%
BOLT-M12X1.75X60.0 HEX FLNG HEAD  UNITED STATES 0.00%
NUT & WASHER M8 HEX CONL BRASS    UNITED STATES 0.00%
BOLT-6316 DAMPER TO 6303  D115    UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
NUT&RET 7/16-14 U LOCK            UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
BLT/WSHR-19A216 TO 6C086  E555    UNITED STATES 0.00%
MAGNET - OIL PAN                  UNITED STATES 0.00%
WT WHL BAL(CP 30G)                UNITED STATES 0.00%
CLIP-RADIATOR HOSE                UNITED STATES 0.00%
SCR&WASH-M7.24X1.59X20.50PAN HD TA UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
6R140 INPUT SHAFT FRONT SEAL      UNITED STATES 0.00%
VISOR ARM CLIP (FLINT)            UNITED STATES 0.00%
LABEL-INCOMPLETE VEHICLE          UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
SEALER EXPANDING                  UNITED STATES 0.00%
SCREW 6.3X32 HF C TAP             UNITED STATES 0.00%
NUT M10X1 HF PTM SPL 10           UNITED STATES 0.00%
NUT & WASHER - M6 X 1.0 HEX P/T   UNITED STATES 0.00%
SCREW&WSHR M6X35 HX CON 010       UNITED STATES 0.00%
NUT M8 X 1.25 U P/T               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/TTRG       UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL FL 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 27MM DIA              UNITED STATES 0.00%
6R140 SHIM 5.30MM THICK- RED      UNITED STATES 0.00%
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NUT&WASHER M8X1.25 HEX P/T        UNITED STATES 0.00%
RET TRANS VLV PLG                 UNITED STATES 0.00%
RIVET PUSH PIN 6.5X7-9.5 PLA      UNITED STATES 0.00%
SCREW&WSHR M6X1X27.5 HEX HD PLT   UNITED STATES 0.00%
6R140 SNAP RING 3.8MM-CUT STYLE 3 UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
NUT - 3/8 - 16 HEX - LOCK         UNITED STATES 0.00%
6R140 SNAP RING 3.6MM-CUT STYLE 2 UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
6R140 SNAP RING 3.5MM-CUT STYLE 10 UNITED STATES 0.00%
CLIP/WHITE PLASTIC RETAINER       UNITED STATES 0.00%
NUT M8 RETAINER PUSH ON           UNITED STATES 0.00%
BOLT M6X1.0X32.5 HEX FLNG PIL    9 UNITED STATES 0.00%
SCREW M8X1.25X19 HEX WSHR HD TAP  UNITED STATES 0.00%
6R140 MAIN ID TAG BLANK           UNITED STATES 0.00%
SCR 6.3 X 10.0 HEX WASH HD TAP    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
BOLT 3/8-16 X 1.03 HEX FLNG PLT   UNITED STATES 0.00%
6R140 MODEL IDENT INFO TAG BLANK  UNITED STATES 0.00%
WSHR-SPDL OTR BRG RET             UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BOLT M8X35 HF PIL 8               UNITED STATES 0.00%
SPG-TRANS MN OIL PRESS REG VLV    UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BZL-HOD LAT CA OPG LH             UNITED STATES 0.00%
BETAFOAM POLYOL #87120            UNITED STATES 0.00%
WT WHL BAL(CP 40G)                UNITED STATES 0.00%
CTNR-LIC PLT HDW                  UNITED STATES 0.00%
6R140 ANTI-RATTLE SPRING          UNITED STATES 0.00%
BOLT M6X8.2 PC TI CTP ADH 10      UNITED STATES 0.00%
6R140 BULKHEAD TRANSPORTATION CAP UNITED STATES 0.00%
PLUG BUTTON-19.0X25.0 OBLONG      UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
SCR&WASH M6X1.0X18.5 HEX HD PIL 9 UNITED STATES 0.00%
BOLT M8X30 HF PIL 8               UNITED STATES 0.00%
STUD&WASHER M6 X 1 X 1 X 45.6 HEX UNITED STATES 0.00%
CLIP 1/2 RETAINING RECT EXT       UNITED STATES 0.00%
CAP ASY-A/C CHARGING VALVE        UNITED STATES 0.00%
PLUG -PIPE C/HEAD: HOLES 130,450  UNITED STATES 0.00%
TRIM PIN 5.2X1.7-10 NYL           UNITED STATES 0.00%
STUD M8X30+M8X16 HF PIL SHLDR 8   UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
SCREW M6X1X30 HEX FLNG T/R        UNITED STATES 0.00%
SCREW&WSHR M8X22 HF PIL CON 010   UNITED STATES 0.00%
SCREW&WSHR M6X1X24 HEX HEAD PIL   UNITED STATES 0.00%
BOLT-MODULAR STRAP (BLUE)         UNITED STATES 0.00%
SCREW 4.2X1.4X19 PC PZ C          UNITED STATES 0.00%
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NUT-M10X1.50 WELD ROUND           UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT & WASHER M8 X 1.25 HEX        UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCR-M6 X1.00X16 HEX WASH TAP      UNITED STATES 0.00%
WT WHL BAL(CP 45G)                UNITED STATES 0.00%
CLIP-PLASTIC                      UNITED STATES 0.00%
PETROLATUM-IND  5LB CANS  A075    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW & WASHER M8 X 1.25 X 59 HEX UNITED STATES 0.00%
CVR RR ST SHLDR STRP GID          UNITED STATES 0.00%
BOLT M6X20 PN TI PIL 8            UNITED STATES 0.00%
COVER-IGNITION COIL               UNITED STATES 0.00%
SPG-TRANS CONV REG VLV            UNITED STATES 0.00%
SCR #8-18X1.00 RD WASH HD TAP     UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
PIN ASY-TRANS GR SH LVR           UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
LABEL-ENGINE CODE INFO    D063    UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR RH      UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR LH      UNITED STATES 0.00%
SC CNSTR FU/VPR TO BRKT           UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCR M8 X1.25X16 HEX WASH TAP      UNITED STATES 0.00%
SPG-TRANS CONTR LUB PRESS REG VLV UNITED STATES 0.00%
SCREW 4X20 HC TFP TH              UNITED STATES 0.00%
SCREW M10X1.5X21.8 PAN HEAD PILOT UNITED STATES 0.00%
NUT & WASH - M8 X 1.25 HEX P/C    UNITED STATES 0.00%
WT WHL BAL(CP 50G)                UNITED STATES 0.00%
6R140 ABUT PLT & DETENT SPRNG BOLT UNITED STATES 0.00%
SPG-TRANS SOL REG VLV             UNITED STATES 0.00%
WHEEL/TIRE ASY LUBE               UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT M6 HF PTC SERR                UNITED STATES 0.00%
SCREW M8X30 HEX FLNG PNT CLR T/R  UNITED STATES 0.00%
NUT M6 X 1.0 HEX LOCK P/T 9       UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
CVR DR TR PNL RET (FLINT)         UNITED STATES 0.00%
SCREW M8X25 HF 010                UNITED STATES 0.00%
BOLT&RET M6X1X16 WAF HD           UNITED STATES 0.00%
DECAL AUX BATTERY INSTRUCT-FRENCH UNITED STATES 0.00%
SPG-TRANS SHTL VLV                UNITED STATES 0.00%
SEAL O-RING 8594 TO 9424 D027E    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
BOLT   6621 TO 6010     A139      UNITED STATES 0.00%
PLUG PIPE C/HEAD #508/608 C122E   UNITED STATES 0.00%
6R140 TIR VALVE CAP               UNITED STATES 0.00%
WT WHL BAL(CP 60G)                UNITED STATES 0.00%
NUT M8 HF 8                       UNITED STATES 0.00%
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SCR&WASH M4X0.7X17.5 HEX HD PIL  9 UNITED STATES 0.00%
ONE-STEP W/SHLD CLEANER/PRIMER    UNITED STATES 0.00%
BRG CSHFT MN UPR GRD3 10%-T/TH CNT UNITED STATES 0.00%
NUT&WSHR M6 HX PTC FL 8           UNITED STATES 0.00%
SCREW (BLACK) 4.2X16 TAP HEX FLNG UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
SPG-TRANS OIL COOL BYP VLV        UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SCREW 6.3X12.5 HF TAP SPL         UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
WT WHL BAL(CP 55G)                UNITED STATES 0.00%
PLUG BUTTON 1.00 DIA              UNITED STATES 0.00%
SCR&WASH M6X1.0X22.5 HX PILOT 9   UNITED STATES 0.00%
BRG CSFT MN LWR GR3 10%-T/TH COUNT UNITED STATES 0.00%
40X1.46X12 TORX PAN SCREW         UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT M8X25 HF NP 10               UNITED STATES 0.00%
BOLT-MULTI USE(SEE BELOW)D155/C124 UNITED STATES 0.00%
RET SPG 9/16 DRILLED SHAFT        UNITED STATES 0.00%
PLUG BUTTON .88 DIA               UNITED STATES 0.00%
NUT M8 WELD                       UNITED STATES 0.00%
PLUG BUTTON 1.75X.75 OBLONG       UNITED STATES 0.00%
6R140 SHIPPING STRAP NUT          UNITED STATES 0.00%
BOLT&WSHR M6X18 HX PIL CON ADH 8  UNITED STATES 0.00%
SCREW 4.8X16 HC HI/LO SERR        UNITED STATES 0.00%
SCR & WASH M6X1X16 HEX HD PIL 9   UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SPG-TRANS CONV CL CONTR VLV       UNITED STATES 0.00%
PIN 4.75MMX12.2 PUSH NYLON        UNITED STATES 0.00%
NUT M10 HX PTM SPL 8              UNITED STATES 0.00%
SCREW M4.2X1.41X25 HEX WSHR HD TAP UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
VENT PLUG BLACK                   UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
DOOR CORNER PROTECTOR - BLACK VNYL UNITED STATES 0.00%
NUT&WASHER  M8X1.25 HEX SERR      UNITED STATES 0.00%
SCREW M8X14 HF 010                UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR & WASH M6 X 1.0 X 14 HEX HD   UNITED STATES 0.00%
NUT&WSHR M10 HX PTM CON 8         UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
BOLT M6X30 HF PIL 10              UNITED STATES 0.00%
CLIP 7.11 WRAPAROUND PUSH-IN(3POS) UNITED STATES 0.00%
PLUG BUTTON 38.0MM DIA            UNITED STATES 0.00%
RET-BRK PDL                       UNITED STATES 0.00%
SCR&WASH M8X1.25X19.HEX HD PLT   9 UNITED STATES 0.00%
SCREW M6X14 HF GRD 010            UNITED STATES 0.00%
DOOR PROTECTOR - FOAM BLOCK/WHITE UNITED STATES 0.00%
BOLT M6X90 HF 8                   UNITED STATES 0.00%
SCR 4.2 X 19 OVAL HD TAP          UNITED STATES 0.00%
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PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
DECAL-VEH NOISE EMISSION CONTROL  UNITED STATES 0.00%
NUT M6 X 1.00 U LOCK              UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
BOLT-6622 TO N806180-S  B75,77    UNITED STATES 0.00%
WT WHL BAL(CP 65G)                UNITED STATES 0.00%
BOLT&WSHR M6X12 HX NP CON 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT&WSHR M6X20 HX PIL 8          UNITED STATES 0.00%
BOLT-CH/GUIDE-RH TO 6049  C122    UNITED STATES 0.00%
TUBE-VENT-NYLON                   UNITED STATES 0.00%
6R140 SNAP RING 4.0MM-CUT STYLE 4 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WASHER M6X16 HEX HD CONL NP 8 UNITED STATES 0.00%
NUT - M8 X 1.25 HEX FLG           UNITED STATES 0.00%
BOLT M8X25 HF PIL 8               UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
NUT WELD THDLS 8 RD PIL 8         UNITED STATES 0.00%
DOOR EDGE GUARD 14" CLEAR PLASTIC UNITED STATES 0.00%
NUT&WSHR M6 HF PTM 8              UNITED STATES 0.00%
STRAP-82MM BUNDLING ADJUSTABLE    UNITED STATES 0.00%
PLT TRANS VLV RET                 UNITED STATES 0.00%
NUT RETAINER, 3/4 OCT COTTER PIN  UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
SE CWL TOP INR TO CWL SD LH       UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
6R140 SNAP RING 3.4MM-CUT STYLE 1 UNITED STATES 0.00%
PLUG BUTTON .75X1.00 OBLONG       UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
CVR-DR TR PNL RET (FLINT)         UNITED STATES 0.00%
SCREW&WSHR 4.2X1.41X13 HEX HD TAP UNITED STATES 0.00%
BOLT-6621 & 6B274 TO 6010 C122    UNITED STATES 0.00%
RET-TRANS CONTR VLV SPG           UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
WELDING ELECTRODE UNCOATED        UNITED STATES 0.00%
NUT&WSHR M8 HX CON 8              UNITED STATES 0.00%
CLP TRANS VLV PLG RET             UNITED STATES 0.00%
BRG CSFT MN INTERM UPR1 10%-T/TH C UNITED STATES 0.00%
OIL ENGINE, API SG, SAE 50 ASSEMBL UNITED STATES 0.00%
WASH 7/8 HELICAL SPG LK QR        UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT-6884 TO RR 6010     C029      UNITED STATES 0.00%
RING RET 8.6 TYPE E               UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT 4.2-6.8X20X0.8-4 SQ PUSH IN   UNITED STATES 0.00%
BOLT M8X20 HF PIL ADH 8           UNITED STATES 0.00%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

450-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
PLUG BUTTON .50 DIA               UNITED STATES 0.00%
PIN 0.250 X 1.22 PUSH NYLON       UNITED STATES 0.00%
LUBRICANT-RUBBER HOSE (PRPL MRPL) UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
BLCK PLASTIC AIJ PUSH PIN 3.45X.75 UNITED STATES 0.00%
FTG-TRANS SH ACTU CA              UNITED STATES 0.00%
CLP-TRANS CONTR LWR VLV BDY       UNITED STATES 0.00%
CLP-TRANS THROT VLV PLNG SLV      UNITED STATES 0.00%
SCREW M6.3X1.81X16.0 HEX WASH TAP UNITED STATES 0.00%
BOLT&WSHR M6X16 HX PIL CON 8      UNITED STATES 0.00%
SCR-M4.2X1.41X16 HEX WSHR HD TAP  UNITED STATES 0.00%
WT WHL BAL(CP 90G)                UNITED STATES 0.00%
SCR-4.2X1.41X19 HEX FLNG TAP      UNITED STATES 0.00%
PLUG 6X0.7-1.5 RD RBR             UNITED STATES 0.00%
SCR&WASH 5/16-18X.62 HEX HD       UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SCR #8-18X1.00 PAN HD TAP         UNITED STATES 0.00%
PUSH PIN 8.5X4.5-7 NYLON BLACK    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX GREY      UNITED STATES 0.00%
NUT M8 BOLT RETAINER PUSH ON      UNITED STATES 0.00%
CLIP 5/16 WIRHRNS PUSH IN         UNITED STATES 0.00%
WT WHL BAL(CP 75G)                UNITED STATES 0.00%
WT WHL BAL(CP 70G)                UNITED STATES 0.00%
SOLDER STICKS                     UNITED STATES 0.00%
4.6/5.4L EFI DECAL-GENERAL TAPE   UNITED STATES 0.00%
ORANGE CAP- OIL FILL CAP          UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT M6 WELD                       UNITED STATES 0.00%
WT WHL BAL(CP 85G)                UNITED STATES 0.00%
WT WHL BAL(CP 80G)                UNITED STATES 0.00%
SCR-#8-18X.62 PAN HD TAP          UNITED STATES 0.00%
SCREW - #8-32 X 0.62 OVAL HD T/R  UNITED STATES 0.00%
RIVET 1/8X.25 BLIND SPL HD        UNITED STATES 0.00%
SE CWL TOP INR PNL TO CWL SD PNL  UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SOLDER PASTE TIN BASED            UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 MAIN CNTRL ID TAG SPRING NUT UNITED STATES 0.00%
6R140 SHIM 5.15MM THICK- YELLOW   UNITED STATES 0.00%
6R140 SHIM 5.75MM THICK- BLUE     UNITED STATES 0.00%
GREASE-TRANS TORQUE CONVERTER NOSE UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SPCR-BRK MSTR CYL P/ROD           UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 SNAP RING 3.3MM-CUT STYLE 9 UNITED STATES 0.00%
6R140 SNAP RING-3.2MM-CUT STYLE 7 UNITED STATES 0.00%
TAPE - 1" WATER RESISTANT BLACK   UNITED STATES 0.00%
LUB-SYN RBR 1# JARS TOX#044089    UNITED STATES 0.00%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.00%
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GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESI        UNITED STATES 0.00%
SEALER, NON-EXPANDING, PUMPABLE, A UNITED STATES 0.00%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.00%
ADJ FRT SUSP UPR LT BLUE          UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/RED         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLACK/YELLOW     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED/BLUE         UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/ORANGE   UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/BLACK    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/RED      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/WHITE       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/ORANGE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLACK       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLUE        UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED              UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR WHITE            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GREEN       UNITED STATES 0.00%
ADJ-FRT SUSP UPR GRAY/PINK        UNITED STATES 0.00%
ADJ FRT SUSP UPR BLACK/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/BLACK      UNITED STATES 0.00%
ADJ FRT SUSP UPR GRAY             UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE           UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW           UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW/RED       UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/PINK       UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/YELLOW    UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GRAY        UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/WHITE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR PINK             UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/GREEN    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
6R140 SNAP RING 4.2MM-CUT STYLE 5 UNITED STATES 0.00%
6R140 SNAP RING 4.4MM-CUT STYLE 6 UNITED STATES 0.00%
6R140 SNAP RING 3.2MM-CUT STYLE 8 UNITED STATES 0.00%
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LUB-SURFACTANT(MERPOL)E190/230    UNITED STATES 0.00%
BRGCSHFT MN INTRM UPR3 10%-T/TH CN UNITED STATES 0.00%

US Vehicle Content 87.29%

Foreign Vehicle Content 12.71%
US Vehicle Content 87.29%
Total Vehicle Content 100.00%

Assumptions
*  Non-Ford manufacturing facilities are noted.
*  Percentages include prorated direct assembly labour, engineering costs, overhead, other costs, and profit.
*  Component material costs based on 2016 Bill of Material.
*  Costs are for vehicles pertaining to Starcraft Bus, div. Forest River, Inc. request. Content for other E-series
    vehicles could be different.
* E-series Vehicles are assembled at Ohio plant, USA

This document may contain confidential business information. It is being supplied with the understanding that it will not
be released to third parties, and that it will be used solely for the purpose of complying with the Buy America requirements 
 of federal law or other applicable content requirements.
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Challenger Door

jcavanah
Typewritten Text
Cutting all materials to size, welding door frame, complete door assembly 
including installation of hardware and placing in shipping containers.





 

 

 

BUY AMERICA CERTIFICATION STATEMENT 

CERTIFICATE OF COMPLIANCE WITH 

SECTION 165 (b) (3) 

The Surface Transportation Assistance Act of 1982, as amended 
and the regulations of 49 C.F.R.  661.11 

 

Freedman Seating Company hereby certifies that it complies with the 
requirements of section 165(b)(3), of the Surface Transportation Assistance Act 
of 1982, as amended, and the regulations of 49 CFR 661.11. 
 
 

Freedman Feather Weight Seats Country of Origin 
% 

Domestic 

   

   

TOTAL WEIGHTED DOMESTIC COST CONTENT USA 
Minimum 

70% 

 
The final assembly point location is 4545 W. Augusta Blvd. Chicago, IL  60651 
 
 
 

 
_____________________________________ 
                                 Authorized Signature 

 

Date: 6.6.16 

 

4545 WEST AUGUSTA BLVD • CHICAGO, IL  •  60651 
PHONE: 773-524-2440 •  FAX:  773-252-7450 





















WEIGHT ANALYSIS

6/29/2016 14 2 WC2 DBL FOLDS 176 190 USA 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

E-450 ALLSTAR GAS 55 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

176 0.57 LEFT FRONT RIGHT FRONT 0.13 335.5

AXLE CAPACITIES 3824 1931 1893 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 203

5000 9600 14500 6365 3027 3338

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 48 150 27.27% 109.09 40.91 157 -55 89.20% -5.94 -49.06 LOW BCK DBL CRS

DBL FOLD 86 -85 48.86% -43.47 -41.53 187 -68 106.25% 4.25 -72.25 MID BCK ICS

DBL FOLD 115 -85 65.34% -29.46 -55.54 217 -53 123.30% 12.35 -65.35 LOW BCK DBL

DBL FOLD 145 -85 82.39% -14.97 -70.03 247 -53 140.34% 21.38 -74.38 LOW BCK DBL

LOW BCK DBL CRS 187 -55 106.25% 3.44 -58.44 176 -62.5 100.00% 0.00 -62.50 MORRYDE

LOW BCK DBL 217 -53 123.30% 12.35 -65.35 167 -44 94.89% -2.25 -41.75 3/4 PLYWOOD

LOW BCK DBL 247 -53 140.34% 21.38 -74.38 156 363 88.64% 41.25 321.75 MID DBL

3/4 PLYWOOD 167 -44 94.89% -2.25 -41.75 186 363 105.68% -20.63 383.63 MID DBL

MORRYDE 176 -62.5 100.00% 0.00 -62.50 216 363 122.73% -82.50 445.50 MID DBL

0.00% 0.00 0.00 246 363 139.77% -144.38 507.38 MID DBL

MID DBL 95 393 53.98% 180.87 212.13 167 -50 94.89% -2.56 -47.44 GALV BELLY 

MID DBL 141 393 80.11% 78.15 314.85 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

MID BCK DBL 186 363 105.68% -20.63 383.63 0.00% 0.00 0.00

MID BCK DBL 216 363 122.73% -82.50 445.50 0.00% 0.00 0.00

MID BCK DBL 246 363 139.77% -144.38 507.38 0.00% 0.00 0.00

GALV BELLY 167 -50 94.89% -2.56 -47.44 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 65.07 1387.43 -179.02 1245.52 2519.00

AXLE WEIGHTS 1931.00 3027.00 1893.00 3338.00 10189.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 1973.56 4583.72 6557.28 0.504

RIGHT 1691.47 4752.82 6444.28 0.496

FRT / REAR TOTALS 3665.02 9336.54 13001.56

AXLE CAPACITIES 5000 9600 14500

AVAILABLE CAPACITIES 1334.98 263.46 1498.44

Front Curbside Rear Curbside
Maximum Capacity 2500 Maximum Capacity 4800

Combined Front Combined Rear

3665.02 9336.54

5000 Maximum Capacity 9600 Maximum Capacity

Maximum Capacity 2500 Maximum Capacity 4800

Front Roadside Rear Roadside

14 2 WC 2 DBL FOLDS 176 190 USA

DEALER

FUEL ADJ. AMT.

-41.94

1973.56

4752.82

4583.72

LEFT (ROADSIDE) RIGHT (CURBSIDE)

1691.47

AS BUILT 39433B

MORRYDE FLIFT 3/4 PLYWOOD LOW BACK DBL
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 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR 2 for PCID 1114A

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD E-450 176" 6.8L

CHASSIS FORD MOTOR CO U.S. 47.70
AIR CONDITIONING TRANS AIR U.S. 6.07
SEATS FREEDMAN U.S. 7.95
WHEELCHAIR LIFT BRAUN U.S. 4.50
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.26
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 1.05
EXTERIOR MIRRORS ROSCO U.S. 0.63

U.S.
U.S.
U.S.

69.16

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 6.72%
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CONV ASY(6.2L)                    MEXICO 1.63%
6.8L CYL/HEAD 2V ROUGH CASTING    MEXICO 1.61%
REAR LEAF SPRING - E450 C/A DRW   MEXICO 1.34%
6.8L CRANK/STL ROUGH EX GERLCH    CANADA 0.98%
6R140 E CLUTCH MODULE             CANADA 0.64%
6R140 OUTPUT SHAFT-4X4 SHORT      CANADA 0.54%
ROD & LNK ASY-STNG LKGE           CANADA 0.51%
6R1 6 PIN RAV CARRIER             CANADA 0.46%
SHFT & BRG ASY-TRANS MN           CANADA 0.44%
PMP & PLY ASY PWR STNG            GERMANY 0.38%
CLPR ASY FRT WHL BRK              MEXICO 0.32%
CLPR ASY FRT WHL BRK LH           MEXICO 0.32%
BALANCE SHAFT  6.8L  2V           CANADA 0.26%
CONTR ASY OCC RESTNT SYS          CANADA 0.21%
ACUM & HOS ASY A/C                CANADA 0.20%
6R140 HUB & SHAFT- S3             CANADA 0.18%
6R140 HUB ASSY- S2                CANADA 0.18%
SHK ABS ASY STNG                  BRAZIL 0.17%
WATER PUMP - ALL 6.8L             CANADA 0.15%
SPCR THROT BDY TO INTK MANF       CANADA 0.12%
6R140 INTERMEDIATE HUB SHAFT      CANADA 0.12%
COOL ASY TRANS OIL                CANADA 0.12%
BEL & RETR ASY FRT ST (DRVR)      MEXICO 0.11%
INS ASY-ENG FRT SUPT-LH           CANADA 0.09%
BRKT ASY TRANS MTNG RR            CHINA 0.08%
HOS ASY HTR                       MEXICO 0.07%
BRK & CL PDL & BRKT ASY           CANADA 0.07%
HOS ASY HTR                       MEXICO 0.07%
TENSIONER ASSEMBLY-ENG DRIV       CANADA 0.07%
CONTR ASY-FUL PMP DRV             MEXICO 0.06%
W/S ASY FRT DR                    CANADA 0.06%
W/S ASY DR OPG LH                 CANADA 0.06%
FLYWHEEL ASY 4R75W/5R110W B137    CANADA 0.05%
CAP ASY-RR BRG CAMSHAFT   6049    CHINA 0.05%
LOCK SET-IGN & 1 DR (2 KEYS)      MEXICO 0.05%
LAT & R/CONTR ASY FRONT LH DOOR   CANADA 0.04%
6R140 D CLUTCH PLATE- STEEL       CANADA 0.04%
6R140 SEPARATOR PLATE ALL MODELS  CANADA 0.04%
RESVR TUB & BRKT ASY PWR STNG     MEXICO 0.04%
SNS & BRKT ASY AIR BAG CTR        CANADA 0.04%
BMPR ASY FRT AX                   CHINA 0.04%
DEFL A/C COND AIR LWR             CANADA 0.03%
BMPR ASY RR AX (E350/450)         CHINA 0.03%
BEL DRV(AC)                       MEXICO 0.03%
ADJ ASY FRT ST SHLDR STRP GID     MEXICO 0.03%
HGE & CHK ASY FRT DR LWR          CANADA 0.03%
ASSIST HANDLE L/H MEDIUM FLINT    INDIA 0.03%
CAP ASSY-CAM & BAL SHFT BRG RR    CHINA 0.03%
LAT ASY HOD                       CANADA 0.03%
REAR SEAL RETAINER                MEXICO 0.03%
REINF ASY BRK PDL SUPT            CANADA 0.03%
SHL-FU/VPR STRG CNSTR             CANADA 0.03%
6R140 OIL PAN GASKET              MEXICO 0.02%
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HGE ASY FRT DR UPPER              CANADA 0.02%
SPKR ASY RADO RECV                CHINA 0.02%
IDLER ASSY   V8/V10      D109     CANADA 0.02%
WATER PUMP PULLEY-ALL EXCPT-696-  CANADA 0.02%
SENSOR ASY-CYL HEAD TEMP 2V       CHINA 0.02%
CA & HNDL ASY HOD LAT             MEXICO 0.02%
HOSE ASY-W/SHLD WSHR BOTTLE       MEXICO 0.02%
6R140 PARK PAWL ACTUATOR ROD      CANADA 0.02%
SE CWL TOP PNL TO HOD             CANADA 0.02%
RET ASY-FRT WHL HB GRSE           MEXICO 0.01%
CAP ASY-CCAM/BAL SHFT BR FRT-LH   CHINA 0.01%
PLATE-ENGINE REAR COVER           CANADA 0.01%
CONN-WATER OUTLET  ALL 2V D027E   CHINA 0.01%
SW ASY SPD CONTR & STP LP         GERMANY 0.01%
6R140 OUTPUT SHAFT (GRUNT) SEAL   MEXICO 0.01%
PROP ASY HOD SUPT                 CANADA 0.01%
CAP ASY-FRT BRG CAMSHAFT  6049    CHINA 0.01%
DEFL ASY RAD AIR SD RH            CANADA 0.01%
DEFL ASY RAD AIR SD LH            CANADA 0.01%
CAP ASSY-BAL SHFT BRG FRT-LH      CHINA 0.01%
6R140 MANUAL CONTROL LEVER OTR    CANADA 0.01%
ADHSV TOX#178271 (RED)            CANADA 0.01%
CAP-FRT HUB GREASE                CANADA 0.01%
STUD PIERCE M8X13 CNE 8           GERMANY 0.01%
EXT ASY-P/BRK CA                  MEXICO 0.00%
CVR-FU/VPR STRG CNSTR             CANADA 0.00%
NUT-STNG TIE ROD                  CANADA 0.00%
SLR-RTV HI-VIS 55 GAL DR  B097    CANADA 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
6R140 WASHER 2.9MM THICK- BLACK   CANADA 0.00%
6R140 WASHER 3.1MM THICK- YELLOW  CANADA 0.00%
BOLT M8X115 HF PIL 8              TAIWAN 0.00%
NUT M18X2.5 HEX FLNG P/T          CANADA 0.00%
SLR-RTV HI-VIS 5 GAL-50# PAILS    CANADA 0.00%
MAIN CONTROL TO CASE BOLT         TAIWAN 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
PIN-DOWEL  6049 TO 6010   C054    CANADA 0.00%
NUT #8-18 SPRING                  CANADA 0.00%
NUT M8 HF PTM 8                   CANADA 0.00%
BOLT M8X1.25X31 HEX FLNG PI       TAIWAN 0.00%
PLUG EXP CUP 11.4 STL             CANADA 0.00%
CAP HNDL I/S ASST ATT HLE         INDIA 0.00%
NUT 3/4 - 16 HEX                  CANADA 0.00%
NUT-M14X2.0 HEX LOCK P/T        10 CANADA 0.00%
6R140 LIGHTWEIGHT ALIGNMENT PIN   CANADA 0.00%
BOLT M6X16 HF PIL (LONGER)        TAIWAN 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M8 HF PTP 10                  CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
NUT-M8X1.25 V8/V10 D115 E580      CANADA 0.00%
6R140 RR BRG PLATE TO CARRIER BOLT TAIWAN 0.00%
6R140 WASHER 3.3MM THICK- WHITE   CANADA 0.00%
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6R140 WASHER 3.5MM THICK- RED     CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M6 HF PTM 8                   CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
PIN-SHAFT RETAINING               CANADA 0.00%
BOLT- CBLR CYLINDER RETAINING     TAIWAN 0.00%
6R140 SPRING ROLL PIN 4X18 CLD    CANADA 0.00%
NUT&WSHR M6 HX CON 8              CANADA 0.00%
BOLT M6X20 HF PIL 8               TAIWAN 0.00%
PLUG EXP CUP 13.8 STL             CANADA 0.00%
NUT-M4.2 X 1.41 U P/T (J-CLIP)    CANADA 0.00%
6R140 WASHER 3.7MM THICK- BLUE    CANADA 0.00%
SLR RTV HI-VISC 30ML CARTRIDGE    CANADA 0.00%

Foreign Vehicle Content 12.71%

AX ASY RR LES WHL                 UNITED STATES 10.34%
LT225/75R16 MICHELIN LTX MS LRE BW UNITED STATES 7.03%
FR ASY A/P                        UNITED STATES 3.78%
INTAKE - 6.8L 2-VALVE             UNITED STATES 1.99%
6.8L BLOCK-CASTING 2V/3V CIFUNSA  UNITED STATES 1.92%
TNK & SDR ASY FUL                 UNITED STATES 1.88%
RIM ASY-WHL (WHITE) 16X6 DRW      UNITED STATES 1.80%
CONV ASY EXH (JLN)                UNITED STATES 1.42%
PWR STEERING GEAR ASY             UNITED STATES 1.33%
DRV/SHT & CPL ASY                 UNITED STATES 1.27%
ST ASY FRT TR LH                  UNITED STATES 1.24%
WIR ASY ENG CONTR SNS             UNITED STATES 1.21%
PNL ASY I/PNL (FLINT)             UNITED STATES 1.15%
ALTERNATOR-225A                   UNITED STATES 1.02%
FRONT BUMPER - CHROME             UNITED STATES 0.89%
COL ASY STNG                      UNITED STATES 0.88%
EXHAUST MANIFOLD-RH   2V V10      UNITED STATES 0.85%
6R140 A/B MODULE- GAS             UNITED STATES 0.83%
HUB & BRK DRM ASY FRT WHL         UNITED STATES 0.82%
PROCS ASY ENG (N)                 UNITED STATES 0.81%
BATTERY ASSY (750 CCA) 78AH       UNITED STATES 0.80%
RADIATOR ASY - 6.8L GAS           UNITED STATES 0.78%
6R140 6.2L GAS CASE CASTING       UNITED STATES 0.75%
CONTR & MOD ASY BRK ANTI/LK       UNITED STATES 0.74%
BST ASY BRK HYD                   UNITED STATES 0.73%
COMPR & CL ASY A/C                UNITED STATES 0.66%
MFLR & OLET PIP ASY               UNITED STATES 0.60%
EVP & BLW ASY A/C                 UNITED STATES 0.58%
PIP ASY MFLR INLT FRT             UNITED STATES 0.54%
PAN ASY FRT FLR                   UNITED STATES 0.54%
GRL ASY RAD (CHROME)              UNITED STATES 0.49%
CLUS ASY INSTR                    UNITED STATES 0.49%
6R140 CLUTCH ASSY- GAS            UNITED STATES 0.47%
AX ASY FRT RH                     UNITED STATES 0.44%
AX ASY FRT LH                     UNITED STATES 0.43%
PNL ASY ENG CVR                   UNITED STATES 0.43%
KIT SPDL FRT WHL                  UNITED STATES 0.42%
KIT SPDL FRT WHL LH               UNITED STATES 0.42%
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PNL FRT DR I/S LH                 UNITED STATES 0.42%
WIR ASY MN                        UNITED STATES 0.42%
5.4L/6.8L 2-VALVE PISTON "E"      UNITED STATES 0.41%
IND ASY RADO RECV CONTR           UNITED STATES 0.41%
SUPT ASY RAD                      UNITED STATES 0.39%
STR MTR DRV & RLY ASY(BSM V8/V10) UNITED STATES 0.36%
CYL ASY BRK MSTR LES P/RD         UNITED STATES 0.34%
WIR ASY RR LP                     UNITED STATES 0.34%
BDY & MTR ASY A/INTK CHG THROT    UNITED STATES 0.33%
WIR ASY ENG 2016(6.8 L 2V MEGA)   UNITED STATES 0.33%
FUEL INJECTOR - 6.8L 2V VN127     UNITED STATES 0.33%
COND ASY A/C                      UNITED STATES 0.31%
SUPT ASY TRANS FRT PMP CONV STATR UNITED STATES 0.30%
MOD ASY DRV AIR BAG RESTNT        UNITED STATES 0.30%
MANF & C/OVR TUB ASY FU/INJ SPLY  UNITED STATES 0.29%
CL ASY FAN                        UNITED STATES 0.29%
SNS ASY EXH GAS O UNIV            UNITED STATES 0.29%
HD/LP ASY RH (AERO)               UNITED STATES 0.28%
HD/LP ASY LH (AERO)               UNITED STATES 0.28%
GL ASY W/SHLD                     UNITED STATES 0.28%
6R140 REVERSE PISTON              UNITED STATES 0.28%
CONTR ASY A/C                     UNITED STATES 0.27%
MAT ASY FRT FLR                   UNITED STATES 0.26%
HTR ASY                           UNITED STATES 0.26%
CHMB ASY-HTR PLNM                 UNITED STATES 0.26%
PNL ASY DASH                      UNITED STATES 0.26%
EXHAUST MANIFOLD (LH) 6.8L 2V     UNITED STATES 0.25%
ADJ ASY-VALVE LASH 6F093/6M099    UNITED STATES 0.24%
5.4/6.8L CONN/ROD ROUGH           UNITED STATES 0.24%
WIR ASY-FU/TNK SDR                UNITED STATES 0.23%
CAM COVER LH 6.8L 2V              UNITED STATES 0.23%
FRONT COIL SPRING                 UNITED STATES 0.23%
CAM COVER (RH) 6.8L 2V ECONOLINE  UNITED STATES 0.23%
PNT BDY EXT FIN (OXFORD WHITE C/C) UNITED STATES 0.23%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.22%
FR DR OPG                         UNITED STATES 0.22%
SHFT ASY STNG COL LWR             UNITED STATES 0.22%
MTR & LNK ASY W/WPR               UNITED STATES 0.22%
6.8 RH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
FRONT COVER - ALL 2V'S            UNITED STATES 0.22%
6.8 LH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
PNL ASY I/PNL CLUS OPG FIN        UNITED STATES 0.22%
FR DR OPG                         UNITED STATES 0.21%
ADPT OIL FLTR 6.8L   (CHINA)      UNITED STATES 0.20%
STEERING WHEEL W/ SPD CNTRL       UNITED STATES 0.20%
TUB ASY FUL & BRK                 UNITED STATES 0.20%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.20%
6R140 SOLENOID - MAIN CONTROL     UNITED STATES 0.20%
PNL ASY FRT DR TR LH              UNITED STATES 0.19%
SHK ABS ASY RR                    UNITED STATES 0.19%
REINF-RAD GRL OPG PNL LWR         UNITED STATES 0.19%
SHFT ASY-STNG GR INTERM           UNITED STATES 0.19%
SHK ABS ASY                       UNITED STATES 0.19%
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HOS & CLMP ASY RAD LWR            UNITED STATES 0.18%
A-OIL WITH ADDITIVE               UNITED STATES 0.18%
KIT - RADIO ASSORTMENT            UNITED STATES 0.17%
INS ASY BDY BLT SND UPR           UNITED STATES 0.17%
DAMPER ASSY-CRANK 6.8L            UNITED STATES 0.17%
UNLEADED GAS W/ 10% ETHANOL       UNITED STATES 0.17%
KIT FUL SYS CONV                  UNITED STATES 0.16%
BRKT ASY FUL TUB SUPT             UNITED STATES 0.16%
WHEEL NUT - BLACK                 UNITED STATES 0.16%
ROCKER ARM ASY     6F093/6M099    UNITED STATES 0.16%
COOLANT-LONG LIFE CONCENTRATE     UNITED STATES 0.15%
BRA BAT SUPT                      UNITED STATES 0.15%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.15%
6R140 SOLENOID- MAIN CONTROL      UNITED STATES 0.15%
RSON & TUB ASY ENG AIR INTK       UNITED STATES 0.14%
CMPT & DR ASY GLV (FLINT)         UNITED STATES 0.14%
6R140 UPPER VALVE BODY- RAW       UNITED STATES 0.14%
6R140 LOWER VALVE BODY- RAW       UNITED STATES 0.14%
BAR ASY-RR STAB                   UNITED STATES 0.13%
PNL DR O/S                        UNITED STATES 0.13%
PAN ASSEMBLY - OIL 6.8L 2V/3V     UNITED STATES 0.13%
TUB ASY A/C COMPR TO COND         UNITED STATES 0.13%
FLNG ASY-TRANS OPUT SHFT          UNITED STATES 0.13%
6R140 OIL PAN                     UNITED STATES 0.13%
FAN ASY ENG COOL (6.8L)           UNITED STATES 0.12%
INS ASY-ENG FRT SUPT (6.8L)       UNITED STATES 0.12%
RADIUS ARM ASY FRT                UNITED STATES 0.12%
RADIUS ARM ASY FRT LH             UNITED STATES 0.12%
HOS ASY PWR STNG PRESS LN         UNITED STATES 0.12%
TIMING CHAIN- V8 / V10            UNITED STATES 0.12%
BDY TRANS FRT OIL PMP             UNITED STATES 0.12%
PNL HOD INR                       UNITED STATES 0.11%
CONTR ASY P/BRK                   UNITED STATES 0.11%
WIR ASY ENG BLK HTR               UNITED STATES 0.11%
OIL COOLER ASSY-ALL 6.8L          UNITED STATES 0.11%
PNL HOD                           UNITED STATES 0.11%
VALVE-EXHAUST N/A:HEAD/CAM ASY    UNITED STATES 0.11%
PNT BDY EXT FIN (E-COAT)          UNITED STATES 0.11%
SW ASY-TRN/SIG & W/WPR            UNITED STATES 0.11%
KIT-ENG VLV SPG RET & KEY         UNITED STATES 0.11%
MAIN BEARING CAP - ROUGH          UNITED STATES 0.11%
SUPT ASY-FU/TNK                   UNITED STATES 0.11%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.10%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
ABS-BDY BLT LWR                   UNITED STATES 0.10%
PANEL ROOF                        UNITED STATES 0.10%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.10%
SNS ASY-ENG ELETR CONTR MS AIR FLO UNITED STATES 0.10%
BLKHD ASY TRANS WIR CONN          UNITED STATES 0.10%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
REINF-RAD GRL OPG PNL UPR         UNITED STATES 0.10%
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CMPT ASY STWG (FLINT)             UNITED STATES 0.10%
RET ASY-BDY BLT ABS LWR           UNITED STATES 0.09%
HIGH ACTIVITY ACTIVATED CARBON    UNITED STATES 0.09%
PIP ASY FU/TNK FILL               UNITED STATES 0.09%
OIL PUMP LESS SCRN&COVER 2V       UNITED STATES 0.09%
HOS ASY PWR STNG PRESS LN LH      UNITED STATES 0.09%
CVR ASY I/PNL STNG COL OPG        UNITED STATES 0.09%
BRKT ASY FU/VPR STRG CNSTR        UNITED STATES 0.09%
6R140 3 PINION FRONT CARRIER BODY UNITED STATES 0.09%
6R140 LONG PINION BLANK           UNITED STATES 0.09%
6R140 ROOSTER COMB                UNITED STATES 0.08%
CONT ASY-AIR BAG SLD              UNITED STATES 0.08%
SNS ASY EXH GAS O LES LD          UNITED STATES 0.08%
PNL CWL TOP INR                   UNITED STATES 0.08%
GSKT-INT MFLD TO 6049  6.8L 2V    UNITED STATES 0.08%
HOS PWR STNG RTN LN UPR           UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
TUB ASY FU/TNK TO CVR & FUL LN    UNITED STATES 0.08%
FRONT STABILIZER BAR /DRW (YELLOW) UNITED STATES 0.08%
BRKT ASY ENG ELETR CONTR PROCS    UNITED STATES 0.07%
PIP ASY MFLR INLT EXT             UNITED STATES 0.07%
LVR ASY TRANS GR SH               UNITED STATES 0.07%
SHLD ASY EXH SYS FRT              UNITED STATES 0.07%
KIT-CMP WIR                       UNITED STATES 0.07%
PNL CWL TOP                       UNITED STATES 0.07%
TUBE ASY- HTR WTR UNDERBODT       UNITED STATES 0.07%
REG ASY FRT DR WDO LH             UNITED STATES 0.07%
PLR ASY FRT BDY INR LH            UNITED STATES 0.07%
PLR ASY FRT BDY INR               UNITED STATES 0.07%
6R140 E HUB MODULE                UNITED STATES 0.07%
BRKT & INS ASY-MFLR/O/P FRT RH    UNITED STATES 0.07%
6R1 6 PIN RAV SUPPORT PLATE       UNITED STATES 0.07%
6R140 SPEED SENSOR                UNITED STATES 0.07%
RING-PIS.COMPRESS UPPER :6100     UNITED STATES 0.07%
WIR ASY D/PNL HD/LP JCT           UNITED STATES 0.07%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.07%
PDL & SNS ASY ACEL                UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
INS ASY D/PNL SND                 UNITED STATES 0.07%
PLT ASY BK DR NM (E450 /SUPER DTY) UNITED STATES 0.06%
PIN - PISTON    ALL 6100 ASSYS    UNITED STATES 0.06%
SHRD FAN                          UNITED STATES 0.06%
CYLINDER HEAD BOLT                UNITED STATES 0.06%
TNK ASY RAD SPLY                  UNITED STATES 0.06%
GL ASY-FRT DR WDO                 UNITED STATES 0.06%
RUN ASY DR GL LH                  UNITED STATES 0.06%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.06%
TUB ASY A/C EVP OLET              UNITED STATES 0.06%
APR ASY FRT FNDR FRT LH           UNITED STATES 0.06%
U-BOLT RR SPRING                  UNITED STATES 0.06%
FLTR & SE ASY TRANS OIL           UNITED STATES 0.06%
HOS ASY-RR WHL BRK LH             UNITED STATES 0.06%
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HOS ASY-PWR STNG PRESS LN RH      UNITED STATES 0.06%
OIL ENGINE ILSAC GF-5 SAE 5W-30   UNITED STATES 0.06%
GEAR-BALANCE SHAFT 6.8L           UNITED STATES 0.06%
ARM & PVT SHFT ASY W/WPR MTNG     UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN LH      UNITED STATES 0.06%
EXT ASY MFLR OLET PIP             UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
RESVR & MTR ASY W/WSHR            UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
LNK ASY-FRT STAB BAR              UNITED STATES 0.06%
GASKET EXH MFLD(RR) V8/V10        UNITED STATES 0.06%
6R140 D CLUTCH FRICTION PLATE     UNITED STATES 0.06%
TUB TRANS OIL LVL IND             UNITED STATES 0.05%
BRKT & VLV ASY FU/VPR MGT         UNITED STATES 0.05%
6R140 SPANNER NUT SHORT           UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
VISOR ASY-LH GREY VINYL           UNITED STATES 0.05%
PLT-RR SPG CLMP UPR               UNITED STATES 0.05%
6R140 PINION                      UNITED STATES 0.05%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.05%
SHLD ASY EXH SYS FRT              UNITED STATES 0.05%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.05%
BSHG-CONN ROD   ALL 6200          UNITED STATES 0.05%
GASKET EXH MFLD(FRONT) 6.8L 2V    UNITED STATES 0.05%
BRKT ASY FRT ROD                  UNITED STATES 0.05%
BRKT ASY FRT R ARM LH             UNITED STATES 0.05%
COOL ASY PWR STNG OIL             UNITED STATES 0.05%
INS ASY-BDY BLT UPR SND           UNITED STATES 0.05%
ARM-STNG GR PTMN                  UNITED STATES 0.05%
CARDBOARD DOOR PANEL              UNITED STATES 0.05%
ARM ASY W/WPR                     UNITED STATES 0.05%
SHLD ASY-BDY MT HT RH             UNITED STATES 0.05%
HOS & CLMP ASY RAD UPR            UNITED STATES 0.05%
PIP ASY-OIL FILL                  UNITED STATES 0.05%
BSE & CA ASY-RADO ANT             UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L LH    UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L RH    UNITED STATES 0.05%
REINF-BDY LK PLR RH               UNITED STATES 0.05%
CA & CONDU ASY P/BRK RR           UNITED STATES 0.05%
VALVE-INTAKE  N/A:HEAD/CAM ASY    UNITED STATES 0.05%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
TENSIONER-TIMING CHAIN LH C130    UNITED STATES 0.04%
SPARK PLUG ASSY -SOME  2V         UNITED STATES 0.04%
REINF-BDY LK PLR LH               UNITED STATES 0.04%
TENSIONER-TIMING CHAIN RH C138    UNITED STATES 0.04%
HEATER ASSY ENGINE BLOCK          UNITED STATES 0.04%
WINDSHIELD URETHANE ADHESIVE      UNITED STATES 0.04%
HOS ASY FRT WHL BRK               UNITED STATES 0.04%
HOS ASY-FRT WHL BRK LH            UNITED STATES 0.04%
6R140 INTERM CLUTCH FRICTION PLT  UNITED STATES 0.04%
OIL PAN GASKET - 6.8L 2V/3V       UNITED STATES 0.04%
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INS ASY D/PNL SND                 UNITED STATES 0.04%
PLR ASY-BDY LK INR                UNITED STATES 0.04%
SEP-FU/VPR                        UNITED STATES 0.04%
LONG PIN SHFT 6R140 RAV           UNITED STATES 0.04%
HRN & SUPT ASY                    UNITED STATES 0.04%
CNE & RLR ASY-FRT WHL OTR BRG     UNITED STATES 0.04%
HOS ASY RR WHL BRK                UNITED STATES 0.04%
INS ENG HSG SND (GAS)             UNITED STATES 0.04%
TUB ASY A/C COND TO EVP           UNITED STATES 0.04%
BEARING CONNECTING ROD    6100    UNITED STATES 0.04%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.04%
LINK ASY-STAB BAR REAR            UNITED STATES 0.04%
TUB ASY-FRT WHL BRK RH            UNITED STATES 0.04%
DEFL ASY A/C COND AIR UPR         UNITED STATES 0.04%
CUTAWAYS, PAINT SEALER KIT SHEET  UNITED STATES 0.04%
KIT OWNR GID MATL (U.S./ENGLISH)  UNITED STATES 0.04%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.04%
INSERT-V/SEAT-INTAKE PI (6049)    UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.04%
CA ASY TRANS SH                   UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
REFRIGERANT R134A                 UNITED STATES 0.04%
INS & RET ASY-ENG RR SUPT         UNITED STATES 0.04%
6R140 REAR CLTCH PRESS PLT        UNITED STATES 0.04%
PLR ASY QTR LK UPR OTR            UNITED STATES 0.04%
BLD ASY-W/WPR                     UNITED STATES 0.04%
CLEAR PLASTIC CUTAWAY SHEETING    UNITED STATES 0.04%
STEP ASY-RNG BD RH                UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK           UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK LH        UNITED STATES 0.04%
CA ASY P/BRK RR LH                UNITED STATES 0.04%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.04%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.04%
6R140 B CLUTCH SUN GEAR BLANK     UNITED STATES 0.03%
CAP-BATTERY TERMINAL ACCESS       UNITED STATES 0.03%
RING- PIS.COMPRESS LWR :6100      UNITED STATES 0.03%
CNE & RLR ASY-RR AX DIFF BRG      UNITED STATES 0.03%
HOS ASY-BRK PRESS CONTR VLV INLT  UNITED STATES 0.03%
6R140 D CLUTCH PRESSURE PLATE     UNITED STATES 0.03%
6R140 SUN GEAR BLANK              UNITED STATES 0.03%
NOZ ASY-HTR W/SHLD DEF            UNITED STATES 0.03%
SHKL ASY-RR SPG                   UNITED STATES 0.03%
6R140 OUTPUT SHAFT BEARING R3     UNITED STATES 0.03%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.03%
STEP ASY-RNG/BOARD LH             UNITED STATES 0.03%
BRKT ASY-ENG FRT SUPT LH          UNITED STATES 0.03%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.03%
HYDRAULIC BRAKE FLUID / DOT 3     UNITED STATES 0.03%
VALVE GUIDE  (ALL 6049/6050-2V)   UNITED STATES 0.03%
SEAL ASY-VLV STEM  :M6049/6050    UNITED STATES 0.03%
DOWEL-MN BRG CAP TO BLOCK:6010    UNITED STATES 0.03%
PLT ASY-FRT DR SCF LH             UNITED STATES 0.03%
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BRKT-ENG FRT                      UNITED STATES 0.03%
HSG ASY-IGN CIL                   UNITED STATES 0.03%
CVR ASY PASS AIR BAG OPG          UNITED STATES 0.03%
REINF FRT FNDR FRT                UNITED STATES 0.03%
REINF FRT FNDR FRT LH             UNITED STATES 0.03%
6R140 THRUST BRG T1, T2 & T5      UNITED STATES 0.03%
PAINT SOLVENTS                    UNITED STATES 0.03%
KIT-RADIO ANTENNA (32" MAST)      UNITED STATES 0.03%
MLDG ASY W/SHLD O/S TOP           UNITED STATES 0.03%
INSERT-V/SEAT-EXH 6049            UNITED STATES 0.03%
FUEL CAP-BLACK "GASOLINE/E0-15"   UNITED STATES 0.03%
TUB ASY-FRT WHL BRK LH            UNITED STATES 0.03%
REINF FRONT DR HINGE ON DR        UNITED STATES 0.03%
SE ASY-TRANS FRT PMP OIL          UNITED STATES 0.03%
ABS-BDY BLT LWR                   UNITED STATES 0.03%
HNDL ASY FRT DR O/S LH            UNITED STATES 0.03%
PLT ASY-TRANS CONTR VLV BDY SEP   UNITED STATES 0.03%
SW & BZL ASY HD/LP                UNITED STATES 0.03%
BOLT&WSHR-M12X1.75X122.5HEX HD CON UNITED STATES 0.03%
PCV TUBE                          UNITED STATES 0.03%
SPROCKET-CR/SHAFT 1 PC   C126W    UNITED STATES 0.03%
APR ASY FRT FNDR FRT              UNITED STATES 0.03%
BRG ASY-TRANS OIL PMP             UNITED STATES 0.03%
6R140 FRONT CARRIER PINION SHAFT  UNITED STATES 0.03%
SCR/CVR ASSY-O/PUMP 6.8L          UNITED STATES 0.03%
VENTURI - AIR INTAKE              UNITED STATES 0.03%
CA ASY P/BRK FRT                  UNITED STATES 0.03%
RET ASY-FRT DR GL LK SD           UNITED STATES 0.03%
SE ASY HOD FRT OPG                UNITED STATES 0.03%
BRKT-FRT AX PVT LH                UNITED STATES 0.03%
ADJ-FRT SUSP UPR DARK BLUE        UNITED STATES 0.03%
CONN ASY-IGN CIL                  UNITED STATES 0.03%
GR-TRANS FRT PLNT SUN             UNITED STATES 0.03%
WIR ASY ENG CONTR SNS EXT         UNITED STATES 0.02%
SPCR FU/TNK BRA                   UNITED STATES 0.02%
W/S ASY FRT DR GL @ BEL O/S LH    UNITED STATES 0.02%
CVR-ENG A/CLNR OTR                UNITED STATES 0.02%
INS ASY BDY BLT SND UPR           UNITED STATES 0.02%
6R140 RR CARR PINION-AFTER PEEN   UNITED STATES 0.02%
SHRT PINION SHAFT 6R140 RAV CARR  UNITED STATES 0.02%
EXT ASY-FRT FLR RR C/M LH         UNITED STATES 0.02%
CVR ASY BAT                       UNITED STATES 0.02%
PANEL-ROOF HEADER(CUTAWAY)        UNITED STATES 0.02%
PNL W/SHLD HDR OTR                UNITED STATES 0.02%
FILL ASY DR WDO OPG FRT           UNITED STATES 0.02%
BOLT&RET M18X126 HF 10            UNITED STATES 0.02%
MIR ASY RV I/S                    UNITED STATES 0.02%
BOOT SPARK PLUG                   UNITED STATES 0.02%
SPROCKET-CAMSHAFT LH 6.8L 2-V     UNITED STATES 0.02%
TUB & BRKT ASY-OIL LVL IND 6.8L 2V UNITED STATES 0.02%
GR-TRANS FRT PLNT PNON            UNITED STATES 0.02%
RSTR ASY-LT SW RHST               UNITED STATES 0.02%
TUB ASY HTR WTR OLET              UNITED STATES 0.02%
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6R140 PARK PAWL                   UNITED STATES 0.02%
TUB ASY CRKC VEN                  UNITED STATES 0.02%
SEAL ASY STNG COL OPENING         UNITED STATES 0.02%
ELEM ASY-CARB A/CLNR              UNITED STATES 0.02%
SPROCKET-CAMSHAFT RH 5.4/6.8 2V   UNITED STATES 0.02%
COP SEC WIRE(REG INSUL)           UNITED STATES 0.02%
REINF-BDY SD RR FILL LH           UNITED STATES 0.02%
6R1 RAV LNG NDL BRG               UNITED STATES 0.02%
MLDG ASY W/SHLD GARN SD LH        UNITED STATES 0.02%
6R140 MAIN CONTROL KIT            UNITED STATES 0.02%
C-LAM ASSY - COP                  UNITED STATES 0.02%
TRANS VENT HOSE                   UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
KIT SHLD ASY EXH SYS RR           UNITED STATES 0.02%
T-LAM ASSY - COP                  UNITED STATES 0.02%
WIR ASY DR LK FD                  UNITED STATES 0.02%
HOS ASY FU/VPR VEN                UNITED STATES 0.02%
STUD M10X22+M10X15 RD PTM HITEMP  UNITED STATES 0.02%
DEFL ASY CWL VEN                  UNITED STATES 0.02%
RSTR ASY-IGN CIL                  UNITED STATES 0.02%
6R140 REAR OUTPUT SHAFT WASHER    UNITED STATES 0.02%
BRKT ASY-RAD SUPT UPR RH          UNITED STATES 0.02%
RL-RF SD OTR RH                   UNITED STATES 0.02%
RL-RF SD OTR LH                   UNITED STATES 0.02%
RET FRT STAB BAR TO AX            UNITED STATES 0.02%
VLV TRANS LUB CONTR               UNITED STATES 0.02%
HOOD HINGE ASY R/H                UNITED STATES 0.02%
6R140 INTERIM CLUTCH TUBE         UNITED STATES 0.02%
SHIPPING CONTAINER BOX BOTTOM     UNITED STATES 0.02%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.02%
HGR & INS ASY-MFLR OLET PIP       UNITED STATES 0.02%
INCOMPLETE VEHICLE MANUAL 2016 MY UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
THERMOSTAT ASSY-WATER V8 D027E    UNITED STATES 0.02%
PNL W/WPR MTNG                    UNITED STATES 0.02%
1330 TRAY - AIR CLNR              UNITED STATES 0.02%
6R140 PARK PAWL ABUTMENT PLATE    UNITED STATES 0.02%
6R140 SUN GR FACE GRIND AT C&B    UNITED STATES 0.02%
HOOD HINGE ASY L/H                UNITED STATES 0.02%
CAP ASY RADO IGN INTFER           UNITED STATES 0.02%
CVR-CARB A/CLNR INR               UNITED STATES 0.02%
CLAMP ASY-ENG AIR CLEANER         UNITED STATES 0.02%
SEGMENT-PSTN UPR OIL CTRL RING    UNITED STATES 0.02%
6R140 AUX TRANS OPUT SHFT BRG     UNITED STATES 0.02%
WIR ASY WDO REG FRT DR LH         UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
SHLD FRT FNDR APR SPLS RH         UNITED STATES 0.02%
SHLD FRT FNDR APR SPLS LH         UNITED STATES 0.02%
BOLT-CONNECTING ROD   ALL 6200    UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR LH        UNITED STATES 0.02%
ADJ-FRT SUSP UPR LT BLUE/YELLOW   UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR RH        UNITED STATES 0.02%
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KIT-FUEL TANK TRANSIT             UNITED STATES 0.02%
RET-FRT DR SE                     UNITED STATES 0.02%
EXT FRT FLR RR C/M                UNITED STATES 0.02%
BRKT FU/VPR STRG CNSTR            UNITED STATES 0.02%
INS-FRT SUSP SPG LWR              UNITED STATES 0.02%
6R140 SUN GEAR- AFTER PEENING     UNITED STATES 0.02%
BRKT-STNG SHK ABS RH              UNITED STATES 0.02%
REINF FRT DR AT BELT R&L          UNITED STATES 0.02%
BRKT WIR                          UNITED STATES 0.02%
FRT DR INTRUSION BEAM             UNITED STATES 0.02%
W/S ASY DR GL @ BEL I/S           UNITED STATES 0.02%
VLV-TRANS MN OIL PRESS REG        UNITED STATES 0.01%
INS FRT FLR PAN CTR HT            UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
BOLT-M20X2.5X208.7HEX FLNG HD SHLD UNITED STATES 0.01%
6R140 INT CLUTCH THRUST BRG T6    UNITED STATES 0.01%
6R140 D CLUTCH THRUST BEARING T7  UNITED STATES 0.01%
BOLT-CR/SHFT MN BRG CAP (6010)    UNITED STATES 0.01%
STUD-9430/9431 T0 6049-COL.D35    UNITED STATES 0.01%
6R1 RAV SHRT NDL BRG              UNITED STATES 0.01%
REINF-FRT FLR SD INR SL RH        UNITED STATES 0.01%
REINF-FRT FLR SD INR SL LH        UNITED STATES 0.01%
VLV-TRANS CONTR MAN               UNITED STATES 0.01%
72MMX55M 3-M PERF PLS 8979-S(BLUE) UNITED STATES 0.01%
SCREW M10X28.5 PN TI PIL 010      UNITED STATES 0.01%
IND ASY-TRANS OIL LVL             UNITED STATES 0.01%
CUP DR I/S HNDL                   UNITED STATES 0.01%
STUD M10X53+M10X15 P/T            UNITED STATES 0.01%
D WAVE SPRING                     UNITED STATES 0.01%
TRY ASY-BAT                       UNITED STATES 0.01%
SEAL- RR CRANKSHAFT               UNITED STATES 0.01%
BRKT FRT LIC PLT MTNG             UNITED STATES 0.01%
REINF ASY DR O/S BEL              UNITED STATES 0.01%
6R140 CENTER SUPPORT SNAP RING    UNITED STATES 0.01%
GUIDE-TIMING CHAIN RH     C124    UNITED STATES 0.01%
SEALER-EXPNDBL-PMPBL-VINYL        UNITED STATES 0.01%
PLUG-CUP STAINLESS STEEL :6010    UNITED STATES 0.01%
STUD/WSHR 6C086 TO 6049   C170    UNITED STATES 0.01%
BRKT-MFLR INLT PIP SUPT           UNITED STATES 0.01%
6R140 THRST BRG T11 & T12         UNITED STATES 0.01%
SPCR-PSTN O/CTRL RING SEG:6100    UNITED STATES 0.01%
BRKT-FRT AX PVT RH                UNITED STATES 0.01%
CVR I/PNL RADO OPG                UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER RH  C138    UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER LH  C130    UNITED STATES 0.01%
GUIDE-TIMING CHAIN LH  C122       UNITED STATES 0.01%
SENSOR ASY-CR/SHFT (HDR) D093L    UNITED STATES 0.01%
OIL FILTER ASSY                   UNITED STATES 0.01%
BOLT M12X100 HF PIL ADH 10        UNITED STATES 0.01%
BOLT&WASH-M14X2.0X133.5HEX PIL SPL UNITED STATES 0.01%
BLT ASY-CR/SHFT MN BR CAP-SIDE    UNITED STATES 0.01%
RC-TRANS SUN GR THRS BRG RR       UNITED STATES 0.01%
RING-IGN PULSE C/S SENSOR C140    UNITED STATES 0.01%
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6R140 FORWARD CLUTCH WAVE PLATE   UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
CTNR I/PNL STRG                   UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL          UNITED STATES 0.01%
BRACKET-ALTERNATOR SUPPORT        UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
6R1 RAV THRUST BRG                UNITED STATES 0.01%
6R140 D CLUTCH RR CARR BRG T10    UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
WASHER - SHORT 6R140 RAV CARRIER  UNITED STATES 0.01%
SENSOR-CAMSHFT TIMING (CTS)D107   UNITED STATES 0.01%
PNL ASY BDY LK PLR I/S FIN UPR    UNITED STATES 0.01%
EXT ASY FRT FNDR APR FRT          UNITED STATES 0.01%
SHLD ASY FU/TNK                   UNITED STATES 0.01%
BOLT M16 X 2.0 X 53.0 HEX FLNG    UNITED STATES 0.01%
GASKET-OIL FILTER ADAPTOR         UNITED STATES 0.01%
MAGNET IGNITION COIL              UNITED STATES 0.01%
PLG-TRANS VLV RET                 UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR RH   UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR LH   UNITED STATES 0.01%
BOBBIN-IGNITION COIL SECONDARY    UNITED STATES 0.01%
PLG TRANS SOL                     UNITED STATES 0.01%
NUT M16 HF PTM 10                 UNITED STATES 0.01%
SW ASY-CURT LP (FRNT DR)          UNITED STATES 0.01%
6R140 MANUAL CONTROL LEVER SHAFT  UNITED STATES 0.01%
CIBA EPOXY RESIN-COP              UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL LH       UNITED STATES 0.01%
PNL ASY-CWL SD TR RH              UNITED STATES 0.01%
HOOD LATCH STRIKER                UNITED STATES 0.01%
BOLT&WSHR M18X133 HF NP CTP 10    UNITED STATES 0.01%
CAP ASY-PRESS RLEF VLV            UNITED STATES 0.01%
INS - RAD SUPT LWR (GAS)          UNITED STATES 0.01%
REINF FRT FLR CS RR MBR           UNITED STATES 0.01%
SHLD FRT BRK DSC                  UNITED STATES 0.01%
SHLD FRT BRK DSC LH               UNITED STATES 0.01%
VLV ASY-TRANS BYP CL CONTR        UNITED STATES 0.01%
BOLT&RET M12X40 HF PIL DUAL 10    UNITED STATES 0.01%
BRKT-BRK BST SUPT MTNG            UNITED STATES 0.01%
BOLT MJ14X110 HF NP ADH SPL 10    UNITED STATES 0.01%
BRA ASY-BAT SUPT RH               UNITED STATES 0.01%
VLV TRANS CL D2 REG               UNITED STATES 0.01%
BOLT/WSHR-ATT OILPAN B109,C178    UNITED STATES 0.01%
IND ASY OIL LVL                   UNITED STATES 0.01%
BRKT ASY P/BRK CA RR LH           UNITED STATES 0.01%
INS ASY-RR SHK ABS UPR MTG        UNITED STATES 0.01%
INS-RR STAB BAR                   UNITED STATES 0.01%
6R140 TFT SENSOR MAIN CONTROL     UNITED STATES 0.01%
REINF FRT DR AT BELT LH           UNITED STATES 0.01%
BLT&WSHR M12X149 HEX ADH PIL CNE 9 UNITED STATES 0.01%
WIR ASY A/C JMPR                  UNITED STATES 0.01%
WIR ASY INTR LP                   UNITED STATES 0.01%
INS ASY STAB BAR                  UNITED STATES 0.01%
SHLD-FRT DR TR WTR LH             UNITED STATES 0.01%
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SE-TRANS FRT PMP SUPT             UNITED STATES 0.01%
SWITCH-OIL PRESS SENDER -6.8L     UNITED STATES 0.01%
STRKR ASY-FRT DR LAT              UNITED STATES 0.01%
VLV TRANS CL B REG                UNITED STATES 0.01%
BRG CSFT MN LWR GR 2 - T/TH COUNT UNITED STATES 0.01%
VLV TRANS CL C REG                UNITED STATES 0.01%
PNL ASY-CWL SD TR LH              UNITED STATES 0.01%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.01%
6R140 OIL PUMP SEAL               UNITED STATES 0.01%
6R140 PUMP SEAL                   UNITED STATES 0.01%
HNDL ASY FRT DR WDO REG           UNITED STATES 0.01%
6R140 MAIN CONTROL DAMPER         UNITED STATES 0.01%
WIRE ASSY(JUMPER)2016 VN127       UNITED STATES 0.01%
6R140 ANTI FRETTING RING          UNITED STATES 0.01%
6R140 FRONT CARRIER NEEDLE BEARING UNITED STATES 0.01%
BRKT RAD GRL PNL END              UNITED STATES 0.01%
6R140 D CL SUN GEAR THRUST BRG T8 UNITED STATES 0.01%
VLV-TRANS FWD CL CONTR            UNITED STATES 0.01%
VLV-TRANS CONV CL CONTR           UNITED STATES 0.01%
VLV TRANS CL CONTR PRESS REG      UNITED STATES 0.01%
THRUST WASHER-UPPER (T/TH COUNT)  UNITED STATES 0.01%
PLT ASY-TRANS FRT                 UNITED STATES 0.01%
VACUUM HARNESS - 2V ECONO(5.4,6.8) UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
6R1 RAV LNG SHAFT WSHR            UNITED STATES 0.01%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.01%
RET-RR STAB BAR TO AXLE           UNITED STATES 0.01%
6R140 T3 BEARING                  UNITED STATES 0.01%
STUD M12X1.75X1.75X68 RND SHLDR   UNITED STATES 0.01%
PLUG-CUP STNLS STEEL 6010/6049    UNITED STATES 0.01%
BOND ASSY-RADO FREQ INTF SUPPRESS UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
SEAL-CR/SHAFT FRT OIL    D087     UNITED STATES 0.01%
NUT & WASHER - M10 X 1.5 HEX P/T  UNITED STATES 0.01%
6R1 OIL SLINGER PLATE             UNITED STATES 0.01%
MAIN CONTROL ASSY BOLT            UNITED STATES 0.01%
PCV VALVE-5.4/6.8L 2V             UNITED STATES 0.01%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
VLV TRANS OIL COOL                UNITED STATES 0.01%
BOLT-6884 TO 6010/INT TO 6049     UNITED STATES 0.01%
BRKT-TRANS K/DWN CA               UNITED STATES 0.01%
SLINGER-CR/SHFT RR OIL   B129     UNITED STATES 0.01%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.01%
CVR ASY RV O/S MIR MTNG HLE LH    UNITED STATES 0.01%
BRG CSHAFT MN UPR GR 2- T/TH COUNT UNITED STATES 0.01%
BRKT-AUX A/C MTNG                 UNITED STATES 0.01%
TUBE ASSY-HEATER WATER    A129    UNITED STATES 0.01%
VLV TRANS CL COOL FLO CONTR       UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
6R140 SQUISHY TUBE- CENTER SUPT   UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
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ISLT ASY-ENG A/CLNR               UNITED STATES 0.01%
BON ASY RADO FREQ INTFER SPRS     UNITED STATES 0.01%
SHRD STNG COL                     UNITED STATES 0.01%
SCR M8X1.25X30 HEX FLNG PNT CLR TR UNITED STATES 0.01%
VLV-TRANS CONV REG                UNITED STATES 0.01%
BOLT M12X1.75X33 TWELVE PT PIL 12 UNITED STATES 0.01%
BLT-CAM CAPS FRT/RR TO 6049/50    UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE      UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE LH   UNITED STATES 0.01%
INS FRT FLR PAN CTR HT LH         UNITED STATES 0.01%
SHRD STNG COL INR                 UNITED STATES 0.01%
REINF FRT DR I/S PNL RR           UNITED STATES 0.01%
NUT-M20X2.5 HEX FLNG LOCK  P/T    UNITED STATES 0.01%
6R1 RAV THRUST WSHR               UNITED STATES 0.01%
REINF DR O/S PNL RR               UNITED STATES 0.01%
BRKT-WIRE RETENTION 6.8L 2V       UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
RET FRT SPG MTNG                  UNITED STATES 0.01%
RET-FRT SPG MTNG LWR              UNITED STATES 0.01%
LONG SPACER 6R140 RAV CARRIER     UNITED STATES 0.01%
NUT-EXH MFLDS TO 6049:D163/167    UNITED STATES 0.01%
VLV-TRANS CONTR SLAV              UNITED STATES 0.01%
6R140 FRONT CARRIER THRUST WASHER UNITED STATES 0.01%
SHLD ASY FRT FNDR SPLS LH         UNITED STATES 0.01%
CLIP-25.4-25.4 WRAPAROUND B/MT    UNITED STATES 0.01%
6R140 PARK PAWL SHAFT PLUG        UNITED STATES 0.01%
NUT&RETAINER-M14- 2.0 HEX FLNG P/T UNITED STATES 0.01%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.01%
6R140 INPUT SHAFT BEARING T3      UNITED STATES 0.01%
6R140 SOLENOID HOLD DOWN BRACKET  UNITED STATES 0.01%
INSULATOR  SHOCK ABSORBER         UNITED STATES 0.01%
SHLD ASY BDY MT HT RH             UNITED STATES 0.01%
VLV TRANS DRN BK(ANTI DRN BK)     UNITED STATES 0.01%
BOLT-LIFTING EYE TO 6049  D175    UNITED STATES 0.01%
SE FRT FLR PAN                    UNITED STATES 0.01%
BRKT ASY FRT FNDR MTNG FRT        UNITED STATES 0.01%
NUT&RET M10X1.5X80.0 DUAL HEX     UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
6R140 SHIM 5.45MM THICK- GREEN    UNITED STATES 0.00%
PLUG BUTTON 1.00X2.00 OBLONG      UNITED STATES 0.00%
PLT ASY CWL TOP PNL ACC HLE CVR   UNITED STATES 0.00%
HOS ASY-W/SHLD WSHR PMP           UNITED STATES 0.00%
BRKT WIR                          UNITED STATES 0.00%
HOOD BUMPER (33MM PRESET)         UNITED STATES 0.00%
ISLT ASY-ENG A/CLNR               UNITED STATES 0.00%
NUT 3/4-16 HEX SLOT               UNITED STATES 0.00%
CLMP-TRANS OIL COOL TUB FRT       UNITED STATES 0.00%
COP PRI WIRE 25AWG                UNITED STATES 0.00%
6R140 DETENT SPRING               UNITED STATES 0.00%
FILL ASY FRT FNDR FRT             UNITED STATES 0.00%
FILL ASY FRT FNDR FRT LH          UNITED STATES 0.00%
VLV TRANS D2 LAT                  UNITED STATES 0.00%
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6R140 PARK PAWL SHAFT             UNITED STATES 0.00%
VLV TRANS CL B LAT                UNITED STATES 0.00%
BLT-CAP BALSHFT-LH CYL HD-6.8L    UNITED STATES 0.00%
RIVET 7/16X1.12 SOLID BUTTON HD   UNITED STATES 0.00%
VLV-TRANS SOL PRESS REG           UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT LH        UNITED STATES 0.00%
VLV TRANS CL E LAT                UNITED STATES 0.00%
BOLT&WSHR M12X1.75X92.7 HEX CONE P UNITED STATES 0.00%
BOLT M10X70 HF 10                 UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
NUT&RET M8 HF PTP 10              UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
HOS ASY-W/WSHR                    UNITED STATES 0.00%
STFNR DR I/S PNL BEL REINF        UNITED STATES 0.00%
6R140 MAIN CNTRL SPRING & POPPET  UNITED STATES 0.00%
THRUST WASHER-LOWER (T/TH COUNT)  UNITED STATES 0.00%
NUT M12 X 1.75 (J-CLIP) BLACK     UNITED STATES 0.00%
NUT & RETNR M12X1.75 HEX FLG P/T  UNITED STATES 0.00%
6R140 PAN BOLT                    UNITED STATES 0.00%
GSKT ASY-EXH PIP                  UNITED STATES 0.00%
DECAL-SAFETY STANDARD CERTIFICATE UNITED STATES 0.00%
BOLT M10 - 1.5 X 30 HEX FLG PLT   UNITED STATES 0.00%
BOLT M10X65 HF 8                  UNITED STATES 0.00%
SPCR-DR WDO REG HNDL              UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT RH        UNITED STATES 0.00%
BOLT&WSHR M14X45 HF PIL ADH       UNITED STATES 0.00%
WSHR-TRANS A PLNT GR THRS         UNITED STATES 0.00%
SE-CWL SD PNL LH                  UNITED STATES 0.00%
EXT-FRT FLR PAN RR RH             UNITED STATES 0.00%
EXT-FRT FLR PAN RR LH             UNITED STATES 0.00%
GREASE FOR COP                    UNITED STATES 0.00%
NUT M10 HF SPL 8                  UNITED STATES 0.00%
BRG CSHAFT MN UPR GR 1- T/TH COUNT UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
TERMINAL-SECONDARY (IGNITION)     UNITED STATES 0.00%
STUD 6C086 TO 6010 V8/V10 C172    UNITED STATES 0.00%
PLG CWL TOP OTR PNL LH            UNITED STATES 0.00%
SCR/WSHR 6C086 TO 6049  C168W     UNITED STATES 0.00%
NUT - M12 - 1.75 HEX FLANGE LOCK  UNITED STATES 0.00%
PLT-FU/VPR STRG CNSTR C RET       UNITED STATES 0.00%
SCREW&WSHR M8X22.5 HX CON PTC 010 UNITED STATES 0.00%
CIBA EPOXY-HARDENER-COP           UNITED STATES 0.00%
CVR-CONV HSG LWR                  UNITED STATES 0.00%
CVR SW OPG                        UNITED STATES 0.00%
6R140 VENT TUBE                   UNITED STATES 0.00%
VLV TRANS CL LAT                  UNITED STATES 0.00%
VLV TRANS CL C LAT                UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
NUT&RETAINER M8X2.5 HEX FLNG P/T  UNITED STATES 0.00%
6R140 SHIM 5.60MM THICK- WHITE    UNITED STATES 0.00%
BOLT M8X75 HF PIL 8               UNITED STATES 0.00%
RET BRK TUB TO BRKT ANTI/LK SNS   UNITED STATES 0.00%
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STUD M6X1/6.3X1.81X54 HEX WSHR PIL UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT LH UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
SCREW M6X14 HF 010                UNITED STATES 0.00%
RETAINER-PISTON PIN   ALL 6100    UNITED STATES 0.00%
COVER-CYLINDER BLOCK OPENING      UNITED STATES 0.00%
6R140 MAIN CONTROL TORLON BALL    UNITED STATES 0.00%
WSHR-FRT SHK ABS INS OTR          UNITED STATES 0.00%
CVR-STNG WHL SPK INS              UNITED STATES 0.00%
HNDL-TLT STNG WHL LVR             UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT RH UNITED STATES 0.00%
6R140 PUMP BOLT                   UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WSHR M8X27 HX PIL ADH FL 8   UNITED STATES 0.00%
NUT - M12 X 1.75 HEX FLG LOCK P/T UNITED STATES 0.00%
BOLT-6C086 TO 6010 C166W/168W     UNITED STATES 0.00%
SE-TRANS FRT OIL PMP              UNITED STATES 0.00%
REINF HOD INR PNL @ LK            UNITED STATES 0.00%
WT WHL BAL(CP 15G)                UNITED STATES 0.00%
NUT 4.8 HI-LOX10X20X1.4 SLD       UNITED STATES 0.00%
RIVET 6.4 MULTI-GRIP SPLIT        UNITED STATES 0.00%
BOLT 7/16-14X1.38 HEX FLG PLT    5 UNITED STATES 0.00%
6R140 SQUISHY TUBE-LONG           UNITED STATES 0.00%
STUD - ATT OFA                    UNITED STATES 0.00%
SPG-FU/VPR INR                    UNITED STATES 0.00%
LAT ASY HOS TO TUB TRANS OIL COOL UNITED STATES 0.00%
RET-P/BRK CA RR                   UNITED STATES 0.00%
SHLD FRT SUSP UPR ARM HT          UNITED STATES 0.00%
BOLT&RET M8X35 HF PIL 8           UNITED STATES 0.00%
REFRIGERANT COMPRESSOR OIL (DRUM) UNITED STATES 0.00%
VENT-RR AX HSG                    UNITED STATES 0.00%
BRG CSFT MN LWR GR1 - T/TH COUNT  UNITED STATES 0.00%
SCREW&WSHR M6X28 HX CON 010       UNITED STATES 0.00%
PIN-DOWEL HOLLOW  6375 TO 6010    UNITED STATES 0.00%
BOLT M10 1.5 X 45 HEX FLG HD 9    UNITED STATES 0.00%
BOBBIN-IGN. COIL PRIMARY          UNITED STATES 0.00%
BOLT-ATT CAM SPOCKETS             UNITED STATES 0.00%
REINF-FRT FNDR APR TOP LWR        UNITED STATES 0.00%
INS DR O/S PNL SND LWR            UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
BOLT/WSHR-8501 TO 6010    D103    UNITED STATES 0.00%
SPCR-6622 TO 6K258 STUD           UNITED STATES 0.00%
BOLT-6375 TO 6303-A/T B137/143    UNITED STATES 0.00%
SCREW M12X25 HF 010               UNITED STATES 0.00%
PLG-TRANS MN REG VLV              UNITED STATES 0.00%
BRKT PWR STNG TUB                 UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.00%
BOND ASSY-RADIO FREQ INTF SUPPRESS UNITED STATES 0.00%
SE CWL SD PNL                     UNITED STATES 0.00%
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SLV ASY-FU/VPR STRG CNSTR PRG INLT UNITED STATES 0.00%
W/SHIELD WSHR FLUID / METHANOL    UNITED STATES 0.00%
SPACER-CAMSHAFT SPROCKET  C120    UNITED STATES 0.00%
PAINT SOLVENTS                    UNITED STATES 0.00%
BOLT M8X78 HF PIL 8               UNITED STATES 0.00%
BOLT M12X65 HF 10                 UNITED STATES 0.00%
SCR&WASH M8X1.25X33 HEX HD CTP PT UNITED STATES 0.00%
SCREW&WSHR 1/2-13X1.25 HEX FLNG HD UNITED STATES 0.00%
SCREW&WSHR M8X25 HX PIL 010       UNITED STATES 0.00%
BOLT M12 - 1.75 X 65 HEX HD 9     UNITED STATES 0.00%
RET D/PNL CTR TR                  UNITED STATES 0.00%
BOLT M10X85 HF 8                  UNITED STATES 0.00%
BOLT M10 1.5X25.5 HEX FLNG HD PIL UNITED STATES 0.00%
PLUG 11.2MM DIA PUSH IN           UNITED STATES 0.00%
CLIP/WHITE PLASTIC PWR STRNG LINE UNITED STATES 0.00%
SCREW 4.8X1.59X32 OVAL HD TRIM TAP UNITED STATES 0.00%
SEALER-VINYL-THUMB-PNTBL          UNITED STATES 0.00%
PIN-DOWEL 6C086/6K318 TO BLOCK    UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
CVR I/PNL ACC HLE                 UNITED STATES 0.00%
COMPRESSION PLATE                 UNITED STATES 0.00%
BOLT-M14X2.0X75.0 HEX HEAD        UNITED STATES 0.00%
BOLT-12A366 TO 9424 2V3V          UNITED STATES 0.00%
BRKT-RR WHL BRK HOS               UNITED STATES 0.00%
BOLT M12X65 HF PIL 10             UNITED STATES 0.00%
RET FRT DR SCF PLT                UNITED STATES 0.00%
WT WHL BAL(CP 20G)                UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
NUT M12X1.5 HF 10                 UNITED STATES 0.00%
CVR FRT ST SHLD STRP GID ADJ      UNITED STATES 0.00%
SPG TRANS CL VLV                  UNITED STATES 0.00%
SCR&WASH-M8X1.25X27.5 HEX HD PLT. UNITED STATES 0.00%
STD 18663 TO 6049 V8/V10 C168E P  UNITED STATES 0.00%
6R140 MN CTL SOL BLT M6X14 TI PIL8 UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
S/WSH-B77,101,D29R,93L,107,155    UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
PIN-DOWEL  ALIGNS GUIDE TO BLK    UNITED STATES 0.00%
NUT M12X1.75 HEX FLG LOCK P/T 10  UNITED STATES 0.00%
NUT & RETAINER - M10 -1.5         UNITED STATES 0.00%
PLUG M10X1X11 HX PIL SEH STL      UNITED STATES 0.00%
RET L/C DR LK CYL                 UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL CON SPL 8  UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
SC&WSHR 4.2X6.8 HEX WSHR H        UNITED STATES 0.00%
BOLT M8X30 HF 8                   UNITED STATES 0.00%
BOLT-8594 TO 9424  C216W/D027E    UNITED STATES 0.00%
CAP - RADIO ANTENNA BASE          UNITED STATES 0.00%
BOLT M10X30 HF PIL 8              UNITED STATES 0.00%
SCR&WASH-M4.2X1.41X19HEX HD TAP TO UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
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NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
BLT-TENSNR'S TO 6049 C130/138  ALL UNITED STATES 0.00%
CLP P/BRK CA                      UNITED STATES 0.00%
RET CWL TOP VEN GRL               UNITED STATES 0.00%
FLTR FU/VPR STRG CNSTR            UNITED STATES 0.00%
GREASE LITHIUM COMPLEX SOAP-LUBE  UNITED STATES 0.00%
6R140 MAIN CONTROL INLET NOZZLE   UNITED STATES 0.00%
CLAMP .62 ROUND WORM SCR HOSE SS  UNITED STATES 0.00%
CVR-FU/VPR STRG CNSTR             UNITED STATES 0.00%
NUT M12-1.75 HEX FLANGE LOCK P/T  UNITED STATES 0.00%
6R140 PARK PAWL RETURN SPRING     UNITED STATES 0.00%
FRT DR BELT RAIL                  UNITED STATES 0.00%
6R140 OUTER MANUAL LEVER SEAL     UNITED STATES 0.00%
CLIP 5 PANEL PUSH-IN              UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
BRGCSHT MN INTRM UPR2 100%-T/TH CN UNITED STATES 0.00%
RIVET 6.6X23.9 SPL                UNITED STATES 0.00%
BRKT-WIR CONN                     UNITED STATES 0.00%
PLT CWL TOP PNL OPG               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
BRKT-A/C EVP SUPT                 UNITED STATES 0.00%
SCR&WASH M8X1.25X25 HEX HD PIL 9  UNITED STATES 0.00%
NUT M14 HF PTM 10                 UNITED STATES 0.00%
NUT U SPG M8 0.8-4.0 P/T          UNITED STATES 0.00%
TERMINAL-PRIMARY (IGNITION)       UNITED STATES 0.00%
HOSE CLAMP SPRING 14X12 POC       UNITED STATES 0.00%
STD-CRSHFT MN BR CAP-HOLE #419    UNITED STATES 0.00%
SHORT SPACER 6R140 RAV CARR       UNITED STATES 0.00%
6R140 SNAP RING 3.7MM-CUT STYLE 11 UNITED STATES 0.00%
BOLT M8X1.25X37 HEX FLNG PIL 10   UNITED STATES 0.00%
PIN-WHEEL DISK LOCATOR            UNITED STATES 0.00%
PLT FRT DR WDO REG HNDL           UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
NUT&WSHR ASSY M12X1.75 HEX P/T    UNITED STATES 0.00%
SCREW M10X30.6 HEX WASHER HEAD TR UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
6R140 MANUAL VALVE ACTUATOR       UNITED STATES 0.00%
BOLT/WAS- 9F792 TO INT            UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
PLATE-VEH IDENT                   UNITED STATES 0.00%
PLUG- PIPE C/HD MACH 6049/6050    UNITED STATES 0.00%
BOLT-M10 X 1.5 X 35 HEX FLG HD    UNITED STATES 0.00%
RETAINER 14MM BH STL              UNITED STATES 0.00%
CLAMP-HOSE                        UNITED STATES 0.00%
WASHER-CAM SPROCKET               UNITED STATES 0.00%
BOLT M8X31 RC TI CTP ADH 10       UNITED STATES 0.00%
SCR/WSHR 8A528 TO 8501   E130W    UNITED STATES 0.00%
PLUG BUTTON 32.0 DIA              UNITED STATES 0.00%
SCR M10 X 20 HEX WASH HD TR       UNITED STATES 0.00%
BETAFOAM ISOCYANATE #87100        UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
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DECAL ENG EXH EMS IDENT           UNITED STATES 0.00%
SCR/WSHR 9E822 TO 9424   D029R    UNITED STATES 0.00%
WT WHL BAL(CP 35G)                UNITED STATES 0.00%
REINF HOD HGE ON HOD              UNITED STATES 0.00%
REINF HOD HGE ON HOD LH           UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
KEY-6306/16 TO 6303 :6303-OP10    UNITED STATES 0.00%
RET-TRANS THROT PRESS BST         UNITED STATES 0.00%
WT WHL BAL(CP 25G)                UNITED STATES 0.00%
PLT TRANS VLV BOR PLG RET         UNITED STATES 0.00%
PLG-TRANS CL PRESS LIM VLV        UNITED STATES 0.00%
SPCR ASY W/SHLD GL LWR            UNITED STATES 0.00%
6R140 MAIN CNTRL BLT M6X60 HF PIL8 UNITED STATES 0.00%
WASHER-6316 DMPR TO 6303  D115    UNITED STATES 0.00%
HOS TRANS VEN(TUBE-TRANS VENT)    UNITED STATES 0.00%
RG SNP TRANS FRT PLNT CL          UNITED STATES 0.00%
PLUG-PIPE  3/8   D115   E440      UNITED STATES 0.00%
RET WIR HRNS EDG ATT              UNITED STATES 0.00%
REAR TAP PLUG                     UNITED STATES 0.00%
INSERT C/HEAD-LH V8/V10           UNITED STATES 0.00%
BOLT&WSHR M8X22 HX CTP CON 8      UNITED STATES 0.00%
WHEEL WELL BLACKOUT COATING       UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SE FRT FLR PAN                    UNITED STATES 0.00%
BOLT-M12X1.75X60.0 HEX FLNG HEAD  UNITED STATES 0.00%
NUT & WASHER M8 HEX CONL BRASS    UNITED STATES 0.00%
BOLT-6316 DAMPER TO 6303  D115    UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
NUT&RET 7/16-14 U LOCK            UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
BLT/WSHR-19A216 TO 6C086  E555    UNITED STATES 0.00%
MAGNET - OIL PAN                  UNITED STATES 0.00%
WT WHL BAL(CP 30G)                UNITED STATES 0.00%
CLIP-RADIATOR HOSE                UNITED STATES 0.00%
SCR&WASH-M7.24X1.59X20.50PAN HD TA UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
6R140 INPUT SHAFT FRONT SEAL      UNITED STATES 0.00%
VISOR ARM CLIP (FLINT)            UNITED STATES 0.00%
LABEL-INCOMPLETE VEHICLE          UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
SEALER EXPANDING                  UNITED STATES 0.00%
SCREW 6.3X32 HF C TAP             UNITED STATES 0.00%
NUT M10X1 HF PTM SPL 10           UNITED STATES 0.00%
NUT & WASHER - M6 X 1.0 HEX P/T   UNITED STATES 0.00%
SCREW&WSHR M6X35 HX CON 010       UNITED STATES 0.00%
NUT M8 X 1.25 U P/T               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/TTRG       UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL FL 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 27MM DIA              UNITED STATES 0.00%
6R140 SHIM 5.30MM THICK- RED      UNITED STATES 0.00%
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NUT&WASHER M8X1.25 HEX P/T        UNITED STATES 0.00%
RET TRANS VLV PLG                 UNITED STATES 0.00%
RIVET PUSH PIN 6.5X7-9.5 PLA      UNITED STATES 0.00%
SCREW&WSHR M6X1X27.5 HEX HD PLT   UNITED STATES 0.00%
6R140 SNAP RING 3.8MM-CUT STYLE 3 UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
NUT - 3/8 - 16 HEX - LOCK         UNITED STATES 0.00%
6R140 SNAP RING 3.6MM-CUT STYLE 2 UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
6R140 SNAP RING 3.5MM-CUT STYLE 10 UNITED STATES 0.00%
CLIP/WHITE PLASTIC RETAINER       UNITED STATES 0.00%
NUT M8 RETAINER PUSH ON           UNITED STATES 0.00%
BOLT M6X1.0X32.5 HEX FLNG PIL    9 UNITED STATES 0.00%
SCREW M8X1.25X19 HEX WSHR HD TAP  UNITED STATES 0.00%
6R140 MAIN ID TAG BLANK           UNITED STATES 0.00%
SCR 6.3 X 10.0 HEX WASH HD TAP    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
BOLT 3/8-16 X 1.03 HEX FLNG PLT   UNITED STATES 0.00%
6R140 MODEL IDENT INFO TAG BLANK  UNITED STATES 0.00%
WSHR-SPDL OTR BRG RET             UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BOLT M8X35 HF PIL 8               UNITED STATES 0.00%
SPG-TRANS MN OIL PRESS REG VLV    UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BZL-HOD LAT CA OPG LH             UNITED STATES 0.00%
BETAFOAM POLYOL #87120            UNITED STATES 0.00%
WT WHL BAL(CP 40G)                UNITED STATES 0.00%
CTNR-LIC PLT HDW                  UNITED STATES 0.00%
6R140 ANTI-RATTLE SPRING          UNITED STATES 0.00%
BOLT M6X8.2 PC TI CTP ADH 10      UNITED STATES 0.00%
6R140 BULKHEAD TRANSPORTATION CAP UNITED STATES 0.00%
PLUG BUTTON-19.0X25.0 OBLONG      UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
SCR&WASH M6X1.0X18.5 HEX HD PIL 9 UNITED STATES 0.00%
BOLT M8X30 HF PIL 8               UNITED STATES 0.00%
STUD&WASHER M6 X 1 X 1 X 45.6 HEX UNITED STATES 0.00%
CLIP 1/2 RETAINING RECT EXT       UNITED STATES 0.00%
CAP ASY-A/C CHARGING VALVE        UNITED STATES 0.00%
PLUG -PIPE C/HEAD: HOLES 130,450  UNITED STATES 0.00%
TRIM PIN 5.2X1.7-10 NYL           UNITED STATES 0.00%
STUD M8X30+M8X16 HF PIL SHLDR 8   UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
SCREW M6X1X30 HEX FLNG T/R        UNITED STATES 0.00%
SCREW&WSHR M8X22 HF PIL CON 010   UNITED STATES 0.00%
SCREW&WSHR M6X1X24 HEX HEAD PIL   UNITED STATES 0.00%
BOLT-MODULAR STRAP (BLUE)         UNITED STATES 0.00%
SCREW 4.2X1.4X19 PC PZ C          UNITED STATES 0.00%
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NUT-M10X1.50 WELD ROUND           UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT & WASHER M8 X 1.25 HEX        UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCR-M6 X1.00X16 HEX WASH TAP      UNITED STATES 0.00%
WT WHL BAL(CP 45G)                UNITED STATES 0.00%
CLIP-PLASTIC                      UNITED STATES 0.00%
PETROLATUM-IND  5LB CANS  A075    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW & WASHER M8 X 1.25 X 59 HEX UNITED STATES 0.00%
CVR RR ST SHLDR STRP GID          UNITED STATES 0.00%
BOLT M6X20 PN TI PIL 8            UNITED STATES 0.00%
COVER-IGNITION COIL               UNITED STATES 0.00%
SPG-TRANS CONV REG VLV            UNITED STATES 0.00%
SCR #8-18X1.00 RD WASH HD TAP     UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
PIN ASY-TRANS GR SH LVR           UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
LABEL-ENGINE CODE INFO    D063    UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR RH      UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR LH      UNITED STATES 0.00%
SC CNSTR FU/VPR TO BRKT           UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCR M8 X1.25X16 HEX WASH TAP      UNITED STATES 0.00%
SPG-TRANS CONTR LUB PRESS REG VLV UNITED STATES 0.00%
SCREW 4X20 HC TFP TH              UNITED STATES 0.00%
SCREW M10X1.5X21.8 PAN HEAD PILOT UNITED STATES 0.00%
NUT & WASH - M8 X 1.25 HEX P/C    UNITED STATES 0.00%
WT WHL BAL(CP 50G)                UNITED STATES 0.00%
6R140 ABUT PLT & DETENT SPRNG BOLT UNITED STATES 0.00%
SPG-TRANS SOL REG VLV             UNITED STATES 0.00%
WHEEL/TIRE ASY LUBE               UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT M6 HF PTC SERR                UNITED STATES 0.00%
SCREW M8X30 HEX FLNG PNT CLR T/R  UNITED STATES 0.00%
NUT M6 X 1.0 HEX LOCK P/T 9       UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
CVR DR TR PNL RET (FLINT)         UNITED STATES 0.00%
SCREW M8X25 HF 010                UNITED STATES 0.00%
BOLT&RET M6X1X16 WAF HD           UNITED STATES 0.00%
DECAL AUX BATTERY INSTRUCT-FRENCH UNITED STATES 0.00%
SPG-TRANS SHTL VLV                UNITED STATES 0.00%
SEAL O-RING 8594 TO 9424 D027E    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
BOLT   6621 TO 6010     A139      UNITED STATES 0.00%
PLUG PIPE C/HEAD #508/608 C122E   UNITED STATES 0.00%
6R140 TIR VALVE CAP               UNITED STATES 0.00%
WT WHL BAL(CP 60G)                UNITED STATES 0.00%
NUT M8 HF 8                       UNITED STATES 0.00%
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SCR&WASH M4X0.7X17.5 HEX HD PIL  9 UNITED STATES 0.00%
ONE-STEP W/SHLD CLEANER/PRIMER    UNITED STATES 0.00%
BRG CSHFT MN UPR GRD3 10%-T/TH CNT UNITED STATES 0.00%
NUT&WSHR M6 HX PTC FL 8           UNITED STATES 0.00%
SCREW (BLACK) 4.2X16 TAP HEX FLNG UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
SPG-TRANS OIL COOL BYP VLV        UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SCREW 6.3X12.5 HF TAP SPL         UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
WT WHL BAL(CP 55G)                UNITED STATES 0.00%
PLUG BUTTON 1.00 DIA              UNITED STATES 0.00%
SCR&WASH M6X1.0X22.5 HX PILOT 9   UNITED STATES 0.00%
BRG CSFT MN LWR GR3 10%-T/TH COUNT UNITED STATES 0.00%
40X1.46X12 TORX PAN SCREW         UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT M8X25 HF NP 10               UNITED STATES 0.00%
BOLT-MULTI USE(SEE BELOW)D155/C124 UNITED STATES 0.00%
RET SPG 9/16 DRILLED SHAFT        UNITED STATES 0.00%
PLUG BUTTON .88 DIA               UNITED STATES 0.00%
NUT M8 WELD                       UNITED STATES 0.00%
PLUG BUTTON 1.75X.75 OBLONG       UNITED STATES 0.00%
6R140 SHIPPING STRAP NUT          UNITED STATES 0.00%
BOLT&WSHR M6X18 HX PIL CON ADH 8  UNITED STATES 0.00%
SCREW 4.8X16 HC HI/LO SERR        UNITED STATES 0.00%
SCR & WASH M6X1X16 HEX HD PIL 9   UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SPG-TRANS CONV CL CONTR VLV       UNITED STATES 0.00%
PIN 4.75MMX12.2 PUSH NYLON        UNITED STATES 0.00%
NUT M10 HX PTM SPL 8              UNITED STATES 0.00%
SCREW M4.2X1.41X25 HEX WSHR HD TAP UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
VENT PLUG BLACK                   UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
DOOR CORNER PROTECTOR - BLACK VNYL UNITED STATES 0.00%
NUT&WASHER  M8X1.25 HEX SERR      UNITED STATES 0.00%
SCREW M8X14 HF 010                UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR & WASH M6 X 1.0 X 14 HEX HD   UNITED STATES 0.00%
NUT&WSHR M10 HX PTM CON 8         UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
BOLT M6X30 HF PIL 10              UNITED STATES 0.00%
CLIP 7.11 WRAPAROUND PUSH-IN(3POS) UNITED STATES 0.00%
PLUG BUTTON 38.0MM DIA            UNITED STATES 0.00%
RET-BRK PDL                       UNITED STATES 0.00%
SCR&WASH M8X1.25X19.HEX HD PLT   9 UNITED STATES 0.00%
SCREW M6X14 HF GRD 010            UNITED STATES 0.00%
DOOR PROTECTOR - FOAM BLOCK/WHITE UNITED STATES 0.00%
BOLT M6X90 HF 8                   UNITED STATES 0.00%
SCR 4.2 X 19 OVAL HD TAP          UNITED STATES 0.00%
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PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
DECAL-VEH NOISE EMISSION CONTROL  UNITED STATES 0.00%
NUT M6 X 1.00 U LOCK              UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
BOLT-6622 TO N806180-S  B75,77    UNITED STATES 0.00%
WT WHL BAL(CP 65G)                UNITED STATES 0.00%
BOLT&WSHR M6X12 HX NP CON 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT&WSHR M6X20 HX PIL 8          UNITED STATES 0.00%
BOLT-CH/GUIDE-RH TO 6049  C122    UNITED STATES 0.00%
TUBE-VENT-NYLON                   UNITED STATES 0.00%
6R140 SNAP RING 4.0MM-CUT STYLE 4 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WASHER M6X16 HEX HD CONL NP 8 UNITED STATES 0.00%
NUT - M8 X 1.25 HEX FLG           UNITED STATES 0.00%
BOLT M8X25 HF PIL 8               UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
NUT WELD THDLS 8 RD PIL 8         UNITED STATES 0.00%
DOOR EDGE GUARD 14" CLEAR PLASTIC UNITED STATES 0.00%
NUT&WSHR M6 HF PTM 8              UNITED STATES 0.00%
STRAP-82MM BUNDLING ADJUSTABLE    UNITED STATES 0.00%
PLT TRANS VLV RET                 UNITED STATES 0.00%
NUT RETAINER, 3/4 OCT COTTER PIN  UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
SE CWL TOP INR TO CWL SD LH       UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
6R140 SNAP RING 3.4MM-CUT STYLE 1 UNITED STATES 0.00%
PLUG BUTTON .75X1.00 OBLONG       UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
CVR-DR TR PNL RET (FLINT)         UNITED STATES 0.00%
SCREW&WSHR 4.2X1.41X13 HEX HD TAP UNITED STATES 0.00%
BOLT-6621 & 6B274 TO 6010 C122    UNITED STATES 0.00%
RET-TRANS CONTR VLV SPG           UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
WELDING ELECTRODE UNCOATED        UNITED STATES 0.00%
NUT&WSHR M8 HX CON 8              UNITED STATES 0.00%
CLP TRANS VLV PLG RET             UNITED STATES 0.00%
BRG CSFT MN INTERM UPR1 10%-T/TH C UNITED STATES 0.00%
OIL ENGINE, API SG, SAE 50 ASSEMBL UNITED STATES 0.00%
WASH 7/8 HELICAL SPG LK QR        UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT-6884 TO RR 6010     C029      UNITED STATES 0.00%
RING RET 8.6 TYPE E               UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT 4.2-6.8X20X0.8-4 SQ PUSH IN   UNITED STATES 0.00%
BOLT M8X20 HF PIL ADH 8           UNITED STATES 0.00%
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PLUG BUTTON .50 DIA               UNITED STATES 0.00%
PIN 0.250 X 1.22 PUSH NYLON       UNITED STATES 0.00%
LUBRICANT-RUBBER HOSE (PRPL MRPL) UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
BLCK PLASTIC AIJ PUSH PIN 3.45X.75 UNITED STATES 0.00%
FTG-TRANS SH ACTU CA              UNITED STATES 0.00%
CLP-TRANS CONTR LWR VLV BDY       UNITED STATES 0.00%
CLP-TRANS THROT VLV PLNG SLV      UNITED STATES 0.00%
SCREW M6.3X1.81X16.0 HEX WASH TAP UNITED STATES 0.00%
BOLT&WSHR M6X16 HX PIL CON 8      UNITED STATES 0.00%
SCR-M4.2X1.41X16 HEX WSHR HD TAP  UNITED STATES 0.00%
WT WHL BAL(CP 90G)                UNITED STATES 0.00%
SCR-4.2X1.41X19 HEX FLNG TAP      UNITED STATES 0.00%
PLUG 6X0.7-1.5 RD RBR             UNITED STATES 0.00%
SCR&WASH 5/16-18X.62 HEX HD       UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SCR #8-18X1.00 PAN HD TAP         UNITED STATES 0.00%
PUSH PIN 8.5X4.5-7 NYLON BLACK    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX GREY      UNITED STATES 0.00%
NUT M8 BOLT RETAINER PUSH ON      UNITED STATES 0.00%
CLIP 5/16 WIRHRNS PUSH IN         UNITED STATES 0.00%
WT WHL BAL(CP 75G)                UNITED STATES 0.00%
WT WHL BAL(CP 70G)                UNITED STATES 0.00%
SOLDER STICKS                     UNITED STATES 0.00%
4.6/5.4L EFI DECAL-GENERAL TAPE   UNITED STATES 0.00%
ORANGE CAP- OIL FILL CAP          UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT M6 WELD                       UNITED STATES 0.00%
WT WHL BAL(CP 85G)                UNITED STATES 0.00%
WT WHL BAL(CP 80G)                UNITED STATES 0.00%
SCR-#8-18X.62 PAN HD TAP          UNITED STATES 0.00%
SCREW - #8-32 X 0.62 OVAL HD T/R  UNITED STATES 0.00%
RIVET 1/8X.25 BLIND SPL HD        UNITED STATES 0.00%
SE CWL TOP INR PNL TO CWL SD PNL  UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SOLDER PASTE TIN BASED            UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 MAIN CNTRL ID TAG SPRING NUT UNITED STATES 0.00%
6R140 SHIM 5.15MM THICK- YELLOW   UNITED STATES 0.00%
6R140 SHIM 5.75MM THICK- BLUE     UNITED STATES 0.00%
GREASE-TRANS TORQUE CONVERTER NOSE UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SPCR-BRK MSTR CYL P/ROD           UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 SNAP RING 3.3MM-CUT STYLE 9 UNITED STATES 0.00%
6R140 SNAP RING-3.2MM-CUT STYLE 7 UNITED STATES 0.00%
TAPE - 1" WATER RESISTANT BLACK   UNITED STATES 0.00%
LUB-SYN RBR 1# JARS TOX#044089    UNITED STATES 0.00%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.00%
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GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESI        UNITED STATES 0.00%
SEALER, NON-EXPANDING, PUMPABLE, A UNITED STATES 0.00%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.00%
ADJ FRT SUSP UPR LT BLUE          UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/RED         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLACK/YELLOW     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED/BLUE         UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/ORANGE   UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/BLACK    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/RED      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/WHITE       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/ORANGE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLACK       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLUE        UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED              UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR WHITE            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GREEN       UNITED STATES 0.00%
ADJ-FRT SUSP UPR GRAY/PINK        UNITED STATES 0.00%
ADJ FRT SUSP UPR BLACK/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/BLACK      UNITED STATES 0.00%
ADJ FRT SUSP UPR GRAY             UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE           UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW           UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW/RED       UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/PINK       UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/YELLOW    UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GRAY        UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/WHITE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR PINK             UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/GREEN    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
6R140 SNAP RING 4.2MM-CUT STYLE 5 UNITED STATES 0.00%
6R140 SNAP RING 4.4MM-CUT STYLE 6 UNITED STATES 0.00%
6R140 SNAP RING 3.2MM-CUT STYLE 8 UNITED STATES 0.00%
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Part Description Manf. Country % Content of Total Vehicle
LUB-SURFACTANT(MERPOL)E190/230    UNITED STATES 0.00%
BRGCSHFT MN INTRM UPR3 10%-T/TH CN UNITED STATES 0.00%

US Vehicle Content 87.29%

Foreign Vehicle Content 12.71%
US Vehicle Content 87.29%
Total Vehicle Content 100.00%

Assumptions
*  Non-Ford manufacturing facilities are noted.
*  Percentages include prorated direct assembly labour, engineering costs, overhead, other costs, and profit.
*  Component material costs based on 2016 Bill of Material.
*  Costs are for vehicles pertaining to Starcraft Bus, div. Forest River, Inc. request. Content for other E-series
    vehicles could be different.
* E-series Vehicles are assembled at Ohio plant, USA

This document may contain confidential business information. It is being supplied with the understanding that it will not
be released to third parties, and that it will be used solely for the purpose of complying with the Buy America requirements 
 of federal law or other applicable content requirements.





jcavanah
Typewritten Text
Challenger Door

jcavanah
Typewritten Text
Cutting all materials to size, welding door frame, complete door assembly 
including installation of hardware and placing in shipping containers.





 

 

 

BUY AMERICA CERTIFICATION STATEMENT 

CERTIFICATE OF COMPLIANCE WITH 

SECTION 165 (b) (3) 

The Surface Transportation Assistance Act of 1982, as amended 
and the regulations of 49 C.F.R.  661.11 

 

Freedman Seating Company hereby certifies that it complies with the 
requirements of section 165(b)(3), of the Surface Transportation Assistance Act 
of 1982, as amended, and the regulations of 49 CFR 661.11. 
 
 

Freedman Feather Weight Seats Country of Origin 
% 

Domestic 

   

   

TOTAL WEIGHTED DOMESTIC COST CONTENT USA 
Minimum 

70% 

 
The final assembly point location is 4545 W. Augusta Blvd. Chicago, IL  60651 
 
 
 

 
_____________________________________ 
                                 Authorized Signature 

 

Date: 6.6.16 

 

4545 WEST AUGUSTA BLVD • CHICAGO, IL  •  60651 
PHONE: 773-524-2440 •  FAX:  773-252-7450 





















WEIGHT ANALYSIS

6/23/2016 2 4 WC 3 DB FOLDS 138 150-1 USA 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

E350 GAS 40 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

138 0.72 LEFT FRONT RIGHT FRONT 0.25 244

AXLE CAPACITIES 2904 1544 1360 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 165

4600 7800 11500 5473 2448 3025

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 48 150 34.78% 97.83 52.17 98 -55 71.01% -15.94 -39.06 MID DBL

MID DBL 93 -55 67.39% -17.93 -37.07 101 363 73.19% 97.33 265.67 DBL FOLD

0.00% 0.00 0.00 142 363 102.90% -10.52 373.52 DBL FOLD

0.00% 0.00 0.00 193 200 139.86% -79.71 279.71 WC

DBL FOLD 100 363 72.46% 99.96 263.04 0.00% 0.00 0.00

DBL FOLD 142 363 102.90% -10.52 373.52 0.00% 0.00 0.00

WC 193 200 139.86% -79.71 279.71 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 89.62 931.38 -8.85 879.85 1892.00

AXLE WEIGHTS 1544.00 2448.00 1360.00 3025.00 8377.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 1615.71 3488.79 5104.50 0.488

RIGHT 1333.25 4014.25 5347.50 0.512

FRT / REAR TOTALS 2948.96 7503.04 10452.00

AXLE CAPACITIES 4600 7800 11500

AVAILABLE CAPACITIES 1651.04 296.96 1048.00

Front Curbside Rear Curbside
Maximum Capacity 2300 Maximum Capacity 3900

Combined Front Combined Rear

2948.96 7503.04

4600 Maximum Capacity 7800 Maximum Capacity

Maximum Capacity 2300 Maximum Capacity 3900

Front Roadside Rear Roadside

2 4 WC 3 DB FOLDS 138 150-1 USA

DEALER

FUEL ADJ. AMT.

-61.00

1615.71

4014.25

3488.79

LEFT (ROADSIDE) RIGHT (CURBSIDE)

1333.25

AS BUILT 042787B

RLIFT RAISED FLOOR MID HI SEATS
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 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR 2 for PCID 1116A

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD E-350 138" 6.8L

CHASSIS FORD MOTOR CO U.S. 49.18
AIR CONDITIONING TRANS AIR U.S. 6.79
SEATS FREEDMAN U.S. 3.98
WHEELCHAIR LIFT BRAUN U.S. 5.04
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.41
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 1.17
EXTERIOR MIRRORS ROSCO U.S. 0.69

U.S.
U.S.
U.S.

68.26

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 7.66%
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Part Description Manf. Country % Content of Total Vehicle
CONV ASY(6.2L)                    MEXICO 1.64%
6.8L CYL/HEAD 2V ROUGH CASTING    MEXICO 1.61%
REAR LEAF SPRING - E350 C/A DRW   MEXICO 1.16%
6.8L CRANK/STL ROUGH EX GERLCH    CANADA 0.98%
6R140 E CLUTCH MODULE             CANADA 0.64%
6R140 OUTPUT SHAFT-4X4 SHORT      CANADA 0.54%
ROD & LNK ASY-STNG LKGE           CANADA 0.51%
6R1 6 PIN RAV CARRIER             CANADA 0.46%
SHFT & BRG ASY-TRANS MN           CANADA 0.44%
PMP & PLY ASY PWR STNG            GERMANY 0.38%
CLPR ASY FRT WHL BRK              MEXICO 0.32%
CLPR ASY FRT WHL BRK LH           MEXICO 0.32%
BALANCE SHAFT  6.8L  2V           CANADA 0.26%
CONTR ASY OCC RESTNT SYS          CANADA 0.22%
ACUM & HOS ASY A/C                CANADA 0.20%
6R140 HUB & SHAFT- S3             CANADA 0.18%
6R140 HUB ASSY- S2                CANADA 0.18%
SHK ABS ASY STNG                  BRAZIL 0.17%
WATER PUMP - ALL 6.8L             CANADA 0.15%
SPCR THROT BDY TO INTK MANF       CANADA 0.13%
6R140 INTERMEDIATE HUB SHAFT      CANADA 0.12%
COOL ASY TRANS OIL                CANADA 0.12%
BEL & RETR ASY FRT ST (DRVR)      MEXICO 0.11%
INS ASY-ENG FRT SUPT-LH           CANADA 0.09%
BRKT ASY TRANS MTNG RR            CHINA 0.08%
HOS ASY HTR                       MEXICO 0.07%
BRK & CL PDL & BRKT ASY           CANADA 0.07%
HOS ASY HTR                       MEXICO 0.07%
TENSIONER ASSEMBLY-ENG DRIV       CANADA 0.07%
CONTR ASY-FUL PMP DRV             MEXICO 0.06%
W/S ASY FRT DR                    CANADA 0.06%
W/S ASY DR OPG LH                 CANADA 0.06%
FLYWHEEL ASY 4R75W/5R110W B137    CANADA 0.05%
CAP ASY-RR BRG CAMSHAFT   6049    CHINA 0.05%
LOCK SET-IGN & 1 DR (2 KEYS)      MEXICO 0.05%
LAT & R/CONTR ASY FRONT LH DOOR   CANADA 0.04%
6R140 D CLUTCH PLATE- STEEL       CANADA 0.04%
6R140 SEPARATOR PLATE ALL MODELS  CANADA 0.04%
RESVR TUB & BRKT ASY PWR STNG     MEXICO 0.04%
SNS & BRKT ASY AIR BAG CTR        CANADA 0.04%
BMPR ASY FRT AX                   CHINA 0.04%
DEFL A/C COND AIR LWR             CANADA 0.03%
BMPR ASY RR AX (E350/450)         CHINA 0.03%
BEL DRV(AC)                       MEXICO 0.03%
ADJ ASY FRT ST SHLDR STRP GID     MEXICO 0.03%
HGE & CHK ASY FRT DR LWR          CANADA 0.03%
ASSIST HANDLE L/H MEDIUM FLINT    INDIA 0.03%
CAP ASSY-CAM & BAL SHFT BRG RR    CHINA 0.03%
LAT ASY HOD                       CANADA 0.03%
REAR SEAL RETAINER                MEXICO 0.03%
REINF ASY BRK PDL SUPT            CANADA 0.03%
SHL-FU/VPR STRG CNSTR             CANADA 0.03%
6R140 OIL PAN GASKET              MEXICO 0.02%
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BRKT FU/TNK GD                    CANADA 0.02%
HGE ASY FRT DR UPPER              CANADA 0.02%
SPKR ASY RADO RECV                CHINA 0.02%
IDLER ASSY   V8/V10      D109     CANADA 0.02%
WATER PUMP PULLEY-ALL EXCPT-696-  CANADA 0.02%
SENSOR ASY-CYL HEAD TEMP 2V       CHINA 0.02%
CA & HNDL ASY HOD LAT             MEXICO 0.02%
HOSE ASY-W/SHLD WSHR BOTTLE       MEXICO 0.02%
6R140 PARK PAWL ACTUATOR ROD      CANADA 0.02%
SE CWL TOP PNL TO HOD             CANADA 0.02%
BRKT FU/TNK GD                    CANADA 0.01%
RET ASY-FRT WHL HB GRSE           MEXICO 0.01%
CAP ASY-CCAM/BAL SHFT BR FRT-LH   CHINA 0.01%
PLATE-ENGINE REAR COVER           CANADA 0.01%
CONN-WATER OUTLET  ALL 2V D027E   CHINA 0.01%
SW ASY SPD CONTR & STP LP         GERMANY 0.01%
6R140 OUTPUT SHAFT (GRUNT) SEAL   MEXICO 0.01%
PROP ASY HOD SUPT                 CANADA 0.01%
CAP ASY-FRT BRG CAMSHAFT  6049    CHINA 0.01%
BRKT FU/TNK GD                    CANADA 0.01%
DEFL ASY RAD AIR SD RH            CANADA 0.01%
DEFL ASY RAD AIR SD LH            CANADA 0.01%
CAP ASSY-BAL SHFT BRG FRT-LH      CHINA 0.01%
6R140 MANUAL CONTROL LEVER OTR    CANADA 0.01%
ADHSV TOX#178271 (RED)            CANADA 0.01%
CAP-FRT HUB GREASE                CANADA 0.01%
STUD PIERCE M8X13 CNE 8           GERMANY 0.01%
EXT ASY-P/BRK CA                  MEXICO 0.00%
CVR-FU/VPR STRG CNSTR             CANADA 0.00%
NUT-STNG TIE ROD                  CANADA 0.00%
SLR-RTV HI-VIS 55 GAL DR  B097    CANADA 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
6R140 WASHER 2.9MM THICK- BLACK   CANADA 0.00%
6R140 WASHER 3.1MM THICK- YELLOW  CANADA 0.00%
BOLT M8X115 HF PIL 8              TAIWAN 0.00%
NUT M18X2.5 HEX FLNG P/T          CANADA 0.00%
SLR-RTV HI-VIS 5 GAL-50# PAILS    CANADA 0.00%
MAIN CONTROL TO CASE BOLT         TAIWAN 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
PIN-DOWEL  6049 TO 6010   C054    CANADA 0.00%
NUT #8-18 SPRING                  CANADA 0.00%
NUT M8 HF PTM 8                   CANADA 0.00%
BOLT M8X1.25X31 HEX FLNG PI       TAIWAN 0.00%
PLUG EXP CUP 11.4 STL             CANADA 0.00%
CAP HNDL I/S ASST ATT HLE         INDIA 0.00%
NUT 3/4 - 16 HEX                  CANADA 0.00%
NUT-M14X2.0 HEX LOCK P/T        10 CANADA 0.00%
6R140 LIGHTWEIGHT ALIGNMENT PIN   CANADA 0.00%
BOLT M6X16 HF PIL (LONGER)        TAIWAN 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M8 HF PTP 10                  CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

350-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
NUT-M8X1.25 V8/V10 D115 E580      CANADA 0.00%
6R140 RR BRG PLATE TO CARRIER BOLT TAIWAN 0.00%
6R140 WASHER 3.3MM THICK- WHITE   CANADA 0.00%
6R140 WASHER 3.5MM THICK- RED     CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M6 HF PTM 8                   CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
PIN-SHAFT RETAINING               CANADA 0.00%
BOLT- CBLR CYLINDER RETAINING     TAIWAN 0.00%
6R140 SPRING ROLL PIN 4X18 CLD    CANADA 0.00%
NUT&WSHR M6 HX CON 8              CANADA 0.00%
BOLT M6X20 HF PIL 8               TAIWAN 0.00%
PLUG EXP CUP 13.8 STL             CANADA 0.00%
NUT-M4.2 X 1.41 U P/T (J-CLIP)    CANADA 0.00%
6R140 WASHER 3.7MM THICK- BLUE    CANADA 0.00%
SLR RTV HI-VISC 30ML CARTRIDGE    CANADA 0.00%

Foreign Vehicle Content 12.60%

AX ASY RR LES WHL                 UNITED STATES 8.55%
LT225/75R16 MICHELIN LTX MS LRE BW UNITED STATES 7.05%
FR ASY A/P                        UNITED STATES 3.73%
CONV & PIP ASY EXH DU             UNITED STATES 3.20%
INTAKE - 6.8L 2-VALVE             UNITED STATES 1.99%
6.8L BLOCK-CASTING 2V/3V CIFUNSA  UNITED STATES 1.92%
RIM ASY-WHL (WHITE) 16X6 DRW      UNITED STATES 1.81%
TNK & SDR ASY FUL                 UNITED STATES 1.55%
PWR STEERING GEAR ASY             UNITED STATES 1.33%
DRV/SHT & CPL ASY                 UNITED STATES 1.29%
ST ASY FRT TR LH                  UNITED STATES 1.24%
WIR ASY ENG CONTR SNS             UNITED STATES 1.22%
PNL ASY I/PNL (FLINT)             UNITED STATES 1.16%
ALTERNATOR-225A                   UNITED STATES 1.03%
FRONT BUMPER - CHROME             UNITED STATES 0.89%
COL ASY STNG                      UNITED STATES 0.88%
EXHAUST MANIFOLD-RH   2V V10      UNITED STATES 0.85%
6R140 A/B MODULE- GAS             UNITED STATES 0.84%
HUB & BRK DRM ASY FRT WHL         UNITED STATES 0.82%
PROCS ASY ENG (N)                 UNITED STATES 0.81%
BATTERY ASSY (750 CCA) 78AH       UNITED STATES 0.80%
RADIATOR ASY - 6.8L GAS           UNITED STATES 0.78%
6R140 6.2L GAS CASE CASTING       UNITED STATES 0.75%
BST ASY BRK HYD                   UNITED STATES 0.73%
COMPR & CL ASY A/C                UNITED STATES 0.66%
CONTR & MOD ASY BRK ANTI/LK       UNITED STATES 0.65%
MFLR & OLET PIP ASY               UNITED STATES 0.60%
EVP & BLW ASY A/C                 UNITED STATES 0.58%
PAN ASY FRT FLR                   UNITED STATES 0.54%
GRL ASY RAD (CHROME)              UNITED STATES 0.49%
CLUS ASY INSTR                    UNITED STATES 0.49%
6R140 CLUTCH ASSY- GAS            UNITED STATES 0.47%
AX ASY FRT RH                     UNITED STATES 0.44%
AX ASY FRT LH                     UNITED STATES 0.44%
PNL ASY ENG CVR                   UNITED STATES 0.43%
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KIT SPDL FRT WHL                  UNITED STATES 0.42%
KIT SPDL FRT WHL LH               UNITED STATES 0.42%
PNL FRT DR I/S LH                 UNITED STATES 0.42%
WIR ASY MN                        UNITED STATES 0.42%
5.4L/6.8L 2-VALVE PISTON "E"      UNITED STATES 0.41%
IND ASY RADO RECV CONTR           UNITED STATES 0.41%
SUPT ASY RAD                      UNITED STATES 0.39%
WIR ASY ENG 2016(6.8L 2V E350)    UNITED STATES 0.39%
STR MTR DRV & RLY ASY(BSM V8/V10) UNITED STATES 0.36%
CYL ASY BRK MSTR LES P/RD         UNITED STATES 0.34%
WIR ASY RR LP                     UNITED STATES 0.34%
BDY & MTR ASY A/INTK CHG THROT    UNITED STATES 0.33%
FUEL INJECTOR - 6.8L 2V VN127     UNITED STATES 0.33%
CLPR ASY RR BRK MECH INTG P/BRK   UNITED STATES 0.31%
CLPR ASY RR BRK MECH INTG P/BRK LH UNITED STATES 0.31%
COND ASY A/C                      UNITED STATES 0.31%
SUPT ASY TRANS FRT PMP CONV STATR UNITED STATES 0.30%
MOD ASY DRV AIR BAG RESTNT        UNITED STATES 0.30%
MANF & C/OVR TUB ASY FU/INJ SPLY  UNITED STATES 0.29%
CL ASY FAN                        UNITED STATES 0.29%
SNS ASY EXH GAS O UNIV            UNITED STATES 0.29%
HD/LP ASY RH (AERO)               UNITED STATES 0.28%
HD/LP ASY LH (AERO)               UNITED STATES 0.28%
GL ASY W/SHLD                     UNITED STATES 0.28%
6R140 REVERSE PISTON              UNITED STATES 0.28%
CONTR ASY A/C                     UNITED STATES 0.27%
MAT ASY FRT FLR                   UNITED STATES 0.26%
HTR ASY                           UNITED STATES 0.26%
CHMB ASY-HTR PLNM                 UNITED STATES 0.26%
PNL ASY DASH                      UNITED STATES 0.26%
EXHAUST MANIFOLD (LH) 6.8L 2V     UNITED STATES 0.25%
ADJ ASY-VALVE LASH 6F093/6M099    UNITED STATES 0.24%
5.4/6.8L CONN/ROD ROUGH           UNITED STATES 0.24%
CAM COVER LH 6.8L 2V              UNITED STATES 0.23%
FRONT COIL SPRING                 UNITED STATES 0.23%
CAM COVER (RH) 6.8L 2V ECONOLINE  UNITED STATES 0.23%
PNT BDY EXT FIN (OXFORD WHITE C/C) UNITED STATES 0.23%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.23%
FR DR OPG                         UNITED STATES 0.22%
WIR ASY-FU/TNK SDR                UNITED STATES 0.22%
SHFT ASY STNG COL LWR             UNITED STATES 0.22%
MTR & LNK ASY W/WPR               UNITED STATES 0.22%
6.8 RH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
FRONT COVER - ALL 2V'S            UNITED STATES 0.22%
6.8 LH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
PNL ASY I/PNL CLUS OPG FIN        UNITED STATES 0.22%
FR DR OPG                         UNITED STATES 0.21%
ADPT OIL FLTR 6.8L   (CHINA)      UNITED STATES 0.20%
STEERING WHEEL W/ SPD CNTRL       UNITED STATES 0.20%
TUB ASY FUL & BRK                 UNITED STATES 0.20%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.20%
6R140 SOLENOID - MAIN CONTROL     UNITED STATES 0.20%
PNL ASY FRT DR TR LH              UNITED STATES 0.19%
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SHK ABS ASY RR                    UNITED STATES 0.19%
REINF-RAD GRL OPG PNL LWR         UNITED STATES 0.19%
SHFT ASY-STNG GR INTERM           UNITED STATES 0.19%
SHK ABS ASY                       UNITED STATES 0.19%
HOS & CLMP ASY RAD LWR            UNITED STATES 0.18%
A-OIL WITH ADDITIVE               UNITED STATES 0.18%
KIT - RADIO ASSORTMENT            UNITED STATES 0.17%
INS ASY BDY BLT SND UPR           UNITED STATES 0.17%
DAMPER ASSY-CRANK 6.8L            UNITED STATES 0.17%
UNLEADED GAS W/ 10% ETHANOL       UNITED STATES 0.17%
KIT FUL SYS CONV                  UNITED STATES 0.16%
PIP ASY MFLR INLT EXT             UNITED STATES 0.16%
BRKT ASY FUL TUB SUPT             UNITED STATES 0.16%
WHEEL NUT - BLACK                 UNITED STATES 0.16%
SNS ASY EXH GAS O LES LD          UNITED STATES 0.16%
ROCKER ARM ASY     6F093/6M099    UNITED STATES 0.16%
COOLANT-LONG LIFE CONCENTRATE     UNITED STATES 0.15%
BRA BAT SUPT                      UNITED STATES 0.15%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.15%
6R140 SOLENOID- MAIN CONTROL      UNITED STATES 0.15%
RSON & TUB ASY ENG AIR INTK       UNITED STATES 0.14%
CMPT & DR ASY GLV (FLINT)         UNITED STATES 0.14%
6R140 UPPER VALVE BODY- RAW       UNITED STATES 0.14%
6R140 LOWER VALVE BODY- RAW       UNITED STATES 0.14%
BAR ASY-RR STAB                   UNITED STATES 0.13%
PNL DR O/S                        UNITED STATES 0.13%
PAN ASSEMBLY - OIL 6.8L 2V/3V     UNITED STATES 0.13%
TUB ASY A/C COMPR TO COND         UNITED STATES 0.13%
FLNG ASY-TRANS OPUT SHFT          UNITED STATES 0.13%
6R140 OIL PAN                     UNITED STATES 0.13%
FAN ASY ENG COOL (6.8L)           UNITED STATES 0.12%
INS ASY-ENG FRT SUPT (6.8L)       UNITED STATES 0.12%
RADIUS ARM ASY FRT                UNITED STATES 0.12%
RADIUS ARM ASY FRT LH             UNITED STATES 0.12%
HOS ASY PWR STNG PRESS LN         UNITED STATES 0.12%
TIMING CHAIN- V8 / V10            UNITED STATES 0.12%
BDY TRANS FRT OIL PMP             UNITED STATES 0.12%
PNL HOD INR                       UNITED STATES 0.11%
CONTR ASY P/BRK                   UNITED STATES 0.11%
WIR ASY ENG BLK HTR               UNITED STATES 0.11%
OIL COOLER ASSY-ALL 6.8L          UNITED STATES 0.11%
PNL HOD                           UNITED STATES 0.11%
VALVE-EXHAUST N/A:HEAD/CAM ASY    UNITED STATES 0.11%
PNT BDY EXT FIN (E-COAT)          UNITED STATES 0.11%
SW ASY-TRN/SIG & W/WPR            UNITED STATES 0.11%
KIT-ENG VLV SPG RET & KEY         UNITED STATES 0.11%
MAIN BEARING CAP - ROUGH          UNITED STATES 0.11%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.11%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
ABS-BDY BLT LWR                   UNITED STATES 0.10%
PANEL ROOF                        UNITED STATES 0.10%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.10%
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SNS ASY-ENG ELETR CONTR MS AIR FLO UNITED STATES 0.10%
BLKHD ASY TRANS WIR CONN          UNITED STATES 0.10%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
REINF-RAD GRL OPG PNL UPR         UNITED STATES 0.10%
CMPT ASY STWG (FLINT)             UNITED STATES 0.10%
RET ASY-BDY BLT ABS LWR           UNITED STATES 0.09%
HIGH ACTIVITY ACTIVATED CARBON    UNITED STATES 0.09%
PIP ASY FU/TNK FILL               UNITED STATES 0.09%
OIL PUMP LESS SCRN&COVER 2V       UNITED STATES 0.09%
HOS ASY PWR STNG PRESS LN LH      UNITED STATES 0.09%
SUPT ASY-FU/TNK                   UNITED STATES 0.09%
CVR ASY I/PNL STNG COL OPG        UNITED STATES 0.09%
BRKT ASY FU/VPR STRG CNSTR        UNITED STATES 0.09%
6R140 3 PINION FRONT CARRIER BODY UNITED STATES 0.09%
6R140 LONG PINION BLANK           UNITED STATES 0.09%
6R140 ROOSTER COMB                UNITED STATES 0.08%
CONT ASY-AIR BAG SLD              UNITED STATES 0.08%
PNL CWL TOP INR                   UNITED STATES 0.08%
GSKT-INT MFLD TO 6049  6.8L 2V    UNITED STATES 0.08%
HOS PWR STNG RTN LN UPR           UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
FRONT STABILIZER BAR /DRW (YELLOW) UNITED STATES 0.08%
SUPT-FU/TNK                       UNITED STATES 0.07%
BRKT ASY ENG ELETR CONTR PROCS    UNITED STATES 0.07%
TUB ASY FU/TNK TO CVR & FUL LN    UNITED STATES 0.07%
LVR ASY TRANS GR SH               UNITED STATES 0.07%
SHLD ASY EXH SYS FRT              UNITED STATES 0.07%
KIT-CMP WIR                       UNITED STATES 0.07%
PNL CWL TOP                       UNITED STATES 0.07%
TUBE ASY- HTR WTR UNDERBODT       UNITED STATES 0.07%
REG ASY FRT DR WDO LH             UNITED STATES 0.07%
PLR ASY FRT BDY INR LH            UNITED STATES 0.07%
PLR ASY FRT BDY INR               UNITED STATES 0.07%
6R140 E HUB MODULE                UNITED STATES 0.07%
BRKT & INS ASY-MFLR/O/P FRT RH    UNITED STATES 0.07%
PLT ASY BK DR NM (E350 /SUPER DTY) UNITED STATES 0.07%
6R1 6 PIN RAV SUPPORT PLATE       UNITED STATES 0.07%
6R140 SPEED SENSOR                UNITED STATES 0.07%
RING-PIS.COMPRESS UPPER :6100     UNITED STATES 0.07%
WIR ASY D/PNL HD/LP JCT           UNITED STATES 0.07%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.07%
PDL & SNS ASY ACEL                UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
INS ASY D/PNL SND                 UNITED STATES 0.07%
PIN - PISTON    ALL 6100 ASSYS    UNITED STATES 0.06%
SHRD FAN                          UNITED STATES 0.06%
CYLINDER HEAD BOLT                UNITED STATES 0.06%
TNK ASY RAD SPLY                  UNITED STATES 0.06%
GL ASY-FRT DR WDO                 UNITED STATES 0.06%
RUN ASY DR GL LH                  UNITED STATES 0.06%
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PRE-TREATMENT CHEMICALS           UNITED STATES 0.06%
TUB ASY A/C EVP OLET              UNITED STATES 0.06%
APR ASY FRT FNDR FRT LH           UNITED STATES 0.06%
FLTR & SE ASY TRANS OIL           UNITED STATES 0.06%
HOS ASY-RR WHL BRK LH             UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN RH      UNITED STATES 0.06%
OIL ENGINE ILSAC GF-5 SAE 5W-30   UNITED STATES 0.06%
GEAR-BALANCE SHAFT 6.8L           UNITED STATES 0.06%
ARM & PVT SHFT ASY W/WPR MTNG     UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN LH      UNITED STATES 0.06%
EXT ASY MFLR OLET PIP             UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
RESVR & MTR ASY W/WSHR            UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
LNK ASY-FRT STAB BAR              UNITED STATES 0.06%
GASKET EXH MFLD(RR) V8/V10        UNITED STATES 0.06%
6R140 D CLUTCH FRICTION PLATE     UNITED STATES 0.06%
TUB TRANS OIL LVL IND             UNITED STATES 0.05%
BRKT & VLV ASY FU/VPR MGT         UNITED STATES 0.05%
6R140 SPANNER NUT SHORT           UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
VISOR ASY-LH GREY VINYL           UNITED STATES 0.05%
6R140 PINION                      UNITED STATES 0.05%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.05%
SHLD ASY EXH SYS FRT              UNITED STATES 0.05%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.05%
BSHG-CONN ROD   ALL 6200          UNITED STATES 0.05%
GASKET EXH MFLD(FRONT) 6.8L 2V    UNITED STATES 0.05%
BRKT ASY FRT ROD                  UNITED STATES 0.05%
BRKT ASY FRT R ARM LH             UNITED STATES 0.05%
COOL ASY PWR STNG OIL             UNITED STATES 0.05%
INS ASY-BDY BLT UPR SND           UNITED STATES 0.05%
ARM-STNG GR PTMN                  UNITED STATES 0.05%
CARDBOARD DOOR PANEL              UNITED STATES 0.05%
ARM ASY W/WPR                     UNITED STATES 0.05%
SHLD ASY-BDY MT HT RH             UNITED STATES 0.05%
HOS & CLMP ASY RAD UPR            UNITED STATES 0.05%
PIP ASY-OIL FILL                  UNITED STATES 0.05%
BSE & CA ASY-RADO ANT             UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L LH    UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L RH    UNITED STATES 0.05%
REINF-BDY LK PLR RH               UNITED STATES 0.05%
CA & CONDU ASY P/BRK RR           UNITED STATES 0.05%
VALVE-INTAKE  N/A:HEAD/CAM ASY    UNITED STATES 0.05%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
TENSIONER-TIMING CHAIN LH C130    UNITED STATES 0.04%
SPARK PLUG ASSY -SOME  2V         UNITED STATES 0.04%
REINF-BDY LK PLR LH               UNITED STATES 0.04%
TENSIONER-TIMING CHAIN RH C138    UNITED STATES 0.04%
HEATER ASSY ENGINE BLOCK          UNITED STATES 0.04%
WINDSHIELD URETHANE ADHESIVE      UNITED STATES 0.04%
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HOS ASY FRT WHL BRK               UNITED STATES 0.04%
HOS ASY-FRT WHL BRK LH            UNITED STATES 0.04%
6R140 INTERM CLUTCH FRICTION PLT  UNITED STATES 0.04%
U-BOLT M16X2.0X109/241            UNITED STATES 0.04%
OIL PAN GASKET - 6.8L 2V/3V       UNITED STATES 0.04%
INS ASY D/PNL SND                 UNITED STATES 0.04%
PLR ASY-BDY LK INR                UNITED STATES 0.04%
SEP-FU/VPR                        UNITED STATES 0.04%
LONG PIN SHFT 6R140 RAV           UNITED STATES 0.04%
HRN & SUPT ASY                    UNITED STATES 0.04%
CNE & RLR ASY-FRT WHL OTR BRG     UNITED STATES 0.04%
INS ENG HSG SND (GAS)             UNITED STATES 0.04%
TUB ASY A/C COND TO EVP           UNITED STATES 0.04%
BEARING CONNECTING ROD    6100    UNITED STATES 0.04%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.04%
LINK ASY-STAB BAR REAR            UNITED STATES 0.04%
TUB ASY-FRT WHL BRK RH            UNITED STATES 0.04%
DEFL ASY A/C COND AIR UPR         UNITED STATES 0.04%
CUTAWAYS, PAINT SEALER KIT SHEET  UNITED STATES 0.04%
KIT OWNR GID MATL (U.S./ENGLISH)  UNITED STATES 0.04%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.04%
INSERT-V/SEAT-INTAKE PI (6049)    UNITED STATES 0.04%
HOS ASY RR WHL BRK                UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.04%
CA ASY TRANS SH                   UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
REFRIGERANT R134A                 UNITED STATES 0.04%
INS & RET ASY-ENG RR SUPT         UNITED STATES 0.04%
6R140 REAR CLTCH PRESS PLT        UNITED STATES 0.04%
PLR ASY QTR LK UPR OTR            UNITED STATES 0.04%
BLD ASY-W/WPR                     UNITED STATES 0.04%
CLEAR PLASTIC CUTAWAY SHEETING    UNITED STATES 0.04%
STEP ASY-RNG BD RH                UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK           UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK LH        UNITED STATES 0.04%
CA ASY P/BRK RR LH                UNITED STATES 0.04%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.04%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.04%
6R140 B CLUTCH SUN GEAR BLANK     UNITED STATES 0.04%
CAP-BATTERY TERMINAL ACCESS       UNITED STATES 0.03%
RING- PIS.COMPRESS LWR :6100      UNITED STATES 0.03%
CNE & RLR ASY-RR AX DIFF BRG      UNITED STATES 0.03%
HOS ASY-BRK PRESS CONTR VLV INLT  UNITED STATES 0.03%
6R140 D CLUTCH PRESSURE PLATE     UNITED STATES 0.03%
6R140 SUN GEAR BLANK              UNITED STATES 0.03%
NOZ ASY-HTR W/SHLD DEF            UNITED STATES 0.03%
SHKL ASY-RR SPG                   UNITED STATES 0.03%
6R140 OUTPUT SHAFT BEARING R3     UNITED STATES 0.03%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.03%
STEP ASY-RNG/BOARD LH             UNITED STATES 0.03%
BRKT ASY-ENG FRT SUPT LH          UNITED STATES 0.03%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.03%
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HYDRAULIC BRAKE FLUID / DOT 3     UNITED STATES 0.03%
VALVE GUIDE  (ALL 6049/6050-2V)   UNITED STATES 0.03%
SEAL ASY-VLV STEM  :M6049/6050    UNITED STATES 0.03%
DOWEL-MN BRG CAP TO BLOCK:6010    UNITED STATES 0.03%
PLT ASY-FRT DR SCF LH             UNITED STATES 0.03%
BRKT-ENG FRT                      UNITED STATES 0.03%
HSG ASY-IGN CIL                   UNITED STATES 0.03%
CVR ASY PASS AIR BAG OPG          UNITED STATES 0.03%
REINF FRT FNDR FRT                UNITED STATES 0.03%
REINF FRT FNDR FRT LH             UNITED STATES 0.03%
6R140 THRUST BRG T1, T2 & T5      UNITED STATES 0.03%
PAINT SOLVENTS                    UNITED STATES 0.03%
KIT-RADIO ANTENNA (32" MAST)      UNITED STATES 0.03%
MLDG ASY W/SHLD O/S TOP           UNITED STATES 0.03%
INSERT-V/SEAT-EXH 6049            UNITED STATES 0.03%
PLT-RR SPG CLMP UPR               UNITED STATES 0.03%
FUEL CAP-BLACK "GASOLINE/E0-15"   UNITED STATES 0.03%
TUB ASY-FRT WHL BRK LH            UNITED STATES 0.03%
REINF FRONT DR HINGE ON DR        UNITED STATES 0.03%
SE ASY-TRANS FRT PMP OIL          UNITED STATES 0.03%
ABS-BDY BLT LWR                   UNITED STATES 0.03%
HNDL ASY FRT DR O/S LH            UNITED STATES 0.03%
PLT ASY-TRANS CONTR VLV BDY SEP   UNITED STATES 0.03%
SW & BZL ASY HD/LP                UNITED STATES 0.03%
BOLT&WSHR-M12X1.75X122.5HEX HD CON UNITED STATES 0.03%
PCV TUBE                          UNITED STATES 0.03%
SPROCKET-CR/SHAFT 1 PC   C126W    UNITED STATES 0.03%
APR ASY FRT FNDR FRT              UNITED STATES 0.03%
BRG ASY-TRANS OIL PMP             UNITED STATES 0.03%
6R140 FRONT CARRIER PINION SHAFT  UNITED STATES 0.03%
SCR/CVR ASSY-O/PUMP 6.8L          UNITED STATES 0.03%
VENTURI - AIR INTAKE              UNITED STATES 0.03%
CA ASY P/BRK FRT                  UNITED STATES 0.03%
RET ASY-FRT DR GL LK SD           UNITED STATES 0.03%
SE ASY HOD FRT OPG                UNITED STATES 0.03%
BRKT-FRT AX PVT LH                UNITED STATES 0.03%
ADJ-FRT SUSP UPR DARK BLUE        UNITED STATES 0.03%
CONN ASY-IGN CIL                  UNITED STATES 0.03%
GR-TRANS FRT PLNT SUN             UNITED STATES 0.03%
WIR ASY ENG CONTR SNS EXT         UNITED STATES 0.02%
SPCR FU/TNK BRA                   UNITED STATES 0.02%
W/S ASY FRT DR GL @ BEL O/S LH    UNITED STATES 0.02%
CVR-ENG A/CLNR OTR                UNITED STATES 0.02%
INS ASY BDY BLT SND UPR           UNITED STATES 0.02%
6R140 RR CARR PINION-AFTER PEEN   UNITED STATES 0.02%
SHRT PINION SHAFT 6R140 RAV CARR  UNITED STATES 0.02%
EXT ASY-FRT FLR RR C/M LH         UNITED STATES 0.02%
CVR ASY BAT                       UNITED STATES 0.02%
PANEL-ROOF HEADER(CUTAWAY)        UNITED STATES 0.02%
PNL W/SHLD HDR OTR                UNITED STATES 0.02%
FILL ASY DR WDO OPG FRT           UNITED STATES 0.02%
BOLT&RET M18X126 HF 10            UNITED STATES 0.02%
MIR ASY RV I/S                    UNITED STATES 0.02%
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BOOT SPARK PLUG                   UNITED STATES 0.02%
SPROCKET-CAMSHAFT LH 6.8L 2-V     UNITED STATES 0.02%
TUB & BRKT ASY-OIL LVL IND 6.8L 2V UNITED STATES 0.02%
GR-TRANS FRT PLNT PNON            UNITED STATES 0.02%
RSTR ASY-LT SW RHST               UNITED STATES 0.02%
TUB ASY HTR WTR OLET              UNITED STATES 0.02%
6R140 PARK PAWL                   UNITED STATES 0.02%
TUB ASY CRKC VEN                  UNITED STATES 0.02%
SEAL ASY STNG COL OPENING         UNITED STATES 0.02%
ELEM ASY-CARB A/CLNR              UNITED STATES 0.02%
SPROCKET-CAMSHAFT RH 5.4/6.8 2V   UNITED STATES 0.02%
COP SEC WIRE(REG INSUL)           UNITED STATES 0.02%
REINF-BDY SD RR FILL LH           UNITED STATES 0.02%
6R1 RAV LNG NDL BRG               UNITED STATES 0.02%
MLDG ASY W/SHLD GARN SD LH        UNITED STATES 0.02%
6R140 MAIN CONTROL KIT            UNITED STATES 0.02%
C-LAM ASSY - COP                  UNITED STATES 0.02%
TRANS VENT HOSE                   UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
T-LAM ASSY - COP                  UNITED STATES 0.02%
BOLT&RET M12X40 HF PIL DUAL 10    UNITED STATES 0.02%
WIR ASY DR LK FD                  UNITED STATES 0.02%
HOS ASY FU/VPR VEN                UNITED STATES 0.02%
STUD M10X22+M10X15 RD PTM HITEMP  UNITED STATES 0.02%
DEFL ASY CWL VEN                  UNITED STATES 0.02%
RSTR ASY-IGN CIL                  UNITED STATES 0.02%
6R140 REAR OUTPUT SHAFT WASHER    UNITED STATES 0.02%
BRKT ASY-RAD SUPT UPR RH          UNITED STATES 0.02%
RL-RF SD OTR RH                   UNITED STATES 0.02%
RL-RF SD OTR LH                   UNITED STATES 0.02%
RET FRT STAB BAR TO AX            UNITED STATES 0.02%
VLV TRANS LUB CONTR               UNITED STATES 0.02%
HOOD HINGE ASY R/H                UNITED STATES 0.02%
6R140 INTERIM CLUTCH TUBE         UNITED STATES 0.02%
SHIPPING CONTAINER BOX BOTTOM     UNITED STATES 0.02%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.02%
HGR & INS ASY-MFLR OLET PIP       UNITED STATES 0.02%
INCOMPLETE VEHICLE MANUAL 2016 MY UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
THERMOSTAT ASSY-WATER V8 D027E    UNITED STATES 0.02%
PNL W/WPR MTNG                    UNITED STATES 0.02%
1330 TRAY - AIR CLNR              UNITED STATES 0.02%
6R140 PARK PAWL ABUTMENT PLATE    UNITED STATES 0.02%
6R140 SUN GR FACE GRIND AT C&B    UNITED STATES 0.02%
HOOD HINGE ASY L/H                UNITED STATES 0.02%
CAP ASY RADO IGN INTFER           UNITED STATES 0.02%
CVR-CARB A/CLNR INR               UNITED STATES 0.02%
CLAMP ASY-ENG AIR CLEANER         UNITED STATES 0.02%
SEGMENT-PSTN UPR OIL CTRL RING    UNITED STATES 0.02%
6R140 AUX TRANS OPUT SHFT BRG     UNITED STATES 0.02%
WIR ASY WDO REG FRT DR LH         UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
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SHLD FRT FNDR APR SPLS RH         UNITED STATES 0.02%
SHLD FRT FNDR APR SPLS LH         UNITED STATES 0.02%
BOLT-CONNECTING ROD   ALL 6200    UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR LH        UNITED STATES 0.02%
ADJ-FRT SUSP UPR LT BLUE/YELLOW   UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR RH        UNITED STATES 0.02%
KIT-FUEL TANK TRANSIT             UNITED STATES 0.02%
RET-FRT DR SE                     UNITED STATES 0.02%
EXT FRT FLR RR C/M                UNITED STATES 0.02%
BRKT FU/VPR STRG CNSTR            UNITED STATES 0.02%
INS-FRT SUSP SPG LWR              UNITED STATES 0.02%
6R140 SUN GEAR- AFTER PEENING     UNITED STATES 0.02%
BRKT-STNG SHK ABS RH              UNITED STATES 0.02%
REINF FRT DR AT BELT R&L          UNITED STATES 0.02%
BRKT WIR                          UNITED STATES 0.02%
FRT DR INTRUSION BEAM             UNITED STATES 0.02%
W/S ASY DR GL @ BEL I/S           UNITED STATES 0.02%
VLV-TRANS MN OIL PRESS REG        UNITED STATES 0.01%
INS FRT FLR PAN CTR HT            UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
BOLT-M20X2.5X208.7HEX FLNG HD SHLD UNITED STATES 0.01%
6R140 INT CLUTCH THRUST BRG T6    UNITED STATES 0.01%
6R140 D CLUTCH THRUST BEARING T7  UNITED STATES 0.01%
BOLT-CR/SHFT MN BRG CAP (6010)    UNITED STATES 0.01%
STUD-9430/9431 T0 6049-COL.D35    UNITED STATES 0.01%
6R1 RAV SHRT NDL BRG              UNITED STATES 0.01%
REINF-FRT FLR SD INR SL RH        UNITED STATES 0.01%
REINF-FRT FLR SD INR SL LH        UNITED STATES 0.01%
VLV-TRANS CONTR MAN               UNITED STATES 0.01%
72MMX55M 3-M PERF PLS 8979-S(BLUE) UNITED STATES 0.01%
SCREW M10X28.5 PN TI PIL 010      UNITED STATES 0.01%
IND ASY-TRANS OIL LVL             UNITED STATES 0.01%
CUP DR I/S HNDL                   UNITED STATES 0.01%
STUD M10X53+M10X15 P/T            UNITED STATES 0.01%
D WAVE SPRING                     UNITED STATES 0.01%
TRY ASY-BAT                       UNITED STATES 0.01%
SEAL- RR CRANKSHAFT               UNITED STATES 0.01%
BRKT FRT LIC PLT MTNG             UNITED STATES 0.01%
REINF ASY DR O/S BEL              UNITED STATES 0.01%
6R140 CENTER SUPPORT SNAP RING    UNITED STATES 0.01%
GUIDE-TIMING CHAIN RH     C124    UNITED STATES 0.01%
SEALER-EXPNDBL-PMPBL-VINYL        UNITED STATES 0.01%
PLUG-CUP STAINLESS STEEL :6010    UNITED STATES 0.01%
STUD/WSHR 6C086 TO 6049   C170    UNITED STATES 0.01%
BRKT-MFLR INLT PIP SUPT           UNITED STATES 0.01%
6R140 THRST BRG T11 & T12         UNITED STATES 0.01%
SPCR-PSTN O/CTRL RING SEG:6100    UNITED STATES 0.01%
BRKT-FRT AX PVT RH                UNITED STATES 0.01%
CVR I/PNL RADO OPG                UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER RH  C138    UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER LH  C130    UNITED STATES 0.01%
GUIDE-TIMING CHAIN LH  C122       UNITED STATES 0.01%
SENSOR ASY-CR/SHFT (HDR) D093L    UNITED STATES 0.01%
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OIL FILTER ASSY                   UNITED STATES 0.01%
BOLT M12X100 HF PIL ADH 10        UNITED STATES 0.01%
BOLT&WASH-M14X2.0X133.5HEX PIL SPL UNITED STATES 0.01%
BLT ASY-CR/SHFT MN BR CAP-SIDE    UNITED STATES 0.01%
RC-TRANS SUN GR THRS BRG RR       UNITED STATES 0.01%
RING-IGN PULSE C/S SENSOR C140    UNITED STATES 0.01%
6R140 FORWARD CLUTCH WAVE PLATE   UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
CTNR I/PNL STRG                   UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL          UNITED STATES 0.01%
BRACKET-ALTERNATOR SUPPORT        UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
6R1 RAV THRUST BRG                UNITED STATES 0.01%
6R140 D CLUTCH RR CARR BRG T10    UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
WASHER - SHORT 6R140 RAV CARRIER  UNITED STATES 0.01%
SENSOR-CAMSHFT TIMING (CTS)D107   UNITED STATES 0.01%
PNL ASY BDY LK PLR I/S FIN UPR    UNITED STATES 0.01%
EXT ASY FRT FNDR APR FRT          UNITED STATES 0.01%
SHLD ASY FU/TNK                   UNITED STATES 0.01%
BOLT M16 X 2.0 X 53.0 HEX FLNG    UNITED STATES 0.01%
GASKET-OIL FILTER ADAPTOR         UNITED STATES 0.01%
MAGNET IGNITION COIL              UNITED STATES 0.01%
PLG-TRANS VLV RET                 UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR RH   UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR LH   UNITED STATES 0.01%
BOBBIN-IGNITION COIL SECONDARY    UNITED STATES 0.01%
PLG TRANS SOL                     UNITED STATES 0.01%
NUT M16 HF PTM 10                 UNITED STATES 0.01%
SW ASY-CURT LP (FRNT DR)          UNITED STATES 0.01%
6R140 MANUAL CONTROL LEVER SHAFT  UNITED STATES 0.01%
CIBA EPOXY RESIN-COP              UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL LH       UNITED STATES 0.01%
PNL ASY-CWL SD TR RH              UNITED STATES 0.01%
HOOD LATCH STRIKER                UNITED STATES 0.01%
BOLT&WSHR M18X133 HF NP CTP 10    UNITED STATES 0.01%
CAP ASY-PRESS RLEF VLV            UNITED STATES 0.01%
INS - RAD SUPT LWR (GAS)          UNITED STATES 0.01%
REINF FRT FLR CS RR MBR           UNITED STATES 0.01%
SHLD FRT BRK DSC                  UNITED STATES 0.01%
SHLD FRT BRK DSC LH               UNITED STATES 0.01%
VLV ASY-TRANS BYP CL CONTR        UNITED STATES 0.01%
BRKT-BRK BST SUPT MTNG            UNITED STATES 0.01%
BOLT MJ14X110 HF NP ADH SPL 10    UNITED STATES 0.01%
BRA ASY-BAT SUPT RH               UNITED STATES 0.01%
VLV TRANS CL D2 REG               UNITED STATES 0.01%
BOLT/WSHR-ATT OILPAN B109,C178    UNITED STATES 0.01%
IND ASY OIL LVL                   UNITED STATES 0.01%
BRKT ASY P/BRK CA RR LH           UNITED STATES 0.01%
INS ASY-RR SHK ABS UPR MTG        UNITED STATES 0.01%
INS-RR STAB BAR                   UNITED STATES 0.01%
6R140 TFT SENSOR MAIN CONTROL     UNITED STATES 0.01%
REINF FRT DR AT BELT LH           UNITED STATES 0.01%
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BLT&WSHR M12X149 HEX ADH PIL CNE 9 UNITED STATES 0.01%
WIR ASY A/C JMPR                  UNITED STATES 0.01%
WIR ASY INTR LP                   UNITED STATES 0.01%
INS ASY STAB BAR                  UNITED STATES 0.01%
SHLD-FRT DR TR WTR LH             UNITED STATES 0.01%
SE-TRANS FRT PMP SUPT             UNITED STATES 0.01%
SWITCH-OIL PRESS SENDER -6.8L     UNITED STATES 0.01%
STRKR ASY-FRT DR LAT              UNITED STATES 0.01%
VLV TRANS CL B REG                UNITED STATES 0.01%
BRG CSFT MN LWR GR 2 - T/TH COUNT UNITED STATES 0.01%
VLV TRANS CL C REG                UNITED STATES 0.01%
BOLT M16X40 HF ADH 10             UNITED STATES 0.01%
PNL ASY-CWL SD TR LH              UNITED STATES 0.01%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.01%
6R140 OIL PUMP SEAL               UNITED STATES 0.01%
6R140 PUMP SEAL                   UNITED STATES 0.01%
HNDL ASY FRT DR WDO REG           UNITED STATES 0.01%
6R140 MAIN CONTROL DAMPER         UNITED STATES 0.01%
WIRE ASSY(JUMPER)2016 VN127       UNITED STATES 0.01%
6R140 ANTI FRETTING RING          UNITED STATES 0.01%
6R140 FRONT CARRIER NEEDLE BEARING UNITED STATES 0.01%
BRKT RAD GRL PNL END              UNITED STATES 0.01%
6R140 D CL SUN GEAR THRUST BRG T8 UNITED STATES 0.01%
VLV-TRANS FWD CL CONTR            UNITED STATES 0.01%
VLV-TRANS CONV CL CONTR           UNITED STATES 0.01%
VLV TRANS CL CONTR PRESS REG      UNITED STATES 0.01%
THRUST WASHER-UPPER (T/TH COUNT)  UNITED STATES 0.01%
PLT ASY-TRANS FRT                 UNITED STATES 0.01%
VACUUM HARNESS - 2V ECONO(5.4,6.8) UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
6R1 RAV LNG SHAFT WSHR            UNITED STATES 0.01%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.01%
RET-RR STAB BAR TO AXLE           UNITED STATES 0.01%
6R140 T3 BEARING                  UNITED STATES 0.01%
STUD M12X1.75X1.75X68 RND SHLDR   UNITED STATES 0.01%
PLUG-CUP STNLS STEEL 6010/6049    UNITED STATES 0.01%
BOND ASSY-RADO FREQ INTF SUPPRESS UNITED STATES 0.01%
NUT M12 HF PTP 10                 UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
SEAL-CR/SHAFT FRT OIL    D087     UNITED STATES 0.01%
NUT & WASHER - M10 X 1.5 HEX P/T  UNITED STATES 0.01%
6R1 OIL SLINGER PLATE             UNITED STATES 0.01%
MAIN CONTROL ASSY BOLT            UNITED STATES 0.01%
PCV VALVE-5.4/6.8L 2V             UNITED STATES 0.01%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.01%
VLV TRANS OIL COOL                UNITED STATES 0.01%
BOLT-6884 TO 6010/INT TO 6049     UNITED STATES 0.01%
BRKT-TRANS K/DWN CA               UNITED STATES 0.01%
SLINGER-CR/SHFT RR OIL   B129     UNITED STATES 0.01%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.01%
CVR ASY RV O/S MIR MTNG HLE LH    UNITED STATES 0.01%
BRG CSHAFT MN UPR GR 2- T/TH COUNT UNITED STATES 0.01%
BRKT-AUX A/C MTNG                 UNITED STATES 0.01%
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TUBE ASSY-HEATER WATER    A129    UNITED STATES 0.01%
VLV TRANS CL COOL FLO CONTR       UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
6R140 SQUISHY TUBE- CENTER SUPT   UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
ISLT ASY-ENG A/CLNR               UNITED STATES 0.01%
BON ASY RADO FREQ INTFER SPRS     UNITED STATES 0.01%
SHRD STNG COL                     UNITED STATES 0.01%
SCR M8X1.25X30 HEX FLNG PNT CLR TR UNITED STATES 0.01%
VLV-TRANS CONV REG                UNITED STATES 0.01%
BOLT M12X1.75X33 TWELVE PT PIL 12 UNITED STATES 0.01%
BLT-CAM CAPS FRT/RR TO 6049/50    UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE      UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE LH   UNITED STATES 0.01%
INS FRT FLR PAN CTR HT LH         UNITED STATES 0.01%
SHRD STNG COL INR                 UNITED STATES 0.01%
REINF FRT DR I/S PNL RR           UNITED STATES 0.01%
NUT-M20X2.5 HEX FLNG LOCK  P/T    UNITED STATES 0.01%
6R1 RAV THRUST WSHR               UNITED STATES 0.01%
REINF DR O/S PNL RR               UNITED STATES 0.01%
BRKT-WIRE RETENTION 6.8L 2V       UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
RET FRT SPG MTNG                  UNITED STATES 0.01%
RET-FRT SPG MTNG LWR              UNITED STATES 0.01%
LONG SPACER 6R140 RAV CARRIER     UNITED STATES 0.01%
NUT-EXH MFLDS TO 6049:D163/167    UNITED STATES 0.01%
VLV-TRANS CONTR SLAV              UNITED STATES 0.01%
6R140 FRONT CARRIER THRUST WASHER UNITED STATES 0.01%
SHLD ASY FRT FNDR SPLS LH         UNITED STATES 0.01%
CLIP-25.4-25.4 WRAPAROUND B/MT    UNITED STATES 0.01%
6R140 PARK PAWL SHAFT PLUG        UNITED STATES 0.01%
NUT&RETAINER-M14- 2.0 HEX FLNG P/T UNITED STATES 0.01%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.01%
6R140 INPUT SHAFT BEARING T3      UNITED STATES 0.01%
6R140 SOLENOID HOLD DOWN BRACKET  UNITED STATES 0.01%
INSULATOR  SHOCK ABSORBER         UNITED STATES 0.01%
SHLD ASY BDY MT HT RH             UNITED STATES 0.01%
VLV TRANS DRN BK(ANTI DRN BK)     UNITED STATES 0.01%
BOLT-LIFTING EYE TO 6049  D175    UNITED STATES 0.01%
SE FRT FLR PAN                    UNITED STATES 0.01%
BRKT ASY FRT FNDR MTNG FRT        UNITED STATES 0.01%
NUT&RET M10X1.5X80.0 DUAL HEX     UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
6R140 SHIM 5.45MM THICK- GREEN    UNITED STATES 0.00%
PLUG BUTTON 1.00X2.00 OBLONG      UNITED STATES 0.00%
PLT ASY CWL TOP PNL ACC HLE CVR   UNITED STATES 0.00%
HOS ASY-W/SHLD WSHR PMP           UNITED STATES 0.00%
BRKT WIR                          UNITED STATES 0.00%
HOOD BUMPER (33MM PRESET)         UNITED STATES 0.00%
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ISLT ASY-ENG A/CLNR               UNITED STATES 0.00%
NUT 3/4-16 HEX SLOT               UNITED STATES 0.00%
CLMP-TRANS OIL COOL TUB FRT       UNITED STATES 0.00%
COP PRI WIRE 25AWG                UNITED STATES 0.00%
CLP BRK LN TO RR AX               UNITED STATES 0.00%
6R140 DETENT SPRING               UNITED STATES 0.00%
BOLT&RET M12X1.75X35 HEX FLG HD   UNITED STATES 0.00%
FILL ASY FRT FNDR FRT             UNITED STATES 0.00%
FILL ASY FRT FNDR FRT LH          UNITED STATES 0.00%
VLV TRANS D2 LAT                  UNITED STATES 0.00%
6R140 PARK PAWL SHAFT             UNITED STATES 0.00%
VLV TRANS CL B LAT                UNITED STATES 0.00%
BLT-CAP BALSHFT-LH CYL HD-6.8L    UNITED STATES 0.00%
RIVET 7/16X1.12 SOLID BUTTON HD   UNITED STATES 0.00%
VLV-TRANS SOL PRESS REG           UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT LH        UNITED STATES 0.00%
VLV TRANS CL E LAT                UNITED STATES 0.00%
BOLT&WSHR M12X1.75X92.7 HEX CONE P UNITED STATES 0.00%
BOLT M10X70 HF 10                 UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
NUT&RET M8 HF PTP 10              UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
HOS ASY-W/WSHR                    UNITED STATES 0.00%
STFNR DR I/S PNL BEL REINF        UNITED STATES 0.00%
6R140 MAIN CNTRL SPRING & POPPET  UNITED STATES 0.00%
THRUST WASHER-LOWER (T/TH COUNT)  UNITED STATES 0.00%
NUT M12 X 1.75 (J-CLIP) BLACK     UNITED STATES 0.00%
6R140 PAN BOLT                    UNITED STATES 0.00%
GSKT ASY-EXH PIP                  UNITED STATES 0.00%
DECAL-SAFETY STANDARD CERTIFICATE UNITED STATES 0.00%
BOLT M10 - 1.5 X 30 HEX FLG PLT   UNITED STATES 0.00%
BOLT M10X65 HF 8                  UNITED STATES 0.00%
SPCR-DR WDO REG HNDL              UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT RH        UNITED STATES 0.00%
BOLT&WSHR M14X45 HF PIL ADH       UNITED STATES 0.00%
WSHR-TRANS A PLNT GR THRS         UNITED STATES 0.00%
SE-CWL SD PNL LH                  UNITED STATES 0.00%
EXT-FRT FLR PAN RR RH             UNITED STATES 0.00%
EXT-FRT FLR PAN RR LH             UNITED STATES 0.00%
GREASE FOR COP                    UNITED STATES 0.00%
NUT M10 HF SPL 8                  UNITED STATES 0.00%
BRG CSHAFT MN UPR GR 1- T/TH COUNT UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
TERMINAL-SECONDARY (IGNITION)     UNITED STATES 0.00%
STUD 6C086 TO 6010 V8/V10 C172    UNITED STATES 0.00%
PLG CWL TOP OTR PNL LH            UNITED STATES 0.00%
SCR/WSHR 6C086 TO 6049  C168W     UNITED STATES 0.00%
NUT - M12 - 1.75 HEX FLANGE LOCK  UNITED STATES 0.00%
PLT-FU/VPR STRG CNSTR C RET       UNITED STATES 0.00%
SCREW&WSHR M8X22.5 HX CON PTC 010 UNITED STATES 0.00%
CIBA EPOXY-HARDENER-COP           UNITED STATES 0.00%
CVR-CONV HSG LWR                  UNITED STATES 0.00%
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CVR SW OPG                        UNITED STATES 0.00%
6R140 VENT TUBE                   UNITED STATES 0.00%
VLV TRANS CL LAT                  UNITED STATES 0.00%
VLV TRANS CL C LAT                UNITED STATES 0.00%
NUT&RETAINER M8X2.5 HEX FLNG P/T  UNITED STATES 0.00%
6R140 SHIM 5.60MM THICK- WHITE    UNITED STATES 0.00%
BOLT M8X75 HF PIL 8               UNITED STATES 0.00%
RET BRK TUB TO BRKT ANTI/LK SNS   UNITED STATES 0.00%
STUD M6X1/6.3X1.81X54 HEX WSHR PIL UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT LH UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
SCREW M6X14 HF 010                UNITED STATES 0.00%
RETAINER-PISTON PIN   ALL 6100    UNITED STATES 0.00%
COVER-CYLINDER BLOCK OPENING      UNITED STATES 0.00%
6R140 MAIN CONTROL TORLON BALL    UNITED STATES 0.00%
WSHR-FRT SHK ABS INS OTR          UNITED STATES 0.00%
CVR-STNG WHL SPK INS              UNITED STATES 0.00%
HNDL-TLT STNG WHL LVR             UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT RH UNITED STATES 0.00%
6R140 PUMP BOLT                   UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WSHR M8X27 HX PIL ADH FL 8   UNITED STATES 0.00%
BOLT-6C086 TO 6010 C166W/168W     UNITED STATES 0.00%
SE-TRANS FRT OIL PMP              UNITED STATES 0.00%
REINF HOD INR PNL @ LK            UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
WT WHL BAL(CP 15G)                UNITED STATES 0.00%
NUT 4.8 HI-LOX10X20X1.4 SLD       UNITED STATES 0.00%
RIVET 6.4 MULTI-GRIP SPLIT        UNITED STATES 0.00%
BOLT 7/16-14X1.38 HEX FLG PLT    5 UNITED STATES 0.00%
6R140 SQUISHY TUBE-LONG           UNITED STATES 0.00%
STUD - ATT OFA                    UNITED STATES 0.00%
SPG-FU/VPR INR                    UNITED STATES 0.00%
LAT ASY HOS TO TUB TRANS OIL COOL UNITED STATES 0.00%
RET-P/BRK CA RR                   UNITED STATES 0.00%
SHLD FRT SUSP UPR ARM HT          UNITED STATES 0.00%
BOLT&RET M8X35 HF PIL 8           UNITED STATES 0.00%
REFRIGERANT COMPRESSOR OIL (DRUM) UNITED STATES 0.00%
NUT U SPG M10 1.5-5.5 P/T         UNITED STATES 0.00%
VENT-RR AX HSG                    UNITED STATES 0.00%
BRG CSFT MN LWR GR1 - T/TH COUNT  UNITED STATES 0.00%
SCREW&WSHR M6X28 HX CON 010       UNITED STATES 0.00%
PIN-DOWEL HOLLOW  6375 TO 6010    UNITED STATES 0.00%
BOLT M10 1.5 X 45 HEX FLG HD 9    UNITED STATES 0.00%
BOBBIN-IGN. COIL PRIMARY          UNITED STATES 0.00%
BOLT-ATT CAM SPOCKETS             UNITED STATES 0.00%
REINF-FRT FNDR APR TOP LWR        UNITED STATES 0.00%
INS DR O/S PNL SND LWR            UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
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BOLT/WSHR-8501 TO 6010    D103    UNITED STATES 0.00%
SPCR-6622 TO 6K258 STUD           UNITED STATES 0.00%
BOLT-6375 TO 6303-A/T B137/143    UNITED STATES 0.00%
SCREW M12X25 HF 010               UNITED STATES 0.00%
PLG-TRANS MN REG VLV              UNITED STATES 0.00%
BRKT PWR STNG TUB                 UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.00%
BOND ASSY-RADIO FREQ INTF SUPPRESS UNITED STATES 0.00%
SE CWL SD PNL                     UNITED STATES 0.00%
SLV ASY-FU/VPR STRG CNSTR PRG INLT UNITED STATES 0.00%
W/SHIELD WSHR FLUID / METHANOL    UNITED STATES 0.00%
SPACER-CAMSHAFT SPROCKET  C120    UNITED STATES 0.00%
PAINT SOLVENTS                    UNITED STATES 0.00%
BOLT M8X78 HF PIL 8               UNITED STATES 0.00%
BOLT M12X65 HF 10                 UNITED STATES 0.00%
SCR&WASH M8X1.25X33 HEX HD CTP PT UNITED STATES 0.00%
SCREW&WSHR 1/2-13X1.25 HEX FLNG HD UNITED STATES 0.00%
SCREW&WSHR M8X25 HX PIL 010       UNITED STATES 0.00%
BOLT M12 - 1.75 X 65 HEX HD 9     UNITED STATES 0.00%
RET D/PNL CTR TR                  UNITED STATES 0.00%
BOLT M10X85 HF 8                  UNITED STATES 0.00%
BOLT M10 1.5X25.5 HEX FLNG HD PIL UNITED STATES 0.00%
PLUG 11.2MM DIA PUSH IN           UNITED STATES 0.00%
CLIP/WHITE PLASTIC PWR STRNG LINE UNITED STATES 0.00%
SCREW 4.8X1.59X32 OVAL HD TRIM TAP UNITED STATES 0.00%
SEALER-VINYL-THUMB-PNTBL          UNITED STATES 0.00%
PIN-DOWEL 6C086/6K318 TO BLOCK    UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
CVR I/PNL ACC HLE                 UNITED STATES 0.00%
COMPRESSION PLATE                 UNITED STATES 0.00%
BOLT-M14X2.0X75.0 HEX HEAD        UNITED STATES 0.00%
BOLT-12A366 TO 9424 2V3V          UNITED STATES 0.00%
BRKT-RR WHL BRK HOS               UNITED STATES 0.00%
BOLT M12X65 HF PIL 10             UNITED STATES 0.00%
RET FRT DR SCF PLT                UNITED STATES 0.00%
WT WHL BAL(CP 20G)                UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
NUT M12X1.5 HF 10                 UNITED STATES 0.00%
CVR FRT ST SHLD STRP GID ADJ      UNITED STATES 0.00%
SPG TRANS CL VLV                  UNITED STATES 0.00%
SCR&WASH-M8X1.25X27.5 HEX HD PLT. UNITED STATES 0.00%
STD 18663 TO 6049 V8/V10 C168E P  UNITED STATES 0.00%
6R140 MN CTL SOL BLT M6X14 TI PIL8 UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
S/WSH-B77,101,D29R,93L,107,155    UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
NUT - M12 X 1.75 HEX FLG LOCK P/T UNITED STATES 0.00%
PIN-DOWEL  ALIGNS GUIDE TO BLK    UNITED STATES 0.00%
NUT M12X1.75 HEX FLG LOCK P/T 10  UNITED STATES 0.00%
NUT & RETAINER - M10 -1.5         UNITED STATES 0.00%
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PLUG M10X1X11 HX PIL SEH STL      UNITED STATES 0.00%
RET L/C DR LK CYL                 UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL CON SPL 8  UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
SC&WSHR 4.2X6.8 HEX WSHR H        UNITED STATES 0.00%
BOLT M8X30 HF 8                   UNITED STATES 0.00%
NUT & RETNR M12X1.75 HEX FLG P/T  UNITED STATES 0.00%
BOLT-8594 TO 9424  C216W/D027E    UNITED STATES 0.00%
CAP - RADIO ANTENNA BASE          UNITED STATES 0.00%
BOLT M10X30 HF PIL 8              UNITED STATES 0.00%
SCR&WASH-M4.2X1.41X19HEX HD TAP TO UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
BLT-TENSNR'S TO 6049 C130/138  ALL UNITED STATES 0.00%
RET CWL TOP VEN GRL               UNITED STATES 0.00%
FLTR FU/VPR STRG CNSTR            UNITED STATES 0.00%
GREASE LITHIUM COMPLEX SOAP-LUBE  UNITED STATES 0.00%
6R140 MAIN CONTROL INLET NOZZLE   UNITED STATES 0.00%
CLAMP .62 ROUND WORM SCR HOSE SS  UNITED STATES 0.00%
CVR-FU/VPR STRG CNSTR             UNITED STATES 0.00%
NUT M12-1.75 HEX FLANGE LOCK P/T  UNITED STATES 0.00%
6R140 PARK PAWL RETURN SPRING     UNITED STATES 0.00%
FRT DR BELT RAIL                  UNITED STATES 0.00%
6R140 OUTER MANUAL LEVER SEAL     UNITED STATES 0.00%
CLIP 5 PANEL PUSH-IN              UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
BRGCSHT MN INTRM UPR2 100%-T/TH CN UNITED STATES 0.00%
RIVET 6.6X23.9 SPL                UNITED STATES 0.00%
BRKT-WIR CONN                     UNITED STATES 0.00%
PLT CWL TOP PNL OPG               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
BRKT-A/C EVP SUPT                 UNITED STATES 0.00%
SCR&WASH M8X1.25X25 HEX HD PIL 9  UNITED STATES 0.00%
NUT M14 HF PTM 10                 UNITED STATES 0.00%
NUT U SPG M8 0.8-4.0 P/T          UNITED STATES 0.00%
BOLT M10X25 HF 10                 UNITED STATES 0.00%
TERMINAL-PRIMARY (IGNITION)       UNITED STATES 0.00%
HOSE CLAMP SPRING 14X12 POC       UNITED STATES 0.00%
STD-CRSHFT MN BR CAP-HOLE #419    UNITED STATES 0.00%
SHORT SPACER 6R140 RAV CARR       UNITED STATES 0.00%
6R140 SNAP RING 3.7MM-CUT STYLE 11 UNITED STATES 0.00%
BOLT M8X1.25X37 HEX FLNG PIL 10   UNITED STATES 0.00%
PIN-WHEEL DISK LOCATOR            UNITED STATES 0.00%
PLT FRT DR WDO REG HNDL           UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
NUT&WSHR ASSY M12X1.75 HEX P/T    UNITED STATES 0.00%
SCREW M10X30.6 HEX WASHER HEAD TR UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
6R140 MANUAL VALVE ACTUATOR       UNITED STATES 0.00%
BOLT/WAS- 9F792 TO INT            UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
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PLATE-VEH IDENT                   UNITED STATES 0.00%
PLUG- PIPE C/HD MACH 6049/6050    UNITED STATES 0.00%
BOLT-M10 X 1.5 X 35 HEX FLG HD    UNITED STATES 0.00%
RETAINER 14MM BH STL              UNITED STATES 0.00%
CLAMP-HOSE                        UNITED STATES 0.00%
WASHER-CAM SPROCKET               UNITED STATES 0.00%
BOLT M8X31 RC TI CTP ADH 10       UNITED STATES 0.00%
SCR/WSHR 8A528 TO 8501   E130W    UNITED STATES 0.00%
PLUG BUTTON 32.0 DIA              UNITED STATES 0.00%
SCR M10 X 20 HEX WASH HD TR       UNITED STATES 0.00%
BETAFOAM ISOCYANATE #87100        UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
DECAL ENG EXH EMS IDENT           UNITED STATES 0.00%
SCR/WSHR 9E822 TO 9424   D029R    UNITED STATES 0.00%
WT WHL BAL(CP 35G)                UNITED STATES 0.00%
REINF HOD HGE ON HOD              UNITED STATES 0.00%
REINF HOD HGE ON HOD LH           UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
KEY-6306/16 TO 6303 :6303-OP10    UNITED STATES 0.00%
RET-TRANS THROT PRESS BST         UNITED STATES 0.00%
WT WHL BAL(CP 25G)                UNITED STATES 0.00%
PLT TRANS VLV BOR PLG RET         UNITED STATES 0.00%
PLG-TRANS CL PRESS LIM VLV        UNITED STATES 0.00%
SPCR ASY W/SHLD GL LWR            UNITED STATES 0.00%
6R140 MAIN CNTRL BLT M6X60 HF PIL8 UNITED STATES 0.00%
WASHER-6316 DMPR TO 6303  D115    UNITED STATES 0.00%
HOS TRANS VEN(TUBE-TRANS VENT)    UNITED STATES 0.00%
RG SNP TRANS FRT PLNT CL          UNITED STATES 0.00%
PLUG-PIPE  3/8   D115   E440      UNITED STATES 0.00%
REAR TAP PLUG                     UNITED STATES 0.00%
INSERT C/HEAD-LH V8/V10           UNITED STATES 0.00%
BOLT&WSHR M8X22 HX CTP CON 8      UNITED STATES 0.00%
WHEEL WELL BLACKOUT COATING       UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SE FRT FLR PAN                    UNITED STATES 0.00%
BOLT-M12X1.75X60.0 HEX FLNG HEAD  UNITED STATES 0.00%
NUT & WASHER M8 HEX CONL BRASS    UNITED STATES 0.00%
BOLT-6316 DAMPER TO 6303  D115    UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
NUT&RET 7/16-14 U LOCK            UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
BLT/WSHR-19A216 TO 6C086  E555    UNITED STATES 0.00%
MAGNET - OIL PAN                  UNITED STATES 0.00%
WT WHL BAL(CP 30G)                UNITED STATES 0.00%
CLIP-RADIATOR HOSE                UNITED STATES 0.00%
SCR&WASH-M7.24X1.59X20.50PAN HD TA UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
6R140 INPUT SHAFT FRONT SEAL      UNITED STATES 0.00%
VISOR ARM CLIP (FLINT)            UNITED STATES 0.00%
LABEL-INCOMPLETE VEHICLE          UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
SEALER EXPANDING                  UNITED STATES 0.00%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

350-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
SCREW 6.3X32 HF C TAP             UNITED STATES 0.00%
NUT M10X1 HF PTM SPL 10           UNITED STATES 0.00%
NUT & WASHER - M6 X 1.0 HEX P/T   UNITED STATES 0.00%
SCREW&WSHR M6X35 HX CON 010       UNITED STATES 0.00%
NUT M8 X 1.25 U P/T               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/TTRG       UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL FL 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 27MM DIA              UNITED STATES 0.00%
6R140 SHIM 5.30MM THICK- RED      UNITED STATES 0.00%
NUT&WASHER M8X1.25 HEX P/T        UNITED STATES 0.00%
RET TRANS VLV PLG                 UNITED STATES 0.00%
RIVET PUSH PIN 6.5X7-9.5 PLA      UNITED STATES 0.00%
SCREW&WSHR M6X1X27.5 HEX HD PLT   UNITED STATES 0.00%
6R140 SNAP RING 3.8MM-CUT STYLE 3 UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
NUT - 3/8 - 16 HEX - LOCK         UNITED STATES 0.00%
6R140 SNAP RING 3.6MM-CUT STYLE 2 UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
6R140 SNAP RING 3.5MM-CUT STYLE 10 UNITED STATES 0.00%
CLIP/WHITE PLASTIC RETAINER       UNITED STATES 0.00%
NUT M8 RETAINER PUSH ON           UNITED STATES 0.00%
BOLT M6X1.0X32.5 HEX FLNG PIL    9 UNITED STATES 0.00%
SCREW M8X1.25X19 HEX WSHR HD TAP  UNITED STATES 0.00%
6R140 MAIN ID TAG BLANK           UNITED STATES 0.00%
SCR 6.3 X 10.0 HEX WASH HD TAP    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
BOLT 3/8-16 X 1.03 HEX FLNG PLT   UNITED STATES 0.00%
6R140 MODEL IDENT INFO TAG BLANK  UNITED STATES 0.00%
WSHR-SPDL OTR BRG RET             UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BOLT M8X35 HF PIL 8               UNITED STATES 0.00%
SPG-TRANS MN OIL PRESS REG VLV    UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BZL-HOD LAT CA OPG LH             UNITED STATES 0.00%
BETAFOAM POLYOL #87120            UNITED STATES 0.00%
WT WHL BAL(CP 40G)                UNITED STATES 0.00%
CTNR-LIC PLT HDW                  UNITED STATES 0.00%
6R140 ANTI-RATTLE SPRING          UNITED STATES 0.00%
BOLT M6X8.2 PC TI CTP ADH 10      UNITED STATES 0.00%
6R140 BULKHEAD TRANSPORTATION CAP UNITED STATES 0.00%
PLUG BUTTON-19.0X25.0 OBLONG      UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
SCR&WASH M6X1.0X18.5 HEX HD PIL 9 UNITED STATES 0.00%
BOLT M8X30 HF PIL 8               UNITED STATES 0.00%
STUD&WASHER M6 X 1 X 1 X 45.6 HEX UNITED STATES 0.00%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

350-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
CLIP 1/2 RETAINING RECT EXT       UNITED STATES 0.00%
CAP ASY-A/C CHARGING VALVE        UNITED STATES 0.00%
PLUG -PIPE C/HEAD: HOLES 130,450  UNITED STATES 0.00%
TRIM PIN 5.2X1.7-10 NYL           UNITED STATES 0.00%
STUD M8X30+M8X16 HF PIL SHLDR 8   UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
SCREW M6X1X30 HEX FLNG T/R        UNITED STATES 0.00%
SCREW&WSHR M8X22 HF PIL CON 010   UNITED STATES 0.00%
SCREW&WSHR M6X1X24 HEX HEAD PIL   UNITED STATES 0.00%
BOLT-MODULAR STRAP (BLUE)         UNITED STATES 0.00%
SCREW 4.2X1.4X19 PC PZ C          UNITED STATES 0.00%
NUT-M10X1.50 WELD ROUND           UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT & WASHER M8 X 1.25 HEX        UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCR-M6 X1.00X16 HEX WASH TAP      UNITED STATES 0.00%
WT WHL BAL(CP 45G)                UNITED STATES 0.00%
CLIP-PLASTIC                      UNITED STATES 0.00%
PETROLATUM-IND  5LB CANS  A075    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW & WASHER M8 X 1.25 X 59 HEX UNITED STATES 0.00%
CVR RR ST SHLDR STRP GID          UNITED STATES 0.00%
BOLT M6X20 PN TI PIL 8            UNITED STATES 0.00%
COVER-IGNITION COIL               UNITED STATES 0.00%
SPG-TRANS CONV REG VLV            UNITED STATES 0.00%
SCR #8-18X1.00 RD WASH HD TAP     UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
PIN ASY-TRANS GR SH LVR           UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
LABEL-ENGINE CODE INFO    D063    UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR RH      UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR LH      UNITED STATES 0.00%
SC CNSTR FU/VPR TO BRKT           UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCR M8 X1.25X16 HEX WASH TAP      UNITED STATES 0.00%
SPG-TRANS CONTR LUB PRESS REG VLV UNITED STATES 0.00%
SCREW 4X20 HC TFP TH              UNITED STATES 0.00%
SCREW M10X1.5X21.8 PAN HEAD PILOT UNITED STATES 0.00%
NUT & WASH - M8 X 1.25 HEX P/C    UNITED STATES 0.00%
WT WHL BAL(CP 50G)                UNITED STATES 0.00%
6R140 ABUT PLT & DETENT SPRNG BOLT UNITED STATES 0.00%
SPG-TRANS SOL REG VLV             UNITED STATES 0.00%
WHEEL/TIRE ASY LUBE               UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT M6 HF PTC SERR                UNITED STATES 0.00%
SCREW M8X30 HEX FLNG PNT CLR T/R  UNITED STATES 0.00%
NUT M6 X 1.0 HEX LOCK P/T 9       UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
CVR DR TR PNL RET (FLINT)         UNITED STATES 0.00%
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SCREW M8X25 HF 010                UNITED STATES 0.00%
BOLT&RET M6X1X16 WAF HD           UNITED STATES 0.00%
DECAL AUX BATTERY INSTRUCT-FRENCH UNITED STATES 0.00%
SPG-TRANS SHTL VLV                UNITED STATES 0.00%
SEAL O-RING 8594 TO 9424 D027E    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
BOLT   6621 TO 6010     A139      UNITED STATES 0.00%
PLUG PIPE C/HEAD #508/608 C122E   UNITED STATES 0.00%
6R140 TIR VALVE CAP               UNITED STATES 0.00%
WT WHL BAL(CP 60G)                UNITED STATES 0.00%
NUT M8 HF 8                       UNITED STATES 0.00%
SCR&WASH M4X0.7X17.5 HEX HD PIL  9 UNITED STATES 0.00%
ONE-STEP W/SHLD CLEANER/PRIMER    UNITED STATES 0.00%
BRG CSHFT MN UPR GRD3 10%-T/TH CNT UNITED STATES 0.00%
NUT&WSHR M6 HX PTC FL 8           UNITED STATES 0.00%
SCREW (BLACK) 4.2X16 TAP HEX FLNG UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
SPG-TRANS OIL COOL BYP VLV        UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SCREW 6.3X12.5 HF TAP SPL         UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
WT WHL BAL(CP 55G)                UNITED STATES 0.00%
PLUG BUTTON 1.00 DIA              UNITED STATES 0.00%
SCR&WASH M6X1.0X22.5 HX PILOT 9   UNITED STATES 0.00%
BRG CSFT MN LWR GR3 10%-T/TH COUNT UNITED STATES 0.00%
40X1.46X12 TORX PAN SCREW         UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT M8X25 HF NP 10               UNITED STATES 0.00%
BOLT-MULTI USE(SEE BELOW)D155/C124 UNITED STATES 0.00%
RET SPG 9/16 DRILLED SHAFT        UNITED STATES 0.00%
PLUG BUTTON .88 DIA               UNITED STATES 0.00%
NUT M8 WELD                       UNITED STATES 0.00%
PLUG BUTTON 1.75X.75 OBLONG       UNITED STATES 0.00%
6R140 SHIPPING STRAP NUT          UNITED STATES 0.00%
BOLT&WSHR M6X18 HX PIL CON ADH 8  UNITED STATES 0.00%
SCREW 4.8X16 HC HI/LO SERR        UNITED STATES 0.00%
SCR & WASH M6X1X16 HEX HD PIL 9   UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SPG-TRANS CONV CL CONTR VLV       UNITED STATES 0.00%
PIN 4.75MMX12.2 PUSH NYLON        UNITED STATES 0.00%
NUT M10 HX PTM SPL 8              UNITED STATES 0.00%
SCREW M4.2X1.41X25 HEX WSHR HD TAP UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
VENT PLUG BLACK                   UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
DOOR CORNER PROTECTOR - BLACK VNYL UNITED STATES 0.00%
NUT&WASHER  M8X1.25 HEX SERR      UNITED STATES 0.00%
SCREW M8X14 HF 010                UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR & WASH M6 X 1.0 X 14 HEX HD   UNITED STATES 0.00%
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NUT&WSHR M10 HX PTM CON 8         UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
BOLT M6X30 HF PIL 10              UNITED STATES 0.00%
CLIP 7.11 WRAPAROUND PUSH-IN(3POS) UNITED STATES 0.00%
PLUG BUTTON 38.0MM DIA            UNITED STATES 0.00%
RET-BRK PDL                       UNITED STATES 0.00%
SCR&WASH M8X1.25X19.HEX HD PLT   9 UNITED STATES 0.00%
SCREW M6X14 HF GRD 010            UNITED STATES 0.00%
DOOR PROTECTOR - FOAM BLOCK/WHITE UNITED STATES 0.00%
BOLT M6X90 HF 8                   UNITED STATES 0.00%
SCR 4.2 X 19 OVAL HD TAP          UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
DECAL-VEH NOISE EMISSION CONTROL  UNITED STATES 0.00%
NUT M6 X 1.00 U LOCK              UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
BOLT-6622 TO N806180-S  B75,77    UNITED STATES 0.00%
WT WHL BAL(CP 65G)                UNITED STATES 0.00%
BOLT&WSHR M6X12 HX NP CON 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT&WSHR M6X20 HX PIL 8          UNITED STATES 0.00%
BOLT-CH/GUIDE-RH TO 6049  C122    UNITED STATES 0.00%
TUBE-VENT-NYLON                   UNITED STATES 0.00%
6R140 SNAP RING 4.0MM-CUT STYLE 4 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WASHER M6X16 HEX HD CONL NP 8 UNITED STATES 0.00%
NUT - M8 X 1.25 HEX FLG           UNITED STATES 0.00%
BOLT M8X25 HF PIL 8               UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
NUT WELD THDLS 8 RD PIL 8         UNITED STATES 0.00%
DOOR EDGE GUARD 14" CLEAR PLASTIC UNITED STATES 0.00%
NUT&WSHR M6 HF PTM 8              UNITED STATES 0.00%
STRAP-82MM BUNDLING ADJUSTABLE    UNITED STATES 0.00%
PLT TRANS VLV RET                 UNITED STATES 0.00%
NUT RETAINER, 3/4 OCT COTTER PIN  UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
SE CWL TOP INR TO CWL SD LH       UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
6R140 SNAP RING 3.4MM-CUT STYLE 1 UNITED STATES 0.00%
PLUG BUTTON .75X1.00 OBLONG       UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
CVR-DR TR PNL RET (FLINT)         UNITED STATES 0.00%
SCREW&WSHR 4.2X1.41X13 HEX HD TAP UNITED STATES 0.00%
BOLT-6621 & 6B274 TO 6010 C122    UNITED STATES 0.00%
RET-TRANS CONTR VLV SPG           UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
WELDING ELECTRODE UNCOATED        UNITED STATES 0.00%
NUT&WSHR M8 HX CON 8              UNITED STATES 0.00%
CLP TRANS VLV PLG RET             UNITED STATES 0.00%
BRG CSFT MN INTERM UPR1 10%-T/TH C UNITED STATES 0.00%
OIL ENGINE, API SG, SAE 50 ASSEMBL UNITED STATES 0.00%
WASH 7/8 HELICAL SPG LK QR        UNITED STATES 0.00%
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LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT-6884 TO RR 6010     C029      UNITED STATES 0.00%
RING RET 8.6 TYPE E               UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT 4.2-6.8X20X0.8-4 SQ PUSH IN   UNITED STATES 0.00%
BOLT M8X20 HF PIL ADH 8           UNITED STATES 0.00%
PLUG BUTTON .50 DIA               UNITED STATES 0.00%
PIN 0.250 X 1.22 PUSH NYLON       UNITED STATES 0.00%
LUBRICANT-RUBBER HOSE (PRPL MRPL) UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
BLCK PLASTIC AIJ PUSH PIN 3.45X.75 UNITED STATES 0.00%
FTG-TRANS SH ACTU CA              UNITED STATES 0.00%
CLP-TRANS CONTR LWR VLV BDY       UNITED STATES 0.00%
CLP-TRANS THROT VLV PLNG SLV      UNITED STATES 0.00%
SCREW M6.3X1.81X16.0 HEX WASH TAP UNITED STATES 0.00%
BOLT&WSHR M6X16 HX PIL CON 8      UNITED STATES 0.00%
SCR-M4.2X1.41X16 HEX WSHR HD TAP  UNITED STATES 0.00%
WT WHL BAL(CP 90G)                UNITED STATES 0.00%
SCR-4.2X1.41X19 HEX FLNG TAP      UNITED STATES 0.00%
PLUG 6X0.7-1.5 RD RBR             UNITED STATES 0.00%
SCR&WASH 5/16-18X.62 HEX HD       UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SCR #8-18X1.00 PAN HD TAP         UNITED STATES 0.00%
PUSH PIN 8.5X4.5-7 NYLON BLACK    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX GREY      UNITED STATES 0.00%
NUT M8 BOLT RETAINER PUSH ON      UNITED STATES 0.00%
CLIP 5/16 WIRHRNS PUSH IN         UNITED STATES 0.00%
WT WHL BAL(CP 75G)                UNITED STATES 0.00%
WT WHL BAL(CP 70G)                UNITED STATES 0.00%
SOLDER STICKS                     UNITED STATES 0.00%
4.6/5.4L EFI DECAL-GENERAL TAPE   UNITED STATES 0.00%
ORANGE CAP- OIL FILL CAP          UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT M6 WELD                       UNITED STATES 0.00%
WT WHL BAL(CP 85G)                UNITED STATES 0.00%
WT WHL BAL(CP 80G)                UNITED STATES 0.00%
SCR-#8-18X.62 PAN HD TAP          UNITED STATES 0.00%
SCREW - #8-32 X 0.62 OVAL HD T/R  UNITED STATES 0.00%
RIVET 1/8X.25 BLIND SPL HD        UNITED STATES 0.00%
SE CWL TOP INR PNL TO CWL SD PNL  UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SOLDER PASTE TIN BASED            UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 MAIN CNTRL ID TAG SPRING NUT UNITED STATES 0.00%
6R140 SHIM 5.15MM THICK- YELLOW   UNITED STATES 0.00%
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6R140 SHIM 5.75MM THICK- BLUE     UNITED STATES 0.00%
GREASE-TRANS TORQUE CONVERTER NOSE UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SPCR-BRK MSTR CYL P/ROD           UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 SNAP RING 3.3MM-CUT STYLE 9 UNITED STATES 0.00%
6R140 SNAP RING-3.2MM-CUT STYLE 7 UNITED STATES 0.00%
TAPE - 1" WATER RESISTANT BLACK   UNITED STATES 0.00%
LUB-SYN RBR 1# JARS TOX#044089    UNITED STATES 0.00%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.00%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESI        UNITED STATES 0.00%
SEALER, NON-EXPANDING, PUMPABLE, A UNITED STATES 0.00%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.00%
ADJ FRT SUSP UPR LT BLUE          UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/RED         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLACK/YELLOW     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED/BLUE         UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/ORANGE   UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/BLACK    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/RED      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/WHITE       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/ORANGE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLACK       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLUE        UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED              UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR WHITE            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GREEN       UNITED STATES 0.00%
ADJ-FRT SUSP UPR GRAY/PINK        UNITED STATES 0.00%
ADJ FRT SUSP UPR BLACK/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/BLACK      UNITED STATES 0.00%
ADJ FRT SUSP UPR GRAY             UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE           UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW           UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW/RED       UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/PINK       UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/YELLOW    UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GRAY        UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/WHITE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/RED        UNITED STATES 0.00%
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ADJ FRT SUSP UPR PINK             UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/GREEN    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
6R140 SNAP RING 4.2MM-CUT STYLE 5 UNITED STATES 0.00%
6R140 SNAP RING 4.4MM-CUT STYLE 6 UNITED STATES 0.00%
6R140 SNAP RING 3.2MM-CUT STYLE 8 UNITED STATES 0.00%
LUB-SURFACTANT(MERPOL)E190/230    UNITED STATES 0.00%
BRGCSHFT MN INTRM UPR3 10%-T/TH CN UNITED STATES 0.00%

US Vehicle Content 87.40%

Foreign Vehicle Content 12.60%
US Vehicle Content 87.40%
Total Vehicle Content 100.00%

Assumptions
*  Non-Ford manufacturing facilities are noted.
*  Percentages include prorated direct assembly labour, engineering costs, overhead, other costs, and profit.
*  Component material costs based on 2016 Bill of Material.
*  Costs are for vehicles pertaining to Starcraft Bus, div. Forest River, Inc. request. Content for other E-series
    vehicles could be different.
* E-series Vehicles are assembled at Ohio plant, USA

This document may contain confidential business information. It is being supplied with the understanding that it will not
be released to third parties, and that it will be used solely for the purpose of complying with the Buy America requirements 
 of federal law or other applicable content requirements.
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Cutting all materials to size, welding door frame, complete door assembly 
including installation of hardware and placing in shipping containers.





 

 

 

BUY AMERICA CERTIFICATION STATEMENT 

CERTIFICATE OF COMPLIANCE WITH 

SECTION 165 (b) (3) 

The Surface Transportation Assistance Act of 1982, as amended 
and the regulations of 49 C.F.R.  661.11 

 

Freedman Seating Company hereby certifies that it complies with the 
requirements of section 165(b)(3), of the Surface Transportation Assistance Act 
of 1982, as amended, and the regulations of 49 CFR 661.11. 
 
 

Freedman Feather Weight Seats Country of Origin 
% 

Domestic 

   

   

TOTAL WEIGHTED DOMESTIC COST CONTENT USA 
Minimum 

70% 

 
The final assembly point location is 4545 W. Augusta Blvd. Chicago, IL  60651 
 
 
 

 
_____________________________________ 
                                 Authorized Signature 

 

Date: 6.6.16 

 

4545 WEST AUGUSTA BLVD • CHICAGO, IL  •  60651 
PHONE: 773-524-2440 •  FAX:  773-252-7450 





















WEIGHT ANALYSIS

6/23/2016 2 4 WC 3 DB FOLDS 138 150-1 USA 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

E350 GAS 40 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

138 0.72 LEFT FRONT RIGHT FRONT 0.25 244

AXLE CAPACITIES 2904 1544 1360 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 165

4600 7800 11500 5473 2448 3025

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 48 150 34.78% 97.83 52.17 98 -55 71.01% -15.94 -39.06 MID DBL

MID DBL 93 -55 67.39% -17.93 -37.07 100 363 72.46% 99.96 263.04 DBL FOLD

0.00% 0.00 0.00 138 393 100.00% 0.00 393.00 DBL FOLD

0.00% 0.00 0.00 193 200 139.86% -79.71 279.71 WC

DBL FOLD 91 393 65.94% 133.85 259.15 0.00% 0.00 0.00

DBL FOLD 137 393 99.28% 2.85 390.15 0.00% 0.00 0.00

WC 193 200 139.86% -79.71 279.71 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 136.88 944.12 4.30 896.70 1982.00

AXLE WEIGHTS 1544.00 2448.00 1360.00 3025.00 8377.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 1662.97 3501.53 5164.50 0.490

RIGHT 1346.40 4031.10 5377.50 0.510

FRT / REAR TOTALS 3009.38 7532.62 10542.00

AXLE CAPACITIES 4600 7800 11500

AVAILABLE CAPACITIES 1590.62 267.38 958.00

Front Curbside Rear Curbside
Maximum Capacity 2300 Maximum Capacity 3900

Combined Front Combined Rear

3009.38 7532.62

4600 Maximum Capacity 7800 Maximum Capacity

Maximum Capacity 2300 Maximum Capacity 3900

Front Roadside Rear Roadside

2 4 WC 3 DB FOLDS 138 150-1 USA

DEALER

FUEL ADJ. AMT.

-61.00

1662.97

4031.10

3501.53

LEFT (ROADSIDE) RIGHT (CURBSIDE)

1346.40

AS BUILT 042787B

RLIFT RAISED FLOOR MID HI SEATS
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 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR 2 for PCID 1116B

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD E-350 138" 6.8L

CHASSIS FORD MOTOR CO U.S. 48.44
AIR CONDITIONING TRANS AIR U.S. 6.69
SEATS FREEDMAN U.S. 5.07
WHEELCHAIR LIFT BRAUN U.S. 4.96
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.38
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 1.15
EXTERIOR MIRRORS ROSCO U.S. 0.67

U.S.
U.S.
U.S.

68.36

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 7.45%



Privileged and Confidential
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US CONTENT FOR THE 2016
E-Series

350-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
CONV ASY(6.2L)                    MEXICO 1.64%
6.8L CYL/HEAD 2V ROUGH CASTING    MEXICO 1.61%
REAR LEAF SPRING - E350 C/A DRW   MEXICO 1.16%
6.8L CRANK/STL ROUGH EX GERLCH    CANADA 0.98%
6R140 E CLUTCH MODULE             CANADA 0.64%
6R140 OUTPUT SHAFT-4X4 SHORT      CANADA 0.54%
ROD & LNK ASY-STNG LKGE           CANADA 0.51%
6R1 6 PIN RAV CARRIER             CANADA 0.46%
SHFT & BRG ASY-TRANS MN           CANADA 0.44%
PMP & PLY ASY PWR STNG            GERMANY 0.38%
CLPR ASY FRT WHL BRK              MEXICO 0.32%
CLPR ASY FRT WHL BRK LH           MEXICO 0.32%
BALANCE SHAFT  6.8L  2V           CANADA 0.26%
CONTR ASY OCC RESTNT SYS          CANADA 0.22%
ACUM & HOS ASY A/C                CANADA 0.20%
6R140 HUB & SHAFT- S3             CANADA 0.18%
6R140 HUB ASSY- S2                CANADA 0.18%
SHK ABS ASY STNG                  BRAZIL 0.17%
WATER PUMP - ALL 6.8L             CANADA 0.15%
SPCR THROT BDY TO INTK MANF       CANADA 0.13%
6R140 INTERMEDIATE HUB SHAFT      CANADA 0.12%
COOL ASY TRANS OIL                CANADA 0.12%
BEL & RETR ASY FRT ST (DRVR)      MEXICO 0.11%
INS ASY-ENG FRT SUPT-LH           CANADA 0.09%
BRKT ASY TRANS MTNG RR            CHINA 0.08%
HOS ASY HTR                       MEXICO 0.07%
BRK & CL PDL & BRKT ASY           CANADA 0.07%
HOS ASY HTR                       MEXICO 0.07%
TENSIONER ASSEMBLY-ENG DRIV       CANADA 0.07%
CONTR ASY-FUL PMP DRV             MEXICO 0.06%
W/S ASY FRT DR                    CANADA 0.06%
W/S ASY DR OPG LH                 CANADA 0.06%
FLYWHEEL ASY 4R75W/5R110W B137    CANADA 0.05%
CAP ASY-RR BRG CAMSHAFT   6049    CHINA 0.05%
LOCK SET-IGN & 1 DR (2 KEYS)      MEXICO 0.05%
LAT & R/CONTR ASY FRONT LH DOOR   CANADA 0.04%
6R140 D CLUTCH PLATE- STEEL       CANADA 0.04%
6R140 SEPARATOR PLATE ALL MODELS  CANADA 0.04%
RESVR TUB & BRKT ASY PWR STNG     MEXICO 0.04%
SNS & BRKT ASY AIR BAG CTR        CANADA 0.04%
BMPR ASY FRT AX                   CHINA 0.04%
DEFL A/C COND AIR LWR             CANADA 0.03%
BMPR ASY RR AX (E350/450)         CHINA 0.03%
BEL DRV(AC)                       MEXICO 0.03%
ADJ ASY FRT ST SHLDR STRP GID     MEXICO 0.03%
HGE & CHK ASY FRT DR LWR          CANADA 0.03%
ASSIST HANDLE L/H MEDIUM FLINT    INDIA 0.03%
CAP ASSY-CAM & BAL SHFT BRG RR    CHINA 0.03%
LAT ASY HOD                       CANADA 0.03%
REAR SEAL RETAINER                MEXICO 0.03%
REINF ASY BRK PDL SUPT            CANADA 0.03%
SHL-FU/VPR STRG CNSTR             CANADA 0.03%
6R140 OIL PAN GASKET              MEXICO 0.02%
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Part Description Manf. Country % Content of Total Vehicle
BRKT FU/TNK GD                    CANADA 0.02%
HGE ASY FRT DR UPPER              CANADA 0.02%
SPKR ASY RADO RECV                CHINA 0.02%
IDLER ASSY   V8/V10      D109     CANADA 0.02%
WATER PUMP PULLEY-ALL EXCPT-696-  CANADA 0.02%
SENSOR ASY-CYL HEAD TEMP 2V       CHINA 0.02%
CA & HNDL ASY HOD LAT             MEXICO 0.02%
HOSE ASY-W/SHLD WSHR BOTTLE       MEXICO 0.02%
6R140 PARK PAWL ACTUATOR ROD      CANADA 0.02%
SE CWL TOP PNL TO HOD             CANADA 0.02%
BRKT FU/TNK GD                    CANADA 0.01%
RET ASY-FRT WHL HB GRSE           MEXICO 0.01%
CAP ASY-CCAM/BAL SHFT BR FRT-LH   CHINA 0.01%
PLATE-ENGINE REAR COVER           CANADA 0.01%
CONN-WATER OUTLET  ALL 2V D027E   CHINA 0.01%
SW ASY SPD CONTR & STP LP         GERMANY 0.01%
6R140 OUTPUT SHAFT (GRUNT) SEAL   MEXICO 0.01%
PROP ASY HOD SUPT                 CANADA 0.01%
CAP ASY-FRT BRG CAMSHAFT  6049    CHINA 0.01%
BRKT FU/TNK GD                    CANADA 0.01%
DEFL ASY RAD AIR SD RH            CANADA 0.01%
DEFL ASY RAD AIR SD LH            CANADA 0.01%
CAP ASSY-BAL SHFT BRG FRT-LH      CHINA 0.01%
6R140 MANUAL CONTROL LEVER OTR    CANADA 0.01%
ADHSV TOX#178271 (RED)            CANADA 0.01%
CAP-FRT HUB GREASE                CANADA 0.01%
STUD PIERCE M8X13 CNE 8           GERMANY 0.01%
EXT ASY-P/BRK CA                  MEXICO 0.00%
CVR-FU/VPR STRG CNSTR             CANADA 0.00%
NUT-STNG TIE ROD                  CANADA 0.00%
SLR-RTV HI-VIS 55 GAL DR  B097    CANADA 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
6R140 WASHER 2.9MM THICK- BLACK   CANADA 0.00%
6R140 WASHER 3.1MM THICK- YELLOW  CANADA 0.00%
BOLT M8X115 HF PIL 8              TAIWAN 0.00%
NUT M18X2.5 HEX FLNG P/T          CANADA 0.00%
SLR-RTV HI-VIS 5 GAL-50# PAILS    CANADA 0.00%
MAIN CONTROL TO CASE BOLT         TAIWAN 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
PIN-DOWEL  6049 TO 6010   C054    CANADA 0.00%
NUT #8-18 SPRING                  CANADA 0.00%
NUT M8 HF PTM 8                   CANADA 0.00%
BOLT M8X1.25X31 HEX FLNG PI       TAIWAN 0.00%
PLUG EXP CUP 11.4 STL             CANADA 0.00%
CAP HNDL I/S ASST ATT HLE         INDIA 0.00%
NUT 3/4 - 16 HEX                  CANADA 0.00%
NUT-M14X2.0 HEX LOCK P/T        10 CANADA 0.00%
6R140 LIGHTWEIGHT ALIGNMENT PIN   CANADA 0.00%
BOLT M6X16 HF PIL (LONGER)        TAIWAN 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M8 HF PTP 10                  CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
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NUT-M8X1.25 V8/V10 D115 E580      CANADA 0.00%
6R140 RR BRG PLATE TO CARRIER BOLT TAIWAN 0.00%
6R140 WASHER 3.3MM THICK- WHITE   CANADA 0.00%
6R140 WASHER 3.5MM THICK- RED     CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M6 HF PTM 8                   CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
PIN-SHAFT RETAINING               CANADA 0.00%
BOLT- CBLR CYLINDER RETAINING     TAIWAN 0.00%
6R140 SPRING ROLL PIN 4X18 CLD    CANADA 0.00%
NUT&WSHR M6 HX CON 8              CANADA 0.00%
BOLT M6X20 HF PIL 8               TAIWAN 0.00%
PLUG EXP CUP 13.8 STL             CANADA 0.00%
NUT-M4.2 X 1.41 U P/T (J-CLIP)    CANADA 0.00%
6R140 WASHER 3.7MM THICK- BLUE    CANADA 0.00%
SLR RTV HI-VISC 30ML CARTRIDGE    CANADA 0.00%

Foreign Vehicle Content 12.60%

AX ASY RR LES WHL                 UNITED STATES 8.55%
LT225/75R16 MICHELIN LTX MS LRE BW UNITED STATES 7.05%
FR ASY A/P                        UNITED STATES 3.73%
CONV & PIP ASY EXH DU             UNITED STATES 3.20%
INTAKE - 6.8L 2-VALVE             UNITED STATES 1.99%
6.8L BLOCK-CASTING 2V/3V CIFUNSA  UNITED STATES 1.92%
RIM ASY-WHL (WHITE) 16X6 DRW      UNITED STATES 1.81%
TNK & SDR ASY FUL                 UNITED STATES 1.55%
PWR STEERING GEAR ASY             UNITED STATES 1.33%
DRV/SHT & CPL ASY                 UNITED STATES 1.29%
ST ASY FRT TR LH                  UNITED STATES 1.24%
WIR ASY ENG CONTR SNS             UNITED STATES 1.22%
PNL ASY I/PNL (FLINT)             UNITED STATES 1.16%
ALTERNATOR-225A                   UNITED STATES 1.03%
FRONT BUMPER - CHROME             UNITED STATES 0.89%
COL ASY STNG                      UNITED STATES 0.88%
EXHAUST MANIFOLD-RH   2V V10      UNITED STATES 0.85%
6R140 A/B MODULE- GAS             UNITED STATES 0.84%
HUB & BRK DRM ASY FRT WHL         UNITED STATES 0.82%
PROCS ASY ENG (N)                 UNITED STATES 0.81%
BATTERY ASSY (750 CCA) 78AH       UNITED STATES 0.80%
RADIATOR ASY - 6.8L GAS           UNITED STATES 0.78%
6R140 6.2L GAS CASE CASTING       UNITED STATES 0.75%
BST ASY BRK HYD                   UNITED STATES 0.73%
COMPR & CL ASY A/C                UNITED STATES 0.66%
CONTR & MOD ASY BRK ANTI/LK       UNITED STATES 0.65%
MFLR & OLET PIP ASY               UNITED STATES 0.60%
EVP & BLW ASY A/C                 UNITED STATES 0.58%
PAN ASY FRT FLR                   UNITED STATES 0.54%
GRL ASY RAD (CHROME)              UNITED STATES 0.49%
CLUS ASY INSTR                    UNITED STATES 0.49%
6R140 CLUTCH ASSY- GAS            UNITED STATES 0.47%
AX ASY FRT RH                     UNITED STATES 0.44%
AX ASY FRT LH                     UNITED STATES 0.44%
PNL ASY ENG CVR                   UNITED STATES 0.43%
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KIT SPDL FRT WHL                  UNITED STATES 0.42%
KIT SPDL FRT WHL LH               UNITED STATES 0.42%
PNL FRT DR I/S LH                 UNITED STATES 0.42%
WIR ASY MN                        UNITED STATES 0.42%
5.4L/6.8L 2-VALVE PISTON "E"      UNITED STATES 0.41%
IND ASY RADO RECV CONTR           UNITED STATES 0.41%
SUPT ASY RAD                      UNITED STATES 0.39%
WIR ASY ENG 2016(6.8L 2V E350)    UNITED STATES 0.39%
STR MTR DRV & RLY ASY(BSM V8/V10) UNITED STATES 0.36%
CYL ASY BRK MSTR LES P/RD         UNITED STATES 0.34%
WIR ASY RR LP                     UNITED STATES 0.34%
BDY & MTR ASY A/INTK CHG THROT    UNITED STATES 0.33%
FUEL INJECTOR - 6.8L 2V VN127     UNITED STATES 0.33%
CLPR ASY RR BRK MECH INTG P/BRK   UNITED STATES 0.31%
CLPR ASY RR BRK MECH INTG P/BRK LH UNITED STATES 0.31%
COND ASY A/C                      UNITED STATES 0.31%
SUPT ASY TRANS FRT PMP CONV STATR UNITED STATES 0.30%
MOD ASY DRV AIR BAG RESTNT        UNITED STATES 0.30%
MANF & C/OVR TUB ASY FU/INJ SPLY  UNITED STATES 0.29%
CL ASY FAN                        UNITED STATES 0.29%
SNS ASY EXH GAS O UNIV            UNITED STATES 0.29%
HD/LP ASY RH (AERO)               UNITED STATES 0.28%
HD/LP ASY LH (AERO)               UNITED STATES 0.28%
GL ASY W/SHLD                     UNITED STATES 0.28%
6R140 REVERSE PISTON              UNITED STATES 0.28%
CONTR ASY A/C                     UNITED STATES 0.27%
MAT ASY FRT FLR                   UNITED STATES 0.26%
HTR ASY                           UNITED STATES 0.26%
CHMB ASY-HTR PLNM                 UNITED STATES 0.26%
PNL ASY DASH                      UNITED STATES 0.26%
EXHAUST MANIFOLD (LH) 6.8L 2V     UNITED STATES 0.25%
ADJ ASY-VALVE LASH 6F093/6M099    UNITED STATES 0.24%
5.4/6.8L CONN/ROD ROUGH           UNITED STATES 0.24%
CAM COVER LH 6.8L 2V              UNITED STATES 0.23%
FRONT COIL SPRING                 UNITED STATES 0.23%
CAM COVER (RH) 6.8L 2V ECONOLINE  UNITED STATES 0.23%
PNT BDY EXT FIN (OXFORD WHITE C/C) UNITED STATES 0.23%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.23%
FR DR OPG                         UNITED STATES 0.22%
WIR ASY-FU/TNK SDR                UNITED STATES 0.22%
SHFT ASY STNG COL LWR             UNITED STATES 0.22%
MTR & LNK ASY W/WPR               UNITED STATES 0.22%
6.8 RH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
FRONT COVER - ALL 2V'S            UNITED STATES 0.22%
6.8 LH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
PNL ASY I/PNL CLUS OPG FIN        UNITED STATES 0.22%
FR DR OPG                         UNITED STATES 0.21%
ADPT OIL FLTR 6.8L   (CHINA)      UNITED STATES 0.20%
STEERING WHEEL W/ SPD CNTRL       UNITED STATES 0.20%
TUB ASY FUL & BRK                 UNITED STATES 0.20%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.20%
6R140 SOLENOID - MAIN CONTROL     UNITED STATES 0.20%
PNL ASY FRT DR TR LH              UNITED STATES 0.19%
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SHK ABS ASY RR                    UNITED STATES 0.19%
REINF-RAD GRL OPG PNL LWR         UNITED STATES 0.19%
SHFT ASY-STNG GR INTERM           UNITED STATES 0.19%
SHK ABS ASY                       UNITED STATES 0.19%
HOS & CLMP ASY RAD LWR            UNITED STATES 0.18%
A-OIL WITH ADDITIVE               UNITED STATES 0.18%
KIT - RADIO ASSORTMENT            UNITED STATES 0.17%
INS ASY BDY BLT SND UPR           UNITED STATES 0.17%
DAMPER ASSY-CRANK 6.8L            UNITED STATES 0.17%
UNLEADED GAS W/ 10% ETHANOL       UNITED STATES 0.17%
KIT FUL SYS CONV                  UNITED STATES 0.16%
PIP ASY MFLR INLT EXT             UNITED STATES 0.16%
BRKT ASY FUL TUB SUPT             UNITED STATES 0.16%
WHEEL NUT - BLACK                 UNITED STATES 0.16%
SNS ASY EXH GAS O LES LD          UNITED STATES 0.16%
ROCKER ARM ASY     6F093/6M099    UNITED STATES 0.16%
COOLANT-LONG LIFE CONCENTRATE     UNITED STATES 0.15%
BRA BAT SUPT                      UNITED STATES 0.15%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.15%
6R140 SOLENOID- MAIN CONTROL      UNITED STATES 0.15%
RSON & TUB ASY ENG AIR INTK       UNITED STATES 0.14%
CMPT & DR ASY GLV (FLINT)         UNITED STATES 0.14%
6R140 UPPER VALVE BODY- RAW       UNITED STATES 0.14%
6R140 LOWER VALVE BODY- RAW       UNITED STATES 0.14%
BAR ASY-RR STAB                   UNITED STATES 0.13%
PNL DR O/S                        UNITED STATES 0.13%
PAN ASSEMBLY - OIL 6.8L 2V/3V     UNITED STATES 0.13%
TUB ASY A/C COMPR TO COND         UNITED STATES 0.13%
FLNG ASY-TRANS OPUT SHFT          UNITED STATES 0.13%
6R140 OIL PAN                     UNITED STATES 0.13%
FAN ASY ENG COOL (6.8L)           UNITED STATES 0.12%
INS ASY-ENG FRT SUPT (6.8L)       UNITED STATES 0.12%
RADIUS ARM ASY FRT                UNITED STATES 0.12%
RADIUS ARM ASY FRT LH             UNITED STATES 0.12%
HOS ASY PWR STNG PRESS LN         UNITED STATES 0.12%
TIMING CHAIN- V8 / V10            UNITED STATES 0.12%
BDY TRANS FRT OIL PMP             UNITED STATES 0.12%
PNL HOD INR                       UNITED STATES 0.11%
CONTR ASY P/BRK                   UNITED STATES 0.11%
WIR ASY ENG BLK HTR               UNITED STATES 0.11%
OIL COOLER ASSY-ALL 6.8L          UNITED STATES 0.11%
PNL HOD                           UNITED STATES 0.11%
VALVE-EXHAUST N/A:HEAD/CAM ASY    UNITED STATES 0.11%
PNT BDY EXT FIN (E-COAT)          UNITED STATES 0.11%
SW ASY-TRN/SIG & W/WPR            UNITED STATES 0.11%
KIT-ENG VLV SPG RET & KEY         UNITED STATES 0.11%
MAIN BEARING CAP - ROUGH          UNITED STATES 0.11%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.11%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
ABS-BDY BLT LWR                   UNITED STATES 0.10%
PANEL ROOF                        UNITED STATES 0.10%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.10%
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SNS ASY-ENG ELETR CONTR MS AIR FLO UNITED STATES 0.10%
BLKHD ASY TRANS WIR CONN          UNITED STATES 0.10%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
REINF-RAD GRL OPG PNL UPR         UNITED STATES 0.10%
CMPT ASY STWG (FLINT)             UNITED STATES 0.10%
RET ASY-BDY BLT ABS LWR           UNITED STATES 0.09%
HIGH ACTIVITY ACTIVATED CARBON    UNITED STATES 0.09%
PIP ASY FU/TNK FILL               UNITED STATES 0.09%
OIL PUMP LESS SCRN&COVER 2V       UNITED STATES 0.09%
HOS ASY PWR STNG PRESS LN LH      UNITED STATES 0.09%
SUPT ASY-FU/TNK                   UNITED STATES 0.09%
CVR ASY I/PNL STNG COL OPG        UNITED STATES 0.09%
BRKT ASY FU/VPR STRG CNSTR        UNITED STATES 0.09%
6R140 3 PINION FRONT CARRIER BODY UNITED STATES 0.09%
6R140 LONG PINION BLANK           UNITED STATES 0.09%
6R140 ROOSTER COMB                UNITED STATES 0.08%
CONT ASY-AIR BAG SLD              UNITED STATES 0.08%
PNL CWL TOP INR                   UNITED STATES 0.08%
GSKT-INT MFLD TO 6049  6.8L 2V    UNITED STATES 0.08%
HOS PWR STNG RTN LN UPR           UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
FRONT STABILIZER BAR /DRW (YELLOW) UNITED STATES 0.08%
SUPT-FU/TNK                       UNITED STATES 0.07%
BRKT ASY ENG ELETR CONTR PROCS    UNITED STATES 0.07%
TUB ASY FU/TNK TO CVR & FUL LN    UNITED STATES 0.07%
LVR ASY TRANS GR SH               UNITED STATES 0.07%
SHLD ASY EXH SYS FRT              UNITED STATES 0.07%
KIT-CMP WIR                       UNITED STATES 0.07%
PNL CWL TOP                       UNITED STATES 0.07%
TUBE ASY- HTR WTR UNDERBODT       UNITED STATES 0.07%
REG ASY FRT DR WDO LH             UNITED STATES 0.07%
PLR ASY FRT BDY INR LH            UNITED STATES 0.07%
PLR ASY FRT BDY INR               UNITED STATES 0.07%
6R140 E HUB MODULE                UNITED STATES 0.07%
BRKT & INS ASY-MFLR/O/P FRT RH    UNITED STATES 0.07%
PLT ASY BK DR NM (E350 /SUPER DTY) UNITED STATES 0.07%
6R1 6 PIN RAV SUPPORT PLATE       UNITED STATES 0.07%
6R140 SPEED SENSOR                UNITED STATES 0.07%
RING-PIS.COMPRESS UPPER :6100     UNITED STATES 0.07%
WIR ASY D/PNL HD/LP JCT           UNITED STATES 0.07%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.07%
PDL & SNS ASY ACEL                UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
INS ASY D/PNL SND                 UNITED STATES 0.07%
PIN - PISTON    ALL 6100 ASSYS    UNITED STATES 0.06%
SHRD FAN                          UNITED STATES 0.06%
CYLINDER HEAD BOLT                UNITED STATES 0.06%
TNK ASY RAD SPLY                  UNITED STATES 0.06%
GL ASY-FRT DR WDO                 UNITED STATES 0.06%
RUN ASY DR GL LH                  UNITED STATES 0.06%
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PRE-TREATMENT CHEMICALS           UNITED STATES 0.06%
TUB ASY A/C EVP OLET              UNITED STATES 0.06%
APR ASY FRT FNDR FRT LH           UNITED STATES 0.06%
FLTR & SE ASY TRANS OIL           UNITED STATES 0.06%
HOS ASY-RR WHL BRK LH             UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN RH      UNITED STATES 0.06%
OIL ENGINE ILSAC GF-5 SAE 5W-30   UNITED STATES 0.06%
GEAR-BALANCE SHAFT 6.8L           UNITED STATES 0.06%
ARM & PVT SHFT ASY W/WPR MTNG     UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN LH      UNITED STATES 0.06%
EXT ASY MFLR OLET PIP             UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
RESVR & MTR ASY W/WSHR            UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
LNK ASY-FRT STAB BAR              UNITED STATES 0.06%
GASKET EXH MFLD(RR) V8/V10        UNITED STATES 0.06%
6R140 D CLUTCH FRICTION PLATE     UNITED STATES 0.06%
TUB TRANS OIL LVL IND             UNITED STATES 0.05%
BRKT & VLV ASY FU/VPR MGT         UNITED STATES 0.05%
6R140 SPANNER NUT SHORT           UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
VISOR ASY-LH GREY VINYL           UNITED STATES 0.05%
6R140 PINION                      UNITED STATES 0.05%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.05%
SHLD ASY EXH SYS FRT              UNITED STATES 0.05%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.05%
BSHG-CONN ROD   ALL 6200          UNITED STATES 0.05%
GASKET EXH MFLD(FRONT) 6.8L 2V    UNITED STATES 0.05%
BRKT ASY FRT ROD                  UNITED STATES 0.05%
BRKT ASY FRT R ARM LH             UNITED STATES 0.05%
COOL ASY PWR STNG OIL             UNITED STATES 0.05%
INS ASY-BDY BLT UPR SND           UNITED STATES 0.05%
ARM-STNG GR PTMN                  UNITED STATES 0.05%
CARDBOARD DOOR PANEL              UNITED STATES 0.05%
ARM ASY W/WPR                     UNITED STATES 0.05%
SHLD ASY-BDY MT HT RH             UNITED STATES 0.05%
HOS & CLMP ASY RAD UPR            UNITED STATES 0.05%
PIP ASY-OIL FILL                  UNITED STATES 0.05%
BSE & CA ASY-RADO ANT             UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L LH    UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L RH    UNITED STATES 0.05%
REINF-BDY LK PLR RH               UNITED STATES 0.05%
CA & CONDU ASY P/BRK RR           UNITED STATES 0.05%
VALVE-INTAKE  N/A:HEAD/CAM ASY    UNITED STATES 0.05%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.04%
TENSIONER-TIMING CHAIN LH C130    UNITED STATES 0.04%
SPARK PLUG ASSY -SOME  2V         UNITED STATES 0.04%
REINF-BDY LK PLR LH               UNITED STATES 0.04%
TENSIONER-TIMING CHAIN RH C138    UNITED STATES 0.04%
HEATER ASSY ENGINE BLOCK          UNITED STATES 0.04%
WINDSHIELD URETHANE ADHESIVE      UNITED STATES 0.04%
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HOS ASY FRT WHL BRK               UNITED STATES 0.04%
HOS ASY-FRT WHL BRK LH            UNITED STATES 0.04%
6R140 INTERM CLUTCH FRICTION PLT  UNITED STATES 0.04%
U-BOLT M16X2.0X109/241            UNITED STATES 0.04%
OIL PAN GASKET - 6.8L 2V/3V       UNITED STATES 0.04%
INS ASY D/PNL SND                 UNITED STATES 0.04%
PLR ASY-BDY LK INR                UNITED STATES 0.04%
SEP-FU/VPR                        UNITED STATES 0.04%
LONG PIN SHFT 6R140 RAV           UNITED STATES 0.04%
HRN & SUPT ASY                    UNITED STATES 0.04%
CNE & RLR ASY-FRT WHL OTR BRG     UNITED STATES 0.04%
INS ENG HSG SND (GAS)             UNITED STATES 0.04%
TUB ASY A/C COND TO EVP           UNITED STATES 0.04%
BEARING CONNECTING ROD    6100    UNITED STATES 0.04%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.04%
LINK ASY-STAB BAR REAR            UNITED STATES 0.04%
TUB ASY-FRT WHL BRK RH            UNITED STATES 0.04%
DEFL ASY A/C COND AIR UPR         UNITED STATES 0.04%
CUTAWAYS, PAINT SEALER KIT SHEET  UNITED STATES 0.04%
KIT OWNR GID MATL (U.S./ENGLISH)  UNITED STATES 0.04%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.04%
INSERT-V/SEAT-INTAKE PI (6049)    UNITED STATES 0.04%
HOS ASY RR WHL BRK                UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.04%
CA ASY TRANS SH                   UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
REFRIGERANT R134A                 UNITED STATES 0.04%
INS & RET ASY-ENG RR SUPT         UNITED STATES 0.04%
6R140 REAR CLTCH PRESS PLT        UNITED STATES 0.04%
PLR ASY QTR LK UPR OTR            UNITED STATES 0.04%
BLD ASY-W/WPR                     UNITED STATES 0.04%
CLEAR PLASTIC CUTAWAY SHEETING    UNITED STATES 0.04%
STEP ASY-RNG BD RH                UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK           UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK LH        UNITED STATES 0.04%
CA ASY P/BRK RR LH                UNITED STATES 0.04%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.04%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.04%
6R140 B CLUTCH SUN GEAR BLANK     UNITED STATES 0.04%
CAP-BATTERY TERMINAL ACCESS       UNITED STATES 0.03%
RING- PIS.COMPRESS LWR :6100      UNITED STATES 0.03%
CNE & RLR ASY-RR AX DIFF BRG      UNITED STATES 0.03%
HOS ASY-BRK PRESS CONTR VLV INLT  UNITED STATES 0.03%
6R140 D CLUTCH PRESSURE PLATE     UNITED STATES 0.03%
6R140 SUN GEAR BLANK              UNITED STATES 0.03%
NOZ ASY-HTR W/SHLD DEF            UNITED STATES 0.03%
SHKL ASY-RR SPG                   UNITED STATES 0.03%
6R140 OUTPUT SHAFT BEARING R3     UNITED STATES 0.03%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.03%
STEP ASY-RNG/BOARD LH             UNITED STATES 0.03%
BRKT ASY-ENG FRT SUPT LH          UNITED STATES 0.03%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.03%
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HYDRAULIC BRAKE FLUID / DOT 3     UNITED STATES 0.03%
VALVE GUIDE  (ALL 6049/6050-2V)   UNITED STATES 0.03%
SEAL ASY-VLV STEM  :M6049/6050    UNITED STATES 0.03%
DOWEL-MN BRG CAP TO BLOCK:6010    UNITED STATES 0.03%
PLT ASY-FRT DR SCF LH             UNITED STATES 0.03%
BRKT-ENG FRT                      UNITED STATES 0.03%
HSG ASY-IGN CIL                   UNITED STATES 0.03%
CVR ASY PASS AIR BAG OPG          UNITED STATES 0.03%
REINF FRT FNDR FRT                UNITED STATES 0.03%
REINF FRT FNDR FRT LH             UNITED STATES 0.03%
6R140 THRUST BRG T1, T2 & T5      UNITED STATES 0.03%
PAINT SOLVENTS                    UNITED STATES 0.03%
KIT-RADIO ANTENNA (32" MAST)      UNITED STATES 0.03%
MLDG ASY W/SHLD O/S TOP           UNITED STATES 0.03%
INSERT-V/SEAT-EXH 6049            UNITED STATES 0.03%
PLT-RR SPG CLMP UPR               UNITED STATES 0.03%
FUEL CAP-BLACK "GASOLINE/E0-15"   UNITED STATES 0.03%
TUB ASY-FRT WHL BRK LH            UNITED STATES 0.03%
REINF FRONT DR HINGE ON DR        UNITED STATES 0.03%
SE ASY-TRANS FRT PMP OIL          UNITED STATES 0.03%
ABS-BDY BLT LWR                   UNITED STATES 0.03%
HNDL ASY FRT DR O/S LH            UNITED STATES 0.03%
PLT ASY-TRANS CONTR VLV BDY SEP   UNITED STATES 0.03%
SW & BZL ASY HD/LP                UNITED STATES 0.03%
BOLT&WSHR-M12X1.75X122.5HEX HD CON UNITED STATES 0.03%
PCV TUBE                          UNITED STATES 0.03%
SPROCKET-CR/SHAFT 1 PC   C126W    UNITED STATES 0.03%
APR ASY FRT FNDR FRT              UNITED STATES 0.03%
BRG ASY-TRANS OIL PMP             UNITED STATES 0.03%
6R140 FRONT CARRIER PINION SHAFT  UNITED STATES 0.03%
SCR/CVR ASSY-O/PUMP 6.8L          UNITED STATES 0.03%
VENTURI - AIR INTAKE              UNITED STATES 0.03%
CA ASY P/BRK FRT                  UNITED STATES 0.03%
RET ASY-FRT DR GL LK SD           UNITED STATES 0.03%
SE ASY HOD FRT OPG                UNITED STATES 0.03%
BRKT-FRT AX PVT LH                UNITED STATES 0.03%
ADJ-FRT SUSP UPR DARK BLUE        UNITED STATES 0.03%
CONN ASY-IGN CIL                  UNITED STATES 0.03%
GR-TRANS FRT PLNT SUN             UNITED STATES 0.03%
WIR ASY ENG CONTR SNS EXT         UNITED STATES 0.02%
SPCR FU/TNK BRA                   UNITED STATES 0.02%
W/S ASY FRT DR GL @ BEL O/S LH    UNITED STATES 0.02%
CVR-ENG A/CLNR OTR                UNITED STATES 0.02%
INS ASY BDY BLT SND UPR           UNITED STATES 0.02%
6R140 RR CARR PINION-AFTER PEEN   UNITED STATES 0.02%
SHRT PINION SHAFT 6R140 RAV CARR  UNITED STATES 0.02%
EXT ASY-FRT FLR RR C/M LH         UNITED STATES 0.02%
CVR ASY BAT                       UNITED STATES 0.02%
PANEL-ROOF HEADER(CUTAWAY)        UNITED STATES 0.02%
PNL W/SHLD HDR OTR                UNITED STATES 0.02%
FILL ASY DR WDO OPG FRT           UNITED STATES 0.02%
BOLT&RET M18X126 HF 10            UNITED STATES 0.02%
MIR ASY RV I/S                    UNITED STATES 0.02%
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BOOT SPARK PLUG                   UNITED STATES 0.02%
SPROCKET-CAMSHAFT LH 6.8L 2-V     UNITED STATES 0.02%
TUB & BRKT ASY-OIL LVL IND 6.8L 2V UNITED STATES 0.02%
GR-TRANS FRT PLNT PNON            UNITED STATES 0.02%
RSTR ASY-LT SW RHST               UNITED STATES 0.02%
TUB ASY HTR WTR OLET              UNITED STATES 0.02%
6R140 PARK PAWL                   UNITED STATES 0.02%
TUB ASY CRKC VEN                  UNITED STATES 0.02%
SEAL ASY STNG COL OPENING         UNITED STATES 0.02%
ELEM ASY-CARB A/CLNR              UNITED STATES 0.02%
SPROCKET-CAMSHAFT RH 5.4/6.8 2V   UNITED STATES 0.02%
COP SEC WIRE(REG INSUL)           UNITED STATES 0.02%
REINF-BDY SD RR FILL LH           UNITED STATES 0.02%
6R1 RAV LNG NDL BRG               UNITED STATES 0.02%
MLDG ASY W/SHLD GARN SD LH        UNITED STATES 0.02%
6R140 MAIN CONTROL KIT            UNITED STATES 0.02%
C-LAM ASSY - COP                  UNITED STATES 0.02%
TRANS VENT HOSE                   UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
T-LAM ASSY - COP                  UNITED STATES 0.02%
BOLT&RET M12X40 HF PIL DUAL 10    UNITED STATES 0.02%
WIR ASY DR LK FD                  UNITED STATES 0.02%
HOS ASY FU/VPR VEN                UNITED STATES 0.02%
STUD M10X22+M10X15 RD PTM HITEMP  UNITED STATES 0.02%
DEFL ASY CWL VEN                  UNITED STATES 0.02%
RSTR ASY-IGN CIL                  UNITED STATES 0.02%
6R140 REAR OUTPUT SHAFT WASHER    UNITED STATES 0.02%
BRKT ASY-RAD SUPT UPR RH          UNITED STATES 0.02%
RL-RF SD OTR RH                   UNITED STATES 0.02%
RL-RF SD OTR LH                   UNITED STATES 0.02%
RET FRT STAB BAR TO AX            UNITED STATES 0.02%
VLV TRANS LUB CONTR               UNITED STATES 0.02%
HOOD HINGE ASY R/H                UNITED STATES 0.02%
6R140 INTERIM CLUTCH TUBE         UNITED STATES 0.02%
SHIPPING CONTAINER BOX BOTTOM     UNITED STATES 0.02%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.02%
HGR & INS ASY-MFLR OLET PIP       UNITED STATES 0.02%
INCOMPLETE VEHICLE MANUAL 2016 MY UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
THERMOSTAT ASSY-WATER V8 D027E    UNITED STATES 0.02%
PNL W/WPR MTNG                    UNITED STATES 0.02%
1330 TRAY - AIR CLNR              UNITED STATES 0.02%
6R140 PARK PAWL ABUTMENT PLATE    UNITED STATES 0.02%
6R140 SUN GR FACE GRIND AT C&B    UNITED STATES 0.02%
HOOD HINGE ASY L/H                UNITED STATES 0.02%
CAP ASY RADO IGN INTFER           UNITED STATES 0.02%
CVR-CARB A/CLNR INR               UNITED STATES 0.02%
CLAMP ASY-ENG AIR CLEANER         UNITED STATES 0.02%
SEGMENT-PSTN UPR OIL CTRL RING    UNITED STATES 0.02%
6R140 AUX TRANS OPUT SHFT BRG     UNITED STATES 0.02%
WIR ASY WDO REG FRT DR LH         UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
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SHLD FRT FNDR APR SPLS RH         UNITED STATES 0.02%
SHLD FRT FNDR APR SPLS LH         UNITED STATES 0.02%
BOLT-CONNECTING ROD   ALL 6200    UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR LH        UNITED STATES 0.02%
ADJ-FRT SUSP UPR LT BLUE/YELLOW   UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR RH        UNITED STATES 0.02%
KIT-FUEL TANK TRANSIT             UNITED STATES 0.02%
RET-FRT DR SE                     UNITED STATES 0.02%
EXT FRT FLR RR C/M                UNITED STATES 0.02%
BRKT FU/VPR STRG CNSTR            UNITED STATES 0.02%
INS-FRT SUSP SPG LWR              UNITED STATES 0.02%
6R140 SUN GEAR- AFTER PEENING     UNITED STATES 0.02%
BRKT-STNG SHK ABS RH              UNITED STATES 0.02%
REINF FRT DR AT BELT R&L          UNITED STATES 0.02%
BRKT WIR                          UNITED STATES 0.02%
FRT DR INTRUSION BEAM             UNITED STATES 0.02%
W/S ASY DR GL @ BEL I/S           UNITED STATES 0.02%
VLV-TRANS MN OIL PRESS REG        UNITED STATES 0.01%
INS FRT FLR PAN CTR HT            UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
BOLT-M20X2.5X208.7HEX FLNG HD SHLD UNITED STATES 0.01%
6R140 INT CLUTCH THRUST BRG T6    UNITED STATES 0.01%
6R140 D CLUTCH THRUST BEARING T7  UNITED STATES 0.01%
BOLT-CR/SHFT MN BRG CAP (6010)    UNITED STATES 0.01%
STUD-9430/9431 T0 6049-COL.D35    UNITED STATES 0.01%
6R1 RAV SHRT NDL BRG              UNITED STATES 0.01%
REINF-FRT FLR SD INR SL RH        UNITED STATES 0.01%
REINF-FRT FLR SD INR SL LH        UNITED STATES 0.01%
VLV-TRANS CONTR MAN               UNITED STATES 0.01%
72MMX55M 3-M PERF PLS 8979-S(BLUE) UNITED STATES 0.01%
SCREW M10X28.5 PN TI PIL 010      UNITED STATES 0.01%
IND ASY-TRANS OIL LVL             UNITED STATES 0.01%
CUP DR I/S HNDL                   UNITED STATES 0.01%
STUD M10X53+M10X15 P/T            UNITED STATES 0.01%
D WAVE SPRING                     UNITED STATES 0.01%
TRY ASY-BAT                       UNITED STATES 0.01%
SEAL- RR CRANKSHAFT               UNITED STATES 0.01%
BRKT FRT LIC PLT MTNG             UNITED STATES 0.01%
REINF ASY DR O/S BEL              UNITED STATES 0.01%
6R140 CENTER SUPPORT SNAP RING    UNITED STATES 0.01%
GUIDE-TIMING CHAIN RH     C124    UNITED STATES 0.01%
SEALER-EXPNDBL-PMPBL-VINYL        UNITED STATES 0.01%
PLUG-CUP STAINLESS STEEL :6010    UNITED STATES 0.01%
STUD/WSHR 6C086 TO 6049   C170    UNITED STATES 0.01%
BRKT-MFLR INLT PIP SUPT           UNITED STATES 0.01%
6R140 THRST BRG T11 & T12         UNITED STATES 0.01%
SPCR-PSTN O/CTRL RING SEG:6100    UNITED STATES 0.01%
BRKT-FRT AX PVT RH                UNITED STATES 0.01%
CVR I/PNL RADO OPG                UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER RH  C138    UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER LH  C130    UNITED STATES 0.01%
GUIDE-TIMING CHAIN LH  C122       UNITED STATES 0.01%
SENSOR ASY-CR/SHFT (HDR) D093L    UNITED STATES 0.01%
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OIL FILTER ASSY                   UNITED STATES 0.01%
BOLT M12X100 HF PIL ADH 10        UNITED STATES 0.01%
BOLT&WASH-M14X2.0X133.5HEX PIL SPL UNITED STATES 0.01%
BLT ASY-CR/SHFT MN BR CAP-SIDE    UNITED STATES 0.01%
RC-TRANS SUN GR THRS BRG RR       UNITED STATES 0.01%
RING-IGN PULSE C/S SENSOR C140    UNITED STATES 0.01%
6R140 FORWARD CLUTCH WAVE PLATE   UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
CTNR I/PNL STRG                   UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL          UNITED STATES 0.01%
BRACKET-ALTERNATOR SUPPORT        UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
6R1 RAV THRUST BRG                UNITED STATES 0.01%
6R140 D CLUTCH RR CARR BRG T10    UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
WASHER - SHORT 6R140 RAV CARRIER  UNITED STATES 0.01%
SENSOR-CAMSHFT TIMING (CTS)D107   UNITED STATES 0.01%
PNL ASY BDY LK PLR I/S FIN UPR    UNITED STATES 0.01%
EXT ASY FRT FNDR APR FRT          UNITED STATES 0.01%
SHLD ASY FU/TNK                   UNITED STATES 0.01%
BOLT M16 X 2.0 X 53.0 HEX FLNG    UNITED STATES 0.01%
GASKET-OIL FILTER ADAPTOR         UNITED STATES 0.01%
MAGNET IGNITION COIL              UNITED STATES 0.01%
PLG-TRANS VLV RET                 UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR RH   UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR LH   UNITED STATES 0.01%
BOBBIN-IGNITION COIL SECONDARY    UNITED STATES 0.01%
PLG TRANS SOL                     UNITED STATES 0.01%
NUT M16 HF PTM 10                 UNITED STATES 0.01%
SW ASY-CURT LP (FRNT DR)          UNITED STATES 0.01%
6R140 MANUAL CONTROL LEVER SHAFT  UNITED STATES 0.01%
CIBA EPOXY RESIN-COP              UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL LH       UNITED STATES 0.01%
PNL ASY-CWL SD TR RH              UNITED STATES 0.01%
HOOD LATCH STRIKER                UNITED STATES 0.01%
BOLT&WSHR M18X133 HF NP CTP 10    UNITED STATES 0.01%
CAP ASY-PRESS RLEF VLV            UNITED STATES 0.01%
INS - RAD SUPT LWR (GAS)          UNITED STATES 0.01%
REINF FRT FLR CS RR MBR           UNITED STATES 0.01%
SHLD FRT BRK DSC                  UNITED STATES 0.01%
SHLD FRT BRK DSC LH               UNITED STATES 0.01%
VLV ASY-TRANS BYP CL CONTR        UNITED STATES 0.01%
BRKT-BRK BST SUPT MTNG            UNITED STATES 0.01%
BOLT MJ14X110 HF NP ADH SPL 10    UNITED STATES 0.01%
BRA ASY-BAT SUPT RH               UNITED STATES 0.01%
VLV TRANS CL D2 REG               UNITED STATES 0.01%
BOLT/WSHR-ATT OILPAN B109,C178    UNITED STATES 0.01%
IND ASY OIL LVL                   UNITED STATES 0.01%
BRKT ASY P/BRK CA RR LH           UNITED STATES 0.01%
INS ASY-RR SHK ABS UPR MTG        UNITED STATES 0.01%
INS-RR STAB BAR                   UNITED STATES 0.01%
6R140 TFT SENSOR MAIN CONTROL     UNITED STATES 0.01%
REINF FRT DR AT BELT LH           UNITED STATES 0.01%
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BLT&WSHR M12X149 HEX ADH PIL CNE 9 UNITED STATES 0.01%
WIR ASY A/C JMPR                  UNITED STATES 0.01%
WIR ASY INTR LP                   UNITED STATES 0.01%
INS ASY STAB BAR                  UNITED STATES 0.01%
SHLD-FRT DR TR WTR LH             UNITED STATES 0.01%
SE-TRANS FRT PMP SUPT             UNITED STATES 0.01%
SWITCH-OIL PRESS SENDER -6.8L     UNITED STATES 0.01%
STRKR ASY-FRT DR LAT              UNITED STATES 0.01%
VLV TRANS CL B REG                UNITED STATES 0.01%
BRG CSFT MN LWR GR 2 - T/TH COUNT UNITED STATES 0.01%
VLV TRANS CL C REG                UNITED STATES 0.01%
BOLT M16X40 HF ADH 10             UNITED STATES 0.01%
PNL ASY-CWL SD TR LH              UNITED STATES 0.01%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.01%
6R140 OIL PUMP SEAL               UNITED STATES 0.01%
6R140 PUMP SEAL                   UNITED STATES 0.01%
HNDL ASY FRT DR WDO REG           UNITED STATES 0.01%
6R140 MAIN CONTROL DAMPER         UNITED STATES 0.01%
WIRE ASSY(JUMPER)2016 VN127       UNITED STATES 0.01%
6R140 ANTI FRETTING RING          UNITED STATES 0.01%
6R140 FRONT CARRIER NEEDLE BEARING UNITED STATES 0.01%
BRKT RAD GRL PNL END              UNITED STATES 0.01%
6R140 D CL SUN GEAR THRUST BRG T8 UNITED STATES 0.01%
VLV-TRANS FWD CL CONTR            UNITED STATES 0.01%
VLV-TRANS CONV CL CONTR           UNITED STATES 0.01%
VLV TRANS CL CONTR PRESS REG      UNITED STATES 0.01%
THRUST WASHER-UPPER (T/TH COUNT)  UNITED STATES 0.01%
PLT ASY-TRANS FRT                 UNITED STATES 0.01%
VACUUM HARNESS - 2V ECONO(5.4,6.8) UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
6R1 RAV LNG SHAFT WSHR            UNITED STATES 0.01%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.01%
RET-RR STAB BAR TO AXLE           UNITED STATES 0.01%
6R140 T3 BEARING                  UNITED STATES 0.01%
STUD M12X1.75X1.75X68 RND SHLDR   UNITED STATES 0.01%
PLUG-CUP STNLS STEEL 6010/6049    UNITED STATES 0.01%
BOND ASSY-RADO FREQ INTF SUPPRESS UNITED STATES 0.01%
NUT M12 HF PTP 10                 UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
SEAL-CR/SHAFT FRT OIL    D087     UNITED STATES 0.01%
NUT & WASHER - M10 X 1.5 HEX P/T  UNITED STATES 0.01%
6R1 OIL SLINGER PLATE             UNITED STATES 0.01%
MAIN CONTROL ASSY BOLT            UNITED STATES 0.01%
PCV VALVE-5.4/6.8L 2V             UNITED STATES 0.01%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.01%
VLV TRANS OIL COOL                UNITED STATES 0.01%
BOLT-6884 TO 6010/INT TO 6049     UNITED STATES 0.01%
BRKT-TRANS K/DWN CA               UNITED STATES 0.01%
SLINGER-CR/SHFT RR OIL   B129     UNITED STATES 0.01%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.01%
CVR ASY RV O/S MIR MTNG HLE LH    UNITED STATES 0.01%
BRG CSHAFT MN UPR GR 2- T/TH COUNT UNITED STATES 0.01%
BRKT-AUX A/C MTNG                 UNITED STATES 0.01%
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TUBE ASSY-HEATER WATER    A129    UNITED STATES 0.01%
VLV TRANS CL COOL FLO CONTR       UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
6R140 SQUISHY TUBE- CENTER SUPT   UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
ISLT ASY-ENG A/CLNR               UNITED STATES 0.01%
BON ASY RADO FREQ INTFER SPRS     UNITED STATES 0.01%
SHRD STNG COL                     UNITED STATES 0.01%
SCR M8X1.25X30 HEX FLNG PNT CLR TR UNITED STATES 0.01%
VLV-TRANS CONV REG                UNITED STATES 0.01%
BOLT M12X1.75X33 TWELVE PT PIL 12 UNITED STATES 0.01%
BLT-CAM CAPS FRT/RR TO 6049/50    UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE      UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE LH   UNITED STATES 0.01%
INS FRT FLR PAN CTR HT LH         UNITED STATES 0.01%
SHRD STNG COL INR                 UNITED STATES 0.01%
REINF FRT DR I/S PNL RR           UNITED STATES 0.01%
NUT-M20X2.5 HEX FLNG LOCK  P/T    UNITED STATES 0.01%
6R1 RAV THRUST WSHR               UNITED STATES 0.01%
REINF DR O/S PNL RR               UNITED STATES 0.01%
BRKT-WIRE RETENTION 6.8L 2V       UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
RET FRT SPG MTNG                  UNITED STATES 0.01%
RET-FRT SPG MTNG LWR              UNITED STATES 0.01%
LONG SPACER 6R140 RAV CARRIER     UNITED STATES 0.01%
NUT-EXH MFLDS TO 6049:D163/167    UNITED STATES 0.01%
VLV-TRANS CONTR SLAV              UNITED STATES 0.01%
6R140 FRONT CARRIER THRUST WASHER UNITED STATES 0.01%
SHLD ASY FRT FNDR SPLS LH         UNITED STATES 0.01%
CLIP-25.4-25.4 WRAPAROUND B/MT    UNITED STATES 0.01%
6R140 PARK PAWL SHAFT PLUG        UNITED STATES 0.01%
NUT&RETAINER-M14- 2.0 HEX FLNG P/T UNITED STATES 0.01%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.01%
6R140 INPUT SHAFT BEARING T3      UNITED STATES 0.01%
6R140 SOLENOID HOLD DOWN BRACKET  UNITED STATES 0.01%
INSULATOR  SHOCK ABSORBER         UNITED STATES 0.01%
SHLD ASY BDY MT HT RH             UNITED STATES 0.01%
VLV TRANS DRN BK(ANTI DRN BK)     UNITED STATES 0.01%
BOLT-LIFTING EYE TO 6049  D175    UNITED STATES 0.01%
SE FRT FLR PAN                    UNITED STATES 0.01%
BRKT ASY FRT FNDR MTNG FRT        UNITED STATES 0.01%
NUT&RET M10X1.5X80.0 DUAL HEX     UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
6R140 SHIM 5.45MM THICK- GREEN    UNITED STATES 0.00%
PLUG BUTTON 1.00X2.00 OBLONG      UNITED STATES 0.00%
PLT ASY CWL TOP PNL ACC HLE CVR   UNITED STATES 0.00%
HOS ASY-W/SHLD WSHR PMP           UNITED STATES 0.00%
BRKT WIR                          UNITED STATES 0.00%
HOOD BUMPER (33MM PRESET)         UNITED STATES 0.00%
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ISLT ASY-ENG A/CLNR               UNITED STATES 0.00%
NUT 3/4-16 HEX SLOT               UNITED STATES 0.00%
CLMP-TRANS OIL COOL TUB FRT       UNITED STATES 0.00%
COP PRI WIRE 25AWG                UNITED STATES 0.00%
CLP BRK LN TO RR AX               UNITED STATES 0.00%
6R140 DETENT SPRING               UNITED STATES 0.00%
BOLT&RET M12X1.75X35 HEX FLG HD   UNITED STATES 0.00%
FILL ASY FRT FNDR FRT             UNITED STATES 0.00%
FILL ASY FRT FNDR FRT LH          UNITED STATES 0.00%
VLV TRANS D2 LAT                  UNITED STATES 0.00%
6R140 PARK PAWL SHAFT             UNITED STATES 0.00%
VLV TRANS CL B LAT                UNITED STATES 0.00%
BLT-CAP BALSHFT-LH CYL HD-6.8L    UNITED STATES 0.00%
RIVET 7/16X1.12 SOLID BUTTON HD   UNITED STATES 0.00%
VLV-TRANS SOL PRESS REG           UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT LH        UNITED STATES 0.00%
VLV TRANS CL E LAT                UNITED STATES 0.00%
BOLT&WSHR M12X1.75X92.7 HEX CONE P UNITED STATES 0.00%
BOLT M10X70 HF 10                 UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
NUT&RET M8 HF PTP 10              UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
HOS ASY-W/WSHR                    UNITED STATES 0.00%
STFNR DR I/S PNL BEL REINF        UNITED STATES 0.00%
6R140 MAIN CNTRL SPRING & POPPET  UNITED STATES 0.00%
THRUST WASHER-LOWER (T/TH COUNT)  UNITED STATES 0.00%
NUT M12 X 1.75 (J-CLIP) BLACK     UNITED STATES 0.00%
6R140 PAN BOLT                    UNITED STATES 0.00%
GSKT ASY-EXH PIP                  UNITED STATES 0.00%
DECAL-SAFETY STANDARD CERTIFICATE UNITED STATES 0.00%
BOLT M10 - 1.5 X 30 HEX FLG PLT   UNITED STATES 0.00%
BOLT M10X65 HF 8                  UNITED STATES 0.00%
SPCR-DR WDO REG HNDL              UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT RH        UNITED STATES 0.00%
BOLT&WSHR M14X45 HF PIL ADH       UNITED STATES 0.00%
WSHR-TRANS A PLNT GR THRS         UNITED STATES 0.00%
SE-CWL SD PNL LH                  UNITED STATES 0.00%
EXT-FRT FLR PAN RR RH             UNITED STATES 0.00%
EXT-FRT FLR PAN RR LH             UNITED STATES 0.00%
GREASE FOR COP                    UNITED STATES 0.00%
NUT M10 HF SPL 8                  UNITED STATES 0.00%
BRG CSHAFT MN UPR GR 1- T/TH COUNT UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
TERMINAL-SECONDARY (IGNITION)     UNITED STATES 0.00%
STUD 6C086 TO 6010 V8/V10 C172    UNITED STATES 0.00%
PLG CWL TOP OTR PNL LH            UNITED STATES 0.00%
SCR/WSHR 6C086 TO 6049  C168W     UNITED STATES 0.00%
NUT - M12 - 1.75 HEX FLANGE LOCK  UNITED STATES 0.00%
PLT-FU/VPR STRG CNSTR C RET       UNITED STATES 0.00%
SCREW&WSHR M8X22.5 HX CON PTC 010 UNITED STATES 0.00%
CIBA EPOXY-HARDENER-COP           UNITED STATES 0.00%
CVR-CONV HSG LWR                  UNITED STATES 0.00%
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CVR SW OPG                        UNITED STATES 0.00%
6R140 VENT TUBE                   UNITED STATES 0.00%
VLV TRANS CL LAT                  UNITED STATES 0.00%
VLV TRANS CL C LAT                UNITED STATES 0.00%
NUT&RETAINER M8X2.5 HEX FLNG P/T  UNITED STATES 0.00%
6R140 SHIM 5.60MM THICK- WHITE    UNITED STATES 0.00%
BOLT M8X75 HF PIL 8               UNITED STATES 0.00%
RET BRK TUB TO BRKT ANTI/LK SNS   UNITED STATES 0.00%
STUD M6X1/6.3X1.81X54 HEX WSHR PIL UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT LH UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
SCREW M6X14 HF 010                UNITED STATES 0.00%
RETAINER-PISTON PIN   ALL 6100    UNITED STATES 0.00%
COVER-CYLINDER BLOCK OPENING      UNITED STATES 0.00%
6R140 MAIN CONTROL TORLON BALL    UNITED STATES 0.00%
WSHR-FRT SHK ABS INS OTR          UNITED STATES 0.00%
CVR-STNG WHL SPK INS              UNITED STATES 0.00%
HNDL-TLT STNG WHL LVR             UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT RH UNITED STATES 0.00%
6R140 PUMP BOLT                   UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WSHR M8X27 HX PIL ADH FL 8   UNITED STATES 0.00%
BOLT-6C086 TO 6010 C166W/168W     UNITED STATES 0.00%
SE-TRANS FRT OIL PMP              UNITED STATES 0.00%
REINF HOD INR PNL @ LK            UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
WT WHL BAL(CP 15G)                UNITED STATES 0.00%
NUT 4.8 HI-LOX10X20X1.4 SLD       UNITED STATES 0.00%
RIVET 6.4 MULTI-GRIP SPLIT        UNITED STATES 0.00%
BOLT 7/16-14X1.38 HEX FLG PLT    5 UNITED STATES 0.00%
6R140 SQUISHY TUBE-LONG           UNITED STATES 0.00%
STUD - ATT OFA                    UNITED STATES 0.00%
SPG-FU/VPR INR                    UNITED STATES 0.00%
LAT ASY HOS TO TUB TRANS OIL COOL UNITED STATES 0.00%
RET-P/BRK CA RR                   UNITED STATES 0.00%
SHLD FRT SUSP UPR ARM HT          UNITED STATES 0.00%
BOLT&RET M8X35 HF PIL 8           UNITED STATES 0.00%
REFRIGERANT COMPRESSOR OIL (DRUM) UNITED STATES 0.00%
NUT U SPG M10 1.5-5.5 P/T         UNITED STATES 0.00%
VENT-RR AX HSG                    UNITED STATES 0.00%
BRG CSFT MN LWR GR1 - T/TH COUNT  UNITED STATES 0.00%
SCREW&WSHR M6X28 HX CON 010       UNITED STATES 0.00%
PIN-DOWEL HOLLOW  6375 TO 6010    UNITED STATES 0.00%
BOLT M10 1.5 X 45 HEX FLG HD 9    UNITED STATES 0.00%
BOBBIN-IGN. COIL PRIMARY          UNITED STATES 0.00%
BOLT-ATT CAM SPOCKETS             UNITED STATES 0.00%
REINF-FRT FNDR APR TOP LWR        UNITED STATES 0.00%
INS DR O/S PNL SND LWR            UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
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BOLT/WSHR-8501 TO 6010    D103    UNITED STATES 0.00%
SPCR-6622 TO 6K258 STUD           UNITED STATES 0.00%
BOLT-6375 TO 6303-A/T B137/143    UNITED STATES 0.00%
SCREW M12X25 HF 010               UNITED STATES 0.00%
PLG-TRANS MN REG VLV              UNITED STATES 0.00%
BRKT PWR STNG TUB                 UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.00%
BOND ASSY-RADIO FREQ INTF SUPPRESS UNITED STATES 0.00%
SE CWL SD PNL                     UNITED STATES 0.00%
SLV ASY-FU/VPR STRG CNSTR PRG INLT UNITED STATES 0.00%
W/SHIELD WSHR FLUID / METHANOL    UNITED STATES 0.00%
SPACER-CAMSHAFT SPROCKET  C120    UNITED STATES 0.00%
PAINT SOLVENTS                    UNITED STATES 0.00%
BOLT M8X78 HF PIL 8               UNITED STATES 0.00%
BOLT M12X65 HF 10                 UNITED STATES 0.00%
SCR&WASH M8X1.25X33 HEX HD CTP PT UNITED STATES 0.00%
SCREW&WSHR 1/2-13X1.25 HEX FLNG HD UNITED STATES 0.00%
SCREW&WSHR M8X25 HX PIL 010       UNITED STATES 0.00%
BOLT M12 - 1.75 X 65 HEX HD 9     UNITED STATES 0.00%
RET D/PNL CTR TR                  UNITED STATES 0.00%
BOLT M10X85 HF 8                  UNITED STATES 0.00%
BOLT M10 1.5X25.5 HEX FLNG HD PIL UNITED STATES 0.00%
PLUG 11.2MM DIA PUSH IN           UNITED STATES 0.00%
CLIP/WHITE PLASTIC PWR STRNG LINE UNITED STATES 0.00%
SCREW 4.8X1.59X32 OVAL HD TRIM TAP UNITED STATES 0.00%
SEALER-VINYL-THUMB-PNTBL          UNITED STATES 0.00%
PIN-DOWEL 6C086/6K318 TO BLOCK    UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
CVR I/PNL ACC HLE                 UNITED STATES 0.00%
COMPRESSION PLATE                 UNITED STATES 0.00%
BOLT-M14X2.0X75.0 HEX HEAD        UNITED STATES 0.00%
BOLT-12A366 TO 9424 2V3V          UNITED STATES 0.00%
BRKT-RR WHL BRK HOS               UNITED STATES 0.00%
BOLT M12X65 HF PIL 10             UNITED STATES 0.00%
RET FRT DR SCF PLT                UNITED STATES 0.00%
WT WHL BAL(CP 20G)                UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
NUT M12X1.5 HF 10                 UNITED STATES 0.00%
CVR FRT ST SHLD STRP GID ADJ      UNITED STATES 0.00%
SPG TRANS CL VLV                  UNITED STATES 0.00%
SCR&WASH-M8X1.25X27.5 HEX HD PLT. UNITED STATES 0.00%
STD 18663 TO 6049 V8/V10 C168E P  UNITED STATES 0.00%
6R140 MN CTL SOL BLT M6X14 TI PIL8 UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
S/WSH-B77,101,D29R,93L,107,155    UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
NUT - M12 X 1.75 HEX FLG LOCK P/T UNITED STATES 0.00%
PIN-DOWEL  ALIGNS GUIDE TO BLK    UNITED STATES 0.00%
NUT M12X1.75 HEX FLG LOCK P/T 10  UNITED STATES 0.00%
NUT & RETAINER - M10 -1.5         UNITED STATES 0.00%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

350-BASE-158"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
PLUG M10X1X11 HX PIL SEH STL      UNITED STATES 0.00%
RET L/C DR LK CYL                 UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL CON SPL 8  UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
SC&WSHR 4.2X6.8 HEX WSHR H        UNITED STATES 0.00%
BOLT M8X30 HF 8                   UNITED STATES 0.00%
NUT & RETNR M12X1.75 HEX FLG P/T  UNITED STATES 0.00%
BOLT-8594 TO 9424  C216W/D027E    UNITED STATES 0.00%
CAP - RADIO ANTENNA BASE          UNITED STATES 0.00%
BOLT M10X30 HF PIL 8              UNITED STATES 0.00%
SCR&WASH-M4.2X1.41X19HEX HD TAP TO UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
BLT-TENSNR'S TO 6049 C130/138  ALL UNITED STATES 0.00%
RET CWL TOP VEN GRL               UNITED STATES 0.00%
FLTR FU/VPR STRG CNSTR            UNITED STATES 0.00%
GREASE LITHIUM COMPLEX SOAP-LUBE  UNITED STATES 0.00%
6R140 MAIN CONTROL INLET NOZZLE   UNITED STATES 0.00%
CLAMP .62 ROUND WORM SCR HOSE SS  UNITED STATES 0.00%
CVR-FU/VPR STRG CNSTR             UNITED STATES 0.00%
NUT M12-1.75 HEX FLANGE LOCK P/T  UNITED STATES 0.00%
6R140 PARK PAWL RETURN SPRING     UNITED STATES 0.00%
FRT DR BELT RAIL                  UNITED STATES 0.00%
6R140 OUTER MANUAL LEVER SEAL     UNITED STATES 0.00%
CLIP 5 PANEL PUSH-IN              UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
BRGCSHT MN INTRM UPR2 100%-T/TH CN UNITED STATES 0.00%
RIVET 6.6X23.9 SPL                UNITED STATES 0.00%
BRKT-WIR CONN                     UNITED STATES 0.00%
PLT CWL TOP PNL OPG               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
BRKT-A/C EVP SUPT                 UNITED STATES 0.00%
SCR&WASH M8X1.25X25 HEX HD PIL 9  UNITED STATES 0.00%
NUT M14 HF PTM 10                 UNITED STATES 0.00%
NUT U SPG M8 0.8-4.0 P/T          UNITED STATES 0.00%
BOLT M10X25 HF 10                 UNITED STATES 0.00%
TERMINAL-PRIMARY (IGNITION)       UNITED STATES 0.00%
HOSE CLAMP SPRING 14X12 POC       UNITED STATES 0.00%
STD-CRSHFT MN BR CAP-HOLE #419    UNITED STATES 0.00%
SHORT SPACER 6R140 RAV CARR       UNITED STATES 0.00%
6R140 SNAP RING 3.7MM-CUT STYLE 11 UNITED STATES 0.00%
BOLT M8X1.25X37 HEX FLNG PIL 10   UNITED STATES 0.00%
PIN-WHEEL DISK LOCATOR            UNITED STATES 0.00%
PLT FRT DR WDO REG HNDL           UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
NUT&WSHR ASSY M12X1.75 HEX P/T    UNITED STATES 0.00%
SCREW M10X30.6 HEX WASHER HEAD TR UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
6R140 MANUAL VALVE ACTUATOR       UNITED STATES 0.00%
BOLT/WAS- 9F792 TO INT            UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
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PLATE-VEH IDENT                   UNITED STATES 0.00%
PLUG- PIPE C/HD MACH 6049/6050    UNITED STATES 0.00%
BOLT-M10 X 1.5 X 35 HEX FLG HD    UNITED STATES 0.00%
RETAINER 14MM BH STL              UNITED STATES 0.00%
CLAMP-HOSE                        UNITED STATES 0.00%
WASHER-CAM SPROCKET               UNITED STATES 0.00%
BOLT M8X31 RC TI CTP ADH 10       UNITED STATES 0.00%
SCR/WSHR 8A528 TO 8501   E130W    UNITED STATES 0.00%
PLUG BUTTON 32.0 DIA              UNITED STATES 0.00%
SCR M10 X 20 HEX WASH HD TR       UNITED STATES 0.00%
BETAFOAM ISOCYANATE #87100        UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
DECAL ENG EXH EMS IDENT           UNITED STATES 0.00%
SCR/WSHR 9E822 TO 9424   D029R    UNITED STATES 0.00%
WT WHL BAL(CP 35G)                UNITED STATES 0.00%
REINF HOD HGE ON HOD              UNITED STATES 0.00%
REINF HOD HGE ON HOD LH           UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
KEY-6306/16 TO 6303 :6303-OP10    UNITED STATES 0.00%
RET-TRANS THROT PRESS BST         UNITED STATES 0.00%
WT WHL BAL(CP 25G)                UNITED STATES 0.00%
PLT TRANS VLV BOR PLG RET         UNITED STATES 0.00%
PLG-TRANS CL PRESS LIM VLV        UNITED STATES 0.00%
SPCR ASY W/SHLD GL LWR            UNITED STATES 0.00%
6R140 MAIN CNTRL BLT M6X60 HF PIL8 UNITED STATES 0.00%
WASHER-6316 DMPR TO 6303  D115    UNITED STATES 0.00%
HOS TRANS VEN(TUBE-TRANS VENT)    UNITED STATES 0.00%
RG SNP TRANS FRT PLNT CL          UNITED STATES 0.00%
PLUG-PIPE  3/8   D115   E440      UNITED STATES 0.00%
REAR TAP PLUG                     UNITED STATES 0.00%
INSERT C/HEAD-LH V8/V10           UNITED STATES 0.00%
BOLT&WSHR M8X22 HX CTP CON 8      UNITED STATES 0.00%
WHEEL WELL BLACKOUT COATING       UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SE FRT FLR PAN                    UNITED STATES 0.00%
BOLT-M12X1.75X60.0 HEX FLNG HEAD  UNITED STATES 0.00%
NUT & WASHER M8 HEX CONL BRASS    UNITED STATES 0.00%
BOLT-6316 DAMPER TO 6303  D115    UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
NUT&RET 7/16-14 U LOCK            UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
BLT/WSHR-19A216 TO 6C086  E555    UNITED STATES 0.00%
MAGNET - OIL PAN                  UNITED STATES 0.00%
WT WHL BAL(CP 30G)                UNITED STATES 0.00%
CLIP-RADIATOR HOSE                UNITED STATES 0.00%
SCR&WASH-M7.24X1.59X20.50PAN HD TA UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
6R140 INPUT SHAFT FRONT SEAL      UNITED STATES 0.00%
VISOR ARM CLIP (FLINT)            UNITED STATES 0.00%
LABEL-INCOMPLETE VEHICLE          UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
SEALER EXPANDING                  UNITED STATES 0.00%
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SCREW 6.3X32 HF C TAP             UNITED STATES 0.00%
NUT M10X1 HF PTM SPL 10           UNITED STATES 0.00%
NUT & WASHER - M6 X 1.0 HEX P/T   UNITED STATES 0.00%
SCREW&WSHR M6X35 HX CON 010       UNITED STATES 0.00%
NUT M8 X 1.25 U P/T               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/TTRG       UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL FL 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 27MM DIA              UNITED STATES 0.00%
6R140 SHIM 5.30MM THICK- RED      UNITED STATES 0.00%
NUT&WASHER M8X1.25 HEX P/T        UNITED STATES 0.00%
RET TRANS VLV PLG                 UNITED STATES 0.00%
RIVET PUSH PIN 6.5X7-9.5 PLA      UNITED STATES 0.00%
SCREW&WSHR M6X1X27.5 HEX HD PLT   UNITED STATES 0.00%
6R140 SNAP RING 3.8MM-CUT STYLE 3 UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
NUT - 3/8 - 16 HEX - LOCK         UNITED STATES 0.00%
6R140 SNAP RING 3.6MM-CUT STYLE 2 UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
6R140 SNAP RING 3.5MM-CUT STYLE 10 UNITED STATES 0.00%
CLIP/WHITE PLASTIC RETAINER       UNITED STATES 0.00%
NUT M8 RETAINER PUSH ON           UNITED STATES 0.00%
BOLT M6X1.0X32.5 HEX FLNG PIL    9 UNITED STATES 0.00%
SCREW M8X1.25X19 HEX WSHR HD TAP  UNITED STATES 0.00%
6R140 MAIN ID TAG BLANK           UNITED STATES 0.00%
SCR 6.3 X 10.0 HEX WASH HD TAP    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
BOLT 3/8-16 X 1.03 HEX FLNG PLT   UNITED STATES 0.00%
6R140 MODEL IDENT INFO TAG BLANK  UNITED STATES 0.00%
WSHR-SPDL OTR BRG RET             UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BOLT M8X35 HF PIL 8               UNITED STATES 0.00%
SPG-TRANS MN OIL PRESS REG VLV    UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BZL-HOD LAT CA OPG LH             UNITED STATES 0.00%
BETAFOAM POLYOL #87120            UNITED STATES 0.00%
WT WHL BAL(CP 40G)                UNITED STATES 0.00%
CTNR-LIC PLT HDW                  UNITED STATES 0.00%
6R140 ANTI-RATTLE SPRING          UNITED STATES 0.00%
BOLT M6X8.2 PC TI CTP ADH 10      UNITED STATES 0.00%
6R140 BULKHEAD TRANSPORTATION CAP UNITED STATES 0.00%
PLUG BUTTON-19.0X25.0 OBLONG      UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
SCR&WASH M6X1.0X18.5 HEX HD PIL 9 UNITED STATES 0.00%
BOLT M8X30 HF PIL 8               UNITED STATES 0.00%
STUD&WASHER M6 X 1 X 1 X 45.6 HEX UNITED STATES 0.00%
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CLIP 1/2 RETAINING RECT EXT       UNITED STATES 0.00%
CAP ASY-A/C CHARGING VALVE        UNITED STATES 0.00%
PLUG -PIPE C/HEAD: HOLES 130,450  UNITED STATES 0.00%
TRIM PIN 5.2X1.7-10 NYL           UNITED STATES 0.00%
STUD M8X30+M8X16 HF PIL SHLDR 8   UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
SCREW M6X1X30 HEX FLNG T/R        UNITED STATES 0.00%
SCREW&WSHR M8X22 HF PIL CON 010   UNITED STATES 0.00%
SCREW&WSHR M6X1X24 HEX HEAD PIL   UNITED STATES 0.00%
BOLT-MODULAR STRAP (BLUE)         UNITED STATES 0.00%
SCREW 4.2X1.4X19 PC PZ C          UNITED STATES 0.00%
NUT-M10X1.50 WELD ROUND           UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT & WASHER M8 X 1.25 HEX        UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCR-M6 X1.00X16 HEX WASH TAP      UNITED STATES 0.00%
WT WHL BAL(CP 45G)                UNITED STATES 0.00%
CLIP-PLASTIC                      UNITED STATES 0.00%
PETROLATUM-IND  5LB CANS  A075    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
SCREW & WASHER M8 X 1.25 X 59 HEX UNITED STATES 0.00%
CVR RR ST SHLDR STRP GID          UNITED STATES 0.00%
BOLT M6X20 PN TI PIL 8            UNITED STATES 0.00%
COVER-IGNITION COIL               UNITED STATES 0.00%
SPG-TRANS CONV REG VLV            UNITED STATES 0.00%
SCR #8-18X1.00 RD WASH HD TAP     UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
PIN ASY-TRANS GR SH LVR           UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
LABEL-ENGINE CODE INFO    D063    UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR RH      UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR LH      UNITED STATES 0.00%
SC CNSTR FU/VPR TO BRKT           UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCR M8 X1.25X16 HEX WASH TAP      UNITED STATES 0.00%
SPG-TRANS CONTR LUB PRESS REG VLV UNITED STATES 0.00%
SCREW 4X20 HC TFP TH              UNITED STATES 0.00%
SCREW M10X1.5X21.8 PAN HEAD PILOT UNITED STATES 0.00%
NUT & WASH - M8 X 1.25 HEX P/C    UNITED STATES 0.00%
WT WHL BAL(CP 50G)                UNITED STATES 0.00%
6R140 ABUT PLT & DETENT SPRNG BOLT UNITED STATES 0.00%
SPG-TRANS SOL REG VLV             UNITED STATES 0.00%
WHEEL/TIRE ASY LUBE               UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT M6 HF PTC SERR                UNITED STATES 0.00%
SCREW M8X30 HEX FLNG PNT CLR T/R  UNITED STATES 0.00%
NUT M6 X 1.0 HEX LOCK P/T 9       UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
CVR DR TR PNL RET (FLINT)         UNITED STATES 0.00%
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SCREW M8X25 HF 010                UNITED STATES 0.00%
BOLT&RET M6X1X16 WAF HD           UNITED STATES 0.00%
DECAL AUX BATTERY INSTRUCT-FRENCH UNITED STATES 0.00%
SPG-TRANS SHTL VLV                UNITED STATES 0.00%
SEAL O-RING 8594 TO 9424 D027E    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
BOLT   6621 TO 6010     A139      UNITED STATES 0.00%
PLUG PIPE C/HEAD #508/608 C122E   UNITED STATES 0.00%
6R140 TIR VALVE CAP               UNITED STATES 0.00%
WT WHL BAL(CP 60G)                UNITED STATES 0.00%
NUT M8 HF 8                       UNITED STATES 0.00%
SCR&WASH M4X0.7X17.5 HEX HD PIL  9 UNITED STATES 0.00%
ONE-STEP W/SHLD CLEANER/PRIMER    UNITED STATES 0.00%
BRG CSHFT MN UPR GRD3 10%-T/TH CNT UNITED STATES 0.00%
NUT&WSHR M6 HX PTC FL 8           UNITED STATES 0.00%
SCREW (BLACK) 4.2X16 TAP HEX FLNG UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
SPG-TRANS OIL COOL BYP VLV        UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SCREW 6.3X12.5 HF TAP SPL         UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
WT WHL BAL(CP 55G)                UNITED STATES 0.00%
PLUG BUTTON 1.00 DIA              UNITED STATES 0.00%
SCR&WASH M6X1.0X22.5 HX PILOT 9   UNITED STATES 0.00%
BRG CSFT MN LWR GR3 10%-T/TH COUNT UNITED STATES 0.00%
40X1.46X12 TORX PAN SCREW         UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT M8X25 HF NP 10               UNITED STATES 0.00%
BOLT-MULTI USE(SEE BELOW)D155/C124 UNITED STATES 0.00%
RET SPG 9/16 DRILLED SHAFT        UNITED STATES 0.00%
PLUG BUTTON .88 DIA               UNITED STATES 0.00%
NUT M8 WELD                       UNITED STATES 0.00%
PLUG BUTTON 1.75X.75 OBLONG       UNITED STATES 0.00%
6R140 SHIPPING STRAP NUT          UNITED STATES 0.00%
BOLT&WSHR M6X18 HX PIL CON ADH 8  UNITED STATES 0.00%
SCREW 4.8X16 HC HI/LO SERR        UNITED STATES 0.00%
SCR & WASH M6X1X16 HEX HD PIL 9   UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SPG-TRANS CONV CL CONTR VLV       UNITED STATES 0.00%
PIN 4.75MMX12.2 PUSH NYLON        UNITED STATES 0.00%
NUT M10 HX PTM SPL 8              UNITED STATES 0.00%
SCREW M4.2X1.41X25 HEX WSHR HD TAP UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
VENT PLUG BLACK                   UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
DOOR CORNER PROTECTOR - BLACK VNYL UNITED STATES 0.00%
NUT&WASHER  M8X1.25 HEX SERR      UNITED STATES 0.00%
SCREW M8X14 HF 010                UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR & WASH M6 X 1.0 X 14 HEX HD   UNITED STATES 0.00%
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NUT&WSHR M10 HX PTM CON 8         UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
BOLT M6X30 HF PIL 10              UNITED STATES 0.00%
CLIP 7.11 WRAPAROUND PUSH-IN(3POS) UNITED STATES 0.00%
PLUG BUTTON 38.0MM DIA            UNITED STATES 0.00%
RET-BRK PDL                       UNITED STATES 0.00%
SCR&WASH M8X1.25X19.HEX HD PLT   9 UNITED STATES 0.00%
SCREW M6X14 HF GRD 010            UNITED STATES 0.00%
DOOR PROTECTOR - FOAM BLOCK/WHITE UNITED STATES 0.00%
BOLT M6X90 HF 8                   UNITED STATES 0.00%
SCR 4.2 X 19 OVAL HD TAP          UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
DECAL-VEH NOISE EMISSION CONTROL  UNITED STATES 0.00%
NUT M6 X 1.00 U LOCK              UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
BOLT-6622 TO N806180-S  B75,77    UNITED STATES 0.00%
WT WHL BAL(CP 65G)                UNITED STATES 0.00%
BOLT&WSHR M6X12 HX NP CON 8       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT&WSHR M6X20 HX PIL 8          UNITED STATES 0.00%
BOLT-CH/GUIDE-RH TO 6049  C122    UNITED STATES 0.00%
TUBE-VENT-NYLON                   UNITED STATES 0.00%
6R140 SNAP RING 4.0MM-CUT STYLE 4 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WASHER M6X16 HEX HD CONL NP 8 UNITED STATES 0.00%
NUT - M8 X 1.25 HEX FLG           UNITED STATES 0.00%
BOLT M8X25 HF PIL 8               UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
NUT WELD THDLS 8 RD PIL 8         UNITED STATES 0.00%
DOOR EDGE GUARD 14" CLEAR PLASTIC UNITED STATES 0.00%
NUT&WSHR M6 HF PTM 8              UNITED STATES 0.00%
STRAP-82MM BUNDLING ADJUSTABLE    UNITED STATES 0.00%
PLT TRANS VLV RET                 UNITED STATES 0.00%
NUT RETAINER, 3/4 OCT COTTER PIN  UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
SE CWL TOP INR TO CWL SD LH       UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
6R140 SNAP RING 3.4MM-CUT STYLE 1 UNITED STATES 0.00%
PLUG BUTTON .75X1.00 OBLONG       UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
CVR-DR TR PNL RET (FLINT)         UNITED STATES 0.00%
SCREW&WSHR 4.2X1.41X13 HEX HD TAP UNITED STATES 0.00%
BOLT-6621 & 6B274 TO 6010 C122    UNITED STATES 0.00%
RET-TRANS CONTR VLV SPG           UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
WELDING ELECTRODE UNCOATED        UNITED STATES 0.00%
NUT&WSHR M8 HX CON 8              UNITED STATES 0.00%
CLP TRANS VLV PLG RET             UNITED STATES 0.00%
BRG CSFT MN INTERM UPR1 10%-T/TH C UNITED STATES 0.00%
OIL ENGINE, API SG, SAE 50 ASSEMBL UNITED STATES 0.00%
WASH 7/8 HELICAL SPG LK QR        UNITED STATES 0.00%
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LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT-6884 TO RR 6010     C029      UNITED STATES 0.00%
RING RET 8.6 TYPE E               UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT 4.2-6.8X20X0.8-4 SQ PUSH IN   UNITED STATES 0.00%
BOLT M8X20 HF PIL ADH 8           UNITED STATES 0.00%
PLUG BUTTON .50 DIA               UNITED STATES 0.00%
PIN 0.250 X 1.22 PUSH NYLON       UNITED STATES 0.00%
LUBRICANT-RUBBER HOSE (PRPL MRPL) UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
BLCK PLASTIC AIJ PUSH PIN 3.45X.75 UNITED STATES 0.00%
FTG-TRANS SH ACTU CA              UNITED STATES 0.00%
CLP-TRANS CONTR LWR VLV BDY       UNITED STATES 0.00%
CLP-TRANS THROT VLV PLNG SLV      UNITED STATES 0.00%
SCREW M6.3X1.81X16.0 HEX WASH TAP UNITED STATES 0.00%
BOLT&WSHR M6X16 HX PIL CON 8      UNITED STATES 0.00%
SCR-M4.2X1.41X16 HEX WSHR HD TAP  UNITED STATES 0.00%
WT WHL BAL(CP 90G)                UNITED STATES 0.00%
SCR-4.2X1.41X19 HEX FLNG TAP      UNITED STATES 0.00%
PLUG 6X0.7-1.5 RD RBR             UNITED STATES 0.00%
SCR&WASH 5/16-18X.62 HEX HD       UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
SCR #8-18X1.00 PAN HD TAP         UNITED STATES 0.00%
PUSH PIN 8.5X4.5-7 NYLON BLACK    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX GREY      UNITED STATES 0.00%
NUT M8 BOLT RETAINER PUSH ON      UNITED STATES 0.00%
CLIP 5/16 WIRHRNS PUSH IN         UNITED STATES 0.00%
WT WHL BAL(CP 75G)                UNITED STATES 0.00%
WT WHL BAL(CP 70G)                UNITED STATES 0.00%
SOLDER STICKS                     UNITED STATES 0.00%
4.6/5.4L EFI DECAL-GENERAL TAPE   UNITED STATES 0.00%
ORANGE CAP- OIL FILL CAP          UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT M6 WELD                       UNITED STATES 0.00%
WT WHL BAL(CP 85G)                UNITED STATES 0.00%
WT WHL BAL(CP 80G)                UNITED STATES 0.00%
SCR-#8-18X.62 PAN HD TAP          UNITED STATES 0.00%
SCREW - #8-32 X 0.62 OVAL HD T/R  UNITED STATES 0.00%
RIVET 1/8X.25 BLIND SPL HD        UNITED STATES 0.00%
SE CWL TOP INR PNL TO CWL SD PNL  UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SOLDER PASTE TIN BASED            UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 MAIN CNTRL ID TAG SPRING NUT UNITED STATES 0.00%
6R140 SHIM 5.15MM THICK- YELLOW   UNITED STATES 0.00%
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6R140 SHIM 5.75MM THICK- BLUE     UNITED STATES 0.00%
GREASE-TRANS TORQUE CONVERTER NOSE UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SPCR-BRK MSTR CYL P/ROD           UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 SNAP RING 3.3MM-CUT STYLE 9 UNITED STATES 0.00%
6R140 SNAP RING-3.2MM-CUT STYLE 7 UNITED STATES 0.00%
TAPE - 1" WATER RESISTANT BLACK   UNITED STATES 0.00%
LUB-SYN RBR 1# JARS TOX#044089    UNITED STATES 0.00%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.00%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESI        UNITED STATES 0.00%
SEALER, NON-EXPANDING, PUMPABLE, A UNITED STATES 0.00%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.00%
ADJ FRT SUSP UPR LT BLUE          UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/RED         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLACK/YELLOW     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED/BLUE         UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/ORANGE   UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/BLACK    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/RED      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/WHITE       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/ORANGE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLACK       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLUE        UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED              UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR WHITE            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GREEN       UNITED STATES 0.00%
ADJ-FRT SUSP UPR GRAY/PINK        UNITED STATES 0.00%
ADJ FRT SUSP UPR BLACK/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/BLACK      UNITED STATES 0.00%
ADJ FRT SUSP UPR GRAY             UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE           UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW           UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW/RED       UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/PINK       UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/YELLOW    UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GRAY        UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/WHITE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/RED        UNITED STATES 0.00%
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ADJ FRT SUSP UPR PINK             UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/GREEN    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
6R140 SNAP RING 4.2MM-CUT STYLE 5 UNITED STATES 0.00%
6R140 SNAP RING 4.4MM-CUT STYLE 6 UNITED STATES 0.00%
6R140 SNAP RING 3.2MM-CUT STYLE 8 UNITED STATES 0.00%
LUB-SURFACTANT(MERPOL)E190/230    UNITED STATES 0.00%
BRGCSHFT MN INTRM UPR3 10%-T/TH CN UNITED STATES 0.00%

US Vehicle Content 87.40%

Foreign Vehicle Content 12.60%
US Vehicle Content 87.40%
Total Vehicle Content 100.00%

Assumptions
*  Non-Ford manufacturing facilities are noted.
*  Percentages include prorated direct assembly labour, engineering costs, overhead, other costs, and profit.
*  Component material costs based on 2016 Bill of Material.
*  Costs are for vehicles pertaining to Starcraft Bus, div. Forest River, Inc. request. Content for other E-series
    vehicles could be different.
* E-series Vehicles are assembled at Ohio plant, USA

This document may contain confidential business information. It is being supplied with the understanding that it will not
be released to third parties, and that it will be used solely for the purpose of complying with the Buy America requirements 
 of federal law or other applicable content requirements.
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Cutting all materials to size, welding door frame, complete door assembly 
including installation of hardware and placing in shipping containers.





 

 

 

BUY AMERICA CERTIFICATION STATEMENT 

CERTIFICATE OF COMPLIANCE WITH 

SECTION 165 (b) (3) 

The Surface Transportation Assistance Act of 1982, as amended 
and the regulations of 49 C.F.R.  661.11 

 

Freedman Seating Company hereby certifies that it complies with the 
requirements of section 165(b)(3), of the Surface Transportation Assistance Act 
of 1982, as amended, and the regulations of 49 CFR 661.11. 
 
 

Freedman Feather Weight Seats Country of Origin 
% 

Domestic 

   

   

TOTAL WEIGHTED DOMESTIC COST CONTENT USA 
Minimum 

70% 

 
The final assembly point location is 4545 W. Augusta Blvd. Chicago, IL  60651 
 
 
 

 
_____________________________________ 
                                 Authorized Signature 

 

Date: 6.6.16 

 

4545 WEST AUGUSTA BLVD • CHICAGO, IL  •  60651 
PHONE: 773-524-2440 •  FAX:  773-252-7450 





















WEIGHT ANALYSIS

6/23/2016 8 1 WC 138 146-2 EST USA 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

E-350 34001B GAS 40 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

138 0.72 LEFT FRONT RIGHT FRONT 0.13 244

AXLE CAPACITIES 2840 1489 1351 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 165

4600 7800 11500 5364 2414 2950

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 40 150 28.99% 106.52 43.48 99 -32 71.74% -9.04 -22.96 SINGLE

DB 89 -55 64.49% -19.53 -35.47 138 -32 100.00% 0.00 -32.00 SINGLE

DB 121 -55 87.68% -6.78 -48.22 0.00% 0.00 0.00

DB 153 -55 110.87% 5.98 -60.98 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

DB 90 363 65.22% 126.26 236.74 100 186 72.46% 51.22 134.78 SGL

DB 120 363 86.96% 47.35 315.65 137 186 99.28% 1.35 184.65 SGL

DB 150 363 108.70% -31.57 394.57 0.00% 0.00 0.00

W/C 191 200 138.41% -76.81 276.81 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 151.43 1122.57 43.52 264.48 1582.00

AXLE WEIGHTS 1489.00 2414.00 1351.00 2950.00 8204.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 1619.66 3663.48 5283.14 0.528

RIGHT 1373.76 3341.38 4715.14 0.472

FRT / REAR TOTALS 2993.42 7004.86 9998.28

AXLE CAPACITIES 4600 7800 11500

AVAILABLE CAPACITIES 1606.58 795.14 1501.72

Front Curbside Rear Curbside
Maximum Capacity 2300 Maximum Capacity 3900

Combined Front Combined Rear

2993.42 7004.86

4600 Maximum Capacity 7800 Maximum Capacity

Maximum Capacity 2300 Maximum Capacity 3900

Front Roadside Rear Roadside

8 1 WC 138 146-2 EST USA

DEALER

FUEL ADJ. AMT.

-31.72

1619.66

3341.38

3663.48

LEFT (ROADSIDE) RIGHT (CURBSIDE)

1373.76

Mid Hight Seats

Weights from 34001B
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 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR 2 for PCID 1122A

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD E-350 138" 6.8L

CHASSIS FORD MOTOR CO U.S. 50.00
AIR CONDITIONING TRANS AIR U.S. 6.90
SEATS FREEDMAN U.S. 3.81
WHEELCHAIR LIFT BRAUN U.S. 5.12
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.43
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 1.19
EXTERIOR MIRRORS ROSCO U.S. 0.69

U.S.
U.S.
U.S.

69.14

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 7.89%
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CONV ASY(6.2L)                    MEXICO 1.64%
6.8L CYL/HEAD 2V ROUGH CASTING    MEXICO 1.64%
REAR LEAF SPRING - E350 C/A DRW   MEXICO 1.18%
6.8L CRANK/STL ROUGH EX GERLCH    CANADA 0.99%
6R140 OUTPUT SHFT LONG 4X2/SLP YK CANADA 0.67%
6R140 E CLUTCH MODULE             CANADA 0.65%
ROD & LNK ASY-STNG LKGE           CANADA 0.51%
6R1 6 PIN RAV CARRIER             CANADA 0.47%
SHFT & BRG ASY-TRANS MN           CANADA 0.44%
PMP & PLY ASY PWR STNG            GERMANY 0.38%
CLPR ASY FRT WHL BRK              MEXICO 0.32%
CLPR ASY FRT WHL BRK LH           MEXICO 0.32%
BALANCE SHAFT  6.8L  2V           CANADA 0.26%
6R140 EXTENSION HOUSING           CHINA 0.25%
CONTR ASY OCC RESTNT SYS          CANADA 0.22%
ACUM & HOS ASY A/C                CANADA 0.20%
6R140 HUB & SHAFT- S3             CANADA 0.18%
6R140 HUB ASSY- S2                CANADA 0.18%
SHK ABS ASY STNG                  BRAZIL 0.17%
WATER PUMP - ALL 6.8L             CANADA 0.16%
SPCR THROT BDY TO INTK MANF       CANADA 0.13%
6R140 INTERMEDIATE HUB SHAFT      CANADA 0.12%
COOL ASY TRANS OIL                CANADA 0.12%
BEL & RETR ASY FRT ST (DRVR)      MEXICO 0.11%
INS ASY-ENG FRT SUPT-LH           CANADA 0.09%
HOS ASY HTR                       MEXICO 0.07%
BRK & CL PDL & BRKT ASY           CANADA 0.07%
HOS ASY HTR                       MEXICO 0.07%
TENSIONER ASSEMBLY-ENG DRIV       CANADA 0.07%
CONTR ASY-FUL PMP DRV             MEXICO 0.06%
W/S ASY FRT DR                    CANADA 0.06%
W/S ASY DR OPG LH                 CANADA 0.06%
CAP ASY-RR BRG CAMSHAFT   6049    CHINA 0.05%
FLYWHEEL ASY 4R75W/5R110W B137    CANADA 0.05%
LOCK SET-IGN & 1 DR (2 KEYS)      MEXICO 0.05%
LAT & R/CONTR ASY FRONT LH DOOR   CANADA 0.04%
6R140 D CLUTCH PLATE- STEEL       CANADA 0.04%
6R140 SEPARATOR PLATE ALL MODELS  CANADA 0.04%
RESVR TUB & BRKT ASY PWR STNG     MEXICO 0.04%
SNS & BRKT ASY AIR BAG CTR        CANADA 0.04%
BMPR ASY FRT AX                   CHINA 0.04%
DEFL A/C COND AIR LWR             CANADA 0.03%
BMPR ASY RR AX (E350/450)         CHINA 0.03%
BEL DRV(AC)                       MEXICO 0.03%
ADJ ASY FRT ST SHLDR STRP GID     MEXICO 0.03%
HGE & CHK ASY FRT DR LWR          CANADA 0.03%
ASSIST HANDLE L/H MEDIUM FLINT    INDIA 0.03%
CAP ASSY-CAM & BAL SHFT BRG RR    CHINA 0.03%
LAT ASY HOD                       CANADA 0.03%
REAR SEAL RETAINER                MEXICO 0.03%
REINF ASY BRK PDL SUPT            CANADA 0.03%
SHL-FU/VPR STRG CNSTR             CANADA 0.03%
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6R140 OIL PAN GASKET              MEXICO 0.02%
BRKT FU/TNK GD                    CANADA 0.02%
HGE ASY FRT DR UPPER              CANADA 0.02%
SPKR ASY RADO RECV                CHINA 0.02%
IDLER ASSY   V8/V10      D109     CANADA 0.02%
WATER PUMP PULLEY-ALL EXCPT-696-  CANADA 0.02%
SENSOR ASY-CYL HEAD TEMP 2V       CHINA 0.02%
CA & HNDL ASY HOD LAT             MEXICO 0.02%
HOSE ASY-W/SHLD WSHR BOTTLE       MEXICO 0.02%
6R140 PARK PAWL ACTUATOR ROD      CANADA 0.02%
SE CWL TOP PNL TO HOD             CANADA 0.02%
BRKT FU/TNK GD                    CANADA 0.01%
RET ASY-FRT WHL HB GRSE           MEXICO 0.01%
CAP ASY-CCAM/BAL SHFT BR FRT-LH   CHINA 0.01%
CONN-WATER OUTLET  ALL 2V D027E   CHINA 0.01%
PLATE-ENGINE REAR COVER           CANADA 0.01%
SW ASY SPD CONTR & STP LP         GERMANY 0.01%
PROP ASY HOD SUPT                 CANADA 0.01%
CAP ASY-FRT BRG CAMSHAFT  6049    CHINA 0.01%
BRKT FU/TNK GD                    CANADA 0.01%
DEFL ASY RAD AIR SD RH            CANADA 0.01%
DEFL ASY RAD AIR SD LH            CANADA 0.01%
CAP ASSY-BAL SHFT BRG FRT-LH      CHINA 0.01%
6R140 MANUAL CONTROL LEVER OTR    CANADA 0.01%
ADHSV TOX#178271 (RED)            CANADA 0.01%
CAP-FRT HUB GREASE                CANADA 0.01%
STUD PIERCE M8X13 CNE 8           GERMANY 0.01%
CVR-FU/VPR STRG CNSTR             CANADA 0.00%
NUT-STNG TIE ROD                  CANADA 0.00%
SLR-RTV HI-VIS 55 GAL DR  B097    CANADA 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
6R140 WASHER 2.9MM THICK- BLACK   CANADA 0.00%
6R140 WASHER 3.1MM THICK- YELLOW  CANADA 0.00%
BOLT M8X115 HF PIL 8              TAIWAN 0.00%
NUT M18X2.5 HEX FLNG P/T          CANADA 0.00%
SLR-RTV HI-VIS 5 GAL-50# PAILS    CANADA 0.00%
MAIN CONTROL TO CASE BOLT         TAIWAN 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
PIN-DOWEL  6049 TO 6010   C054    CANADA 0.00%
NUT #8-18 SPRING                  CANADA 0.00%
BOLT M8X1.25X31 HEX FLNG PI       TAIWAN 0.00%
PLUG EXP CUP 11.4 STL             CANADA 0.00%
CAP HNDL I/S ASST ATT HLE         INDIA 0.00%
NUT 3/4 - 16 HEX                  CANADA 0.00%
NUT-M14X2.0 HEX LOCK P/T        10 CANADA 0.00%
NUT M8 HF PTM 8                   CANADA 0.00%
6R140 LIGHTWEIGHT ALIGNMENT PIN   CANADA 0.00%
BOLT M6X16 HF PIL (LONGER)        TAIWAN 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M8 HF PTP 10                  CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
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NUT-M8X1.25 V8/V10 D115 E580      CANADA 0.00%
6R140 RR BRG PLATE TO CARRIER BOLT TAIWAN 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
6R140 WASHER 3.3MM THICK- WHITE   CANADA 0.00%
6R140 WASHER 3.5MM THICK- RED     CANADA 0.00%
NUT M6 HF PTM 8                   CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
PIN-SHAFT RETAINING               CANADA 0.00%
BOLT- CBLR CYLINDER RETAINING     TAIWAN 0.00%
6R140 SPRING ROLL PIN 4X18 CLD    CANADA 0.00%
NUT&WSHR M6 HX CON 8              CANADA 0.00%
BOLT M6X20 HF PIL 8               TAIWAN 0.00%
PLUG EXP CUP 13.8 STL             CANADA 0.00%
NUT-M4.2 X 1.41 U P/T (J-CLIP)    CANADA 0.00%
6R140 WASHER 3.7MM THICK- BLUE    CANADA 0.00%
SLR RTV HI-VISC 30ML CARTRIDGE    CANADA 0.00%

Foreign Vehicle Content 12.98%

AX ASY RR LES WHL                 UNITED STATES 8.60%
LT225/75R16 MICHELIN LTX MS LRE BW UNITED STATES 7.08%
FR ASY A/P                        UNITED STATES 3.62%
CONV & PIP ASY EXH DU             UNITED STATES 3.22%
INTAKE - 6.8L 2-VALVE             UNITED STATES 2.00%
6.8L BLOCK-CASTING 2V/3V CIFUNSA  UNITED STATES 1.94%
RIM ASY-WHL (WHITE) 16X6 DRW      UNITED STATES 1.81%
TNK & SDR ASY FUL                 UNITED STATES 1.56%
PWR STEERING GEAR ASY             UNITED STATES 1.34%
ST ASY FRT TR LH                  UNITED STATES 1.24%
WIR ASY ENG CONTR SNS             UNITED STATES 1.23%
PNL ASY I/PNL (FLINT)             UNITED STATES 1.16%
ALTERNATOR-225A                   UNITED STATES 1.03%
DRV/SHT ASY                       UNITED STATES 0.90%
FRONT BUMPER - CHROME             UNITED STATES 0.89%
COL ASY STNG                      UNITED STATES 0.88%
6R140 A/B MODULE- GAS             UNITED STATES 0.84%
EXHAUST MANIFOLD-RH   2V V10      UNITED STATES 0.83%
HUB & BRK DRM ASY FRT WHL         UNITED STATES 0.82%
PROCS ASY ENG (N)                 UNITED STATES 0.82%
RADIATOR ASY - 6.8L GAS           UNITED STATES 0.78%
6R140 6.2L GAS CASE CASTING       UNITED STATES 0.77%
BATTERY ASSY (750 CCA) 78AH       UNITED STATES 0.76%
BST ASY BRK HYD                   UNITED STATES 0.74%
COMPR & CL ASY A/C                UNITED STATES 0.66%
CONTR & MOD ASY BRK ANTI/LK       UNITED STATES 0.65%
MFLR & OLET PIP ASY               UNITED STATES 0.60%
EVP & BLW ASY A/C                 UNITED STATES 0.58%
PAN ASY FRT FLR                   UNITED STATES 0.54%
GRL ASY RAD (CHROME)              UNITED STATES 0.50%
CLUS ASY INSTR                    UNITED STATES 0.49%
6R140 CLUTCH ASSY- GAS            UNITED STATES 0.48%
AX ASY FRT RH                     UNITED STATES 0.45%
AX ASY FRT LH                     UNITED STATES 0.44%
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PNL ASY ENG CVR                   UNITED STATES 0.43%
KIT SPDL FRT WHL                  UNITED STATES 0.42%
KIT SPDL FRT WHL LH               UNITED STATES 0.42%
PNL FRT DR I/S LH                 UNITED STATES 0.42%
WIR ASY MN                        UNITED STATES 0.42%
5.4L/6.8L 2-VALVE PISTON "E"      UNITED STATES 0.42%
IND ASY RADO RECV CONTR           UNITED STATES 0.41%
SUPT ASY RAD                      UNITED STATES 0.40%
WIR ASY ENG 2016(6.8L 2V E350)    UNITED STATES 0.39%
STR MTR DRV & RLY ASY(BSM V8/V10) UNITED STATES 0.36%
CYL ASY BRK MSTR LES P/RD         UNITED STATES 0.34%
WIR ASY RR LP                     UNITED STATES 0.34%
FUEL INJECTOR - 6.8L 2V VN127     UNITED STATES 0.34%
BDY & MTR ASY A/INTK CHG THROT    UNITED STATES 0.33%
CLPR ASY RR BRK MECH INTG P/BRK   UNITED STATES 0.31%
CLPR ASY RR BRK MECH INTG P/BRK LH UNITED STATES 0.31%
COND ASY A/C                      UNITED STATES 0.31%
SUPT ASY TRANS FRT PMP CONV STATR UNITED STATES 0.30%
MOD ASY DRV AIR BAG RESTNT        UNITED STATES 0.30%
MANF & C/OVR TUB ASY FU/INJ SPLY  UNITED STATES 0.30%
CL ASY FAN                        UNITED STATES 0.30%
SNS ASY EXH GAS O UNIV            UNITED STATES 0.29%
HD/LP ASY RH (AERO)               UNITED STATES 0.29%
HD/LP ASY LH (AERO)               UNITED STATES 0.29%
GL ASY W/SHLD                     UNITED STATES 0.28%
6R140 REVERSE PISTON              UNITED STATES 0.28%
CONTR ASY A/C                     UNITED STATES 0.27%
MAT ASY FRT FLR                   UNITED STATES 0.26%
HTR ASY                           UNITED STATES 0.26%
CHMB ASY-HTR PLNM                 UNITED STATES 0.26%
PNL ASY DASH                      UNITED STATES 0.26%
EXHAUST MANIFOLD (LH) 6.8L 2V     UNITED STATES 0.25%
ADJ ASY-VALVE LASH 6F093/6M099    UNITED STATES 0.24%
5.4/6.8L CONN/ROD ROUGH           UNITED STATES 0.24%
CAM COVER LH 6.8L 2V              UNITED STATES 0.23%
CAM COVER (RH) 6.8L 2V ECONOLINE  UNITED STATES 0.23%
PNT BDY EXT FIN (OXFORD WHITE C/C) UNITED STATES 0.23%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.23%
FR DR OPG                         UNITED STATES 0.22%
SHFT ASY STNG COL LWR             UNITED STATES 0.22%
6.8 RH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
6.8 LH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
MTR & LNK ASY W/WPR               UNITED STATES 0.22%
FRONT COVER - ALL 2V'S            UNITED STATES 0.22%
PNL ASY I/PNL CLUS OPG FIN        UNITED STATES 0.22%
WIR ASY-FU/TNK SDR                UNITED STATES 0.22%
FRONT COIL SPRING                 UNITED STATES 0.21%
FR DR OPG                         UNITED STATES 0.21%
ADPT OIL FLTR 6.8L   (CHINA)      UNITED STATES 0.20%
STEERING WHEEL W/ SPD CNTRL       UNITED STATES 0.20%
6R140 SOLENOID - MAIN CONTROL     UNITED STATES 0.20%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.20%
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PNL ASY FRT DR TR LH              UNITED STATES 0.19%
SHK ABS ASY RR                    UNITED STATES 0.19%
REINF-RAD GRL OPG PNL LWR         UNITED STATES 0.19%
SHFT ASY-STNG GR INTERM           UNITED STATES 0.19%
SHK ABS ASY                       UNITED STATES 0.19%
HOS & CLMP ASY RAD LWR            UNITED STATES 0.18%
A-OIL WITH ADDITIVE               UNITED STATES 0.18%
KIT - RADIO ASSORTMENT            UNITED STATES 0.18%
INS ASY BDY BLT SND UPR           UNITED STATES 0.17%
DAMPER ASSY-CRANK 6.8L            UNITED STATES 0.17%
TUB ASY FUL & BRK                 UNITED STATES 0.17%
UNLEADED GAS W/ 10% ETHANOL       UNITED STATES 0.16%
KIT FUL SYS CONV                  UNITED STATES 0.16%
WHEEL NUT - BLACK                 UNITED STATES 0.16%
BRKT ASY FUL TUB SUPT             UNITED STATES 0.16%
SNS ASY EXH GAS O LES LD          UNITED STATES 0.16%
ROCKER ARM ASY     6F093/6M099    UNITED STATES 0.16%
COOLANT-LONG LIFE CONCENTRATE     UNITED STATES 0.16%
BRA BAT SUPT                      UNITED STATES 0.16%
6R140 SOLENOID- MAIN CONTROL      UNITED STATES 0.15%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.15%
RSON & TUB ASY ENG AIR INTK       UNITED STATES 0.14%
6R140 UPPER VALVE BODY- RAW       UNITED STATES 0.14%
CMPT & DR ASY GLV (FLINT)         UNITED STATES 0.14%
6R140 LOWER VALVE BODY- RAW       UNITED STATES 0.14%
BAR ASY-RR STAB                   UNITED STATES 0.14%
PNL DR O/S                        UNITED STATES 0.13%
TUB ASY A/C COMPR TO COND         UNITED STATES 0.13%
PIP ASY MFLR INLT EXT             UNITED STATES 0.13%
PAN ASSEMBLY - OIL 6.8L 2V/3V     UNITED STATES 0.13%
FAN ASY ENG COOL (6.8L)           UNITED STATES 0.12%
INS ASY-ENG FRT SUPT (6.8L)       UNITED STATES 0.12%
RADIUS ARM ASY FRT                UNITED STATES 0.12%
RADIUS ARM ASY FRT LH             UNITED STATES 0.12%
HOS ASY PWR STNG PRESS LN         UNITED STATES 0.12%
TIMING CHAIN- V8 / V10            UNITED STATES 0.12%
BDY TRANS FRT OIL PMP             UNITED STATES 0.12%
PNL HOD INR                       UNITED STATES 0.12%
CONTR ASY P/BRK                   UNITED STATES 0.11%
WIR ASY ENG BLK HTR               UNITED STATES 0.11%
OIL COOLER ASSY-ALL 6.8L          UNITED STATES 0.11%
PNL HOD                           UNITED STATES 0.11%
VALVE-EXHAUST N/A:HEAD/CAM ASY    UNITED STATES 0.11%
SW ASY-TRN/SIG & W/WPR            UNITED STATES 0.11%
PNT BDY EXT FIN (E-COAT)          UNITED STATES 0.11%
MAIN BEARING CAP - ROUGH          UNITED STATES 0.11%
KIT-ENG VLV SPG RET & KEY         UNITED STATES 0.11%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.11%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
ABS-BDY BLT LWR                   UNITED STATES 0.10%
PANEL ROOF                        UNITED STATES 0.10%
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TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.10%
SNS ASY-ENG ELETR CONTR MS AIR FLO UNITED STATES 0.10%
BLKHD ASY TRANS WIR CONN          UNITED STATES 0.10%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
REINF-RAD GRL OPG PNL UPR         UNITED STATES 0.10%
CMPT ASY STWG (FLINT)             UNITED STATES 0.10%
RET ASY-BDY BLT ABS LWR           UNITED STATES 0.09%
HIGH ACTIVITY ACTIVATED CARBON    UNITED STATES 0.09%
PIP ASY FU/TNK FILL               UNITED STATES 0.09%
OIL PUMP LESS SCRN&COVER 2V       UNITED STATES 0.09%
HOS ASY PWR STNG PRESS LN LH      UNITED STATES 0.09%
SUPT ASY-FU/TNK                   UNITED STATES 0.09%
CVR ASY I/PNL STNG COL OPG        UNITED STATES 0.09%
BRKT ASY FU/VPR STRG CNSTR        UNITED STATES 0.09%
6R140 3 PINION FRONT CARRIER BODY UNITED STATES 0.09%
6R140 LONG PINION BLANK           UNITED STATES 0.09%
6R140 ROOSTER COMB                UNITED STATES 0.08%
CONT ASY-AIR BAG SLD              UNITED STATES 0.08%
PNL CWL TOP INR                   UNITED STATES 0.08%
GSKT-INT MFLD TO 6049  6.8L 2V    UNITED STATES 0.08%
HOS PWR STNG RTN LN UPR           UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
FRONT STABILIZER BAR /DRW (YELLOW) UNITED STATES 0.08%
SUPT-FU/TNK                       UNITED STATES 0.08%
BRKT ASY ENG ELETR CONTR PROCS    UNITED STATES 0.07%
TUB ASY FU/TNK TO CVR & FUL LN    UNITED STATES 0.07%
LVR ASY TRANS GR SH               UNITED STATES 0.07%
SHLD ASY EXH SYS FRT              UNITED STATES 0.07%
KIT-CMP WIR                       UNITED STATES 0.07%
PNL CWL TOP                       UNITED STATES 0.07%
TUBE ASY- HTR WTR UNDERBODT       UNITED STATES 0.07%
REG ASY FRT DR WDO LH             UNITED STATES 0.07%
PLR ASY FRT BDY INR LH            UNITED STATES 0.07%
PLR ASY FRT BDY INR               UNITED STATES 0.07%
6R140 E HUB MODULE                UNITED STATES 0.07%
6R140 SPEED SENSOR                UNITED STATES 0.07%
BRKT & INS ASY-MFLR/O/P FRT RH    UNITED STATES 0.07%
PLT ASY BK DR NM (E350 /SUPER DTY) UNITED STATES 0.07%
6R1 6 PIN RAV SUPPORT PLATE       UNITED STATES 0.07%
RING-PIS.COMPRESS UPPER :6100     UNITED STATES 0.07%
WIR ASY D/PNL HD/LP JCT           UNITED STATES 0.07%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.07%
PDL & SNS ASY ACEL                UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
INS ASY D/PNL SND                 UNITED STATES 0.07%
PIN - PISTON    ALL 6100 ASSYS    UNITED STATES 0.06%
CYLINDER HEAD BOLT                UNITED STATES 0.06%
SHRD FAN                          UNITED STATES 0.06%
TNK ASY RAD SPLY                  UNITED STATES 0.06%
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RUN ASY DR GL LH                  UNITED STATES 0.06%
GL ASY-FRT DR WDO                 UNITED STATES 0.06%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.06%
TUB ASY A/C EVP OLET              UNITED STATES 0.06%
APR ASY FRT FNDR FRT LH           UNITED STATES 0.06%
FLTR & SE ASY TRANS OIL           UNITED STATES 0.06%
HOS ASY-RR WHL BRK LH             UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN RH      UNITED STATES 0.06%
OIL ENGINE ILSAC GF-5 SAE 5W-30   UNITED STATES 0.06%
ARM & PVT SHFT ASY W/WPR MTNG     UNITED STATES 0.06%
GEAR-BALANCE SHAFT 6.8L           UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN LH      UNITED STATES 0.06%
EXT ASY MFLR OLET PIP             UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
RESVR & MTR ASY W/WSHR            UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
LNK ASY-FRT STAB BAR              UNITED STATES 0.06%
GASKET EXH MFLD(RR) V8/V10        UNITED STATES 0.06%
6R140 D CLUTCH FRICTION PLATE     UNITED STATES 0.06%
GREASE-TRANS TORQUE CONVERTER NOSE UNITED STATES 0.05%
TUB TRANS OIL LVL IND             UNITED STATES 0.05%
BRKT & VLV ASY FU/VPR MGT         UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
VISOR ASY-LH GREY VINYL           UNITED STATES 0.05%
6R140 PINION                      UNITED STATES 0.05%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.05%
SHLD ASY EXH SYS FRT              UNITED STATES 0.05%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.05%
BSHG-CONN ROD   ALL 6200          UNITED STATES 0.05%
GASKET EXH MFLD(FRONT) 6.8L 2V    UNITED STATES 0.05%
BRKT ASY FRT ROD                  UNITED STATES 0.05%
BRKT ASY FRT R ARM LH             UNITED STATES 0.05%
ARM-STNG GR PTMN                  UNITED STATES 0.05%
COOL ASY PWR STNG OIL             UNITED STATES 0.05%
INS ASY-BDY BLT UPR SND           UNITED STATES 0.05%
ARM ASY W/WPR                     UNITED STATES 0.05%
CARDBOARD DOOR PANEL              UNITED STATES 0.05%
SHLD ASY-BDY MT HT RH             UNITED STATES 0.05%
HOS & CLMP ASY RAD UPR            UNITED STATES 0.05%
PIP ASY-OIL FILL                  UNITED STATES 0.05%
BSE & CA ASY-RADO ANT             UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L LH    UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L RH    UNITED STATES 0.05%
REINF-BDY LK PLR RH               UNITED STATES 0.05%
CA & CONDU ASY P/BRK RR           UNITED STATES 0.05%
VALVE-INTAKE  N/A:HEAD/CAM ASY    UNITED STATES 0.05%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.05%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.05%
TENSIONER-TIMING CHAIN LH C130    UNITED STATES 0.04%
SPARK PLUG ASSY -SOME  2V         UNITED STATES 0.04%
REINF-BDY LK PLR LH               UNITED STATES 0.04%
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TENSIONER-TIMING CHAIN RH C138    UNITED STATES 0.04%
HEATER ASSY ENGINE BLOCK          UNITED STATES 0.04%
U-BOLT M16X2.0X109/241            UNITED STATES 0.04%
WINDSHIELD URETHANE ADHESIVE      UNITED STATES 0.04%
HOS ASY FRT WHL BRK               UNITED STATES 0.04%
HOS ASY-FRT WHL BRK LH            UNITED STATES 0.04%
6R140 INTERM CLUTCH FRICTION PLT  UNITED STATES 0.04%
6R140 SPANNER NUT LONG            UNITED STATES 0.04%
OIL PAN GASKET - 6.8L 2V/3V       UNITED STATES 0.04%
INS ASY D/PNL SND                 UNITED STATES 0.04%
PLR ASY-BDY LK INR                UNITED STATES 0.04%
SEP-FU/VPR                        UNITED STATES 0.04%
LONG PIN SHFT 6R140 RAV           UNITED STATES 0.04%
HRN & SUPT ASY                    UNITED STATES 0.04%
CNE & RLR ASY-FRT WHL OTR BRG     UNITED STATES 0.04%
INS ENG HSG SND (GAS)             UNITED STATES 0.04%
TUB ASY A/C COND TO EVP           UNITED STATES 0.04%
BEARING CONNECTING ROD    6100    UNITED STATES 0.04%
LINK ASY-STAB BAR REAR            UNITED STATES 0.04%
TUB ASY-FRT WHL BRK RH            UNITED STATES 0.04%
DEFL ASY A/C COND AIR UPR         UNITED STATES 0.04%
CUTAWAYS, PAINT SEALER KIT SHEET  UNITED STATES 0.04%
KIT OWNR GID MATL (U.S./ENGLISH)  UNITED STATES 0.04%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.04%
INSERT-V/SEAT-INTAKE PI (6049)    UNITED STATES 0.04%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.04%
HOS ASY RR WHL BRK                UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.04%
CA ASY TRANS SH                   UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
REFRIGERANT R134A                 UNITED STATES 0.04%
INS & RET ASY-ENG RR SUPT         UNITED STATES 0.04%
6R140 REAR CLTCH PRESS PLT        UNITED STATES 0.04%
PLR ASY QTR LK UPR OTR            UNITED STATES 0.04%
BLD ASY-W/WPR                     UNITED STATES 0.04%
CLEAR PLASTIC CUTAWAY SHEETING    UNITED STATES 0.04%
STEP ASY-RNG BD RH                UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK           UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK LH        UNITED STATES 0.04%
CA ASY P/BRK RR LH                UNITED STATES 0.04%
TUB TRANS OIL CONTR BDY TO CSE    UNITED STATES 0.04%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.04%
6R140 B CLUTCH SUN GEAR BLANK     UNITED STATES 0.04%
CAP-BATTERY TERMINAL ACCESS       UNITED STATES 0.04%
RING- PIS.COMPRESS LWR :6100      UNITED STATES 0.04%
CNE & RLR ASY-RR AX DIFF BRG      UNITED STATES 0.03%
6R140 SUN GEAR BLANK              UNITED STATES 0.03%
6R140 D CLUTCH PRESSURE PLATE     UNITED STATES 0.03%
HOS ASY-BRK PRESS CONTR VLV INLT  UNITED STATES 0.03%
NOZ ASY-HTR W/SHLD DEF            UNITED STATES 0.03%
SHKL ASY-RR SPG                   UNITED STATES 0.03%
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6R140 OUTPUT SHAFT BEARING R3     UNITED STATES 0.03%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.03%
STEP ASY-RNG/BOARD LH             UNITED STATES 0.03%
BRKT ASY-ENG FRT SUPT LH          UNITED STATES 0.03%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.03%
VALVE GUIDE  (ALL 6049/6050-2V)   UNITED STATES 0.03%
HYDRAULIC BRAKE FLUID / DOT 3     UNITED STATES 0.03%
SEAL ASY-VLV STEM  :M6049/6050    UNITED STATES 0.03%
DOWEL-MN BRG CAP TO BLOCK:6010    UNITED STATES 0.03%
PLT ASY-FRT DR SCF LH             UNITED STATES 0.03%
PAN - TRANS OIL (PM)              UNITED STATES 0.03%
BRKT-ENG FRT                      UNITED STATES 0.03%
HSG ASY-IGN CIL                   UNITED STATES 0.03%
CVR ASY PASS AIR BAG OPG          UNITED STATES 0.03%
REINF FRT FNDR FRT                UNITED STATES 0.03%
REINF FRT FNDR FRT LH             UNITED STATES 0.03%
6R140 THRUST BRG T1, T2 & T5      UNITED STATES 0.03%
PAINT SOLVENTS                    UNITED STATES 0.03%
KIT-RADIO ANTENNA (32" MAST)      UNITED STATES 0.03%
MLDG ASY W/SHLD O/S TOP           UNITED STATES 0.03%
INSERT-V/SEAT-EXH 6049            UNITED STATES 0.03%
PLT-RR SPG CLMP UPR               UNITED STATES 0.03%
FUEL CAP-BLACK "GASOLINE/E0-15"   UNITED STATES 0.03%
TUB ASY-FRT WHL BRK LH            UNITED STATES 0.03%
REINF FRONT DR HINGE ON DR        UNITED STATES 0.03%
SE ASY-TRANS FRT PMP OIL          UNITED STATES 0.03%
ABS-BDY BLT LWR                   UNITED STATES 0.03%
HNDL ASY FRT DR O/S LH            UNITED STATES 0.03%
PLT ASY-TRANS CONTR VLV BDY SEP   UNITED STATES 0.03%
SW & BZL ASY HD/LP                UNITED STATES 0.03%
BOLT&WSHR-M12X1.75X122.5HEX HD CON UNITED STATES 0.03%
PCV TUBE                          UNITED STATES 0.03%
SPROCKET-CR/SHAFT 1 PC   C126W    UNITED STATES 0.03%
APR ASY FRT FNDR FRT              UNITED STATES 0.03%
BRG ASY-TRANS OIL PMP             UNITED STATES 0.03%
6R140 FRONT CARRIER PINION SHAFT  UNITED STATES 0.03%
SCR/CVR ASSY-O/PUMP 6.8L          UNITED STATES 0.03%
SE ASY HOD FRT OPG                UNITED STATES 0.03%
VENTURI - AIR INTAKE              UNITED STATES 0.03%
CA ASY P/BRK FRT                  UNITED STATES 0.03%
RET ASY-FRT DR GL LK SD           UNITED STATES 0.03%
BRKT-FRT AX PVT LH                UNITED STATES 0.03%
W/S ASY FRT DR GL @ BEL O/S LH    UNITED STATES 0.03%
CONN ASY-IGN CIL                  UNITED STATES 0.03%
GR-TRANS FRT PLNT SUN             UNITED STATES 0.03%
WIR ASY ENG CONTR SNS EXT         UNITED STATES 0.03%
SPCR FU/TNK BRA                   UNITED STATES 0.03%
CVR-ENG A/CLNR OTR                UNITED STATES 0.02%
INS ASY BDY BLT SND UPR           UNITED STATES 0.02%
6R140 RR CARR PINION-AFTER PEEN   UNITED STATES 0.02%
SHRT PINION SHAFT 6R140 RAV CARR  UNITED STATES 0.02%
EXT ASY-FRT FLR RR C/M LH         UNITED STATES 0.02%
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CVR ASY BAT                       UNITED STATES 0.02%
PANEL-ROOF HEADER(CUTAWAY)        UNITED STATES 0.02%
PNL W/SHLD HDR OTR                UNITED STATES 0.02%
BOLT&RET M18X126 HF 10            UNITED STATES 0.02%
FILL ASY DR WDO OPG FRT           UNITED STATES 0.02%
MIR ASY RV I/S                    UNITED STATES 0.02%
BOOT SPARK PLUG                   UNITED STATES 0.02%
SPROCKET-CAMSHAFT LH 6.8L 2-V     UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
TUB & BRKT ASY-OIL LVL IND 6.8L 2V UNITED STATES 0.02%
GR-TRANS FRT PLNT PNON            UNITED STATES 0.02%
6R140 PARK PAWL                   UNITED STATES 0.02%
RSTR ASY-LT SW RHST               UNITED STATES 0.02%
TUB ASY HTR WTR OLET              UNITED STATES 0.02%
TUB ASY CRKC VEN                  UNITED STATES 0.02%
SEAL ASY STNG COL OPENING         UNITED STATES 0.02%
ELEM ASY-CARB A/CLNR              UNITED STATES 0.02%
SPROCKET-CAMSHAFT RH 5.4/6.8 2V   UNITED STATES 0.02%
REINF-BDY SD RR FILL LH           UNITED STATES 0.02%
COP SEC WIRE(REG INSUL)           UNITED STATES 0.02%
6R1 RAV LNG NDL BRG               UNITED STATES 0.02%
MLDG ASY W/SHLD GARN SD LH        UNITED STATES 0.02%
6R140 MAIN CONTROL KIT            UNITED STATES 0.02%
C-LAM ASSY - COP                  UNITED STATES 0.02%
TRANS VENT HOSE                   UNITED STATES 0.02%
BOLT&RET M12X40 HF PIL DUAL 10    UNITED STATES 0.02%
T-LAM ASSY - COP                  UNITED STATES 0.02%
WIR ASY DR LK FD                  UNITED STATES 0.02%
HOS ASY FU/VPR VEN                UNITED STATES 0.02%
STUD M10X22+M10X15 RD PTM HITEMP  UNITED STATES 0.02%
DEFL ASY CWL VEN                  UNITED STATES 0.02%
RSTR ASY-IGN CIL                  UNITED STATES 0.02%
6R140 REAR OUTPUT SHAFT WASHER    UNITED STATES 0.02%
BRKT ASY-RAD SUPT UPR RH          UNITED STATES 0.02%
RL-RF SD OTR RH                   UNITED STATES 0.02%
RL-RF SD OTR LH                   UNITED STATES 0.02%
RET FRT STAB BAR TO AX            UNITED STATES 0.02%
VLV TRANS LUB CONTR               UNITED STATES 0.02%
HOOD HINGE ASY R/H                UNITED STATES 0.02%
6R140 INTERIM CLUTCH TUBE         UNITED STATES 0.02%
SHIPPING CONTAINER BOX BOTTOM     UNITED STATES 0.02%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.02%
HGR & INS ASY-MFLR OLET PIP       UNITED STATES 0.02%
INCOMPLETE VEHICLE MANUAL 2016 MY UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
THERMOSTAT ASSY-WATER V8 D027E    UNITED STATES 0.02%
PNL W/WPR MTNG                    UNITED STATES 0.02%
1330 TRAY - AIR CLNR              UNITED STATES 0.02%
6R140 PARK PAWL ABUTMENT PLATE    UNITED STATES 0.02%
6R140 SUN GR FACE GRIND AT C&B    UNITED STATES 0.02%
HOOD HINGE ASY L/H                UNITED STATES 0.02%
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SHLD FRT FNDR APR SPLS RH         UNITED STATES 0.02%
SHLD FRT FNDR APR SPLS LH         UNITED STATES 0.02%
CAP ASY RADO IGN INTFER           UNITED STATES 0.02%
CVR-CARB A/CLNR INR               UNITED STATES 0.02%
CLAMP ASY-ENG AIR CLEANER         UNITED STATES 0.02%
6R140 AUX TRANS OPUT SHFT BRG     UNITED STATES 0.02%
SEGMENT-PSTN UPR OIL CTRL RING    UNITED STATES 0.02%
WIR ASY WDO REG FRT DR LH         UNITED STATES 0.02%
BOLT-CONNECTING ROD   ALL 6200    UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR LH        UNITED STATES 0.02%
ADJ-FRT SUSP UPR DARK BLUE        UNITED STATES 0.02%
ADJ-FRT SUSP UPR LT BLUE/YELLOW   UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR RH        UNITED STATES 0.02%
KIT-FUEL TANK TRANSIT             UNITED STATES 0.02%
RET-FRT DR SE                     UNITED STATES 0.02%
EXT FRT FLR RR C/M                UNITED STATES 0.02%
BRKT FU/VPR STRG CNSTR            UNITED STATES 0.02%
INS-FRT SUSP SPG LWR              UNITED STATES 0.02%
6R140 SUN GEAR- AFTER PEENING     UNITED STATES 0.02%
W/S ASY DR GL @ BEL I/S           UNITED STATES 0.02%
BRKT-STNG SHK ABS RH              UNITED STATES 0.02%
REINF FRT DR AT BELT R&L          UNITED STATES 0.02%
BRKT WIR                          UNITED STATES 0.02%
FRT DR INTRUSION BEAM             UNITED STATES 0.02%
VLV-TRANS MN OIL PRESS REG        UNITED STATES 0.02%
INS FRT FLR PAN CTR HT            UNITED STATES 0.01%
BOLT-M20X2.5X208.7HEX FLNG HD SHLD UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
6R140 INT CLUTCH THRUST BRG T6    UNITED STATES 0.01%
6R140 D CLUTCH THRUST BEARING T7  UNITED STATES 0.01%
BOLT-CR/SHFT MN BRG CAP (6010)    UNITED STATES 0.01%
STUD-9430/9431 T0 6049-COL.D35    UNITED STATES 0.01%
6R1 RAV SHRT NDL BRG              UNITED STATES 0.01%
REINF-FRT FLR SD INR SL RH        UNITED STATES 0.01%
REINF-FRT FLR SD INR SL LH        UNITED STATES 0.01%
VLV-TRANS CONTR MAN               UNITED STATES 0.01%
72MMX55M 3-M PERF PLS 8979-S(BLUE) UNITED STATES 0.01%
SCREW M10X28.5 PN TI PIL 010      UNITED STATES 0.01%
IND ASY-TRANS OIL LVL             UNITED STATES 0.01%
CUP DR I/S HNDL                   UNITED STATES 0.01%
STUD M10X53+M10X15 P/T            UNITED STATES 0.01%
D WAVE SPRING                     UNITED STATES 0.01%
TRY ASY-BAT                       UNITED STATES 0.01%
SEAL- RR CRANKSHAFT               UNITED STATES 0.01%
BRKT FRT LIC PLT MTNG             UNITED STATES 0.01%
REINF ASY DR O/S BEL              UNITED STATES 0.01%
6R140 CENTER SUPPORT SNAP RING    UNITED STATES 0.01%
GUIDE-TIMING CHAIN RH     C124    UNITED STATES 0.01%
STUD/WSHR 6C086 TO 6049   C170    UNITED STATES 0.01%
PLUG-CUP STAINLESS STEEL :6010    UNITED STATES 0.01%
BRKT-MFLR INLT PIP SUPT           UNITED STATES 0.01%
6R140 THRST BRG T11 & T12         UNITED STATES 0.01%
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SPCR-PSTN O/CTRL RING SEG:6100    UNITED STATES 0.01%
BRKT-FRT AX PVT RH                UNITED STATES 0.01%
CVR I/PNL RADO OPG                UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER RH  C138    UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER LH  C130    UNITED STATES 0.01%
GUIDE-TIMING CHAIN LH  C122       UNITED STATES 0.01%
SENSOR ASY-CR/SHFT (HDR) D093L    UNITED STATES 0.01%
BOLT&WASH-M14X2.0X133.5HEX PIL SPL UNITED STATES 0.01%
BLT ASY-CR/SHFT MN BR CAP-SIDE    UNITED STATES 0.01%
BOLT M12X100 HF PIL ADH 10        UNITED STATES 0.01%
OIL FILTER ASSY                   UNITED STATES 0.01%
RING-IGN PULSE C/S SENSOR C140    UNITED STATES 0.01%
RC-TRANS SUN GR THRS BRG RR       UNITED STATES 0.01%
6R140 FORWARD CLUTCH WAVE PLATE   UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
CTNR I/PNL STRG                   UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL          UNITED STATES 0.01%
BRACKET-ALTERNATOR SUPPORT        UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
6R1 RAV THRUST BRG                UNITED STATES 0.01%
6R140 D CLUTCH RR CARR BRG T10    UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
WASHER - SHORT 6R140 RAV CARRIER  UNITED STATES 0.01%
SENSOR-CAMSHFT TIMING (CTS)D107   UNITED STATES 0.01%
PNL ASY BDY LK PLR I/S FIN UPR    UNITED STATES 0.01%
EXT ASY FRT FNDR APR FRT          UNITED STATES 0.01%
SHLD ASY FU/TNK                   UNITED STATES 0.01%
BOLT M16 X 2.0 X 53.0 HEX FLNG    UNITED STATES 0.01%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.01%
GASKET-OIL FILTER ADAPTOR         UNITED STATES 0.01%
MAGNET IGNITION COIL              UNITED STATES 0.01%
PLG-TRANS VLV RET                 UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR RH   UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR LH   UNITED STATES 0.01%
6R140 MANUAL CONTROL LEVER SHAFT  UNITED STATES 0.01%
BOBBIN-IGNITION COIL SECONDARY    UNITED STATES 0.01%
NUT M16 HF PTM 10                 UNITED STATES 0.01%
PLG TRANS SOL                     UNITED STATES 0.01%
SW ASY-CURT LP (FRNT DR)          UNITED STATES 0.01%
CIBA EPOXY RESIN-COP              UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL LH       UNITED STATES 0.01%
PNL ASY-CWL SD TR RH              UNITED STATES 0.01%
HOOD LATCH STRIKER                UNITED STATES 0.01%
BOLT&WSHR M18X133 HF NP CTP 10    UNITED STATES 0.01%
CAP ASY-PRESS RLEF VLV            UNITED STATES 0.01%
INS - RAD SUPT LWR (GAS)          UNITED STATES 0.01%
REINF FRT FLR CS RR MBR           UNITED STATES 0.01%
SHLD FRT BRK DSC                  UNITED STATES 0.01%
SHLD FRT BRK DSC LH               UNITED STATES 0.01%
VLV ASY-TRANS BYP CL CONTR        UNITED STATES 0.01%
BRKT-BRK BST SUPT MTNG            UNITED STATES 0.01%
BOLT MJ14X110 HF NP ADH SPL 10    UNITED STATES 0.01%
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BRA ASY-BAT SUPT RH               UNITED STATES 0.01%
BOLT/WSHR-ATT OILPAN B109,C178    UNITED STATES 0.01%
VLV TRANS CL D2 REG               UNITED STATES 0.01%
INS ASY-RR SHK ABS UPR MTG        UNITED STATES 0.01%
IND ASY OIL LVL                   UNITED STATES 0.01%
BRKT ASY P/BRK CA RR LH           UNITED STATES 0.01%
INS-RR STAB BAR                   UNITED STATES 0.01%
6R140 TFT SENSOR MAIN CONTROL     UNITED STATES 0.01%
BLT&WSHR M12X149 HEX ADH PIL CNE 9 UNITED STATES 0.01%
REINF FRT DR AT BELT LH           UNITED STATES 0.01%
WIR ASY A/C JMPR                  UNITED STATES 0.01%
WIR ASY INTR LP                   UNITED STATES 0.01%
INS ASY STAB BAR                  UNITED STATES 0.01%
SHLD-FRT DR TR WTR LH             UNITED STATES 0.01%
SE-TRANS FRT PMP SUPT             UNITED STATES 0.01%
STRKR ASY-FRT DR LAT              UNITED STATES 0.01%
SWITCH-OIL PRESS SENDER -6.8L     UNITED STATES 0.01%
BRG CSFT MN LWR GR 2 - T/TH COUNT UNITED STATES 0.01%
VLV TRANS CL B REG                UNITED STATES 0.01%
VLV TRANS CL C REG                UNITED STATES 0.01%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.01%
BOLT M16X40 HF ADH 10             UNITED STATES 0.01%
PNL ASY-CWL SD TR LH              UNITED STATES 0.01%
6R140 OIL PUMP SEAL               UNITED STATES 0.01%
6R140 PUMP SEAL                   UNITED STATES 0.01%
HNDL ASY FRT DR WDO REG           UNITED STATES 0.01%
6R140 MAIN CONTROL DAMPER         UNITED STATES 0.01%
WIRE ASSY(JUMPER)2016 VN127       UNITED STATES 0.01%
6R140 ANTI FRETTING RING          UNITED STATES 0.01%
6R140 FRONT CARRIER NEEDLE BEARING UNITED STATES 0.01%
BRKT RAD GRL PNL END              UNITED STATES 0.01%
6R140 D CL SUN GEAR THRUST BRG T8 UNITED STATES 0.01%
VLV-TRANS FWD CL CONTR            UNITED STATES 0.01%
VLV-TRANS CONV CL CONTR           UNITED STATES 0.01%
6R140- GRUNT SEAL                 UNITED STATES 0.01%
VLV TRANS CL CONTR PRESS REG      UNITED STATES 0.01%
THRUST WASHER-UPPER (T/TH COUNT)  UNITED STATES 0.01%
PLT ASY-TRANS FRT                 UNITED STATES 0.01%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.01%
VACUUM HARNESS - 2V ECONO(5.4,6.8) UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
6R1 RAV LNG SHAFT WSHR            UNITED STATES 0.01%
6R140 T3 BEARING                  UNITED STATES 0.01%
RET-RR STAB BAR TO AXLE           UNITED STATES 0.01%
STUD M12X1.75X1.75X68 RND SHLDR   UNITED STATES 0.01%
NUT M12 HF PTP 10                 UNITED STATES 0.01%
PLUG-CUP STNLS STEEL 6010/6049    UNITED STATES 0.01%
BOND ASSY-RADO FREQ INTF SUPPRESS UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
NUT & WASHER - M10 X 1.5 HEX P/T  UNITED STATES 0.01%
SEAL-CR/SHAFT FRT OIL    D087     UNITED STATES 0.01%
MAIN CONTROL ASSY BOLT            UNITED STATES 0.01%
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6R1 OIL SLINGER PLATE             UNITED STATES 0.01%
BOLT M10X40 HF 8                  UNITED STATES 0.01%
PCV VALVE-5.4/6.8L 2V             UNITED STATES 0.01%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.01%
VLV TRANS OIL COOL                UNITED STATES 0.01%
BOLT-6884 TO 6010/INT TO 6049     UNITED STATES 0.01%
BRKT-TRANS K/DWN CA               UNITED STATES 0.01%
SLINGER-CR/SHFT RR OIL   B129     UNITED STATES 0.01%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.01%
CVR ASY RV O/S MIR MTNG HLE LH    UNITED STATES 0.01%
BRG CSHAFT MN UPR GR 2- T/TH COUNT UNITED STATES 0.01%
BRKT-AUX A/C MTNG                 UNITED STATES 0.01%
TUBE ASSY-HEATER WATER    A129    UNITED STATES 0.01%
VLV TRANS CL COOL FLO CONTR       UNITED STATES 0.01%
REFRIGERANT COMPRESSOR OIL (DRUM) UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
SEALER-EXPNDBL-PMPBL-VINYL        UNITED STATES 0.01%
6R140 SQUISHY TUBE- CENTER SUPT   UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
BLT-CAM CAPS FRT/RR TO 6049/50    UNITED STATES 0.01%
ISLT ASY-ENG A/CLNR               UNITED STATES 0.01%
SCR M8X1.25X30 HEX FLNG PNT CLR TR UNITED STATES 0.01%
BON ASY RADO FREQ INTFER SPRS     UNITED STATES 0.01%
SHRD STNG COL                     UNITED STATES 0.01%
VLV-TRANS CONV REG                UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE      UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE LH   UNITED STATES 0.01%
INS FRT FLR PAN CTR HT LH         UNITED STATES 0.01%
SHRD STNG COL INR                 UNITED STATES 0.01%
NUT-M20X2.5 HEX FLNG LOCK  P/T    UNITED STATES 0.01%
REINF FRT DR I/S PNL RR           UNITED STATES 0.01%
RET FRT SPG MTNG                  UNITED STATES 0.01%
6R1 RAV THRUST WSHR               UNITED STATES 0.01%
REINF DR O/S PNL RR               UNITED STATES 0.01%
BRKT-WIRE RETENTION 6.8L 2V       UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
RET-FRT SPG MTNG LWR              UNITED STATES 0.01%
LONG SPACER 6R140 RAV CARRIER     UNITED STATES 0.01%
NUT-EXH MFLDS TO 6049:D163/167    UNITED STATES 0.01%
VLV-TRANS CONTR SLAV              UNITED STATES 0.01%
6R140 FRONT CARRIER THRUST WASHER UNITED STATES 0.01%
SHLD ASY FRT FNDR SPLS LH         UNITED STATES 0.01%
CLIP-25.4-25.4 WRAPAROUND B/MT    UNITED STATES 0.01%
6R140 PARK PAWL SHAFT PLUG        UNITED STATES 0.01%
NUT&RETAINER-M14- 2.0 HEX FLNG P/T UNITED STATES 0.01%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.01%
6R140 INPUT SHAFT BEARING T3      UNITED STATES 0.01%
6R140 SOLENOID HOLD DOWN BRACKET  UNITED STATES 0.01%
INSULATOR  SHOCK ABSORBER         UNITED STATES 0.01%
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SHLD ASY BDY MT HT RH             UNITED STATES 0.01%
BOLT-LIFTING EYE TO 6049  D175    UNITED STATES 0.01%
VLV TRANS DRN BK(ANTI DRN BK)     UNITED STATES 0.01%
SE FRT FLR PAN                    UNITED STATES 0.01%
BRKT ASY FRT FNDR MTNG FRT        UNITED STATES 0.01%
NUT&RET M10X1.5X80.0 DUAL HEX     UNITED STATES 0.01%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
6R140 SHIM 5.45MM THICK- GREEN    UNITED STATES 0.00%
PLUG BUTTON 1.00X2.00 OBLONG      UNITED STATES 0.00%
PLT ASY CWL TOP PNL ACC HLE CVR   UNITED STATES 0.00%
HOS ASY-W/SHLD WSHR PMP           UNITED STATES 0.00%
BRKT WIR                          UNITED STATES 0.00%
NUT 3/4-16 HEX SLOT               UNITED STATES 0.00%
HOOD BUMPER (33MM PRESET)         UNITED STATES 0.00%
ISLT ASY-ENG A/CLNR               UNITED STATES 0.00%
CLMP-TRANS OIL COOL TUB FRT       UNITED STATES 0.00%
CLP BRK LN TO RR AX               UNITED STATES 0.00%
6R140 DETENT SPRING               UNITED STATES 0.00%
BOLT&RET M12X1.75X35 HEX FLG HD   UNITED STATES 0.00%
FILL ASY FRT FNDR FRT             UNITED STATES 0.00%
FILL ASY FRT FNDR FRT LH          UNITED STATES 0.00%
COP PRI WIRE 25AWG                UNITED STATES 0.00%
VLV TRANS D2 LAT                  UNITED STATES 0.00%
6R140 PARK PAWL SHAFT             UNITED STATES 0.00%
6R140 MAIN CONTROL SEAL           UNITED STATES 0.00%
VLV TRANS CL B LAT                UNITED STATES 0.00%
BLT-CAP BALSHFT-LH CYL HD-6.8L    UNITED STATES 0.00%
RIVET 7/16X1.12 SOLID BUTTON HD   UNITED STATES 0.00%
VLV-TRANS SOL PRESS REG           UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT LH        UNITED STATES 0.00%
VLV TRANS CL E LAT                UNITED STATES 0.00%
BOLT&WSHR M12X1.75X92.7 HEX CONE P UNITED STATES 0.00%
BOLT M10X70 HF 10                 UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
NUT&RET M8 HF PTP 10              UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
HOS ASY-W/WSHR                    UNITED STATES 0.00%
STFNR DR I/S PNL BEL REINF        UNITED STATES 0.00%
6R140 MAIN CNTRL SPRING & POPPET  UNITED STATES 0.00%
THRUST WASHER-LOWER (T/TH COUNT)  UNITED STATES 0.00%
NUT M12 X 1.75 (J-CLIP) BLACK     UNITED STATES 0.00%
6R140 PAN BOLT                    UNITED STATES 0.00%
GSKT ASY-EXH PIP                  UNITED STATES 0.00%
DECAL-SAFETY STANDARD CERTIFICATE UNITED STATES 0.00%
BOLT M10X65 HF 8                  UNITED STATES 0.00%
BOLT M10 - 1.5 X 30 HEX FLG PLT   UNITED STATES 0.00%
SPCR-DR WDO REG HNDL              UNITED STATES 0.00%
BOLT&WSHR M14X45 HF PIL ADH       UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT RH        UNITED STATES 0.00%
WSHR-TRANS A PLNT GR THRS         UNITED STATES 0.00%
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SE-CWL SD PNL LH                  UNITED STATES 0.00%
EXT-FRT FLR PAN RR RH             UNITED STATES 0.00%
EXT-FRT FLR PAN RR LH             UNITED STATES 0.00%
GREASE FOR COP                    UNITED STATES 0.00%
NUT M10 HF SPL 8                  UNITED STATES 0.00%
BRG CSHAFT MN UPR GR 1- T/TH COUNT UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
TERMINAL-SECONDARY (IGNITION)     UNITED STATES 0.00%
STUD 6C086 TO 6010 V8/V10 C172    UNITED STATES 0.00%
NUT - M12 - 1.75 HEX FLANGE LOCK  UNITED STATES 0.00%
SCR/WSHR 6C086 TO 6049  C168W     UNITED STATES 0.00%
PLG CWL TOP OTR PNL LH            UNITED STATES 0.00%
PLT-FU/VPR STRG CNSTR C RET       UNITED STATES 0.00%
SCREW&WSHR M8X22.5 HX CON PTC 010 UNITED STATES 0.00%
CIBA EPOXY-HARDENER-COP           UNITED STATES 0.00%
CVR-CONV HSG LWR                  UNITED STATES 0.00%
CVR SW OPG                        UNITED STATES 0.00%
6R140 VENT TUBE                   UNITED STATES 0.00%
VLV TRANS CL LAT                  UNITED STATES 0.00%
VLV TRANS CL C LAT                UNITED STATES 0.00%
NUT&RETAINER M8X2.5 HEX FLNG P/T  UNITED STATES 0.00%
BOLT M8X75 HF PIL 8               UNITED STATES 0.00%
6R140 SHIM 5.60MM THICK- WHITE    UNITED STATES 0.00%
STUD M6X1/6.3X1.81X54 HEX WSHR PIL UNITED STATES 0.00%
RET BRK TUB TO BRKT ANTI/LK SNS   UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT LH UNITED STATES 0.00%
SCREW M6X14 HF 010                UNITED STATES 0.00%
RETAINER-PISTON PIN   ALL 6100    UNITED STATES 0.00%
WSHR-FRT SHK ABS INS OTR          UNITED STATES 0.00%
COVER-CYLINDER BLOCK OPENING      UNITED STATES 0.00%
6R140 MAIN CONTROL TORLON BALL    UNITED STATES 0.00%
CVR-STNG WHL SPK INS              UNITED STATES 0.00%
HNDL-TLT STNG WHL LVR             UNITED STATES 0.00%
6R140 PUMP BOLT                   UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT RH UNITED STATES 0.00%
BOLT&WSHR M8X27 HX PIL ADH FL 8   UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT-6C086 TO 6010 C166W/168W     UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
SE-TRANS FRT OIL PMP              UNITED STATES 0.00%
REINF HOD INR PNL @ LK            UNITED STATES 0.00%
WT WHL BAL(CP 15G)                UNITED STATES 0.00%
NUT 4.8 HI-LOX10X20X1.4 SLD       UNITED STATES 0.00%
RIVET 6.4 MULTI-GRIP SPLIT        UNITED STATES 0.00%
6R140 SQUISHY TUBE-LONG           UNITED STATES 0.00%
STUD - ATT OFA                    UNITED STATES 0.00%
PLUG-OIL PAN DRAIN                UNITED STATES 0.00%
SPG-FU/VPR INR                    UNITED STATES 0.00%
LAT ASY HOS TO TUB TRANS OIL COOL UNITED STATES 0.00%
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RET-P/BRK CA RR                   UNITED STATES 0.00%
SHLD FRT SUSP UPR ARM HT          UNITED STATES 0.00%
BOLT&RET M8X35 HF PIL 8           UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
NUT U SPG M10 1.5-5.5 P/T         UNITED STATES 0.00%
VENT-RR AX HSG                    UNITED STATES 0.00%
BRG CSFT MN LWR GR1 - T/TH COUNT  UNITED STATES 0.00%
SCREW&WSHR M6X28 HX CON 010       UNITED STATES 0.00%
PIN-DOWEL HOLLOW  6375 TO 6010    UNITED STATES 0.00%
BETAFOAM ISOCYANATE #87100        UNITED STATES 0.00%
BOLT M12X1.75X33 TWELVE PT PIL 12 UNITED STATES 0.00%
BOLT-ATT CAM SPOCKETS             UNITED STATES 0.00%
BOBBIN-IGN. COIL PRIMARY          UNITED STATES 0.00%
REINF-FRT FNDR APR TOP LWR        UNITED STATES 0.00%
INS DR O/S PNL SND LWR            UNITED STATES 0.00%
BOLT/WSHR-8501 TO 6010    D103    UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
BOLT-6375 TO 6303-A/T B137/143    UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
SPCR-6622 TO 6K258 STUD           UNITED STATES 0.00%
SCREW M12X25 HF 010               UNITED STATES 0.00%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.00%
PLG-TRANS MN REG VLV              UNITED STATES 0.00%
BRKT PWR STNG TUB                 UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BOND ASSY-RADIO FREQ INTF SUPPRESS UNITED STATES 0.00%
SE CWL SD PNL                     UNITED STATES 0.00%
SLV ASY-FU/VPR STRG CNSTR PRG INLT UNITED STATES 0.00%
W/SHIELD WSHR FLUID / METHANOL    UNITED STATES 0.00%
SPACER-CAMSHAFT SPROCKET  C120    UNITED STATES 0.00%
PAINT SOLVENTS                    UNITED STATES 0.00%
SCREW&WSHR 1/2-13X1.25 HEX FLNG HD UNITED STATES 0.00%
BOLT M12X65 HF 10                 UNITED STATES 0.00%
BOLT M8X78 HF PIL 8               UNITED STATES 0.00%
SCR&WASH M8X1.25X33 HEX HD CTP PT UNITED STATES 0.00%
SCREW&WSHR M8X25 HX PIL 010       UNITED STATES 0.00%
BOLT M12 - 1.75 X 65 HEX HD 9     UNITED STATES 0.00%
RET D/PNL CTR TR                  UNITED STATES 0.00%
BOLT M10X85 HF 8                  UNITED STATES 0.00%
SCREW 4.8X1.59X32 OVAL HD TRIM TAP UNITED STATES 0.00%
BOLT M10 1.5X25.5 HEX FLNG HD PIL UNITED STATES 0.00%
PLUG 11.2MM DIA PUSH IN           UNITED STATES 0.00%
CLIP/WHITE PLASTIC PWR STRNG LINE UNITED STATES 0.00%
PIN-DOWEL 6C086/6K318 TO BLOCK    UNITED STATES 0.00%
SEALER-VINYL-THUMB-PNTBL          UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
BOLT-M14X2.0X75.0 HEX HEAD        UNITED STATES 0.00%
CVR I/PNL ACC HLE                 UNITED STATES 0.00%
COMPRESSION PLATE                 UNITED STATES 0.00%
BOLT-12A366 TO 9424 2V3V          UNITED STATES 0.00%
BOLT M12X65 HF PIL 10             UNITED STATES 0.00%
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BRKT-RR WHL BRK HOS               UNITED STATES 0.00%
RET FRT DR SCF PLT                UNITED STATES 0.00%
SCR&WASH-M8X1.25X27.5 HEX HD PLT. UNITED STATES 0.00%
WT WHL BAL(CP 20G)                UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
NUT M12X1.5 HF 10                 UNITED STATES 0.00%
CVR FRT ST SHLD STRP GID ADJ      UNITED STATES 0.00%
SPG TRANS CL VLV                  UNITED STATES 0.00%
STD 18663 TO 6049 V8/V10 C168E P  UNITED STATES 0.00%
6R140 MN CTL SOL BLT M6X14 TI PIL8 UNITED STATES 0.00%
S/WSH-B77,101,D29R,93L,107,155    UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
NUT - M12 X 1.75 HEX FLG LOCK P/T UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
PIN-DOWEL  ALIGNS GUIDE TO BLK    UNITED STATES 0.00%
NUT M12X1.75 HEX FLG LOCK P/T 10  UNITED STATES 0.00%
NUT & RETAINER - M10 -1.5         UNITED STATES 0.00%
PLUG M10X1X11 HX PIL SEH STL      UNITED STATES 0.00%
RET L/C DR LK CYL                 UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL CON SPL 8  UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BETAFOAM POLYOL #87120            UNITED STATES 0.00%
BOLT M8X30 HF 8                   UNITED STATES 0.00%
SC&WSHR 4.2X6.8 HEX WSHR H        UNITED STATES 0.00%
SCR&WASH-M4.2X1.41X19HEX HD TAP TO UNITED STATES 0.00%
BOLT-8594 TO 9424  C216W/D027E    UNITED STATES 0.00%
NUT & RETNR M12X1.75 HEX FLG P/T  UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT M10X30 HF PIL 8              UNITED STATES 0.00%
CAP - RADIO ANTENNA BASE          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
BLT-TENSNR'S TO 6049 C130/138  ALL UNITED STATES 0.00%
RET CWL TOP VEN GRL               UNITED STATES 0.00%
FLTR FU/VPR STRG CNSTR            UNITED STATES 0.00%
GREASE LITHIUM COMPLEX SOAP-LUBE  UNITED STATES 0.00%
6R140 MAIN CONTROL INLET NOZZLE   UNITED STATES 0.00%
NUT M12-1.75 HEX FLANGE LOCK P/T  UNITED STATES 0.00%
CLAMP .62 ROUND WORM SCR HOSE SS  UNITED STATES 0.00%
CVR-FU/VPR STRG CNSTR             UNITED STATES 0.00%
6R140 PARK PAWL RETURN SPRING     UNITED STATES 0.00%
FRT DR BELT RAIL                  UNITED STATES 0.00%
6R140 OUTER MANUAL LEVER SEAL     UNITED STATES 0.00%
CLIP 5 PANEL PUSH-IN              UNITED STATES 0.00%
BRGCSHT MN INTRM UPR2 100%-T/TH CN UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
RIVET 6.6X23.9 SPL                UNITED STATES 0.00%
BRKT-WIR CONN                     UNITED STATES 0.00%
PLT CWL TOP PNL OPG               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
BRKT-A/C EVP SUPT                 UNITED STATES 0.00%
SCR&WASH M8X1.25X25 HEX HD PIL 9  UNITED STATES 0.00%
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BOLT M10X25 HF 10                 UNITED STATES 0.00%
NUT M14 HF PTM 10                 UNITED STATES 0.00%
NUT U SPG M8 0.8-4.0 P/T          UNITED STATES 0.00%
TERMINAL-PRIMARY (IGNITION)       UNITED STATES 0.00%
HOSE CLAMP SPRING 14X12 POC       UNITED STATES 0.00%
SHORT SPACER 6R140 RAV CARR       UNITED STATES 0.00%
STD-CRSHFT MN BR CAP-HOLE #419    UNITED STATES 0.00%
BOLT M8X1.25X37 HEX FLNG PIL 10   UNITED STATES 0.00%
6R140 SNAP RING 3.7MM-CUT STYLE 11 UNITED STATES 0.00%
PIN-WHEEL DISK LOCATOR            UNITED STATES 0.00%
PLT FRT DR WDO REG HNDL           UNITED STATES 0.00%
NUT&WSHR ASSY M12X1.75 HEX P/T    UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
SCREW M10X30.6 HEX WASHER HEAD TR UNITED STATES 0.00%
6R140 MAIN CNTRL BLT M6X60 HF PIL8 UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
6R140 MANUAL VALVE ACTUATOR       UNITED STATES 0.00%
BOLT/WAS- 9F792 TO INT            UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
PLATE-VEH IDENT                   UNITED STATES 0.00%
BOLT-M10 X 1.5 X 35 HEX FLG HD    UNITED STATES 0.00%
PLUG- PIPE C/HD MACH 6049/6050    UNITED STATES 0.00%
WASHER-CAM SPROCKET               UNITED STATES 0.00%
RETAINER 14MM BH STL              UNITED STATES 0.00%
BOLT M8X31 RC TI CTP ADH 10       UNITED STATES 0.00%
CLAMP-HOSE                        UNITED STATES 0.00%
SCR/WSHR 8A528 TO 8501   E130W    UNITED STATES 0.00%
SCR M10 X 20 HEX WASH HD TR       UNITED STATES 0.00%
PLUG BUTTON 32.0 DIA              UNITED STATES 0.00%
SCR/WSHR 9E822 TO 9424   D029R    UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
DECAL ENG EXH EMS IDENT           UNITED STATES 0.00%
6R140 OUTPUT SHAFT SHIPPING CAP   UNITED STATES 0.00%
WT WHL BAL(CP 35G)                UNITED STATES 0.00%
REINF HOD HGE ON HOD              UNITED STATES 0.00%
REINF HOD HGE ON HOD LH           UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
KEY-6306/16 TO 6303 :6303-OP10    UNITED STATES 0.00%
RET-TRANS THROT PRESS BST         UNITED STATES 0.00%
WT WHL BAL(CP 25G)                UNITED STATES 0.00%
PLT TRANS VLV BOR PLG RET         UNITED STATES 0.00%
PLG-TRANS CL PRESS LIM VLV        UNITED STATES 0.00%
WASHER-6316 DMPR TO 6303  D115    UNITED STATES 0.00%
SPCR ASY W/SHLD GL LWR            UNITED STATES 0.00%
HOS TRANS VEN(TUBE-TRANS VENT)    UNITED STATES 0.00%
PLUG-PIPE  3/8   D115   E440      UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
RG SNP TRANS FRT PLNT CL          UNITED STATES 0.00%
INSERT C/HEAD-LH V8/V10           UNITED STATES 0.00%
BOLT&WSHR M8X22 HX CTP CON 8      UNITED STATES 0.00%
WHEEL WELL BLACKOUT COATING       UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
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BOLT-M12X1.75X60.0 HEX FLNG HEAD  UNITED STATES 0.00%
SE FRT FLR PAN                    UNITED STATES 0.00%
BOLT-6316 DAMPER TO 6303  D115    UNITED STATES 0.00%
NUT & WASHER M8 HEX CONL BRASS    UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
BLT/WSHR-19A216 TO 6C086  E555    UNITED STATES 0.00%
MAGNET - OIL PAN                  UNITED STATES 0.00%
WT WHL BAL(CP 30G)                UNITED STATES 0.00%
CLIP-RADIATOR HOSE                UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
SCR&WASH-M7.24X1.59X20.50PAN HD TA UNITED STATES 0.00%
6R140 INPUT SHAFT FRONT SEAL      UNITED STATES 0.00%
VISOR ARM CLIP (FLINT)            UNITED STATES 0.00%
LABEL-INCOMPLETE VEHICLE          UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
SCREW 6.3X32 HF C TAP             UNITED STATES 0.00%
NUT M10X1 HF PTM SPL 10           UNITED STATES 0.00%
SEALER EXPANDING                  UNITED STATES 0.00%
NUT & WASHER - M6 X 1.0 HEX P/T   UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SCREW&WSHR M6X35 HX CON 010       UNITED STATES 0.00%
NUT M8 X 1.25 U P/T               UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL FL 8       UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/TTRG       UNITED STATES 0.00%
NUT&WASHER M8X1.25 HEX P/T        UNITED STATES 0.00%
PLUG BUTTON 27MM DIA              UNITED STATES 0.00%
6R140 SHIM 5.30MM THICK- RED      UNITED STATES 0.00%
SCREW&WSHR M6X1X27.5 HEX HD PLT   UNITED STATES 0.00%
RET TRANS VLV PLG                 UNITED STATES 0.00%
RIVET PUSH PIN 6.5X7-9.5 PLA      UNITED STATES 0.00%
6R140 SNAP RING 3.8MM-CUT STYLE 3 UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
BOLT-MODULAR STRAP (BLUE)         UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
NUT - 3/8 - 16 HEX - LOCK         UNITED STATES 0.00%
6R140 SNAP RING 3.6MM-CUT STYLE 2 UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
6R140 SNAP RING 3.5MM-CUT STYLE 10 UNITED STATES 0.00%
NUT M8 RETAINER PUSH ON           UNITED STATES 0.00%
CLIP/WHITE PLASTIC RETAINER       UNITED STATES 0.00%
BOLT M6X1.0X32.5 HEX FLNG PIL    9 UNITED STATES 0.00%
SCREW M8X1.25X19 HEX WSHR HD TAP  UNITED STATES 0.00%
6R140 MAIN ID TAG BLANK           UNITED STATES 0.00%
SCR 6.3 X 10.0 HEX WASH HD TAP    UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
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ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
BOLT 3/8-16 X 1.03 HEX FLNG PLT   UNITED STATES 0.00%
6R140 MODEL IDENT INFO TAG BLANK  UNITED STATES 0.00%
WSHR-SPDL OTR BRG RET             UNITED STATES 0.00%
BOLT M8X35 HF PIL 8               UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
SPG-TRANS MN OIL PRESS REG VLV    UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BZL-HOD LAT CA OPG LH             UNITED STATES 0.00%
WT WHL BAL(CP 40G)                UNITED STATES 0.00%
CTNR-LIC PLT HDW                  UNITED STATES 0.00%
6R140 ANTI-RATTLE SPRING          UNITED STATES 0.00%
BOLT M6X8.2 PC TI CTP ADH 10      UNITED STATES 0.00%
6R140 BULKHEAD TRANSPORTATION CAP UNITED STATES 0.00%
PLUG BUTTON-19.0X25.0 OBLONG      UNITED STATES 0.00%
SCR&WASH M6X1.0X18.5 HEX HD PIL 9 UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
BOLT M8X30 HF PIL 8               UNITED STATES 0.00%
STUD&WASHER M6 X 1 X 1 X 45.6 HEX UNITED STATES 0.00%
SCREW&WSHR M8X22 HF PIL CON 010   UNITED STATES 0.00%
CLIP 1/2 RETAINING RECT EXT       UNITED STATES 0.00%
STUD M8X30+M8X16 HF PIL SHLDR 8   UNITED STATES 0.00%
CAP ASY-A/C CHARGING VALVE        UNITED STATES 0.00%
PLUG -PIPE C/HEAD: HOLES 130,450  UNITED STATES 0.00%
TRIM PIN 5.2X1.7-10 NYL           UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
SCREW M6X1X30 HEX FLNG T/R        UNITED STATES 0.00%
SCREW 4.2X1.4X19 PC PZ C          UNITED STATES 0.00%
SCREW&WSHR M6X1X24 HEX HEAD PIL   UNITED STATES 0.00%
NUT-M10X1.50 WELD ROUND           UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT & WASHER M8 X 1.25 HEX        UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
NUT PIERCE M10 SPL 8              UNITED STATES 0.00%
SCR-M6 X1.00X16 HEX WASH TAP      UNITED STATES 0.00%
WT WHL BAL(CP 45G)                UNITED STATES 0.00%
CLIP-PLASTIC                      UNITED STATES 0.00%
PETROLATUM-IND  5LB CANS  A075    UNITED STATES 0.00%
SCREW & WASHER M8 X 1.25 X 59 HEX UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
CVR RR ST SHLDR STRP GID          UNITED STATES 0.00%
BOLT M6X20 PN TI PIL 8            UNITED STATES 0.00%
COVER-IGNITION COIL               UNITED STATES 0.00%
SPG-TRANS CONV REG VLV            UNITED STATES 0.00%
SCR #8-18X1.00 RD WASH HD TAP     UNITED STATES 0.00%
PIN ASY-TRANS GR SH LVR           UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
LABEL-ENGINE CODE INFO    D063    UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR RH      UNITED STATES 0.00%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

350-BASE-138"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
BRKT-FRT FNDR MTNG RR LWR LH      UNITED STATES 0.00%
SC CNSTR FU/VPR TO BRKT           UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCR M8 X1.25X16 HEX WASH TAP      UNITED STATES 0.00%
SCREW 4X20 HC TFP TH              UNITED STATES 0.00%
SPG-TRANS CONTR LUB PRESS REG VLV UNITED STATES 0.00%
SCREW M10X1.5X21.8 PAN HEAD PILOT UNITED STATES 0.00%
NUT & WASH - M8 X 1.25 HEX P/C    UNITED STATES 0.00%
WT WHL BAL(CP 50G)                UNITED STATES 0.00%
6R140 ABUT PLT & DETENT SPRNG BOLT UNITED STATES 0.00%
SPG-TRANS SOL REG VLV             UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
WHEEL/TIRE ASY LUBE               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT M6 HF PTC SERR                UNITED STATES 0.00%
SCREW M8X30 HEX FLNG PNT CLR T/R  UNITED STATES 0.00%
NUT M6 X 1.0 HEX LOCK P/T 9       UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
CVR DR TR PNL RET (FLINT)         UNITED STATES 0.00%
SCREW M8X25 HF 010                UNITED STATES 0.00%
BOLT&RET M6X1X16 WAF HD           UNITED STATES 0.00%
DECAL AUX BATTERY INSTRUCT-FRENCH UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
SPG-TRANS SHTL VLV                UNITED STATES 0.00%
BOLT   6621 TO 6010     A139      UNITED STATES 0.00%
PLUG PIPE C/HEAD #508/608 C122E   UNITED STATES 0.00%
SEAL O-RING 8594 TO 9424 D027E    UNITED STATES 0.00%
WELDING ELECTRODE UNCOATED        UNITED STATES 0.00%
6R140 TIR VALVE CAP               UNITED STATES 0.00%
NUT M8 HF 8                       UNITED STATES 0.00%
WT WHL BAL(CP 60G)                UNITED STATES 0.00%
SCR&WASH M4X0.7X17.5 HEX HD PIL  9 UNITED STATES 0.00%
BRG CSHFT MN UPR GRD3 10%-T/TH CNT UNITED STATES 0.00%
ONE-STEP W/SHLD CLEANER/PRIMER    UNITED STATES 0.00%
SCREW (BLACK) 4.2X16 TAP HEX FLNG UNITED STATES 0.00%
NUT&WSHR M6 HX PTC FL 8           UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
SPG-TRANS OIL COOL BYP VLV        UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SCREW 6.3X12.5 HF TAP SPL         UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
WT WHL BAL(CP 55G)                UNITED STATES 0.00%
SCR&WASH M6X1.0X22.5 HX PILOT 9   UNITED STATES 0.00%
PLUG BUTTON 1.00 DIA              UNITED STATES 0.00%
BRG CSFT MN LWR GR3 10%-T/TH COUNT UNITED STATES 0.00%
BOLT M8X25 HF NP 10               UNITED STATES 0.00%
40X1.46X12 TORX PAN SCREW         UNITED STATES 0.00%
BOLT-MULTI USE(SEE BELOW)D155/C124 UNITED STATES 0.00%
RET SPG 9/16 DRILLED SHAFT        UNITED STATES 0.00%
NUT M8 WELD                       UNITED STATES 0.00%
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PLUG BUTTON .88 DIA               UNITED STATES 0.00%
PLUG BUTTON 1.75X.75 OBLONG       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
6R140 SHIPPING STRAP NUT          UNITED STATES 0.00%
BOLT&WSHR M6X18 HX PIL CON ADH 8  UNITED STATES 0.00%
SCR & WASH M6X1X16 HEX HD PIL 9   UNITED STATES 0.00%
SCREW 4.8X16 HC HI/LO SERR        UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
NUT M10 HX PTM SPL 8              UNITED STATES 0.00%
SPG-TRANS CONV CL CONTR VLV       UNITED STATES 0.00%
PIN 4.75MMX12.2 PUSH NYLON        UNITED STATES 0.00%
SCREW M4.2X1.41X25 HEX WSHR HD TAP UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
VENT PLUG BLACK                   UNITED STATES 0.00%
DOOR CORNER PROTECTOR - BLACK VNYL UNITED STATES 0.00%
NUT&WASHER  M8X1.25 HEX SERR      UNITED STATES 0.00%
SCREW M8X14 HF 010                UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR & WASH M6 X 1.0 X 14 HEX HD   UNITED STATES 0.00%
NUT&WSHR M10 HX PTM CON 8         UNITED STATES 0.00%
BOLT M6X30 HF PIL 10              UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
CLIP 7.11 WRAPAROUND PUSH-IN(3POS) UNITED STATES 0.00%
SCR&WASH M8X1.25X19.HEX HD PLT   9 UNITED STATES 0.00%
PLUG BUTTON 38.0MM DIA            UNITED STATES 0.00%
RET-BRK PDL                       UNITED STATES 0.00%
SCR 4.2 X 19 OVAL HD TAP          UNITED STATES 0.00%
SCREW M6X14 HF GRD 010            UNITED STATES 0.00%
BOLT M6X90 HF 8                   UNITED STATES 0.00%
DOOR PROTECTOR - FOAM BLOCK/WHITE UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
DECAL-VEH NOISE EMISSION CONTROL  UNITED STATES 0.00%
NUT M6 X 1.00 U LOCK              UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
BOLT&WSHR M6X12 HX NP CON 8       UNITED STATES 0.00%
BOLT-6622 TO N806180-S  B75,77    UNITED STATES 0.00%
WT WHL BAL(CP 65G)                UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT&WSHR M6X20 HX PIL 8          UNITED STATES 0.00%
BOLT-CH/GUIDE-RH TO 6049  C122    UNITED STATES 0.00%
TUBE-VENT-NYLON                   UNITED STATES 0.00%
6R140 SNAP RING 4.0MM-CUT STYLE 4 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WASHER M6X16 HEX HD CONL NP 8 UNITED STATES 0.00%
NUT - M8 X 1.25 HEX FLG           UNITED STATES 0.00%
BOLT M8X25 HF PIL 8               UNITED STATES 0.00%
NUT WELD THDLS 8 RD PIL 8         UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
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DOOR EDGE GUARD 14" CLEAR PLASTIC UNITED STATES 0.00%
NUT&WSHR M6 HF PTM 8              UNITED STATES 0.00%
STRAP-82MM BUNDLING ADJUSTABLE    UNITED STATES 0.00%
NUT RETAINER, 3/4 OCT COTTER PIN  UNITED STATES 0.00%
PLT TRANS VLV RET                 UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
SE CWL TOP INR TO CWL SD LH       UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
6R140 SNAP RING 3.4MM-CUT STYLE 1 UNITED STATES 0.00%
PLUG BUTTON .75X1.00 OBLONG       UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
CVR-DR TR PNL RET (FLINT)         UNITED STATES 0.00%
BOLT-6621 & 6B274 TO 6010 C122    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
RET-TRANS CONTR VLV SPG           UNITED STATES 0.00%
NUT&WSHR M8 HX CON 8              UNITED STATES 0.00%
CLP TRANS VLV PLG RET             UNITED STATES 0.00%
BRG CSFT MN INTERM UPR1 10%-T/TH C UNITED STATES 0.00%
WASH 7/8 HELICAL SPG LK QR        UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT-6884 TO RR 6010     C029      UNITED STATES 0.00%
RING RET 8.6 TYPE E               UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT 4.2-6.8X20X0.8-4 SQ PUSH IN   UNITED STATES 0.00%
BOLT M8X20 HF PIL ADH 8           UNITED STATES 0.00%
PLUG BUTTON .50 DIA               UNITED STATES 0.00%
PIN 0.250 X 1.22 PUSH NYLON       UNITED STATES 0.00%
LUBRICANT-RUBBER HOSE (PRPL MRPL) UNITED STATES 0.00%
SCREW M6.3X1.81X16.0 HEX WASH TAP UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
OIL ENGINE, API SG, SAE 50 ASSEMBL UNITED STATES 0.00%
BLCK PLASTIC AIJ PUSH PIN 3.45X.75 UNITED STATES 0.00%
FTG-TRANS SH ACTU CA              UNITED STATES 0.00%
CLP-TRANS CONTR LWR VLV BDY       UNITED STATES 0.00%
CLP-TRANS THROT VLV PLNG SLV      UNITED STATES 0.00%
BOLT&WSHR M6X16 HX PIL CON 8      UNITED STATES 0.00%
SCR-M4.2X1.41X16 HEX WSHR HD TAP  UNITED STATES 0.00%
WT WHL BAL(CP 90G)                UNITED STATES 0.00%
SCR-4.2X1.41X19 HEX FLNG TAP      UNITED STATES 0.00%
SCR&WASH 5/16-18X.62 HEX HD       UNITED STATES 0.00%
PLUG 6X0.7-1.5 RD RBR             UNITED STATES 0.00%
SCR #8-18X1.00 PAN HD TAP         UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
SCREW&WSHR 4.2X1.41X13 HEX HD TAP UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
PUSH PIN 8.5X4.5-7 NYLON BLACK    UNITED STATES 0.00%
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NUT & WASH M6 X 1.0 HEX GREY      UNITED STATES 0.00%
NUT M8 BOLT RETAINER PUSH ON      UNITED STATES 0.00%
CLIP 5/16 WIRHRNS PUSH IN         UNITED STATES 0.00%
WT WHL BAL(CP 75G)                UNITED STATES 0.00%
WT WHL BAL(CP 70G)                UNITED STATES 0.00%
SOLDER STICKS                     UNITED STATES 0.00%
4.6/5.4L EFI DECAL-GENERAL TAPE   UNITED STATES 0.00%
ORANGE CAP- OIL FILL CAP          UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT M6 WELD                       UNITED STATES 0.00%
WT WHL BAL(CP 85G)                UNITED STATES 0.00%
WT WHL BAL(CP 80G)                UNITED STATES 0.00%
SCR-#8-18X.62 PAN HD TAP          UNITED STATES 0.00%
SCREW - #8-32 X 0.62 OVAL HD T/R  UNITED STATES 0.00%
RIVET 1/8X.25 BLIND SPL HD        UNITED STATES 0.00%
SE CWL TOP INR PNL TO CWL SD PNL  UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SOLDER PASTE TIN BASED            UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 MAIN CNTRL ID TAG SPRING NUT UNITED STATES 0.00%
6R140 SHIM 5.15MM THICK- YELLOW   UNITED STATES 0.00%
6R140 SHIM 5.75MM THICK- BLUE     UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SPCR-BRK MSTR CYL P/ROD           UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 SNAP RING 3.3MM-CUT STYLE 9 UNITED STATES 0.00%
6R140 SNAP RING-3.2MM-CUT STYLE 7 UNITED STATES 0.00%
TAPE - 1" WATER RESISTANT BLACK   UNITED STATES 0.00%
LUB-SYN RBR 1# JARS TOX#044089    UNITED STATES 0.00%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.00%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESI        UNITED STATES 0.00%
SEALER, NON-EXPANDING, PUMPABLE, A UNITED STATES 0.00%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/BLACK      UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR WHITE            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GREEN       UNITED STATES 0.00%
ADJ-FRT SUSP UPR GRAY/PINK        UNITED STATES 0.00%
ADJ FRT SUSP UPR BLACK/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR GRAY             UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE           UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW           UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/WHITE     UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/PINK       UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/GRAY      UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/YELLOW    UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED              UNITED STATES 0.00%
ADJ FRT SUSP UPR LT BLUE          UNITED STATES 0.00%
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ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW/RED       UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/RED         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLACK/YELLOW     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED/BLUE         UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/ORANGE   UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/BLACK    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/RED      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/WHITE       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/ORANGE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLACK       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLUE        UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GRAY        UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/WHITE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN            UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR PINK             UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/GREEN    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
6R140 SNAP RING 4.2MM-CUT STYLE 5 UNITED STATES 0.00%
6R140 SNAP RING 4.4MM-CUT STYLE 6 UNITED STATES 0.00%
6R140 SNAP RING 3.2MM-CUT STYLE 8 UNITED STATES 0.00%
LUB-SURFACTANT(MERPOL)E190/230    UNITED STATES 0.00%
BRGCSHFT MN INTRM UPR3 10%-T/TH CN UNITED STATES 0.00%

US Vehicle Content 87.02%

Foreign Vehicle Content 12.98%
US Vehicle Content 87.02%
Total Vehicle Content 100.00%

Assumptions
*  Non-Ford manufacturing facilities are noted.
*  Percentages include prorated direct assembly labour, engineering costs, overhead, other costs, and profit.
*  Component material costs based on 2016 Bill of Material.
*  Costs are for vehicles pertaining to Starcraft Bus, div. Forest River, Inc. request. Content for other E-series
    vehicles could be different.
* E-series Vehicles are assembled at Ohio plant, USA

This document may contain confidential business information. It is being supplied with the understanding that it will not
be released to third parties, and that it will be used solely for the purpose of complying with the Buy America requirements 
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 of federal law or other applicable content requirements.
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Cutting all materials to size, welding door frame, complete door assembly 
including installation of hardware and placing in shipping containers.





 

 

 

BUY AMERICA CERTIFICATION STATEMENT 

CERTIFICATE OF COMPLIANCE WITH 

SECTION 165 (b) (3) 

The Surface Transportation Assistance Act of 1982, as amended 
and the regulations of 49 C.F.R.  661.11 

 

Freedman Seating Company hereby certifies that it complies with the 
requirements of section 165(b)(3), of the Surface Transportation Assistance Act 
of 1982, as amended, and the regulations of 49 CFR 661.11. 
 
 

Freedman Feather Weight Seats Country of Origin 
% 

Domestic 

   

   

TOTAL WEIGHTED DOMESTIC COST CONTENT USA 
Minimum 

70% 

 
The final assembly point location is 4545 W. Augusta Blvd. Chicago, IL  60651 
 
 
 

 
_____________________________________ 
                                 Authorized Signature 

 

Date: 6.6.16 

 

4545 WEST AUGUSTA BLVD • CHICAGO, IL  •  60651 
PHONE: 773-524-2440 •  FAX:  773-252-7450 





















WEIGHT ANALYSIS

6/23/2016 2 4 WC 3 DB FOLDS 138 150-1 USA 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

E350 GAS 40 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

138 0.72 LEFT FRONT RIGHT FRONT 0.25 244

AXLE CAPACITIES 2904 1544 1360 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 165

4600 7800 11500 5473 2448 3025

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 48 150 34.78% 97.83 52.17 98 -55 71.01% -15.94 -39.06 MID DBL

MID DBL 93 -55 67.39% -17.93 -37.07 101 363 73.19% 97.33 265.67 DBL FOLD

0.00% 0.00 0.00 142 363 102.90% -10.52 373.52 DBL FOLD

0.00% 0.00 0.00 193 200 139.86% -79.71 279.71 WC

DBL FOLD 100 363 72.46% 99.96 263.04 0.00% 0.00 0.00

DBL FOLD 142 363 102.90% -10.52 373.52 0.00% 0.00 0.00

WC 193 200 139.86% -79.71 279.71 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 89.62 931.38 -8.85 879.85 1892.00

AXLE WEIGHTS 1544.00 2448.00 1360.00 3025.00 8377.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 1615.71 3488.79 5104.50 0.488

RIGHT 1333.25 4014.25 5347.50 0.512

FRT / REAR TOTALS 2948.96 7503.04 10452.00

AXLE CAPACITIES 4600 7800 11500

AVAILABLE CAPACITIES 1651.04 296.96 1048.00

Front Curbside Rear Curbside
Maximum Capacity 2300 Maximum Capacity 3900

Combined Front Combined Rear

2948.96 7503.04

4600 Maximum Capacity 7800 Maximum Capacity

Maximum Capacity 2300 Maximum Capacity 3900

Front Roadside Rear Roadside

2 4 WC 3 DB FOLDS 138 150-1 USA

DEALER

FUEL ADJ. AMT.

-61.00

1615.71

4014.25

3488.79

LEFT (ROADSIDE) RIGHT (CURBSIDE)

1333.25

AS BUILT 042787B

RLIFT RAISED FLOOR MID HI SEATS
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 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR 2 for PCID 1122B

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD E-350 138" 6.8L

CHASSIS FORD MOTOR CO U.S. 49.59
AIR CONDITIONING TRANS AIR U.S. 6.85
SEATS FREEDMAN U.S. 3.78
WHEELCHAIR LIFT BRAUN U.S. 5.08
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.42
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 1.18
EXTERIOR MIRRORS ROSCO U.S. 0.68

U.S.
U.S.
U.S.

68.58

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 7.78%
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CONV ASY(6.2L)                    MEXICO 1.64%
6.8L CYL/HEAD 2V ROUGH CASTING    MEXICO 1.64%
REAR LEAF SPRING - E350 C/A DRW   MEXICO 1.18%
6.8L CRANK/STL ROUGH EX GERLCH    CANADA 0.99%
6R140 OUTPUT SHFT LONG 4X2/SLP YK CANADA 0.67%
6R140 E CLUTCH MODULE             CANADA 0.65%
ROD & LNK ASY-STNG LKGE           CANADA 0.51%
6R1 6 PIN RAV CARRIER             CANADA 0.47%
SHFT & BRG ASY-TRANS MN           CANADA 0.44%
PMP & PLY ASY PWR STNG            GERMANY 0.38%
CLPR ASY FRT WHL BRK              MEXICO 0.32%
CLPR ASY FRT WHL BRK LH           MEXICO 0.32%
BALANCE SHAFT  6.8L  2V           CANADA 0.26%
6R140 EXTENSION HOUSING           CHINA 0.25%
CONTR ASY OCC RESTNT SYS          CANADA 0.22%
ACUM & HOS ASY A/C                CANADA 0.20%
6R140 HUB & SHAFT- S3             CANADA 0.18%
6R140 HUB ASSY- S2                CANADA 0.18%
SHK ABS ASY STNG                  BRAZIL 0.17%
WATER PUMP - ALL 6.8L             CANADA 0.16%
SPCR THROT BDY TO INTK MANF       CANADA 0.13%
6R140 INTERMEDIATE HUB SHAFT      CANADA 0.12%
COOL ASY TRANS OIL                CANADA 0.12%
BEL & RETR ASY FRT ST (DRVR)      MEXICO 0.11%
INS ASY-ENG FRT SUPT-LH           CANADA 0.09%
HOS ASY HTR                       MEXICO 0.07%
BRK & CL PDL & BRKT ASY           CANADA 0.07%
HOS ASY HTR                       MEXICO 0.07%
TENSIONER ASSEMBLY-ENG DRIV       CANADA 0.07%
CONTR ASY-FUL PMP DRV             MEXICO 0.06%
W/S ASY FRT DR                    CANADA 0.06%
W/S ASY DR OPG LH                 CANADA 0.06%
CAP ASY-RR BRG CAMSHAFT   6049    CHINA 0.05%
FLYWHEEL ASY 4R75W/5R110W B137    CANADA 0.05%
LOCK SET-IGN & 1 DR (2 KEYS)      MEXICO 0.05%
LAT & R/CONTR ASY FRONT LH DOOR   CANADA 0.04%
6R140 D CLUTCH PLATE- STEEL       CANADA 0.04%
6R140 SEPARATOR PLATE ALL MODELS  CANADA 0.04%
RESVR TUB & BRKT ASY PWR STNG     MEXICO 0.04%
SNS & BRKT ASY AIR BAG CTR        CANADA 0.04%
BMPR ASY FRT AX                   CHINA 0.04%
DEFL A/C COND AIR LWR             CANADA 0.03%
BMPR ASY RR AX (E350/450)         CHINA 0.03%
BEL DRV(AC)                       MEXICO 0.03%
ADJ ASY FRT ST SHLDR STRP GID     MEXICO 0.03%
HGE & CHK ASY FRT DR LWR          CANADA 0.03%
ASSIST HANDLE L/H MEDIUM FLINT    INDIA 0.03%
CAP ASSY-CAM & BAL SHFT BRG RR    CHINA 0.03%
LAT ASY HOD                       CANADA 0.03%
REAR SEAL RETAINER                MEXICO 0.03%
REINF ASY BRK PDL SUPT            CANADA 0.03%
SHL-FU/VPR STRG CNSTR             CANADA 0.03%
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6R140 OIL PAN GASKET              MEXICO 0.02%
BRKT FU/TNK GD                    CANADA 0.02%
HGE ASY FRT DR UPPER              CANADA 0.02%
SPKR ASY RADO RECV                CHINA 0.02%
IDLER ASSY   V8/V10      D109     CANADA 0.02%
WATER PUMP PULLEY-ALL EXCPT-696-  CANADA 0.02%
SENSOR ASY-CYL HEAD TEMP 2V       CHINA 0.02%
CA & HNDL ASY HOD LAT             MEXICO 0.02%
HOSE ASY-W/SHLD WSHR BOTTLE       MEXICO 0.02%
6R140 PARK PAWL ACTUATOR ROD      CANADA 0.02%
SE CWL TOP PNL TO HOD             CANADA 0.02%
BRKT FU/TNK GD                    CANADA 0.01%
RET ASY-FRT WHL HB GRSE           MEXICO 0.01%
CAP ASY-CCAM/BAL SHFT BR FRT-LH   CHINA 0.01%
CONN-WATER OUTLET  ALL 2V D027E   CHINA 0.01%
PLATE-ENGINE REAR COVER           CANADA 0.01%
SW ASY SPD CONTR & STP LP         GERMANY 0.01%
PROP ASY HOD SUPT                 CANADA 0.01%
CAP ASY-FRT BRG CAMSHAFT  6049    CHINA 0.01%
BRKT FU/TNK GD                    CANADA 0.01%
DEFL ASY RAD AIR SD RH            CANADA 0.01%
DEFL ASY RAD AIR SD LH            CANADA 0.01%
CAP ASSY-BAL SHFT BRG FRT-LH      CHINA 0.01%
6R140 MANUAL CONTROL LEVER OTR    CANADA 0.01%
ADHSV TOX#178271 (RED)            CANADA 0.01%
CAP-FRT HUB GREASE                CANADA 0.01%
STUD PIERCE M8X13 CNE 8           GERMANY 0.01%
CVR-FU/VPR STRG CNSTR             CANADA 0.00%
NUT-STNG TIE ROD                  CANADA 0.00%
SLR-RTV HI-VIS 55 GAL DR  B097    CANADA 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
6R140 WASHER 2.9MM THICK- BLACK   CANADA 0.00%
6R140 WASHER 3.1MM THICK- YELLOW  CANADA 0.00%
BOLT M8X115 HF PIL 8              TAIWAN 0.00%
NUT M18X2.5 HEX FLNG P/T          CANADA 0.00%
SLR-RTV HI-VIS 5 GAL-50# PAILS    CANADA 0.00%
MAIN CONTROL TO CASE BOLT         TAIWAN 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
PIN-DOWEL  6049 TO 6010   C054    CANADA 0.00%
NUT #8-18 SPRING                  CANADA 0.00%
BOLT M8X1.25X31 HEX FLNG PI       TAIWAN 0.00%
PLUG EXP CUP 11.4 STL             CANADA 0.00%
CAP HNDL I/S ASST ATT HLE         INDIA 0.00%
NUT 3/4 - 16 HEX                  CANADA 0.00%
NUT-M14X2.0 HEX LOCK P/T        10 CANADA 0.00%
NUT M8 HF PTM 8                   CANADA 0.00%
6R140 LIGHTWEIGHT ALIGNMENT PIN   CANADA 0.00%
BOLT M6X16 HF PIL (LONGER)        TAIWAN 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT M8 HF PTP 10                  CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
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NUT-M8X1.25 V8/V10 D115 E580      CANADA 0.00%
6R140 RR BRG PLATE TO CARRIER BOLT TAIWAN 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
6R140 WASHER 3.3MM THICK- WHITE   CANADA 0.00%
6R140 WASHER 3.5MM THICK- RED     CANADA 0.00%
NUT M6 HF PTM 8                   CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
PIN-SHAFT RETAINING               CANADA 0.00%
BOLT- CBLR CYLINDER RETAINING     TAIWAN 0.00%
6R140 SPRING ROLL PIN 4X18 CLD    CANADA 0.00%
NUT&WSHR M6 HX CON 8              CANADA 0.00%
BOLT M6X20 HF PIL 8               TAIWAN 0.00%
PLUG EXP CUP 13.8 STL             CANADA 0.00%
NUT-M4.2 X 1.41 U P/T (J-CLIP)    CANADA 0.00%
6R140 WASHER 3.7MM THICK- BLUE    CANADA 0.00%
SLR RTV HI-VISC 30ML CARTRIDGE    CANADA 0.00%

Foreign Vehicle Content 12.98%

AX ASY RR LES WHL                 UNITED STATES 8.60%
LT225/75R16 MICHELIN LTX MS LRE BW UNITED STATES 7.08%
FR ASY A/P                        UNITED STATES 3.62%
CONV & PIP ASY EXH DU             UNITED STATES 3.22%
INTAKE - 6.8L 2-VALVE             UNITED STATES 2.00%
6.8L BLOCK-CASTING 2V/3V CIFUNSA  UNITED STATES 1.94%
RIM ASY-WHL (WHITE) 16X6 DRW      UNITED STATES 1.81%
TNK & SDR ASY FUL                 UNITED STATES 1.56%
PWR STEERING GEAR ASY             UNITED STATES 1.34%
ST ASY FRT TR LH                  UNITED STATES 1.24%
WIR ASY ENG CONTR SNS             UNITED STATES 1.23%
PNL ASY I/PNL (FLINT)             UNITED STATES 1.16%
ALTERNATOR-225A                   UNITED STATES 1.03%
DRV/SHT ASY                       UNITED STATES 0.90%
FRONT BUMPER - CHROME             UNITED STATES 0.89%
COL ASY STNG                      UNITED STATES 0.88%
6R140 A/B MODULE- GAS             UNITED STATES 0.84%
EXHAUST MANIFOLD-RH   2V V10      UNITED STATES 0.83%
HUB & BRK DRM ASY FRT WHL         UNITED STATES 0.82%
PROCS ASY ENG (N)                 UNITED STATES 0.82%
RADIATOR ASY - 6.8L GAS           UNITED STATES 0.78%
6R140 6.2L GAS CASE CASTING       UNITED STATES 0.77%
BATTERY ASSY (750 CCA) 78AH       UNITED STATES 0.76%
BST ASY BRK HYD                   UNITED STATES 0.74%
COMPR & CL ASY A/C                UNITED STATES 0.66%
CONTR & MOD ASY BRK ANTI/LK       UNITED STATES 0.65%
MFLR & OLET PIP ASY               UNITED STATES 0.60%
EVP & BLW ASY A/C                 UNITED STATES 0.58%
PAN ASY FRT FLR                   UNITED STATES 0.54%
GRL ASY RAD (CHROME)              UNITED STATES 0.50%
CLUS ASY INSTR                    UNITED STATES 0.49%
6R140 CLUTCH ASSY- GAS            UNITED STATES 0.48%
AX ASY FRT RH                     UNITED STATES 0.45%
AX ASY FRT LH                     UNITED STATES 0.44%
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PNL ASY ENG CVR                   UNITED STATES 0.43%
KIT SPDL FRT WHL                  UNITED STATES 0.42%
KIT SPDL FRT WHL LH               UNITED STATES 0.42%
PNL FRT DR I/S LH                 UNITED STATES 0.42%
WIR ASY MN                        UNITED STATES 0.42%
5.4L/6.8L 2-VALVE PISTON "E"      UNITED STATES 0.42%
IND ASY RADO RECV CONTR           UNITED STATES 0.41%
SUPT ASY RAD                      UNITED STATES 0.40%
WIR ASY ENG 2016(6.8L 2V E350)    UNITED STATES 0.39%
STR MTR DRV & RLY ASY(BSM V8/V10) UNITED STATES 0.36%
CYL ASY BRK MSTR LES P/RD         UNITED STATES 0.34%
WIR ASY RR LP                     UNITED STATES 0.34%
FUEL INJECTOR - 6.8L 2V VN127     UNITED STATES 0.34%
BDY & MTR ASY A/INTK CHG THROT    UNITED STATES 0.33%
CLPR ASY RR BRK MECH INTG P/BRK   UNITED STATES 0.31%
CLPR ASY RR BRK MECH INTG P/BRK LH UNITED STATES 0.31%
COND ASY A/C                      UNITED STATES 0.31%
SUPT ASY TRANS FRT PMP CONV STATR UNITED STATES 0.30%
MOD ASY DRV AIR BAG RESTNT        UNITED STATES 0.30%
MANF & C/OVR TUB ASY FU/INJ SPLY  UNITED STATES 0.30%
CL ASY FAN                        UNITED STATES 0.30%
SNS ASY EXH GAS O UNIV            UNITED STATES 0.29%
HD/LP ASY RH (AERO)               UNITED STATES 0.29%
HD/LP ASY LH (AERO)               UNITED STATES 0.29%
GL ASY W/SHLD                     UNITED STATES 0.28%
6R140 REVERSE PISTON              UNITED STATES 0.28%
CONTR ASY A/C                     UNITED STATES 0.27%
MAT ASY FRT FLR                   UNITED STATES 0.26%
HTR ASY                           UNITED STATES 0.26%
CHMB ASY-HTR PLNM                 UNITED STATES 0.26%
PNL ASY DASH                      UNITED STATES 0.26%
EXHAUST MANIFOLD (LH) 6.8L 2V     UNITED STATES 0.25%
ADJ ASY-VALVE LASH 6F093/6M099    UNITED STATES 0.24%
5.4/6.8L CONN/ROD ROUGH           UNITED STATES 0.24%
CAM COVER LH 6.8L 2V              UNITED STATES 0.23%
CAM COVER (RH) 6.8L 2V ECONOLINE  UNITED STATES 0.23%
PNT BDY EXT FIN (OXFORD WHITE C/C) UNITED STATES 0.23%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.23%
FR DR OPG                         UNITED STATES 0.22%
SHFT ASY STNG COL LWR             UNITED STATES 0.22%
6.8 RH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
6.8 LH CAMSHAFT 2V ROUGH          UNITED STATES 0.22%
MTR & LNK ASY W/WPR               UNITED STATES 0.22%
FRONT COVER - ALL 2V'S            UNITED STATES 0.22%
PNL ASY I/PNL CLUS OPG FIN        UNITED STATES 0.22%
WIR ASY-FU/TNK SDR                UNITED STATES 0.22%
FRONT COIL SPRING                 UNITED STATES 0.21%
FR DR OPG                         UNITED STATES 0.21%
ADPT OIL FLTR 6.8L   (CHINA)      UNITED STATES 0.20%
STEERING WHEEL W/ SPD CNTRL       UNITED STATES 0.20%
6R140 SOLENOID - MAIN CONTROL     UNITED STATES 0.20%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.20%
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PNL ASY FRT DR TR LH              UNITED STATES 0.19%
SHK ABS ASY RR                    UNITED STATES 0.19%
REINF-RAD GRL OPG PNL LWR         UNITED STATES 0.19%
SHFT ASY-STNG GR INTERM           UNITED STATES 0.19%
SHK ABS ASY                       UNITED STATES 0.19%
HOS & CLMP ASY RAD LWR            UNITED STATES 0.18%
A-OIL WITH ADDITIVE               UNITED STATES 0.18%
KIT - RADIO ASSORTMENT            UNITED STATES 0.18%
INS ASY BDY BLT SND UPR           UNITED STATES 0.17%
DAMPER ASSY-CRANK 6.8L            UNITED STATES 0.17%
TUB ASY FUL & BRK                 UNITED STATES 0.17%
UNLEADED GAS W/ 10% ETHANOL       UNITED STATES 0.16%
KIT FUL SYS CONV                  UNITED STATES 0.16%
WHEEL NUT - BLACK                 UNITED STATES 0.16%
BRKT ASY FUL TUB SUPT             UNITED STATES 0.16%
SNS ASY EXH GAS O LES LD          UNITED STATES 0.16%
ROCKER ARM ASY     6F093/6M099    UNITED STATES 0.16%
COOLANT-LONG LIFE CONCENTRATE     UNITED STATES 0.16%
BRA BAT SUPT                      UNITED STATES 0.16%
6R140 SOLENOID- MAIN CONTROL      UNITED STATES 0.15%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.15%
RSON & TUB ASY ENG AIR INTK       UNITED STATES 0.14%
6R140 UPPER VALVE BODY- RAW       UNITED STATES 0.14%
CMPT & DR ASY GLV (FLINT)         UNITED STATES 0.14%
6R140 LOWER VALVE BODY- RAW       UNITED STATES 0.14%
BAR ASY-RR STAB                   UNITED STATES 0.14%
PNL DR O/S                        UNITED STATES 0.13%
TUB ASY A/C COMPR TO COND         UNITED STATES 0.13%
PIP ASY MFLR INLT EXT             UNITED STATES 0.13%
PAN ASSEMBLY - OIL 6.8L 2V/3V     UNITED STATES 0.13%
FAN ASY ENG COOL (6.8L)           UNITED STATES 0.12%
INS ASY-ENG FRT SUPT (6.8L)       UNITED STATES 0.12%
RADIUS ARM ASY FRT                UNITED STATES 0.12%
RADIUS ARM ASY FRT LH             UNITED STATES 0.12%
HOS ASY PWR STNG PRESS LN         UNITED STATES 0.12%
TIMING CHAIN- V8 / V10            UNITED STATES 0.12%
BDY TRANS FRT OIL PMP             UNITED STATES 0.12%
PNL HOD INR                       UNITED STATES 0.12%
CONTR ASY P/BRK                   UNITED STATES 0.11%
WIR ASY ENG BLK HTR               UNITED STATES 0.11%
OIL COOLER ASSY-ALL 6.8L          UNITED STATES 0.11%
PNL HOD                           UNITED STATES 0.11%
VALVE-EXHAUST N/A:HEAD/CAM ASY    UNITED STATES 0.11%
SW ASY-TRN/SIG & W/WPR            UNITED STATES 0.11%
PNT BDY EXT FIN (E-COAT)          UNITED STATES 0.11%
MAIN BEARING CAP - ROUGH          UNITED STATES 0.11%
KIT-ENG VLV SPG RET & KEY         UNITED STATES 0.11%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.11%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
ABS-BDY BLT LWR                   UNITED STATES 0.10%
PANEL ROOF                        UNITED STATES 0.10%
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TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.10%
SNS ASY-ENG ELETR CONTR MS AIR FLO UNITED STATES 0.10%
BLKHD ASY TRANS WIR CONN          UNITED STATES 0.10%
BDY FRT FNDR                      UNITED STATES 0.10%
BDY FRT FNDR LH                   UNITED STATES 0.10%
REINF-RAD GRL OPG PNL UPR         UNITED STATES 0.10%
CMPT ASY STWG (FLINT)             UNITED STATES 0.10%
RET ASY-BDY BLT ABS LWR           UNITED STATES 0.09%
HIGH ACTIVITY ACTIVATED CARBON    UNITED STATES 0.09%
PIP ASY FU/TNK FILL               UNITED STATES 0.09%
OIL PUMP LESS SCRN&COVER 2V       UNITED STATES 0.09%
HOS ASY PWR STNG PRESS LN LH      UNITED STATES 0.09%
SUPT ASY-FU/TNK                   UNITED STATES 0.09%
CVR ASY I/PNL STNG COL OPG        UNITED STATES 0.09%
BRKT ASY FU/VPR STRG CNSTR        UNITED STATES 0.09%
6R140 3 PINION FRONT CARRIER BODY UNITED STATES 0.09%
6R140 LONG PINION BLANK           UNITED STATES 0.09%
6R140 ROOSTER COMB                UNITED STATES 0.08%
CONT ASY-AIR BAG SLD              UNITED STATES 0.08%
PNL CWL TOP INR                   UNITED STATES 0.08%
GSKT-INT MFLD TO 6049  6.8L 2V    UNITED STATES 0.08%
HOS PWR STNG RTN LN UPR           UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
FRONT STABILIZER BAR /DRW (YELLOW) UNITED STATES 0.08%
SUPT-FU/TNK                       UNITED STATES 0.08%
BRKT ASY ENG ELETR CONTR PROCS    UNITED STATES 0.07%
TUB ASY FU/TNK TO CVR & FUL LN    UNITED STATES 0.07%
LVR ASY TRANS GR SH               UNITED STATES 0.07%
SHLD ASY EXH SYS FRT              UNITED STATES 0.07%
KIT-CMP WIR                       UNITED STATES 0.07%
PNL CWL TOP                       UNITED STATES 0.07%
TUBE ASY- HTR WTR UNDERBODT       UNITED STATES 0.07%
REG ASY FRT DR WDO LH             UNITED STATES 0.07%
PLR ASY FRT BDY INR LH            UNITED STATES 0.07%
PLR ASY FRT BDY INR               UNITED STATES 0.07%
6R140 E HUB MODULE                UNITED STATES 0.07%
6R140 SPEED SENSOR                UNITED STATES 0.07%
BRKT & INS ASY-MFLR/O/P FRT RH    UNITED STATES 0.07%
PLT ASY BK DR NM (E350 /SUPER DTY) UNITED STATES 0.07%
6R1 6 PIN RAV SUPPORT PLATE       UNITED STATES 0.07%
RING-PIS.COMPRESS UPPER :6100     UNITED STATES 0.07%
WIR ASY D/PNL HD/LP JCT           UNITED STATES 0.07%
TUB ASY TRANS OIL COOL TO TRANS   UNITED STATES 0.07%
PDL & SNS ASY ACEL                UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
PNL COWL SIDE INNER               UNITED STATES 0.07%
INS ASY D/PNL SND                 UNITED STATES 0.07%
PIN - PISTON    ALL 6100 ASSYS    UNITED STATES 0.06%
CYLINDER HEAD BOLT                UNITED STATES 0.06%
SHRD FAN                          UNITED STATES 0.06%
TNK ASY RAD SPLY                  UNITED STATES 0.06%
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RUN ASY DR GL LH                  UNITED STATES 0.06%
GL ASY-FRT DR WDO                 UNITED STATES 0.06%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.06%
TUB ASY A/C EVP OLET              UNITED STATES 0.06%
APR ASY FRT FNDR FRT LH           UNITED STATES 0.06%
FLTR & SE ASY TRANS OIL           UNITED STATES 0.06%
HOS ASY-RR WHL BRK LH             UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN RH      UNITED STATES 0.06%
OIL ENGINE ILSAC GF-5 SAE 5W-30   UNITED STATES 0.06%
ARM & PVT SHFT ASY W/WPR MTNG     UNITED STATES 0.06%
GEAR-BALANCE SHAFT 6.8L           UNITED STATES 0.06%
HOS ASY-PWR STNG PRESS LN LH      UNITED STATES 0.06%
EXT ASY MFLR OLET PIP             UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
RESVR & MTR ASY W/WSHR            UNITED STATES 0.06%
REINF-DR HGE ON BDY               UNITED STATES 0.06%
LNK ASY-FRT STAB BAR              UNITED STATES 0.06%
GASKET EXH MFLD(RR) V8/V10        UNITED STATES 0.06%
6R140 D CLUTCH FRICTION PLATE     UNITED STATES 0.06%
GREASE-TRANS TORQUE CONVERTER NOSE UNITED STATES 0.05%
TUB TRANS OIL LVL IND             UNITED STATES 0.05%
BRKT & VLV ASY FU/VPR MGT         UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
PNL-BDY SD OTR LH                 UNITED STATES 0.05%
VISOR ASY-LH GREY VINYL           UNITED STATES 0.05%
6R140 PINION                      UNITED STATES 0.05%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.05%
SHLD ASY EXH SYS FRT              UNITED STATES 0.05%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.05%
BSHG-CONN ROD   ALL 6200          UNITED STATES 0.05%
GASKET EXH MFLD(FRONT) 6.8L 2V    UNITED STATES 0.05%
BRKT ASY FRT ROD                  UNITED STATES 0.05%
BRKT ASY FRT R ARM LH             UNITED STATES 0.05%
ARM-STNG GR PTMN                  UNITED STATES 0.05%
COOL ASY PWR STNG OIL             UNITED STATES 0.05%
INS ASY-BDY BLT UPR SND           UNITED STATES 0.05%
ARM ASY W/WPR                     UNITED STATES 0.05%
CARDBOARD DOOR PANEL              UNITED STATES 0.05%
SHLD ASY-BDY MT HT RH             UNITED STATES 0.05%
HOS & CLMP ASY RAD UPR            UNITED STATES 0.05%
PIP ASY-OIL FILL                  UNITED STATES 0.05%
BSE & CA ASY-RADO ANT             UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L LH    UNITED STATES 0.05%
CYLINDER HEAD GASKET - 6.8L RH    UNITED STATES 0.05%
REINF-BDY LK PLR RH               UNITED STATES 0.05%
CA & CONDU ASY P/BRK RR           UNITED STATES 0.05%
VALVE-INTAKE  N/A:HEAD/CAM ASY    UNITED STATES 0.05%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.05%
REINF FRT FNDR APR UPR RR         UNITED STATES 0.05%
TENSIONER-TIMING CHAIN LH C130    UNITED STATES 0.04%
SPARK PLUG ASSY -SOME  2V         UNITED STATES 0.04%
REINF-BDY LK PLR LH               UNITED STATES 0.04%
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TENSIONER-TIMING CHAIN RH C138    UNITED STATES 0.04%
HEATER ASSY ENGINE BLOCK          UNITED STATES 0.04%
U-BOLT M16X2.0X109/241            UNITED STATES 0.04%
WINDSHIELD URETHANE ADHESIVE      UNITED STATES 0.04%
HOS ASY FRT WHL BRK               UNITED STATES 0.04%
HOS ASY-FRT WHL BRK LH            UNITED STATES 0.04%
6R140 INTERM CLUTCH FRICTION PLT  UNITED STATES 0.04%
6R140 SPANNER NUT LONG            UNITED STATES 0.04%
OIL PAN GASKET - 6.8L 2V/3V       UNITED STATES 0.04%
INS ASY D/PNL SND                 UNITED STATES 0.04%
PLR ASY-BDY LK INR                UNITED STATES 0.04%
SEP-FU/VPR                        UNITED STATES 0.04%
LONG PIN SHFT 6R140 RAV           UNITED STATES 0.04%
HRN & SUPT ASY                    UNITED STATES 0.04%
CNE & RLR ASY-FRT WHL OTR BRG     UNITED STATES 0.04%
INS ENG HSG SND (GAS)             UNITED STATES 0.04%
TUB ASY A/C COND TO EVP           UNITED STATES 0.04%
BEARING CONNECTING ROD    6100    UNITED STATES 0.04%
LINK ASY-STAB BAR REAR            UNITED STATES 0.04%
TUB ASY-FRT WHL BRK RH            UNITED STATES 0.04%
DEFL ASY A/C COND AIR UPR         UNITED STATES 0.04%
CUTAWAYS, PAINT SEALER KIT SHEET  UNITED STATES 0.04%
KIT OWNR GID MATL (U.S./ENGLISH)  UNITED STATES 0.04%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.04%
INSERT-V/SEAT-INTAKE PI (6049)    UNITED STATES 0.04%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.04%
HOS ASY RR WHL BRK                UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.04%
CA ASY TRANS SH                   UNITED STATES 0.04%
GRL ASY CWL TOP VEN               UNITED STATES 0.04%
REFRIGERANT R134A                 UNITED STATES 0.04%
INS & RET ASY-ENG RR SUPT         UNITED STATES 0.04%
6R140 REAR CLTCH PRESS PLT        UNITED STATES 0.04%
PLR ASY QTR LK UPR OTR            UNITED STATES 0.04%
BLD ASY-W/WPR                     UNITED STATES 0.04%
CLEAR PLASTIC CUTAWAY SHEETING    UNITED STATES 0.04%
STEP ASY-RNG BD RH                UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK           UNITED STATES 0.04%
SNS ASY FRT BRK ANTI/LK LH        UNITED STATES 0.04%
CA ASY P/BRK RR LH                UNITED STATES 0.04%
TUB TRANS OIL CONTR BDY TO CSE    UNITED STATES 0.04%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.04%
6R140 B CLUTCH SUN GEAR BLANK     UNITED STATES 0.04%
CAP-BATTERY TERMINAL ACCESS       UNITED STATES 0.04%
RING- PIS.COMPRESS LWR :6100      UNITED STATES 0.04%
CNE & RLR ASY-RR AX DIFF BRG      UNITED STATES 0.03%
6R140 SUN GEAR BLANK              UNITED STATES 0.03%
6R140 D CLUTCH PRESSURE PLATE     UNITED STATES 0.03%
HOS ASY-BRK PRESS CONTR VLV INLT  UNITED STATES 0.03%
NOZ ASY-HTR W/SHLD DEF            UNITED STATES 0.03%
SHKL ASY-RR SPG                   UNITED STATES 0.03%
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6R140 OUTPUT SHAFT BEARING R3     UNITED STATES 0.03%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.03%
STEP ASY-RNG/BOARD LH             UNITED STATES 0.03%
BRKT ASY-ENG FRT SUPT LH          UNITED STATES 0.03%
HOS ASY-TRANS OIL COOL            UNITED STATES 0.03%
VALVE GUIDE  (ALL 6049/6050-2V)   UNITED STATES 0.03%
HYDRAULIC BRAKE FLUID / DOT 3     UNITED STATES 0.03%
SEAL ASY-VLV STEM  :M6049/6050    UNITED STATES 0.03%
DOWEL-MN BRG CAP TO BLOCK:6010    UNITED STATES 0.03%
PLT ASY-FRT DR SCF LH             UNITED STATES 0.03%
PAN - TRANS OIL (PM)              UNITED STATES 0.03%
BRKT-ENG FRT                      UNITED STATES 0.03%
HSG ASY-IGN CIL                   UNITED STATES 0.03%
CVR ASY PASS AIR BAG OPG          UNITED STATES 0.03%
REINF FRT FNDR FRT                UNITED STATES 0.03%
REINF FRT FNDR FRT LH             UNITED STATES 0.03%
6R140 THRUST BRG T1, T2 & T5      UNITED STATES 0.03%
PAINT SOLVENTS                    UNITED STATES 0.03%
KIT-RADIO ANTENNA (32" MAST)      UNITED STATES 0.03%
MLDG ASY W/SHLD O/S TOP           UNITED STATES 0.03%
INSERT-V/SEAT-EXH 6049            UNITED STATES 0.03%
PLT-RR SPG CLMP UPR               UNITED STATES 0.03%
FUEL CAP-BLACK "GASOLINE/E0-15"   UNITED STATES 0.03%
TUB ASY-FRT WHL BRK LH            UNITED STATES 0.03%
REINF FRONT DR HINGE ON DR        UNITED STATES 0.03%
SE ASY-TRANS FRT PMP OIL          UNITED STATES 0.03%
ABS-BDY BLT LWR                   UNITED STATES 0.03%
HNDL ASY FRT DR O/S LH            UNITED STATES 0.03%
PLT ASY-TRANS CONTR VLV BDY SEP   UNITED STATES 0.03%
SW & BZL ASY HD/LP                UNITED STATES 0.03%
BOLT&WSHR-M12X1.75X122.5HEX HD CON UNITED STATES 0.03%
PCV TUBE                          UNITED STATES 0.03%
SPROCKET-CR/SHAFT 1 PC   C126W    UNITED STATES 0.03%
APR ASY FRT FNDR FRT              UNITED STATES 0.03%
BRG ASY-TRANS OIL PMP             UNITED STATES 0.03%
6R140 FRONT CARRIER PINION SHAFT  UNITED STATES 0.03%
SCR/CVR ASSY-O/PUMP 6.8L          UNITED STATES 0.03%
SE ASY HOD FRT OPG                UNITED STATES 0.03%
VENTURI - AIR INTAKE              UNITED STATES 0.03%
CA ASY P/BRK FRT                  UNITED STATES 0.03%
RET ASY-FRT DR GL LK SD           UNITED STATES 0.03%
BRKT-FRT AX PVT LH                UNITED STATES 0.03%
W/S ASY FRT DR GL @ BEL O/S LH    UNITED STATES 0.03%
CONN ASY-IGN CIL                  UNITED STATES 0.03%
GR-TRANS FRT PLNT SUN             UNITED STATES 0.03%
WIR ASY ENG CONTR SNS EXT         UNITED STATES 0.03%
SPCR FU/TNK BRA                   UNITED STATES 0.03%
CVR-ENG A/CLNR OTR                UNITED STATES 0.02%
INS ASY BDY BLT SND UPR           UNITED STATES 0.02%
6R140 RR CARR PINION-AFTER PEEN   UNITED STATES 0.02%
SHRT PINION SHAFT 6R140 RAV CARR  UNITED STATES 0.02%
EXT ASY-FRT FLR RR C/M LH         UNITED STATES 0.02%
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CVR ASY BAT                       UNITED STATES 0.02%
PANEL-ROOF HEADER(CUTAWAY)        UNITED STATES 0.02%
PNL W/SHLD HDR OTR                UNITED STATES 0.02%
BOLT&RET M18X126 HF 10            UNITED STATES 0.02%
FILL ASY DR WDO OPG FRT           UNITED STATES 0.02%
MIR ASY RV I/S                    UNITED STATES 0.02%
BOOT SPARK PLUG                   UNITED STATES 0.02%
SPROCKET-CAMSHAFT LH 6.8L 2-V     UNITED STATES 0.02%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.02%
TUB & BRKT ASY-OIL LVL IND 6.8L 2V UNITED STATES 0.02%
GR-TRANS FRT PLNT PNON            UNITED STATES 0.02%
6R140 PARK PAWL                   UNITED STATES 0.02%
RSTR ASY-LT SW RHST               UNITED STATES 0.02%
TUB ASY HTR WTR OLET              UNITED STATES 0.02%
TUB ASY CRKC VEN                  UNITED STATES 0.02%
SEAL ASY STNG COL OPENING         UNITED STATES 0.02%
ELEM ASY-CARB A/CLNR              UNITED STATES 0.02%
SPROCKET-CAMSHAFT RH 5.4/6.8 2V   UNITED STATES 0.02%
REINF-BDY SD RR FILL LH           UNITED STATES 0.02%
COP SEC WIRE(REG INSUL)           UNITED STATES 0.02%
6R1 RAV LNG NDL BRG               UNITED STATES 0.02%
MLDG ASY W/SHLD GARN SD LH        UNITED STATES 0.02%
6R140 MAIN CONTROL KIT            UNITED STATES 0.02%
C-LAM ASSY - COP                  UNITED STATES 0.02%
TRANS VENT HOSE                   UNITED STATES 0.02%
BOLT&RET M12X40 HF PIL DUAL 10    UNITED STATES 0.02%
T-LAM ASSY - COP                  UNITED STATES 0.02%
WIR ASY DR LK FD                  UNITED STATES 0.02%
HOS ASY FU/VPR VEN                UNITED STATES 0.02%
STUD M10X22+M10X15 RD PTM HITEMP  UNITED STATES 0.02%
DEFL ASY CWL VEN                  UNITED STATES 0.02%
RSTR ASY-IGN CIL                  UNITED STATES 0.02%
6R140 REAR OUTPUT SHAFT WASHER    UNITED STATES 0.02%
BRKT ASY-RAD SUPT UPR RH          UNITED STATES 0.02%
RL-RF SD OTR RH                   UNITED STATES 0.02%
RL-RF SD OTR LH                   UNITED STATES 0.02%
RET FRT STAB BAR TO AX            UNITED STATES 0.02%
VLV TRANS LUB CONTR               UNITED STATES 0.02%
HOOD HINGE ASY R/H                UNITED STATES 0.02%
6R140 INTERIM CLUTCH TUBE         UNITED STATES 0.02%
SHIPPING CONTAINER BOX BOTTOM     UNITED STATES 0.02%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.02%
HGR & INS ASY-MFLR OLET PIP       UNITED STATES 0.02%
INCOMPLETE VEHICLE MANUAL 2016 MY UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
REINF CWL SD INR                  UNITED STATES 0.02%
THERMOSTAT ASSY-WATER V8 D027E    UNITED STATES 0.02%
PNL W/WPR MTNG                    UNITED STATES 0.02%
1330 TRAY - AIR CLNR              UNITED STATES 0.02%
6R140 PARK PAWL ABUTMENT PLATE    UNITED STATES 0.02%
6R140 SUN GR FACE GRIND AT C&B    UNITED STATES 0.02%
HOOD HINGE ASY L/H                UNITED STATES 0.02%
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SHLD FRT FNDR APR SPLS RH         UNITED STATES 0.02%
SHLD FRT FNDR APR SPLS LH         UNITED STATES 0.02%
CAP ASY RADO IGN INTFER           UNITED STATES 0.02%
CVR-CARB A/CLNR INR               UNITED STATES 0.02%
CLAMP ASY-ENG AIR CLEANER         UNITED STATES 0.02%
6R140 AUX TRANS OPUT SHFT BRG     UNITED STATES 0.02%
SEGMENT-PSTN UPR OIL CTRL RING    UNITED STATES 0.02%
WIR ASY WDO REG FRT DR LH         UNITED STATES 0.02%
BOLT-CONNECTING ROD   ALL 6200    UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR LH        UNITED STATES 0.02%
ADJ-FRT SUSP UPR DARK BLUE        UNITED STATES 0.02%
ADJ-FRT SUSP UPR LT BLUE/YELLOW   UNITED STATES 0.02%
PNL-FRT FLR SD SILL INR RH        UNITED STATES 0.02%
KIT-FUEL TANK TRANSIT             UNITED STATES 0.02%
RET-FRT DR SE                     UNITED STATES 0.02%
EXT FRT FLR RR C/M                UNITED STATES 0.02%
BRKT FU/VPR STRG CNSTR            UNITED STATES 0.02%
INS-FRT SUSP SPG LWR              UNITED STATES 0.02%
6R140 SUN GEAR- AFTER PEENING     UNITED STATES 0.02%
W/S ASY DR GL @ BEL I/S           UNITED STATES 0.02%
BRKT-STNG SHK ABS RH              UNITED STATES 0.02%
REINF FRT DR AT BELT R&L          UNITED STATES 0.02%
BRKT WIR                          UNITED STATES 0.02%
FRT DR INTRUSION BEAM             UNITED STATES 0.02%
VLV-TRANS MN OIL PRESS REG        UNITED STATES 0.02%
INS FRT FLR PAN CTR HT            UNITED STATES 0.01%
BOLT-M20X2.5X208.7HEX FLNG HD SHLD UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
6R140 INT CLUTCH THRUST BRG T6    UNITED STATES 0.01%
6R140 D CLUTCH THRUST BEARING T7  UNITED STATES 0.01%
BOLT-CR/SHFT MN BRG CAP (6010)    UNITED STATES 0.01%
STUD-9430/9431 T0 6049-COL.D35    UNITED STATES 0.01%
6R1 RAV SHRT NDL BRG              UNITED STATES 0.01%
REINF-FRT FLR SD INR SL RH        UNITED STATES 0.01%
REINF-FRT FLR SD INR SL LH        UNITED STATES 0.01%
VLV-TRANS CONTR MAN               UNITED STATES 0.01%
72MMX55M 3-M PERF PLS 8979-S(BLUE) UNITED STATES 0.01%
SCREW M10X28.5 PN TI PIL 010      UNITED STATES 0.01%
IND ASY-TRANS OIL LVL             UNITED STATES 0.01%
CUP DR I/S HNDL                   UNITED STATES 0.01%
STUD M10X53+M10X15 P/T            UNITED STATES 0.01%
D WAVE SPRING                     UNITED STATES 0.01%
TRY ASY-BAT                       UNITED STATES 0.01%
SEAL- RR CRANKSHAFT               UNITED STATES 0.01%
BRKT FRT LIC PLT MTNG             UNITED STATES 0.01%
REINF ASY DR O/S BEL              UNITED STATES 0.01%
6R140 CENTER SUPPORT SNAP RING    UNITED STATES 0.01%
GUIDE-TIMING CHAIN RH     C124    UNITED STATES 0.01%
STUD/WSHR 6C086 TO 6049   C170    UNITED STATES 0.01%
PLUG-CUP STAINLESS STEEL :6010    UNITED STATES 0.01%
BRKT-MFLR INLT PIP SUPT           UNITED STATES 0.01%
6R140 THRST BRG T11 & T12         UNITED STATES 0.01%
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SPCR-PSTN O/CTRL RING SEG:6100    UNITED STATES 0.01%
BRKT-FRT AX PVT RH                UNITED STATES 0.01%
CVR I/PNL RADO OPG                UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER RH  C138    UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER LH  C130    UNITED STATES 0.01%
GUIDE-TIMING CHAIN LH  C122       UNITED STATES 0.01%
SENSOR ASY-CR/SHFT (HDR) D093L    UNITED STATES 0.01%
BOLT&WASH-M14X2.0X133.5HEX PIL SPL UNITED STATES 0.01%
BLT ASY-CR/SHFT MN BR CAP-SIDE    UNITED STATES 0.01%
BOLT M12X100 HF PIL ADH 10        UNITED STATES 0.01%
OIL FILTER ASSY                   UNITED STATES 0.01%
RING-IGN PULSE C/S SENSOR C140    UNITED STATES 0.01%
RC-TRANS SUN GR THRS BRG RR       UNITED STATES 0.01%
6R140 FORWARD CLUTCH WAVE PLATE   UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
CTNR I/PNL STRG                   UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL          UNITED STATES 0.01%
BRACKET-ALTERNATOR SUPPORT        UNITED STATES 0.01%
REINF FRT FLR PAN TO S/M          UNITED STATES 0.01%
6R1 RAV THRUST BRG                UNITED STATES 0.01%
6R140 D CLUTCH RR CARR BRG T10    UNITED STATES 0.01%
BRKT ASY-A/C COND MTNG RH         UNITED STATES 0.01%
WASHER - SHORT 6R140 RAV CARRIER  UNITED STATES 0.01%
SENSOR-CAMSHFT TIMING (CTS)D107   UNITED STATES 0.01%
PNL ASY BDY LK PLR I/S FIN UPR    UNITED STATES 0.01%
EXT ASY FRT FNDR APR FRT          UNITED STATES 0.01%
SHLD ASY FU/TNK                   UNITED STATES 0.01%
BOLT M16 X 2.0 X 53.0 HEX FLNG    UNITED STATES 0.01%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.01%
GASKET-OIL FILTER ADAPTOR         UNITED STATES 0.01%
MAGNET IGNITION COIL              UNITED STATES 0.01%
PLG-TRANS VLV RET                 UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR RH   UNITED STATES 0.01%
BRKT ASY FRT FNDR MTG RR UPR LH   UNITED STATES 0.01%
6R140 MANUAL CONTROL LEVER SHAFT  UNITED STATES 0.01%
BOBBIN-IGNITION COIL SECONDARY    UNITED STATES 0.01%
NUT M16 HF PTM 10                 UNITED STATES 0.01%
PLG TRANS SOL                     UNITED STATES 0.01%
SW ASY-CURT LP (FRNT DR)          UNITED STATES 0.01%
CIBA EPOXY RESIN-COP              UNITED STATES 0.01%
SUPT ASY RAD GRL OPG PNL LH       UNITED STATES 0.01%
PNL ASY-CWL SD TR RH              UNITED STATES 0.01%
HOOD LATCH STRIKER                UNITED STATES 0.01%
BOLT&WSHR M18X133 HF NP CTP 10    UNITED STATES 0.01%
CAP ASY-PRESS RLEF VLV            UNITED STATES 0.01%
INS - RAD SUPT LWR (GAS)          UNITED STATES 0.01%
REINF FRT FLR CS RR MBR           UNITED STATES 0.01%
SHLD FRT BRK DSC                  UNITED STATES 0.01%
SHLD FRT BRK DSC LH               UNITED STATES 0.01%
VLV ASY-TRANS BYP CL CONTR        UNITED STATES 0.01%
BRKT-BRK BST SUPT MTNG            UNITED STATES 0.01%
BOLT MJ14X110 HF NP ADH SPL 10    UNITED STATES 0.01%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

350-BASE-138"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
BRA ASY-BAT SUPT RH               UNITED STATES 0.01%
BOLT/WSHR-ATT OILPAN B109,C178    UNITED STATES 0.01%
VLV TRANS CL D2 REG               UNITED STATES 0.01%
INS ASY-RR SHK ABS UPR MTG        UNITED STATES 0.01%
IND ASY OIL LVL                   UNITED STATES 0.01%
BRKT ASY P/BRK CA RR LH           UNITED STATES 0.01%
INS-RR STAB BAR                   UNITED STATES 0.01%
6R140 TFT SENSOR MAIN CONTROL     UNITED STATES 0.01%
BLT&WSHR M12X149 HEX ADH PIL CNE 9 UNITED STATES 0.01%
REINF FRT DR AT BELT LH           UNITED STATES 0.01%
WIR ASY A/C JMPR                  UNITED STATES 0.01%
WIR ASY INTR LP                   UNITED STATES 0.01%
INS ASY STAB BAR                  UNITED STATES 0.01%
SHLD-FRT DR TR WTR LH             UNITED STATES 0.01%
SE-TRANS FRT PMP SUPT             UNITED STATES 0.01%
STRKR ASY-FRT DR LAT              UNITED STATES 0.01%
SWITCH-OIL PRESS SENDER -6.8L     UNITED STATES 0.01%
BRG CSFT MN LWR GR 2 - T/TH COUNT UNITED STATES 0.01%
VLV TRANS CL B REG                UNITED STATES 0.01%
VLV TRANS CL C REG                UNITED STATES 0.01%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.01%
BOLT M16X40 HF ADH 10             UNITED STATES 0.01%
PNL ASY-CWL SD TR LH              UNITED STATES 0.01%
6R140 OIL PUMP SEAL               UNITED STATES 0.01%
6R140 PUMP SEAL                   UNITED STATES 0.01%
HNDL ASY FRT DR WDO REG           UNITED STATES 0.01%
6R140 MAIN CONTROL DAMPER         UNITED STATES 0.01%
WIRE ASSY(JUMPER)2016 VN127       UNITED STATES 0.01%
6R140 ANTI FRETTING RING          UNITED STATES 0.01%
6R140 FRONT CARRIER NEEDLE BEARING UNITED STATES 0.01%
BRKT RAD GRL PNL END              UNITED STATES 0.01%
6R140 D CL SUN GEAR THRUST BRG T8 UNITED STATES 0.01%
VLV-TRANS FWD CL CONTR            UNITED STATES 0.01%
VLV-TRANS CONV CL CONTR           UNITED STATES 0.01%
6R140- GRUNT SEAL                 UNITED STATES 0.01%
VLV TRANS CL CONTR PRESS REG      UNITED STATES 0.01%
THRUST WASHER-UPPER (T/TH COUNT)  UNITED STATES 0.01%
PLT ASY-TRANS FRT                 UNITED STATES 0.01%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.01%
VACUUM HARNESS - 2V ECONO(5.4,6.8) UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
6R1 RAV LNG SHAFT WSHR            UNITED STATES 0.01%
6R140 T3 BEARING                  UNITED STATES 0.01%
RET-RR STAB BAR TO AXLE           UNITED STATES 0.01%
STUD M12X1.75X1.75X68 RND SHLDR   UNITED STATES 0.01%
NUT M12 HF PTP 10                 UNITED STATES 0.01%
PLUG-CUP STNLS STEEL 6010/6049    UNITED STATES 0.01%
BOND ASSY-RADO FREQ INTF SUPPRESS UNITED STATES 0.01%
TUB ASY BRK BST OLET              UNITED STATES 0.01%
NUT & WASHER - M10 X 1.5 HEX P/T  UNITED STATES 0.01%
SEAL-CR/SHAFT FRT OIL    D087     UNITED STATES 0.01%
MAIN CONTROL ASSY BOLT            UNITED STATES 0.01%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
E-Series

350-BASE-138"-CUTA-

Part Description Manf. Country % Content of Total Vehicle
6R1 OIL SLINGER PLATE             UNITED STATES 0.01%
BOLT M10X40 HF 8                  UNITED STATES 0.01%
PCV VALVE-5.4/6.8L 2V             UNITED STATES 0.01%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.01%
VLV TRANS OIL COOL                UNITED STATES 0.01%
BOLT-6884 TO 6010/INT TO 6049     UNITED STATES 0.01%
BRKT-TRANS K/DWN CA               UNITED STATES 0.01%
SLINGER-CR/SHFT RR OIL   B129     UNITED STATES 0.01%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.01%
CVR ASY RV O/S MIR MTNG HLE LH    UNITED STATES 0.01%
BRG CSHAFT MN UPR GR 2- T/TH COUNT UNITED STATES 0.01%
BRKT-AUX A/C MTNG                 UNITED STATES 0.01%
TUBE ASSY-HEATER WATER    A129    UNITED STATES 0.01%
VLV TRANS CL COOL FLO CONTR       UNITED STATES 0.01%
REFRIGERANT COMPRESSOR OIL (DRUM) UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
SPCR ASY BAT H/DWN                UNITED STATES 0.01%
SEALER-EXPNDBL-PMPBL-VINYL        UNITED STATES 0.01%
6R140 SQUISHY TUBE- CENTER SUPT   UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
BOLT M12X1.75X39.5 HEX FLNG PIL   UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
BLT-CAM CAPS FRT/RR TO 6049/50    UNITED STATES 0.01%
ISLT ASY-ENG A/CLNR               UNITED STATES 0.01%
SCR M8X1.25X30 HEX FLNG PNT CLR TR UNITED STATES 0.01%
BON ASY RADO FREQ INTFER SPRS     UNITED STATES 0.01%
SHRD STNG COL                     UNITED STATES 0.01%
VLV-TRANS CONV REG                UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE      UNITED STATES 0.01%
REINF ASY FRT FNDR APR @ HGE LH   UNITED STATES 0.01%
INS FRT FLR PAN CTR HT LH         UNITED STATES 0.01%
SHRD STNG COL INR                 UNITED STATES 0.01%
NUT-M20X2.5 HEX FLNG LOCK  P/T    UNITED STATES 0.01%
REINF FRT DR I/S PNL RR           UNITED STATES 0.01%
RET FRT SPG MTNG                  UNITED STATES 0.01%
6R1 RAV THRUST WSHR               UNITED STATES 0.01%
REINF DR O/S PNL RR               UNITED STATES 0.01%
BRKT-WIRE RETENTION 6.8L 2V       UNITED STATES 0.01%
PNL ASY DH CTR TR (VINYL)         UNITED STATES 0.01%
RET-FRT SPG MTNG LWR              UNITED STATES 0.01%
LONG SPACER 6R140 RAV CARRIER     UNITED STATES 0.01%
NUT-EXH MFLDS TO 6049:D163/167    UNITED STATES 0.01%
VLV-TRANS CONTR SLAV              UNITED STATES 0.01%
6R140 FRONT CARRIER THRUST WASHER UNITED STATES 0.01%
SHLD ASY FRT FNDR SPLS LH         UNITED STATES 0.01%
CLIP-25.4-25.4 WRAPAROUND B/MT    UNITED STATES 0.01%
6R140 PARK PAWL SHAFT PLUG        UNITED STATES 0.01%
NUT&RETAINER-M14- 2.0 HEX FLNG P/T UNITED STATES 0.01%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.01%
6R140 INPUT SHAFT BEARING T3      UNITED STATES 0.01%
6R140 SOLENOID HOLD DOWN BRACKET  UNITED STATES 0.01%
INSULATOR  SHOCK ABSORBER         UNITED STATES 0.01%
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SHLD ASY BDY MT HT RH             UNITED STATES 0.01%
BOLT-LIFTING EYE TO 6049  D175    UNITED STATES 0.01%
VLV TRANS DRN BK(ANTI DRN BK)     UNITED STATES 0.01%
SE FRT FLR PAN                    UNITED STATES 0.01%
BRKT ASY FRT FNDR MTNG FRT        UNITED STATES 0.01%
NUT&RET M10X1.5X80.0 DUAL HEX     UNITED STATES 0.01%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
NUT STRIKER M8 X 1.25 DOOR HINGE A UNITED STATES 0.00%
6R140 SHIM 5.45MM THICK- GREEN    UNITED STATES 0.00%
PLUG BUTTON 1.00X2.00 OBLONG      UNITED STATES 0.00%
PLT ASY CWL TOP PNL ACC HLE CVR   UNITED STATES 0.00%
HOS ASY-W/SHLD WSHR PMP           UNITED STATES 0.00%
BRKT WIR                          UNITED STATES 0.00%
NUT 3/4-16 HEX SLOT               UNITED STATES 0.00%
HOOD BUMPER (33MM PRESET)         UNITED STATES 0.00%
ISLT ASY-ENG A/CLNR               UNITED STATES 0.00%
CLMP-TRANS OIL COOL TUB FRT       UNITED STATES 0.00%
CLP BRK LN TO RR AX               UNITED STATES 0.00%
6R140 DETENT SPRING               UNITED STATES 0.00%
BOLT&RET M12X1.75X35 HEX FLG HD   UNITED STATES 0.00%
FILL ASY FRT FNDR FRT             UNITED STATES 0.00%
FILL ASY FRT FNDR FRT LH          UNITED STATES 0.00%
COP PRI WIRE 25AWG                UNITED STATES 0.00%
VLV TRANS D2 LAT                  UNITED STATES 0.00%
6R140 PARK PAWL SHAFT             UNITED STATES 0.00%
6R140 MAIN CONTROL SEAL           UNITED STATES 0.00%
VLV TRANS CL B LAT                UNITED STATES 0.00%
BLT-CAP BALSHFT-LH CYL HD-6.8L    UNITED STATES 0.00%
RIVET 7/16X1.12 SOLID BUTTON HD   UNITED STATES 0.00%
VLV-TRANS SOL PRESS REG           UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT LH        UNITED STATES 0.00%
VLV TRANS CL E LAT                UNITED STATES 0.00%
BOLT&WSHR M12X1.75X92.7 HEX CONE P UNITED STATES 0.00%
BOLT M10X70 HF 10                 UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
NUT&RET M8 HF PTP 10              UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
REINF CWL TOP PNL                 UNITED STATES 0.00%
HOS ASY-W/WSHR                    UNITED STATES 0.00%
STFNR DR I/S PNL BEL REINF        UNITED STATES 0.00%
6R140 MAIN CNTRL SPRING & POPPET  UNITED STATES 0.00%
THRUST WASHER-LOWER (T/TH COUNT)  UNITED STATES 0.00%
NUT M12 X 1.75 (J-CLIP) BLACK     UNITED STATES 0.00%
6R140 PAN BOLT                    UNITED STATES 0.00%
GSKT ASY-EXH PIP                  UNITED STATES 0.00%
DECAL-SAFETY STANDARD CERTIFICATE UNITED STATES 0.00%
BOLT M10X65 HF 8                  UNITED STATES 0.00%
BOLT M10 - 1.5 X 30 HEX FLG PLT   UNITED STATES 0.00%
SPCR-DR WDO REG HNDL              UNITED STATES 0.00%
BOLT&WSHR M14X45 HF PIL ADH       UNITED STATES 0.00%
BRKT ASY-I/PNL CTR SUPT RH        UNITED STATES 0.00%
WSHR-TRANS A PLNT GR THRS         UNITED STATES 0.00%
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SE-CWL SD PNL LH                  UNITED STATES 0.00%
EXT-FRT FLR PAN RR RH             UNITED STATES 0.00%
EXT-FRT FLR PAN RR LH             UNITED STATES 0.00%
GREASE FOR COP                    UNITED STATES 0.00%
NUT M10 HF SPL 8                  UNITED STATES 0.00%
BRG CSHAFT MN UPR GR 1- T/TH COUNT UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
TERMINAL-SECONDARY (IGNITION)     UNITED STATES 0.00%
STUD 6C086 TO 6010 V8/V10 C172    UNITED STATES 0.00%
NUT - M12 - 1.75 HEX FLANGE LOCK  UNITED STATES 0.00%
SCR/WSHR 6C086 TO 6049  C168W     UNITED STATES 0.00%
PLG CWL TOP OTR PNL LH            UNITED STATES 0.00%
PLT-FU/VPR STRG CNSTR C RET       UNITED STATES 0.00%
SCREW&WSHR M8X22.5 HX CON PTC 010 UNITED STATES 0.00%
CIBA EPOXY-HARDENER-COP           UNITED STATES 0.00%
CVR-CONV HSG LWR                  UNITED STATES 0.00%
CVR SW OPG                        UNITED STATES 0.00%
6R140 VENT TUBE                   UNITED STATES 0.00%
VLV TRANS CL LAT                  UNITED STATES 0.00%
VLV TRANS CL C LAT                UNITED STATES 0.00%
NUT&RETAINER M8X2.5 HEX FLNG P/T  UNITED STATES 0.00%
BOLT M8X75 HF PIL 8               UNITED STATES 0.00%
6R140 SHIM 5.60MM THICK- WHITE    UNITED STATES 0.00%
STUD M6X1/6.3X1.81X54 HEX WSHR PIL UNITED STATES 0.00%
RET BRK TUB TO BRKT ANTI/LK SNS   UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
NUT-M8X1.25X1.25 STAMPED          UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT LH UNITED STATES 0.00%
SCREW M6X14 HF 010                UNITED STATES 0.00%
RETAINER-PISTON PIN   ALL 6100    UNITED STATES 0.00%
WSHR-FRT SHK ABS INS OTR          UNITED STATES 0.00%
COVER-CYLINDER BLOCK OPENING      UNITED STATES 0.00%
6R140 MAIN CONTROL TORLON BALL    UNITED STATES 0.00%
CVR-STNG WHL SPK INS              UNITED STATES 0.00%
HNDL-TLT STNG WHL LVR             UNITED STATES 0.00%
6R140 PUMP BOLT                   UNITED STATES 0.00%
REINF-FRT FNDR APR TO RAD SUPT RH UNITED STATES 0.00%
BOLT&WSHR M8X27 HX PIL ADH FL 8   UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT-6C086 TO 6010 C166W/168W     UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
SE-TRANS FRT OIL PMP              UNITED STATES 0.00%
REINF HOD INR PNL @ LK            UNITED STATES 0.00%
WT WHL BAL(CP 15G)                UNITED STATES 0.00%
NUT 4.8 HI-LOX10X20X1.4 SLD       UNITED STATES 0.00%
RIVET 6.4 MULTI-GRIP SPLIT        UNITED STATES 0.00%
6R140 SQUISHY TUBE-LONG           UNITED STATES 0.00%
STUD - ATT OFA                    UNITED STATES 0.00%
PLUG-OIL PAN DRAIN                UNITED STATES 0.00%
SPG-FU/VPR INR                    UNITED STATES 0.00%
LAT ASY HOS TO TUB TRANS OIL COOL UNITED STATES 0.00%
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RET-P/BRK CA RR                   UNITED STATES 0.00%
SHLD FRT SUSP UPR ARM HT          UNITED STATES 0.00%
BOLT&RET M8X35 HF PIL 8           UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
NUT U SPG M10 1.5-5.5 P/T         UNITED STATES 0.00%
VENT-RR AX HSG                    UNITED STATES 0.00%
BRG CSFT MN LWR GR1 - T/TH COUNT  UNITED STATES 0.00%
SCREW&WSHR M6X28 HX CON 010       UNITED STATES 0.00%
PIN-DOWEL HOLLOW  6375 TO 6010    UNITED STATES 0.00%
BETAFOAM ISOCYANATE #87100        UNITED STATES 0.00%
BOLT M12X1.75X33 TWELVE PT PIL 12 UNITED STATES 0.00%
BOLT-ATT CAM SPOCKETS             UNITED STATES 0.00%
BOBBIN-IGN. COIL PRIMARY          UNITED STATES 0.00%
REINF-FRT FNDR APR TOP LWR        UNITED STATES 0.00%
INS DR O/S PNL SND LWR            UNITED STATES 0.00%
BOLT/WSHR-8501 TO 6010    D103    UNITED STATES 0.00%
6R140 MN CNTRL TO OIL PUMP SEAL   UNITED STATES 0.00%
BOLT-6375 TO 6303-A/T B137/143    UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
SPCR-6622 TO 6K258 STUD           UNITED STATES 0.00%
SCREW M12X25 HF 010               UNITED STATES 0.00%
BLT & RET-M12X1.75X34.5 HEX FLG HD UNITED STATES 0.00%
PLG-TRANS MN REG VLV              UNITED STATES 0.00%
BRKT PWR STNG TUB                 UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BOND ASSY-RADIO FREQ INTF SUPPRESS UNITED STATES 0.00%
SE CWL SD PNL                     UNITED STATES 0.00%
SLV ASY-FU/VPR STRG CNSTR PRG INLT UNITED STATES 0.00%
W/SHIELD WSHR FLUID / METHANOL    UNITED STATES 0.00%
SPACER-CAMSHAFT SPROCKET  C120    UNITED STATES 0.00%
PAINT SOLVENTS                    UNITED STATES 0.00%
SCREW&WSHR 1/2-13X1.25 HEX FLNG HD UNITED STATES 0.00%
BOLT M12X65 HF 10                 UNITED STATES 0.00%
BOLT M8X78 HF PIL 8               UNITED STATES 0.00%
SCR&WASH M8X1.25X33 HEX HD CTP PT UNITED STATES 0.00%
SCREW&WSHR M8X25 HX PIL 010       UNITED STATES 0.00%
BOLT M12 - 1.75 X 65 HEX HD 9     UNITED STATES 0.00%
RET D/PNL CTR TR                  UNITED STATES 0.00%
BOLT M10X85 HF 8                  UNITED STATES 0.00%
SCREW 4.8X1.59X32 OVAL HD TRIM TAP UNITED STATES 0.00%
BOLT M10 1.5X25.5 HEX FLNG HD PIL UNITED STATES 0.00%
PLUG 11.2MM DIA PUSH IN           UNITED STATES 0.00%
CLIP/WHITE PLASTIC PWR STRNG LINE UNITED STATES 0.00%
PIN-DOWEL 6C086/6K318 TO BLOCK    UNITED STATES 0.00%
SEALER-VINYL-THUMB-PNTBL          UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
BOLT-M14X2.0X75.0 HEX HEAD        UNITED STATES 0.00%
CVR I/PNL ACC HLE                 UNITED STATES 0.00%
COMPRESSION PLATE                 UNITED STATES 0.00%
BOLT-12A366 TO 9424 2V3V          UNITED STATES 0.00%
BOLT M12X65 HF PIL 10             UNITED STATES 0.00%
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BRKT-RR WHL BRK HOS               UNITED STATES 0.00%
RET FRT DR SCF PLT                UNITED STATES 0.00%
SCR&WASH-M8X1.25X27.5 HEX HD PLT. UNITED STATES 0.00%
WT WHL BAL(CP 20G)                UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
NUT M12X1.5 HF 10                 UNITED STATES 0.00%
CVR FRT ST SHLD STRP GID ADJ      UNITED STATES 0.00%
SPG TRANS CL VLV                  UNITED STATES 0.00%
STD 18663 TO 6049 V8/V10 C168E P  UNITED STATES 0.00%
6R140 MN CTL SOL BLT M6X14 TI PIL8 UNITED STATES 0.00%
S/WSH-B77,101,D29R,93L,107,155    UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
NUT - M12 X 1.75 HEX FLG LOCK P/T UNITED STATES 0.00%
CVR BDY SD LK PLR ACC             UNITED STATES 0.00%
PIN-DOWEL  ALIGNS GUIDE TO BLK    UNITED STATES 0.00%
NUT M12X1.75 HEX FLG LOCK P/T 10  UNITED STATES 0.00%
NUT & RETAINER - M10 -1.5         UNITED STATES 0.00%
PLUG M10X1X11 HX PIL SEH STL      UNITED STATES 0.00%
RET L/C DR LK CYL                 UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL CON SPL 8  UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
BETAFOAM POLYOL #87120            UNITED STATES 0.00%
BOLT M8X30 HF 8                   UNITED STATES 0.00%
SC&WSHR 4.2X6.8 HEX WSHR H        UNITED STATES 0.00%
SCR&WASH-M4.2X1.41X19HEX HD TAP TO UNITED STATES 0.00%
BOLT-8594 TO 9424  C216W/D027E    UNITED STATES 0.00%
NUT & RETNR M12X1.75 HEX FLG P/T  UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT M10X30 HF PIL 8              UNITED STATES 0.00%
CAP - RADIO ANTENNA BASE          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
BLT-TENSNR'S TO 6049 C130/138  ALL UNITED STATES 0.00%
RET CWL TOP VEN GRL               UNITED STATES 0.00%
FLTR FU/VPR STRG CNSTR            UNITED STATES 0.00%
GREASE LITHIUM COMPLEX SOAP-LUBE  UNITED STATES 0.00%
6R140 MAIN CONTROL INLET NOZZLE   UNITED STATES 0.00%
NUT M12-1.75 HEX FLANGE LOCK P/T  UNITED STATES 0.00%
CLAMP .62 ROUND WORM SCR HOSE SS  UNITED STATES 0.00%
CVR-FU/VPR STRG CNSTR             UNITED STATES 0.00%
6R140 PARK PAWL RETURN SPRING     UNITED STATES 0.00%
FRT DR BELT RAIL                  UNITED STATES 0.00%
6R140 OUTER MANUAL LEVER SEAL     UNITED STATES 0.00%
CLIP 5 PANEL PUSH-IN              UNITED STATES 0.00%
BRGCSHT MN INTRM UPR2 100%-T/TH CN UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
RIVET 6.6X23.9 SPL                UNITED STATES 0.00%
BRKT-WIR CONN                     UNITED STATES 0.00%
PLT CWL TOP PNL OPG               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
BRKT-A/C EVP SUPT                 UNITED STATES 0.00%
SCR&WASH M8X1.25X25 HEX HD PIL 9  UNITED STATES 0.00%
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BOLT M10X25 HF 10                 UNITED STATES 0.00%
NUT M14 HF PTM 10                 UNITED STATES 0.00%
NUT U SPG M8 0.8-4.0 P/T          UNITED STATES 0.00%
TERMINAL-PRIMARY (IGNITION)       UNITED STATES 0.00%
HOSE CLAMP SPRING 14X12 POC       UNITED STATES 0.00%
SHORT SPACER 6R140 RAV CARR       UNITED STATES 0.00%
STD-CRSHFT MN BR CAP-HOLE #419    UNITED STATES 0.00%
BOLT M8X1.25X37 HEX FLNG PIL 10   UNITED STATES 0.00%
6R140 SNAP RING 3.7MM-CUT STYLE 11 UNITED STATES 0.00%
PIN-WHEEL DISK LOCATOR            UNITED STATES 0.00%
PLT FRT DR WDO REG HNDL           UNITED STATES 0.00%
NUT&WSHR ASSY M12X1.75 HEX P/T    UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
SCREW M10X30.6 HEX WASHER HEAD TR UNITED STATES 0.00%
6R140 MAIN CNTRL BLT M6X60 HF PIL8 UNITED STATES 0.00%
ADHESIVE EPOXY                    UNITED STATES 0.00%
6R140 MANUAL VALVE ACTUATOR       UNITED STATES 0.00%
BOLT/WAS- 9F792 TO INT            UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
PLATE-VEH IDENT                   UNITED STATES 0.00%
BOLT-M10 X 1.5 X 35 HEX FLG HD    UNITED STATES 0.00%
PLUG- PIPE C/HD MACH 6049/6050    UNITED STATES 0.00%
WASHER-CAM SPROCKET               UNITED STATES 0.00%
RETAINER 14MM BH STL              UNITED STATES 0.00%
BOLT M8X31 RC TI CTP ADH 10       UNITED STATES 0.00%
CLAMP-HOSE                        UNITED STATES 0.00%
SCR/WSHR 8A528 TO 8501   E130W    UNITED STATES 0.00%
SCR M10 X 20 HEX WASH HD TR       UNITED STATES 0.00%
PLUG BUTTON 32.0 DIA              UNITED STATES 0.00%
SCR/WSHR 9E822 TO 9424   D029R    UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
DECAL ENG EXH EMS IDENT           UNITED STATES 0.00%
6R140 OUTPUT SHAFT SHIPPING CAP   UNITED STATES 0.00%
WT WHL BAL(CP 35G)                UNITED STATES 0.00%
REINF HOD HGE ON HOD              UNITED STATES 0.00%
REINF HOD HGE ON HOD LH           UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
KEY-6306/16 TO 6303 :6303-OP10    UNITED STATES 0.00%
RET-TRANS THROT PRESS BST         UNITED STATES 0.00%
WT WHL BAL(CP 25G)                UNITED STATES 0.00%
PLT TRANS VLV BOR PLG RET         UNITED STATES 0.00%
PLG-TRANS CL PRESS LIM VLV        UNITED STATES 0.00%
WASHER-6316 DMPR TO 6303  D115    UNITED STATES 0.00%
SPCR ASY W/SHLD GL LWR            UNITED STATES 0.00%
HOS TRANS VEN(TUBE-TRANS VENT)    UNITED STATES 0.00%
PLUG-PIPE  3/8   D115   E440      UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
RG SNP TRANS FRT PLNT CL          UNITED STATES 0.00%
INSERT C/HEAD-LH V8/V10           UNITED STATES 0.00%
BOLT&WSHR M8X22 HX CTP CON 8      UNITED STATES 0.00%
WHEEL WELL BLACKOUT COATING       UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
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BOLT-M12X1.75X60.0 HEX FLNG HEAD  UNITED STATES 0.00%
SE FRT FLR PAN                    UNITED STATES 0.00%
BOLT-6316 DAMPER TO 6303  D115    UNITED STATES 0.00%
NUT & WASHER M8 HEX CONL BRASS    UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0              UNITED STATES 0.00%
BLT/WSHR-19A216 TO 6C086  E555    UNITED STATES 0.00%
MAGNET - OIL PAN                  UNITED STATES 0.00%
WT WHL BAL(CP 30G)                UNITED STATES 0.00%
CLIP-RADIATOR HOSE                UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
SCR&WASH-M7.24X1.59X20.50PAN HD TA UNITED STATES 0.00%
6R140 INPUT SHAFT FRONT SEAL      UNITED STATES 0.00%
VISOR ARM CLIP (FLINT)            UNITED STATES 0.00%
LABEL-INCOMPLETE VEHICLE          UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
SCREW 6.3X32 HF C TAP             UNITED STATES 0.00%
NUT M10X1 HF PTM SPL 10           UNITED STATES 0.00%
SEALER EXPANDING                  UNITED STATES 0.00%
NUT & WASHER - M6 X 1.0 HEX P/T   UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SCREW&WSHR M6X35 HX CON 010       UNITED STATES 0.00%
NUT M8 X 1.25 U P/T               UNITED STATES 0.00%
BOLT&WSHR M6X25 HF PIL FL 8       UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/TTRG       UNITED STATES 0.00%
NUT&WASHER M8X1.25 HEX P/T        UNITED STATES 0.00%
PLUG BUTTON 27MM DIA              UNITED STATES 0.00%
6R140 SHIM 5.30MM THICK- RED      UNITED STATES 0.00%
SCREW&WSHR M6X1X27.5 HEX HD PLT   UNITED STATES 0.00%
RET TRANS VLV PLG                 UNITED STATES 0.00%
RIVET PUSH PIN 6.5X7-9.5 PLA      UNITED STATES 0.00%
6R140 SNAP RING 3.8MM-CUT STYLE 3 UNITED STATES 0.00%
NUT M12 HF 10                     UNITED STATES 0.00%
BOLT-MODULAR STRAP (BLUE)         UNITED STATES 0.00%
SPG TRANS CL LAT VLV              UNITED STATES 0.00%
NUT - 3/8 - 16 HEX - LOCK         UNITED STATES 0.00%
6R140 SNAP RING 3.6MM-CUT STYLE 2 UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
6R140 SNAP RING 3.5MM-CUT STYLE 10 UNITED STATES 0.00%
NUT M8 RETAINER PUSH ON           UNITED STATES 0.00%
CLIP/WHITE PLASTIC RETAINER       UNITED STATES 0.00%
BOLT M6X1.0X32.5 HEX FLNG PIL    9 UNITED STATES 0.00%
SCREW M8X1.25X19 HEX WSHR HD TAP  UNITED STATES 0.00%
6R140 MAIN ID TAG BLANK           UNITED STATES 0.00%
SCR 6.3 X 10.0 HEX WASH HD TAP    UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
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ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
BOLT 3/8-16 X 1.03 HEX FLNG PLT   UNITED STATES 0.00%
6R140 MODEL IDENT INFO TAG BLANK  UNITED STATES 0.00%
WSHR-SPDL OTR BRG RET             UNITED STATES 0.00%
BOLT M8X35 HF PIL 8               UNITED STATES 0.00%
NUT-M6 X 1.0 PIERCE               UNITED STATES 0.00%
SPG-TRANS MN OIL PRESS REG VLV    UNITED STATES 0.00%
GR-TRANS FRT OIL PMP DRVN(OUTER)  UNITED STATES 0.00%
BZL-HOD LAT CA OPG LH             UNITED STATES 0.00%
WT WHL BAL(CP 40G)                UNITED STATES 0.00%
CTNR-LIC PLT HDW                  UNITED STATES 0.00%
6R140 ANTI-RATTLE SPRING          UNITED STATES 0.00%
BOLT M6X8.2 PC TI CTP ADH 10      UNITED STATES 0.00%
6R140 BULKHEAD TRANSPORTATION CAP UNITED STATES 0.00%
PLUG BUTTON-19.0X25.0 OBLONG      UNITED STATES 0.00%
SCR&WASH M6X1.0X18.5 HEX HD PIL 9 UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
BOLT M8X30 HF PIL 8               UNITED STATES 0.00%
STUD&WASHER M6 X 1 X 1 X 45.6 HEX UNITED STATES 0.00%
SCREW&WSHR M8X22 HF PIL CON 010   UNITED STATES 0.00%
CLIP 1/2 RETAINING RECT EXT       UNITED STATES 0.00%
STUD M8X30+M8X16 HF PIL SHLDR 8   UNITED STATES 0.00%
CAP ASY-A/C CHARGING VALVE        UNITED STATES 0.00%
PLUG -PIPE C/HEAD: HOLES 130,450  UNITED STATES 0.00%
TRIM PIN 5.2X1.7-10 NYL           UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.00%
SCREW M6X1X30 HEX FLNG T/R        UNITED STATES 0.00%
SCREW 4.2X1.4X19 PC PZ C          UNITED STATES 0.00%
SCREW&WSHR M6X1X24 HEX HEAD PIL   UNITED STATES 0.00%
NUT-M10X1.50 WELD ROUND           UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT & WASHER M8 X 1.25 HEX        UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
NUT PIERCE M10 SPL 8              UNITED STATES 0.00%
SCR-M6 X1.00X16 HEX WASH TAP      UNITED STATES 0.00%
WT WHL BAL(CP 45G)                UNITED STATES 0.00%
CLIP-PLASTIC                      UNITED STATES 0.00%
PETROLATUM-IND  5LB CANS  A075    UNITED STATES 0.00%
SCREW & WASHER M8 X 1.25 X 59 HEX UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
CVR RR ST SHLDR STRP GID          UNITED STATES 0.00%
BOLT M6X20 PN TI PIL 8            UNITED STATES 0.00%
COVER-IGNITION COIL               UNITED STATES 0.00%
SPG-TRANS CONV REG VLV            UNITED STATES 0.00%
SCR #8-18X1.00 RD WASH HD TAP     UNITED STATES 0.00%
PIN ASY-TRANS GR SH LVR           UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
LABEL-ENGINE CODE INFO    D063    UNITED STATES 0.00%
BRKT-FRT FNDR MTNG RR LWR RH      UNITED STATES 0.00%
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BRKT-FRT FNDR MTNG RR LWR LH      UNITED STATES 0.00%
SC CNSTR FU/VPR TO BRKT           UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
SCR M8 X1.25X16 HEX WASH TAP      UNITED STATES 0.00%
SCREW 4X20 HC TFP TH              UNITED STATES 0.00%
SPG-TRANS CONTR LUB PRESS REG VLV UNITED STATES 0.00%
SCREW M10X1.5X21.8 PAN HEAD PILOT UNITED STATES 0.00%
NUT & WASH - M8 X 1.25 HEX P/C    UNITED STATES 0.00%
WT WHL BAL(CP 50G)                UNITED STATES 0.00%
6R140 ABUT PLT & DETENT SPRNG BOLT UNITED STATES 0.00%
SPG-TRANS SOL REG VLV             UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
WHEEL/TIRE ASY LUBE               UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT M6 HF PTC SERR                UNITED STATES 0.00%
SCREW M8X30 HEX FLNG PNT CLR T/R  UNITED STATES 0.00%
NUT M6 X 1.0 HEX LOCK P/T 9       UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
CVR DR TR PNL RET (FLINT)         UNITED STATES 0.00%
SCREW M8X25 HF 010                UNITED STATES 0.00%
BOLT&RET M6X1X16 WAF HD           UNITED STATES 0.00%
DECAL AUX BATTERY INSTRUCT-FRENCH UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
SPG-TRANS SHTL VLV                UNITED STATES 0.00%
BOLT   6621 TO 6010     A139      UNITED STATES 0.00%
PLUG PIPE C/HEAD #508/608 C122E   UNITED STATES 0.00%
SEAL O-RING 8594 TO 9424 D027E    UNITED STATES 0.00%
WELDING ELECTRODE UNCOATED        UNITED STATES 0.00%
6R140 TIR VALVE CAP               UNITED STATES 0.00%
NUT M8 HF 8                       UNITED STATES 0.00%
WT WHL BAL(CP 60G)                UNITED STATES 0.00%
SCR&WASH M4X0.7X17.5 HEX HD PIL  9 UNITED STATES 0.00%
BRG CSHFT MN UPR GRD3 10%-T/TH CNT UNITED STATES 0.00%
ONE-STEP W/SHLD CLEANER/PRIMER    UNITED STATES 0.00%
SCREW (BLACK) 4.2X16 TAP HEX FLNG UNITED STATES 0.00%
NUT&WSHR M6 HX PTC FL 8           UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
SPG-TRANS OIL COOL BYP VLV        UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SCREW 6.3X12.5 HF TAP SPL         UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
WT WHL BAL(CP 55G)                UNITED STATES 0.00%
SCR&WASH M6X1.0X22.5 HX PILOT 9   UNITED STATES 0.00%
PLUG BUTTON 1.00 DIA              UNITED STATES 0.00%
BRG CSFT MN LWR GR3 10%-T/TH COUNT UNITED STATES 0.00%
BOLT M8X25 HF NP 10               UNITED STATES 0.00%
40X1.46X12 TORX PAN SCREW         UNITED STATES 0.00%
BOLT-MULTI USE(SEE BELOW)D155/C124 UNITED STATES 0.00%
RET SPG 9/16 DRILLED SHAFT        UNITED STATES 0.00%
NUT M8 WELD                       UNITED STATES 0.00%
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PLUG BUTTON .88 DIA               UNITED STATES 0.00%
PLUG BUTTON 1.75X.75 OBLONG       UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
6R140 SHIPPING STRAP NUT          UNITED STATES 0.00%
BOLT&WSHR M6X18 HX PIL CON ADH 8  UNITED STATES 0.00%
SCR & WASH M6X1X16 HEX HD PIL 9   UNITED STATES 0.00%
SCREW 4.8X16 HC HI/LO SERR        UNITED STATES 0.00%
SCREW 4.2X19 HC PIL TAP SERR      UNITED STATES 0.00%
NUT M10 HX PTM SPL 8              UNITED STATES 0.00%
SPG-TRANS CONV CL CONTR VLV       UNITED STATES 0.00%
PIN 4.75MMX12.2 PUSH NYLON        UNITED STATES 0.00%
SCREW M4.2X1.41X25 HEX WSHR HD TAP UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
BOLT M8X16 HF 010                 UNITED STATES 0.00%
VENT PLUG BLACK                   UNITED STATES 0.00%
DOOR CORNER PROTECTOR - BLACK VNYL UNITED STATES 0.00%
NUT&WASHER  M8X1.25 HEX SERR      UNITED STATES 0.00%
SCREW M8X14 HF 010                UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR&WASH M6X1X25 HEX HD PIL 9     UNITED STATES 0.00%
SCR & WASH M6 X 1.0 X 14 HEX HD   UNITED STATES 0.00%
NUT&WSHR M10 HX PTM CON 8         UNITED STATES 0.00%
BOLT M6X30 HF PIL 10              UNITED STATES 0.00%
SE DR HGE ON BDY REINF            UNITED STATES 0.00%
CLIP 7.11 WRAPAROUND PUSH-IN(3POS) UNITED STATES 0.00%
SCR&WASH M8X1.25X19.HEX HD PLT   9 UNITED STATES 0.00%
PLUG BUTTON 38.0MM DIA            UNITED STATES 0.00%
RET-BRK PDL                       UNITED STATES 0.00%
SCR 4.2 X 19 OVAL HD TAP          UNITED STATES 0.00%
SCREW M6X14 HF GRD 010            UNITED STATES 0.00%
BOLT M6X90 HF 8                   UNITED STATES 0.00%
DOOR PROTECTOR - FOAM BLOCK/WHITE UNITED STATES 0.00%
PIN SPLT COT 3.2X36 SPL           UNITED STATES 0.00%
DECAL-VEH NOISE EMISSION CONTROL  UNITED STATES 0.00%
NUT M6 X 1.00 U LOCK              UNITED STATES 0.00%
SCREW M8X20 HF 010                UNITED STATES 0.00%
BOLT&WSHR M6X12 HX NP CON 8       UNITED STATES 0.00%
BOLT-6622 TO N806180-S  B75,77    UNITED STATES 0.00%
WT WHL BAL(CP 65G)                UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
BOLT&WSHR M6X20 HX PIL 8          UNITED STATES 0.00%
BOLT-CH/GUIDE-RH TO 6049  C122    UNITED STATES 0.00%
TUBE-VENT-NYLON                   UNITED STATES 0.00%
6R140 SNAP RING 4.0MM-CUT STYLE 4 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BOLT&WASHER M6X16 HEX HD CONL NP 8 UNITED STATES 0.00%
NUT - M8 X 1.25 HEX FLG           UNITED STATES 0.00%
BOLT M8X25 HF PIL 8               UNITED STATES 0.00%
NUT WELD THDLS 8 RD PIL 8         UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
BOLT M8X19.5 HF PIL ADH 8         UNITED STATES 0.00%
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DOOR EDGE GUARD 14" CLEAR PLASTIC UNITED STATES 0.00%
NUT&WSHR M6 HF PTM 8              UNITED STATES 0.00%
STRAP-82MM BUNDLING ADJUSTABLE    UNITED STATES 0.00%
NUT RETAINER, 3/4 OCT COTTER PIN  UNITED STATES 0.00%
PLT TRANS VLV RET                 UNITED STATES 0.00%
SCREW M6X18 HF PTC SERR 010       UNITED STATES 0.00%
SE CWL TOP INR TO CWL SD LH       UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
SCREW&WSHR M6.3X1.81X19 HEX TAP   UNITED STATES 0.00%
6R140 SNAP RING 3.4MM-CUT STYLE 1 UNITED STATES 0.00%
PLUG BUTTON .75X1.00 OBLONG       UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
CVR-DR TR PNL RET (FLINT)         UNITED STATES 0.00%
BOLT-6621 & 6B274 TO 6010 C122    UNITED STATES 0.00%
NUT & WASH M6 X 1.0 HEX           UNITED STATES 0.00%
RET-TRANS CONTR VLV SPG           UNITED STATES 0.00%
NUT&WSHR M8 HX CON 8              UNITED STATES 0.00%
CLP TRANS VLV PLG RET             UNITED STATES 0.00%
BRG CSFT MN INTERM UPR1 10%-T/TH C UNITED STATES 0.00%
WASH 7/8 HELICAL SPG LK QR        UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT-6884 TO RR 6010     C029      UNITED STATES 0.00%
RING RET 8.6 TYPE E               UNITED STATES 0.00%
SCREW 4.8X1.59X19 HC TFP          UNITED STATES 0.00%
SCR&WASH M6X1X20 HEX HD PIL 9     UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
PLUG BUTTON 3/4 DIA               UNITED STATES 0.00%
NUT 4.2-6.8X20X0.8-4 SQ PUSH IN   UNITED STATES 0.00%
BOLT M8X20 HF PIL ADH 8           UNITED STATES 0.00%
PLUG BUTTON .50 DIA               UNITED STATES 0.00%
PIN 0.250 X 1.22 PUSH NYLON       UNITED STATES 0.00%
LUBRICANT-RUBBER HOSE (PRPL MRPL) UNITED STATES 0.00%
SCREW M6.3X1.81X16.0 HEX WASH TAP UNITED STATES 0.00%
NUT U SPG M6-0.8-4.0              UNITED STATES 0.00%
OIL ENGINE, API SG, SAE 50 ASSEMBL UNITED STATES 0.00%
BLCK PLASTIC AIJ PUSH PIN 3.45X.75 UNITED STATES 0.00%
FTG-TRANS SH ACTU CA              UNITED STATES 0.00%
CLP-TRANS CONTR LWR VLV BDY       UNITED STATES 0.00%
CLP-TRANS THROT VLV PLNG SLV      UNITED STATES 0.00%
BOLT&WSHR M6X16 HX PIL CON 8      UNITED STATES 0.00%
SCR-M4.2X1.41X16 HEX WSHR HD TAP  UNITED STATES 0.00%
WT WHL BAL(CP 90G)                UNITED STATES 0.00%
SCR-4.2X1.41X19 HEX FLNG TAP      UNITED STATES 0.00%
SCR&WASH 5/16-18X.62 HEX HD       UNITED STATES 0.00%
PLUG 6X0.7-1.5 RD RBR             UNITED STATES 0.00%
SCR #8-18X1.00 PAN HD TAP         UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
SCREW&WSHR 4.2X1.41X13 HEX HD TAP UNITED STATES 0.00%
RIVET 6.3X19.0 BLIND PUSH         UNITED STATES 0.00%
PUSH PIN 8.5X4.5-7 NYLON BLACK    UNITED STATES 0.00%
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NUT & WASH M6 X 1.0 HEX GREY      UNITED STATES 0.00%
NUT M8 BOLT RETAINER PUSH ON      UNITED STATES 0.00%
CLIP 5/16 WIRHRNS PUSH IN         UNITED STATES 0.00%
WT WHL BAL(CP 75G)                UNITED STATES 0.00%
WT WHL BAL(CP 70G)                UNITED STATES 0.00%
SOLDER STICKS                     UNITED STATES 0.00%
4.6/5.4L EFI DECAL-GENERAL TAPE   UNITED STATES 0.00%
ORANGE CAP- OIL FILL CAP          UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
NUT M6 WELD                       UNITED STATES 0.00%
WT WHL BAL(CP 85G)                UNITED STATES 0.00%
WT WHL BAL(CP 80G)                UNITED STATES 0.00%
SCR-#8-18X.62 PAN HD TAP          UNITED STATES 0.00%
SCREW - #8-32 X 0.62 OVAL HD T/R  UNITED STATES 0.00%
RIVET 1/8X.25 BLIND SPL HD        UNITED STATES 0.00%
SE CWL TOP INR PNL TO CWL SD PNL  UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
PLUG BUTTON .25 DIA               UNITED STATES 0.00%
SOLDER PASTE TIN BASED            UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 MAIN CNTRL ID TAG SPRING NUT UNITED STATES 0.00%
6R140 SHIM 5.15MM THICK- YELLOW   UNITED STATES 0.00%
6R140 SHIM 5.75MM THICK- BLUE     UNITED STATES 0.00%
SCR #8-18 RD WASH HD TAPP         UNITED STATES 0.00%
SPCR-BRK MSTR CYL P/ROD           UNITED STATES 0.00%
BLACK PLASTIC PUSH PIN 6.4 X 20.4 UNITED STATES 0.00%
6R140 SNAP RING 3.3MM-CUT STYLE 9 UNITED STATES 0.00%
6R140 SNAP RING-3.2MM-CUT STYLE 7 UNITED STATES 0.00%
TAPE - 1" WATER RESISTANT BLACK   UNITED STATES 0.00%
LUB-SYN RBR 1# JARS TOX#044089    UNITED STATES 0.00%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.00%
GR-TRANS FRT PMP DRV(INNER)       UNITED STATES 0.00%
BUTYL RUBBER SEALER ADHESI        UNITED STATES 0.00%
SEALER, NON-EXPANDING, PUMPABLE, A UNITED STATES 0.00%
TRANSMISSION/POWER STEERING FLUID UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/BLACK      UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR WHITE            UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GREEN       UNITED STATES 0.00%
ADJ-FRT SUSP UPR GRAY/PINK        UNITED STATES 0.00%
ADJ FRT SUSP UPR BLACK/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR GRAY             UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE           UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW           UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/WHITE     UNITED STATES 0.00%
ADJ FRT SUSP UPR GREEN/PINK       UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/GRAY      UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/YELLOW    UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED              UNITED STATES 0.00%
ADJ FRT SUSP UPR LT BLUE          UNITED STATES 0.00%
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ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR BL/JT CMBR       UNITED STATES 0.00%
ADJ FRT SUSP UPR YELLOW/RED       UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ FRT SUSP UPR ORANGE/GRAY      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/RED         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLACK/YELLOW     UNITED STATES 0.00%
ADJ-FRT SUSP UPR YELLOW/WHITE     UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR RED/BLUE         UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/ORANGE   UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/BLACK    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/RED      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/WHITE       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/ORANGE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLACK       UNITED STATES 0.00%
ADJ-FRT SUSP UPR PINK/BLUE        UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO-PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR NO PAINT         UNITED STATES 0.00%
ADJ-FRT SUSP UPR BLUE/GRAY        UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/WHITE      UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN            UNITED STATES 0.00%
ADJ-FRT SUSP UPR GREEN/RED        UNITED STATES 0.00%
ADJ FRT SUSP UPR PINK             UNITED STATES 0.00%
ADJ-FRT SUSP UPR BL JT CMBR       UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/GREEN    UNITED STATES 0.00%
ADJ-FRT SUSP UPR LT BLUE/WHITE    UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
BLACK NYLON STRAP                 UNITED STATES 0.00%
6R140 SNAP RING 4.2MM-CUT STYLE 5 UNITED STATES 0.00%
6R140 SNAP RING 4.4MM-CUT STYLE 6 UNITED STATES 0.00%
6R140 SNAP RING 3.2MM-CUT STYLE 8 UNITED STATES 0.00%
LUB-SURFACTANT(MERPOL)E190/230    UNITED STATES 0.00%
BRGCSHFT MN INTRM UPR3 10%-T/TH CN UNITED STATES 0.00%

US Vehicle Content 87.02%

Foreign Vehicle Content 12.98%
US Vehicle Content 87.02%
Total Vehicle Content 100.00%

Assumptions
*  Non-Ford manufacturing facilities are noted.
*  Percentages include prorated direct assembly labour, engineering costs, overhead, other costs, and profit.
*  Component material costs based on 2016 Bill of Material.
*  Costs are for vehicles pertaining to Starcraft Bus, div. Forest River, Inc. request. Content for other E-series
    vehicles could be different.
* E-series Vehicles are assembled at Ohio plant, USA

This document may contain confidential business information. It is being supplied with the understanding that it will not
be released to third parties, and that it will be used solely for the purpose of complying with the Buy America requirements 
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jcavanah
Typewritten Text
Challenger Door

jcavanah
Typewritten Text
Cutting all materials to size, welding door frame, complete door assembly 
including installation of hardware and placing in shipping containers.





 

 

 

BUY AMERICA CERTIFICATION STATEMENT 

CERTIFICATE OF COMPLIANCE WITH 

SECTION 165 (b) (3) 

The Surface Transportation Assistance Act of 1982, as amended 
and the regulations of 49 C.F.R.  661.11 

 

Freedman Seating Company hereby certifies that it complies with the 
requirements of section 165(b)(3), of the Surface Transportation Assistance Act 
of 1982, as amended, and the regulations of 49 CFR 661.11. 
 
 

Freedman Feather Weight Seats Country of Origin 
% 

Domestic 

   

   

TOTAL WEIGHTED DOMESTIC COST CONTENT USA 
Minimum 

70% 

 
The final assembly point location is 4545 W. Augusta Blvd. Chicago, IL  60651 
 
 
 

 
_____________________________________ 
                                 Authorized Signature 

 

Date: 6.6.16 

 

4545 WEST AUGUSTA BLVD • CHICAGO, IL  •  60651 
PHONE: 773-524-2440 •  FAX:  773-252-7450 



















REV DATE ECN BY REMARKS

ARBOC SPECIALTY VEHICLES CLAIMS PROPRIETARY RIGHTS IN THE

MATERIAL DISCLOSED HEREON.  NEITHER THIS DRAWING NOR ANY

REPRODUCTION THERE OF MAY BE USED TO MANUFACTURE ANYTHING

SHOWN HEREON WITHOUT PERMISSION IN WRITING FROM ARBOC

SPECIALTY VEHICLES TO THE USER SPECIFICALLY REFERRING TO THE

DRAWINGS.  INFORMATION CONTAINED HEREON MAY BE THE EXPRESS

PROPERTY OF ARBOC SPECIALTY VEHICLES AND PROTECTED IN THE

FORM OF A U.S. PATENT.

TOLERANCES:

FLOOR PLAN DIMS: ± 1/8"

FRACTIONAL DIMS: ± 1/16"

2 PLACE DECIMAL DIMS: ± .01"

3 PLACE DECIMAL DIMS: ± .005"

DRAWN BY:

NAME:

DATE: DRAWING NUMBER: REVISION: SHEET:

OF

REV: 1 DATE:  11/18/2011 DOC NAME:  AME-009b DOC DESCRIPTION:  DRAWING TITLE BLOCK 11X17

UNCONTROLLED COPY, CURRENT WHEN PRINTED, MASTER IN FILE

Front AxleCLRear AxleCL

NOTES:
1. E-EGRESS WINDOW LOCATIONS
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EE

EE

CRS

50X30

50X30



ARBOC SPECIALTY VEHICLES WEIGHT ANALYSIS WORKSHEET

TECHNICIAN: DATE: 1/25/2016

UNIT NUMBER: VEHICLE FUEL LOAD ADJ. DATA (F.L.A.)
VEHICLE DESCRIPTION FRONT AXLE REAR AXLE Total FUEL CAP. FUEL WGT PER GAL.

4600 9600 14200 57 6.2

AXLE WEIGHTS FUEL AMT. WGT OF FUEL Tank Fill %
LEFT FRONT RIGHT FRONT Per IN. value Calc. 57.00 353.4 100%

1813 1230 0.61 FUEL TANK CENTER
LEFT REAR RIGHT REAR 204.2

2649 2672 165
STREETSIDE CURBSIDE

DESC. DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DESC.
Driver Seat 44 150 26.67% 110.00 40.00 0.00% 0.00 0.00

WC 96 250 58.18% 104.55 145.45 119 250 72.12% 69.70 180.30 WC
FF DBL 164 358 99.39% 2.17 355.83 163 358 98.79% 4.34 353.66 FF DBL
FF DBL 196 358 118.79% -67.26 425.26 195 358 118.18% -65.09 423.09 FF DBL
FF DBL 228 358 138.18% -136.69 494.69 227 358 137.58% -134.52 492.52 FF DBL

0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00

FUEL LOAD ADJ. 204.1875 176.7 123.75% -41.97 218.67 204.1875 176.7 123.75% -41.97 218.67
TOTAL PASSENGER & EQUIPMENT LOAD -29.20 1679.90 -167.54 1668.24 3151.40

AXLE WEIGHTS 1813.00 2649.00 1230.00 2672.00 8364.00

LEFT FRONT LEFT REAR RIGHT FRONT RIGHT REAR
LOADED VEHICLE WEIGHT 1783.80 4328.90 1062.46 4340.24 11515.40
AXLE CAPACITIES 2300.00 4800.00 2300.00 4800.00 14200.00
AVAILABLE CAPACITY 516.20 471.10 1237.54 459.76 2684.60

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 1783.80 4328.90 6112.70 0.531
RIGHT 1062.46 4340.24 5402.70 0.469

FRT / REAR TOTALS 2846.26 8669.14 11515.40
AXLE CAPACITIES 4600 9600 14200

AVAILABLE CAPACITIES 1753.74 930.86 2684.60
Revised 9/18/2015

Scott Defrees

TOTAL OK

Weight Analysis SOM 165 GAS

REFERENCE UNIT INFORMATION

12PASS 2WC 
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210 GAS SOF 
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165 DIESEL SOM 

183 DIESEL SOM 

191 GAS SOM 

210 GAS SOM 



REV DATE ECN BY REMARKS

ARBOC SPECIALTY VEHICLES CLAIMS PROPRIETARY RIGHTS IN THE

MATERIAL DISCLOSED HEREON.  NEITHER THIS DRAWING NOR ANY

REPRODUCTION THERE OF MAY BE USED TO MANUFACTURE ANYTHING

SHOWN HEREON WITHOUT PERMISSION IN WRITING FROM ARBOC

SPECIALTY VEHICLES TO THE USER SPECIFICALLY REFERRING TO THE

DRAWINGS.  INFORMATION CONTAINED HEREON MAY BE THE EXPRESS

PROPERTY OF ARBOC SPECIALTY VEHICLES AND PROTECTED IN THE

FORM OF A U.S. PATENT.

TOLERANCES:

FLOOR PLAN DIMS: ± 1/8"
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ARBOC SPECIALTY VEHICLES WEIGHT ANALYSIS WORKSHEET

TECHNICIAN: DATE: 6/14/2016

UNIT NUMBER: VEHICLE FUEL LOAD ADJ. DATA (F.L.A.)
VEHICLE DESCRIPTION FRONT AXLE REAR AXLE Total FUEL CAP. FUEL WGT PER GAL.

4600 9600 14200 57 6.2

AXLE WEIGHTS FUEL AMT. WGT OF FUEL Tank Fill %
LEFT FRONT RIGHT FRONT Per IN. value Calc. 57.00 353.4 100%

1972 2047 0.52 FUEL TANK CENTER
LEFT REAR RIGHT REAR 230.2

2689 2620 191
STREETSIDE CURBSIDE

DESC. DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DESC.
Driver Seat 44 150 23.04% 115.45 34.55 0.00% 0.00 0.00
FAW DBL 95 378 49.74% 189.99 188.01 159 378 83.25% 63.33 314.67 FAW DBL
FF DBL 127 358 66.49% 119.96 238.04 190 358 99.48% 1.87 356.13 FF DBL
FF DBL 158 358 82.72% 61.85 296.15 222 358 116.23% -58.10 416.10 FF DBL
FF DBL 190 358 99.48% 1.87 356.13 254 358 132.98% -118.08 476.08 FF DBL
FF DBL 222 358 116.23% -58.10 416.10 0.00% 0.00 0.00
FF DBL 254 358 132.98% -118.08 476.08 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00
0.00% 0.00 0.00 0.00% 0.00 0.00

FUEL LOAD ADJ. 230.1875 176.7 120.52% -36.25 212.95 230.1875 176.7 120.52% -36.25 212.95
TOTAL PASSENGER & EQUIPMENT LOAD 276.68 2218.02 -147.24 1775.94 4123.40

AXLE WEIGHTS 1972.00 2689.00 2047.00 2620.00 9328.00

LEFT FRONT LEFT REAR RIGHT FRONT RIGHT REAR
LOADED VEHICLE WEIGHT 2248.68 4907.02 1899.76 4395.94 13451.40
AXLE CAPACITIES 2300.00 4800.00 2300.00 4800.00 14200.00
AVAILABLE CAPACITY 51.32 -107.02 400.24 404.06 748.60

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 2248.68 4907.02 7155.70 0.532
RIGHT 1899.76 4395.94 6295.70 0.468

FRT / REAR TOTALS 4148.44 9302.96 13451.40
AXLE CAPACITIES 4600 9600 14200

AVAILABLE CAPACITIES 451.56 297.04 748.60
Revised 9/18/2015

Scott Defrees
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WEIGHT ANALYSIS

6/23/2016 12 2 WC 165 171-1 EST USA 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

F-550 33648N GAS 40 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

165 0.61 LEFT FRONT RIGHT FRONT 0.25 244

AXLE CAPACITIES 4176 2051 2125 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 197

7000 14706 19500 7369 3375 3994

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 40 150 24.24% 113.64 36.36 109 -55 66.06% -18.67 -36.33 DB

DB 109 -55 66.06% -18.67 -36.33 144 -55 87.27% -7.00 -48.00 DB

DB 144 -55 87.27% -7.00 -48.00 179 -55 108.48% 4.67 -59.67 DB

DB 179 -55 108.48% 4.67 -59.67 214 -55 129.70% 16.33 -71.33 DB

DB 214 -55 129.70% 16.33 -71.33 281 -60 170.30% 42.18 -102.18 DB FLIP

DB FLIP 281 -60 170.30% 42.18 -102.18 0.00% 0.00 0.00

0.00% 0.00 0.00 112 363 67.88% 116.60 246.40 DB

DB 112 363 67.88% 116.60 246.40 146 363 88.48% 41.80 321.20 DB

DB 148 363 89.70% 37.40 325.60 178 363 107.88% -28.60 391.60 DB

DB 184 363 111.52% -41.80 404.80 0.00% 0.00 0.00

0.00% 0.00 0.00 224 200 135.76% -71.52 271.52 WC

WC 224 200 135.76% -71.52 271.52 0.00% 0.00 0.00

0.00% 0.00 0.00 272 -1305 164.85% 846.27 -2151.27 Body Weight

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 191.84 967.16 942.07 -1238.07 863.00

AXLE WEIGHTS 2051.00 3375.00 2125.00 3994.00 11545.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 2225.09 4451.41 6676.50 0.530

RIGHT 3049.33 2865.17 5914.50 0.470

FRT / REAR TOTALS 5274.42 7316.58 12591.00

AXLE CAPACITIES 7000 14706 19500

AVAILABLE CAPACITIES 1725.58 7389.42 6909.00

Front Curbside Rear Curbside
Maximum Capacity 3500 Maximum Capacity 7353

Combined Front Combined Rear

5274.42 7316.58

7000 Maximum Capacity 14706 Maximum Capacity

Maximum Capacity 3500 Maximum Capacity 7353

Front Roadside Rear Roadside

2225.09

2865.17

4451.41

LEFT (ROADSIDE) RIGHT (CURBSIDE)

3049.33

GAS 5/8" MARINE MID HI SEATS SLD N CLK

12 2 WC 165 171-1 USA

DEALER

FUEL ADJ. AMT.

-61.00

Page 1 of 2



WEIGHT ANALYSIS

6/23/2016 12 2 WC 165 171-1 EST USA 
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 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR II HD for PCID 1152-A

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD F-550 165" 6.8L

CHASSIS FORD U.S. 53.38
AIR CONDITIONING TRANS AIR U.S. 5.16
SEATS FREEDMAN U.S. 4.09
WHEELCHAIR LIFT BRAUN U.S. 3.83
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.10
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 0.89
EXTERIOR MIRRORS ROSCO U.S. 0.65

U.S.
U.S.
U.S.

69.1

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 6.43%





WEIGHT ANALYSIS

6/29/2016 16 2 WC 189 209-4 USA 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

F-550 33648N GAS 40 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

189 0.53 LEFT FRONT RIGHT FRONT 0.25 244

AXLE CAPACITIES 4176 2051 2125 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 221

6000 13660 18000 7369 3375 3994

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 40 150 21.16% 118.25 31.75 109 -55 57.67% -23.28 -31.72 DB

DB 109 -55 57.67% -23.28 -31.72 144 -55 76.19% -13.10 -41.90 DB

DB 144 -55 76.19% -13.10 -41.90 179 -55 94.71% -2.91 -52.09 DB

DB 179 -55 94.71% -2.91 -52.09 214 -55 113.23% 7.28 -62.28 DB

DB 214 -55 113.23% 7.28 -62.28 281 -60 148.68% 29.21 -89.21 DB FLIP

DB FLIP 281 -60 148.68% 29.21 -89.21 0.00% 0.00 0.00

0.00% 0.00 0.00 112 363 59.26% 147.89 215.11 DB

DB 110 363 58.20% 151.73 211.27 147 363 77.78% 80.67 282.33 DB

DB 146 363 77.25% 82.59 280.41 182 363 96.30% 13.44 349.56 DB

DB 182 363 96.30% 13.44 349.56 217 363 114.81% -53.78 416.78 DB

DB 218 363 115.34% -55.70 418.70 265 200 140.21% -80.42 280.42 WC

WC 265 200 140.21% -80.42 280.42 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 227.09 1294.91 104.99 1267.01 2894.00

AXLE WEIGHTS 2051.00 3375.00 2125.00 3994.00 11545.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 2262.60 4776.90 7039.50 0.481

RIGHT 2214.50 5368.00 7582.50 0.519

FRT / REAR TOTALS 4477.10 10144.90 14622.00

AXLE CAPACITIES 6000 13660 18000

AVAILABLE CAPACITIES 1522.90 3515.10 3378.00

Front Curbside Rear Curbside
Maximum Capacity 3000 Maximum Capacity 6830

Combined Front Combined Rear

4477.10 10144.90

6000 Maximum Capacity 13660 Maximum Capacity

Maximum Capacity 3000 Maximum Capacity 6830

Front Roadside Rear Roadside

2262.60

5368.00

4776.90

LEFT (ROADSIDE) RIGHT (CURBSIDE)

Actual Weights From 33648N

2214.50

GAS 5/8" MARINE MID HI SEATS SLD N CLK

16 2 WC 201 209-4 USA

DEALER

FUEL ADJ. AMT.

-61.00

Page 1 of 2



WEIGHT ANALYSIS

6/29/2016 16 2 WC 189 209-4 USA 

Page 2 of 2



 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR II HD for PCID 1152-B

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD F-550 189" 6.8L

CHASSIS FORD U.S. 52.36
AIR CONDITIONING TRANS AIR U.S. 5.06
SEATS FREEDMAN U.S. 5.76
WHEELCHAIR LIFT BRAUN U.S. 3.75
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.05
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 0.87
EXTERIOR MIRRORS ROSCO U.S. 0.64

U.S.
U.S.
U.S.

69.49

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 6.19%





WEIGHT ANALYSIS

6/24/2016 20 2 WC 213 226-11 GAS 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

F-550 GAS 40 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

213 0.47 LEFT FRONT RIGHT FRONT 0.13 244

AXLE CAPACITIES 4427 2167 2260 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 239

7000 14706 19500 8000 3780 4220

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 62 150 29.11% 106.34 43.66 113 -53 53.05% -24.88 -28.12 LOW BCK DBL

LOW BCK DBL 111 -53 52.11% -25.38 -27.62 145 -53 68.08% -16.92 -36.08 LOW BCK DBL

LOW BCK DBL 142 -53 66.67% -17.67 -35.33 177 -53 83.10% -8.96 -44.04 LOW BCK DBL

LOW BCK DBL 172 -53 80.75% -10.20 -42.80 209 -53 98.12% -1.00 -52.00 LOW BCK DBL

LOW BCK DBL 203 -53 95.31% -2.49 -50.51 241 -53 113.15% 6.97 -59.97 LOW BCK DBL

LOW BCK DBL 233 -53 109.39% 4.98 -57.98 113 363 53.05% 170.42 192.58 MID DBL

DBL FOLD 267 -85 125.35% 21.55 -106.55 145 363 68.08% 115.89 247.11 MID DBL

DBL FOLD 299 -85 140.38% 34.32 -119.32 177 363 83.10% 61.35 301.65 MID DBL

MID DBL 112 363 52.58% 172.13 190.87 209 363 98.12% 6.82 356.18 MID DBL

MID DBL 145 363 68.08% 115.89 247.11 241 363 113.15% -47.72 410.72 MID DBL

MID DBL 178 363 83.57% 59.65 303.35 285 200 133.80% -67.61 267.61 W/C

MID DBL 211 363 99.06% 3.41 359.59 0.00% 0.00 0.00

MID DBL 244 363 114.55% -52.83 415.83 0.00% 0.00 0.00

W/C 285 200 133.80% -67.61 267.61 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 342.08 1387.92 194.37 1555.63 3480.00

AXLE WEIGHTS 2167.00 3780.00 2260.00 4220.00 12427.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 2496.05 5287.70 7783.75 0.483

RIGHT 2441.34 5895.41 8336.75 0.517

FRT / REAR TOTALS 4937.38 11183.12 16120.50

AXLE CAPACITIES 7000 14706 19500

AVAILABLE CAPACITIES 2062.62 3522.88 3379.50

Front Curbside Rear Curbside
Maximum Capacity 3500 Maximum Capacity 7353

Combined Front Combined Rear

4937.38 11183.12

7000 Maximum Capacity 14706 Maximum Capacity

Maximum Capacity 3500 Maximum Capacity 7353

Front Roadside Rear Roadside

20 PASS 213 WB 226-4 BDY

DEALER

FUEL ADJ. AMT.

-30.50

2496.05

5895.41

5287.70

LEFT (ROADSIDE) RIGHT (CURBSIDE)

2441.34

AS BUILT 38137N

MORRYDE RLIFT  LOW BCK DBL
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WEIGHT ANALYSIS

6/24/2016 20 2 WC 213 226-11 GAS 

Page 2 of 2



 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR II HD for PCID 1153-A

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD F-550 213" 6.8L

CHASSIS FORD U.S. 51.28
AIR CONDITIONING TRANS AIR U.S. 4.96
SEATS FREEDMAN U.S. 7.18
WHEELCHAIR LIFT BRAUN U.S. 3.68
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.03
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 0.85
EXTERIOR MIRRORS ROSCO U.S. 0.65

U.S.
U.S.
U.S.

69.63

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 5.94%





WEIGHT ANALYSIS

6/24/2016 24 2 WC 234WB 390-3 BDY 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

F-550 DIESEL 40 7.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

234 0.43 LEFT FRONT RIGHT FRONT 0.25 284

AXLE CAPACITIES 5141 2533 2608 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 260

7000 13660 19500 8507 4133 4374

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 62 215 26.50% 158.03 56.97 117 -55 50.00% -27.50 -27.50 DB

DB 110 -55 47.01% -29.15 -25.85 148 -55 63.25% -20.21 -34.79 DB

DB 141 -55 60.26% -21.86 -33.14 179 -55 76.50% -12.93 -42.07 DB

DB 172 -55 73.50% -14.57 -40.43 210 -55 89.74% -5.64 -49.36 DB

DB 203 -55 86.75% -7.29 -47.71 241 -55 102.99% 1.65 -56.65 DB

DB 234 -55 100.00% 0.00 -55.00 272 -55 116.24% 8.93 -63.93 DB

DB 265 -55 113.25% 7.29 -62.29 333 -60 142.31% 25.38 -85.38 DB FLIP

DB FOLD 301 -85 128.63% 24.34 -109.34 113 363 48.29% 187.71 175.29 DB

DB FLIP 333 -60 142.31% 25.38 -85.38 145 363 61.97% 138.06 224.94 DB

DB 113 363 48.29% 187.71 175.29 177 363 75.64% 88.42 274.58 DB

DB 146 363 62.39% 136.51 226.49 209 363 89.32% 38.78 324.22 DB

DB 179 363 76.50% 85.32 277.68 241 363 102.99% -10.86 373.86 DB

DB 212 363 90.60% 34.13 328.87 273 363 116.67% -60.50 423.50 DB

DB 245 363 104.70% -17.06 380.06 319 200 136.32% -72.65 272.65 WC

DB 278 363 118.80% -68.26 431.26 234 -62.5 100.00% 0.00 -62.50 MORRYDE

W/C 319 200 136.32% -72.65 272.65 0.00% 0.00 0.00

MORRYDE 234 -62.5 100.00% 0.00 -62.50 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 427.88 1627.62 278.65 1646.85 3981.00

AXLE WEIGHTS 2533.00 4133.00 2608.00 4374.00 13648.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 2949.04 5878.96 8828.00 0.495

RIGHT 2874.81 6139.19 9014.00 0.505

FRT / REAR TOTALS 5823.85 12018.15 17842.00

AXLE CAPACITIES 7000 13660 19500

AVAILABLE CAPACITIES 1176.15 1641.85 1658.00

Front Curbside Rear Curbside
Maximum Capacity 3500 Maximum Capacity 6830

Combined Front Combined Rear

5823.85 12018.15

7000 Maximum Capacity 13660 Maximum Capacity

Maximum Capacity 3500 Maximum Capacity 6830

Front Roadside Rear Roadside

2949.04

6139.19

5878.96

LEFT (ROADSIDE) RIGHT (CURBSIDE)

2874.81

Equipted With Morryde Suspension

Actual Weights From Order 37659N

Romeo Rim Bumper

TC7021 Roof Top Combo TM21 CMPR

24 2 WC 234 390-5 BDY

DEALER

FUEL ADJ. AMT.

-71.00

Page 1 of 1



 •••••••••••••••••• BUY AMERICA STATEMENT  

CERTIFICATION OF COMPLIANCE WITH FEDERAL  BUY AMERICA REQUIREMENTS     
• • • •••• •• • •• •• ••••••••••••••••••••

End User:           Qty: 

Chassis Type:         Model:      W.B.         Engine:  

Star  Bus hereby certifies that the vehicles manufactured for the above named user will comply as built with the 
requirements of 49 U.S.C. Section 5323(j)(2)(C), Section 165(b)(3) of the Surface Transportation Assistance Act of 1982, 
as amended, and the regulations of 49 C.F.R. 661.11. 

Component Manufacturer 

Country 
of 

Origin 
% of  

Total Cost 
1)  

2)  

3)  

4)  

5)  

6)  

7)  

8)  

9)  

10)  

   Total percentage of vehicle manufactured in U.S.:  __________% 

Point of final assembly:  Goshen, IN   

Major activities undertaken at final assembly location:  

All purchasing of raw and assembled materials, fabrication and welding of frame, prime paint, installation of all wood, fabric, 

FRP, aluminum and other body panel and/or trim materials, installation of doors and windows, installation of required HVAC 

components, installation of any required options such as wheel chair lifts, tie down kits, seats, radios and optional electronics if 

any, complete undercoat, exterior paint and/or graphics as ordered, full road test, rain booth test and all other final quality 

functions as needed to ensure compliance with the contract.  ••

________________________________    ________________________________       ____________________ 
Signature of Authorized Representative     Type or Print Name              Date of Signature 

        BUY AMERICA STATEMENT

MODEL OFFERED

COST OF FINAL ASSEMBLY: 3.40%

________ ____________________ _______________________ _____ _________
natatatatuuuru e ofofofof AAuthorizedd d Represen

PRE-AWARD

SENATOR II HD for PCID 1153-B

COMMONWEALTH OF PENNSYLVANIA UNKNOWN

FORD F-550 234" 6.8L

CHASSIS FORD U.S. 50.00
AIR CONDITIONING TRANS AIR U.S. 4.83
SEATS FREEDMAN U.S. 8.67
WHEELCHAIR LIFT BRAUN U.S. 3.58
W.C. & REAR DOOR CHALLENGER DOOR U.S. 1.00
WHEELCHAIR TIEDOWNS QSTRAINT U.S. 0.83
EXTERIOR MIRRORS ROSCO U.S. 0.62

U.S.
U.S.
U.S.

69.53

Jerry Cavanah 6/27/16

Cost of Final Assembly not Included Above 5.66%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
F-Series O8500

550-RC-4X2-201"-DRW-XL-

Part Description Manf. Country % Content of Total Vehicle
HD ASY CYL LH,6.8L 3V CNG         CANADA 1.63%
GR ASY PWR STNG                   BRAZIL 1.59%
DSC & RIM ASY WHL                 MEXICO 1.54%
HD ASY CYL-RH,6.8L 3V CNG         CANADA 1.54%
SPG ASY RR SUSP A/A               MEXICO 1.47%
INTAKE MANIFOLD -6.8L 3-VALVE     CANADA 0.81%
6.8L CRANK/STL ROUGH EX GERLCH    CANADA 0.75%
PROCS ASY ENG ELETR CONTR         MEXICO 0.72%
PMP ASY WITH NOTCH & THERMAL VALVE CANADA 0.58%
IND ASY RADO RECV CONTR           MEXICO 0.33%
POWER STEERING PUMP-6.8L 3V P473  GERMANY 0.30%
CONTR ASY OCC RESTNT SYS          CANADA 0.24%
REINF ASY FRT FNDR INR BDY LH     CANADA 0.22%
REINF ASY FRT FNDR INR BDY(RH)    CANADA 0.21%
BALANCE SHAFT - 6.8L 3V           CANADA 0.20%
4X4 EXTENSION ASY-FIXED YOKE      CHINA 0.16%
SPG ASY-FRT COIL                  MEXICO 0.16%
RETR & PRETENS ASY FRT ST BEL LH  MEXICO 0.14%
RETR & PRETENS ASY FRT ST BEL     MEXICO 0.14%
SUPT ASY RAD                      CANADA 0.12%
RSON & TUB ASY ENG AIR INTK       CANADA 0.12%
WATER PUMP - ALL 6.8L             CANADA 0.11%
BAR ASY FRT TCK                   CANADA 0.11%
HOS ASY RAD LWR RR                MEXICO 0.10%
SHAFT ASY - 4X4 OUTPUT            CANADA 0.08%
FILTER AND SEAL ASY- OIL          MEXICO 0.07%
CARRIER-GAS 6GR FORWARD           CANADA 0.07%
BRK & CL PDL & BRKT ASY           MEXICO 0.06%
FLNG DRV/SHT                      CANADA 0.05%
LAT & R/CONTR ASY DR              CANADA 0.05%
ADJ ASY FRT ST SHLDR STRP GID     MEXICO 0.05%
LAT & R/CONTR ASY DR              CANADA 0.05%
COVER ASSEMBLY-ENGINE FRONT       CANADA 0.05%
LP ASY MKR                        MEXICO 0.05%
PDL & SNS ASY ACEL                CANADA 0.04%
SHLD EXH MANF HT LH               CANADA 0.04%
HOS ASY RAD LWR                   MEXICO 0.04%
FLYWHEEL ASY 4R75W/5R110W B137    CANADA 0.04%
HOS ASY HTR INLT                  MEXICO 0.03%
STEEL PLATE-INTERMEDIATE CLT      CANADA 0.03%
HGE ASY FRT DR                    CANADA 0.03%
HGE ASY FRT DR LWR                CANADA 0.03%
SNS ASY TRANS TRB SHFT SPD        MEXICO 0.03%
SHLD-EXH MANF HT                  CANADA 0.03%
CHK ASY DR                        CANADA 0.02%
TUB-FU/TNK VPR OLET               MEXICO 0.02%
TUB ASY BRK ANTI/LK CONTR RR(RH)  MEXICO 0.02%
STEEL PLATE- REVERSE CLUTCH       CANADA 0.02%
SNS & BRKT ASY AIR BAG CTR        CANADA 0.02%
BEL DRV(AC)                       MEXICO 0.02%
COVER-ENG OIL ACC V10 3V(RH)      MEXICO 0.02%
MLDG ASY W/SHLD O/S TOP           MEXICO 0.02%
SHFT-TRANS PLNT GR SHRT           CANADA 0.02%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
F-Series O8500

550-RC-4X2-201"-DRW-XL-

Part Description Manf. Country % Content of Total Vehicle
STEEL PLATE-OVERDRIVE CLT         CANADA 0.02%
CVR ASY-ENG OIL ACC LH 6.8L 3V    MEXICO 0.02%
TUB-FU/TNK VPR OLET               MEXICO 0.02%
BDG MDL IDENT                     MEXICO 0.02%
BDG MDL IDENT LH                  MEXICO 0.02%
REAR SEAL RETAINER                MEXICO 0.02%
SHAFT-OVERDRIVE PLANET            CANADA 0.02%
SNS ASY TRANS OPUT SHFT SPD       MEXICO 0.02%
SHL-FU/VPR STRG CNSTR             CANADA 0.02%
HOS ASY HTR OLET                  MEXICO 0.02%
HGE ASY HOD(RH)                   CANADA 0.01%
HGE ASY HOD(LH)                   CANADA 0.01%
ROD ASY TRANS PRK PWL ACTU        CANADA 0.01%
IDLER ASSY   V8/V10      D109     CANADA 0.01%
WATER PUMP PULLEY-ALL EXCPT-696-  CANADA 0.01%
CONN WTR OLET UPR                 CHINA 0.01%
SHLD FRT WHL SPLS RR              CANADA 0.01%
SHLD FRT WHL SPLS RR LH           CANADA 0.01%
SW ASY SPD CONTR & STP LP         GERMANY 0.01%
HOS ASY HTR OLET                  MEXICO 0.01%
PLATE-ENGINE REAR COVER           CANADA 0.01%
CA ASY HOD LAT                    MEXICO 0.01%
VACUUM CAP AND CLAMP ASSY 1/2"ID  MEXICO 0.01%
HNDL ASY FRT DR I/S               CANADA 0.01%
HNDL ASY FRT DR I/S               CANADA 0.01%
CVR FRT ST SHLDR STRP GID         MEXICO 0.01%
SHLD AIR INTK CHG CONTR HT RR     CANADA 0.00%
SHLD AIR INTK CHG CONTR HT        CANADA 0.00%
BUSHING-CASE INSTALLED IN ASSY    MEXICO 0.00%
REINF CWL TOP PNL SD UPR          CANADA 0.00%
REINF I/PNL TO CWL SD             CANADA 0.00%
STEEL PLATE-COAST CLT-5R110S      CANADA 0.00%
CVR-FU/VPR STRG CNSTR             CANADA 0.00%
ADHSV TOX#156439 (RED)            CANADA 0.00%
SLR-RTV HI-VIS 55 GAL DR  B097    CANADA 0.00%
BOLT - M8 X 1.25 X 110 HEX        TAIWAN 0.00%
NUT M14X1.5 HF SPL                CANADA 0.00%
SLR-RTV HI-VIS 5 GAL-50# PAILS    CANADA 0.00%
NUT 3/8-16 HEX LOCK P/T FLG       CANADA 0.00%
NUT-M8 X 1.25 HEX FLG LK P/T      CANADA 0.00%
PIN-DOWEL  6049 TO 6010   C054    CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
SEAL - MANUAL CONTROL LEVER       MEXICO 0.00%
BOLT M8X1.25X31 HEX FLNG PI       TAIWAN 0.00%
NUT M8 HF PTP PTC 10              CANADA 0.00%
NUT STAMPED M4 HX SEH             CANADA 0.00%
NUT-M4.2X1.41 PANEL PUSH ON  P/T  CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
BOLT M6X20 HEX FLNG NP 8-ATT 9F991 TAIWAN 0.00%
NUT M10 X 1.5 HEX LOCK P/T 9      CANADA 0.00%
CLIP 14.3+4.3-6.3 PIP EDG PSH ON  CANADA 0.00%
NUT 3/8-16 HEX FLNG LOCK P/T      CANADA 0.00%
NUT&WSHR M8 HX CON 8              CANADA 0.00%
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NUT-M8X1.25 V8/V10 D115 E580      CANADA 0.00%
ADHSV-H/STRENGTH TX#156439 RED    CANADA 0.00%
ADHSV-H/STRENGTH TX#156439 RED    CANADA 0.00%
BOLT M6X16 HF PIL (LONGER)        TAIWAN 0.00%
NUT&WSHR M6 HX CON 8              CANADA 0.00%
NUT M10 HF PTM 10                 CANADA 0.00%
NUT&WSHR M8 HX CON 8              CANADA 0.00%
PIN-SHAFT RETAINING               CANADA 0.00%
BOLT&WSHR M6X23 HF PIL 8          TAIWAN 0.00%
COMMON MAN LEVER SHAFT RETAIN PIN CANADA 0.00%
NUT&WSHR M6 HX CON 8              CANADA 0.00%
PLUG EXP CUP 13.8 STL             CANADA 0.00%
SLR RTV HI-VISC 30ML CARTRIDGE    CANADA 0.00%
NUT 7/16-14 HEX LOCK P/T FLG      CANADA 0.00%

Foreign Vehicle Content 14.84%

AX ASY RR LES WHL                 UNITED STATES 11.04%
92 225/70/R-19.5 G BW           UNITED STATES 6.18%
AX ASY FRT A/P I H D B            UNITED STATES 5.92%
FR ASY A/P                        UNITED STATES 3.31%
SOLENID- 5R110                    UNITED STATES 2.35%
CONV ASY EXH(3C)                  UNITED STATES 1.87%
6.8L BLOCK-CASTING 2V/3V CIFUNSA  UNITED STATES 1.49%
DRV SHFT & CPL/SHFT ASY           UNITED STATES 1.43%
TNK & SDR ASY FUL                 UNITED STATES 1.34%
EVP & BLW ASY A/C                 UNITED STATES 0.96%
BMPR ASY FRT                      UNITED STATES 0.95%
WIR ASY ENG CONTR SNS             UNITED STATES 0.91%
CLPR ASY FRT WHL BRK              UNITED STATES 0.89%
CLPR ASY FRT WHL BRK LH           UNITED STATES 0.89%
GRL ASY RAD                       UNITED STATES 0.85%
ROD & LNK ASY STNG LKGE           UNITED STATES 0.68%
MFLR & OLET PIP ASY               UNITED STATES 0.67%
RECV ASY DIGT AUD DSC PLYR W AMPL UNITED STATES 0.64%
ALT ASY                           UNITED STATES 0.61%
BOM PAYMENT FOR SPLY SERV         UNITED STATES 0.56%
CONTR & MOD ASY BRK ANTI/LK       UNITED STATES 0.56%
PNL ASY I/PNL                     UNITED STATES 0.56%
UNT ASY COOL COMP                 UNITED STATES 0.54%
BST ASY BRK HYD                   UNITED STATES 0.53%
RAD ASY                           UNITED STATES 0.52%
CASE CASTING- REGULAR             UNITED STATES 0.49%
PNL ASY RF TR COMP                UNITED STATES 0.48%
COMPR & CL ASY A/C                UNITED STATES 0.48%
COL ASY STNG                      UNITED STATES 0.45%
PIP ASY MFLR INLT FRT             UNITED STATES 0.45%
MBR CTR FLR CS FRT OTR            UNITED STATES 0.37%
CLUTCH ASY-4 PLT FORWARD          UNITED STATES 0.36%
6.8L 3-VALVE PISTON    "C"        UNITED STATES 0.33%
WIR ASY RR LP                     UNITED STATES 0.33%
VLV EXH-6.8L 3V CNG               UNITED STATES 0.33%
VLV EXH-6.8L 3V CNG               UNITED STATES 0.33%
BRKT-RR SPG FRT                   UNITED STATES 0.32%
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COST - FRT RH ST                  UNITED STATES 0.31%
COST - FRT LH ST                  UNITED STATES 0.31%
TUB ASY FUL SPLY RTN & VPR RR     UNITED STATES 0.31%
BAT ASY(65 - 78 AH)               UNITED STATES 0.30%
WIR ASY MN                        UNITED STATES 0.29%
PNT BDY EXT FIN                   UNITED STATES 0.29%
COOL & HOS ASY TRANS OIL          UNITED STATES 0.29%
VLV INTK-6.8L 3V CNG              UNITED STATES 0.29%
VLV INTK-6.8L 3V CNG              UNITED STATES 0.29%
STR MTR DRV & RLY ASY(BSM V8/V10) UNITED STATES 0.28%
WIR ASY BDY MN                    UNITED STATES 0.27%
COND ASY A/C                      UNITED STATES 0.26%
FUEL RAIL - 2011 6.8L P356        UNITED STATES 0.26%
T-BODY- 6.8L 3V                   UNITED STATES 0.26%
HD/LP ASY LH                      UNITED STATES 0.25%
HD/LP ASY                         UNITED STATES 0.25%
ADPT OIL FLTR 6.8L 3V P473/WOODST UNITED STATES 0.24%
SNS ASY EXH GAS O UNIV            UNITED STATES 0.23%
BRKT-RR SPG SHKL                  UNITED STATES 0.23%
CYL ASY BRK MSTR LES P/RD         UNITED STATES 0.23%
MIR ASY RV O/S                    UNITED STATES 0.22%
TCK ASY FRT ST LH                 UNITED STATES 0.22%
CONTR ASY A/C                     UNITED STATES 0.22%
WHL ASY STNG                      UNITED STATES 0.22%
TCK ASY FRT ST                    UNITED STATES 0.22%
WPR ASY W/SHLD                    UNITED STATES 0.22%
MAT ASY FRT FLR                   UNITED STATES 0.21%
GL ASY W/SHLD                     UNITED STATES 0.21%
MANIFOLD-EXHAUST RH 6.8L 3V       UNITED STATES 0.21%
KIT ST CVR                        UNITED STATES 0.21%
KIT ST CVR LH                     UNITED STATES 0.21%
FUEL INJECTOR - 6.8L 3-VALVES     UNITED STATES 0.21%
 LH EXH MANIF P473/MOTORHOME      UNITED STATES 0.20%
MOD ASY DRV AIR BAG RESTNT        UNITED STATES 0.20%
CENTER SUPPORT- ASY               UNITED STATES 0.20%
REINF ASY FRT END MOD BLSTR       UNITED STATES 0.20%
KIT FUL SYS CONV                  UNITED STATES 0.20%
SW ASY MLTPL FUNC STNG COL        UNITED STATES 0.19%
TURBINE ASY-6.8L/6.0L/4.5L 5R110  UNITED STATES 0.19%
PNL DH                            UNITED STATES 0.19%
MIR ASY RV O/S LH                 UNITED STATES 0.19%
FRONT COVER 5.4L P131/P356        UNITED STATES 0.19%
COST - FRT CTR ST                 UNITED STATES 0.18%
5.4/6.8L CONN/ROD ROUGH           UNITED STATES 0.18%
CL ASY FAN                        UNITED STATES 0.18%
6.8 LH CAMSHAFT 3V ROUGH          UNITED STATES 0.18%
CL ASY TRANS LOW ONE/WY           UNITED STATES 0.17%
6.8 RH CAMSHAFT 3V ROUGH          UNITED STATES 0.17%
GAS UNLEADED W 10% ETHANOL        UNITED STATES 0.17%
A-OIL WITH ADDITIVE               UNITED STATES 0.17%
WIRE HARNESS - 6.8L P473 3V       UNITED STATES 0.16%
CAM CVR LH 6.8L 3V                UNITED STATES 0.16%
SHK ABS ASY                       UNITED STATES 0.16%
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BLANK FRONT FLOOR PAN             UNITED STATES 0.16%
PISTON & DAMPER ASY-6.8L/4.5L     UNITED STATES 0.16%
CAP-RR SPG ST                     UNITED STATES 0.15%
SHK ABS ASY RR                    UNITED STATES 0.15%
FR ASY FRT ST LH                  UNITED STATES 0.15%
MOD TRLR ELE                      UNITED STATES 0.15%
CAM COVER 6.8L 3V RH              UNITED STATES 0.15%
BMPR ASY RR AX                    UNITED STATES 0.14%
BRKT-ENG FRT SUPT INS             UNITED STATES 0.14%
BRKT-ENG FRT SUPT INS LH          UNITED STATES 0.14%
WIR ASY B/UP LP SW TO RR LP FD    UNITED STATES 0.14%
P473 BLANK HOOD OUTER             UNITED STATES 0.14%
FR ASY FRT ST(RH)                 UNITED STATES 0.13%
DAMPER ASSY-CRANK 6.8L            UNITED STATES 0.13%
PLR ASY FRT BDY                   UNITED STATES 0.13%
PLR ASY FRT BDY                   UNITED STATES 0.13%
FRT FLR PAN REG/CREW CAB BLANK    UNITED STATES 0.13%
A/RST ASY FRT ST BK               UNITED STATES 0.13%
LASH ADJUSTOR VALVE:6F093/6M099   UNITED STATES 0.13%
LASH ADJUSTOR VALVE:6F093/6M099   UNITED STATES 0.13%
PIP ASY MFLR INLT EXT             UNITED STATES 0.13%
P473 BLANK HOOD INNER             UNITED STATES 0.12%
PNL ASY FRT DR TR(RH)             UNITED STATES 0.12%
PNL ASY FRT DR TR LH              UNITED STATES 0.12%
WIR ASY ENG BLK HTR               UNITED STATES 0.12%
WDO ASY BK                        UNITED STATES 0.12%
CA ASY-STR MTR RLY & BAT GRD      UNITED STATES 0.12%
FR ASY FRT CTR ST CSHN            UNITED STATES 0.12%
COOLANT-LONG LIFE CONCENTRATE *   UNITED STATES 0.12%
PANEL DOOR OUTER BLANK            UNITED STATES 0.12%
PANEL DOOR OUTER BLANK            UNITED STATES 0.12%
GAS DIODE CLUTCH ASY-OVERDRIVE    UNITED STATES 0.12%
ROCKER ARM ASY V8/V10 3V          UNITED STATES 0.12%
ROCKER ARM ASY V8/V10 3V          UNITED STATES 0.12%
P473 LH FRONT DOOR INNER BLANK    UNITED STATES 0.12%
BLANK RH FRONT DOOR INNER         UNITED STATES 0.12%
SPARK PLUG - 5.4L/6.8L 3V         UNITED STATES 0.11%
CONTR ASY P/BRK                   UNITED STATES 0.11%
INS ASY-ENG FRT SUPT LH           UNITED STATES 0.11%
SPCR RR SPG                       UNITED STATES 0.11%
KIT CVR FRT ST                    UNITED STATES 0.11%
INS ASY-ENG FRT SUPT              UNITED STATES 0.11%
ARM ASY FRT LH                    UNITED STATES 0.11%
HOS ASY PWR STNG PRESS LN         UNITED STATES 0.11%
COVER PLATE-CONVERTER             UNITED STATES 0.11%
ARM ASY FRT                       UNITED STATES 0.11%
PIP ASY FU/TNK FILL               UNITED STATES 0.11%
ST-FRT SPG UPR LH                 UNITED STATES 0.11%
BAR FRT STAB                      UNITED STATES 0.10%
 SUPERDUTY REAR BODY PANEL BLK    UNITED STATES 0.10%
 SUPERDUTY REAR BODY PANEL BLK    UNITED STATES 0.10%
HUB & BUSHING ASY- DIRECT CLUTCH  UNITED STATES 0.10%
OIL PAN ASSY 6.8L 3V P131         UNITED STATES 0.10%
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CROSSOVER TUBE-WATER 3V           UNITED STATES 0.10%
DETENT ASY-TRANS RANGE SENSOR     UNITED STATES 0.10%
TRY ASY BAT                       UNITED STATES 0.10%
FAN ASY ENG COOL                  UNITED STATES 0.09%
SHFT ASY STNG COL LWR             UNITED STATES 0.09%
ST-FRT SPG UPR(RH)                UNITED STATES 0.09%
TUB ASY A/C COMPR TO COND         UNITED STATES 0.09%
INS ASY D/PNL SND                 UNITED STATES 0.09%
TIMING CHAIN- V8 / V10            UNITED STATES 0.09%
SL ASY RR FLR CS RR               UNITED STATES 0.09%
BAR ASY-REAR STAB                 UNITED STATES 0.09%
U/BLT-RR SPG                      UNITED STATES 0.09%
BRKT-FRT TCK BAR MTNG LH          UNITED STATES 0.09%
SHRD HLF ASY FAN UPR              UNITED STATES 0.09%
OIL COOLER ASSY-ALL 6.8L          UNITED STATES 0.08%
P131/356 REG CAB ROOF BLANK       UNITED STATES 0.08%
MAIN BEARING CAP - ROUGH          UNITED STATES 0.08%
SHFT ASY STNG GR INTERM           UNITED STATES 0.08%
GL ASY DR WDO                     UNITED STATES 0.08%
MBR FRT FLR CS CTR                UNITED STATES 0.08%
SHK ABS ASY STNG                  UNITED STATES 0.08%
GL ASY DR WDO LH                  UNITED STATES 0.08%
PANEL COWL TOP INNER              UNITED STATES 0.08%
SUPT FR ENG RR                    UNITED STATES 0.08%
SNS ASY-ENG ELETR CONTR MS AIR FLO UNITED STATES 0.08%
RUN ASY DR GL                     UNITED STATES 0.08%
RUN ASY DR GL LH                  UNITED STATES 0.08%
REG ASY FRT DR WDO(RH)            UNITED STATES 0.07%
REG ASY FRT DR WDO LH             UNITED STATES 0.07%
COOL ASY PWR STNG OIL             UNITED STATES 0.07%
PNL ASY I/PNL FIN CTR             UNITED STATES 0.07%
LAT ASY FRT ST C/A/R CMPT DR      UNITED STATES 0.07%
CVR BK PNL TR                     UNITED STATES 0.07%
MLDG ASY FRT FNDR WHL OPG FRT(RH) UNITED STATES 0.07%
HIGH ACTIVITY ACTIVATED CARBON    UNITED STATES 0.07%
MLDG ASY FRT FNDR WHL OPG FRT LH  UNITED STATES 0.07%
CARR-TRANS O/DRV                  UNITED STATES 0.07%
TNK ASY RAD SPLY                  UNITED STATES 0.07%
OIL PUMP LESS SCRN&COVER 2V       UNITED STATES 0.07%
GEAR-BALANCE SHAFT 6.8-3V         UNITED STATES 0.07%
ARM STNG GR PTMN                  UNITED STATES 0.07%
JOB 622 COIL BK PNL KTP,CU,VEN    UNITED STATES 0.07%
W/S ASY DR OPG                    UNITED STATES 0.07%
TUB ASY FUL RL ENG SPLY & RTN     UNITED STATES 0.07%
WIR ASY RLY FD                    UNITED STATES 0.07%
SW PACK I/PNL                     UNITED STATES 0.07%
HUB & BUSHING ASY-COAST CLUTCH    UNITED STATES 0.07%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.07%
PAD ASY FRT ST(RH)                UNITED STATES 0.06%
PAD ASY FRT ST LH                 UNITED STATES 0.06%
FR ASY FRT CTR ST BK              UNITED STATES 0.06%
REACTOR CASTING-STATOR            UNITED STATES 0.06%
CENTER SHAFT-OVERDRIVE            UNITED STATES 0.06%
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NUT-WHL BLT                       UNITED STATES 0.06%
REINF FRT BMPR CTR                UNITED STATES 0.06%
SNS ASY EXH GAS O LES LD          UNITED STATES 0.06%
SPKR ASY RADO RECV                UNITED STATES 0.06%
INS ASY FRT FLR PAN SND           UNITED STATES 0.06%
HK ASY TWNG FRT                   UNITED STATES 0.06%
HK ASY TWNG FRT LH                UNITED STATES 0.06%
HB ASY-TRANS CST CL INP           UNITED STATES 0.06%
SHLD ASY FRT FNDR APR(RH)         UNITED STATES 0.06%
SHKL ASY-RR SPG                   UNITED STATES 0.06%
PANEL COWL TOP OTR                UNITED STATES 0.06%
HOS ASY A/C EVP TO COMPR          UNITED STATES 0.06%
PARK GEAR-OUTPUT SHAFT            UNITED STATES 0.06%
P473 FRONT FENDER BLANK           UNITED STATES 0.06%
P473 FRONT FENDER BLANK           UNITED STATES 0.06%
SHLD ASY FRT FNDR APR LH          UNITED STATES 0.06%
FR ASY FRT ST CSHN LES SPG        UNITED STATES 0.06%
HOS ASY PWR STNG PRESS LN LH      UNITED STATES 0.06%
 VALVE SPRING-NITRIDED            UNITED STATES 0.06%
 VALVE SPRING-NITRIDED            UNITED STATES 0.06%
CA ASY TRANS SH                   UNITED STATES 0.06%
BEL & RETR ASY RR ST CTR          UNITED STATES 0.06%
PNL ASY I/PNL FIN LWR CTR         UNITED STATES 0.06%
LNK ASY-STAB BAR FRT              UNITED STATES 0.06%
REINF-BODY LOCK PILLAR FSERIES    UNITED STATES 0.06%
REINF-BODY LOCK PILLAR FSERIES    UNITED STATES 0.06%
INS & RET ASY ENG RR SUPT         UNITED STATES 0.06%
TUB ASY A/C COND TO EVP           UNITED STATES 0.05%
TUB ASY TRANS OIL COOL INLT & OLET UNITED STATES 0.05%
PNL ASY I/PNL CLUS OPG FIN        UNITED STATES 0.05%
WIR ASY ALT RECT & ENG GA         UNITED STATES 0.05%
LK SET                            UNITED STATES 0.05%
BRKT-AUX SPG                      UNITED STATES 0.05%
PAD ASY FRT ST CSHN(RH)           UNITED STATES 0.05%
PAD ASY FRT ST CSHN LH            UNITED STATES 0.05%
PAD FRT ST HD/RES                 UNITED STATES 0.05%
BRKT-AUX SPR                      UNITED STATES 0.05%
RING-PIS.COMPRESS UPPER :6100     UNITED STATES 0.05%
BRKT & INS ASY-MFLR/O/P FRT RH    UNITED STATES 0.05%
BOM BMPR ASY FRT                  UNITED STATES 0.05%
BRKT FU/VPR STRG CNSTR            UNITED STATES 0.05%
HUB-OUTPUT SHAFT                  UNITED STATES 0.05%
LVR & SE ASY-TRANS MAN CONTR      UNITED STATES 0.05%
PIN - PISTON    ALL 6100 ASSYS    UNITED STATES 0.05%
REINF ASY RAD GRL OPG PNL UPR     UNITED STATES 0.05%
CYLINDER HEAD BOLT                UNITED STATES 0.05%
BRKT & VLV ASY (BVES) 2011        UNITED STATES 0.05%
SUN GEAR BLANK-FWD/REV            UNITED STATES 0.05%
LNK ASY-STAB BAR RR               UNITED STATES 0.05%
OIL ENGINE ILSAC GF-5 SAE 5W-30   UNITED STATES 0.05%
GRL ASY CWL TOP VEN(LH)           UNITED STATES 0.05%
CONTR ASY-FUL PMP DRV             UNITED STATES 0.05%
CA & CONDU ASY P/BRK RR           UNITED STATES 0.05%



Privileged and Confidential
Ford Automotive Operations

US CONTENT FOR THE 2016
F-Series O8500

550-RC-4X2-201"-DRW-XL-

Part Description Manf. Country % Content of Total Vehicle
INS ASY BDY BLT SND UPR           UNITED STATES 0.05%
LP ASY ENG CMPT                   UNITED STATES 0.05%
GRL ASY CWL TOP VEN(RH)           UNITED STATES 0.05%
HOS & CLMP ASY RAD UPR            UNITED STATES 0.05%
INS ASY BDY BLT SND UPR           UNITED STATES 0.05%
INS ASY BDY BLT SND UPR           UNITED STATES 0.04%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.04%
TRANSMISSION FLUID                UNITED STATES 0.04%
HOS ASY FRT WHL BRK               UNITED STATES 0.04%
HOS ASY FRT WHL BRK LH            UNITED STATES 0.04%
CA & CONDU ASY P/BRK RR LH        UNITED STATES 0.04%
REINF ASY D/PNL @ CL PDL SUPT     UNITED STATES 0.04%
SPRKT ASY-C/SHT R.H. 6.8L 3V      UNITED STATES 0.04%
W/S ASY RF SD RL(RH)              UNITED STATES 0.04%
W/S ASY RF SD RL LH               UNITED STATES 0.04%
GASKET-CYLINDER HEAD L.H.         UNITED STATES 0.04%
BRKT AIR P/CLNR                   UNITED STATES 0.04%
LNR RR SUSP SPG BRKT              UNITED STATES 0.04%
BEARING & CASE ASY-FWD NEEDLE     UNITED STATES 0.04%
FRICTION PLATE- INTERMEDIATE CL   UNITED STATES 0.04%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.04%
LP ASY RR                         UNITED STATES 0.04%
LP ASY RR LH                      UNITED STATES 0.04%
FRICTION PLATE- REVERSE CLUTCH    UNITED STATES 0.04%
INPUT SHELL-FWD/DIRECT            UNITED STATES 0.04%
 EXH MAN GASKET (FRONT)6.8L 3V    UNITED STATES 0.04%
GASKET-CYLINDER HEAD R.H.         UNITED STATES 0.04%
HOS PWR STNG RTN LN UPR           UNITED STATES 0.04%
PNL ASY BDY RR CNR TR(LH)         UNITED STATES 0.04%
REINF FRT BDY PLR UPR             UNITED STATES 0.04%
REINF FRT BDY PLR UPR             UNITED STATES 0.04%
PANEL COWL SIDE INR               UNITED STATES 0.04%
PANEL COWL SIDE INR               UNITED STATES 0.04%
INS-FRT SUSP SPG                  UNITED STATES 0.04%
PAN ASY-OIL                       UNITED STATES 0.04%
TUB ASY PWR STNG RTN LN           UNITED STATES 0.04%
BSHG-CONN ROD   ALL 6200          UNITED STATES 0.04%
MLDG & HNDL ASY FRT BDY PLR LH    UNITED STATES 0.04%
MLDG & HNDL ASY FRT BDY PLR(RH)   UNITED STATES 0.04%
BEL & BKLE ASY FRT ST LH          UNITED STATES 0.04%
BON ASY RADO FREQ INTFER SPRS     UNITED STATES 0.04%
TUB ASY RR BRK COMB VLV           UNITED STATES 0.04%
REINF-PWR STNG TUB CLMP           UNITED STATES 0.04%
BLD ASY W/WPR                     UNITED STATES 0.04%
HOS ASY RR WHL BRK                UNITED STATES 0.04%
HRN & SUPT ASY                    UNITED STATES 0.04%
A/RST ASY FRT ST BK               UNITED STATES 0.03%
RING GEAR BLANK-OVERDRIVE         UNITED STATES 0.03%
REINF-PWR STNG TUB CLMP           UNITED STATES 0.03%
TENSIONER-TIMING CHAIN LH C130    UNITED STATES 0.03%
HOS PWR STNG RTN LN UPR           UNITED STATES 0.03%
PLT CPL/SHT SUPT                  UNITED STATES 0.03%
TUB PWR STNG COOL                 UNITED STATES 0.03%
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RESVR & CAP ASY PWR STNG PMP      UNITED STATES 0.03%
SE HOD SD PNL FRT                 UNITED STATES 0.03%
TENSIONER-TIMING CHAIN RH C138    UNITED STATES 0.03%
HOS ASY RR WHL BRK LH             UNITED STATES 0.03%
PAD FRT ST CSHN                   UNITED STATES 0.03%
HOS ASY PWR STNG RESVR TO PMP     UNITED STATES 0.03%
REINF ASY BK PNL                  UNITED STATES 0.03%
PINION GEAR BLANK-REVERSE PLANET  UNITED STATES 0.03%
HEATER ASSY ENGINE BLOCK          UNITED STATES 0.03%
OIL PAN GASKET - 6.8L 2V/3V       UNITED STATES 0.03%
WIR ASY WDO REG FRT DR            UNITED STATES 0.03%
KIT ST CMPNT                      UNITED STATES 0.03%
LAT ASY HOD                       UNITED STATES 0.03%
BEARING CONNECTING ROD    6100    UNITED STATES 0.03%
HUB & BUSHING ASY-FORWARD CLT     UNITED STATES 0.03%
SW PACK I/PNL                     UNITED STATES 0.03%
PNL BK I/S SD                     UNITED STATES 0.03%
PNL BK I/S SD                     UNITED STATES 0.03%
SPROCKET-CAMSHAFT LH 6.8L 3V      UNITED STATES 0.03%
SEP-FU/VPR                        UNITED STATES 0.03%
RING GEAR BLANK-FORWARD           UNITED STATES 0.03%
PISTON-REVERSE CLUTCH             UNITED STATES 0.03%
KIT OWNR GID MATL                 UNITED STATES 0.03%
BMPR ASY-FRT AX                   UNITED STATES 0.03%
BRKT & INS ASY-MFLR INLT PIP      UNITED STATES 0.03%
HGR & INS ASY-MFLR OLET PIP       UNITED STATES 0.03%
REINF DR HGE ON DR                UNITED STATES 0.03%
REINF DR HGE ON DR                UNITED STATES 0.03%
INS ASY BDY BLT SND LWR           UNITED STATES 0.03%
EXH MAN GASKET (RR)6.8L 3V        UNITED STATES 0.03%
HOS ASY RR BRK                    UNITED STATES 0.03%
PRE-TREATMENT CHEMICALS           UNITED STATES 0.03%
TUB TRANS OIL LVL IND             UNITED STATES 0.03%
IMPELLER STEEL-12" DRY LUBE TRIAL UNITED STATES 0.03%
WIR ASY-MKR LP TO SW              UNITED STATES 0.03%
HOS ASY ENG COOL RESVR            UNITED STATES 0.03%
ADHESIVE, MOISTURE CURING URETHANE UNITED STATES 0.03%
GEAR BLANK-FWD PLANET PINION      UNITED STATES 0.03%
SHRD HLF FAN LWR                  UNITED STATES 0.03%
SPANOR ASY-  4X4 OUTPUT SHAFT     UNITED STATES 0.03%
RING- PIS.COMPRESS LWR :6100      UNITED STATES 0.03%
RING GEAR BLANK-OUTPUT SHAFT      UNITED STATES 0.03%
REINF ASY BDY FRT MTNG            UNITED STATES 0.03%
BOM PAYMENT FOR SPLY SERV         UNITED STATES 0.03%
NUT M20 HF PTM 10                 UNITED STATES 0.03%
HOS-CRKC EMS VLV TO INTK MANF     UNITED STATES 0.03%
WIR ASY WDO REG FRT DR LH         UNITED STATES 0.03%
BRKT FRT ST BK RR TR PNL          UNITED STATES 0.03%
KIT-RADO ANT                      UNITED STATES 0.03%
PNL ASY BDY RR CNR TR(RH)         UNITED STATES 0.03%
REFRIGERANT R134A                 UNITED STATES 0.03%
INS ASY FRT FNDR TO BDY SND(RH)   UNITED STATES 0.03%
INS ASY FRT FNDR TO BDY SND LH    UNITED STATES 0.03%
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CAP ASY RADO IGN INTFER           UNITED STATES 0.03%
PAINT SOLVENTS                    UNITED STATES 0.03%
PINION GEAR BLANK-OVERDRIVE       UNITED STATES 0.03%
STUD M10X24+M10X15 RD PTM SHLDR SS UNITED STATES 0.03%
DOWEL-MN BRG CAP TO BLOCK:6010    UNITED STATES 0.03%
KIT ST CMPNT LH                   UNITED STATES 0.02%
SE CWL TOP PNL TO HOD             UNITED STATES 0.02%
INS ASY BDY BLT SND LWR           UNITED STATES 0.02%
ADJ ASY FRT ST BK PAD LH          UNITED STATES 0.02%
TUB ASY FRT WHL BRK(RH)           UNITED STATES 0.02%
KIT ST CMPNT                      UNITED STATES 0.02%
HSG ASY-IGN CIL                   UNITED STATES 0.02%
PISTON ASY-OVERDRIVE COAST CLT    UNITED STATES 0.02%
HNDL ASY FRT DR O/S LH            UNITED STATES 0.02%
HNDL ASY FRT DR O/S(RH)           UNITED STATES 0.02%
REINF ASY BDY FRT MTNG            UNITED STATES 0.02%
INS ASY BDY BLT SND LWR           UNITED STATES 0.02%
FLUID, HYDRAULIC BRAKE            UNITED STATES 0.02%
WIR ASY FRT ST CSHN LH            UNITED STATES 0.02%
PLT ASY DR SCF FRT                UNITED STATES 0.02%
LFT ASY HOD(LH)                   UNITED STATES 0.02%
STRN FRT DR O/S PNL RH            UNITED STATES 0.02%
STRN FRT DR O/S PNL LH            UNITED STATES 0.02%
CVR ASY PASS AIR BAG OPG          UNITED STATES 0.02%
BEL ASY FRT ST CTR COMP           UNITED STATES 0.02%
RGSTR ASY A/C I/CLUS              UNITED STATES 0.02%
SCR/CVR ASY-O/PMP 6.8L            UNITED STATES 0.02%
BOOT SPARK PLUG                   UNITED STATES 0.02%
TUB ASY BRK ANTI/LK CONTR RR LH   UNITED STATES 0.02%
ARM ASY W/WPR                     UNITED STATES 0.02%
ARM ASY-W/WPR LH                  UNITED STATES 0.02%
EXT ASY FRT FNDR RR UPR(RH)       UNITED STATES 0.02%
EXT ASY FRT FNDR RR UPR(LH)       UNITED STATES 0.02%
BRKT ASY CONN TRLR ELE            UNITED STATES 0.02%
SHAFT BLANK-INPUT                 UNITED STATES 0.02%
SW & BZL ASY HD/LP                UNITED STATES 0.02%
CAP ASY FU/TNK FILL               UNITED STATES 0.02%
W/S ASY FRT DR GL @ BEL O/S       UNITED STATES 0.02%
W/S ASY FRT DR GL @ BEL O/S LH    UNITED STATES 0.02%
BRKT STNG SHK ABS                 UNITED STATES 0.02%
CVR-ENG A/CLNR OTR                UNITED STATES 0.02%
SPROCKET-CR/SHAFT 1 PC   C126W    UNITED STATES 0.02%
CONN ASY-IGN CIL                  UNITED STATES 0.02%
PLT ASY-TRANS CST CL INT SPLI     UNITED STATES 0.02%
PISTON ASY-DIRECT CLUTCH          UNITED STATES 0.02%
NOZ ASY HTR W/SHLD DEF            UNITED STATES 0.02%
PNL ASY BDY SD TR(RH)             UNITED STATES 0.02%
KNOCK SENSOR ASSY 6.8L 3V         UNITED STATES 0.02%
BEL & BKLE ASY FRT ST(RH)         UNITED STATES 0.02%
NUT&RET M16X125 HF PTM DUAL 10    UNITED STATES 0.02%
LEVER ASY-MANUAL CONTROL          UNITED STATES 0.02%
BSE & CA ASY-RADO ANT             UNITED STATES 0.02%
INS DR O/S PNL SND LWR            UNITED STATES 0.02%
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PLT ASY DR SCF FRT                UNITED STATES 0.02%
PNL ASY BDY SD TR(LH)             UNITED STATES 0.02%
HOS ASY RAD OVR/FLO CTNR          UNITED STATES 0.02%
GASKET-TRANS OIL PAN              UNITED STATES 0.02%
MBR FLR SIDE OTR (REG CAB)        UNITED STATES 0.02%
MBR FLR SIDE OTR (REG CAB)        UNITED STATES 0.02%
CVR ASY I/PNL STNG COL OPG        UNITED STATES 0.02%
ELEM ASY-CARB A/CLNR              UNITED STATES 0.02%
BRKT ASY FRT FLR PAN              UNITED STATES 0.02%
SEALER EXPANDING, PUMPABLE,ANTI FL UNITED STATES 0.02%
FRICTION PLATE- OVERDRIVE CLUTCH  UNITED STATES 0.02%
REINF ASY FRT FNDR FRT(RH)        UNITED STATES 0.02%
REINF ASY FRT FNDR FRT LH         UNITED STATES 0.02%
W/S DR LWR FRT                    UNITED STATES 0.02%
NEEDLE BEARING-REVERSE PLANET     UNITED STATES 0.02%
PLT CPL/SHT SUPT                  UNITED STATES 0.02%
DIPSTICK TUBE - 6.8L P356 3V      UNITED STATES 0.02%
1020 BRAZED IMPELLER ASY-LESS HUB UNITED STATES 0.02%
TUBE-HEATER WATER OUTLET 6.8L 3V  UNITED STATES 0.02%
CYLINDER BLANK-DIRECT CLUTCH      UNITED STATES 0.02%
SE ASY STNG COL OPG               UNITED STATES 0.02%
JUMPER WIRE - 6.8L 3V             UNITED STATES 0.02%
MIR ASY RV I/S                    UNITED STATES 0.02%
FRICTION PLATE- DIRECT CLUTCH     UNITED STATES 0.02%
BALANCED PISTON - DIRECT CLT      UNITED STATES 0.02%
PRESSURE PLATE-6.8L INTRMD CLUTCH UNITED STATES 0.02%
V/STEM SEAL V8/V10 3V             UNITED STATES 0.02%
V/STEM SEAL V8/V10 3V             UNITED STATES 0.02%
PAWL- BRAKE PARKING               UNITED STATES 0.02%
KIT STNG COL SHRD UPR & LWR       UNITED STATES 0.02%
TUB ASY CRKC VEN                  UNITED STATES 0.02%
UNT ASY LABOR COST (HVAC-19B555)  UNITED STATES 0.02%
MBR FLR SD INR                    UNITED STATES 0.02%
MBR FLR SD INR                    UNITED STATES 0.02%
LFT ASY HOD                       UNITED STATES 0.02%
BOLT&WSHR M12X126 HF MAT CMP ADH10 UNITED STATES 0.02%
BOLT M14X50 HF PIL 10             UNITED STATES 0.02%
BOLT&RET M10X35 HF NP DUAL 10     UNITED STATES 0.02%
SHLD ASY CWL TOP PNL WTR          UNITED STATES 0.02%
MBR FRT FLR                       UNITED STATES 0.02%
MBR FRT FLR                       UNITED STATES 0.02%
COP SEC WIRE(REG INSUL)           UNITED STATES 0.02%
BOLT M10X66 HF PIL PTM SS         UNITED STATES 0.02%
W/S ASY DR GL @ BEL I/S           UNITED STATES 0.02%
W/S ASY DR GL @ BEL I/S LH        UNITED STATES 0.02%
PAD ASY FRT ST HD/RES             UNITED STATES 0.02%
NUT&RET M14X77 HF PTM DUAL 10     UNITED STATES 0.02%
SEALER, VINYL BASED SELF LEVELING, UNITED STATES 0.02%
CVR ASY BAT                       UNITED STATES 0.02%
RACE & BEARING ASY-SUN GEAR       UNITED STATES 0.02%
C-LAM ASSY - COP                  UNITED STATES 0.02%
T-LAM ASSY - COP                  UNITED STATES 0.02%
BRKT RAD MTNG UPR                 UNITED STATES 0.02%
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CA ASY RADO ANT LD/IN             UNITED STATES 0.02%
BRKT RAD MTNG UPR                 UNITED STATES 0.02%
SHAFT-REVERSE PLANET GEAR         UNITED STATES 0.02%
PNL ASY CWL SD TR LH              UNITED STATES 0.02%
BOLT M16X50 HF NP 10              UNITED STATES 0.02%
BOLT M18X119 HF PIL 10            UNITED STATES 0.02%
CVR ASY FRT ST TCK SD(RH)         UNITED STATES 0.01%
CVR ASY FRT ST TCK SD(LH)         UNITED STATES 0.01%
RSTR ASY-IGN CIL                  UNITED STATES 0.01%
PNL BK I/S UPR-FSERIES HVY TRK    UNITED STATES 0.01%
SUN GEAR BLANK-OVERDRIVE          UNITED STATES 0.01%
OUTER RACE BLANK-1" STATOR REACTOR UNITED STATES 0.01%
WIR ASY-SPD SNS                   UNITED STATES 0.01%
STRKR ASY DR LAT                  UNITED STATES 0.01%
BOLT M18X132 HF PIL ADH 10        UNITED STATES 0.01%
BOLT M20X145 HF ADH 10            UNITED STATES 0.01%
STEEL PLATE - DIRECT CLUTCH       UNITED STATES 0.01%
CYLINDER HEAD TEMP SENSOR         UNITED STATES 0.01%
THERMOSTAT ASSY-WATER V8 D027E    UNITED STATES 0.01%
PRESSURE PLATE - O/DRV CLUTCH     UNITED STATES 0.01%
RSTR ASY-LT SW RHST               UNITED STATES 0.01%
BZL I/PNL BK WDO SW               UNITED STATES 0.01%
HNDL ASY FRT DR WDO REG           UNITED STATES 0.01%
SEGMENT-PSTN UPR OIL CTRL RING    UNITED STATES 0.01%
BRKT GEN SUPT                     UNITED STATES 0.01%
DMSTR & HOS ASY-A/C SD WDO        UNITED STATES 0.01%
BRKT FRT BMPR ARM OTR LH          UNITED STATES 0.01%
BRKT FRT BMPR ARM OTR             UNITED STATES 0.01%
SHLD DR TR WTR                    UNITED STATES 0.01%
SHLD DR TR WTR LH                 UNITED STATES 0.01%
SHLD ASY FRT ST CSHN(RH 2WY)      UNITED STATES 0.01%
SHLD ASY FRT ST CSHN LH(2WY/LUMB) UNITED STATES 0.01%
BOLT-CONNECTING ROD   ALL 6200    UNITED STATES 0.01%
HNDL P/BRK REL                    UNITED STATES 0.01%
MAN SAF STD CERT                  UNITED STATES 0.01%
DEFL ASY RAD AIR LWR              UNITED STATES 0.01%
BRKT-FRT AX BMPR                  UNITED STATES 0.01%
HUB TUBING-IMPELLER               UNITED STATES 0.01%
SCREW&WSHR M12X37 HF CNE CON 010  UNITED STATES 0.01%
BRKT-JK H/DWN CLMP                UNITED STATES 0.01%
SEALER, VINYL BASED, LIGHT WEIGHT, UNITED STATES 0.01%
SEAL ASY-OUTPUT SHAFT             UNITED STATES 0.01%
BOLT&RET M12X40 HF PIL DUAL 10    UNITED STATES 0.01%
PANEL WINSHIELD HDR IN            UNITED STATES 0.01%
DEFL ASY RAD AIR SD LH            UNITED STATES 0.01%
SE ASY BDY RKR PNL RR(RH)         UNITED STATES 0.01%
SE ASY BDY RKR PNL RR(LH)         UNITED STATES 0.01%
BOLT-CR/SHFT MN BRG CAP (6010)    UNITED STATES 0.01%
PANEL BODY ROCKER                 UNITED STATES 0.01%
PANEL BODY ROCKER                 UNITED STATES 0.01%
SE ASY A/C COND LH                UNITED STATES 0.01%
BRKT ASY ENG ELETR CONTR PROCS    UNITED STATES 0.01%
SE ASY A/C COND                   UNITED STATES 0.01%
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SE ASY HOD FRT OPG                UNITED STATES 0.01%
CVR ASY I/PNL ACC HLE             UNITED STATES 0.01%
IND ASY-TRANS OIL LVL             UNITED STATES 0.01%
BOLT M18X57 HF ADH 10             UNITED STATES 0.01%
BOLT M18X57 HF ADH 10             UNITED STATES 0.01%
MLDG ASY RF O/S SD                UNITED STATES 0.01%
SEALER-EXPNDBL-PMPBL-VINYL        UNITED STATES 0.01%
SEAL- RR CRANKSHAFT               UNITED STATES 0.01%
BOLT M18X147 HF CTP ADH 10        UNITED STATES 0.01%
MLDG ASY RF O/S SD                UNITED STATES 0.01%
WT WHL BAL                        UNITED STATES 0.01%
DEFL ASY A/C COND AIR UPR         UNITED STATES 0.01%
EXT ASY-P/BRK CA                  UNITED STATES 0.01%
PLT ASY DR HGE                    UNITED STATES 0.01%
GUIDE-TIMING CHAIN RH     C124    UNITED STATES 0.01%
REINF RR ST SHLDR STRP GID        UNITED STATES 0.01%
PLUG-CUP STAINLESS STEEL :6010    UNITED STATES 0.01%
GASKET-TRANS. EXTENSION           UNITED STATES 0.01%
1020 BLADE STEEL-4" IMPELLER      UNITED STATES 0.01%
CONNECTOR ASY-OIL TUBE            UNITED STATES 0.01%
RET-RR STAB BAR TO AX             UNITED STATES 0.01%
TUB ASY FRT WHL BRK LH            UNITED STATES 0.01%
BEARING-OVERDRIVE PLANET          UNITED STATES 0.01%
CVR CWL SD TO I/PNL BRKT          UNITED STATES 0.01%
SPCR-PSTN O/CTRL RING SEG:6100    UNITED STATES 0.01%
RIVET-10X35.0 SOLID BUTTON HEAD   UNITED STATES 0.01%
PARK GEAR-OUTPUT SHAFT            UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER RH  C138    UNITED STATES 0.01%
ARM-T/CHAIN TENSIONER LH  C130    UNITED STATES 0.01%
GUIDE-TIMING CHAIN LH  C122       UNITED STATES 0.01%
SENSOR ASY-CR/SHFT (HDR) D093L    UNITED STATES 0.01%
BEARING & RACE ASY-SUN GEAR       UNITED STATES 0.01%
NUT&WSHR M12 HX CON PTM ADH 10    UNITED STATES 0.01%
BRKT WIR CONN                     UNITED STATES 0.01%
WSHR-CONV STATR THRS              UNITED STATES 0.01%
OIL FILTER ASSY                   UNITED STATES 0.01%
BLT ASY-CR/SHFT MN BR CAP-SIDE    UNITED STATES 0.01%
DCT ASY A/C EVP I/PNL RGSTR CTR   UNITED STATES 0.01%
RING-IGN PULSE C/S SENSOR C140    UNITED STATES 0.01%
CVR CWL SD FS ACC                 UNITED STATES 0.01%
SLV ASY FRT ST HD/RES GID ROD(LH) UNITED STATES 0.01%
BOLT-DRV/SHT ATT                  UNITED STATES 0.01%
GRL ASY QTR VEN AIR               UNITED STATES 0.01%
DR ASY COIN TRY                   UNITED STATES 0.01%
SHAFT - INPUT                     UNITED STATES 0.01%
BOLT-M18 X 2.5 X 139.3 HEX FLANGE UNITED STATES 0.01%
PLATE-DIRECT CLT PRESSURE         UNITED STATES 0.01%
BOBBIN-IGNITION COIL SECONDARY    UNITED STATES 0.01%
INS FRT FLR HT                    UNITED STATES 0.01%
BEARING ASY-FWD/OUTPUT THRUST     UNITED STATES 0.01%
CVR ASY RV O/S MIR MTNG HLE LH    UNITED STATES 0.01%
SENSOR-CAMSHFT TIMING (CTS)D107   UNITED STATES 0.01%
BEARING ASY-INTERMEDIATE CLUTCH   UNITED STATES 0.01%
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CA & CONN ASY HOD LAT             UNITED STATES 0.01%
BZL SW HD/LP                      UNITED STATES 0.01%
MAGNET IGNITION COIL              UNITED STATES 0.01%
GASKET-OIL FILTER ADAPTOR         UNITED STATES 0.01%
RIVET-10X35.0 SOLID BUTTON HEAD   UNITED STATES 0.01%
PNL ASY CWL SD TR                 UNITED STATES 0.01%
JCLIP CHAS CAB SPR TIRE(TOP MNT)  UNITED STATES 0.01%
RETURN SPRING-DIRECT CLT PISTON   UNITED STATES 0.01%
NUT&RET M14X2 HEX FLNG P/T 10     UNITED STATES 0.01%
NUT&RET M14X2 HEX FLNG P/T 10     UNITED STATES 0.01%
BRKT WIR CONN                     UNITED STATES 0.01%
CIBA EPOXY RESIN-COP              UNITED STATES 0.01%
JET ASY-W/WSHR                    UNITED STATES 0.01%
BUTYL RUBBER SEALER ADHESIVE      UNITED STATES 0.01%
DEFL ASY RAD AIR SD(RH)           UNITED STATES 0.01%
CAP ASY-PRESS RLEF VLV            UNITED STATES 0.01%
BOLT-PUMP TO CASE                 UNITED STATES 0.01%
STRKR HOD LAT                     UNITED STATES 0.01%
CVR ASY FRT ST C/A/R BRKT(LH)     UNITED STATES 0.01%
INS - RAD SUPT LWR                UNITED STATES 0.01%
V-BRACE BLTS-D6 PRK BRK D3 FRT BPR UNITED STATES 0.01%
BOLT M10X61 HF PIL ADH 10         UNITED STATES 0.01%
SCREW&WSHR M6X23 HX CON SPL 010   UNITED STATES 0.01%
LIC PLATE BRACKET                 UNITED STATES 0.01%
CVR ASY FRT ST BK C/A/R FRT       UNITED STATES 0.01%
RET-U/JT SPDR                     UNITED STATES 0.01%
CYLINDER STEEL-COAST CLUTCH       UNITED STATES 0.01%
THRUST WASHER-CONVERTER           UNITED STATES 0.01%
BZL FOG LP                        UNITED STATES 0.01%
BSE FOG LP                        UNITED STATES 0.01%
CVR ASY RV O/S MIR MTNG HLE       UNITED STATES 0.01%
BOLT/WSHR-ATT OILPAN B109,C178    UNITED STATES 0.01%
CVR ASY FRT ST C/A/R BRKT(RH)     UNITED STATES 0.01%
CVR ASY RR HI MT LP               UNITED STATES 0.01%
BEARING-CONVERTER                 UNITED STATES 0.01%
INS ASY-RR SHK ABS UPR MTG        UNITED STATES 0.01%
PNL ASY I/PNL FIN END LH          UNITED STATES 0.01%
HOS ASY W/WSHR TO NOZ             UNITED STATES 0.01%
NUT U SPG M10X4.8-5 DUAL PTM SPL  UNITED STATES 0.01%
SHLD FRT FNDR APR                 UNITED STATES 0.01%
WASHER-IMPELLER THRUST            UNITED STATES 0.01%
FILL I/PNL LWR FIN PNL            UNITED STATES 0.01%
INNER RACE BLANK-1" STATOR REACTOR UNITED STATES 0.01%
SHLD-RR SHK ABS RH                UNITED STATES 0.01%
BOLT&RET M10X32 HF HX SPL 10      UNITED STATES 0.01%
NUT&RET M12X60 HX PTM DUAL        UNITED STATES 0.01%
REINF FRT DR I/S PNL @ BEL(RH)    UNITED STATES 0.01%
REINF FRT DR I/S PNL @ BEL LH     UNITED STATES 0.01%
DIP STICK- P356 3V                UNITED STATES 0.01%
SWITCH-OIL PRESS SENDER -6.8L     UNITED STATES 0.01%
WASHER-REACTOR THRUST (PHENOLIC)  UNITED STATES 0.01%
BRG CSFT MN LWR GR 2 - T/TH COUNT UNITED STATES 0.01%
SHLD-STNG GR SHFT U/JT            UNITED STATES 0.01%
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WSHR HGE DR                       UNITED STATES 0.01%
SNAP RING-CENTER SUPPORT          UNITED STATES 0.01%
BOLT M16X136 HF 10                UNITED STATES 0.01%
INS ASY FRT BDY PLR SND           UNITED STATES 0.01%
INS ASY FRT BDY PLR SND           UNITED STATES 0.01%
PLT ASY FRT FLR PAN ACC HLE CVR   UNITED STATES 0.01%
RET FRT STAB BAR TO AX            UNITED STATES 0.01%
BRKT FRT LIC PLT MTNG             UNITED STATES 0.01%
BEARING & RACE ASY-LOW REVERSE    UNITED STATES 0.01%
NUT&WSHR M14 HX CON PTM 10        UNITED STATES 0.01%
RTNR-V/SPRING V8/V10 3V           UNITED STATES 0.01%
RTNR-V/SPRING V8/V10 3V           UNITED STATES 0.01%
BOLT 3/8-24X1.12 HEX HD DR        UNITED STATES 0.01%
TRANSMISSION FLUID                UNITED STATES 0.01%
THRUST WASHER-UPPER (T/TH COUNT)  UNITED STATES 0.01%
INS ASY STAB BAR                  UNITED STATES 0.01%
BEARING ASY-O/DRV TO CARRIER      UNITED STATES 0.01%
NUT&RET M16 HF PTM 10             UNITED STATES 0.01%
REINF FLR PAN FRT L/H             UNITED STATES 0.01%
W/S DR FRT                        UNITED STATES 0.01%
W/S DR FRT LH                     UNITED STATES 0.01%
RET BDY SD RR CNR TR PNL UPR(RH)  UNITED STATES 0.01%
RET BDY SD RR CNR TR PNL UPR(LH)  UNITED STATES 0.01%
BOLT M16X136 HF 10                UNITED STATES 0.01%
RET ASY FRT SUSP ARM LH           UNITED STATES 0.01%
SHLD ASY FRT FNDR SPLS RR UPR     UNITED STATES 0.01%
WASHER-FWD PLANET GEAR            UNITED STATES 0.01%
REINF ASY HOD INR PNL @ HGE LH    UNITED STATES 0.01%
REINF ASY HOD INR PNL @ HGE       UNITED STATES 0.01%
NUT&WSHR M12 HF PTP CON 10        UNITED STATES 0.01%
TUB ASY-ENG AIR INTK RSON INLT    UNITED STATES 0.01%
SEAL-CR/SHAFT FRT OIL    D087     UNITED STATES 0.01%
NUT BRKT TO FR                    UNITED STATES 0.01%
WASHER-OVERDRIVE PLANET GEAR      UNITED STATES 0.01%
SHROUD STEEL-12" TURBINE/IMPELLER UNITED STATES 0.01%
REINF HOD INR PNL @ LK            UNITED STATES 0.01%
BOLT- IAFM(9Y451) TO 6049         UNITED STATES 0.01%
NUT&RET M14 HF PTP 10             UNITED STATES 0.01%
REINF HOD LFT                     UNITED STATES 0.01%
PNL ASY AUX ST CSHN FLR(CLOSEOUT) UNITED STATES 0.01%
BOLT M14X50 HF PIL 10             UNITED STATES 0.01%
REINF - HOOD OTR PNL              UNITED STATES 0.01%
BRKT I/PNL BRA                    UNITED STATES 0.01%
BOLT M12X35 HF NP PTP 10          UNITED STATES 0.01%
HNDL ASY FRT ST BK ADJ(RH)        UNITED STATES 0.01%
HNDL ASY FRT ST BK ADJ(LH)        UNITED STATES 0.01%
BOLT M20X100 HF PIL 10            UNITED STATES 0.01%
BOLT M12X40 HF NP 10              UNITED STATES 0.01%
BRKT-TRANS K/DWN CA               UNITED STATES 0.01%
SPRING & RETAINER ASY-REVERSE CLT UNITED STATES 0.01%
SHLD WIR                          UNITED STATES 0.01%
SLINGER-CR/SHFT RR OIL   B129     UNITED STATES 0.01%
BRG/RACE ASY SUN GEAR             UNITED STATES 0.01%
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REINF ROOF PANEL                  UNITED STATES 0.01%
REINF FRT DR O/S PNL @ BEL RH     UNITED STATES 0.01%
REINF FRT DR O/S PNL @ BEL LH     UNITED STATES 0.01%
TUBE-OIL STUB                     UNITED STATES 0.01%
BRG CSHAFT MN UPR GR 2- T/TH COUNT UNITED STATES 0.01%
DECAL PASS WRNG                   UNITED STATES 0.01%
SE FRT BDY LWR PLR REINF          UNITED STATES 0.01%
STUD- 6C086 TO 6049               UNITED STATES 0.01%
TUBE ASSY-HEATER WATER    A129    UNITED STATES 0.01%
BLACK FLR PAN SEALER PATCH        UNITED STATES 0.01%
WHEEL WELL BLACKOUT COATING       UNITED STATES 0.01%
PLUG BUTTON 1.50 DIA              UNITED STATES 0.01%
NUT M18X2.5 HEX FLNG P/T          UNITED STATES 0.00%
CVR ASY BDY BLT                   UNITED STATES 0.00%
SE W/SHLD HDR                     UNITED STATES 0.00%
CVR FS PNL                        UNITED STATES 0.00%
REINF FLR PAN FRT R/H             UNITED STATES 0.00%
WASHER-CONVERTER CLT THRUST       UNITED STATES 0.00%
STUD-9430/31 TO 6049 3V:HD/CAM    UNITED STATES 0.00%
STUD-9430/31 TO 6049 3V:HD/CAM    UNITED STATES 0.00%
SHLD FRT FNDR APR LH              UNITED STATES 0.00%
NUT THIN M30X1.5 HX ADH 04        UNITED STATES 0.00%
STP ASY BDY SD DR UPR TCK         UNITED STATES 0.00%
2X2 WHITE SEALER PATCH            UNITED STATES 0.00%
INS CWL SD TR PNL SND             UNITED STATES 0.00%
INS CWL SD TR PNL SND             UNITED STATES 0.00%
RETURN SPRING - COAST CLT         UNITED STATES 0.00%
PLT ADH STRUC LH                  UNITED STATES 0.00%
WASHER-REVERSE PLANET GEAR THRUST UNITED STATES 0.00%
SUPT ASY FRT ST BK                UNITED STATES 0.00%
PLT ASY RR DR LAT STRKR           UNITED STATES 0.00%
BSHG-TRANS SUN GR                 UNITED STATES 0.00%
OIL FILLER PIPE 5.4L 3V           UNITED STATES 0.00%
FITTING- FUEL MANIFOLD 6.8L 3V    UNITED STATES 0.00%
SLV ASY FRT ST HD/RES GID ROD(RH) UNITED STATES 0.00%
SCREW&WSHR M8X30 HF CON 010       UNITED STATES 0.00%
SE I/PNL                          UNITED STATES 0.00%
BZL CTR ST BEL OPG                UNITED STATES 0.00%
REINF FRT ST SUPT TO FLR PAN      UNITED STATES 0.00%
NUT-EXH MFLDS TO 6049:D163/167    UNITED STATES 0.00%
NUT 12MM RND WLD PIL             8 UNITED STATES 0.00%
PLT ADH STRUC(RH)                 UNITED STATES 0.00%
CAP SC SHLD FRT ST                UNITED STATES 0.00%
BMPR HOD TO FNDR                  UNITED STATES 0.00%
BOLT-6C086 TO 6010 C166W/168W     UNITED STATES 0.00%
SCREW M10X45 PN TI PIL SHLDR 010  UNITED STATES 0.00%
SL FRT FLR CS #6 RR               UNITED STATES 0.00%
INS FRT FNDR SPLS SHLD            UNITED STATES 0.00%
SUPT ASY HOD BMPR                 UNITED STATES 0.00%
CVR BK PNL TR (CHLD TEATHER)      UNITED STATES 0.00%
SCREW&WSHR M12X37 HF CNE CON 010  UNITED STATES 0.00%
WINDSHIELD WASHER FLUID DILUTED, I UNITED STATES 0.00%
SE FRT BDY UPR PLR                UNITED STATES 0.00%
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SE FRT BDY UPR PLR LH             UNITED STATES 0.00%
SE CWL TOP INR PNL OPG CVR        UNITED STATES 0.00%
PERFORMANCE, SPRAYABLE COATING,   UNITED STATES 0.00%
SE ASY DR OPG UPR                 UNITED STATES 0.00%
SE ASY DR OPG UPR                 UNITED STATES 0.00%
STUD M8X17+M8X14 TE NP ADH 10     UNITED STATES 0.00%
PEENED GEAR-REV PLANET PINION     UNITED STATES 0.00%
SE FRT BDY LWR PLR                UNITED STATES 0.00%
SE FRT BDY LWR PLR LH             UNITED STATES 0.00%
INSRT CUP HLDR                    UNITED STATES 0.00%
INSRT CUP HLDR                    UNITED STATES 0.00%
BOLT M14X75 HF PIL 10             UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
FILL I/PNL LWR FIN PNL            UNITED STATES 0.00%
REINF ASST HNDL                   UNITED STATES 0.00%
REINF ASST HNDL                   UNITED STATES 0.00%
BZL ASY FRT ST CSHN SD SHLD       UNITED STATES 0.00%
BZL ASY FRT ST CSHN SD SHLD LH    UNITED STATES 0.00%
STUD M12X30+M12X25 TE PIL TFM 010 UNITED STATES 0.00%
FILL I/PNL LWR FIN PNL            UNITED STATES 0.00%
BOLT-OIL PAN                      UNITED STATES 0.00%
CTNR I/PNL STRG                   UNITED STATES 0.00%
BOLT M12 1.75 X 30 HEX FLG HD 9   UNITED STATES 0.00%
CAP ASY OIL FILL                  UNITED STATES 0.00%
SHLD FRT SUSP UPR ARM HT          UNITED STATES 0.00%
SPCR-TRANS LOW & REV GR           UNITED STATES 0.00%
BOLT&RET M10X32 HF HX SPL 10      UNITED STATES 0.00%
SC M8X1.25X23.5 HX FLNG SERR TAP  UNITED STATES 0.00%
CVR FRT ST TCK FRT SHLD(RH)       UNITED STATES 0.00%
CVR FRT ST TCK FRT SHLD LH        UNITED STATES 0.00%
SUN GEAR-FWD/REVERSE              UNITED STATES 0.00%
NUT&RETAINER-7/16-14 P/T U TYPE 5 UNITED STATES 0.00%
SE CWL SD INR PNL                 UNITED STATES 0.00%
WIR ASY SD AIR BAG JMPR           UNITED STATES 0.00%
SCREW&WSHR 6X20 HC PIL TFP TTH TH UNITED STATES 0.00%
BUMPER 24X47 CON ADJ              UNITED STATES 0.00%
CVR FNDR BLT                      UNITED STATES 0.00%
CVR FNDR BLT LH                   UNITED STATES 0.00%
COP PRI WIRE 25AWG                UNITED STATES 0.00%
SE ASY CWL TOP OTR @ CWL SD PNL   UNITED STATES 0.00%
SE ASY CWL TOP OTR @ CWL SD PNL LH UNITED STATES 0.00%
NUT M18 HF PTP 10                 UNITED STATES 0.00%
THRUST WASHER-LOWER (T/TH COUNT)  UNITED STATES 0.00%
INS ASY D/PNL HT                  UNITED STATES 0.00%
SCREW&WSHR M8X35 HF FL SPL 010    UNITED STATES 0.00%
BOLT M10X65 HF 8                  UNITED STATES 0.00%
BOLT&RET M8X25 WA PIL SQ SHLDR    UNITED STATES 0.00%
PUMP SEAL-FRONT OIL               UNITED STATES 0.00%
SCREW&WSHR 6X20 HX PIL TFP FL TH  UNITED STATES 0.00%
RL RF SD FRT                      UNITED STATES 0.00%
RL RF SD FRT                      UNITED STATES 0.00%
SEAL-FWD CLUTCH CYLINDER          UNITED STATES 0.00%
SE CWL SD INR PNL LH              UNITED STATES 0.00%
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GREASE FOR COP                    UNITED STATES 0.00%
SHORT BOLT-EXTENSION ASY          UNITED STATES 0.00%
CUP DR I/S HNDL                   UNITED STATES 0.00%
NUT STAMPED M6 HX SE              UNITED STATES 0.00%
GUIDE PLATE-PARK ROD              UNITED STATES 0.00%
SE-ENG ELETR CONTR                UNITED STATES 0.00%
BRG CSHAFT MN UPR GR 1- T/TH COUNT UNITED STATES 0.00%
SUPT I/PNL BRA                    UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
STUD 6C086 TO 6010 V8/V10 C172    UNITED STATES 0.00%
TERMINAL-SECONDARY (IGNITION)     UNITED STATES 0.00%
SE FRT BDY PLR                    UNITED STATES 0.00%
BRKT I/PNL TO CWL SD              UNITED STATES 0.00%
CAP CONN WIR ASY                  UNITED STATES 0.00%
PLT-FU/VPR STRG CNSTR C RET       UNITED STATES 0.00%
CIBA EPOXY-HARDENER-COP           UNITED STATES 0.00%
CVR-CONV HSG LWR                  UNITED STATES 0.00%
CVR FRT ST BK PVT SD INR(RH)      UNITED STATES 0.00%
SCR&WASH M8X1.25X33 HEX HD CTP PT UNITED STATES 0.00%
BOLT HOOK M6X163 8                UNITED STATES 0.00%
BRKT-RR LP MTNG                   UNITED STATES 0.00%
BRKT-RR LP MTNG                   UNITED STATES 0.00%
SCREW&WSHR M8X30.2 HF PIL 010     UNITED STATES 0.00%
SCREW&WSHR M8X30.2 HF PIL 010     UNITED STATES 0.00%
PAINT SOLVENTS                    UNITED STATES 0.00%
STOP ASY-W/S GLS                  UNITED STATES 0.00%
WHEEL/TIRE ASY LUBE               UNITED STATES 0.00%
RETAINER-PISTON PIN   ALL 6100    UNITED STATES 0.00%
STUD-CONVERTER DRIVE\WIDE BASE    UNITED STATES 0.00%
COVER-CYLINDER BLOCK OPENING      UNITED STATES 0.00%
HNDL ASY FRT ST BK ADJ            UNITED STATES 0.00%
GASKET-CASE VALVE BODY            UNITED STATES 0.00%
CLIP 14.7X6.5X2.5 PIP PSH IN PLA  UNITED STATES 0.00%
PLT-FLR PAN ACC HLE CVR           UNITED STATES 0.00%
CVR FRT ST BK PVT SD INR(LH)      UNITED STATES 0.00%
SOLID BOLT-CENTER SUPPORT         UNITED STATES 0.00%
NUT M20 HF PTM 10                 UNITED STATES 0.00%
CVR FRT ST TCK RR SHLD(RH)        UNITED STATES 0.00%
SCREW&WSHR M6X22 HC CA FL 010     UNITED STATES 0.00%
BLT ENG ELETR CONTR PROC CVR      UNITED STATES 0.00%
SCREW&WSHR 4.2X22 HX FL C TAP     UNITED STATES 0.00%
MAT CNSL STWG CMPT(ST BK)         UNITED STATES 0.00%
BOLT-LIFTING EYE 3V               UNITED STATES 0.00%
STUD&WSHR M8X24 HX BALL FL 010    UNITED STATES 0.00%
CVR I/PNL CTR                     UNITED STATES 0.00%
STUD&WSHR M8X21 HX PIL BALL FL 010 UNITED STATES 0.00%
SE DR I/S PNL                     UNITED STATES 0.00%
CTNR I/PNL STRG                   UNITED STATES 0.00%
STUD - ATT OFA                    UNITED STATES 0.00%
SPG-FU/VPR INR                    UNITED STATES 0.00%
BOLT M8X26.5 HF NP SHLDR 10       UNITED STATES 0.00%
KEY-V/SPRING V8/V10 3V            UNITED STATES 0.00%
KEY-V/SPRING V8/V10 3V            UNITED STATES 0.00%
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BOLT M8X31 RC TI CTP ADH 10       UNITED STATES 0.00%
LONG BOLT-SOLENOID BODY TO CASE   UNITED STATES 0.00%
BRG CSFT MN LWR GR1 - T/TH COUNT  UNITED STATES 0.00%
NUT&WSHR M6 HX FL PTM 8           UNITED STATES 0.00%
PIN-DOWEL HOLLOW  6375 TO 6010    UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
NUT M12 HF PTP 10                 UNITED STATES 0.00%
BATTERY TRAY BRKT BOLT            UNITED STATES 0.00%
BOLT M12X1.75X33 TWELVE PT PIL 12 UNITED STATES 0.00%
BOBBIN-IGN. COIL PRIMARY          UNITED STATES 0.00%
BOLT-ATT CAM SPOCKETS             UNITED STATES 0.00%
SPRING-STATOR REACTOR             UNITED STATES 0.00%
BOLT/WSHR-8501 TO 6010    D103    UNITED STATES 0.00%
BOLT-6375 TO 6303-A/T B137/143    UNITED STATES 0.00%
SPCR-6622 TO 6K258 STUD           UNITED STATES 0.00%
CAP CONN WIR ASY                  UNITED STATES 0.00%
CVR FRT ST TCK RR SHLD(LH)        UNITED STATES 0.00%
BOLT M14X45 HF PIL 10             UNITED STATES 0.00%
VEN RR AX HSG                     UNITED STATES 0.00%
SCREW M12X25 HF 010               UNITED STATES 0.00%
RL RF SD INR-FSERIES HVY TRK      UNITED STATES 0.00%
RL RF SD INR-FSERIES HVY TRK      UNITED STATES 0.00%
RET SPG 9/16 DRILLED SHAFT        UNITED STATES 0.00%
REACTOR ROLLER-OVERRUNNING CLT    UNITED STATES 0.00%
GASKET-OIL PUMP                   UNITED STATES 0.00%
CAP CONN WIR ASY                  UNITED STATES 0.00%
CLP-FU/FLTR TUB SUPT              UNITED STATES 0.00%
BOND ASSY-RADIO FREQ INTF SUPPRESS UNITED STATES 0.00%
BOLT M12X75 HF 10                 UNITED STATES 0.00%
SLV ASY-FU/VPR STRG CNSTR PRG INLT UNITED STATES 0.00%
STRAP 200MM BUNDLING ADJUSTABLE   UNITED STATES 0.00%
VENT ASSEMBLY CASE                UNITED STATES 0.00%
CVR SC FRT DR TR PNL              UNITED STATES 0.00%
BOLT&WSHR M8X28 HF NP FL 10       UNITED STATES 0.00%
WASHER-CENTER SUPPORT THRUST      UNITED STATES 0.00%
BEARING & RACE-CENTER SUPPORT     UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
DECAL SAF STD CERT                UNITED STATES 0.00%
NUT M14 HF PTM 10                 UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
2 TANG FLAT RING                  UNITED STATES 0.00%
SCREW&WSHR 1/2-13X1.25 HEX FLNG HD UNITED STATES 0.00%
NUT M8 HF RING 10                 UNITED STATES 0.00%
PIN-PARK PAWL SHAFT               UNITED STATES 0.00%
STUD M6X27+M6X13 TE PTC TFM 010   UNITED STATES 0.00%
ABUTMENT-PARK PAWL ACTUATOR       UNITED STATES 0.00%
REINF FRT DR O/S PNL RR RH        UNITED STATES 0.00%
REINF FRT DR O/S PNL RR LH        UNITED STATES 0.00%
BOLT & WASHER-COAST CLUTCH HUB    UNITED STATES 0.00%
NATURAL LUBE DAM-GAS FWD CARRIER  UNITED STATES 0.00%
NUT M10 HF PTM 8                  UNITED STATES 0.00%
BOLT M10 - 1.50 X 75 HEX FLG HD 9 UNITED STATES 0.00%
BOLT/WAS- 9F792 TO INT            UNITED STATES 0.00%
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NUT WELD 6MM RD 8                 UNITED STATES 0.00%
BOLT 7/16-14X1.38 HEX FLNG PIL 5  UNITED STATES 0.00%
PIN-DOWEL 6C086/6K318 TO BLOCK    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
SCREW M10X25 HF 010               UNITED STATES 0.00%
PLUG (FT CVR CAM SENSOR SEAL)V10  UNITED STATES 0.00%
PLUG-CUP STNLS STEEL 6010/6049    UNITED STATES 0.00%
INS BDY SD PLR                    UNITED STATES 0.00%
RIVET PUSH PIN 10.25X7.2-7.6 PLA  UNITED STATES 0.00%
BOLT-12A366 TO 9424 2V3V          UNITED STATES 0.00%
COMPRESSION PLATE                 UNITED STATES 0.00%
BOLT 3A696 TO 6049/6C086  D022    UNITED STATES 0.00%
BOLT&WSHR M6X8 HF PIL PTM PTC CON UNITED STATES 0.00%
LONG BOLT-EXTENSION ASY           UNITED STATES 0.00%
ADHESIVE EPOXY WELDABLE, THERMAL C UNITED STATES 0.00%
CVR ASY I/PNL UPR                 UNITED STATES 0.00%
CVR ASY I/PNL UPR                 UNITED STATES 0.00%
BSHG MOD ENG CMPT LH              UNITED STATES 0.00%
TUBE-9/32 ID E9DM-VAC             UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
SCREW&WSHR MR6X28 HF SEH CON 010  UNITED STATES 0.00%
S/WSH-B77,101,D29R,93L,107,155    UNITED STATES 0.00%
WELDWIRE-SEAM WELDER .045 @1000#  UNITED STATES 0.00%
BOLT M6X20 WELD PIL  4            UNITED STATES 0.00%
PIN-DOWEL  ALIGNS GUIDE TO BLK    UNITED STATES 0.00%
BOLT&WSHR M6X14 HX CTP FL ADH 8   UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/T          UNITED STATES 0.00%
REINF CWL TOP INR PNL LH          UNITED STATES 0.00%
WASHER-4X4 PARK GEAR              UNITED STATES 0.00%
SCREW&WSHR M6X20 HF CON 010       UNITED STATES 0.00%
BOLT M10X28 HF PIL ADH 10         UNITED STATES 0.00%
SHLD A/C EVP DRN PAN WTR          UNITED STATES 0.00%
STAKE PIN-PLANET CARRIER          UNITED STATES 0.00%
CTNR-LIC PLT HDW                  UNITED STATES 0.00%
LAT ASY HOS TO TUB TRANS OIL COOL UNITED STATES 0.00%
NUT M16 X 2.0 HEX LOCK P/T 9      UNITED STATES 0.00%
BOLT M6X8.2 PC TI CTP ADH 10      UNITED STATES 0.00%
WASHER 10.2X15X1.2 FL COPPER      UNITED STATES 0.00%
24.5 RUBBER PLUG                  UNITED STATES 0.00%
BLT-TENSNR'S TO 6049 C130/138  ALL UNITED STATES 0.00%
BOLT&WSHR M6X18 HX CTP 10         UNITED STATES 0.00%
FLTR FU/VPR STRG CNSTR            UNITED STATES 0.00%
NUT-M8X1.25 PIERCE               9 UNITED STATES 0.00%
SCREW&WSHR M6X24 HX CON PTC 010   UNITED STATES 0.00%
BOLT&WSHR M6X30 HX PIL CON 8      UNITED STATES 0.00%
SCRW M4.2X19 TAP HEX WSHR H       UNITED STATES 0.00%
BOLT M8X25 PN TI PIL 8            UNITED STATES 0.00%
CVR-FU/VPR STRG CNSTR             UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
SE ASY FRT BDY UPR INR PLR        UNITED STATES 0.00%
BOLT - ATT - 6C260/1- TO HD       UNITED STATES 0.00%
BRGCSHT MN INTRM UPR2 100%-T/TH CN UNITED STATES 0.00%
NUT M8 HF PTM 8                   UNITED STATES 0.00%
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WASHER-FWD CLT HUB                UNITED STATES 0.00%
CLIP 6.5X10.2X4.2 PIP PSH IN PLA  UNITED STATES 0.00%
SCREW M6X20 HF ADH PTC 010        UNITED STATES 0.00%
SCREW&WSHR M6X35 HX CON 010       UNITED STATES 0.00%
HOSECLAMP WORM 18-52X12 SS        UNITED STATES 0.00%
GROMMET ISLT LH                   UNITED STATES 0.00%
NUT & WASHER M8 X 1.25 HEX        UNITED STATES 0.00%
BLT ASY-TRANS BREA (AT OUPUT FLNG) UNITED STATES 0.00%
BOLT-6884 TO 6010/INT TO 6049     UNITED STATES 0.00%
ORIFICE-TRANS FILTER              UNITED STATES 0.00%
NUT&WASH M5 X0.8  HEX            9 UNITED STATES 0.00%
TERMINAL-PRIMARY (IGNITION)       UNITED STATES 0.00%
PLUG 32X0.8-4.5 RD PSH IN RBR     UNITED STATES 0.00%
STD-CRSHFT MN BR CAP-HOLE #419    UNITED STATES 0.00%
SCREW&WSHR M8X30.2 HF PIL 010     UNITED STATES 0.00%
NUT M10 HF 10                     UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
NUT&WSHR ASSY M12X1.75 HEX P/T    UNITED STATES 0.00%
NUT&RET U SPG M8 HF PTM 10        UNITED STATES 0.00%
CAP ENG SUPT                      UNITED STATES 0.00%
CLMP RAM A/INTK                   UNITED STATES 0.00%
GREASE LITHIUM COMPLEX SOAP-LUBE  UNITED STATES 0.00%
DECAL ENG EXH EMS IDENT           UNITED STATES 0.00%
NUT U SPG M6 PUSH ON              UNITED STATES 0.00%
CVR-HTR & A/C HSG RR              UNITED STATES 0.00%
RING-OVERDRIVE CLT RETAINING      UNITED STATES 0.00%
INS-A/CLNR SUPT                   UNITED STATES 0.00%
BOLT/WSHR-6M256 & H2O X-OVER  3V  UNITED STATES 0.00%
RET RF SD RL W/S RR               UNITED STATES 0.00%
RET RF SD RL W/S RR               UNITED STATES 0.00%
FEED BOLT-CENTER SUPPORT          UNITED STATES 0.00%
PLATE-VEH IDENT                   UNITED STATES 0.00%
BRKT FRT BRK ANTI/LK SNS WIR      UNITED STATES 0.00%
WASHER-CAM SPROCKET               UNITED STATES 0.00%
HOSECLAMP WORM 23-29X13.5 SS      UNITED STATES 0.00%
SCR/WSHR 8A528 TO 8501   E130W    UNITED STATES 0.00%
24.5 RUBBER PLUG                  UNITED STATES 0.00%
KEY-6306/16 TO 6303 :6303-OP10    UNITED STATES 0.00%
REINF ASY CWL SD PNL UPR          UNITED STATES 0.00%
WASHER-6316 DMPR TO 6303  D115    UNITED STATES 0.00%
SCREW&WSHR M6X20 HF PTC 010       UNITED STATES 0.00%
SCREW M6X17 HF SHLDR 010          UNITED STATES 0.00%
NUT M8 HF 10                      UNITED STATES 0.00%
REACTOR BAND                      UNITED STATES 0.00%
NUT U SPG M8 0.8-4.0 P/T          UNITED STATES 0.00%
NUT - 3/8 - 24 HEX LOCK           UNITED STATES 0.00%
SCREW&WSHR M6X20 HF PIL CON 010   UNITED STATES 0.00%
BOLT-6316 DAMPER TO 6303  D115    UNITED STATES 0.00%
BOLT M12X48 HF NP ADH 10          UNITED STATES 0.00%
NUT&WSHR 4.2 RE PUSH IN PLA       UNITED STATES 0.00%
BOLT- ATT BALANCE SHAFT CAP       UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
NUT&WASH M6X1.0 HEX               UNITED STATES 0.00%
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BLT/WSHR-19A216 TO 6C086  E555    UNITED STATES 0.00%
SCREW-PARK ROD GUIDE PLATE        UNITED STATES 0.00%
MAGNET - OIL PAN                  UNITED STATES 0.00%
STUD BOLT-EXTENSION               UNITED STATES 0.00%
VIN BAR CODE LABEL                UNITED STATES 0.00%
LABEL-INCOMPLETE VEHICLE          UNITED STATES 0.00%
PIPE PLUG - CASE                  UNITED STATES 0.00%
SCR&WSHR-M6X1X24.0 HEX HEAD       UNITED STATES 0.00%
GRILLE SCRIVETS                   UNITED STATES 0.00%
STUD/WSH - 6.8L INTAKE            UNITED STATES 0.00%
SCREW&WSHR M8X20 HX PIL 010       UNITED STATES 0.00%
HARD INNER RACE-1" 5R110          UNITED STATES 0.00%
SHORT BOLT-SOLENOID BODY TO CASE  UNITED STATES 0.00%
SE FRT DR OTR PNL                 UNITED STATES 0.00%
BOLT M8X25 HF NP 10               UNITED STATES 0.00%
PLUG BUTTON 1.00 DIA              UNITED STATES 0.00%
PLUG BUTTON 1.00 DIA              UNITED STATES 0.00%
PLUG-BUTTON 3/4 DIA               UNITED STATES 0.00%
SE ASY RF PNL                     UNITED STATES 0.00%
SCREW M6X19 HX PTC SERR 010       UNITED STATES 0.00%
PURP MURPLE,CLR,LUB,RBR HOSE&TUB  UNITED STATES 0.00%
NUT M10 HF PTP 10                 UNITED STATES 0.00%
PROT EDG(EPDM RUBBER 8" LONG)     UNITED STATES 0.00%
SCR&WASH M8X1.25X33 HEX HD CTP PT UNITED STATES 0.00%
RING-172.5 RET.INT.STYLE"2"       UNITED STATES 0.00%
FENDER SCREW-BODY SHOP            UNITED STATES 0.00%
PLUG BUTTON-25.0X31.0 OBLONG      UNITED STATES 0.00%
REINF ASY CWL SD PNL              UNITED STATES 0.00%
RETAINING RING-HUB & RING GEAR    UNITED STATES 0.00%
RETAINER RING-INPUT SHELL         UNITED STATES 0.00%
SCREW M10X20 HF 010               UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
SCREW M8X14 HF 010                UNITED STATES 0.00%
RING - COAST CLT SPRING RETAINER  UNITED STATES 0.00%
BOLT 3/8-16 X 1.03 HEX FLNG PLT   UNITED STATES 0.00%
SEAL-FRT BODY PLR                 UNITED STATES 0.00%
BOLT M8X35 HF PIL 8               UNITED STATES 0.00%
REINF ASY CWL SD PNL UPR          UNITED STATES 0.00%
SNAP RING-STATOR REACTOR          UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
RETAINER 14MM BH STL              UNITED STATES 0.00%
BOLT M8X1.25X20 WELD PIL          UNITED STATES 0.00%
SCREW M8X23 HF CA SERR 010        UNITED STATES 0.00%
SCREW&WSHR 6X20 HX PIL TFP FL TH  UNITED STATES 0.00%
NUT M16X1.5 HX STL                UNITED STATES 0.00%
NUT M12 HF PTM SPL                UNITED STATES 0.00%
BOLT&WSHR M8X27 HF PIL CON 8      UNITED STATES 0.00%
BOLT&WSHR M8X27 HF PIL CON 8      UNITED STATES 0.00%
CAP .38 ID PROTECTOR              UNITED STATES 0.00%
SCREW&WSHR M6X20 HF PTC 010       UNITED STATES 0.00%
SCREW&WSHR M6X20 HF PTC 010       UNITED STATES 0.00%
PLUG-PIPE  3/8   D115   E440      UNITED STATES 0.00%
STUD M8X30+M8X16 HF PIL SHLDR 8   UNITED STATES 0.00%
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CAP ASY-A/C CHG VLV               UNITED STATES 0.00%
BOLT-MODULAR STRAP (BLUE)         UNITED STATES 0.00%
TPE FRT BDY PLR SGT               UNITED STATES 0.00%
NUT M8 HF PTM 8                   UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
INS DR INR PNL SND LWR            UNITED STATES 0.00%
SCREW&WSHR M6X20 HF PIL CON 010   UNITED STATES 0.00%
SCREW&WSHR M6X20 HF PIL CON 010   UNITED STATES 0.00%
SNAP RING-O/DRV RING GEAR         UNITED STATES 0.00%
GREASE-LITHIUM-POLY               UNITED STATES 0.00%
BOLT- 12A699 TO 6010   C052       UNITED STATES 0.00%
WASHER 9.5X32.0X3.0 FLAT STEEL    UNITED STATES 0.00%
NUT-M6 PIERCE                     UNITED STATES 0.00%
BOLT M8X14 HEX FLNG NP          10 UNITED STATES 0.00%
ADHESIVE STRUTURAL IND. CURING    UNITED STATES 0.00%
PETROLATUM-IND  5LB CANS  A075    UNITED STATES 0.00%
SCR&WSHR M8X1.25X59 HEX PIL       UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
NUT EXP 4.2X6.3X6.3X0.7-1 PLA     UNITED STATES 0.00%
NUT&WSHR M6 HF PTP 8              UNITED STATES 0.00%
5R110 SNAP RING .067"- END STYLE 2 UNITED STATES 0.00%
CONNECTOR CAP-WHITE BULKHEAD      UNITED STATES 0.00%
NUT M8 HF PTM 10                  UNITED STATES 0.00%
BOLT-MAIN CNTRL/ACCMLT TO CASE    UNITED STATES 0.00%
PLUG - LUBRICATION                UNITED STATES 0.00%
COVER-IGNITION COIL               UNITED STATES 0.00%
NUT-M12 ROUND WELD                UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
SCREW&WASH M6X1.0X33.5 HX HD PIL  UNITED STATES 0.00%
SCREW M10X25 HF 010               UNITED STATES 0.00%
SCREW M10X25 HF 010               UNITED STATES 0.00%
SE FRT BDY UPR PLR                UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
WHITE LASER TAG-TRANS IDENT.      UNITED STATES 0.00%
LABEL-ENGINE CODE INFO    D063    UNITED STATES 0.00%
SC CNSTR FU/VPR TO BRKT           UNITED STATES 0.00%
SCREW&WSHR M6X20 HF GND SPL 010   UNITED STATES 0.00%
BOLT M10X33 HF PIL ADH 10         UNITED STATES 0.00%
SCREW M5X16 HF -0-                UNITED STATES 0.00%
SCR M8 X1.25X25 HEX WASH TAP      UNITED STATES 0.00%
SE BDY SD DR I/S PNL UPR          UNITED STATES 0.00%
SCREW 4.2X19 PC PZ C TAP          UNITED STATES 0.00%
NUT & WASH - M8 X 1.25 HEX P/C    UNITED STATES 0.00%
BOLT/WSH-ATT WTR O/LET 3V 2005    UNITED STATES 0.00%
LBL CUST INFO                     UNITED STATES 0.00%
NUT 4.2 PTM PUSH ON               UNITED STATES 0.00%
TRIM PIN 12.5X3.2-5 NYL           UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
DECAL TIR INST                    UNITED STATES 0.00%
ADHESIVE, HEM FLANGE, STEEL BONDIN UNITED STATES 0.00%
SCREW&WSHR 8X32 HX CON TFM SPL    UNITED STATES 0.00%
RETAINING RING-HUB & RING GEAR    UNITED STATES 0.00%
SCREW M8X25 HF 010                UNITED STATES 0.00%
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SNAP RING-STATOR REACTOR          UNITED STATES 0.00%
RIVET 3/16X.31 BLIND              UNITED STATES 0.00%
BOLT   6621 TO 6010     A139      UNITED STATES 0.00%
DECAL-TIRE INSTRUCTIONS-ENGLISH   UNITED STATES 0.00%
NUT&WSHR ASSY M6X1 HEX (PNT SCRPR) UNITED STATES 0.00%
SEAL O-RING 8594 TO 9424 D027E    UNITED STATES 0.00%
NUT & WASH ASSY #1/4-20 HEX       UNITED STATES 0.00%
BOLT M10X1.5X35 HEX FLNG HD     10 UNITED STATES 0.00%
NUT M8 HF 8                       UNITED STATES 0.00%
INS BDY OPG SND                   UNITED STATES 0.00%
BRG CSHFT MN UPR GRD3 10%-T/TH CNT UNITED STATES 0.00%
SCREW&WSHR 4.2X22 HX FL C TAP     UNITED STATES 0.00%
CLIP 8X6.35X1.2-3.2 PIP PSH IN SPL UNITED STATES 0.00%
BOLT&WSHR M6X19 HX CTP CON 10     UNITED STATES 0.00%
RETAINER 16MM BH STL              UNITED STATES 0.00%
VIN LABEL                         UNITED STATES 0.00%
CLIP - 25MM WRAP AROUND           UNITED STATES 0.00%
NUT EXP M6X15X15X2.4 PLA          UNITED STATES 0.00%
NUT & WASH M4 X 0.7 HEX           UNITED STATES 0.00%
NUT 4.2X5.9X5.9X.76-.99 EXP PLAS  UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WASH FRT PMP SPT BLACK            UNITED STATES 0.00%
TAG-A/C REFRIG CHG                UNITED STATES 0.00%
NUT U SPG M6 0.8-4.0 P/TTRG       UNITED STATES 0.00%
BRG CSFT MN LWR GR3 10%-T/TH COUNT UNITED STATES 0.00%
40X1.46X12 TORX PAN SCREW         UNITED STATES 0.00%
BOLT-MULTI USE(SEE BELOW)D155/C124 UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
NUT U SPG M8X3.4-6.3 P/T          UNITED STATES 0.00%
SC 4.2X1.69X16 HEX FLNG SLF PIERC UNITED STATES 0.00%
BOLT-TSS & OSS                    UNITED STATES 0.00%
CVR RR FLR PNL                    UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
SCREW-PARK ABUTMENT               UNITED STATES 0.00%
NUT-M6 INSERT                     UNITED STATES 0.00%
CLEANER, GLASS, SILANE, NON-PHOTOC UNITED STATES 0.00%
NUT&WASHER  M8X1.25 HEX SERR      UNITED STATES 0.00%
NUT M12 HF PTM 10                 UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WASHER 8 X 30 X 2.25 FLAT HARDENED UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
SE CWL TOP OTR PNL END            UNITED STATES 0.00%
SCR & WASH M6 X 1.0 X 14 HEX HD   UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
CLIP 12.7 HOSE PUSH-ON MTL        UNITED STATES 0.00%
INS DR INR PNL SND UPR            UNITED STATES 0.00%
NUT-M6X25.6X4.8 ROUND WELD        UNITED STATES 0.00%
SCREW&WSHR 6X20 HX PIL TFP FL TH  UNITED STATES 0.00%
SCR-M4.2X1.41X16 HEX WSHR HD TAP  UNITED STATES 0.00%
PIN 3.2MM X 32 COTTER EXTD PRG    UNITED STATES 0.00%
RND CLIP PDL BOX                  UNITED STATES 0.00%
RING-OVERDRIVE CLT RETAINING      UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
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SCRW M4.2X19 TAP HEX WSHR H       UNITED STATES 0.00%
DR FOAM BLOCK 3 1/2X1X3/4"        UNITED STATES 0.00%
NUT-M6 ROUND PROJECTION WELD      UNITED STATES 0.00%
PLT FRT DR WDO REG HNDLE          UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
DECAL-VEH NSE EMS CONTR           UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
BOLT-6622 TO N806180-S  B75,77    UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
NUT EXP 4.2X6.3X6.3X0.7-1 PLA     UNITED STATES 0.00%
TUBE-VENT-NYLON                   UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
5R110 SNAP RING .076"-END STYLE 3 UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
SCREW M6X25 HF 010                UNITED STATES 0.00%
LBL W/SHLD                        UNITED STATES 0.00%
NUT&WSHR M6 HX CON PTC 8          UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
COOLER CONNECTOR CAP-GREEN OIL    UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
CAP-CONVERTER HUB PAPER           UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
TRIM PIN 12.5X3.2-5 NYL           UNITED STATES 0.00%
PLUG BUTTON 25.4X19.1             UNITED STATES 0.00%
PLUG BUTTON 25.4X19.1             UNITED STATES 0.00%
CAP .31 ID PROTECTOR              UNITED STATES 0.00%
GREASE-FLUORINATED LUBRICANT      UNITED STATES 0.00%
SPCR-BRK MSTR CYL P/RD            UNITED STATES 0.00%
BOLT-6621 & 6B274 TO 6010 C122    UNITED STATES 0.00%
NUT M6X1.0  U                     UNITED STATES 0.00%
BOLT M8X20 HF 10                  UNITED STATES 0.00%
BOLT M6X14 HF PIL 8               UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
SCREW M6X14 HEX FLNG T/R       010 UNITED STATES 0.00%
SCREW M6X14 HEX FLNG T/R       010 UNITED STATES 0.00%
BRG CSFT MN INTERM UPR1 10%-T/TH C UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
NUT-8MM NYLON INSERT              UNITED STATES 0.00%
NUT-6884 TO RR 6010     C029      UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
BOLT-TRS & TSS/OSS                UNITED STATES 0.00%
TRIM PIN 7X1.5-32 NYL             UNITED STATES 0.00%
ASY AID LFT/GT GL                 UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
BOLT M8X20 HF PIL ADH 8           UNITED STATES 0.00%
PLUG-BUTTON 3/4 DIA               UNITED STATES 0.00%
PLUG-BUTTON 3/4 DIA               UNITED STATES 0.00%
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SPRING-PARK PAWL                  UNITED STATES 0.00%
PIN 6.5MMX16.7 PUSH NYLON         UNITED STATES 0.00%
BOLT-ATT 6K873 TO 6049 5.4 3V H567 UNITED STATES 0.00%
SCR & WASH 5/16 - 18 X 0.62 HEX HD UNITED STATES 0.00%
RING DIR CL PST RET               UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
SCREW - #8-32 X 0.62 OVAL HD T/R  UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
SPEED SENSOR CAP-BLUE TSS/ISS     UNITED STATES 0.00%
PIN 6.35X16.7 PUSH NYLON SP       UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
SPEED SENSOR CAP-GREEN OSS        UNITED STATES 0.00%
PIN .28X.8 PUSH NYLON             UNITED STATES 0.00%
NUT-SHIPPING                      UNITED STATES 0.00%
BOLT - ATT BVES VALVE 2011        UNITED STATES 0.00%
OIL ENGINE, API SG, SAE 50 ASSEMBL UNITED STATES 0.00%
OIL ENGINE, API SG, SAE 50 ASSEMBL UNITED STATES 0.00%
LUBRICANT -RUBBER GROMMET         UNITED STATES 0.00%
PUSH-PIN                          UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
RET RIV                           UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
ORANGE CAP- OIL FILL CAP          UNITED STATES 0.00%
LBL-FU TNK IDENT                  UNITED STATES 0.00%
GREASE CORROSION CONTROL LUBRICANT UNITED STATES 0.00%
PIN 6.35X16.7 PUSH NYLON SP       UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
BSHG-BRK MSTR CYL P/RD            UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
SC4.2X19 HEX CLLR TAP SER PIL     UNITED STATES 0.00%
BAL WEIGHT-.071 X .937 WIDE @ 58KG UNITED STATES 0.00%
SHEET METAL PROTECTOR EDG         UNITED STATES 0.00%
RIVET BLIND 6.6X12.7 STL          UNITED STATES 0.00%
DECAL FAN WARNING                 UNITED STATES 0.00%
RIVET 1/8X.25 BLIND SPL HD        UNITED STATES 0.00%
NUT-TAG IDENTIFICATION            UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
CAP 11.1X25.4 PUSH ON PLA         UNITED STATES 0.00%
OIL ENGINE, API SG, SAE 50 ASSEMBL UNITED STATES 0.00%
BALANCE WGT .029X.560 WIDE @ 52KG UNITED STATES 0.00%
KIT HDW ENG COOL MOD              UNITED STATES 0.00%
KIT HDW I/PNL                     UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WELDWIRE-REACTOR BAND.035 DIA @30# UNITED STATES 0.00%
LUB-SYN RBR 1# JARS TOX#044089    UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
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5R110 SNAP RING .085"-END STYLE 1 UNITED STATES 0.00%
5R110 SNAP RING .058"-END STYLE 5 UNITED STATES 0.00%
ADHESIVE EPOXY BASED STRUCTURAL, H UNITED STATES 0.00%
SEALER, VINYL BASED SELF LEVELING, UNITED STATES 0.00%
LUBRICANT, SYNTHETIC RUBBER       UNITED STATES 0.00%
PERFORMANCE, SPRAYABLE COATING, AC UNITED STATES 0.00%
TRANSMISSION FLUID                UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
WT WHL BAL                        UNITED STATES 0.00%
BOLT 7/16-14X1.25 HEX FLG HD     5 UNITED STATES 0.00%
TRANSMISSION FLUID                UNITED STATES 0.00%
SE ASY FRT BDY PLR @ BEL          UNITED STATES 0.00%
RING-FWD/DIRECT CLT RETAINING     UNITED STATES 0.00%
LUB-SURFACTANT(MERPOL)E190/230    UNITED STATES 0.00%
BRGCSHFT MN INTRM UPR3 10%-T/TH CN UNITED STATES 0.00%

US Vehicle Content 85.16%

Foreign Vehicle Content 14.84%
US Vehicle Content 85.16%
Total Vehicle Content 100.00%

Assumptions
*  Non-Ford manufacturing facilities are noted.
*  Percentages include prorated direct assembly labour, engineering costs, overhead, other costs, and profit.
*  Component material costs based on 2016 Bill of Material.
*  Costs are for vehicles pertaining to Starcraft Bus, div. Forest River, Inc. request. Content for other F-series O8500
    vehicles could be different.
* F-series O8500 Vehicles are assembled at Kentucky Truck plant, USA

This document may contain confidential business information. It is being supplied with the understanding that it will not
be released to third parties, and that it will be used solely for the purpose of complying with the Buy America requirements 
 of federal law or other applicable content requirements.
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BUY AMERICA CERTIFICATION STATEMENT 

CERTIFICATE OF COMPLIANCE WITH 

SECTION 165 (b) (3) 

The Surface Transportation Assistance Act of 1982, as amended 
and the regulations of 49 C.F.R.  661.11 

 

Freedman Seating Company hereby certifies that it complies with the 
requirements of section 165(b)(3), of the Surface Transportation Assistance Act 
of 1982, as amended, and the regulations of 49 CFR 661.11. 
 
 

Freedman Feather Weight Seats Country of Origin 
% 

Domestic 

   

   

TOTAL WEIGHTED DOMESTIC COST CONTENT USA 
Minimum 

70% 

 
The final assembly point location is 4545 W. Augusta Blvd. Chicago, IL  60651 
 
 
 

 
_____________________________________ 
                                 Authorized Signature 

 

Date: 6.6.16 

 

4545 WEST AUGUSTA BLVD • CHICAGO, IL  •  60651 
PHONE: 773-524-2440 •  FAX:  773-252-7450 
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1.  Purpose of Contract. 

This Contract (identified here and in the other documents as the “Contract”) provides for the procurement of Paratransit Vehicles 
with approved options for Commonwealth agencies and participating Local Public Procurement Units.  The Contract for these 
vehicles will incorporate Vehicle Delivery Requirements, in accordance with the Pennsylvania Commercial Item Description 
PCID-1067, PCID-1075 and PCID-1120, "Commonwealth of Pennsylvania, PCID-1067, PCID-1075, and PCID-1120 General 
Requirements for Delivery of Vehicles, most current version effective at the time and date of bid opening, is included as a part of 
this specification. 
 
2.  Acknowledgement of Order.  
The Supplier must acknowledge receipt of an order within ten (10) calendar days from the day the purchase order is issued to 
the Supplier. Supplier is responsible to provide anticipated delivery date on the acknowledgement.  In order to insure timely 
delivery, DGS and participating Local Public Procurement Units should follow up on orders if written acknowledgement is not 
received within ten (10) calendar days.  
 
3.  Delivery Time. 
Delivery time for Paratransit Vehicles is 150 calendar days. 
 
4.  Minimum/Maximum Number of Vehicles to be purchased.     
This contract allows for a minimum of 1 to a maximum of 500 paratransit vehicles to be purchased per contract year, including 
each one year contract renewal period. 
 
5.  Delay of Order:  
Should it be determined that the delivery date indicated on the acknowledgement of order will not be met, it is the supplier’s 
responsibility to provide notification, in writing, to the ordering agency, DGS Commodity Specialist, and PennDOT Bureau of 
Public Transportation, of the reasons for delay.  Such notification shall include documentation of any supply shortages, 
catastrophes, etc. causing the delay.  Such notification shall include the new anticipated delivery date.  Deliveries made outside 
the contracted delivery timeframe may be cause for liquidated damages. 

6.  Pick-up Site.   

The Supplier must have a site within the confines of the Commonwealth of Pennsylvania for Commonwealth agencies and 
participating Local Public Procurement Units to pick up their vehicle(s), rather than have the vehicle(s) delivered.  
 
7.  Pilot  Model. 
DGS reserves the right to require the successful bidder to make mutually agreeable arrangements to deliver a “pilot model” for 
initial inspection.  Pilot models(s) shall be delivered to the Department of General Services, Bureau of Vehicle Management, 
2221 Forster Street, Harrisburg, PA  17120 for inspection, testing and approval.  The remaining units shall not be delivered for 
inspection, testing and approval until after the pilot model has been accepted by DGS.   The remaining units shall fully meet the 
requirements of the specifications and must be indistinguishable from the approved pilot model.  The pilot model must meet all 
the mechanical requirements of the specifications.   
 
8. Business Meetings. 
CWOPA requires that the Supplier and Original Equipment Manufacturer (OEM) actively participate in Bi-Annual Business 
Review meetings with the CWOPA commodity manager and fleet manager to evaluate past performance, address any issues, 
discuss upcoming vehicle changes, identify additional cost savings opportunities, and report build-out dates.  CWOPA also 
requires that awarded suppliers attend a Contract Implementation meeting to discuss supplier requirements 
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9. Quarterly Purchase Reporting 

Because most purchasers utilizing this statewide contract are COSTARS entities,  the Awarded Supplier(s) shall furnish quarterly 
Costars Reports.  Please utilize the following link to do so:    Department of General Services > Businesses > 
Materials & Services Procurement.  Statewide contract spend may be monitored using the Commonwealth’s 
procurement system, or special requests from the Commodity Specialist to the supplier. 

10.  Owner’s Manuals. 
The Supplier(s) shall supply the appropriate Departmental Transportation Director and DGS’s, Bureau of Vehicle Management, 
one (1) copy of the Manufacturer's Owner’s Manual(s) for each model vehicle awarded. Each vehicle shall include a copy of the 
Manufacturer's Service and Warranty Policy with all warranty verification vouchers, certificates, and/or coupons. 

11.  Taxes.   
All participating Local Public Procurement Units will be required to indicate on their purchase orders the Internal Revenue 
Service Registration Number for exemption from Federal Excise Tax, if applicable. 
 
12.  Graphics  
The use of third party vendors is authorized for the installation of vinyl graphics and two-way radios. 
 
13.  Change Notices 
In order to facilitate the ordering of a vehicle built to Specification or to allow for minor changes in specification to meet agency 
needs, the ordering unit may agree to specification changes up-to and including $10,000.00. Changes shall be noted on the PO 
header or line item text and the PO shall reflect the adjusted Price.  
 
14.  Solicitation Questions 
Solicitations are available for 3 weeks in the PA Supplier Portal.  All questions must be submitted no later than five (5) working 
days after bid start date which is 12/21/2016.  Questions will not be accepted after the 5th day of the solicitation start date.  This 
verbiage replaces Section 1.4 IFB-009.1 Questions (February 2012) of the contract terms and conditions. 
 
15. Approved Equal 
Requests for approved equals must be submitted in writing during the bid Solicitation Questions period.  Requests will not be 
accepted after the 5th day of the solicitation start date. 
 
16. Altoona Test Report 
All models being bid must be Altoona tested.  Documentation must be submitted with bid. 
 
17.  Dealer warranty work locations 
A list of warranty service locations that can honor warranty and standard repairs must be submitted with your bid.   
  
18.  Group Awards 
If you cannot bid all items within a group you will not be considered for an award.  No charge for any items shall be specified “No 
Charge” on that line item.  Zeros shall not be used for pricing on the bid sheet. 
 
 
Inquiries: 
 
Direct all questions to: Alfonzo J. Robinson 

Department of General Services 
Bureau of Procurement 
555 Walnut Street, 6th Floor Forum Place,  
Harrisburg, PA.  17101-1914 
Telephone:  717-346-8181 
Fax:  717-783-6241 
Email:  arobinson@pa.gov  

http://www.dgs.pa.gov/Pages/default.aspx
http://www.dgs.pa.gov/Businesses/Pages/default.aspx
http://www.dgs.pa.gov/Businesses/Materials%20and%20Services%20Procurement/Pages/default.aspx
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General Requirements for Delivery of Vehicles 
(This item description supersedes PCID 1067, effective July 21, 2008) 

  
PCID NO.  1067 
Eff.  4/12/11 
 
The following delivery requirements shall apply to the vehicle as specified by the ordering agency.  These requirements 
are in addition to, but not limited to, the vehicle specification provided as part of the solicitation document.  Unless 
otherwise noted on the request for proposals or invitation for bids, deliveries shall be made to the Department of 
General Services (DGS), Commonwealth Garage, 22nd and Forster Streets, Harrisburg, Pennsylvania, phone (717) 
787-4252. 
 
NOTE:  Deliveries for the Department of Transportation (PennDOT) shall be made to the PennDOT Equipment 
Division, headquartered in Harrisburg, Pennsylvania, phone (717) 787-2123.  Deliveries for the Pennsylvania State 
Police (PSP) shall be made to the PSP Transportation Division headquartered in Harrisburg, Pennsylvania, phone 
(717) 787-1318. 
 
1.0  GENERAL REQUIREMENTS SECTION 
 
1.1 The vehicle Manufacturer's model name and/or model number shall be indicated on a decal affixed inside the  
door. 
 
1.2   Standard solid exterior colors with standard interior trim shall be selected after the award is made unless 
otherwise indicated in the proposal. 
     
1.3   Tire size and type shall be original equipment brand or as indicated in the proposal or specification sheet.  Tire 
inflation monitors shall be supplied as required by Federal Motor Vehicle Safety Standard (FMVSS) 138.    
 
1.4   All vehicles shall be new and of the model year indicated in the proposal. 
 
1.5  All vehicles shall include all genuine parts, accessories and equipment considered standard by the  
manufacturer for the vehicle offered by the supplier. 
 
1.6   All vehicles shall have a valid PA state inspection sticker and a valid PA emissions inspections sticker (for all 
vehicles subject to the PA I/M Program). NOTE: New or current model year vehicles with less than 5,000 miles, subject 
to the PA I/M program, must display a valid PA emissions inspection sticker with an exemption indicator.  All 
Pennsylvania state inspection requirements are the sole responsibility of the supplier. 
 
1.7   All vehicles shall have completed the manufacturers’ recommended pre-delivery service. 
 
1.8  All vehicles shall be clean, lubricated, serviced, fuel tank filled to full recommended capacity, all adjustments 
completed, all mechanical and electrical components fully functional and operational, and the vehicle will be “road 
ready” for immediate use.  
 
NOTE:  Supplier shall not remove the manufacturer’s MSRP (Monroney) sticker and/or dealer sticker  
price prior to delivery.  Stickers should be affixed to an interior surface of the vehicle window and legible from  
outside of the vehicle.  Stickers shall be easily removable without any permanent marking left on the glass.  Incomplete 
chassis shall have the sticker included loose with the delivery documents.      
          
1.9  All vehicles shall have appropriately placed decals or manuals indicating the types of required fuels or lubricants 
and the capacity of each fluid’s reservoir in accordance with the manufacturer’s recommendation. 
 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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1.10  All vehicles shall have permanent antifreeze in each vehicle to protect it at a level of  -35°F.   
1.11  All vehicles shall be free from all dealer signs/emblems. 
 
1.12  All vehicles shall have all required rust proofing applied to the exterior and underside of the vehicle.  No  
rustproofing compound can be on the personnel compartment’s items or the exterior of the body in unsightly or 
unintended areas. 
 
1.13 All vehicles shall include a copy of the manufacturer’s warranty and service policy with all warranty vouchers, 
certificates and coupons.   
 
1.14  Each vehicle shall include the proper forms to apply for Pennsylvania title and license including the original     
manufacturer's Statement of Origin signed by the dealer/supplier and notarized.  All title papers shall be properly 
executed and include PennDOT Form MV-1, Application for Title, which shall indicate the owner name and address as 
follows:  Pennsylvania Department of General Services, 2221 Forster Street, Harrisburg, Pa 17125.* 
 

*VEHICLES DELIVERED TO PA DEPT OF TRANSPOTATION SHALL BE TITLED ACCORDINGLY. 
 
1.15  At the time of vehicle delivery, the successful supplier shall furnish an original and three copies of the invoice 
which shall include the key number, vehicle color and Commonwealth purchase order number, contract number (if 
applicable) and indicate ordering agency.  To ensure prompt payment the dollar amount of the supplier’s invoice must 
match the purchase order amount. 
 
1.16  The successful supplier shall comply with the manufacturer's warranty, or authorize a qualified dealer in the 
locality in which the unit is assigned to do whatever is required to comply with the manufacturer's warranty. 
 
1.17  The successful supplier shall submit at least two (2) copies of all service/technical bulletins, recall notices, etc. to 
the Director, Bureau of Vehicle Management, Department of General Services, 2221 Forster Street, Harrisburg, 
Pennsylvania 17125.  These documents shall be submitted on a continual basis to keep the Bureau of Vehicle 
Management informed regarding improvements, changes and/or problems concerning Commonwealth owned vehicles 
and their component parts. 
 
1.18  The Department of General Services, Bureau of Vehicle Management, will inspect all vehicles prior to 
acceptance.  It will be the responsibility of the supplier to remove any vehicle rejected by the Bureau of Vehicle 
Management within two (2) working days after notification, and return the vehicle to the Commonwealth Garage upon 
correction of deficiencies.  Date in service will be the date the vehicle is accepted by the Commonwealth, not the date 
of delivery. 
 
1.19  The Commonwealth disclaims any liability for damage to vehicles not unconditionally accepted by the 
Commonwealth. 
 
1.20  Unless otherwise indicated, all items requested in this specification which are listed in the manufacturer's 
specification book as standard or optional equipment shall be factory installed and operative.  Vehicles delivered to the 
Commonwealth in a condition considered to be below retail customer acceptance levels will not be accepted.  Items 
which determine this acceptance level shall include, but not be limited to, the general appearance of the interior and 
exterior of the vehicle for completeness and quality of workmanship, lubrication and fluid levels, with any leaks 
corrected, mechanical operation of the vehicle and all electrical components operational.  Allied equipment specified to 
be furnished and installed which is not available through the vehicle manufacturer shall conform to the best quality 
standards known to that particular industry, both product and installation. 
 
1.21  Trucks with snow plows being delivered to the Commonwealth Garage for inspection, are required to have the 
snow plow stored in the truck bed.  Failure to do so will show cause for rejection of inspection. 
 
1.22 All vehicle deliveries shall be coordinated through the DGS Bureau of Vehicle Management.  Suppliers shall call 
(717) 787-4252 for delivery schedule at least 48 hours in advance.  When vehicles are purchased by Pennsylvania 
State Police, the successful supplier shall call (717) 787-1318 (PSP).  When vehicles are purchased by Pennsylvania 
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Department of Transportation, the successful supplier shall call (717) 787-2123 (PennDOT) for information regarding 
invoicing and delivery. 
 
1.23 Vehicle Delivery:  Mileage limitations are placed upon vehicles delivered in accordance to these requirements as 
indicated below.  If the mileage upon delivery exceeds these limits, a credit of $5.00 per mile will be applied against the 
awarded supplier’s purchase order as damages and deducted at time of payment.  If the awarded supplier uses a 
towing device to tow another vehicle to the Commonwealth Garage for delivery, the towing device may not be attached 
in a way that holes are drilled in the bumpers of the vehicles being towed.  Drilling of holes in the vehicle bumpers is not 
permitted.  Any bumper damage caused by a towing device will be replaced by the awarded supplier at no charge to 
the Commonwealth.  If a vehicle is being towed by another vehicle, the vehicle being towed must have the drive shaft 
disconnected to eliminate unnecessary mileage. 
 
1.23.1  Class 1 to 3 factory completed vehicles:  mileage displayed on the vehicle odometer shall not exceed 400 miles.   
 
1.23.2 Class 2 to 5, factory incomplete vehicle:  mileage displayed on the vehicle odometer upon delivery with final 

stage manufacturer certification shall not exceed 1,000 miles.  
 
1.24  Pennsylvania Clean Vehicles Program Requirement:  Supplier is responsible to ensure that all supplied vehicles 
are compliant with all applicable Title 25 requirements (25 Pa. Code, Chapter 126, Subchapters D or E).  This 
compliance shall be evidenced on the manufacturer’s certificate of origin (MCO), or, alternatively, by submission of a 
completed MV-9.  If supplied vehicles are not compliant, they can not be titled in Pennsylvania and the delivering 
supplier shall be responsible to pick up and return the vehicle by replacing it with a California or “50-state” emissions 
certified vehicle that is compliant with all Title 25 requirements   
 
2.0  REQUIRED EQUIPMENT SECTION 
 
The following items shall be supplied on all vehicles as Minimum required equipment, unless otherwise superceded in 
the request for proposals or invitation for bids. 
 
2.1  Lug wrench on all trucks and jacks on trucks up to and including 10,000 lbs. GVWR. 
 
2.2  Air conditioning integral with the heater and defrosters. 
 
2.3  Dual electric intermittent windshield wipers.   
 
2.4  The rustproofing shall be factory or locally applied in compliance with Federal Standard 297A.  Warranty coupon 
for five (5) years, at no cost to the Commonwealth, shall be furnished with each vehicle*. 
 

* NOT APPLICABLE IF THE VEHICLE FURNISHED IS FACTORY WARRANTED AGAINST CORROSION FOR NOT LESS THAN 5 YEARS AT NO COST  TO THE 

COMMONWEALTH OF PENNSYLVANIA.  WARRANTY INDICATING COMPLIANCE IS REQUIRED WITH EACH VEHICLE. 
 
2.5  Emergency warning triangle kit (on vehicles with GVWR of 10,000 lbs. or higher; aftermarket installation if 
necessary). 
 
2.6  First aid kit, 10 person with mountable cabinet (on vehicles with GVWR of 10,000 lbs. or higher; aftermarket 
installation if necessary). 
 
2.7  Fire extinguisher, rechargeable, with vehicle mount, reference 2A:10B:C, 5 pound (on vehicles with GVWR of 
10,000 lbs. or higher; aftermarket installation if necessary). 
 
2.8 Powerport. 
 
2.9 Unless otherwise indicated on the purchase order, each vehicle shall be equipped with front and rear license 
plate holders with a minimum two license plate screws installed. 
 
2.10  Back-up alarm on all vehicles with GVWR of 10,000 lbs. or higher. 
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2.11 If a flexible fuel or an altenate fuel option is offered by the manufacturer, it shall be provided at no additional 
charge. 
 
 
 
 
3.0  MATERIAL MASTERS: No Material Masters established for this delivery PCID. 
 
 
Quality Assurance Specialist:  Gerald Grecek, CPPB 
 
Quality Assurance Manager:  Del Border   
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General Requirements PennDOT Vehicles/Equipment     PCID NO. 1075 
 

   
 

GENERAL REQUIREMENTS FOR BIDDING PennDOT VEHICLES/EQUIPMENT 
 

(This item description supersedes PCID No. 1075 eff. 3/9/11) 
PCID NO. 1075 
Eff. 12/7/11 
 
These General Requirements shall apply to all on-road and off-road vehicles, highway equipment, agricultural equipment 
and construction equipment, procured for use by the Department of Transportation, Commonwealth of Pennsylvania 
(PennDOT).  These requirements are in addition to any supplemental specifications identified in the invitation for bids.  
The following shall be considered MINIMUM requirements. 
  
A. STANDARDS, CODES, RULES, REGULATIONS: 
 

1. Each vehicle or unit of equipment shall conform to any and all requirements contained in the 
Pennsylvania Motor Vehicle Code. 

 
2. Each vehicle or unit of equipment shall comply with all current applicable Federal Motor Vehicle Safety 

Standards, Federal and Pennsylvania Exhaust Emission and Noise Standards, and EPA and OSHA 
requirements.  The appropriate decals indicating compliance shall be affixed to the vehicle/equipment. 

 
3. Each vehicle or unit of equipment shall be manufactured in accordance with any codes, standards and 

engineering practices as recommended by the following professional organizations for the specific 
vehicle/equipment: 

 
American Institute of Steel Construction (AISC) 
American National Standards Institute (ANSI) 
American Society of Mechanical Engineers (ASME) 
American Society for Testing and Materials (ASTM) 
American Trucking Association (ATA) 
American Welding Society (AWS) 
American Wood-Preservers Association (AWPA) 
Battery Council International (BCI) 
British Standards Institute (BSI): Limits and Fits 
Compressed Air and Gas Institute (CAGI) 
Industrial Fastener Institute (IFI) 
International Standards Organization (ISO) 
Joint Industrial Council (JIC) 
National Fire Protection Association (NFPA) 
National Truck and Equipment Association (NTEA) 
Power Crane and Shovel Association (PSCA) 
Society of Automotive Engineers (SAE) 
Society of Manufacturing Engineers (SME) 
Steel Structure Painting Council (SSPC) 
Tire and Rim Association (TRA) 
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B. COMPONENTS, PARTS AND ACCESSORIES: 
 

1. When “No Substitute” components, parts or accessories are designated, only this type of component, part 
or accessory is acceptable.   

 
2. All equipment and parts furnished shall be of the manufacturer’s most current design, shall be included in 

its most current published list of models in stock and shall satisfy, these specifications.   
 
3. The same model components shall be utilized on all units supplied by the successful bidder under the 

specifications.   
 
4. All electronic systems associated with the vehicle/equipment shall be properly insulated so as not to not 

cause any interference with the operation of the vehicle or the land mobile radio communications system, 
when properly installed in the vehicle. 

 
5. Power systems must be compatible with the engine, transmission, axles, hydraulic system and power 

steering, etc., in order to meet the requirements specified herein.  
 
6. Vehicles shall meet the maximum gradeability of the manufacturer when loaded to maximum Gross 

Vehicle Weight Rating (“GVWR”) without exceeding the engine manufacturer’s recommended maximum 
revolutions per minute ("RPM") based on maximum net torque.   

 
7. The ratio of the rear axle and transmission shall be geared to maintain a road speed of approximately 65 

mph on a level road, when operating at maximum GVWR without exceeding the recommended engine 
rpm figure.  This is not applicable to construction type equipment. 

 
C SITE VISITS: 
 
Prior to submission of its bid, a bidder may contact PennDOT and schedule a site visit to inspect vehicles/equipment (as 
available) in PennDOT’s current inventory in order to further clarify any drawings, pictures and specifications.  Units may 
be available in the field for bidders to inspect at one or more of PennDOT’s Maintenance Districts, but the Commonwealth 
makes no guarantee that any particular vehicle/equipment shall be located at a site convenient to the bidder’s place of 
business.  The site visit must be scheduled with the Equipment Division by calling (717) 783-2371.  It is the bidder’s 
responsibility to complete the site visit in time to submit a bid.  All travel will be at the bidder’s expense. 
 
D. ON BOARD VEHICLE/EQUIPMENT REQUIREMENTS: 
 

1. Each vehicle and unit of equipment shall include the proper forms to apply for a Pennsylvania title and 
license.  These forms will include:  the original manufacturer’s statement of origin signed by the 
successful bidder and notarized.  A detailed invoice listing all equipment, PO number, VIN numbers and 
price. All title papers shall be properly prepared and executed.  The application for title, Form MV-1 shall 
indicate the name and address exactly as follows:  Pa. Dept. of Transportation, Equipment Division, 17th 
Street and Arsenal Blvd., Harrisburg, PA  17120 (ATTN:  Specifications Unit). 

 
2. Trucks and trailers shall be certified to meet or exceed requirements to obtain a Pennsylvania license.  

For medium and heavy-duty trucks and vans, the GWVR shall be identified in the vehicle’s cab as the 
final complete certification label (minimum rating).  The Gross Combined Weight Rating (GCWR) shall be 
identified by decal in the cab to indicate the approved weight, which can be towed, if applicable. 

 
3. Vehicles designated for on-road/off-road use shall meet the following requirements: 

 
a. Shall have a valid Pennsylvania state inspection sticker, if applicable. 

 
b. Shall have completed the manufacturers’ recommended pre-delivery service. 

 
c. Shall have the vehicle manufacturer’s model name and model number stated on a decal affixed 

to the inside of the driver’s side door, if applicable. 



  3 

 
d. Shall be clean, lubricated, serviced, fuel tank filled to full recommended capacity, all adjustments 

completed, all mechanical and electrical motors and components fully functional and operational, 
and the vehicle will be “work ready” for immediate use. 

 
e. Shall have appropriately placed decals indicating the types of required fuels or lubricants and the 

capacity of each fluid’s reservoir that is required by the vehicle. 
 

f. Shall have permanent antifreeze in each vehicle to protect it at a level of -35°F.  Only a low 
silicate type anti-freeze will be used for vehicles having diesel engines. 

 
g. Shall be free from all dealer signs/emblems. 

 
h. Hydraulic systems shall be compatible with Universal Tractor Fluid (UTF). 

 
i. Shall include a copy of the manufacturer’s warranty and service policy with all warranty vouchers, 

certificates and coupons as in accordance with section E (GENERAL WARRANTY 
REQUIREMENTS) as listed below. 

 
j. Shall have each vehicle and major component identified with a metal identification tag that 

provides the OEM’s name, model number and individual serial number.  Tags will be affixed in an 
accessible and readable position on the item. 

 
The above items are pre-delivery service items, and bidders should not misconstrue these requirements with warranty 
problems that arise after the Commonwealth accepts the completed unit which complies with the written specifications.   
 
All charges for any of the aforementioned administrative and technical services and equipment are considered 
minimum acceptable requirements for delivery and shall be included in the bid price. 
 
E. GENERAL WARRANTY REQUIREMENTS 
 
The following warranty requirements are considered minimum unless otherwise stated in the invitation for bids.  If the 
manufacturer's standard warranty exceeds the specified warranty, the manufacturer's standard warranty will apply.  
Manufacturer’s warranty shall be provided in written or electronic form.  All warranties will cover all labor and parts 
replacement, without deductibles during the warranty period, except as may be otherwise stated below or in the 
invitation for bids.  This warranty, however, does not include items that must be replaced through ordinary wear and tear, 
but those parts ordinarily replaced through the servicing program will be replaced as part of the servicing program of 
equipment/vehicles, if appropriate.  Parts replaced under this warranty will be of original equipment manufacturer (OEM) 
quality or higher.  Service to the vehicle/equipment will be at a level to maintain or meet the manufacturer’s requirements 
to sustain the warranty. All warranty policies shall be from the OEM and repairs shall be made at any authorized OEM 
warranty repair facility. Multiple repair facilities shall be located regionally around the State to support warrantable repairs. 
 

1.  A.  CONSTRUCTION EQUIPMENT:  The construction and agricultural equipment manufacturer’s service and 
warranty program for full machine (“bumper to bumper”) shall be for a minimum of two (2) years or two 
thousand (2,000) hours whichever first occurs.   
 

1. B.    CONSTRUCTION EQUIPMENT:  The construction and agricultural equipment manufacturer’s          
            service and warranty program for full machine (“bumper to bumper”) shall be for a minimum of one (1)  
            year.   

 
2. A. LIGHT DUTY TRUCKS & VANS (up to 19,500# GVWR):   
 

The chassis and cab manufacturer’s service and warranty program shall be for three (3) years or 36,000 
miles (whichever first occurs), including powertrain. A two (2) year, unlimited mileage warranty is 
acceptable in lieu of a three year, 36,000-mile warranty.  The vehicle shall be certified as having a 
capacity of towing 5,000 pounds minimum without voiding the warranty.   
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2. B. MEDIUM DUTY/HEAVY DUTY CAB & CHASSIS (19,501# GVWR or higher): 
 

The chassis manufacturer’s service and warranty program shall be for one (1) year or 12,000 miles 
(whichever first occurs).   

 
3. ADDITIONAL SPECIFIC WARRANTY ITEMS (Applies to light, medium and heavy duty trucks only) 

 
a. RUST PROOFING WARRANTY 

 
 Cabs/cowls shall be warranted for five (5) full years with no mileage or hourly limitations.  This will 

include rusting through or perforation from within.  This warranty and service program covers both 
labor and parts for the full warranty period.  Surface rust caused by chip, scratches, or damage 
caused by PennDOT employees is not covered by this warranty. 

 
b. FRAME RAILS AND CROSSMEMBERS (Chassis) 

 
 For medium/heavy duty trucks, frame rails and cross members are warranted for five (5) full years 

with no mileage or hourly limitations.  This warranty covers both parts and labor for the full 
warranty period.  For light duty trucks and vans, the manufacturer’s standard frame rail and 
crossmember warranty is acceptable. 

 
c. FLAT BED WARRANTY 

 
 A vehicle’s flat bed shall be warranted for three (3) years.  This warranty covers both parts and 

labor for the full warranty period.  A decal will be placed on the inside driver’s door stating the 
warranty’s terms and the name, address and telephone number of the contact person to initiate 
warranty claim services. 

 
 d. SERVICE/UTILITY BODY AND ASOCIATED COMPONENTS WARRANTY 
 

Fiberglass bodies shall be warranted for five (5) years to include color fading.  Steel service and 
utility bodies shall be warranted for five (5) years against defects and corrosion, including rust 
through or perforation from within.   Surface rust caused by chip, scratches, or damage caused by 
PennDOT employees is not covered by this warranty.  Associated components such as cranes, 
air compressors, and snowplows shall be covered by manufacturer’s standard warranty.  
Manufacturer’s standard warranty shall be provided in written or electronic form.   

 
e. ENGINE AND TRANSMISSION WARRANTY 

 
 The engines for all Heavy/Medium Duty equipment/vehicles will be warranted for parts and labor 

for five (5) years or 150,000 miles (whichever first occurs).  The engine warranty will include all 
items named or included within the valve covers, cylinder heads, block and oil pan.  The 
transmission (automatic/manual) will be fully covered by the warranty and service program for five 
(5) years and will not be limited by mileage or hours.  For light duty trucks and vans, the 
manufacturer’s standard frame engine and transmission warranty is acceptable.  Electronic fuel 
delivery components, electronic control modules and emission control components shall be 
covered for five (5) years or 100,000 miles whichever first occurs. After treatment Device/DPF 
shall be warranted for minimum 5 years or 100,000 miles. In addition to the engine warranty, the 
engine block shall be warranted against external perforation from corrosion for 10 years, 100% 
parts and labor. 

 
    

f. WARRANTY CARD PROCEDURES 
 

 The successful bidder shall complete the warranty card except for the warranty start date.  The 
PennDOT Equipment Division shall inform the successful bidder of the following:  model number 
of vehicle; serial number of vehicle, equipment number, and location assigned; date released to 
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the counties.  The warranty start-up date shall be the date of acceptance by the Department, not 
the date of delivery to the Department. 

 
 

F. PILOT MODEL: 
 
PennDOT reserves the right to require the successful bidder to make mutually agreeable arrangements to deliver a “pilot 
model” for initial inspection.  Pilot models(s) shall be delivered to the Department of Transportation, 17th St., & Arsenal 
Blvd., Harrisburg, PA  17120 for inspection, testing and approval.  The remaining units shall not be delivered for 
inspection, testing and approval until after the pilot model has been accepted by PennDOT.   The remaining units shall 
fully meet the requirements of the specifications and must be indistinguishable from the approved pilot model.  
Presentation of a pilot model will not be required if the quantity is only one (1) unit.  The pilot model must meet all the 
mechanical requirements of the specifications.  PennDOT may field test the equipment to determine if it meets the 
performance requirements of the specifications.  Performance testing results will normally be completed within two (2) 
weeks of date of delivery.  There are administrative items that are required to be presented at the pilot model inspection.  
It is imperative that all of these items be presented at this time so they are ready for shipment, when the balance of the 
units are delivered.  PennDOT may withhold payment, where deemed necessary, pending receipt of these items.  
PennDOT disclaims any liability for damage to equipment that has not been unconditionally accepted by the PennDOT. 
 
G. DELIVERY: 
 
Time is of the essence.  All units must be delivered within the number of days, specified in the invitation for bids, after 
receipt of the purchase order by the successful bidder.  It shall be assumed by the parties that the successful bidder 
received the purchase order on the third business day following the date of the purchase order, unless the successful 
bidder provides credible evidence that the order was received on a later date.  Bidders must specify delivery time in their 
bid.  Phrases such as “as required”, “as soon as possible”, or “prompt” have no meaning and may be cause for rejection 
of the bid.  The successful bidder shall deliver the completed unit(s) at ground level (stacked loads are 
unacceptable) to the Equipment Division, 17th Street and Arsenal Blvd.  Harrisburg, PA  17120.  All deliveries shall be 
made on a working day between 7:00 AM and 2:30 PM.  There is a loading dock at this location; however, any additional 
unloading cost shall be borne by the successful bidder.  The terms of delivery are also controlled by other provisions in 
the invitation for bids. 
 
The successful bidder shall submit to the PennDOT “on a continuing basis”, all service bulletins and technical letters as 
regularly issued by a manufacturer to dealers or large fleets.  All the relevant information shall be supplied for the unit(s) 
forwarded to the Commonwealth to inform PennDOT of any improvements, changes and/or problems concerning the unit 
and its component parts.  This information shall be addressed to the Pennsylvania Department of Transportation, 
Equipment Division, 17th St. & Arsenal Blvd., Harrisburg, PA  17120, ATTN: Specification Unit Chief, Equipment Division.  
PennDOT reserves the right to have its representative(s) periodically inspect each unit during assembly at the successful 
bidder’s assembly point. 
 
H. PROCEDURE FOR IMPLEMENTING REPAIRS: 
 
In the event that a breakdown occurs, the repair work is to be performed by the successful bidder of record or his duly 
authorized representative within the Commonwealth.  A copy of the successful bidder's work orders shall be supplied to 
the PennDOT County Equipment Manager and District Equipment Manager.  Repairs assigned to the successful bidder 
can be performed at the successful bidder’s place of business, at his duly authorized representative’s place of business 
and, whenever possible, at the county maintenance facility or field locations.  If services are to be performed at 
PennDOT’s county maintenance facilities or in the field, the successful bidder must provide proof of insurance as stated in 
the contract attachments.  County Equipment Managers shall notify the successful bidder or his duly authorized service 
representatives that the vehicle/equipment is down for component repairs and follow PennDOT standard procedure for 
handling warranty problems in accordance with the benefits of this warranty.  At this time of notification, the location of 
repair is to be mutually agreed upon based on the most timely and cost effective basis to the Department.  All work orders 
against the warranted repair shall be kept in PennDOT’s Equipment History File at the county maintenance facility. 
 
When repairs are to be performed at the successful bidder’s place of business or his duly authorized representative’s 
place of business, transportation of the vehicle/equipment within the Commonwealth of Pennsylvania shall be made by 
PennDOT.  If determined by PennDOT that repairs cannot be handled within the Commonwealth, then transportation to 
and from the Commonwealth of Pennsylvania shall be the responsibility of the successful bidder.   
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If mileage costs will be charged to the Department for the diagnosis or repair of a warrantable item, an estimate 
of these costs shall be given to the County Equipment Manager prior to the repair agreement. 
 
 
I. LUBRICATION AND COMPONENT INFORMATION: 
 
The successful bidder shall provide lubrication and component information (as applicable) upon request by PennDOT.  
This information may be provided by copying and completing the sample forms attached to this document, or may be 
presented on forms prepared by the successful bidder and/or manufacturer. (see attached sample forms – 4 pages). 
 
 
J. SUCCESSFUL BIDDER'S RIGHTS: 
 
The successful bidder shall have the right to make periodic inspections to ascertain that the maintenance techniques 
and/or repair procedures are being administered in accordance with the guidelines set forth in this document.  
Preventive maintenance shall be performed by PennDOT in accordance with the component manufacturer’s 
recommended procedures, or as modified during the contract through supplements.  All internal parts of the 
components shall be the repair responsibility of the successful bidder, except maintenance adjustments. 
 
K.  MATERIAL MASTERS: No Material Masters established for this delivery PCID. 
 
 
APPROVALS: 
 
Quality Assurance Specialist:  Gerald Grecek, CPPB  
 
Quality Assurance Manager:  Janice Pistor 
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ATTACHMENT Page #1 PCID 1075 
 
 

Sample Forms (Instruction Sheet) 
 

The Following Documents Shall Be Completed And Emailed / Shipped To 
 

Email: Contact the Automotive Equipment Specialist @ The Equipment Division @ 717-705-
2124 (This is an Excel Spread Sheet, a Work Copy will be Emailed to You) 

 
Mail: Equipment Division 
          17th & Arsenal Blvd. 
          Harrisburg, Pa. 17120 
          Attn: Specifications Division 
 

Note: These Forms Must Be Delivered to The Equipment Division With The Pilot Model! 
 
Instructions To Vendor For Completing The Attached Form 
(We Would Prefer Having This Completed Electronically) 
 

Electronic:  
1. Obtain Work Copy By Calling 717-705-2124 
2. All Sections Are to be Filled Out 
3. Insert N/A in All Sections That Do Not Apply, Do Not Leave any Sections Blank 
4. Manufacturer, Model No. And Part No. Should Reflect The Actual Component 

Manufacturer 
5. Warranty Section Should Reflect The Coverage, The Vendor And/Or Equipment 

(Truck) Manufacturer Will Supply, Not The Component Manufacturer. 
 

Paper: 
1. Same As Above, but Type or Print All Information
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LUBE AND COMPONENT 
SHEET 

       

Equipment # 
Series 

 Effective Date       

PO Number  Unit Warranty 
Period 

      

Year  Engine 
Manufacturer 

      

Make   Engine Model       

Model         

VIN Number         

Vendor  Trans. 
Manufacturer 

      

Contact Person  Trans. Model       

Contact Phone 
Num. 

 Body 
Manufacturer 

      

  Body Number       

         
Oils & Lubes  Filters Qty. of 

Filters 
Part 

Number 
Com. Code 

2810- 
Make Change 

Interval 
Filters 

Stocked 

Engine Oil  Engine Oil Filter       
  Engine Oil Filter 

Secondary 
      

Transmission 
Oil 

 Transmission 
Filter 

      

  Aux. Trans. Filter       
Fuel  Fuel Filter 

Primary 
      

  Fuel Filter 
Secondary 

      

Rear Axle / 
Axles 

        

Steering Oil   Steering Filter       
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Hydraulic Oil  Hydraulic Filter 
Suction 

      

  Hydraulic Filter 
Return 

      

Coolant  Coolant Filter       
Transfer Case         
Front Axle  Air Filter Primary       
Brake Fluid  Air Filter 

Secondary 
      

  Air Compressor 
Filter 

      

Description Manufacturer Model Number Part Number   Warranty  

Air 
Compressor 

        

Air Dryer         
Alternator         
Auto Slack 
Adjuster 

        

Auto Lube 
System 

        

Axle Front         
Axle Rear         
Battery         
Belt Air 
Compressor 

        

Belt Alternator         
Belt Fan         
Belt Power 
Steering 

        

Brake 
Chamber 
(FRT) 

        

Brake         
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Chamber 
(REAR) 
Brake Lining 
(FRT) 

        

Brake Lining 
(REAR) 

        

Clutch 
Assembly 

        

Differential         
Dump Body         
Electronic 
Joysticks 

        

Engine (AUX)         
Engine (MAIN)         
Fan         
GL 400         
GL 400 Wiring         
Grote Wiring 
Harness 

        

Hoist Cylinder         
Hydraulic 
Pump - Main 

        

Pump, Fuel         
Pump, 
Hydraulic Aux. 

        

Pump, 
Steering 

        

Pump, Water         
Radiator         
Rexroth Valve         
Starter         
Steering Gear         
Suspension 
System  
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Tank Fuel 
Capacity 

        

Tire Size Front 
LR 

        

Tire Size Rear 
LR 

        

Transaxle         
Transfer Case         
Transmission         
Wing Plow         
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       23’ TRANSIT BUS, GVWR 14,500 LBS.  

 

 

PCID NO.  1113  

Eff.  December 13, 2016 

 

(Supersedes PCID 1113. eff. 25 January 2010) 

 

This PCID covers requirements for a 23 foot in length, Gross Vehicle Weight Requirement (GVWR)14,500 lb. 

transit bus with the motor and chassis manufactured by Ford Motor Company.   

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements.  Three (3) seating layouts will be defined in 

these specifications.  A weight analysis and manufacturer’s floor plan layout shall be supplied with your 

bid.  Failure to supply any of this information shall be cause for bid rejection. All required Federal 

Transit Administration’s certification forms must be included in the bid proposal.   

 

Required Equipment 

 

CHASSIS: 

14,500 lb. GVWR.  

158” wheelbase and cab-to-axle compatible with specified floor plan.  

Heavy-duty front and rear bumpers. 

Heavy-duty suspension. 

Anti-lock Brakes 

 

ENGINE: 

V10, 6.8 Liter gas engine. 

Increased capacity cooling with coolant recovery system. 

The exhaust shall exit on the driver’s side of each vehicle behind the rear wheels within 6” of rear bumper. 

Adequate access shall be provided for easy inspection and filling of the cooling system and oil dipstick   without 

removing any other equipment. 

 

TRANSMISSION: 

Heavy-duty six (6) speed automatic. 

Auxiliary transmission oil cooler. 

Guards for each section of the propeller shaft are required to prevent any section of the shaft from entering the 

vehicle or striking the ground in case of failure. 

Transmission Controller: The transmission controller shall be a fully automatic, solid state, microprocessor-

controlled unit that disengages the overdrive gear or engages “Tow Haul” mode of an automatic transmission 
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for a Ford or GM chassis and allow for programming of engagement and disengagement for overdrive feature 

based on vehicle speed. The system shall have “Plug & Play” connections to the chassis. The system shall be an 

InterMotive DuraTrans (DT301P1), BrakeMax (BMC501), or approved equal. 

 

FRONT AXLE: 

GAWR compatible with chassis OEM. 

Power steering. 

Steering stabilizer  

Front end alignment shall be done by the distributor prior to delivery with alignment sheet attached. 

 

REAR AXLE/SUSPENSION 

GAWR compatible with specified GVWR and application. 

The suspension shall be strengthened as needed to prevent any listing or leaning to the side of each vehicle on 

which the wheelchair lift is located. Regular rear suspension shall be provided with overload springs (one on 

each side), hooked or bolted onto the original rear springs if needed.  No suspension blocks are acceptable.  

Rear axle shall be limited slip Chassis OEM.   

Body frame shall support the wheelchair lift capacity. 

          

ELECTRICAL: 

Minimum 225 amp total capacity alternator(s), OEM chassis (if available). 

Gauge for water temperature. 

12 volt maintenance free dual battery system/1,200 CCA @ 0 degrees F. with one battery mounted in the engine 

compartment if availble from the OEM.  A stainless steel rollout battery tray completely enclosed in a stainless 

steel vented battery box for all frame mounted battery. 

A high idler device shall be provided which will help the charging system keep up with the load demand of each 

vehicle. The system shall be an InterMotive GatewayAI (example GTWY401G-A1) or InPower or approved 

equal with the manufacturer’s decal applied.  

Park Crank Only Module: The engine shall only start when the transmission is in Park. The controller shall be a 

fully automatic, solid state, microprocessor-controlled unit. The system shall be an InterMotive PCOM501 or 

approved equal.  

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

One schematic page for each circuit shall be provided. 

Any aftermarket electrical item shall be wired to its own dedicated circuit, and not the OEM chassis wiring 

harness. 

Daytime running lights. 

Sidemarker lights. 

All exterior lights other than chassis OEM lights shall be LED. 

Back-up lights shall be LED lights with a lifetime warranty and shall be 4” round and provide 13 foot candles of 

light at 50” distance. Dialight super bright series 47 LED light or approved equal.   

Each vehicle shall be equipped with mid ship turn signals on the side of the body that come on with the flashers.  

The stepwell, curb and dome lights shall be activated when the front passenger door is open while the engine is 

running.    

Step and door area to be illuminated by a high intensity, 500 lumen, LED  strip light or approved equal. Light to 

be low profile to facilitate a maximum clearance. Light to be door header or ceiling mounted near the door 
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entrance mounted to meet ADA lighting requirements without additional lighting. Strip light to be covered by a 

lifetime warranty.  Dialight VSL or approved equal.  

Curbside lights shall be LED and skirt mounted.   

The driver’s area shall have a LED swivel dome light with a minimum of 7 candle power to provide sufficient 

lighting in the steering wheel area during night operation and operated by OEM chassis light switch. 

Guarded or recessed lighting shall be provided on all front marker lights. 

 

WIRING 

All wiring shall conform to the current applicable standards of the Society of Automotive Engineers and be of 

sufficient size to carry the required current without excessive voltage drop.  The wire shall have adequate 

mechanical strength for the application and be of a sufficient gauge size to carry the current without overheating. 

All wiring and related devices shall be installed in a quality workmanship manner and be mechanically and 

electrically secure. 

 

All wiring shall be color coded, function coded or permanently and continuously numbered for ease of 

identification and must be continuously loomed.  All wiring shall be adequately protected from water, solvents, 

road splash, stones, grease, oil, fuel, abrasion and chafing. 

 

All wires and cables not installed by the OEM chassis manufacturer which are subject to extreme weather and 

heat shall be protected by shields where necessary to prevent premature failure. 

All exposed parts of the wiring system shall be completely loomed with Weather-Pack or approved equal to 

adequately protected from corrosion. 

Battery cables shall be heavy duty and adequate to carry current output of the electrical system. 

Grounding wires shall not pass through hinged door or any other cover. 

All harness and wiring shall terminate at appropriate junction terminals set in bakelite or molded plastic  

material. 

All wiring and connectors shall be of the soldered insulated or machine staked type.  All body circuits shall be 

protected by manual reset circuit breakers.  All circuit breakers shall be clearly identified.  Fuses and fuse blocks, 

if used, shall be clearly identified and easily accessible from inside each vehicle.  Fuses shall be placed in a single 

block.  The fuse block shall contain holders for spare fuses of each type. 

All after market switches in the dog house area of each vehicle shall have easily removable connectors for easy 

access to the engine. 

Devices such as lamps and wiring requiring periodic checking and servicing shall be readily and easily accessible 

and serviceable.  All exterior devices shall be sealed to prevent entrance of water. 

There shall be not exposed or loose wiring in the driver or passenger compartment of each vehicle. 

Any wiring installed as an after market installation that is subjected to vibration or other movement must be 

encased in continuous metallic tubing or be of the armored “BX” type.  This requirement is necessary only when 

wiring is passed through or within body or chassis member. 

Wiring, harnesses, and raceways shall be supported at regular intervals by “P” clamps, or by  other supporting 

hangers where necessary, and routed in separate hangers from heater hoses or air conditioning hoses.   

Un-dedicated constant hot and un-dedicated ignition hot with minimum 10 gauge wire in electrical compartment 

inside the vehicle. 

 

“As built” wiring diagrams, build specific illustrations, part numbers and all body parts diagrams shall be 

provided by the body manufacturer for all body installed electrical componets and parts on each vehicle. 
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FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid (55-gallon minimum fuel tank). 

 

WHEELS AND TIRES: 

Wheels and radial tires compatible with specified GVWR. 

All wheels shall be chassis OEM white on both sides.   

Spare wheel and tire assembly as used on the bus shall be shipped loose.       

OEM valve stems shall be provided. 

 

BODY: 

Interior width shall be minimium 90”. 

 

Interior height shall be a minimium of 72”. 

 

Dual electric windshield wipers with intermittent feature. 

 

Electric horn(s). 
 

One strip under hood light shall be LED with a minimum of 200 lumens and shall include a high temperature 

lens.  Dual windshield washers including antifreeze type solvent. 

 

AM/FM/CD radio with a digital clock, front driver speaker and dual 4 rear compartment speakers  to be 

activated by fade feature of the radio and it shall be possible to listen in the front exclusive of the rear.  The 

radio shall be a REI Model # 690514 with a 36,000 miles/ 3 year warranty or the OEM Chassis AM/FM CD 

player with digital clock.    

 

All after market controls and instruments are to be within driver’s arm reach with seat belt fastened.  All 

switches are to be of uniform type, either push-pull, toggle or rocker type, mounted in convenient groupings in a 

panel near the driver. 

 

Passenger seats shall be covered with Docket 90-A heavy-duty vinyl (36 oz. minimum) fully padded  

construction and color coordinated with interior and exterior colors, to be selected after receipt of purchase 

order. 

 

Passenger seats shall be provided with yellow grab handles. 

 

Seats cushioning and upholstery shall meet all applicable FMVSS standards and must comply with requirements 

of FTA Docket 90-A regarding flammability and FMVSS 210 for seat belt anchorage. 

 

Seat covering shall be fire resistant, shall not support combustion, and shall meet the requirements of FTA Docket 

90-A (Recommended Fire Safety Practices for Transit Bus and Van Materials Selection).  Seat cushions shall 

have no exposed foam top, bottom or side. Seat covering shall be same material top, bottom and side of seat 

cushion. 

 



23’ Transit Bus, GVWR 14,500 LBS.              PCID NO. 1113 

Page 5 of 18 

Foam material shall meet the requirements of FTA Docket 90-A with ILD ranges of:  seat cushion 55 to 65; seat 

back 35 to 45.  The thickness at which the foam should be tested to achieve these values shall be 4 inches. 

Chassis OEM cloth high back captian’s  reclining driver seat with right arm rest and 6 way power pedestal or 

Adnick power pedestal with shroud.  Roll-over cage shall be provided over the passenger compartment as well 

as the driver’s roof area. 

  

Sun visor for driver.   

 

T-Slider sash windows, to provide ventilation, which all shall be emergency egress, except for a maximium of 

one spacer window per side (if necessary).   

 

Tinted AS3 glass in all body windows. 

 

Doors shall be capable of opening from inside or outside the vehicle with exception of the front passenger 

entrance door.   

 

Each vehicle shall be equipped with a manually operated stainless steel front double panel entrance door with 

stainless steel door jam.  If exterior fasteners are used to secure the door frame, they shall be stainless steel 

fasteners.  Meeting edges shall be equipped with 2” extruded rubber edges on each section that overlap for form a 

tight seal.  The door shall not be provided by the original chassis manufacturer.  The door-opening device shall be 

easily operated by the driver from the driver’s seat.  

 

Stepwells are to be of heavy duty construction of stainless steel, with coved or square corners and adequate 

reinforcement to prevent deflection.  Where exterior fasteners are utilized, stainless steel fasteners shall be used.  

Stepwell treads shall be at least 8.5” deep.  Individual risers shall not exceed 9” in height.  All risers shall be 

approximately the same height. The distance from the ground to the first step of the entryway shall be 11” +/- 

1”.   The first step height from street level shall not be more than 12 inches from the ground as measured to the 

top of the step tread when each vehicle is empty except for seats and normal equipment.  Step width shall be a 

minimum of 29”.  Step nose shall be yellow in color.   

 

The front entrance door shall have an unobstructed clear opening width of at least 29” and a full height of at least 

72”.  The front entrance door shall also be equipped with a brush or a stainless steel door leaf mounting bracket 

that allows the front enterance door(s) to fully seal at the bottom of the stepwell under the bottom brushes as an 

approved equal.  

 

Front entrance door shall be equipped with windows covering 80% on each panel and placed so as to allow the 

driver to see and judge curb location when stopping. 

 

The structure of all doors, their mounting, inside and outside trim, and any exposed mechanisms shall be of 

durable, corrosion-resistant material which is rigidly reinforced.  Positive stops to limit door travel in the open and 

closed positions shall be provided. 

 

Lift and Emergency doors shall be equipped with a passive hold open device and shall not rattle in the closed 

position and shall have durable, firmly installed weather seals to prevent the entrance of air and water and to keep 
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ice from binding the door shafts.  The doors shall open to 90º or 180º and shall be secured with a stainless steel 

“T” latch or spring or gas shock in the open position.  Emergency rear doors shall have an audible alarm. 

 

Each vehicle shall be equipped with a rear outward opening, stainless steel or galvanized or fiberglass emergency 

door with stainless steel door jam equipped with an emergency quick-release system, with appropriate operating 

instructions clearly written and placed in a highly visible location inside each vehicle.  The door shall be easily 

operated from both outside and inside each vehicle. Rear door shall have upper and lower window.  

 

An inner barrel bolt style lock shall be provided in the emergercy rear door that is interlocked to the ignition. 

 

Twin rear windows shall be provided on each side of rear door. 

 

All interior lights (driver dome light and 6 rear) shall be LED with a minimum of 7 candle power with switch on 

dash and door operated switches on all doors except driver’s door. 

 

Install interior and exterior lighting per NHTSA to enhance safety.   

 

OEM Chassis interior rear view mirror. 

 

Interior Passenger view mirror, minimum 4” x 16”, flat glass. 

 

Remote controlled exterior heated  mirrors, with stainless steel or aluminum mirror arms – 40 square inch 

minimum.  Mirrors shall provide an undistorted view of the rear corner of each vehicle. 

 

Mirror brackets shall not obstruct the driver’s field of vision.  Outside mirrors shall contain a standard mirror and 

a separate convex heated mirror mounted below and within the same housing.  Passenger side mirror shall be 

fender or A-pillar mounted and the driver side mirror shall be mounted on the A-pillar or door mounted.  Rosco or 

Safe Fleet fender mount or approved equal. 

 

Handrails on both sides of steps at entrance door and shall be full length and parallel to steps for convenience of 

ambulatory passengers.  If equipped with manual door, right side handrail need not be parallel to steps. 

 

All handrails (including ceiling) shall be yellow dimpled Dura Diamond or approved equal. All guardrails and 

stanchions shall be 403 satin finish seamless stainless steel. Guadrails and stanchions that have exposed metal and 

are immediately in front of passengers shall be padded. 

 

There shall be no less than 1 ½” of  knuckle room clearance at stanchions, guard rails, and grab rails. 

 

The passenger entryway shall have a right hand grab rail, two (2) steps with 9” risers. First step shall be 

electrically heated.   

 

The driver’s vertical stanchion shall be installed directly behind the driver’s seat including a full length padded 

modesty panel with protected edges.  The upper half of the modesty panel shall be a pexiglass driver barrier. 
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Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency. 

 

Interior walls and ceiling shall be installed to cover openings and posts and shall be a minimum of 1/8” vinyl 

type hardboard or Fiberglass Reinforced Plastic (FRP) that is congruous to industry standards.  Color shall be 

compatible with the color in driver’s compartment. 

 

The structural members (the steel cage structure, including walls, floor, and roof sections) of each vehicle shall be 

coated with an appropriate anti-corrosive material that will prevent corrosion failure throughout the expected life 

of each vehicle.  The use of aluminized steel is not acceptable.  

  

All body materials that are not inherently corrosion resistant shall be protected with corrosion – resistant coatings 

(such as zinc chromate or zinc phosphate prime paint).  Examples of inherently corrosion resistant materials are 

stainless steel, galvanized or galvanealed steel.  The use of aluminized steel is not acceptable.   

 

When each unit is completed, the sections of the underside of each vehicle exposed to the elements shall be 

treated with an undercoating material except those areas of the OEM chassis where undercoating is not 

recommended.  All box type steel tubing (except stainless steel) used in the floor structure and wall structure 

below the window line shall have the interior of the tube coated with corrosion resistant material conforming to 

MIL-C-62218 as outlined in Federal Standard 297E (Rustproofing of Commercial Vehicles). Sections that are 

treated shall be properly cleaned to remove greases, oils, and residues before application of the corrosion-proofing 

material.  All mechanisms (moving or stationary parts) that are affected or rendered useless by an application of 

sealant or insulation shall be cleaned free of sealant or insulation including vent canisters and drain pipes. 

 

All exterior panels shall be attached to the framing by pressure laminated sidewalls.  Vaccuum laminated 

sidewalls and the use of two-sided tape is not acceptable.  Panels shall be lapped unless continuously welded and 

the upper or forward panel shall form a watershed by being lapped over the following panel so that the sealing of 

the panels is not dependent on caulking alone.  All exterior joints and seams shall be protected by the application 

of caulking compound.  Body shall be thoroughly water tested and made tight to prevent leakage.  Exterior panels 

of each vehicle shall be of galvanized or galvanealed steel.  No wood or cardboard materials shall be utilized in 

any sidewall construction. 

 

Metal roof gutters shall be installed over all windows and doors, including the driver’s door. 

 

All nuts, bolts, clips, washers, clamps, and like fasteners shall be zinc or cadmium plated, or phosphate coated, or 

stainless steel to prevent corrosion. 

 

Install transition stone guards between the cab and the body. 

 

Mud flaps shall be provided for all wheels.  Mud flaps shall be sized to be effective to protect the body, and so 

that they can not be rubbed by the chassis tires or the ground.  In the event the tires extend beyond the side of each 

vehicle, splash aprons and fenders shall be provided. 

 

Back-up alarm system shall meet all ADA requirements. 
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Driver’s side running board with grip track shall be provided.  Reference:  Carr HD-18” 304 stainless steel (tube 

step), or approved equal.  

 

Tilt steering. 

 

Escape roof hatch with a hard wired audible alarm shall be provided that can be opened from inside and outside 

the bus. 

 

All standard signage that is required by the Department of Transportation (DOT). 

 

Rear center stop light.  

 

The unladen clearance height plus two inches shall be marked on a sign or decal which is clearly visable to 

driver.  The lettering shall be 1 ½” high. 

 

 AIR CONDITIONING/HEATER: 

A combination front and rear air conditioning system shall have a total of 70,000 B.T.U.  Manufacturer’s 

recommended chassis combination air conditioning and heater unit shall be installed in the front section of the 

vehicle.  An overhead evaporator with a minimum of 55,000 B.T.U. shall be mounted in the rear. A 45,000 

B.T.U.  passenger compartment heater with two (2) brass and/or stainless steel ball shut off valves on feed and 

return line. The shutoff valves shall be provided in front of the rear heater. The supplier shall indicate on the 

interior seating/floor design drawing the actual location of the rear heater.  The A/C control switch shall be a 3 

speed rotary switch. 

Heater hose material shall be silicone with mounting and securement requirements that provide sufficient room 

to eliminate chafing.  

 

Two air conditioner compressors shall be driven off the main engine.  One is the chassis OEM supplied 

compressor and is specific to the chassis OEM driver’s area air conditioning system.  The second compressor is 

for the passenger area air conditioning system, and is nominal 10 cubic inch displacement.  The passenger area 

condenser (separate from the radiator) shall be skirt mounted with a minimum of three (3) fans and three (3) 

motors.  The air conditioning system shall have a driver’s evaporator and a rear ceiling evaporator to provide 

cooling air to the driver and throughout the passenger compartment.  The driver’s area air conditioning system 

shall utilize the chassis OEM supplied radiator condenser.  The driver’s area air conditioning system and the 

passenger area air conditioning system shall be completely independent of each other. 

 

A low pressure safety cut-off switch shall be installed on the low pressure side of the air conditioning system.  A 

high pressure safety cut-off switch shall be installed on the high pressure side of the air conditioning system. The 

block/expansion valve shall meet minimum core requirements. 

 

All refrigerant hose assemblies shall meet SAE J2064 standards and shall be nylon veneer type or approved equal.  

All fittings shall be plated steel and utilize dual HNBR O-rings on the outer diameter of the hose barb surface.  

Crimping clamps shall be stainless steel.  Refrigerant shall be current federal standard refrigerant.  Refrigerant oil 

shall be consistent with compressor manufacturers’ recommendations.   
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Air Conditioning condenser coil coating shall consist of an acrylic based or zinc plasma material or approved 

equal, which is applied to the entire conderser coil and tubing assembly.  Coating to be specifically designed to 

have a minimal effect on heat transfer while providing maximum corrosion resistance.  The coating shall also be 

applied to the condenser refrigerant fittings. 

 

 

FLOOR: 

Flooring shall be minimum 3/4” marine grade plywood throughout the passenger area securely fastened to the 

steel floor structure.  

  

It shall be covered, wall-to-wall, with Altro transfloor or approved equal. 

 

Cab area shall be rubber floor covering, no carpet. 

 

White standee line to be placed on floor for “no standing forward of white line”. 

 

When the fuel sender is accessible, with modification, a stainless steel fuel sender access panel, 10” x 10” clear 

opening flush mounted, shall be provided directly over the fuel tank.  The panel shall allow for the easy removal 

and replacement of the fuel sender without dropping fuel tank.  The stainless steel access panel will have three 

(3) 2” strips of non-skid, black tape attached to the top of the plate or a fully covered non-skid material over the 

stainless steel plate or an aluminum diamond plate cover. The connector for the fuel sender/fuel pump shall be 

wire tied to the top of the fuel tank prior to installing the body to allow easy access from the access panel.  

 

FIRE, FIRST AID AND EMERGENCY EQUIPMENT: 

A mounted First Aid Kit in a hard shell case (Johnson and Johnson First Aid Kit #8172 or approved equal). 

Five pound dry chemical type A-B-C fire extinguisher. 

Emergency warning triangle kit without flares. 

OSHA approved Body Fluids Clean-Up Kit in a hard shell case shall be provided. 

These items shall be stowed or securely mounted in appropriate brackets provided by the manufacturer and 

installed in a location accessible to the driver; locations not to impede passenger traffic in the aisle way. 

Two (2) each Belt Cutters shipped loose with self-adhesive Velcro tape. 

Driver’s coat hook shall be provided. 

Two-Way Radio Antenna Access Panel. 

 

Layout Specific Equipment (to be referenced by Layout) 

 

Double forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt for 

each person, aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 

2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   
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Double aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt for each person and 

arm rests. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 

½” to 18 ½”.   

 

Single aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt and arm rests. Seat 

Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt for each person, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt, aisle side arm rest 

and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: 

Range of 17 ½” to 18 ½”.   

 

Single Panel Wheelchair Lift Door: Each vehicle shall be equipped with outward opening, single panel, stainless 

steel or galvanized or fiberglass side door equipped with window, including a stainless steel door jam, for 

installation of a wheelchair lift.  The door shall open to 90º or 180º and shall be secured with a stainless steel “T” 

latch in the open position.  Check arms, straps or equal devices shall be furnished to hold the lift door in the 

maximum open position.  Positive latch or similar positive stops shall be installed on side paratransit door to 

secure door in an open position while loading or unloading wheelchair passengers. No bungee type door tie 

downs. 

 

Double Panel Wheelchair Lift Doors: Each vehicle shall be equipped with outward opening, double panel, 

stainless steel side or galvanized or fiberglass doors equipped with windows, including a stainless steel door jam, 

for installation of a wheelchair lift.  The doors shall open to 90º or 180º and shall be secured with a stainless steel 

“T” latch in the open position.  Gas struts for 90º doors or “T” latch for 180º doors shall be installed on side 

paratransit door(s) to secure door(s) in an open position while loading or unloading wheelchair passengers. No 

bungee type door tie downs. 

 

ADA Compliant Wheelchair Lift Package: Lift shall have been tested to a static load of 2,400 lb. and has an 800 

lb. rated lifting capacity.  Side loader shall be powered by electric or electric-hydraulic system, which shall 

operate off the chassis electrical system.  Loader shall have a downward travel distance from the vehicle floor as 

required to properly load and unload wheelchair passengers.  The platform shall be a minimum of 34”. The 

platform shall be equipped with a stop to prevent the wheelchair from inadvertently rolling off the platform 

during loading and unloading.  Platform shall power retract to a vertical position when not in use for storage 

inside the van.  Control box or boxes to operate the lift shall be furnished and located for operation by an 

attendant or the wheelchair passenger from inside or outside the vehicle.  It shall be equipped with a safety 

switch to prevent operation of the lift when door is closed.  Lift must be capable of being manually raised and 

lowered to evacuate vehicle in case of emergency and shall be equipped with overhead handrails.  The OEM 

interior light, all ADA lighting and a dedicated light illuminating the area where the lift platform will rest when 

lowered shall operate when the doors (s) is (are) opened.  Controls must be located so that the operation of the 

door(s) does not restrict access to the control switches.  Placement of the controls must be accessible to the 

operator.  Control boxes shall have an interior light to illuminate the switches and to be secured with a latch.   A 

visual warning signal shall be located in the driver’s compartment for detection when side door(s) are not in a 
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fully locked position. The lift shall comply with all current ADA requirements, and written documentation of 

full manually raised and lowered to evacuate vehicle in case of emergency.   All Lift Interlock System devices 

shall be install on a separate circuit in the vehicle and shall meet ADA Title 49 and NHTSA requirements. The 

system shall be an InterMotive GatewayAI (example GTWY401-A1) and lift activation kit (ILIS501-H1) or 

InPower or approved equal. Lift shall have a manual backup system that allows operation at rated capacity of all 

function in case of power loss.  The lift shall meet NHTSA requirements for section 403 and 404.  The lift shall 

be constructed and installed on the curb side of each vehicle with the minimum of structural body modifications.  

The cutting in front of chassis structural members is prohibited.  All changes required to the basic body structure 

shall provide for adequate reinforcing and load distribution.  The installation shall be adequate to withstand the 

stresses imposed by regular lift operation on a sustained basis.  The lift shall be furnished with an armor cable 

for the lift cord. 

The wheelchair lift package shall include all ADA required signage. 

 

Reference: 

 

Braun ADA Fully-Automatic, Millennium-2, Lift # NL919FIB-2:  The wheelchair lift shall be a Braun ADA 

fully-automatic lift Model NL919FIB-2. 

 

Braun ADA Fully-Automatic,Century -2, Lift # NCL919FIB-2:  The wheelchair lift shall be a Braun ADA fully-

automatic lift Model NCL919FIB-2. 

 

Ricon S5510-ADA or Ricon S2010-ADA: The wheelchair lift shall be a Ricon Model S5510-ADA or Ricon 

S2010-ADA. 

 

Wheelchair Securement and Occupant Restraint Systems: One (1) complete set of retractor wheelchair 

securement and occupant restraint system with retractable shoulder harness were appliable, shall be provided to 

securely hold the wheelchair and occupant in the wheelchair position.  The retractor wheelchair securement and 

occupant restraint system shall meet the following requirements:   

 

Each retractor wheelchair securement and occupant restraint system shall be in a forward facing direction. 

The retractor wheelchair securement and occupant system shall comply with the following requirements: 

A.)  Successfully tested to meet minimum impact forces of a 20 G, 30 MPH deceleration to simulate a frontal 

impact, as required by the ANSI/RESNA WC-18 standard.  

B.)  49 CFR Part 38 Americans with Disabilities Act (ADA). 

C.)  CSA Z605 Mobility Aid Securement and Occupant Restraint  Systems for Motor Vehicles (20G/30MPH 

impact test criteria). 

D.)  ISO 10542 (proposed) Wheelchair Tiedown and Occupant Restraint Systems for use in Motor Vehicles 

(20G/30MPH impact test criteria). 

When L Track is used it shall be made of aluminum alloy 6005-T5, 6061-T6, or 6351-T6. The track shall be 

flush mounted to the vehicle floor with end caps following manufacturer’s specifications. The flush mount 

tracks shall have no gaps between the ends or sides of track and the flooring. 
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The track installation fasteners shall be made of high strength alloy steel as per ASTM F835 with sealant under 

the head to prohibit water accumulation between the fastener and the track mounting holes. The bolt shall be 

plated for corrosion resistance. 

 

Four (4) each- Belt loops per wheelchair location be provided plus an Eight Inch Seat Belt extension for each 

wheelchair position. 

 

One (1) each-Wheelchair Pouch mounted in approved location for seat belt/shoulder harness system. 

 

Reference:  

 

Sure-Lok L-Track System (Retractor) #AL712S-4C Titan: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) Model #AL712S-4C Titan. 

 

Sure-Lok L-Track System (Retractor) SOLO #AL760S-4C: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) SOLO Model #L760S-4C. 

 

Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1- L:  The wheelchair securement and occupant 

restraint system set shall be Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1-L. 

 

Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC:  The wheelchair securement and 

occupant restraint system set shall be Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC. 

 

Low Floor: Low floor accessibility through space and body structural provisions shall be provided at the front 

door of the bus to accommodate the wheelchair loading system.   

 

Loading system shall consist of a power operated entrance door and ramp.  The ramp shall comply with the 

requirements defined in 49 CFR PART 38, Subpart B, 38.23c and shall provide ingress and egress quickly, 

safely and comfortably for a passenger in a wheelchair from a lever street or a curb.   The ramp shall 

automatically sense ramp deployment surfaces and equalize to equate all sections of the ramp to provide a single 

slope entry. 

 

The system shall be interlocked with the vehicle brakes, transmission or door, or shall provide other appropriate 

mechanisms or systems, to ensure that the vehicle cannot be moved when the ramp is not stowed and or so the 

ramp cannot be deployed unless the interlocks or systems are engaged. 

 

Chassis shall be Ford O.E.M. and incorporate front and rear air suspension which will allow the vehicle to kneel 

when the entry door is open.  An additional drop will incur during the operation of the ramp.  An additional 

switch shall be incorporated in the driver’s area to elevate the bus over normal ride height to increase the 

departure angle.   Kneeling override switch shall be located in the driver’s area. 

 

Layout 1113/A:  Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

Five (5) double forward facing fixed seats.  
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One (1) double forward facing two stage fold down seat. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order). 

Flat floor, which is extended to the front stanchions of the vehicle to include standard LED light strip.   

 

Layout 1113/B:  Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

Six (6) double forward facing fixed seats. 

One (1) double forward facing two stage fold down seat. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1113/LF:  Option shall be specific to the low floor and include all required equipment and 

specified layout specific equipment as indicated below. 

  

Five (5) double forward facing fixed seats. 

Two (2) double forward facing two stage fold down seats. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in the 

purchase order). 

Stanchion location per floor plan. 

 

OPTIONAL EQUIPMENT: 

 

1. Front Entrance Electric Door:  Optional front entrance electric door.  A & M or approved equal.  

 

2. Vinyl Graphics Decaling:  Logo, stripping, and lettering with maximum of $750.00. Vinyl material shall carry 

a standard warranty. 

  

3.  Q-Straint QRT Max tie-downs, or approved equal. 

 

4. Amerex Fire Suppression System:   

       The engine compartment shall be equipped with an automatic fire suppression system. 

            The system shall consist of a control panel, automatic discharge, manual discharge switch, 

            extinguisher and nozzles as described below: 

 

Control Panel – A control panel shall be located within the easy reach of the driver.  

             The control panel shall provide audible and visual indication to the driver for the following: 
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                  -SYSTEM OK [green] 

                  -FIRE Detected [red] 

                  -TROUBLE  [yellow] (disconnected or faulty circuit, low voltage) 

                                                                               

             In addition, switches shall be provided for the following: 

 

                    -Alarm Silence 

                    -System TEST 

                    -System RESET   

                 -ENGINE SHUTDOWN OVERRIDE 

                           

           Vehicle Interface – outputs shall be provided from the control panel that interface with 

             the vehicles controls for: 

              

                      1)  Engine Shutdown 

                       2) External Warning 

              

 Detection – A minimum of two thermal spot detectors shall be installed in the engine compartment.  

Sensor(s) shall be located to provide fast detection without false alarms for protection of the following 

fire threats: 

                         -Alternator/generator 

                         -Turbocharger (if applicable) 

                         -Starter 

                         -High current electrical cables 

                         -Large wiring bundles (>1 inch diameter) 

                         -Auxiliary engine heater (if equipped) 

 

              Manual Discharge Switch – A switch shall be located within easy reach of the driver 

              that when pressed will immediately discharge the extinguisher.  The switch shall be 

              provided with a tamper proof seal and cover, safety pull pin or other means to prevent 

              inadvertent discharge.  In addition, the control panel shall provide a unique visual 

              indication that the manual discharge switch has been activated.  This indication shall 

              require maintenance action to reset.  

 

Extinguisher – A dry chemical extinguisher with a minimum 13 pounds capacity shall be provided.  

Gaseous-based agents, which require a given concentration, be achieved for 

              fire extinguishment shall not be used unless extinguisher capacity/discharge time 

              compensates for un-closeable openings and coast-down.  Engineering calculations shall 

              be provided with the certification report. 

 

            Systems that utilize pressurized piping for detection and/or suppression are not     

              acceptable.  

 

              The extinguisher shall be capable of being serviced/refilled within a 60 mile radius of the 
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              operator.   

                           

              Nozzles – A minimum of two nozzles shall be provided for small buses Cutaway/    

              paratransit) and a minimum of 4 nozzles shall be provided for standard buses.  

 

             The automatic fire suppression system shall operate as follows: 

 

             FIRE detected  

                      - A red indicator shall illuminate and an audible alarm shall sound on the control                                             

                         panel. 

                      - The extinguisher release/engine shutdown 15 second timer shall initiate.  The  

                         driver may reset the timer for additional time if necessary by pressing the 

                         ENGINE SHUTDOWN DELAY button on the control panel.  It is also acceptable 

                         for the system to spray the extinguishing agent immediately when the fire is 

                         detected.  

                      - Upon expiration of the 15 second timer, the extinguisher shall be activated and  

                        the engine shall be shutdown simultaneously. 

 

             Manual Discharge Switch activated – all of the above shall occur but there shall be no  

             time delay.   

 

             Hose and Fittings – Fittings shall be galvanized malleable or ductile iron, black or  

             galvanized steel, stainless steel, copper or brass.  Cast iron fittings shall not be used.  

             Hose shall be, at minimum, single wire braid, rubber hose conforming to and marked as 

 

             SAE 100R5 or SAE 100 R1 or greater.  As an alternate to flexible hose, Type 304 or 316  

             Seamless Stainless Steel tubing conforming to ASTM-A-269 may be used if approved by  

             the system manufacturer. 

 

             Backup Battery – A backup battery is required or other means to manually actuate the                   

             system in the event of loss of vehicle electric power. 

 

             Certification – The factory or factory representative shall certify the automatic fire  

             suppression system design, operation, and installation for each unique engine 

             compartment configuration. The certification shall include a statement that the entire  

             system carries UL or FM approval.  Any concerns and/or recommendations shall be  

             addressed in the certification letter.  

             System Maintenance -   The system shall be installed, tested and maintained at regular                 

             intervals in accordance with the manufacturer’s recommendations.  Only fully trained and          

             factory certified individuals may install and maintain the fire suppression system.   

             Maintenance records shall be retained by the vehicle owner for the life of each vehicle. 

 

5. Energy Absorbing Bumper:  Front bumper, Romeo Rim or approved equal.  

 

6. Energy Absorbing Bumper:  Rear bumper, Romeo Rim or approved equal.  
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7A. Four (4) Camera On-board Digital Recording System  

A four (4) camera mobile DVR system, Bus-Watch DBW6, Safety Vision RR4CSD, SerVision MVG400, Seon 

MX4, Apollo MRH4 Roadrunner, Zen-Tinel SD-VX or approved equal shall be installed in the vehicle.  The 

supplier shall indicate on the interior seating/floor design drawing the actual location of the DRV system.  The 

system shall have a 2.5 removable 160gig hard disk drive caddy with USB data output, MPEG 4 video 

compression, selectable 1-30 fps for full motion, locking BNC connectors, black & white, color, IR interior and 

exterior camera availability, video loss detection, accelerometer for documenting hard braking and erratic 

driving events.  The DVR shall operate on a 12 or 24 volt DC power source.  The DVR shall have a low voltage 

cut-off with automatic restart.  The DVR shall be capable of recording real time images and sound at 30 frames 

per second with a display resolution of 720 x 480.  The DVR shall record continuously for a minimum of 24 

hours.  An event trigger switch shall be installed and shall encrypt and digitally watermark the video for 

evidencery purposes.  An extra removable hard drive shall be provided with the recording system.  Audio to be 

disabled at time of delivery.  All other functionality that does not conflict with the chassis computer and/or 

electrical system shall be turned on. 

 

7B. Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night night vision LED Module. No susbscription 

of annual fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 

 

8. OEM Service Manuals, CD-ROM:  A complete set of chassis OEM service manuals shall be provided, which 

shall include electrical, emissions and service.  The chassis service manuals shall be on CD-ROM format,   

subject to availability.  

 

9. Heated Back-Up Camera:  The heated back-up camera system shall include weatherproof heated camera with 

night vision, seven inch high-resolution color monitor, intergrated audio, versatile mounting hardware, harness, 

accessories, and user manual.  The camera system shall be installed by the supplier.  Rosco Safe-T-Scope Color 

Back-Up Camera System Kit STSK7360 or approved equal.   

 

10. Driver Seat: Recaro LXS seat with OEM seat base.  

 

11. Longitudinal Full Length “L” Track: Four (4) 50” lengths of “L” track shall be installed in the floor 

lengthwise throughout the WC position. The two (2) inside tracks shall be spaced on 17” centers and the outside 

track shall be spaced on 30” centers. In addition to the floor tracks there shall be a 50” section of track installed 

above the windows in the same corresponding longitudinal locations as the floor track. The integrated lap and 

should belt shall be provided with “L” track fittings on the upper and lower mounting points for the occupant 

restraints. This track option will allow the operator to located a wheelchair at any point throughout the 

wheelchair position and provide the ability to relocate the occupant restraint at any point throughout the length 

of track. In the instance of multiple WC positions front to back the track will run continuous in the floor and 

above the windows. The amount of track for multiple positions shall 50” per position times the number of 

positions (example: three [3] front to back positions would require 150” of track; four  [4] 150” sections in the 

floor and one [1] 150” length above the windows). This option will allow the operator to locate an occupied 
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wheelchair at any point throughout the length of multiple positions. The upper shoulder belt guide shall include 

an automatic height adjustable retractor mounted to an “L” track fitting and shall have a 131-degree bracket 

between the fitting and the retractor.  

 

12.  65,000 BTU rear wall mounted heater. 

 

13. 1,000 lb. lift.  Braun NCL1000(F)IB3451-2.  The lift shall have been tested to a static load of 3,000 lb. and 

has a 1,000 lb. rated lifting capacity.   

 

14. Hawkeye Backup Alert System 

 

14A. Hawkeye integrated into a Romeo Rim type bumper 

 

14B. Hawkeye exterior surface mounted system 

 

15. Air Conditioning Protective Covers. 

 

16. Fixed Route Service Package & Public Address System 

Two (2) different tone chime cords with lighted “Stop Requested” sign, minimum 4”H x 17”W, for wheel chair 

package. 

Fare box prep. 

The PA amplifier/control head used in the Radio Engineering Industries, Inc. (REI) PA system (#769982) is an 

integrated Radio/CD Player/ PA system (REI #710053).  The system shall be housed in a “DIN” sized chassis 

and easily installed where the “factory” radio would normally be located.   

Dimensions: 7” W x 1-15/16” H x 6-5/16” D (DIN).   

Power Supply: 12-volt nominal (11v-16v) negative ground. 

Maximum Power Output: 50 watts x 4 channels (total 200w) @ 1 kHz. 

Vendor will provide a credit for the AM/FM/ CD player in the base spec when this option is chosen. 

 

17. Destination Signage 

LED front and side destination signage to include programming resources to be provided to the agency, one unit 

per sign kit.  Stainless steel “T” latch shall be provided to hold open the destination sign door. For maximum 

viewing the front sign shall be a minimum of 16 pixels high x 96 pixels wide with a minimum display height of 

6.5”H x 37”W,  The curb side sign to be minimum of 8 pixels high x 96 pixels wide with a minimum display 

height of 3.25”H x 37”W . 

 

Transign LLC, Model: LED Destinator Series 

 

18. Farebox:  A two (2) vault fare box shall be provided and mounted on a stanchion with the trip handle toward 

the driver.  Reference: Main Fare box-Model M4, Diamond Fare box or approved equal.  

 

19. Locking Overhead Storage Box above driver.  Stainless steel “T” latch shall be provided to hold open the 

Overhead Storage Box door. 

 

20.  2.2 mil vinyl flooring 
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21. RCA rubber floor 

 

22.  Fiberglass exterior body. 

 

   

Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek  

 

Quality Assurance Supervisor: Brian Vulgaris 

 

Division Chief: Janice Pistor 
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       25’ TRANSIT BUS, GVWR 14,500 LBS.  

 

 

PCID NO.  1114  

Eff. December 13, 2016   

 

(Supersedes PCID 1114. eff. 18 April 2011) 

 

This PCID covers requirements for a 25 foot in length, Gross Vehicle Weight Requirement (GVWR)14,500 lb. 

transit bus with the motor and chassis manufactured by Ford Motor Company.   

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements.  Three (3) seating layouts will be defined in 

these specifications.  A weight analysis and manufacturer’s floor plan layout shall be supplied with your 

bid.  Failure to supply any of this information shall be cause for bid rejection. All required Federal 

Transit Administration’s certification forms must be included in the bid proposal.   

 

Required Equipment 

 

CHASSIS: 

14,500 lb. GVWR.  

176” wheelbase and cab-to-axle compatible with specified floor plan.  

Heavy-duty front and rear bumpers. 

Heavy-duty suspension. 

Anti-lock Brakes 

 

ENGINE: 

V10, 6.8 Liter gas engine. 

Increased capacity cooling with coolant recovery system. 

The exhaust shall exit on the driver’s side of each vehicle behind the rear wheels within 6” of rear bumper. 

Adequate access shall be provided for easy inspection and filling of the cooling system and oil dipstick   without 

removing any other equipment. 

 

TRANSMISSION: 

Heavy-duty six (6) speed automatic. 

Auxiliary transmission oil cooler. 

Guards for each section of the propeller shaft are required to prevent any section of the shaft from entering the 

vehicle or striking the ground in case of failure. 

Transmission Controller: The transmission controller shall be a fully automatic, solid state, microprocessor-

controlled unit that disengages the overdrive gear or engages “Tow Haul” mode of an automatic transmission 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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for a Ford or GM chassis and allow for programming of engagement and disengagement for overdrive feature 

based on vehicle speed. The system shall have “Plug & Play” connections to the chassis. The system shall be an 

InterMotive DuraTrans (DT301P1), BrakeMax (BMC501), or approved equal. 

 

FRONT AXLE: 

GAWR compatible with chassis OEM. 

Power steering. 

Steering stabilizer  

Front end alignment shall be done by the distributor prior to delivery with alignment sheet attached. 

 

REAR AXLE/SUSPENSION 

GAWR compatible with specified GVWR and application. 

The suspension shall be strengthened as needed to prevent any listing or leaning to the side of each vehicle on 

which the wheelchair lift is located. Regular rear suspension shall be provided with overload springs (one on 

each side), hooked or bolted onto the original rear springs if needed.  No suspension blocks are acceptable.  

Rear axle shall be limited slip Chassis OEM.   

Body frame shall support the wheelchair lift capacity. 

          

ELECTRICAL: 

Minimum 225 amp total capacity alternator(s), OEM chassis (if available). 

Gauge for water temperature. 

12 volt maintenance free dual battery system/1,200 CCA @ 0 degrees F. with one battery mounted in the engine 

compartment if availble from the OEM.  A stainless steel rollout battery tray completely enclosed in a stainless 

steel vented battery box for all frame mounted battery. 

A high idler device shall be provided which will help the charging system keep up with the load demand of each 

vehicle. The system shall be an InterMotive GatewayAI (example GTWY401G-A1) or InPower or approved 

equal with the manufacturer’s decal applied.  

Park Crank Only Module: The engine shall only start when the transmission is in Park. The controller shall be a 

fully automatic, solid state, microprocessor-controlled unit. The system shall be an InterMotive PCOM501 or 

approved equal.  

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

One schematic page for each circuit shall be provided. 

Any aftermarket electrical item shall be wired to its own dedicated circuit, and not the OEM chassis wiring 

harness. 

Daytime running lights. 

Sidemarker lights. 

All exterior lights other than chassis OEM lights shall be LED. 

Back-up lights shall be LED lights with a lifetime warranty and shall be 4” round and provide 13 foot candles of 

light at 50” distance. Dialight super bright series 47 LED light or approved equal.   

Each vehicle shall be equipped with mid ship turn signals on the side of the body that come on with the flashers.  

The stepwell, curb and dome lights shall be activated when the front passenger door is open while the engine is 

running.    

Step and door area to be illuminated by a high intensity, 500 lumen, LED  strip light or approved equal. Light to 

be low profile to facilitate a maximum clearance. Light to be door header or ceiling mounted near the door 
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entrance mounted to meet ADA lighting requirements without additional lighting. Strip light to be covered by a 

lifetime warranty.  Dialight VSL 300 lumen or approved equal. 

Curbside lights shall be LED and skirt mounted.   

The driver’s area shall have a LED swivel dome light with a minimum of 7 candle power to provide sufficient 

lighting in the steering wheel area during night operation and operated by OEM chassis light switch. 

Guarded or recessed lighting shall be provided on all front marker lights. 

 

WIRING 

All wiring shall conform to the current applicable standards of the Society of Automotive Engineers and be of 

sufficient size to carry the required current without excessive voltage drop.  The wire shall have adequate 

mechanical strength for the application and be of a sufficient gauge size to carry the current without overheating. 

All wiring and related devices shall be installed in a quality workmanship manner and be mechanically and 

electrically secure. 

 

All wiring shall be color coded, function coded or permanently and continuously numbered for ease of 

identification and must be continuously loomed.  All wiring shall be adequately protected from water, solvents, 

road splash, stones, grease, oil, fuel, abrasion and chafing. 

 

All wires and cables not installed by the OEM chassis manufacturer which are subject to extreme weather and 

heat shall be protected by shields where necessary to prevent premature failure. 

All exposed parts of the wiring system shall be completely loomed with Weather-Pack or approved equal to 

adequately protected from corrosion. 

Battery cables shall be heavy duty and adequate to carry current output of the electrical system. 

Grounding wires shall not pass through hinged door or any other cover. 

All harness and wiring shall terminate at appropriate junction terminals set in bakelite or molded plastic  

material. 

All wiring and connectors shall be of the soldered insulated or machine staked type.  All body circuits shall be 

protected by manual reset circuit breakers.  All circuit breakers shall be clearly identified.  Fuses and fuse blocks, 

if used, shall be clearly identified and easily accessible from inside each vehicle.  Fuses shall be placed in a single 

block.  The fuse block shall contain holders for spare fuses of each type. 

All after market switches in the dog house area of each vehicle shall have easily removable connectors for easy 

access to the engine. 

Devices such as lamps and wiring requiring periodic checking and servicing shall be readily and easily accessible 

and serviceable.  All exterior devices shall be sealed to prevent entrance of water. 

There shall be not exposed or loose wiring in the driver or passenger compartment of each vehicle. 

Any wiring installed as an after market installation that is subjected to vibration or other movement must be 

encased in continuous metallic tubing or be of the armored “BX” type.  This requirement is necessary only when 

wiring is passed through or within body or chassis member. 

Wiring, harnesses, and raceways shall be supported at regular intervals by “P” clamps, or by  other supporting 

hangers where necessary, and routed in separate hangers from heater hoses or air conditioning hoses.   

Un-dedicated constant hot and un-dedicated ignition hot with minimum 10 gauge wire in electrical compartment 

inside the vehicle. 

 

“As built” wiring diagrams, build specific illustrations, part numbers and all body parts diagrams shall be 

provided by the body manufacturer for all body installed electrical componets and parts on each vehicle. 
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FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid (55-gallon minimum fuel tank). 

 

WHEELS AND TIRES: 

Wheels and radial tires compatible with specified GVWR. 

All wheels shall be chassis OEM white on both sides.   

Spare wheel and tire assembly as used on the bus shall be shipped loose.       

OEM valve stems shall be provided. 

 

BODY: 

Interior width shall be minimium 90”. 

 

Interior height shall be a minimium of 72”. 

 

Dual electric windshield wipers with intermittent feature. 

 

Electric horn(s). 
 

One strip under hood light shall be LED with a minimum of 200 lumens and shall include a high temperature 

lens.  Dual windshield washers including antifreeze type solvent. 

 

AM/FM/CD radio with a digital clock, front driver speaker and dual 4 rear compartment speakers  to be 

activated by fade feature of the radio and it shall be possible to listen in the front exclusive of the rear.  The 

radio shall be a REI Model # 690514 with a 36,000 miles/ 3 year warranty or the OEM Chassis AM/FM CD 

player with digital clock.    

 

All after market controls and instruments are to be within driver’s arm reach with seat belt fastened.  All 

switches are to be of uniform type, either push-pull, toggle or rocker type, mounted in convenient groupings in a 

panel near the driver. 

 

Passenger seats shall be covered with Docket 90-A heavy-duty vinyl (36 oz. minimum) fully padded  

construction and color coordinated with interior and exterior colors, to be selected after receipt of purchase 

order. 

 

Passenger seats shall be provided with yellow grab handles. 

 

Seats cushioning and upholstery shall meet all applicable FMVSS standards and must comply with requirements 

of FTA Docket 90-A regarding flammability and FMVSS 210 for seat belt anchorage. 

 

Seat covering shall be fire resistant, shall not support combustion, and shall meet the requirements of FTA Docket 

90-A (Recommended Fire Safety Practices for Transit Bus and Van Materials Selection).  Seat cushions shall 

have no exposed foam top, bottom or side. Seat covering shall be same material top, bottom and side of seat 

cushion. 

 



25’ Transit Bus, GVWR 14,500 LBS.              PCID NO. 1114 

Page 5 of 18 

Foam material shall meet the requirements of FTA Docket 90-A with ILD ranges of:  seat cushion 55 to 65; seat 

back 35 to 45.  The thickness at which the foam should be tested to achieve these values shall be 4 inches. 

Chassis OEM cloth high back captian’s  reclining driver seat with right arm rest and 6 way power pedestal or 

Adnick power pedestal with shroud.  Roll-over cage shall be provided over the passenger compartment as well 

as the driver’s roof area. 

  

Sun visor for driver.   

 

T-Slider sash windows, to provide ventilation, which all shall be emergency egress, except for a maximium of 

one spacer window per side (if necessary).   

 

Tinted AS3 glass in all body windows. 

 

Doors shall be capable of opening from inside or outside the vehicle with exception of the front passenger 

entrance door.   

 

Each vehicle shall be equipped with a manually operated anodized aluminum or stainless steel front double panel 

entrance door with stainless steel door jam.  If exterior fasteners are used to secure the door frame, they shall be 

stainless steel fasteners.  Meeting edges shall be equipped with 2” extruded rubber edges on each section that 

overlap for form a tight seal.  The door shall not be provided by the original chassis manufacturer.  The door-

opening device shall be easily operated by the driver from the driver’s seat.  

 

Stepwells are to be of heavy duty construction of stainless steel, with coved or square corners and adequate 

reinforcement to prevent deflection.  Where exterior fasteners are utilized, stainless steel fasteners shall be used.  

Stepwell treads shall be at least 8.5” deep.  Individual risers shall not exceed 9” in height.  All risers shall be 

approximately the same height. The distance from the ground to the first step of the entryway shall be 11” +/- 

1”.   The first step height from street level shall not be more than 12 inches from the ground as measured to the 

top of the step tread when each vehicle is empty except for seats and normal equipment.  Step width shall be a 

minimum of 29”.  Step nose shall be yellow in color.   

 

The front entrance door shall have an unobstructed clear opening width of at least 29” and a full height of at least 

72”.  The front entrance door shall also be equipped with a brush at the bottom.  

 

Front entrance door shall be equipped with windows covering 80% on each panel and placed so as to allow the 

driver to see and judge curb location when stopping. 

 

The structure of all doors, their mounting, inside and outside trim, and any exposed mechanisms shall be of 

durable, corrosion-resistant material which is rigidly reinforced.  Positive stops to limit door travel in the open and 

closed positions shall be provided. 

 

Lift and Emergency doors shall be equipped with a passive hold open device and shall not rattle in the closed 

position and shall have durable, firmly installed weather seals to prevent the entrance of air and water and to keep 

ice from binding the door shafts.  The doors shall open to 90º or 180º and shall be secured with a stainless steel 

“T” latch or spring or gas shock in the open position.  Emergency rear doors shall have an audible alarm. 
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Each vehicle shall be equipped with a rear outward opening, stainless steel or galvanized or anodized aluminum 

or fiberglass emergency door with stainless steel door jam equipped with an emergency quick-release system, with 

appropriate operating instructions clearly written and placed in a highly visible location inside each vehicle.  The 

door shall be easily operated from both outside and inside each vehicle. Rear door shall have upper and lower 

window.  

 

An inner barrel bolt style lock shall be provided in the emergercy rear door that is interlocked to the ignition. 

 

Twin rear windows shall be provided on each side of rear door. 

 

All interior lights (driver dome light and 6 rear) shall be LED with a minimum of 7 candle power with switch on 

dash and door operated switches on all doors except driver’s door. 

 

Install interior and exterior lighting per NHTSA to enhance safety.   

 

OEM Chassis interior rear view mirror. 

 

Interior Passenger view mirror, minimum 4” x 16”, flat glass. 

 

Remote controlled exterior heated  mirrors, with stainless steel or aluminum mirror arms – 40 square inch 

minimum.  Mirrors shall provide an undistorted view of the rear corner of each vehicle. 

 

Mirror brackets shall not obstruct the driver’s field of vision.  Outside mirrors shall contain a standard mirror and 

a separate convex heated mirror mounted below and within the same housing.  Passenger side mirror shall be 

fender or A-pillar mounted and the driver side mirror shall be mounted on the A-pillar or door mounted.  Rosco or 

Safe Fleet fender mount or approved equal. 

 

Handrails on both sides of steps at entrance door and shall be full length and parallel to steps for convenience of 

ambulatory passengers.  If equipped with manual door, right side handrail need not be parallel to steps. 

 

All handrails (including ceiling) shall be yellow dimpled Dura Diamond or approved equal. All guardrails and 

stanchions shall be 403 satin finish seamless stainless steel. Guadrails and stanchions that have exposed metal and 

are immediately in front of passengers shall be padded. 

 

There shall be no less than 1 ½” of  knuckle room clearance at stanchions, guard rails, and grab rails. 

 

The passenger entryway shall have a right hand grab rail, two (2) steps with 9” risers. First step shall be 

electrically heated.   

 

The driver’s vertical stanchion shall be installed directly behind the driver’s seat including a full length padded 

modesty panel with protected edges.  The upper half of the modesty panel shall be a pexiglass driver barrier. 

 

Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency. 
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Interior walls and ceiling shall be installed to cover openings and posts and shall be a minimum of 1/8” vinyl 

type hardboard or Fiberglass Reinforced Plastic (FRP) that is congruous to industry standards.  Color shall be 

compatible with the color in driver’s compartment. 

 

The structural members (the steel cage structure, including walls, floor, and roof sections) of each vehicle shall be 

coated with an appropriate anti-corrosive material that will prevent corrosion failure throughout the expected life 

of each vehicle.  The use of aluminized steel is not acceptable.  

  

All body materials that are not inherently corrosion resistant shall be protected with corrosion – resistant coatings 

(such as zinc chromate or zinc phosphate prime paint).  Examples of inherently corrosion resistant materials are 

stainless steel, galvanized or galvanealed steel.  The use of aluminized steel is not acceptable.   

 

When each unit is completed, the sections of the underside of each vehicle exposed to the elements shall be 

treated with an undercoating material except those areas of the OEM chassis where undercoating is not 

recommended.  All box type steel tubing (except stainless steel) used in the floor structure and wall structure 

below the window line shall have the interior of the tube coated with corrosion resistant material conforming to 

MIL-C-62218 as outlined in Federal Standard 297E (Rustproofing of Commercial Vehicles). Sections that are 

treated shall be properly cleaned to remove greases, oils, and residues before application of the corrosion-proofing 

material.  All mechanisms (moving or stationary parts) that are affected or rendered useless by an application of 

sealant or insulation shall be cleaned free of sealant or insulation including vent canisters and drain pipes. 

 

All exterior panels shall be attached to the framing by pressure laminated sidewalls.  Vaccuum laminated 

sidewalls and the use of two-sided tape is not acceptable.  Panels shall be lapped unless continuously welded and 

the upper or forward panel shall form a watershed by being lapped over the following panel so that the sealing of 

the panels is not dependent on caulking alone.  All exterior joints and seams shall be protected by the application 

of caulking compound.  Body shall be thoroughly water tested and made tight to prevent leakage.  Exterior panels 

of each vehicle shall be of galvanized or galvanealed steel.  No wood or cardboard materials shall be utilized in 

any sidewall construction. 

 

Metal roof gutters shall be installed over all windows and doors, including the driver’s door. 

 

All nuts, bolts, clips, washers, clamps, and like fasteners shall be zinc or cadmium plated, or phosphate coated, or 

stainless steel to prevent corrosion. 

 

Install transition stone guards between the cab and the body. 

 

Mud flaps shall be provided for all wheels.  Mud flaps shall be sized to be effective to protect the body, and so 

that they can not be rubbed by the chassis tires or the ground.  In the event the tires extend beyond the side of each 

vehicle, splash aprons and fenders shall be provided. 

 

Back-up alarm system shall meet all ADA requirements. 

 

Driver’s side running board with grip track shall be provided.  Reference:  Carr HD-18” 304 stainless steel (tube 

step), or approved equal.  
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Tilt steering. 

 

Escape roof hatch with a hard wired audible alarm shall be provided that can be opened from inside and outside 

the bus. 

 

All standard signage that is required by the Department of Transportation (DOT). 

 

Rear center stop light.  

 

The unladen clearance height plus two inches shall be marked on a sign or decal which is clearly visable to 

driver.  The lettering shall be 1 ½” high. 

 

 AIR CONDITIONING/HEATER: 

A combination front and rear air conditioning system shall have a total of 70,000 B.T.U.  Manufacturer’s 

recommended chassis combination air conditioning and heater unit shall be installed in the front section of the 

vehicle.  An overhead evaporator with a minimum of 55,000 B.T.U. shall be mounted in the rear. A 45,000 

B.T.U.  passenger compartment heater with two (2) brass and/or stainless steel ball shut off valves on feed and 

return line. The shutoff valves shall be provided in front of the rear heater. The supplier shall indicate on the 

interior seating/floor design drawing the actual location of the rear heater.  The A/C control switch shall be a 3 

speed rotary switch. 

Heater hose material shall be silicone with mounting and securement requirements that provide sufficient room 

to eliminate chafing.  

 

Two air conditioner compressors shall be driven off the main engine.  One is the chassis OEM supplied 

compressor and is specific to the chassis OEM driver’s area air conditioning system.  The second compressor is 

for the passenger area air conditioning system, and is nominal 10 cubic inch displacement.  The passenger area 

condenser (separate from the radiator) shall be skirt mounted with a minimum of three (3) fans and three (3) 

motors.  The air conditioning system shall have a driver’s evaporator and a rear ceiling evaporator to provide 

cooling air to the driver and throughout the passenger compartment.  The driver’s area air conditioning system 

shall utilize the chassis OEM supplied radiator condenser.  The driver’s area air conditioning system and the 

passenger area air conditioning system shall be completely independent of each other. 

 

A low pressure safety cut-off switch shall be installed on the low pressure side of the air conditioning system.  A 

high pressure safety cut-off switch shall be installed on the high pressure side of the air conditioning system. The 

block/expansion valve shall meet minimum core requirements. 

 

All refrigerant hose assemblies shall meet SAE J2064 standards and shall be nylon veneer type or approved equal.  

All fittings shall be plated steel and utilize dual HNBR O-rings on the outer diameter of the hose barb surface.  

Crimping clamps shall be stainless steel.  Refrigerant shall be current federal standard refrigerant.  Refrigerant oil 

shall be consistent with compressor manufacturers’ recommendations.   

 

Air Conditioning condenser coil coating shall consist of an acrylic based or zinc plasma material or approved 

equal, which is applied to the entire conderser coil and tubing assembly.  Coating to be specifically designed to 

have a minimal effect on heat transfer while providing maximum corrosion resistance.  The coating shall also be 

applied to the condenser refrigerant fittings. 
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FLOOR: 

Flooring shall be minimum 3/4” marine grade plywood throughout the passenger area securely fastened to the 

steel floor structure.  

  

It shall be covered, wall-to-wall, with Altro transfloor or approved equal. 

 

Cab area shall be rubber floor covering, no carpet. 

 

White standee line to be placed on floor for “no standing forward of white line”. 

 

When the fuel sender is accessible, with modification, a stainless steel fuel sender access panel, 10” x 10” clear 

opening flush mounted, shall be provided directly over the fuel tank.  The panel shall allow for the easy removal 

and replacement of the fuel sender without dropping fuel tank.  The stainless steel access panel will have three 

(3) 2” strips of non-skid, black tape attached to the top of the plate or a fully covered non-skid material over the 

stainless steel plate or an aluminum diamond plate cover. The connector for the fuel sender/fuel pump shall be 

wire tied to the top of the fuel tank prior to installing the body to allow easy access from the access panel.  

 

FIRE, FIRST AID AND EMERGENCY EQUIPMENT: 

A mounted First Aid Kit in a hard shell case (Johnson and Johnson First Aid Kit #8172 or approved equal). 

Five pound dry chemical type A-B-C fire extinguisher. 

Emergency warning triangle kit without flares. 

OSHA approved Body Fluids Clean-Up Kit in a hard shell case shall be provided. 

These items shall be stowed or securely mounted in appropriate brackets provided by the manufacturer and 

installed in a location accessible to the driver; locations not to impede passenger traffic in the aisle way. 

Two (2) each Belt Cutters shipped loose with self-adhesive Velcro tape. 

Driver’s coat hook shall be provided. 

Two-Way Radio Antenna Access Panel. 

 

Layout Specific Equipment (to be referenced by Layout) 

 

Double forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt for 

each person, aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 

2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt for each person and 

arm rests. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 

½” to 18 ½”.   

 

Single aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt and arm rests. Seat 

Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   
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Double forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt for each person, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt, aisle side arm rest 

and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: 

Range of 17 ½” to 18 ½”.   

 

Single Panel Wheelchair Lift Door: Each vehicle shall be equipped with outward opening, single panel, stainless 

steel or galvanized or anodized aluminum or fiberglass side door equipped with window, including a stainless 

steel door jam, for installation of a wheelchair lift.  The door shall open to 90º or 180º and shall be secured with a 

stainless steel “T” latch in the open position.  Check arms, straps or equal devices shall be furnished to hold the 

lift door in the maximum open position.  Positive latch or similar positive stops shall be installed on side 

paratransit door to secure door in an open position while loading or unloading wheelchair passengers. No bungee 

type door tie downs. 

 

Double Panel Wheelchair Lift Doors: Each vehicle shall be equipped with outward opening, double panel, 

stainless steel side or galvanized or anodized aluminum or fiberglass doors equipped with windows, including a 

stainless steel door jam, for installation of a wheelchair lift.  The doors shall open to 90º or 180º and shall be 

secured with a stainless steel “T” latch in the open position.  Gas struts for 90º doors or “T” latch for 180º doors 

shall be installed on side paratransit door(s) to secure door(s) in an open position while loading or unloading 

wheelchair passengers. No bungee type door tie downs. 

 

ADA Compliant Wheelchair Lift Package: Lift shall have been tested to a static load of 2,400 lb. and has an 800 

lb. rated lifting capacity.  Side loader shall be powered by electric or electric-hydraulic system, which shall 

operate off the chassis electrical system.  Loader shall have a downward travel distance from the vehicle floor as 

required to properly load and unload wheelchair passengers.  The platform shall be a minimum of 34”. The 

platform shall be equipped with a stop to prevent the wheelchair from inadvertently rolling off the platform 

during loading and unloading.  Platform shall power retract to a vertical position when not in use for storage 

inside the van.  Control box or boxes to operate the lift shall be furnished and located for operation by an 

attendant or the wheelchair passenger from inside or outside the vehicle.  It shall be equipped with a safety 

switch to prevent operation of the lift when door is closed.  Lift must be capable of being manually raised and 

lowered to evacuate vehicle in case of emergency and shall be equipped with overhead handrails.  The OEM 

interior light, all ADA lighting and a dedicated light illuminating the area where the lift platform will rest when 

lowered shall operate when the doors (s) is (are) opened.  Controls must be located so that the operation of the 

door(s) does not restrict access to the control switches.  Placement of the controls must be accessible to the 

operator.  Control boxes shall have an interior light to illuminate the switches and to be secured with a latch.   A 

visual warning signal shall be located in the driver’s compartment for detection when side door(s) are not in a 

fully locked position. The lift shall comply with all current ADA requirements, and written documentation of 

full manually raised and lowered to evacuate vehicle in case of emergency.   All Lift Interlock System devices 

shall be install on a separate circuit in the vehicle and shall meet ADA Title 49 and NHTSA requirements.  The 

system shall be an InterMotive GatewayAI (example GTWY401-A1) and lift activation kit (ILIS501-H1) or 

InPower or approved equal. Lift shall have a manual backup system that allows operation at rated capacity of all 

function in case of power loss.  The lift shall meet NHTSA requirements for section 403 and 404.  The lift shall 
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be constructed and installed on the curb side of each vehicle with the minimum of structural body modifications.  

The cutting in front of chassis structural members is prohibited.  All changes required to the basic body structure 

shall provide for adequate reinforcing and load distribution.  The installation shall be adequate to withstand the 

stresses imposed by regular lift operation on a sustained basis.  The lift shall be furnished with an armor cable 

for the lift cord. 

The wheelchair lift package shall include all ADA required signage. 

 

Reference: 

 

Braun ADA Fully-Automatic, Millennium-2, Lift # NL919FIB-2:  The wheelchair lift shall be a Braun ADA 

fully-automatic lift Model NL919FIB-2. 

 

Braun ADA Fully-Automatic,Century -2, Lift # NCL919FIB-2:  The wheelchair lift shall be a Braun ADA fully-

automatic lift Model NCL919FIB-2. 

 

Ricon S5510-ADA or Ricon S2010-ADA: The wheelchair lift shall be a Ricon Model S5510-ADA or Ricon 

S2010-ADA. 

 

Wheelchair Securement and Occupant Restraint Systems: One (1) complete set of retractor wheelchair 

securement and occupant restraint system with retractable shoulder harness were appliable, shall be provided to 

securely hold the wheelchair and occupant in the wheelchair position.  The retractor wheelchair securement and 

occupant restraint system shall meet the following requirements:   

 

Each retractor wheelchair securement and occupant restraint system shall be in a forward facing direction. 

The retractor wheelchair securement and occupant system shall comply with the following requirements: 

A.)  Successfully tested to meet minimum impact forces of a 20 G, 30 MPH deceleration to simulate a frontal 

impact, as required by the ANSI/RESNA WC-18 standard.  

B.)  49 CFR Part 38 Americans with Disabilities Act (ADA). 

C.)  CSA Z605 Mobility Aid Securement and Occupant Restraint  Systems for Motor Vehicles (20G/30MPH 

impact test criteria). 

D.)  ISO 10542 (proposed) Wheelchair Tiedown and Occupant Restraint Systems for use in Motor Vehicles 

(20G/30MPH impact test criteria). 

When L Track is used it shall be made of aluminum alloy 6005-T5, 6061-T6, or 6351-T6. The track shall be 

flush mounted to the vehicle floor with end caps following manufacturer’s specifications. The flush mount 

tracks shall have no gaps between the ends or sides of track and the flooring. 

  

The track installation fasteners shall be made of high strength alloy steel as per ASTM F835 with sealant under 

the head to prohibit water accumulation between the fastener and the track mounting holes. The bolt shall be 

plated for corrosion resistance. 

 

Four (4) each- Belt loops per wheelchair location be provided plus an Eight Inch Seat Belt extension for each 

wheelchair position. 
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One (1) each-Wheelchair Pouch mounted in approved location for seat belt/shoulder harness system. 

 

Reference:  

 

Sure-Lok L-Track System (Retractor) #AL712S-4C Titan: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) Model #AL712S-4C Titan. 

 

Sure-Lok L-Track System (Retractor) SOLO #AL760S-4C: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) SOLO Model #L760S-4C. 

 

Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1- L:  The wheelchair securement and occupant 

restraint system set shall be Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1-L. 

 

Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC:  The wheelchair securement and 

occupant restraint system set shall be Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC. 

 

Low Floor: Low floor accessibility through space and body structural provisions shall be provided at the front 

door of the bus to accommodate the wheelchair loading system.   

 

Loading system shall consist of a power operated entrance door and ramp.  The ramp shall comply with the 

requirements defined in 49 CFR PART 38, Subpart B, 38.23c and shall provide ingress and egress quickly, 

safely and comfortably for a passenger in a wheelchair from a lever street or a curb.   The ramp shall 

automatically sense ramp deployment surfaces and equalize to equate all sections of the ramp to provide a single 

slope entry. 

 

The system shall be interlocked with the vehicle brakes, transmission or door, or shall provide other appropriate 

mechanisms or systems, to ensure that the vehicle cannot be moved when the ramp is not stowed and or so the 

ramp cannot be deployed unless the interlocks or systems are engaged. 

 

Chassis shall be Ford O.E.M. and incorporate front and rear air suspension which will allow the vehicle to kneel 

when the entry door is open.  An additional drop will incur during the operation of the ramp.  An additional 

switch shall be incorporated in the driver’s area to elevate the bus over normal ride height to increase the 

departure angle.   Kneeling override switch shall be located in the driver’s area. 

 

Layout 1114/A:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

Eight (8) double forward facing fixed seats.  

One (1) double forward facing two stage fold down seat. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   
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Layout 1114/B:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

Eight (8) double forward facing fixed seats. 

One (1) double forward facing two stage fold down seats. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

Flat floor. 

 

Layout 1114/LF:  Option shall be specific to the low floor and include all required equipment and 

specified layout specific equipment as indicated below. 

 

Five (5) double forward facing fixed seats. 

Three (3) double forward facing two stage fold down seats. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in the 

purchase order). 

Stanchion location per floor plan. 

 

OPTIONAL EQUIPMENT: 

 

1. Front Entrance Electric Door:  Optional front entrance electric door.  A & M or approved equal.  

 

2. Vinyl Graphics Decaling:  Logo, stripping, and lettering with maximum of $750.00. Vinyl material shall carry 

a standard warranty. 

  

3.  Q-Straint QRT Max tie-downs, or approved equal. 

 

4. Amerex Fire Suppression System:   

       The engine compartment shall be equipped with an automatic fire suppression system. 

            The system shall consist of a control panel, automatic discharge, manual discharge switch, 

            extinguisher and nozzles as described below: 

 

Control Panel – A control panel shall be located within the easy reach of the driver.  

             The control panel shall provide audible and visual indication to the driver for the following: 

 

                  -SYSTEM OK [green] 

                  -FIRE Detected [red] 

                  -TROUBLE  [yellow] (disconnected or faulty circuit, low voltage) 

                                                                               

             In addition, switches shall be provided for the following: 
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                    -Alarm Silence 

                    -System TEST 

                    -System RESET   

                 -ENGINE SHUTDOWN OVERRIDE 

                           

           Vehicle Interface – outputs shall be provided from the control panel that interface with 

             the vehicles controls for: 

              

                      1)  Engine Shutdown 

                       2) External Warning 

              

 Detection – A minimum of two thermal spot detectors shall be installed in the engine compartment.  

Sensor(s) shall be located to provide fast detection without false alarms for protection of the following 

fire threats: 

                         -Alternator/generator 

                         -Turbocharger (if applicable) 

                         -Starter 

                         -High current electrical cables 

                         -Large wiring bundles (>1 inch diameter) 

                         -Auxiliary engine heater (if equipped) 

 

              Manual Discharge Switch – A switch shall be located within easy reach of the driver 

              that when pressed will immediately discharge the extinguisher.  The switch shall be 

              provided with a tamper proof seal and cover, safety pull pin or other means to prevent 

              inadvertent discharge.  In addition, the control panel shall provide a unique visual 

              indication that the manual discharge switch has been activated.  This indication shall 

              require maintenance action to reset.  

 

Extinguisher – A dry chemical extinguisher with a minimum 13 pounds capacity shall be provided.  

Gaseous-based agents, which require a given concentration, be achieved for 

              fire extinguishment shall not be used unless extinguisher capacity/discharge time 

              compensates for un-closeable openings and coast-down.  Engineering calculations shall 

              be provided with the certification report. 

 

            Systems that utilize pressurized piping for detection and/or suppression are not     

              acceptable.  

 

              The extinguisher shall be capable of being serviced/refilled within a 60 mile radius of the 

              operator.   

                           

              Nozzles – A minimum of two nozzles shall be provided for small buses Cutaway/    

              paratransit) and a minimum of 4 nozzles shall be provided for standard buses.  

 

             The automatic fire suppression system shall operate as follows: 
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             FIRE detected  

                      - A red indicator shall illuminate and an audible alarm shall sound on the control                                             

                         panel. 

                      - The extinguisher release/engine shutdown 15 second timer shall initiate.  The  

                         driver may reset the timer for additional time if necessary by pressing the 

                         ENGINE SHUTDOWN DELAY button on the control panel.  It is also acceptable 

                         for the system to spray the extinguishing agent immediately when the fire is 

                         detected.  

                      - Upon expiration of the 15 second timer, the extinguisher shall be activated and  

                        the engine shall be shutdown simultaneously. 

 

             Manual Discharge Switch activated – all of the above shall occur but there shall be no  

             time delay.   

 

             Hose and Fittings – Fittings shall be galvanized malleable or ductile iron, black or  

             galvanized steel, stainless steel, copper or brass.  Cast iron fittings shall not be used.  

             Hose shall be, at minimum, single wire braid, rubber hose conforming to and marked as 

 

             SAE 100R5 or SAE 100 R1 or greater.  As an alternate to flexible hose, Type 304 or 316  

             Seamless Stainless Steel tubing conforming to ASTM-A-269 may be used if approved by  

             the system manufacturer. 

 

             Backup Battery – A backup battery is required or other means to manually actuate the                   

             system in the event of loss of vehicle electric power. 

 

             Certification – The factory or factory representative shall certify the automatic fire  

             suppression system design, operation, and installation for each unique engine 

             compartment configuration. The certification shall include a statement that the entire  

             system carries UL or FM approval.  Any concerns and/or recommendations shall be  

             addressed in the certification letter.  

             System Maintenance -   The system shall be installed, tested and maintained at regular                 

             intervals in accordance with the manufacturer’s recommendations.  Only fully trained and          

             factory certified individuals may install and maintain the fire suppression system.   

             Maintenance records shall be retained by the vehicle owner for the life of each vehicle. 

 

 

5. Energy Absorbing Bumper:  Front bumper, Romeo Rim or approved equal.  

 

6. Energy Absorbing Bumper:  Rear bumper, Romeo Rim or approved equal.  

 

7A. Four (4) Camera On-board Digital Recording System  

A four (4) camera mobile DVR system, Bus-Watch DBW6, Safety Vision RR4CSD, SerVision MVG400, Seon 

MX4, Apollo MRH4 Roadrunner, Zen-Tinel SD-VX or approved equal shall be installed in the vehicle.  The 

supplier shall indicate on the interior seating/floor design drawing the actual location of the DRV system.  The 

system shall have a 2.5 removable 160gig hard disk drive caddy with USB data output, MPEG 4 video 
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compression, selectable 1-30 fps for full motion, locking BNC connectors, black & white, color, IR interior and 

exterior camera availability, video loss detection, accelerometer for documenting hard braking and erratic 

driving events.  The DVR shall operate on a 12 or 24 volt DC power source.  The DVR shall have a low voltage 

cut-off with automatic restart.  The DVR shall be capable of recording real time images and sound at 30 frames 

per second with a display resolution of 720 x 480.  The DVR shall record continuously for a minimum of 24 

hours.  An event trigger switch shall be installed and shall encrypt and digitally watermark the video for 

evidencery purposes.  An extra removable hard drive shall be provided with the recording system.  Audio to be 

disabled at time of delivery.  All other functionality that does not conflict with the chassis computer and/or 

electrical system shall be turned on. 

 

7B. Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night night vision LED Module. No susbscription 

of annual fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 

 

8. OEM Service Manuals, CD-ROM:  A complete set of chassis OEM service manuals shall be provided, which 

shall include electrical, emissions and service.  The chassis service manuals shall be on CD-ROM format,   

subject to availability.  

 

9. Heated Back-Up Camera:  The heated back-up camera system shall include weatherproof heated camera with 

night vision, seven inch high-resolution color monitor, intergrated audio, versatile mounting hardware, harness, 

accessories, and user manual.  The camera system shall be installed by the supplier.  Rosco Safe-T-Scope Color 

Back-Up Camera System Kit STSK7360 or approved equal.   

 

10. Driver Seat: Recaro LXS seat with OEM seat base.  

 

11. Longitudinal Full Length “L” Track: Four (4) 50” lengths of “L” track shall be installed in the floor 

lengthwise throughout the WC position. The two (2) inside tracks shall be spaced on 17” centers and the outside 

track shall be spaced on 30” centers. In addition to the floor tracks there shall be a 50” section of track installed 

above the windows in the same corresponding longitudinal locations as the floor track. The integrated lap and 

should belt shall be provided with “L” track fittings on the upper and lower mounting points for the occupant 

restraints. This track option will allow the operator to located a wheelchair at any point throughout the 

wheelchair position and provide the ability to relocate the occupant restraint at any point throughout the length 

of track. In the instance of multiple WC positions front to back the track will run continuous in the floor and 

above the windows. The amount of track for multiple positions shall 50” per position times the number of 

positions (example: three [3] front to back positions would require 150” of track; four  [4] 150” sections in the 

floor and one [1] 150” length above the windows). This option will allow the operator to locate an occupied 

wheelchair at any point throughout the length of multiple positions. The upper shoulder belt guide shall include 

an automatic height adjustable retractor mounted to an “L” track fitting and shall have a 131-degree bracket 

between the fitting and the retractor.  

 

12.  65,000 BTU rear wall mounted heater. 
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13. 1,000 lb. lift.  Braun NCL1000(F)IB3451-2.  The lift shall have been tested to a static load of 3,000 lb. and 

has a 1,000 lb. rated lifting capacity.   

 

14. Hawkeye Backup Alert System 

 

14A. Hawkeye integrated into a Romeo Rim type bumper 

 

14B. Hawkeye exterior surface mounted system 

 

15. Air Conditioning Protective Covers. 

 

16. Fixed Route Service Package & Public Address System 

Two (2) different tone chime cords with lighted “Stop Requested” sign, minimum 4”H x 17”W, for wheel chair 

package. 

Fare box prep. 

The PA amplifier/control head used in the Radio Engineering Industries, Inc. (REI) PA system (#769982) is an 

integrated Radio/CD Player/ PA system (REI #710053).  The system shall be housed in a “DIN” sized chassis 

and easily installed where the “factory” radio would normally be located.   

Dimensions: 7” W x 1-15/16” H x 6-5/16” D (DIN).   

Power Supply: 12-volt nominal (11v-16v) negative ground. 

Maximum Power Output: 50 watts x 4 channels (total 200w) @ 1 kHz. 

Vendor will provide a credit for the AM/FM/ CD player in the base spec when this option is chosen. 

 

17. Destination Signage 

LED front and side destination signage to include programming resources to be provided to the agency, one unit 

per sign kit.  Stainless steel “T” latch shall be provided to hold open the destination sign door.  For maximum 

viewing the front sign shall be a minimum of 16 pixels high x 96 pixels wide with a minimum display height of 

6.5”H x 37”W,  The curb side sign to be minimum of 8 pixels high x 96 pixels wide with a minimum display 

height of 3.25”H x 37”W . 

 

Transign LLC, Model: LED Destinator Series 

 

18. Farebox:  A two (2) vault fare box shall be provided and mounted on a stanchion with the trip handle toward 

the driver.  Reference: Main Fare box-Model M4, Diamond Fare box or approved equal.  

 

19. Locking Overhead Storage Box above driver.  Stainless steel “T” latch shall be provided to hold open the 

Overhead Storage Box door. 

 

20.  2.2 mil vinyl flooring 

 

21. RCA rubber floor 

 

22.  Fiberglass exterior body. 
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Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek  

 

Quality Assurance Supervisor: Brian Vulgaris 

 

Division Chief: Janice Pistor 
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       PARATRANSIT CUTAWAY CAB AND CHASSIS BUS  

 

 

PCID NO.  1116  

Eff.  December 13, 2016 

 

(Supersedes PCID 1116. eff. 18 April 2011) 

 

This PCID covers requirements for 20 foot in length minimium, Gross Vehicle Weight Requirement (GVWR) 

11,500 lb. transit bus with the motor and chassis manufactured by Ford Motor Company.   

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements.  Two (2) seating layouts will be defined in these 

specifications.  Bidders must be able to supply both layouts.  A weight analysis and manufacturer’s floor 

plan layout shall be supplied with your bid.  Failure to supply any of this information shall be cause for 

bid rejection. All required Federal Transit Administration’s certification forms must be included in the 

bid proposal.   

 

Required Equipment 

 

CHASSIS: 

11,500 lb. GVWR.  

138” wheelbase and cab-to-axle compatible with specified floor plan.  

Heavy-duty front and rear bumpers. 

Heavy-duty suspension. 

Anti-lock Brakes 

 

ENGINE: 

V10, 6.8 Liter gas engine. 

Increased capacity cooling with coolant recovery system. 

The exhaust shall exit on the driver’s side of each vehicle behind the rear wheels within 6” of rear bumper. 

Adequate access shall be provided for easy inspection and filling of the cooling system and oil dipstick   without 

removing any other equipment. 

 

TRANSMISSION: 

Heavy-duty six (6) speed automatic. 

Auxiliary transmission oil cooler. 

Guards for each section of the propeller shaft are required to prevent any section of the shaft from entering the 

vehicle or striking the ground in case of failure. 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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Transmission Controller: The transmission controller shall be a fully automatic, solid state, microprocessor-

controlled unit that disengages the overdrive gear or engages “Tow Haul” mode of an automatic transmission 

for a Ford or GM chassis and allow for programming of engagement and disengagement for overdrive feature 

based on vehicle speed. The system shall have “Plug & Play” connections to the chassis. The system shall be an 

InterMotive DuraTrans (DT301P1), BrakeMax (BMC501), or approved equal. 

 

FRONT AXLE: 

GAWR compatible with chassis OEM. 

Power steering. 

Steering stabilizer  

Front end alignment shall be done by the distributor prior to delivery with alignment sheet attached. 

 

REAR AXLE/SUSPENSION 

GAWR compatible with specified GVWR and application. 

The suspension shall be strengthened as needed to prevent any listing or leaning to the side of each vehicle on 

which the wheelchair lift is located. Regular rear suspension shall be provided with overload springs (one on 

each side), hooked or bolted onto the original rear springs if needed.  No suspension blocks are acceptable.  

Rear axle shall be limited slip Chassis OEM.   

Body frame shall support the wheelchair lift capacity. 

          

ELECTRICAL: 

Minimum 225 amp total capacity alternator(s), OEM chassis (if available). 

Gauge for water temperature. 

12 volt maintenance free dual battery system/1,200 CCA @ 0 degrees F. with one battery mounted in the engine 

compartment if availble from the OEM.  A stainless steel rollout battery tray completely enclosed in a stainless 

steel vented battery box for all frame mounted battery. 

A high idler device shall be provided which will help the charging system keep up with the load demand of each 

vehicle. The system shall be an InterMotive GatewayAI (example GTWY401G-A1) or InPower or approved 

equal with the manufacturer’s decal applied.  

Park Crank Only Module: The engine shall only start when the transmission is in Park. The controller shall be a 

fully automatic, solid state, microprocessor-controlled unit. The system shall be an InterMotive PCOM501 or 

approved equal.  

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

One schematic page for each circuit shall be provided. 

Any aftermarket electrical item shall be wired to its own dedicated circuit, and not the OEM chassis wiring 

harness. 

Daytime running lights. 

Sidemarker lights. 

All exterior lights other than chassis OEM lights shall be LED. 

Back-up lights shall be LED lights with a lifetime warranty and shall be 4” round and provide 13 foot candles of 

light at 50” distance. Dialight super bright series 47 LED light or approved equal.   

Each vehicle shall be equipped with mid ship turn signals on the side of the body that come on with the flashers.  

The stepwell, curb and dome lights shall be activated when the front passenger door is open while the engine is 

running.    
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Step and door area to be illuminated by a high intensity, 500 lumen, LED  strip light or approved equal. Light to 

be low profile to facilitate a maximum clearance. Light to be door header or ceiling mounted near the door 

entrance mounted to meet ADA lighting requirements without additional lighting. Strip light to be covered by a 

lifetime warranty.  Dialight VSL 300 lumen or approved equal. 

Curbside lights shall be LED and skirt mounted.   

The driver’s area shall have a LED swivel dome light with a minimum of 7 candle power to provide sufficient 

lighting in the steering wheel area during night operation and operated by OEM chassis light switch. 

Guarded or recessed lighting shall be provided on all front marker lights. 

 

WIRING 

All wiring shall conform to the current applicable standards of the Society of Automotive Engineers and be of 

sufficient size to carry the required current without excessive voltage drop.  The wire shall have adequate 

mechanical strength for the application and be of a sufficient gauge size to carry the current without overheating. 

All wiring and related devices shall be installed in a quality workmanship manner and be mechanically and 

electrically secure. 

 

All wiring shall be color coded, function coded or permanently and continuously numbered for ease of 

identification and must be continuously loomed.  All wiring shall be adequately protected from water, solvents, 

road splash, stones, grease, oil, fuel, abrasion and chafing. 

 

All wires and cables not installed by the OEM chassis manufacturer which are subject to extreme weather and 

heat shall be protected by shields where necessary to prevent premature failure. 

All exposed parts of the wiring system shall be completely loomed with Weather-Pack or approved equal to 

adequately protected from corrosion. 

Battery cables shall be heavy duty and adequate to carry current output of the electrical system. 

Grounding wires shall not pass through hinged door or any other cover. 

All harness and wiring shall terminate at appropriate junction terminals set in bakelite or molded plastic  

material. 

All wiring and connectors shall be of the soldered insulated or machine staked type.  All body circuits shall be 

protected by manual reset circuit breakers.  All circuit breakers shall be clearly identified.  Fuses and fuse blocks, 

if used, shall be clearly identified and easily accessible from inside each vehicle.  Fuses shall be placed in a single 

block.  The fuse block shall contain holders for spare fuses of each type. 

All after market switches in the dog house area of each vehicle shall have easily removable connectors for easy 

access to the engine. 

Devices such as lamps and wiring requiring periodic checking and servicing shall be readily and easily accessible 

and serviceable.  All exterior devices shall be sealed to prevent entrance of water. 

There shall be not exposed or loose wiring in the driver or passenger compartment of each vehicle. 

Any wiring installed as an after market installation that is subjected to vibration or other movement must be 

encased in continuous metallic tubing or be of the armored “BX” type.  This requirement is necessary only when 

wiring is passed through or within body or chassis member. 

Wiring, harnesses, and raceways shall be supported at regular intervals by “P” clamps, or by  other supporting 

hangers where necessary, and routed in separate hangers from heater hoses or air conditioning hoses.   

Un-dedicated constant hot and un-dedicated ignition hot with minimum 10 gauge wire in electrical compartment 

inside the vehicle. 

 



Paratransit Cutaway Cab and Chassis Bus               PCID NO. 1116 

Page 4 of 17 

“As built” wiring diagrams, build specific illustrations, part numbers and all body parts diagrams shall be 

provided by the body manufacturer for all body installed electrical componets and parts on each vehicle. 

 

FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid (40-gallon minimum fuel tank). 

 

WHEELS AND TIRES: 

Wheels and radial tires compatible with specified GVWR. 

All wheels shall be chassis OEM white on both sides.   

Spare wheel and tire assembly as used on the bus shall be shipped loose.       

OEM valve stems shall be provided. 

 

BODY: 

Interior width shall be minimium 90”. 

 

Interior height shall be a minimium of 72”. 

 

Dual electric windshield wipers with intermittent feature. 

 

Electric horn(s). 
 

One strip under hood light shall be LED with a minimum of 200 lumens and shall include a high temperature 

lens.  Dual windshield washers including antifreeze type solvent. 

 

AM/FM/CD radio with a digital clock, front driver speaker and dual 4 rear compartment speakers  to be 

activated by fade feature of the radio and it shall be possible to listen in the front exclusive of the rear.  The 

radio shall be a REI Model # 690514 with a 36,000 miles/ 3 year warranty or the OEM Chassis AM/FM CD 

player with digital clock.    

 

All after market controls and instruments are to be within driver’s arm reach with seat belt fastened.  All 

switches are to be of uniform type, either push-pull, toggle or rocker type, mounted in convenient groupings in a 

panel near the driver. 

 

Passenger seats shall be covered with Docket 90-A heavy-duty vinyl (36 oz. minimum) fully padded  

construction and color coordinated with interior and exterior colors, to be selected after receipt of purchase 

order. 

 

Passenger seats shall be provided with yellow grab handles. 

 

Seats cushioning and upholstery shall meet all applicable FMVSS standards and must comply with requirements 

of FTA Docket 90-A regarding flammability and FMVSS 210 for seat belt anchorage. 

 

Seat covering shall be fire resistant, shall not support combustion, and shall meet the requirements of FTA Docket 

90-A (Recommended Fire Safety Practices for Transit Bus and Van Materials Selection).  Seat cushions shall 
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have no exposed foam top, bottom or side. Seat covering shall be same material top, bottom and side of seat 

cushion. 

 

Foam material shall meet the requirements of FTA Docket 90-A with ILD ranges of:  seat cushion 55 to 65; seat 

back 35 to 45.  The thickness at which the foam should be tested to achieve these values shall be 4 inches. 

Chassis OEM cloth high back captian’s  reclining driver seat with right arm rest and 6 way power pedestal or 

Adnick power pedestal with shroud.  Roll-over cage shall be provided over the passenger compartment as well 

as the driver’s roof area. 

  

Sun visor for driver.   

 

T-Slider sash windows, to provide ventilation, which all shall be emergency egress, except for a maximium of 

one spacer window per side (if necessary).   

 

Tinted AS3 glass in all body windows. 

 

Doors shall be capable of opening from inside or outside the vehicle with exception of the front passenger 

entrance door.   

 

Each vehicle shall be equipped with a manually operated anodized aluminum or stainless steel front double panel 

entrance door with stainless steel door jam.  If exterior fasteners are used to secure the door frame, they shall be 

stainless steel fasteners.  Meeting edges shall be equipped with 2” extruded rubber edges on each section that 

overlap for form a tight seal.  The door shall not be provided by the original chassis manufacturer.  The door-

opening device shall be easily operated by the driver from the driver’s seat.  

 

Stepwells are to be of heavy duty construction of stainless steel, with coved or square corners and adequate 

reinforcement to prevent deflection.  Where exterior fasteners are utilized, stainless steel fasteners shall be used.  

Stepwell treads shall be at least 8.5” deep.  Individual risers shall not exceed 9” in height.  All risers shall be 

approximately the same height. The distance from the ground to the first step of the entryway shall be 11” +/- 

1”.   The first step height from street level shall not be more than 12 inches from the ground as measured to the 

top of the step tread when each vehicle is empty except for seats and normal equipment.  Step width shall be a 

minimum of 29”.  Step nose shall be yellow in color.   

 

The front entrance door shall have an unobstructed clear opening width of at least 29” and a full height of at least 

72”.  The front entrance door shall also be equipped with a brush at the bottom.  

 

Front entrance door shall be equipped with windows covering 80% on each panel and placed so as to allow the 

driver to see and judge curb location when stopping. 

 

The structure of all doors, their mounting, inside and outside trim, and any exposed mechanisms shall be of 

durable, corrosion-resistant material which is rigidly reinforced.  Positive stops to limit door travel in the open and 

closed positions shall be provided. 

 

Lift and Emergency doors shall be equipped with a passive hold open device and shall not rattle in the closed 

position and shall have durable, firmly installed weather seals to prevent the entrance of air and water and to keep 
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ice from binding the door shafts.  The doors shall open to 90º or 180º and shall be secured with a stainless steel 

“T” latch or spring or gas shock in the open position.  Emergency rear doors shall have an audible alarm. 

 

Each vehicle shall be equipped with a rear outward opening, stainless steel or galvanized or anodized aluminum 

or fiberglass emergency door with stainless steel door jam equipped with an emergency quick-release system, with 

appropriate operating instructions clearly written and placed in a highly visible location inside each vehicle.  The 

door shall be easily operated from both outside and inside each vehicle. Rear door shall have upper and lower 

window.  

 

An inner barrel bolt style lock shall be provided in the emergercy rear door that is interlocked to the ignition. 

 

Twin rear windows shall be provided on each side of rear door. 

 

All interior lights (driver dome light and 6 rear) shall be LED with a minimum of 7 candle power with switch on 

dash and door operated switches on all doors except driver’s door. 

 

Install interior and exterior lighting per NHTSA to enhance safety.   

 

OEM Chassis interior rear view mirror. 

 

Interior Passenger view mirror, minimum 4” x 16”, flat glass. 

 

Remote controlled exterior heated  mirrors, with stainless steel or aluminum mirror arms – 40 square inch 

minimum.  Mirrors shall provide an undistorted view of the rear corner of each vehicle. 

 

Mirror brackets shall not obstruct the driver’s field of vision.  Outside mirrors shall contain a standard mirror and 

a separate convex heated mirror mounted below and within the same housing.  Passenger side mirror shall be 

fender or A-pillar mounted and the driver side mirror shall be mounted on the A-pillar or door mounted.  Rosco or 

Safe Fleet fender mount or approved equal. 

 

Handrails on both sides of steps at entrance door and shall be full length and parallel to steps for convenience of 

ambulatory passengers.  If equipped with manual door, right side handrail need not be parallel to steps. 

 

All handrails (including ceiling) shall be yellow dimpled Dura Diamond or approved equal. All guardrails and 

stanchions shall be 403 satin finish seamless stainless steel. Guadrails and stanchions that have exposed metal and 

are immediately in front of passengers shall be padded. 

 

There shall be no less than 1 ½” of  knuckle room clearance at stanchions, guard rails, and grab rails. 

 

The passenger entryway shall have a right hand grab rail, two (2) steps with 9” risers. First step shall be 

electrically heated.   

 

The driver’s vertical stanchion shall be installed directly behind the driver’s seat including a full length padded 

modesty panel with protected edges.  The upper half of the modesty panel shall be a pexiglass driver barrier. 
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Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency. 

 

Interior walls and ceiling shall be installed to cover openings and posts and shall be a minimum of 1/8” vinyl 

type hardboard or Fiberglass Reinforced Plastic (FRP) that is congruous to industry standards.  Color shall be 

compatible with the color in driver’s compartment. 

 

The structural members (the steel cage structure, including walls, floor, and roof sections) of each vehicle shall be 

coated with an appropriate anti-corrosive material that will prevent corrosion failure throughout the expected life 

of each vehicle.  The use of aluminized steel is not acceptable.  

  

All body materials that are not inherently corrosion resistant shall be protected with corrosion – resistant coatings 

(such as zinc chromate or zinc phosphate prime paint).  Examples of inherently corrosion resistant materials are 

stainless steel, galvanized or galvanealed steel.  The use of aluminized steel is not acceptable.   

 

When each unit is completed, the sections of the underside of each vehicle exposed to the elements shall be 

treated with an undercoating material except those areas of the OEM chassis where undercoating is not 

recommended.  All box type steel tubing (except stainless steel) used in the floor structure and wall structure 

below the window line shall have the interior of the tube coated with corrosion resistant material conforming to 

MIL-C-62218 as outlined in Federal Standard 297E (Rustproofing of Commercial Vehicles). Sections that are 

treated shall be properly cleaned to remove greases, oils, and residues before application of the corrosion-proofing 

material.  All mechanisms (moving or stationary parts) that are affected or rendered useless by an application of 

sealant or insulation shall be cleaned free of sealant or insulation including vent canisters and drain pipes. 

 

All exterior panels shall be attached to the framing by pressure laminated sidewalls.  Vaccuum laminated 

sidewalls and the use of two-sided tape is not acceptable.  Panels shall be lapped unless continuously welded and 

the upper or forward panel shall form a watershed by being lapped over the following panel so that the sealing of 

the panels is not dependent on caulking alone.  All exterior joints and seams shall be protected by the application 

of caulking compound.  Body shall be thoroughly water tested and made tight to prevent leakage.  Exterior panels 

of each vehicle shall be of galvanized or galvanealed steel.  No wood or cardboard materials shall be utilized in 

any sidewall construction. 

 

Metal roof gutters shall be installed over all windows and doors, including the driver’s door. 

 

All body materials that are not inherently corrosion resistant shall be protected with corrosion – resistant coatings 

(such as zinc chromate or zinc phosphate prime paint or approved equal).  Examples of inherently corrosion 

resistant materials are stainless steel, galvanized or galvanealed steel or approved equal. 

 

All nuts, bolts, clips, washers, clamps, and like fasteners shall be zinc or cadmium plated, or phosphate coated, or 

stainless steel to prevent corrosion. 

 

Install transition stone guards between the cab and the body. 
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Mud flaps shall be provided for all wheels.  Mud flaps shall be sized to be effective to protect the body, and so 

that they can not be rubbed by the chassis tires or the ground.  In the event the tires extend beyond the side of each 

vehicle, splash aprons and fenders shall be provided. 

 

Back-up alarm system shall meet all ADA requirements. 

 

Driver’s side running board with grip track shall be provided.  Reference:  Carr HD-18” 304 stainless steel (tube 

step), or approved equal.  

 

Tilt steering. 

 

Escape roof hatch with a hard wired audible alarm shall be provided that can be opened from inside and outside 

the bus. 

 

All standard signage that is required by the Department of Transportation (DOT). 

 

Rear center stop light.  

 

The unladen clearance height plus two inches shall be marked on a sign or decal which is clearly visable to 

driver.  The lettering shall be 1 ½” high. 

 

 AIR CONDITIONING/HEATER: 

A combination front and rear air conditioning system shall have a total of 70,000 B.T.U.  Manufacturer’s 

recommended chassis combination air conditioning and heater unit shall be installed in the front section of the 

vehicle.  An overhead evaporator with a minimum of 55,000 B.T.U. shall be mounted in the rear. A 45,000 

B.T.U.  passenger compartment heater with two (2) brass and/or stainless steel ball shut off valves on feed and 

return line. The shutoff valves shall be provided in front of the rear heater. The supplier shall indicate on the 

interior seating/floor design drawing the actual location of the rear heater.  The A/C control switch shall be a 3 

speed rotary switch. 

Heater hose material shall be silicone with mounting and securement requirements that provide sufficient room 

to eliminate chafing.  

 

Two air conditioner compressors shall be driven off the main engine.  One is the chassis OEM supplied 

compressor and is specific to the chassis OEM driver’s area air conditioning system.  The second compressor is 

for the passenger area air conditioning system, and is nominal 10 cubic inch displacement.  The passenger area 

condenser (separate from the radiator) shall be skirt mounted with a minimum of three (3) fans and three (3) 

motors.  The air conditioning system shall have a driver’s evaporator and a rear ceiling evaporator to provide 

cooling air to the driver and throughout the passenger compartment.  The driver’s area air conditioning system 

shall utilize the chassis OEM supplied radiator condenser.  The driver’s area air conditioning system and the 

passenger area air conditioning system shall be completely independent of each other. 

 

A low pressure safety cut-off switch shall be installed on the low pressure side of the air conditioning system.  A 

high pressure safety cut-off switch shall be installed on the high pressure side of the air conditioning system. The 

block/expansion valve shall meet minimum core requirements. 
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All refrigerant hose assemblies shall meet SAE J2064 standards and shall be nylon veneer type or approved equal.  

All fittings shall be plated steel and utilize dual HNBR O-rings on the outer diameter of the hose barb surface.  

Crimping clamps shall be stainless steel.  Refrigerant shall be current federal standard refrigerant.  Refrigerant oil 

shall be consistent with compressor manufacturers’ recommendations.   

 

Air Conditioning condenser coil coating shall consist of an acrylic based or zinc plasma material or approved 

equal, which is applied to the entire conderser coil and tubing assembly.  Coating to be specifically designed to 

have a minimal effect on heat transfer while providing maximum corrosion resistance.  The coating shall also be 

applied to the condenser refrigerant fittings. 

 

 

FLOOR: 

Flooring shall be minimum 3/4” marine grade plywood throughout the passenger area securely fastened to the 

steel floor structure.  

  

It shall be covered, wall-to-wall, with Altro transfloor or approved equal. 

 

Cab area shall be rubber floor covering, no carpet. 

 

White standee line to be placed on floor for “no standing forward of white line”. 

 

When the fuel sender is accessible, with modification, a stainless steel fuel sender access panel, 10” x 10” clear 

opening flush mounted, shall be provided directly over the fuel tank.  The panel shall allow for the easy removal 

and replacement of the fuel sender without dropping fuel tank.  The stainless steel access panel will have three 

(3) 2” strips of non-skid, black tape attached to the top of the plate or a fully covered non-skid material over the 

stainless steel plate or an aluminum diamond plate cover. The connector for the fuel sender/fuel pump shall be 

wire tied to the top of the fuel tank prior to installing the body to allow easy access from the access panel.  

 

FIRE, FIRST AID AND EMERGENCY EQUIPMENT: 

A mounted First Aid Kit in a hard shell case (Johnson and Johnson First Aid Kit #8172 or approved equal). 

Five pound dry chemical type A-B-C fire extinguisher. 

Emergency warning triangle kit without flares. 

OSHA approved Body Fluids Clean-Up Kit in a hard shell case shall be provided. 

These items shall be stowed or securely mounted in appropriate brackets provided by the manufacturer and 

installed in a location accessible to the driver; locations not to impede passenger traffic in the aisle way. 

Two (2) each Belt Cutters shipped loose with self-adhesive Velcro tape. 

Driver’s coat hook shall be provided. 

Two-Way Radio Antenna Access Panel. 

 

Layout Specific Equipment (to be referenced by Layout) 

 

Double forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt for 

each person, aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 

2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   
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Single forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt for each person and 

arm rests. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 

½” to 18 ½”.   

 

Single aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt and arm rests. Seat 

Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt for each person, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt, aisle side arm rest 

and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: 

Range of 17 ½” to 18 ½”.   

 

Single Panel Wheelchair Lift Door: Each vehicle shall be equipped with outward opening, single panel, stainless 

steel or galvanized or anodized aluminum or fiberglass side door equipped with window, including a stainless 

steel door jam, for installation of a wheelchair lift.  The door shall open to 90º or 180º and shall be secured with a 

stainless steel “T” latch in the open position.  Check arms, straps or equal devices shall be furnished to hold the 

lift door in the maximum open position.  Positive latch or similar positive stops shall be installed on side 

paratransit door to secure door in an open position while loading or unloading wheelchair passengers. No bungee 

type door tie downs. 

 

Double Panel Wheelchair Lift Doors: Each vehicle shall be equipped with outward opening, double panel, 

stainless steel side or galvanized or anodized aluminum or fiberglass doors equipped with windows, including a 

stainless steel door jam, for installation of a wheelchair lift.  The doors shall open to 90º or 180º and shall be 

secured with a stainless steel “T” latch in the open position.  Gas struts for 90º doors or “T” latch for 180º doors 

shall be installed on side paratransit door(s) to secure door(s) in an open position while loading or unloading 

wheelchair passengers. No bungee type door tie downs. 

 

ADA Compliant Wheelchair Lift Package: Lift shall have been tested to a static load of 2,400 lb. and has an 800 

lb. rated lifting capacity.  Side loader shall be powered by electric or electric-hydraulic system, which shall 

operate off the chassis electrical system.  Loader shall have a downward travel distance from the vehicle floor as 

required to properly load and unload wheelchair passengers.  The platform shall be a minimum of 34”. The 

platform shall be equipped with a stop to prevent the wheelchair from inadvertently rolling off the platform 

during loading and unloading.  Platform shall power retract to a vertical position when not in use for storage 

inside the van.  Control box or boxes to operate the lift shall be furnished and located for operation by an 

attendant or the wheelchair passenger from inside or outside the vehicle.  It shall be equipped with a safety 

switch to prevent operation of the lift when door is closed.  Lift must be capable of being manually raised and 

lowered to evacuate vehicle in case of emergency and shall be equipped with overhead handrails.  The OEM 

interior light, all ADA lighting and a dedicated light illuminating the area where the lift platform will rest when 
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lowered shall operate when the doors (s) is (are) opened.  Controls must be located so that the operation of the 

door(s) does not restrict access to the control switches.  Placement of the controls must be accessible to the 

operator.  Control boxes shall have an interior light to illuminate the switches and to be secured with a latch.   A 

visual warning signal shall be located in the driver’s compartment for detection when side door(s) are not in a 

fully locked position. The lift shall comply with all current ADA requirements, and written documentation of 

full manually raised and lowered to evacuate vehicle in case of emergency.   All Lift Interlock System devices 

shall be install on a separate circuit in the vehicle and shall meet ADA Title 49 and NHTSA requirements. The 

system shall be an InterMotive GatewayAI (example GTWY401-A1) and lift activation kit (ILIS501-H1) or 

InPower or approved equal. Lift shall have a manual backup system that allows operation at rated capacity of all 

function in case of power loss.  The lift shall meet NHTSA requirements for section 403 and 404.  The lift shall 

be constructed and installed on the curb side of each vehicle with the minimum of structural body modifications.  

The cutting in front of chassis structural members is prohibited.  All changes required to the basic body structure 

shall provide for adequate reinforcing and load distribution.  The installation shall be adequate to withstand the 

stresses imposed by regular lift operation on a sustained basis.  The lift shall be furnished with an armor cable 

for the lift cord. 

The wheelchair lift package shall include all ADA required signage. 

 

Reference: 

 

Braun ADA Fully-Automatic, Millennium-2, Lift # NL919FIB-2:  The wheelchair lift shall be a Braun ADA 

fully-automatic lift Model NL919FIB-2. 

 

Braun ADA Fully-Automatic,Century -2, Lift # NCL919FIB-2:  The wheelchair lift shall be a Braun ADA fully-

automatic lift Model NCL919FIB-2. 

 

Ricon S5510-ADA or Ricon S2010-ADA: The wheelchair lift shall be a Ricon Model S5510-ADA or Ricon 

S2010-ADA. 

 

Wheelchair Securement and Occupant Restraint Systems: One (1) complete set of retractor wheelchair 

securement and occupant restraint system with retractable shoulder harness were appliable, shall be provided to 

securely hold the wheelchair and occupant in the wheelchair position.  The retractor wheelchair securement and 

occupant restraint system shall meet the following requirements:   

 

Each retractor wheelchair securement and occupant restraint system shall be in a forward facing direction. 

The retractor wheelchair securement and occupant system shall comply with the following requirements: 

A.)  Successfully tested to meet minimum impact forces of a 20 G, 30 MPH deceleration to simulate a frontal 

impact, as required by the ANSI/RESNA WC-18 standard.  

B.)  49 CFR Part 38 Americans with Disabilities Act (ADA). 

C.)  CSA Z605 Mobility Aid Securement and Occupant Restraint  Systems for Motor Vehicles (20G/30MPH 

impact test criteria). 

D.)  ISO 10542 (proposed) Wheelchair Tiedown and Occupant Restraint Systems for use in Motor Vehicles 

(20G/30MPH impact test criteria). 
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When L Track is used it shall be made of aluminum alloy 6005-T5, 6061-T6, or 6351-T6. The track shall be 

flush mounted to the vehicle floor with end caps following manufacturer’s specifications. The flush mount 

tracks shall have no gaps between the ends or sides of track and the flooring. 

  

The track installation fasteners shall be made of high strength alloy steel as per ASTM F835 with sealant under 

the head to prohibit water accumulation between the fastener and the track mounting holes. The bolt shall be 

plated for corrosion resistance. 

 

Four (4) each- Belt loops per wheelchair location be provided plus an Eight Inch Seat Belt extension for each 

wheelchair position. 

 

One (1) each-Wheelchair Pouch mounted in approved location for seat belt/shoulder harness system. 

 

Reference:  

 

Sure-Lok L-Track System (Retractor) #AL712S-4C Titan: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) Model #AL712S-4C Titan. 

 

Sure-Lok L-Track System (Retractor) SOLO #AL760S-4C: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) SOLO Model #L760S-4C. 

 

Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1- L:  The wheelchair securement and occupant 

restraint system set shall be Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1-L. 

 

Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC:  The wheelchair securement and 

occupant restraint system set shall be Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC. 

 

Layout 1116/A:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

Four (4) double forward facing fixed seats.  

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order). 

 

Layout 1116/B:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

One (1) double forward facing fixed seat. 

Three (3) double forward facing two stage fold down seat. 

Four (4) wheelchair positions. 

Four (4) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   
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One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order). 

Flat floor. 

 

OPTIONAL EQUIPMENT: 

 

1. Front Entrance Electric Door:  Optional front entrance electric door.  A & M or approved equal.  

 

2. Vinyl Graphics Decaling:  Logo, stripping, and lettering with maximum of $750.00. Vinyl material shall carry 

a standard warranty. 

  

3.  Q-Straint QRT Max tie-downs, or approved equal. 

 

4. Amerex Fire Suppression System:   

       The engine compartment shall be equipped with an automatic fire suppression system. 

            The system shall consist of a control panel, automatic discharge, manual discharge switch, 

            extinguisher and nozzles as described below: 

 

Control Panel – A control panel shall be located within the easy reach of the driver.  

             The control panel shall provide audible and visual indication to the driver for the following: 

 

                  -SYSTEM OK [green] 

                  -FIRE Detected [red] 

                  -TROUBLE  [yellow] (disconnected or faulty circuit, low voltage) 

                                                                               

             In addition, switches shall be provided for the following: 

 

                    -Alarm Silence 

                    -System TEST 

                    -System RESET   

                 -ENGINE SHUTDOWN OVERRIDE 

                           

           Vehicle Interface – outputs shall be provided from the control panel that interface with 

             the vehicles controls for: 

              

                      1)  Engine Shutdown 

                       2) External Warning 

              

 Detection – A minimum of two thermal spot detectors shall be installed in the engine compartment.  

Sensor(s) shall be located to provide fast detection without false alarms for protection of the following 

fire threats: 

                         -Alternator/generator 

                         -Turbocharger (if applicable) 

                         -Starter 

                         -High current electrical cables 



Paratransit Cutaway Cab and Chassis Bus               PCID NO. 1116 

Page 14 of 17 

                         -Large wiring bundles (>1 inch diameter) 

                         -Auxiliary engine heater (if equipped) 

 

              Manual Discharge Switch – A switch shall be located within easy reach of the driver 

              that when pressed will immediately discharge the extinguisher.  The switch shall be 

              provided with a tamper proof seal and cover, safety pull pin or other means to prevent 

              inadvertent discharge.  In addition, the control panel shall provide a unique visual 

              indication that the manual discharge switch has been activated.  This indication shall 

              require maintenance action to reset.  

 

Extinguisher – A dry chemical extinguisher with a minimum 13 pounds capacity shall be provided.  

Gaseous-based agents, which require a given concentration, be achieved for 

              fire extinguishment shall not be used unless extinguisher capacity/discharge time 

              compensates for un-closeable openings and coast-down.  Engineering calculations shall 

              be provided with the certification report. 

 

            Systems that utilize pressurized piping for detection and/or suppression are not     

              acceptable.  

 

              The extinguisher shall be capable of being serviced/refilled within a 60 mile radius of the 

              operator.   

                           

              Nozzles – A minimum of two nozzles shall be provided for small buses Cutaway/    

              paratransit) and a minimum of 4 nozzles shall be provided for standard buses.  

 

             The automatic fire suppression system shall operate as follows: 

 

             FIRE detected  

                      - A red indicator shall illuminate and an audible alarm shall sound on the control                                             

                         panel. 

                      - The extinguisher release/engine shutdown 15 second timer shall initiate.  The  

                         driver may reset the timer for additional time if necessary by pressing the 

                         ENGINE SHUTDOWN DELAY button on the control panel.  It is also acceptable 

                         for the system to spray the extinguishing agent immediately when the fire is 

                         detected.  

                      - Upon expiration of the 15 second timer, the extinguisher shall be activated and  

                        the engine shall be shutdown simultaneously. 

 

             Manual Discharge Switch activated – all of the above shall occur but there shall be no  

             time delay.   

 

             Hose and Fittings – Fittings shall be galvanized malleable or ductile iron, black or  

             galvanized steel, stainless steel, copper or brass.  Cast iron fittings shall not be used.  

             Hose shall be, at minimum, single wire braid, rubber hose conforming to and marked as 
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             SAE 100R5 or SAE 100 R1 or greater.  As an alternate to flexible hose, Type 304 or 316  

             Seamless Stainless Steel tubing conforming to ASTM-A-269 may be used if approved by  

             the system manufacturer. 

 

             Backup Battery – A backup battery is required or other means to manually actuate the                   

             system in the event of loss of vehicle electric power. 

 

             Certification – The factory or factory representative shall certify the automatic fire  

             suppression system design, operation, and installation for each unique engine 

             compartment configuration. The certification shall include a statement that the entire  

             system carries UL or FM approval.  Any concerns and/or recommendations shall be  

             addressed in the certification letter.  

             System Maintenance -   The system shall be installed, tested and maintained at regular                 

             intervals in accordance with the manufacturer’s recommendations.  Only fully trained and          

             factory certified individuals may install and maintain the fire suppression system.   

             Maintenance records shall be retained by the vehicle owner for the life of each vehicle. 

 

5. Energy Absorbing Bumper:  Front bumper, Romeo Rim or approved equal.  

 

6. Energy Absorbing Bumper:  Rear bumper, Romeo Rim or approved equal.  

 

7A. Four (4) Camera On-board Digital Recording System  

A four (4) camera mobile DVR system, Bus-Watch DBW6, Safety Vision RR4CSD, SerVision MVG400, Seon 

MX4, Apollo MRH4 Roadrunner, Zen-Tinel SD-VX or approved equal shall be installed in the vehicle.  The 

supplier shall indicate on the interior seating/floor design drawing the actual location of the DRV system.  The 

system shall have a 2.5 removable 160gig hard disk drive caddy with USB data output, MPEG 4 video 

compression, selectable 1-30 fps for full motion, locking BNC connectors, black & white, color, IR interior and 

exterior camera availability, video loss detection, accelerometer for documenting hard braking and erratic 

driving events.  The DVR shall operate on a 12 or 24 volt DC power source.  The DVR shall have a low voltage 

cut-off with automatic restart.  The DVR shall be capable of recording real time images and sound at 30 frames 

per second with a display resolution of 720 x 480.  The DVR shall record continuously for a minimum of 24 

hours.  An event trigger switch shall be installed and shall encrypt and digitally watermark the video for 

evidencery purposes.  An extra removable hard drive shall be provided with the recording system.  Audio to be 

disabled at time of delivery.  All other functionality that does not conflict with the chassis computer and/or 

electrical system shall be turned on. 

 

7B. Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night night vision LED Module. No susbscription 

of annual fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 
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8. OEM Service Manuals, CD-ROM:  A complete set of chassis OEM service manuals shall be provided, which 

shall include electrical, emissions and service.  The chassis service manuals shall be on CD-ROM format,   

subject to availability.  

 

9. Heated Back-Up Camera:  The heated back-up camera system shall include weatherproof heated camera with 

night vision, seven inch high-resolution color monitor, intergrated audio, versatile mounting hardware, harness, 

accessories, and user manual.  The camera system shall be installed by the supplier.  Rosco Safe-T-Scope Color 

Back-Up Camera System Kit STSK7360 or approved equal.   

 

10. Driver Seat: Recaro LXS seat with OEM seat base.  

 

11. Longitudinal Full Length “L” Track: Four (4) 50” lengths of “L” track shall be installed in the floor 

lengthwise throughout the WC position. The two (2) inside tracks shall be spaced on 17” centers and the outside 

track shall be spaced on 30” centers. In addition to the floor tracks there shall be a 50” section of track installed 

above the windows in the same corresponding longitudinal locations as the floor track. The integrated lap and 

should belt shall be provided with “L” track fittings on the upper and lower mounting points for the occupant 

restraints. This track option will allow the operator to located a wheelchair at any point throughout the 

wheelchair position and provide the ability to relocate the occupant restraint at any point throughout the length 

of track. In the instance of multiple WC positions front to back the track will run continuous in the floor and 

above the windows. The amount of track for multiple positions shall 50” per position times the number of 

positions (example: three [3] front to back positions would require 150” of track; four  [4] 150” sections in the 

floor and one [1] 150” length above the windows). This option will allow the operator to locate an occupied 

wheelchair at any point throughout the length of multiple positions. The upper shoulder belt guide shall include 

an automatic height adjustable retractor mounted to an “L” track fitting and shall have a 131-degree bracket 

between the fitting and the retractor.  

 

12.  65,000 BTU rear wall mounted heater. 

 

13. 1,000 lb. lift.  Braun NCL1000(F)IB3451-2.  The lift shall have been tested to a static load of 3,000 lb. and 

has a 1,000 lb. rated lifting capacity.   

 

 

14. Hawkeye Backup Alert System 

 

14A. Hawkeye integrated into a Romeo Rim type bumper 

 

14B. Hawkeye exterior surface mounted system 

 

15. Air Conditioning Protective Covers. 

 

16. Fixed Route Service Package & Public Address System 

Two (2) different tone chime cords with lighted “Stop Requested” sign, minimum 4”H x 17”W, for wheel chair 

package. 

Fare box prep. 
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The PA amplifier/control head used in the Radio Engineering Industries, Inc. (REI) PA system (#769982) is an 

integrated Radio/CD Player/ PA system (REI #710053).  The system shall be housed in a “DIN” sized chassis 

and easily installed where the “factory” radio would normally be located.   

Dimensions: 7” W x 1-15/16” H x 6-5/16” D (DIN).   

Power Supply: 12-volt nominal (11v-16v) negative ground. 

Maximum Power Output: 50 watts x 4 channels (total 200w) @ 1 kHz. 

Vendor will provide a credit for the AM/FM/ CD player in the base spec when this option is chosen. 

 

17. Destination Signage 

LED front and side destination signage to include programming resources to be provided to the agency, one unit 

per sign kit.  Stainless steel “T” latch shall be provided to hold open the destination sign door. For maximum 

viewing the front sign shall be a minimum of 16 pixels high x 96 pixels wide with a minimum display height of 

6.5”H x 37”W,  The curb side sign to be minimum of 8 pixels high x 96 pixels wide with a minimum display 

height of 3.25”H x 37”W . 

  

Transign LLC, Model: LED Destinator Series 

 

18. Farebox:  A two (2) vault fare box shall be provided and mounted on a stanchion with the trip handle toward 

the driver.  Reference: Main Fare box-Model M4, Diamond Fare box or approved equal.  

 

19. Locking Overhead Storage Box above driver.  Stainless steel “T” latch shall be provided to hold open the 

Overhead Storage Box door. 

 

20.  2.2 mil vinyl flooring 

 

21. RCA rubber floor 

 

22.  Fiberglass exterior body. 

 

   

Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek  

 

Quality Assurance Supervisor: Brian Vulgaris 

 

Division Chief: Janice Pistor 
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General Requirements for Delivery of Transit Buses, Transit Vans and Mini Vans 

  
PCID NO.  1120 

Eff.  May 25, 2016 

 

(Supersedes PCID 1120 eff. 18 April 2011) 

 

The following delivery requirements shall apply to the vehicle as specified by the ordering agency.  These 

requirements are in addition to, but not limited to, the vehicle specification provided as part of the 

solicitation document.  Unless otherwise noted on the request for proposal or invitation for bid, deliveries 

shall be made to the requesting agency. 

 

1.0  GENERAL REQUIREMENTS SECTION 

 

1.1 The vehicle Manufacturer's model name and/or model number shall be indicated on a decal affixed inside 

the door. 

 

1.2 Standard solid exterior colors with standard interior trim shall be selected after the award is made unless 

otherwise indicated in the proposal. 

     

1.3 Tire size and type shall be original equipment brand or as indicated in the proposal or specification sheet.  

Tire inflation monitors shall be supplied as required by Federal Motor Vehicle Safety Standard (FMVSS) 

138.    

 

1.4 All vehicles shall be new and of the model year indicated in the proposal. 

 

1.5 All vehicles shall include all genuine parts, accessories and equipment considered standard by the  

manufacturer for the vehicle offered by the supplier. 

 

1.6 All vehicles shall have a valid PA state inspection sticker, a valid PA registration plate and a valid PA 

emissions inspections sticker (for all vehicles subject to the PA I/M Program). NOTE: New or current model 

year vehicles with less than 5,000 miles, subject to the PA I/M program, must display a valid PA emissions 

inspection sticker with an exemption indicator.  All Pennsylvania state inspection requirements are the sole 

responsibility of the supplier. 

 

1.7 All vehicles shall have completed the manufacturers’ recommended pre-delivery service. 

 

1.8 All vehicles shall be clean, lubricated, serviced, fuel tank filled to full recommended capacity, all 

adjustments completed, all mechanical and electrical components fully functional and operational, and the 

vehicle will be “road ready” for immediate use.    

 

NOTE:  Supplier shall supply the manufacturer’s MSRP (Monroney) sticker and/or dealer sticker price upon 

delivery.                

  

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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1.9 All vehicles shall have appropriately placed decals or manuals indicating the types of required fuels or 

lubricants and the capacity of each fluid’s reservoir in accordance with the manufacturer’s recommendation. 

 

1.10 All vehicles shall have extended life coolant to protect at a level of  -35F.   

 

1.11 All vehicles shall be free from all non OEM signs/emblems. 

 

1.12 All vehicles shall have all required rust proofing applied to the exterior and underside of the vehicle.  

No rustproofing compound can be on the personnel compartment’s items or the exterior of the body in 

unsightly or unintended areas. 

 

1.13All vehicles shall include a copy of the manufacturer’s warranty and service policy with all warranty 

vouchers, certificates and coupons.  The successful supplier shall comply with the manufacturer's warranty, 

or authorize a qualified dealer at the closest approved service center to the purchaser, to do whatever is 

required to comply with the manufacturer's warranty.  It is the purchaser’s responsibility to contact the 

supplier for approval of warranty work. 

 

1.14 It is the supplier’s responsibility to complete the manufacturer’s statement of origin, and application for 

title.  The vehicle shall be delivered with a temporary registration plate, minimum, and copy of executed MV-1 

application for title and temporary or permanent registration documentation and plate.  All costs associated with 

fees and registration shall be borne by the supplier. 

  

1.15 At the time of vehicle delivery, the successful supplier shall furnish an original and three copies of the 

invoice which shall include the key number, vehicle color and purchase order number and indicate ordering 

agency. 

 

1.16 The successful supplier shall provide anti-lock brakes on each vehicle. 

 

1.17 The successful supplier shall submit at least two (2) copies of all service/technical bulletins, recall 

notices, etc. to the ordering agency.  These documents shall be submitted on a continual basis to keep the 

agency informed regarding improvements, changes and/or problems concerning agency owned vehicles and 

their component parts. 

 

1.18 The ordering agency and/or the Commonwealth will inspect all vehicles prior to acceptance.  It will be 

the responsibility of the supplier to remove any vehicle rejected by the ordering agency within two (2) 

working days after notification, and return the vehicle to the ordering agency upon correction of deficiencies.  

Date in service will be the date the vehicle is accepted by the ordering agency, not the date of delivery. 

 

1.19 The ordering agency disclaims any liability for damage to vehicles not unconditionally accepted by the 

agency. 

 

1.20 Unless otherwise indicated, all items requested in this specification which are listed in the 

manufacturer's specification book as standard or optional equipment shall be factory installed and operative.  

Vehicles delivered to the requesting agency in a condition considered to be below retail customer acceptance 

levels will not be accepted.  Items which determine this acceptance level shall include, but not be limited to, 

the general appearance of the interior and exterior of the vehicle for completeness and quality of 

workmanship, lubrication and fluid levels, with any leaks corrected, mechanical operation of the vehicle and 

all electrical components operational.  Allied equipment specified to be furnished and installed which is not 
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available through the vehicle manufacturer shall conform to the best quality standards known to that 

particular industry, both product and installation. 

 

1.21 All vehicle deliveries shall be coordinated through the requesting agency.  Suppliers shall call the 

ordering agency for delivery schedule at least 48 hours in advance.   

 

1.22 Vehicle Delivery:  Mileage limitations are placed upon vehicles delivered in accordance to these 

requirements as indicated below.  If the mileage upon delivery exceeds these limits, a credit of $5.00 per mile 

will be applied against the awarded supplier’s purchase order as damages and deducted at time of payment.  

If the awarded supplier uses a towing device to tow another vehicle to the requesting agency for delivery, the 

towing device may not be attached in a way that holes are drilled in the bumpers of the vehicles being towed.  

Drilling of holes in the vehicle bumpers is not permitted.  Any bumper damage caused by a towing device 

will be replaced by the awarded supplier at no charge to the Commonwealth.  If a vehicle is being towed by 

another vehicle, the vehicle being towed must have the drive shaft disconnected to eliminate unnecessary 

mileage. 

 

1.22.1 Class 1 to 3 factory completed vehicles:  mileage displayed on the vehicle odometer shall not exceed 

400 miles.   

 

1.22.2 Class 2 to 5, factory incomplete vehicle:  mileage displayed on the vehicle odometer upon delivery 

with final stage manufacturer certification shall not exceed 1,000 miles. 

  

1.22.3 The supplier shall provide proof of certification that the frontend alignment was completed after the 

final stage of manufacture. 

 

1.22.4 The supplier shall provide the requesting agency a detailed list of serial numbers of the vehicle and all 

other major components of the unit.  

 

1.23 All vehicles delivered must meet the Manufacturer’s weight requirements for the front, rear, and total 

GVWR.  A theoretical weight analysis will be required to be submitted with each new vehicle Purchase 

Order, Change Order, and seating diagram to assure that each vehicle ordered will be within Manufacturer’s 

weight requirements. 

 

2.0 PRE-AWARD AND ON-LINE INSPECTIONS 

 

2.1 Pre-award Inspections - The purchaser and/or the Commonwealth reserves the right to perform a pre-award 

inspection of any bidder.  The purpose of the evaluation will be to assure that the bidder: 

 

(a) Has in operation, or has the capability to have in operation, a manufacturing location adequate to assure 

delivery of all equipment within the time specified under this contract. 

       

(b) Has adequate engineering and service personnel, to satisfy any engineering or service problems that may 

arise during the warranty period. 

 

(c)  Has the necessary facilities and financial resources, or has the capability to obtain such facilities and 

resources, to complete the contract in a satisfactory manner within the required time. 

 

(d) Has adequate quality control to assure that workmanship will comply with the specifications. 
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2.2 On-line Inspections - The purchaser and/or the Commonwealth on behalf of the purchaser and/or other 

designated agent of the purchaser reserves the right to inspect any vehicle produced by any manufacturer and 

intended for delivery to the purchaser under this contract.  The inspection may be performed during any stage 

of construction at the place of assembly in the case of a bus or at the place of conversion in the case of a 

converted van.  The vendor and/or manufacturer shall give all needed assistance to the purchaser and/or 

Commonwealth personnel in the performance of this inspection.  The inspection, if made, shall be for the 

purpose of assuring that each vehicle meets or exceeds the specifications.  Any deficiencies identified must 

be rectified prior to delivery of the vehicle.  For procurements of eleven or more vehicles, a resident inspector 

(other than an agent or employee of the manufacturer) must be at the manufacturing site throughout the 

period of manufacture of the rolling stock to be purchased.  

 

3.0 REQUIRED EQUIPMENT SECTION 

 

The following items shall be supplied on all vehicles as Minimum required equipment, unless otherwise 

superceded in the request for proposals or invitation for bids. 

 

3.1 Air conditioning integral with the heater and defrosters. 

 

3.2  Dual electric intermittent windshield wipers.   

 

3.3  The rustproofing shall be factory or locally applied in compliance with Federal Standard 297A.  

Warranty coupon for five (5) years, at no cost to the requsting agency, shall be furnished with each vehicle*. 

 

* NOT APPLICABLE IF THE VEHICLE FURNISHED IS FACTORY WARRANTED AGAINST CORROSION FOR NOT 

LESS THAN 5 YEARS AT NO COST  TO THE REQUESTING AGENCY.  WARRANTY INDICATING COMPLIANCE IS 

REQUIRED WITH EACH VEHICLE. 

 

3.4 Emergency warning triangle kit (on vehicles with GVWR of 10,000 lbs. or higher; aftermarket 

installation if necessary). 

 

3.5 First aid kit, 10 person with mountable cabinet (on vehicles with GVWR of 10,000 lbs. or higher; 

aftermarket installation if necessary). 

 

3.6 Fire extinguisher, rechargeable, with vehicle mount, reference 2A:10B:C, 5 pound (on vehicles with 

GVWR of 10,000 lbs. or higher; aftermarket installation if necessary). 

 

3.7 Powerport. 

 

3.8 Unless otherwise indicated on the purchase order, each vehicle shall be equipped with front and rear 

license plate holders with a minimum two license plate screws installed. 

 

4.0  Warranty 

 

The following warranty requirements are considered minimum unless otherwise stated in the invitation for 

bids.  If the manufacturer's standard warranty exceeds the specified warranty, the manufacturer's standard 

warranty will apply.  Manufacturer’s warranty shall be provided in written or electronic form.  All warranties 

will cover all labor and parts replacement, without deductibles during the warranty period, except as may be 
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otherwise stated below or in the invitation for bids.  This warranty, however, does not include items that must 

be replaced through ordinary wear and tear, but those parts ordinarily replaced through the servicing program 

will be replaced as part of the servicing program of equipment/vehicles, if appropriate.  Parts replaced under 

this warranty will be of original equipment manufacturer (OEM) quality or higher.  Service to the 

vehicle/equipment will be at a level to maintain or meet the manufacturer’s requirements to sustain the 

warranty. All warranty policies shall be from the OEM and repairs shall be made at any authorized OEM 

warranty repair facility.  The bidder shall comply with all warranties at a location within a twenty–five (25) 

mile radius of the purchaser.  The bidder may opt to have work for any of the warranties performed by a 

capable party to be selected by the purchaser. Warranty for the entire vehicle shall begin upon the date the 

vehicle is placed in service, not the delivery date of the vehicle.  

 

4.1  Complete Unit: shall be warranted for twelve (12) months or twelve thousand (12,000) miles, bumper-

to-bumper. 

 

4.2  Chassis:  shall be manufacturer’s standard warranty.  The terms of the chassis warranty on corrosion 

resistance shall also apply to the body of each vehicle.  The duration of the body corrosion resistance 

warranty shall be 5 years regardless of mileage.  The purchaser shall promptly report all corrosion problems 

in accordance with the corrosion warranty to the vendor.  The vendor shall promptly correct all warranty 

covered corrosion on each vehicle purchased under this contract. 

 

4.3  Components:  shall be manufacturer’s standard warranty.  All non-OEM components shall carry a twelve 

(12) month or fifty thousand (50,000) miles warranty. 

 

 

 

Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek 

 

Quality Assurance Supervisor: Brian Vulgaris    

 

Division Chief: Janice Pistor 
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       PARATRANSIT NARROW BODY DUAL REAR WHEEL BUS  

 

 

PCID NO.  1122  

Eff. December 13, 2016  

 

(Supersedes PCID 1122. eff. 18 April, 2011) 

 

This PCID covers requirements for a Gross Vehicle Weight Requirement (GVWR) 11,500 lb. narrow body 

single dual wheel transit bus with the motor and chassis manufactured by Ford Motor Company.     

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements.  Two (2) seating layouts will be defined in these 

specifications.  Bidders must be able to supply both layouts.  A weight analysis and manufacturer’s floor 

plan layout shall be supplied with your bid.  Failure to supply any of this information shall be cause for 

bid rejection. All required Federal Transit Administration’s certification forms must be included in the 

bid proposal.   

 

Required Equipment 

 

CHASSIS: 

11,500 lb. GVWR, minimum.  

138”wheelbase and cab-to-axle compatible with specified floor plan.  

Heavy-duty front and rear bumpers. 

Heavy-duty suspension. 

Anti-lock Brakes 

 

ENGINE: 

V10, 6.8 Liter gas engine. 

Increased capacity cooling with coolant recovery system. 

The exhaust shall exit on the driver’s side of each vehicle behind the rear wheels within 6” of rear bumper. 

Adequate access shall be provided for easy inspection and filling of the cooling system and oil dipstick   without 

removing any other equipment. 

 

TRANSMISSION: 

Heavy-duty six (6) speed automatic. 

Auxiliary transmission oil cooler. 

Guards for each section of the propeller shaft are required to prevent any section of the shaft from entering the 

vehicle or striking the ground in case of failure. 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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Transmission Controller: The transmission controller shall be a fully automatic, solid state, microprocessor-

controlled unit that disengages the overdrive gear or engages “Tow Haul” mode of an automatic transmission 

for a Ford or GM chassis and allow for programming of engagement and disengagement for overdrive feature 

based on vehicle speed. The system shall have “Plug & Play” connections to the chassis. The system shall be an 

InterMotive DuraTrans (DT301P1), BrakeMax (BMC501), or approved equal. 

 

FRONT AXLE: 

GAWR compatible with chassis OEM. 

Power steering. 

Steering stabilizer  

Front end alignment shall be done by the distributor prior to delivery with alignment sheet attached. 

 

REAR AXLE/SUSPENSION 

GAWR compatible with specified GVWR and application. 

The suspension shall be strengthened as needed to prevent any listing or leaning to the side of each vehicle on 

which the wheelchair lift is located. Regular rear suspension shall be provided with overload springs (one on 

each side), hooked or bolted onto the original rear springs if needed.  No suspension blocks are acceptable.  

Rear axle shall be limited slip Chassis OEM.   

Body frame shall support the wheelchair lift capacity. 

          

ELECTRICAL: 

Minimum 225 amp total capacity alternator(s), OEM chassis (if available). 

Gauge for water temperature. 

12 volt maintenance free dual battery system/1,200 CCA @ 0 degrees F. with one battery mounted in the engine 

compartment if availble from the OEM.  A stainless steel rollout battery tray completely enclosed in a stainless 

steel vented battery box for all frame mounted battery. 

A high idler device shall be provided which will help the charging system keep up with the load demand of each 

vehicle. The system shall be an InterMotive GatewayAI (example GTWY401G-A1) or InPower or approved 

equal with the manufacturer’s decal applied.  

Park Crank Only Module: The engine shall only start when the transmission is in Park. The controller shall be a 

fully automatic, solid state, microprocessor-controlled unit. The system shall be an InterMotive PCOM501 or 

approved equal.  

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

One schematic page for each circuit shall be provided. 

Any aftermarket electrical item shall be wired to its own dedicated circuit, and not the OEM chassis wiring 

harness. 

Daytime running lights. 

Sidemarker lights. 

All exterior lights other than chassis OEM lights shall be LED. 

Back-up lights shall be LED lights with a lifetime warranty and shall be 4” round and provide 13 foot candles of 

light at 50” distance. Dialight super bright series 47 LED light or approved equal.   

Each vehicle shall be equipped with mid ship turn signals on the side of the body that come on with the flashers.  

The stepwell, curb and dome lights shall be activated when the front passenger door is open while the engine is 

running.    
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Step and door area to be illuminated by a high intensity, 500 lumen, LED  strip light or approved equal. Light to 

be low profile to facilitate a maximum clearance. Light to be door header or ceiling mounted near the door 

entrance mounted to meet ADA lighting requirements without additional lighting. Strip light to be covered by a 

lifetime warranty.  Dialight VSL 300 lumen or approved equal. 

Curbside lights shall be LED and skirt mounted.   

The driver’s area shall have a LED swivel dome light with a minimum of 7 candle power to provide sufficient 

lighting in the steering wheel area during night operation and operated by OEM chassis light switch. 

Guarded or recessed lighting shall be provided on all front marker lights. 

 

WIRING 

All wiring shall conform to the current applicable standards of the Society of Automotive Engineers and be of 

sufficient size to carry the required current without excessive voltage drop.  The wire shall have adequate 

mechanical strength for the application and be of a sufficient gauge size to carry the current without overheating. 

All wiring and related devices shall be installed in a quality workmanship manner and be mechanically and 

electrically secure. 

 

All wiring shall be color coded, function coded or permanently and continuously numbered for ease of 

identification and must be continuously loomed.  All wiring shall be adequately protected from water, solvents, 

road splash, stones, grease, oil, fuel, abrasion and chafing. 

 

All wires and cables not installed by the OEM chassis manufacturer which are subject to extreme weather and 

heat shall be protected by shields where necessary to prevent premature failure. 

All exposed parts of the wiring system shall be completely loomed with Weather-Pack or approved equal to 

adequately protected from corrosion. 

Battery cables shall be heavy duty and adequate to carry current output of the electrical system. 

Grounding wires shall not pass through hinged door or any other cover. 

All harness and wiring shall terminate at appropriate junction terminals set in bakelite or molded plastic  

material. 

All wiring and connectors shall be of the soldered insulated or machine staked type.  All body circuits shall be 

protected by manual reset circuit breakers.  All circuit breakers shall be clearly identified.  Fuses and fuse blocks, 

if used, shall be clearly identified and easily accessible from inside each vehicle.  Fuses shall be placed in a single 

block.  The fuse block shall contain holders for spare fuses of each type. 

All after market switches in the dog house area of each vehicle shall have easily removable connectors for easy 

access to the engine. 

Devices such as lamps and wiring requiring periodic checking and servicing shall be readily and easily accessible 

and serviceable.  All exterior devices shall be sealed to prevent entrance of water. 

There shall be not exposed or loose wiring in the driver or passenger compartment of each vehicle. 

Any wiring installed as an after market installation that is subjected to vibration or other movement must be 

encased in continuous metallic tubing or be of the armored “BX” type.  This requirement is necessary only when 

wiring is passed through or within body or chassis member. 

Wiring, harnesses, and raceways shall be supported at regular intervals by “P” clamps, or by  other supporting 

hangers where necessary, and routed in separate hangers from heater hoses or air conditioning hoses.   

Un-dedicated constant hot and un-dedicated ignition hot with minimum 10 gauge wire in electrical compartment 

inside the vehicle. 
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“As built” wiring diagrams, build specific illustrations, part numbers and all body parts diagrams shall be 

provided by the body manufacturer for all body installed electrical componets and parts on each vehicle. 

 

FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid (40-gallon minimum fuel tank). 

 

WHEELS AND TIRES: 

Wheels and radial tires compatible with specified GVWR. 

All wheels shall be chassis OEM white on both sides.   

Spare wheel and tire assembly as used on the bus shall be shipped loose.       

OEM valve stems shall be provided. 

 

BODY: 

Interior width shall be maximum 84” 

 

Interior height shall be a minimum of 71”. 

 

Dual electric windshield wipers with intermittent feature. 

 

Electric horn(s). 
 

One strip under hood light shall be LED with a minimum of 200 lumens and shall include a high temperature 

lens.  Dual windshield washers including antifreeze type solvent. 

 

AM/FM/CD radio with a digital clock, front driver speaker and dual 4 rear compartment speakers  to be 

activated by fade feature of the radio and it shall be possible to listen in the front exclusive of the rear.  The 

radio shall be a REI Model # 690514 with a 36,000 miles/ 3 year warranty or the OEM Chassis AM/FM CD 

player with digital clock.    

 

All after market controls and instruments are to be within driver’s arm reach with seat belt fastened.  All 

switches are to be of uniform type, either push-pull, toggle or rocker type, mounted in convenient groupings in a 

panel near the driver. 

 

Vehicle shall be capable of having an 8 passenger, minimum capacity, if desired and meeting weight 

requirements, excluding wheelchair positions and equipped with a lift.  

 

Passenger seats shall be covered with Docket 90-A heavy-duty vinyl (36 oz. minimum) fully padded  

construction and color coordinated with interior and exterior colors, to be selected after receipt of purchase 

order. 

 

Passenger seats shall be provided with yellow grab handles. 

 

Seats cushioning and upholstery shall meet all applicable FMVSS standards and must comply with requirements 

of FTA Docket 90-A regarding flammability and FMVSS 210 for seat belt anchorage. 

 



Paratransit Narrow Body Dual Rear Wheel Bus              PCID NO. 1122 

Page 5 of 17 

Seat covering shall be fire resistant, shall not support combustion, and shall meet the requirements of FTA Docket 

90-A (Recommended Fire Safety Practices for Transit Bus and Van Materials Selection).  Seat cushions shall 

have no exposed foam top, bottom or side. Seat covering shall be same material top, bottom and side of seat 

cushion. 

 

Foam material shall meet the requirements of FTA Docket 90-A with ILD ranges of:  seat cushion 55 to 65; seat 

back 35 to 45.  The thickness at which the foam should be tested to achieve these values shall be 4 inches. 

Chassis OEM cloth high back captian’s  reclining driver seat with right arm rest and 6 way power pedestal or 

Adnick power pedestal with shroud.  Roll-over cage shall be provided over the passenger compartment as well 

as the driver’s roof area. 

  

Sun visor for driver.   

 

T-Slider sash windows, to provide ventilation, which all shall be emergency egress, except for a maximium of 

one spacer window per side (if necessary).   

 

Tinted AS3 glass in all body windows. 

 

Doors shall be capable of opening from inside or outside the vehicle with exception of the front passenger 

entrance door.   

 

Each vehicle shall be equipped with a manually operated anodized aluminum or stainless steel front double panel 

entrance door with stainless steel door jam.  If exterior fasteners are used to secure the door frame, they shall be 

stainless steel fasteners.  Meeting edges shall be equipped with 2” extruded rubber edges on each section that 

overlap for form a tight seal.  The door shall not be provided by the original chassis manufacturer.  The door-

opening device shall be easily operated by the driver from the driver’s seat.  

 

Stepwells are to be of heavy duty construction of stainless steel, with coved or square corners and adequate 

reinforcement to prevent deflection.  Where exterior fasteners are utilized, stainless steel fasteners shall be used.  

Stepwell treads shall be at least 8.5” deep.  Individual risers shall not exceed 9” in height.  All risers shall be 

approximately the same height. The distance from the ground to the first step of the entryway shall be 11” +/- 

1”.   The first step height from street level shall not be more than 12 inches from the ground as measured to the 

top of the step tread when each vehicle is empty except for seats and normal equipment.  Step width shall be a 

minimum of 29”.  Step nose shall be yellow in color.   

 

The front entrance door shall have an unobstructed clear opening width of at least 29” and a full height of at least 

72”.  The front entrance door shall also be equipped with a brush at the bottom.  

 

Front entrance door shall be equipped with windows covering 80% on each panel and placed so as to allow the 

driver to see and judge curb location when stopping. 

 

The structure of all doors, their mounting, inside and outside trim, and any exposed mechanisms shall be of 

durable, corrosion-resistant material which is rigidly reinforced.  Positive stops to limit door travel in the open and 

closed positions shall be provided. 
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Lift and Emergency doors shall be equipped with a passive hold open device and shall not rattle in the closed 

position and shall have durable, firmly installed weather seals to prevent the entrance of air and water and to keep 

ice from binding the door shafts.  The doors shall open to 90º or 180º and shall be secured with a stainless steel 

“T” latch or spring or gas shock in the open position.  Emergency rear doors shall have an audible alarm. 

 

Each vehicle shall be equipped with a rear outward opening, stainless steel or galvanized or anodized aluminum 

or fiberglass emergency door with stainless steel door jam equipped with an emergency quick-release system, with 

appropriate operating instructions clearly written and placed in a highly visible location inside each vehicle.  The 

door shall be easily operated from both outside and inside each vehicle. Rear door shall have upper and lower 

window.  

 

An inner barrel bolt style lock shall be provided in the emergercy rear door that is interlocked to the ignition. 

 

Twin rear windows shall be provided on each side of rear door. 

 

All interior lights (driver dome light and 6 rear) shall be LED with a minimum of 7 candle power with switch on 

dash and door operated switches on all doors except driver’s door. 

 

Install interior and exterior lighting per NHTSA to enhance safety.   

 

OEM Chassis interior rear view mirror. 

 

Interior Passenger view mirror, minimum 4” x 16”, flat glass. 

 

Remote controlled exterior heated  mirrors, with stainless steel or aluminum mirror arms – 40 square inch 

minimum.  Mirrors shall provide an undistorted view of the rear corner of each vehicle. 

 

Mirror brackets shall not obstruct the driver’s field of vision.  Outside mirrors shall contain a standard mirror and 

a separate convex heated mirror mounted below and within the same housing.  Passenger side mirror shall be 

fender or A-pillar mounted and the driver side mirror shall be mounted on the A-pillar or door mounted.  Rosco or 

Safe Fleet fender mount or approved equal. 

 

Handrails on both sides of steps at entrance door and shall be full length and parallel to steps for convenience of 

ambulatory passengers.  If equipped with manual door, right side handrail need not be parallel to steps. 

 

All handrails (including ceiling) shall be yellow dimpled Dura Diamond or approved equal. All guardrails and 

stanchions shall be 403 satin finish seamless stainless steel. Guadrails and stanchions that have exposed metal and 

are immediately in front of passengers shall be padded. 

 

There shall be no less than 1 ½” of  knuckle room clearance at stanchions, guard rails, and grab rails. 

 

The passenger entryway shall have a right hand grab rail, two (2) steps with 9” risers. First step shall be 

electrically heated.   
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The driver’s vertical stanchion shall be installed directly behind the driver’s seat including a full length padded 

modesty panel with protected edges.  The upper half of the modesty panel shall be a pexiglass driver barrier. 

 

Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency. 

 

Interior walls and ceiling shall be installed to cover openings and posts and shall be a minimum of 1/8” vinyl 

type hardboard or Fiberglass Reinforced Plastic (FRP) that is congruous to industry standards.  Color shall be 

compatible with the color in driver’s compartment. 

 

The structural members (the steel cage structure, including walls, floor, and roof sections) of each vehicle shall be 

coated with an appropriate anti-corrosive material that will prevent corrosion failure throughout the expected life 

of each vehicle.  The use of aluminized steel is not acceptable.  

  

All body materials that are not inherently corrosion resistant shall be protected with corrosion – resistant coatings 

(such as zinc chromate or zinc phosphate prime paint).  Examples of inherently corrosion resistant materials are 

stainless steel, galvanized or galvanealed steel.  The use of aluminized steel is not acceptable.   

 

When each unit is completed, the sections of the underside of each vehicle exposed to the elements shall be 

treated with an undercoating material except those areas of the OEM chassis where undercoating is not 

recommended.  All box type steel tubing (except stainless steel) used in the floor structure and wall structure 

below the window line shall have the interior of the tube coated with corrosion resistant material conforming to 

MIL-C-62218 as outlined in Federal Standard 297E (Rustproofing of Commercial Vehicles). Sections that are 

treated shall be properly cleaned to remove greases, oils, and residues before application of the corrosion-proofing 

material.  All mechanisms (moving or stationary parts) that are affected or rendered useless by an application of 

sealant or insulation shall be cleaned free of sealant or insulation including vent canisters and drain pipes. 

 

All exterior panels shall be attached to the framing by pressure laminated sidewalls.  Vaccuum laminated 

sidewalls and the use of two-sided tape is not acceptable.  Panels shall be lapped unless continuously welded and 

the upper or forward panel shall form a watershed by being lapped over the following panel so that the sealing of 

the panels is not dependent on caulking alone.  All exterior joints and seams shall be protected by the application 

of caulking compound.  Body shall be thoroughly water tested and made tight to prevent leakage.  Exterior panels 

of each vehicle shall be of galvanized or galvanealed steel.  No wood or cardboard materials shall be utilized in 

any sidewall construction. 

 

Metal roof gutters shall be installed over all windows and doors, including the driver’s door. 

 

All nuts, bolts, clips, washers, clamps, and like fasteners shall be zinc or cadmium plated, or phosphate coated, or 

stainless steel to prevent corrosion. 

 

Install transition stone guards between the cab and the body. 

 

Mud flaps shall be provided for all wheels.  Mud flaps shall be sized to be effective to protect the body, and so 

that they can not be rubbed by the chassis tires or the ground.  In the event the tires extend beyond the side of each 

vehicle, splash aprons and fenders shall be provided. 
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Back-up alarm system shall meet all ADA requirements. 

 

Driver’s side running board with grip track shall be provided.  Reference:  Carr HD-18” 304 stainless steel (tube 

step), or approved equal.  

 

Tilt steering. 

 

Escape roof hatch with a hard wired audible alarm shall be provided that can be opened from inside and outside 

the bus. 

 

All standard signage that is required by the Department of Transportation (DOT). 

 

Rear center stop light.  

 

The unladen clearance height plus two inches shall be marked on a sign or decal which is clearly visable to 

driver.  The lettering shall be 1 ½” high. 

 

 AIR CONDITIONING/HEATER: 

A combination front and rear air conditioning system shall have a total of 70,000 B.T.U.  Manufacturer’s 

recommended chassis combination air conditioning and heater unit shall be installed in the front section of the 

vehicle.  An overhead evaporator with a minimum of 55,000 B.T.U. shall be mounted in the rear. A 45,000 

B.T.U.  passenger compartment heater with two (2) brass and/or stainless steel ball shut off valves on feed and 

return line. The shutoff valves shall be provided in front of the rear heater. The supplier shall indicate on the 

interior seating/floor design drawing the actual location of the rear heater.  The A/C control switch shall be a 3 

speed rotary switch. 

Heater hose material shall be silicone with mounting and securement requirements that provide sufficient room 

to eliminate chafing.  

 

Two air conditioner compressors shall be driven off the main engine.  One is the chassis OEM supplied 

compressor and is specific to the chassis OEM driver’s area air conditioning system.  The second compressor is 

for the passenger area air conditioning system, and is nominal 10 cubic inch displacement.  The passenger area 

condenser (separate from the radiator) shall be skirt mounted with a minimum of three (3) fans and three (3) 

motors.  The air conditioning system shall have a driver’s evaporator and a rear ceiling evaporator to provide 

cooling air to the driver and throughout the passenger compartment.  The driver’s area air conditioning system 

shall utilize the chassis OEM supplied radiator condenser.  The driver’s area air conditioning system and the 

passenger area air conditioning system shall be completely independent of each other. 

 

A low pressure safety cut-off switch shall be installed on the low pressure side of the air conditioning system.  A 

high pressure safety cut-off switch shall be installed on the high pressure side of the air conditioning system. The 

block/expansion valve shall meet minimum core requirements. 

 

All refrigerant hose assemblies shall meet SAE J2064 standards and shall be nylon veneer type or approved equal.  

All fittings shall be plated steel and utilize dual HNBR O-rings on the outer diameter of the hose barb surface.  
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Crimping clamps shall be stainless steel.  Refrigerant shall be current federal standard refrigerant.  Refrigerant oil 

shall be consistent with compressor manufacturers’ recommendations.   

 

Air Conditioning condenser coil coating shall consist of an acrylic based or zinc plasma material or approved 

equal, which is applied to the entire conderser coil and tubing assembly.  Coating to be specifically designed to 

have a minimal effect on heat transfer while providing maximum corrosion resistance.  The coating shall also be 

applied to the condenser refrigerant fittings. 

 

 

FLOOR: 

Flooring shall be minimum 3/4” marine grade plywood throughout the passenger area securely fastened to the 

steel floor structure.  

  

It shall be covered, wall-to-wall, with Altro transfloor or approved equal. 

 

Cab area shall be rubber floor covering, no carpet. 

 

White standee line to be placed on floor for “no standing forward of white line”. 

 

When the fuel sender is accessible, with modification, a stainless steel fuel sender access panel, 10” x 10” clear 

opening flush mounted, shall be provided directly over the fuel tank.  The panel shall allow for the easy removal 

and replacement of the fuel sender without dropping fuel tank.  The stainless steel access panel will have three 

(3) 2” strips of non-skid, black tape attached to the top of the plate or a fully covered non-skid material over the 

stainless steel plate or an aluminum diamond plate cover. The connector for the fuel sender/fuel pump shall be 

wire tied to the top of the fuel tank prior to installing the body to allow easy access from the access panel.  

 

FIRE, FIRST AID AND EMERGENCY EQUIPMENT: 

A mounted First Aid Kit in a hard shell case (Johnson and Johnson First Aid Kit #8172 or approved equal). 

Five pound dry chemical type A-B-C fire extinguisher. 

Emergency warning triangle kit without flares. 

OSHA approved Body Fluids Clean-Up Kit in a hard shell case shall be provided. 

These items shall be stowed or securely mounted in appropriate brackets provided by the manufacturer and 

installed in a location accessible to the driver; locations not to impede passenger traffic in the aisle way. 

Two (2) each Belt Cutters shipped loose with self-adhesive Velcro tape. 

Driver’s coat hook shall be provided. 

Two-Way Radio Antenna Access Panel. 

 

Layout Specific Equipment (to be referenced by Layout) 

 

Double forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt for 

each person, aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 

2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   
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Single forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt for each person and 

arm rests. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 

½” to 18 ½”.   

 

Single aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt and arm rests. Seat 

Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt for each person, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt, aisle side arm rest 

and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: 

Range of 17 ½” to 18 ½”.   

 

Single Panel Wheelchair Lift Door: Each vehicle shall be equipped with outward opening, single panel, stainless 

steel or galvanized or anodized aluminum or fiberglass side door equipped with window, including a stainless 

steel door jam, for installation of a wheelchair lift.  The door shall open to 90º or 180º and shall be secured with a 

stainless steel “T” latch in the open position.  Check arms, straps or equal devices shall be furnished to hold the 

lift door in the maximum open position.  Positive latch or similar positive stops shall be installed on side 

paratransit door to secure door in an open position while loading or unloading wheelchair passengers. No bungee 

type door tie downs. 

 

Double Panel Wheelchair Lift Doors: Each vehicle shall be equipped with outward opening, double panel, 

stainless steel side or galvanized or anodized aluminum or fiberglass doors equipped with windows, including a 

stainless steel door jam, for installation of a wheelchair lift.  The doors shall open to 90º or 180º and shall be 

secured with a stainless steel “T” latch in the open position.  Gas struts for 90º doors or “T” latch for 180º doors 

shall be installed on side paratransit door(s) to secure door(s) in an open position while loading or unloading 

wheelchair passengers. No bungee type door tie downs. 

 

ADA Compliant Wheelchair Lift Package: Lift shall have been tested to a static load of 2,400 lb. and has an 800 

lb. rated lifting capacity.  Side loader shall be powered by electric or electric-hydraulic system, which shall 

operate off the chassis electrical system.  Loader shall have a downward travel distance from the vehicle floor as 

required to properly load and unload wheelchair passengers.  The platform shall be a minimum of 34”. The 

platform shall be equipped with a stop to prevent the wheelchair from inadvertently rolling off the platform 

during loading and unloading.  Platform shall power retract to a vertical position when not in use for storage 

inside the van.  Control box or boxes to operate the lift shall be furnished and located for operation by an 

attendant or the wheelchair passenger from inside or outside the vehicle.  It shall be equipped with a safety 

switch to prevent operation of the lift when door is closed.  Lift must be capable of being manually raised and 

lowered to evacuate vehicle in case of emergency and shall be equipped with overhead handrails.  The OEM 

interior light, all ADA lighting and a dedicated light illuminating the area where the lift platform will rest when 
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lowered shall operate when the doors (s) is (are) opened.  Controls must be located so that the operation of the 

door(s) does not restrict access to the control switches.  Placement of the controls must be accessible to the 

operator.  Control boxes shall have an interior light to illuminate the switches and to be secured with a latch.   A 

visual warning signal shall be located in the driver’s compartment for detection when side door(s) are not in a 

fully locked position. The lift shall comply with all current ADA requirements, and written documentation of 

full manually raised and lowered to evacuate vehicle in case of emergency.   All Lift Interlock System devices 

shall be install on a separate circuit in the vehicle and shall meet ADA Title 49 and NHTSA requirements. The 

system shall be an InterMotive GatewayAI (example GTWY401-A1) and lift activation kit (ILIS501-H1) or 

InPower or approved equal. Lift shall have a manual backup system that allows operation at rated capacity of all 

function in case of power loss.  The lift shall meet NHTSA requirements for section 403 and 404.  The lift shall 

be constructed and installed on the curb side of each vehicle with the minimum of structural body modifications.  

The cutting in front of chassis structural members is prohibited.  All changes required to the basic body structure 

shall provide for adequate reinforcing and load distribution.  The installation shall be adequate to withstand the 

stresses imposed by regular lift operation on a sustained basis.  The lift shall be furnished with an armor cable 

for the lift cord. 

The wheelchair lift package shall include all ADA required signage. 

 

Reference: 

 

Braun ADA Fully-Automatic, Millennium-2, Lift # NL919FIB-2:  The wheelchair lift shall be a Braun ADA 

fully-automatic lift Model NL919FIB-2. 

 

Braun ADA Fully-Automatic,Century -2, Lift # NCL919FIB-2:  The wheelchair lift shall be a Braun ADA fully-

automatic lift Model NCL919FIB-2. 

 

Ricon S5510-ADA or Ricon S2010-ADA: The wheelchair lift shall be a Ricon Model S5510-ADA or Ricon 

S2010-ADA. 

 

Wheelchair Securement and Occupant Restraint Systems: One (1) complete set of retractor wheelchair 

securement and occupant restraint system with retractable shoulder harness were appliable, shall be provided to 

securely hold the wheelchair and occupant in the wheelchair position.  The retractor wheelchair securement and 

occupant restraint system shall meet the following requirements:   

 

Each retractor wheelchair securement and occupant restraint system shall be in a forward facing direction. 

The retractor wheelchair securement and occupant system shall comply with the following requirements: 

A.)  Successfully tested to meet minimum impact forces of a 20 G, 30 MPH deceleration to simulate a frontal 

impact, as required by the ANSI/RESNA WC-18 standard.  

B.)  49 CFR Part 38 Americans with Disabilities Act (ADA). 

C.)  CSA Z605 Mobility Aid Securement and Occupant Restraint  Systems for Motor Vehicles (20G/30MPH 

impact test criteria). 

D.)  ISO 10542 (proposed) Wheelchair Tiedown and Occupant Restraint Systems for use in Motor Vehicles 

(20G/30MPH impact test criteria). 
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When L Track is used it shall be made of aluminum alloy 6005-T5, 6061-T6, or 6351-T6. The track shall be 

flush mounted to the vehicle floor with end caps following manufacturer’s specifications. The flush mount 

tracks shall have no gaps between the ends or sides of track and the flooring. 

  

The track installation fasteners shall be made of high strength alloy steel as per ASTM F835 with sealant under 

the head to prohibit water accumulation between the fastener and the track mounting holes. The bolt shall be 

plated for corrosion resistance. 

 

Four (4) each- Belt loops per wheelchair location be provided plus an Eight Inch Seat Belt extension for each 

wheelchair position. 

 

One (1) each-Wheelchair Pouch mounted in approved location for seat belt/shoulder harness system. 

 

Reference:  

 

Sure-Lok L-Track System (Retractor) #AL712S-4C Titan: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) Model #AL712S-4C Titan. 

 

Sure-Lok L-Track System (Retractor) SOLO #AL760S-4C: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) SOLO Model #L760S-4C. 

 

Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1- L:  The wheelchair securement and occupant 

restraint system set shall be Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1-L. 

 

Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC:  The wheelchair securement and 

occupant restraint system set shall be Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC. 

 

Layout 1122/A:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

Three (3) double forward facing fixed seats. 

Two (2) single forward facing fixed seats. 

One (1) double forward facing two stage fold down seat. 

One (1) wheelchair position. 

One (1) wheelchair securement and occupant restraint system (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1122/B:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

Three (3) double forward facing fixed seats. 

Two (2) single forward facing fixed seats. 

Two (2) wheelchair positions. 
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Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

OPTIONAL EQUIPMENT: 

 

1. Front Entrance Electric Door:  Optional front entrance electric door.  A & M or approved equal.  

 

2. Vinyl Graphics Decaling:  Logo, stripping, and lettering with maximum of $750.00. Vinyl material shall carry 

a standard warranty. 

  

3.  Q-Straint QRT Max tie-downs, or approved equal. 

 

4. Amerex Fire Suppression System:   

       The engine compartment shall be equipped with an automatic fire suppression system. 

            The system shall consist of a control panel, automatic discharge, manual discharge switch, 

            extinguisher and nozzles as described below: 

 

Control Panel – A control panel shall be located within the easy reach of the driver.  

             The control panel shall provide audible and visual indication to the driver for the following: 

 

                  -SYSTEM OK [green] 

                  -FIRE Detected [red] 

                  -TROUBLE  [yellow] (disconnected or faulty circuit, low voltage) 

                                                                               

             In addition, switches shall be provided for the following: 

 

                    -Alarm Silence 

                    -System TEST 

                    -System RESET   

                 -ENGINE SHUTDOWN OVERRIDE 

                           

           Vehicle Interface – outputs shall be provided from the control panel that interface with 

             the vehicles controls for: 

              

                      1)  Engine Shutdown 

                       2) External Warning 

              

 Detection – A minimum of two thermal spot detectors shall be installed in the engine compartment.  

Sensor(s) shall be located to provide fast detection without false alarms for protection of the following 

fire threats: 

                         -Alternator/generator 

                         -Turbocharger (if applicable) 

                         -Starter 
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                         -High current electrical cables 

                         -Large wiring bundles (>1 inch diameter) 

                         -Auxiliary engine heater (if equipped) 

 

              Manual Discharge Switch – A switch shall be located within easy reach of the driver 

              that when pressed will immediately discharge the extinguisher.  The switch shall be 

              provided with a tamper proof seal and cover, safety pull pin or other means to prevent 

              inadvertent discharge.  In addition, the control panel shall provide a unique visual 

              indication that the manual discharge switch has been activated.  This indication shall 

              require maintenance action to reset.  

 

Extinguisher – A dry chemical extinguisher with a minimum 13 pounds capacity shall be provided.  

Gaseous-based agents, which require a given concentration, be achieved for 

              fire extinguishment shall not be used unless extinguisher capacity/discharge time 

              compensates for un-closeable openings and coast-down.  Engineering calculations shall 

              be provided with the certification report. 

 

            Systems that utilize pressurized piping for detection and/or suppression are not     

              acceptable.  

 

              The extinguisher shall be capable of being serviced/refilled within a 60 mile radius of the 

              operator.   

                           

              Nozzles – A minimum of two nozzles shall be provided for small buses Cutaway/    

              paratransit) and a minimum of 4 nozzles shall be provided for standard buses.  

 

             The automatic fire suppression system shall operate as follows: 

 

             FIRE detected  

                      - A red indicator shall illuminate and an audible alarm shall sound on the control                                             

                         panel. 

                      - The extinguisher release/engine shutdown 15 second timer shall initiate.  The  

                         driver may reset the timer for additional time if necessary by pressing the 

                         ENGINE SHUTDOWN DELAY button on the control panel.  It is also acceptable 

                         for the system to spray the extinguishing agent immediately when the fire is 

                         detected.  

                      - Upon expiration of the 15 second timer, the extinguisher shall be activated and  

                        the engine shall be shutdown simultaneously. 

 

             Manual Discharge Switch activated – all of the above shall occur but there shall be no  

             time delay.   

 

             Hose and Fittings – Fittings shall be galvanized malleable or ductile iron, black or  

             galvanized steel, stainless steel, copper or brass.  Cast iron fittings shall not be used.  

             Hose shall be, at minimum, single wire braid, rubber hose conforming to and marked as 



Paratransit Narrow Body Dual Rear Wheel Bus              PCID NO. 1122 

Page 15 of 17 

 

             SAE 100R5 or SAE 100 R1 or greater.  As an alternate to flexible hose, Type 304 or 316  

             Seamless Stainless Steel tubing conforming to ASTM-A-269 may be used if approved by  

             the system manufacturer. 

 

             Backup Battery – A backup battery is required or other means to manually actuate the                   

             system in the event of loss of vehicle electric power. 

 

             Certification – The factory or factory representative shall certify the automatic fire  

             suppression system design, operation, and installation for each unique engine 

             compartment configuration. The certification shall include a statement that the entire  

             system carries UL or FM approval.  Any concerns and/or recommendations shall be  

             addressed in the certification letter.  

             System Maintenance -   The system shall be installed, tested and maintained at regular                 

             intervals in accordance with the manufacturer’s recommendations.  Only fully trained and          

             factory certified individuals may install and maintain the fire suppression system.   

             Maintenance records shall be retained by the vehicle owner for the life of each vehicle. 

 

5. Energy Absorbing Bumper:  Front bumper, Romeo Rim or approved equal.  

 

6. Energy Absorbing Bumper:  Rear bumper, Romeo Rim or approved equal.  

 

7A. Four (4) Camera On-board Digital Recording System  

A four (4) camera mobile DVR system, Bus-Watch DBW6, Safety Vision RR4CSD, SerVision MVG400, Seon 

MX4, Apollo MRH4 Roadrunner, Zen-Tinel SD-VX or approved equal shall be installed in the vehicle.  The 

supplier shall indicate on the interior seating/floor design drawing the actual location of the DRV system.  The 

system shall have a 2.5 removable 160gig hard disk drive caddy with USB data output, MPEG 4 video 

compression, selectable 1-30 fps for full motion, locking BNC connectors, black & white, color, IR interior and 

exterior camera availability, video loss detection, accelerometer for documenting hard braking and erratic 

driving events.  The DVR shall operate on a 12 or 24 volt DC power source.  The DVR shall have a low voltage 

cut-off with automatic restart.  The DVR shall be capable of recording real time images and sound at 30 frames 

per second with a display resolution of 720 x 480.  The DVR shall record continuously for a minimum of 24 

hours.  An event trigger switch shall be installed and shall encrypt and digitally watermark the video for 

evidencery purposes.  An extra removable hard drive shall be provided with the recording system.  Audio to be 

disabled at time of delivery.  All other functionality that does not conflict with the chassis computer and/or 

electrical system shall be turned on. 

 

7B. Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night night vision LED Module. No susbscription 

of annual fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 
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8. OEM Service Manuals, CD-ROM:  A complete set of chassis OEM service manuals shall be provided, which 

shall include electrical, emissions and service.  The chassis service manuals shall be on CD-ROM format,   

subject to availability.  

 

9. Heated Back-Up Camera:  The heated back-up camera system shall include weatherproof heated camera with 

night vision, seven inch high-resolution color monitor, intergrated audio, versatile mounting hardware, harness, 

accessories, and user manual.  The camera system shall be installed by the supplier.  Rosco Safe-T-Scope Color 

Back-Up Camera System Kit STSK7360 or approved equal.   

 

10. Driver Seat: Recaro LXS seat with OEM seat base.  

 

11. Longitudinal Full Length “L” Track: Four (4) 50” lengths of “L” track shall be installed in the floor 

lengthwise throughout the WC position. The two (2) inside tracks shall be spaced on 17” centers and the outside 

track shall be spaced on 30” centers. In addition to the floor tracks there shall be a 50” section of track installed 

above the windows in the same corresponding longitudinal locations as the floor track. The integrated lap and 

should belt shall be provided with “L” track fittings on the upper and lower mounting points for the occupant 

restraints. This track option will allow the operator to located a wheelchair at any point throughout the 

wheelchair position and provide the ability to relocate the occupant restraint at any point throughout the length 

of track. In the instance of multiple WC positions front to back the track will run continuous in the floor and 

above the windows. The amount of track for multiple positions shall 50” per position times the number of 

positions (example: three [3] front to back positions would require 150” of track; four  [4] 150” sections in the 

floor and one [1] 150” length above the windows). This option will allow the operator to locate an occupied 

wheelchair at any point throughout the length of multiple positions. The upper shoulder belt guide shall include 

an automatic height adjustable retractor mounted to an “L” track fitting and shall have a 131-degree bracket 

between the fitting and the retractor.  

 

12.  65,000 BTU rear wall mounted heater. 

 

13. 1,000 lb. lift.  Braun NCL1000(F)IB3451-2.  The lift shall have been tested to a static load of 3,000 lb. and 

has a 1,000 lb. rated lifting capacity.   

 

14. Hawkeye Backup Alert System 

 

14A. Hawkeye integrated into a Romeo Rim type bumper 

 

14B. Hawkeye exterior surface mounted system 

 

15. Air Conditioning Protective Covers. 

 

16. Fixed Route Service Package & Public Address System 

Two (2) different tone chime cords with lighted “Stop Requested” sign, minimum 4”H x 17”W, for wheel chair 

package. 

Fare box prep. 
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The PA amplifier/control head used in the Radio Engineering Industries, Inc. (REI) PA system (#769982) is an 

integrated Radio/CD Player/ PA system (REI #710053).  The system shall be housed in a “DIN” sized chassis 

and easily installed where the “factory” radio would normally be located.   

Dimensions: 7” W x 1-15/16” H x 6-5/16” D (DIN).   

Power Supply: 12-volt nominal (11v-16v) negative ground. 

Maximum Power Output: 50 watts x 4 channels (total 200w) @ 1 kHz. 

Vendor will provide a credit for the AM/FM/ CD player in the base spec when this option is chosen. 

 

17. Destination Signage 

LED front and side destination signage to include programming resources to be provided to the agency, one unit 

per sign kit.  Stainless steel “T” latch shall be provided to hold open the destination sign door. For maximum 

viewing the front sign shall be a minimum of 16 pixels high x 96 pixels wide with a minimum display height of 

6.5”H x 37”W,  The curb side sign to be minimum of 8 pixels high x 96 pixels wide with a minimum display 

height of 3.25”H x 37”W . 

 

Transign LLC, Model: LED Destinator Series 

 

18. Farebox:  A two (2) vault fare box shall be provided and mounted on a stanchion with the trip handle toward 

the driver.  Reference: Main Fare box-Model M4, Diamond Fare box or approved equal.  

 

19. Locking Overhead Storage Box above driver.  Stainless steel “T” latch shall be provided to hold open the 

Overhead Storage Box door. 

 

20.  2.2 mil vinyl flooring 

 

21. RCA rubber floor 

 

22.  Fiberglass exterior body. 

 

   

Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek  

 

Quality Assurance Supervisor: Brian Vulgaris 

 

Division Chief: Janice Pistor 
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       23’ & 25’ TRANSIT BUS, GVWR 14,200 LBS.  

 

 

PCID NO.  1130  

Eff. December 13, 2016 

 

(Supersedes PCID 1130. eff. 18 April 2011) 

 

This PCID covers requirements for a 23 and 25 foot in length, Gross Vehicle Weight Requirement 

(GVWR)14,200 lb. transit bus with the motor and chassis manufactured by General Motors Corporation.   

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements.  Six (6) seating layouts will be defined in these 

specifications.  A weight analysis and manufacturer’s floor plan layout shall be supplied with your bid.  

Failure to supply any of this information shall be cause for bid rejection. All required Federal Transit 

Administration’s certification forms must be included in the bid proposal.   

 

Required Equipment 

 

CHASSIS: 

14,500 lb. GVWR.  

158” wheelbase and cab-to-axle compatible with specified floor plan.  

Heavy-duty front and rear bumpers. 

Heavy-duty suspension. 

Anti-lock Brakes 

 

ENGINE: 

V10, 6.8 Liter gas engine. 

Increased capacity cooling with coolant recovery system. 

The exhaust shall exit on the driver’s side of each vehicle behind the rear wheels within 6” of rear bumper. 

Adequate access shall be provided for easy inspection and filling of the cooling system and oil dipstick   without 

removing any other equipment. 

 

TRANSMISSION: 

Heavy-duty six (6) speed automatic. 

Auxiliary transmission oil cooler. 

Guards for each section of the propeller shaft are required to prevent any section of the shaft from entering the 

vehicle or striking the ground in case of failure. 

Transmission Controller: The transmission controller shall be a fully automatic, solid state, microprocessor-

controlled unit that disengages the overdrive gear or engages “Tow Haul” mode of an automatic transmission 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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for a Ford or GM chassis and allow for programming of engagement and disengagement for overdrive feature 

based on vehicle speed. The system shall have “Plug & Play” connections to the chassis. The system shall be an 

InterMotive DuraTrans (DT301P1), BrakeMax (BMC501), or approved equal. 

 

FRONT AXLE: 

GAWR compatible with chassis OEM. 

Power steering. 

Steering stabilizer  

Front end alignment shall be done by the distributor prior to delivery with alignment sheet attached. 

 

REAR AXLE/SUSPENSION 

GAWR compatible with specified GVWR and application. 

The suspension shall be strengthened as needed to prevent any listing or leaning to the side of each vehicle on 

which the wheelchair lift is located. Regular rear suspension shall be provided with overload springs (one on 

each side), hooked or bolted onto the original rear springs if needed.  No suspension blocks are acceptable.  

Rear axle shall be limited slip Chassis OEM.   

Body frame shall support the wheelchair lift capacity. 

          

ELECTRICAL: 

Minimum 200 amp total capacity alternator(s), OEM chassis (if available). 

Gauge for water temperature. 

12 volt maintenance free dual battery system/1,200 CCA @ 0 degrees F. with one battery mounted in the engine 

compartment if availble from the OEM.  A stainless steel rollout battery tray completely enclosed in a stainless 

steel vented battery box for all frame mounted battery. 

A high idler device shall be provided which will help the charging system keep up with the load demand of each 

vehicle. The system shall be an InterMotive GatewayAI (example GTWY401G-A1) or InPower or approved 

equal with the manufacturer’s decal applied.  

Park Crank Only Module: The engine shall only start when the transmission is in Park. The controller shall be a 

fully automatic, solid state, microprocessor-controlled unit. The system shall be an InterMotive PCOM501 or 

approved equal.  

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

One schematic page for each circuit shall be provided. 

Any aftermarket electrical item shall be wired to its own dedicated circuit, and not the OEM chassis wiring 

harness. 

Daytime running lights. 

Sidemarker lights. 

All exterior lights other than chassis OEM lights shall be LED. 

Back-up lights shall be LED lights with a lifetime warranty and shall be 4” round and provide 13 foot candles of 

light at 50” distance. Dialight super bright series 47 LED light or approved equal.   

Each vehicle shall be equipped with mid ship turn signals on the side of the body that come on with the flashers.  

The stepwell, curb and dome lights shall be activated when the front passenger door is open while the engine is 

running.    

Step and door area to be illuminated by a high intensity, 500 lumen, LED  strip light or approved equal. Light to 

be low profile to facilitate a maximum clearance. Light to be door header or ceiling mounted near the door 
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entrance mounted to meet ADA lighting requirements without additional lighting. Strip light to be covered by a 

lifetime warranty.   Dialight VSL 300 lumen or approved equal. 

Curbside lights shall be LED and skirt mounted.   

The driver’s area shall have a LED swivel dome light with a minimum of 7 candle power to provide sufficient 

lighting in the steering wheel area during night operation and operated by OEM chassis light switch. 

Guarded or recessed lighting shall be provided on all front marker lights. 

 

WIRING 

All wiring shall conform to the current applicable standards of the Society of Automotive Engineers and be of 

sufficient size to carry the required current without excessive voltage drop.  The wire shall have adequate 

mechanical strength for the application and be of a sufficient gauge size to carry the current without overheating. 

All wiring and related devices shall be installed in a quality workmanship manner and be mechanically and 

electrically secure. 

 

All wiring shall be color coded, function coded or permanently and continuously numbered for ease of 

identification and must be continuously loomed.  All wiring shall be adequately protected from water, solvents, 

road splash, stones, grease, oil, fuel, abrasion and chafing. 

 

All wires and cables not installed by the OEM chassis manufacturer which are subject to extreme weather and 

heat shall be protected by shields where necessary to prevent premature failure. 

All exposed parts of the wiring system shall be completely loomed with Weather-Pack or approved equal to 

adequately protected from corrosion. 

Battery cables shall be heavy duty and adequate to carry current output of the electrical system. 

Grounding wires shall not pass through hinged door or any other cover. 

All harness and wiring shall terminate at appropriate junction terminals set in bakelite or molded plastic  

material. 

All wiring and connectors shall be of the soldered insulated or machine staked type.  All body circuits shall be 

protected by manual reset circuit breakers.  All circuit breakers shall be clearly identified.  Fuses and fuse blocks, 

if used, shall be clearly identified and easily accessible from inside each vehicle.  Fuses shall be placed in a single 

block.  The fuse block shall contain holders for spare fuses of each type. 

All after market switches in the dog house area of each vehicle shall have easily removable connectors for easy 

access to the engine. 

Devices such as lamps and wiring requiring periodic checking and servicing shall be readily and easily accessible 

and serviceable.  All exterior devices shall be sealed to prevent entrance of water. 

There shall be not exposed or loose wiring in the driver or passenger compartment of each vehicle. 

Any wiring installed as an after market installation that is subjected to vibration or other movement must be 

encased in continuous metallic tubing or be of the armored “BX” type.  This requirement is necessary only when 

wiring is passed through or within body or chassis member. 

Wiring, harnesses, and raceways shall be supported at regular intervals by “P” clamps, or by  other supporting 

hangers where necessary, and routed in separate hangers from heater hoses or air conditioning hoses.   

Un-dedicated constant hot and un-dedicated ignition hot with minimum 10 gauge wire in electrical compartment 

inside the vehicle. 

 

“As built” wiring diagrams, build specific illustrations, part numbers and all body parts diagrams shall be 

provided by the body manufacturer for all body installed electrical componets and parts on each vehicle. 
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FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid (55-gallon minimum fuel tank). 

 

WHEELS AND TIRES: 

Wheels and radial tires compatible with specified GVWR. 

All wheels shall be chassis OEM white on both sides.   

Spare wheel and tire assembly as used on the bus shall be shipped loose.       

OEM valve stems shall be provided. 

 

BODY: 

Interior width shall be minimium 90”. 

 

Interior height shall be a minimium of 72”. 

 

Dual electric windshield wipers with intermittent feature. 

 

Electric horn(s). 
 

One strip under hood light shall be LED with a minimum of 200 lumens and shall include a high temperature 

lens.  Dual windshield washers including antifreeze type solvent. 

 

AM/FM/CD radio with a digital clock, front driver speaker and dual 4 rear compartment speakers  to be 

activated by fade feature of the radio and it shall be possible to listen in the front exclusive of the rear.  The 

radio shall be a REI Model # 690514 with a 36,000 miles/ 3 year warranty or the OEM Chassis AM/FM CD 

player with digital clock.    

 

All after market controls and instruments are to be within driver’s arm reach with seat belt fastened.  All 

switches are to be of uniform type, either push-pull, toggle or rocker type, mounted in convenient groupings in a 

panel near the driver. 

 

Passenger seats shall be covered with Docket 90-A heavy-duty vinyl (36 oz. minimum) fully padded  

construction and color coordinated with interior and exterior colors, to be selected after receipt of purchase 

order. 

 

Passenger seats shall be provided with yellow grab handles. 

 

Seats cushioning and upholstery shall meet all applicable FMVSS standards and must comply with requirements 

of FTA Docket 90-A regarding flammability and FMVSS 210 for seat belt anchorage. 

 

Seat covering shall be fire resistant, shall not support combustion, and shall meet the requirements of FTA Docket 

90-A (Recommended Fire Safety Practices for Transit Bus and Van Materials Selection).  Seat cushions shall 

have no exposed foam top, bottom or side. Seat covering shall be same material top, bottom and side of seat 

cushion. 
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Foam material shall meet the requirements of FTA Docket 90-A with ILD ranges of:  seat cushion 55 to 65; seat 

back 35 to 45.  The thickness at which the foam should be tested to achieve these values shall be 4 inches. 

Chassis OEM cloth high back captian’s  reclining driver seat with right arm rest and 6 way power pedestal or 

Adnick power pedestal with shroud.  Roll-over cage shall be provided over the passenger compartment as well 

as the driver’s roof area. 

  

Sun visor for driver.   

 

T-Slider sash windows, to provide ventilation, which all shall be emergency egress, except for a maximium of 

one spacer window per side (if necessary).   

 

Tinted AS3 glass in all body windows. 

 

Doors shall be capable of opening from inside or outside the vehicle with exception of the front passenger 

entrance door.   

 

Each vehicle shall be equipped with a manually operated anodized aluminum or stainless steel front double panel 

entrance door with stainless steel door jam.  If exterior fasteners are used to secure the door frame, they shall be 

stainless steel fasteners.  Meeting edges shall be equipped with 2” extruded rubber edges on each section that 

overlap for form a tight seal.  The door shall not be provided by the original chassis manufacturer.  The door-

opening device shall be easily operated by the driver from the driver’s seat.  

 

Stepwells are to be of heavy duty construction of stainless steel, with coved or square corners and adequate 

reinforcement to prevent deflection.  Where exterior fasteners are utilized, stainless steel fasteners shall be used.  

Stepwell treads shall be at least 8.5” deep.  Individual risers shall not exceed 9” in height.  All risers shall be 

approximately the same height. The distance from the ground to the first step of the entryway shall be 11” +/- 

1”.   The first step height from street level shall not be more than 12 inches from the ground as measured to the 

top of the step tread when each vehicle is empty except for seats and normal equipment.  Step width shall be a 

minimum of 29”.  Step nose shall be yellow in color.   

 

The front entrance door shall have an unobstructed clear opening width of at least 29” and a full height of at least 

72”.  The front entrance door shall also be equipped with a brush at the bottom.  

 

Front entrance door shall be equipped with windows covering 80% on each panel and placed so as to allow the 

driver to see and judge curb location when stopping. 

 

The structure of all doors, their mounting, inside and outside trim, and any exposed mechanisms shall be of 

durable, corrosion-resistant material which is rigidly reinforced.  Positive stops to limit door travel in the open and 

closed positions shall be provided. 

 

Lift and Emergency doors shall be equipped with a passive hold open device and shall not rattle in the closed 

position and shall have durable, firmly installed weather seals to prevent the entrance of air and water and to keep 

ice from binding the door shafts.  The doors shall open to 90º or 180º and shall be secured with a stainless steel 

“T” latch or spring or gas shock in the open position.  Emergency rear doors shall have an audible alarm. 
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Each vehicle shall be equipped with a rear outward opening, stainless steel or galvanized or anodized aluminum 

or fiberglass emergency door with stainless steel door jam equipped with an emergency quick-release system, with 

appropriate operating instructions clearly written and placed in a highly visible location inside each vehicle.  The 

door shall be easily operated from both outside and inside each vehicle. Rear door shall have upper and lower 

window.  

 

An inner barrel bolt style lock shall be provided in the emergercy rear door that is interlocked to the ignition. 

 

Twin rear windows shall be provided on each side of rear door. 

 

All interior lights (driver dome light and 6 rear) shall be LED with a minimum of 7 candle power with switch on 

dash and door operated switches on all doors except driver’s door. 

 

Install interior and exterior lighting per NHTSA to enhance safety.   

 

OEM Chassis interior rear view mirror. 

 

Interior Passenger view mirror, minimum 4” x 16”, flat glass. 

 

Remote controlled exterior heated  mirrors, with stainless steel or aluminum mirror arms – 40 square inch 

minimum.  Mirrors shall provide an undistorted view of the rear corner of each vehicle. 

 

Mirror brackets shall not obstruct the driver’s field of vision.  Outside mirrors shall contain a standard mirror and 

a separate convex heated mirror mounted below and within the same housing.  Passenger side mirror shall be 

fender or A-pillar mounted and the driver side mirror shall be mounted on the A-pillar or door mounted.  Rosco or 

Safe Fleet fender mount or approved equal. 

 

Handrails on both sides of steps at entrance door and shall be full length and parallel to steps for convenience of 

ambulatory passengers.  If equipped with manual door, right side handrail need not be parallel to steps. 

 

All handrails (including ceiling) shall be yellow dimpled Dura Diamond or approved equal. All guardrails and 

stanchions shall be 403 satin finish seamless stainless steel. Guadrails and stanchions that have exposed metal and 

are immediately in front of passengers shall be padded. 

 

There shall be no less than 1 ½” of  knuckle room clearance at stanchions, guard rails, and grab rails. 

 

The passenger entryway shall have a right hand grab rail, two (2) steps with 9” risers. First step shall be 

electrically heated.   

 

The driver’s vertical stanchion shall be installed directly behind the driver’s seat including a full length padded 

modesty panel with protected edges.  The upper half of the modesty panel shall be a pexiglass driver barrier. 

 

Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency. 
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Interior walls and ceiling shall be installed to cover openings and posts and shall be a minimum of 1/8” vinyl 

type hardboard or Fiberglass Reinforced Plastic (FRP) that is congruous to industry standards.  Color shall be 

compatible with the color in driver’s compartment. 

 

The structural members (the steel cage structure, including walls, floor, and roof sections) of each vehicle shall be 

coated with an appropriate anti-corrosive material that will prevent corrosion failure throughout the expected life 

of each vehicle.  The use of aluminized steel is not acceptable.  

  

All body materials that are not inherently corrosion resistant shall be protected with corrosion – resistant coatings 

(such as zinc chromate or zinc phosphate prime paint).  Examples of inherently corrosion resistant materials are 

stainless steel, galvanized or galvanealed steel.  The use of aluminized steel is not acceptable.   

 

When each unit is completed, the sections of the underside of each vehicle exposed to the elements shall be 

treated with an undercoating material except those areas of the OEM chassis where undercoating is not 

recommended.  All box type steel tubing (except stainless steel) used in the floor structure and wall structure 

below the window line shall have the interior of the tube coated with corrosion resistant material conforming to 

MIL-C-62218 as outlined in Federal Standard 297E (Rustproofing of Commercial Vehicles). Sections that are 

treated shall be properly cleaned to remove greases, oils, and residues before application of the corrosion-proofing 

material.  All mechanisms (moving or stationary parts) that are affected or rendered useless by an application of 

sealant or insulation shall be cleaned free of sealant or insulation including vent canisters and drain pipes. 

 

All exterior panels shall be attached to the framing by pressure laminated sidewalls.  Vaccuum laminated 

sidewalls and the use of two-sided tape is not acceptable.  Panels shall be lapped unless continuously welded and 

the upper or forward panel shall form a watershed by being lapped over the following panel so that the sealing of 

the panels is not dependent on caulking alone.  All exterior joints and seams shall be protected by the application 

of caulking compound.  Body shall be thoroughly water tested and made tight to prevent leakage.  Exterior panels 

of each vehicle shall be of galvanized or galvanealed steel.  No wood or cardboard materials shall be utilized in 

any sidewall construction. 

 

Metal roof gutters shall be installed over all windows and doors, including the driver’s door. 

 

All body materials that are not inherently corrosion resistant shall be protected with corrosion – resistant coatings 

(such as zinc chromate or zinc phosphate prime paint or approved equal).  Examples of inherently corrosion 

resistant materials are stainless steel, galvanized or galvanealed steel or approved equal. 

 

All nuts, bolts, clips, washers, clamps, and like fasteners shall be zinc or cadmium plated, or phosphate coated, or 

stainless steel to prevent corrosion. 

 

Install transition stone guards between the cab and the body. 

 

Mud flaps shall be provided for all wheels.  Mud flaps shall be sized to be effective to protect the body, and so 

that they can not be rubbed by the chassis tires or the ground.  In the event the tires extend beyond the side of each 

vehicle, splash aprons and fenders shall be provided. 

 

Back-up alarm system shall meet all ADA requirements. 
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Driver’s side running board with grip track shall be provided.  Reference:  Carr HD-18” 304 stainless steel (tube 

step), or approved equal.  

 

Tilt steering. 

 

Escape roof hatch with a hard wired audible alarm shall be provided that can be opened from inside and outside 

the bus. 

 

All standard signage that is required by the Department of Transportation (DOT). 

 

Rear center stop light.  

 

The unladen clearance height plus two inches shall be marked on a sign or decal which is clearly visable to 

driver.  The lettering shall be 1 ½” high. 

 

 AIR CONDITIONING/HEATER: 

A combination front and rear air conditioning system shall have a total of 70,000 B.T.U.  Manufacturer’s 

recommended chassis combination air conditioning and heater unit shall be installed in the front section of the 

vehicle.  An overhead evaporator with a minimum of 55,000 B.T.U. shall be mounted in the rear. A 45,000 

B.T.U.  passenger compartment heater with two (2) brass and/or stainless steel ball shut off valves on feed and 

return line. The shutoff valves shall be provided in front of the rear heater. The supplier shall indicate on the 

interior seating/floor design drawing the actual location of the rear heater.  The A/C control switch shall be a 3 

speed rotary switch. 

Heater hose material shall be silicone with mounting and securement requirements that provide sufficient room 

to eliminate chafing.  

 

Two air conditioner compressors shall be driven off the main engine.  One is the chassis OEM supplied 

compressor and is specific to the chassis OEM driver’s area air conditioning system.  The second compressor is 

for the passenger area air conditioning system, and is nominal 10 cubic inch displacement.  The passenger area 

condenser (separate from the radiator) shall be skirt mounted with a minimum of three (3) fans and three (3) 

motors.  The air conditioning system shall have a driver’s evaporator and a rear ceiling evaporator to provide 

cooling air to the driver and throughout the passenger compartment.  The driver’s area air conditioning system 

shall utilize the chassis OEM supplied radiator condenser.  The driver’s area air conditioning system and the 

passenger area air conditioning system shall be completely independent of each other. 

 

A low pressure safety cut-off switch shall be installed on the low pressure side of the air conditioning system.  A 

high pressure safety cut-off switch shall be installed on the high pressure side of the air conditioning system. The 

block/expansion valve shall meet minimum core requirements. 

 

All refrigerant hose assemblies shall meet SAE J2064 standards and shall be nylon veneer type or approved equal.  

All fittings shall be plated steel and utilize dual HNBR O-rings on the outer diameter of the hose barb surface.  

Crimping clamps shall be stainless steel.  Refrigerant shall be current federal standard refrigerant.  Refrigerant oil 

shall be consistent with compressor manufacturers’ recommendations.   
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Air Conditioning condenser coil coating shall consist of an acrylic based or zinc plasma material or approved 

equal, which is applied to the entire conderser coil and tubing assembly.  Coating to be specifically designed to 

have a minimal effect on heat transfer while providing maximum corrosion resistance.  The coating shall also be 

applied to the condenser refrigerant fittings. 

 

 

FLOOR: 

Flooring shall be minimum 3/4” marine grade plywood throughout the passenger area securely fastened to the 

steel floor structure.  

  

It shall be covered, wall-to-wall, with Altro transfloor or approved equal. 

 

Cab area shall be rubber floor covering, no carpet. 

 

White standee line to be placed on floor for “no standing forward of white line”. 

 

When the fuel sender is accessible, with modification, a stainless steel fuel sender access panel, 10” x 10” clear 

opening flush mounted, shall be provided directly over the fuel tank.  The panel shall allow for the easy removal 

and replacement of the fuel sender without dropping fuel tank.  The stainless steel access panel will have three 

(3) 2” strips of non-skid, black tape attached to the top of the plate or a fully covered non-skid material over the 

stainless steel plate or an aluminum diamond plate cover. The connector for the fuel sender/fuel pump shall be 

wire tied to the top of the fuel tank prior to installing the body to allow easy access from the access panel.  

 

FIRE, FIRST AID AND EMERGENCY EQUIPMENT: 

A mounted First Aid Kit in a hard shell case (Johnson and Johnson First Aid Kit #8172 or approved equal). 

Five pound dry chemical type A-B-C fire extinguisher. 

Emergency warning triangle kit without flares. 

OSHA approved Body Fluids Clean-Up Kit in a hard shell case shall be provided. 

These items shall be stowed or securely mounted in appropriate brackets provided by the manufacturer and 

installed in a location accessible to the driver; locations not to impede passenger traffic in the aisle way. 

Two (2) each Belt Cutters shipped loose with self-adhesive Velcro tape. 

Driver’s coat hook shall be provided. 

Two-Way Radio Antenna Access Panel. 

 

Layout Specific Equipment (to be referenced by Layout) 

 

Double forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt for 

each person, aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 

2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   
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Double aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt for each person and 

arm rests. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 

½” to 18 ½”.   

 

Single aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt and arm rests. Seat 

Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt for each person, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt, aisle side arm rest 

and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: 

Range of 17 ½” to 18 ½”.   

 

Single Panel Wheelchair Lift Door: Each vehicle shall be equipped with outward opening, single panel, stainless 

steel or galvanized or anodized aluminum or fiberglass side door equipped with window, including a stainless 

steel door jam, for installation of a wheelchair lift.  The door shall open to 90º or 180º and shall be secured with a 

stainless steel “T” latch in the open position.  Check arms, straps or equal devices shall be furnished to hold the 

lift door in the maximum open position.  Positive latch or similar positive stops shall be installed on side 

paratransit door to secure door in an open position while loading or unloading wheelchair passengers. No bungee 

type door tie downs. 

 

Double Panel Wheelchair Lift Doors: Each vehicle shall be equipped with outward opening, double panel, 

stainless steel side or galvanized or anodized aluminum or fiberglass doors equipped with windows, including a 

stainless steel door jam, for installation of a wheelchair lift.  The doors shall open to 90º or 180º and shall be 

secured with a stainless steel “T” latch in the open position.  Gas struts for 90º doors or “T” latch for 180º doors 

shall be installed on side paratransit door(s) to secure door(s) in an open position while loading or unloading 

wheelchair passengers. No bungee type door tie downs. 

 

ADA Compliant Wheelchair Lift Package: Lift shall have been tested to a static load of  2,400 lb. and has an 

800 lb. rated lifting capacity.  Side loader shall be powered by electric or electric-hydraulic system, which shall 

operate off the chassis electrical system.  Loader shall have a downward travel distance from the vehicle floor as 

required to properly load and unload wheelchair passengers.  The platform shall be a minimum of 34”. The 

platform shall be equipped with a stop to prevent the wheelchair from inadvertently rolling off the platform 

during loading and unloading.  Platform shall power retract to a vertical position when not in use for storage 

inside the van.  Control box or boxes to operate the lift shall be furnished and located for operation by an 

attendant or the wheelchair passenger from inside or outside the vehicle.  It shall be equipped with a safety 

switch to prevent operation of the lift when door is closed.  Lift must be capable of being manually raised and 

lowered to evacuate vehicle in case of emergency and shall be equipped with overhead handrails.  The OEM 

interior light, all ADA lighting and a dedicated light illuminating the area where the lift platform will rest when 

lowered shall operate when the doors (s) is (are) opened.  Controls must be located so that the operation of the 

door(s) does not restrict access to the control switches.  Placement of the controls must be accessible to the 

operator.  Control boxes shall have an interior light to illuminate the switches and to be secured with a latch.   A 

visual warning signal shall be located in the driver’s compartment for detection when side door(s) are not in a 
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fully locked position. The lift shall comply with all current ADA requirements, and written documentation of 

full manually raised and lowered to evacuate vehicle in case of emergency.   All Lift Interlock System devices 

shall be install on a separate circuit in the vehicle and shall meet ADA Title 49 and NHTSA requirements. The 

system shall be an InterMotive GatewayAI (example GTWY401-A1) and lift activation kit (ILIS501-H1) or 

InPower or approved equal. Lift shall have a manual backup system that allows operation at rated capacity of all 

function in case of power loss.  The lift shall meet NHTSA requirements for section 403 and 404.  The lift shall 

be constructed and installed on the curb side of each vehicle with the minimum of structural body modifications.  

The cutting in front of chassis structural members is prohibited.  All changes required to the basic body structure 

shall provide for adequate reinforcing and load distribution.  The installation shall be adequate to withstand the 

stresses imposed by regular lift operation on a sustained basis.  The lift shall be furnished with an armor cable 

for the lift cord. 

The wheelchair lift package shall include all ADA required signage. 

 

Reference: 

 

Braun ADA Fully-Automatic, Millennium-2, Lift # NL919FIB-2:  The wheelchair lift shall be a Braun ADA 

fully-automatic lift Model NL919FIB-2. 

 

Braun ADA Fully-Automatic,Century -2, Lift # NCL919FIB-2:  The wheelchair lift shall be a Braun ADA fully-

automatic lift Model NCL919FIB-2. 

 

Ricon S5510-ADA or Ricon S2010-ADA: The wheelchair lift shall be a Ricon Model S5510-ADA or Ricon 

S2010-ADA. 

 

Wheelchair Securement and Occupant Restraint Systems: One (1) complete set of retractor wheelchair 

securement and occupant restraint system with retractable shoulder harness were appliable, shall be provided to 

securely hold the wheelchair and occupant in the wheelchair position.  The retractor wheelchair securement and 

occupant restraint system shall meet the following requirements:   

 

Each retractor wheelchair securement and occupant restraint system shall be in a forward facing direction. 

The retractor wheelchair securement and occupant system shall comply with the following requirements: 

A.)  Successfully tested to meet minimum impact forces of a 20 G, 30 MPH deceleration to simulate a frontal 

impact, as required by the ANSI/RESNA WC-18 standard.  

B.)  49 CFR Part 38 Americans with Disabilities Act (ADA). 

C.)  CSA Z605 Mobility Aid Securement and Occupant Restraint  Systems for Motor Vehicles (20G/30MPH 

impact test criteria). 

D.)  ISO 10542 (proposed) Wheelchair Tiedown and Occupant Restraint Systems for use in Motor Vehicles 

(20G/30MPH impact test criteria). 

When L Track is used it shall be made of aluminum alloy 6005-T5, 6061-T6, or 6351-T6. The track shall be 

flush mounted to the vehicle floor with end caps following manufacturer’s specifications. The flush mount 

tracks shall have no gaps between the ends or sides of track and the flooring. 
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The track installation fasteners shall be made of high strength alloy steel as per ASTM F835 with sealant under 

the head to prohibit water accumulation between the fastener and the track mounting holes. The bolt shall be 

plated for corrosion resistance. 

 

Four (4) each- Belt loops per wheelchair location be provided plus an Eight Inch Seat Belt extension for each 

wheelchair position. 

 

One (1) each-Wheelchair Pouch mounted in approved location for seat belt/shoulder harness system. 

 

Reference:  

 

Sure-Lok L-Track System (Retractor) #AL712S-4C Titan: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) Model #AL712S-4C Titan. 

 

Sure-Lok L-Track System (Retractor) SOLO #AL760S-4C: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) SOLO Model #L760S-4C. 

 

Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1- L:  The wheelchair securement and occupant 

restraint system set shall be Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1-L. 

 

Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC:  The wheelchair securement and 

occupant restraint system set shall be Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC. 

 

Low Floor: Low floor accessibility through space and body structural provisions shall be provided at the front 

door of the bus to accommodate the wheelchair loading system.   

 

Loading system shall consist of a power operated entrance door and ramp.  The ramp shall comply with the 

requirements defined in 49 CFR PART 38, Subpart B, 38.23c and shall provide ingress and egress quickly, 

safely and comfortably for a passenger in a wheelchair from a lever street or a curb.    

The system shall be interlocked with the vehicle brakes, transmission or door, or shall provide other appropriate 

mechanisms or systems, to ensure that the vehicle cannot be moved when the ramp is not stowed and or so the 

ramp cannot be deployed unless the interlocks or systems are engaged. 

 

Chassis shall be a General Motors Corporation O.E.M. and incorporate front and rear air suspension which will 

allow the vehicle to kneel when the entry door is open.  An additional drop will incur during the operation of the 

ramp.  Kneeling override switch shall be located in the driver’s area. 

 

Layout 1130/A-23:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 

 

Five (5) double forward facing fixed seats.  

One (1) double forward facing two stage fold down seat. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   
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One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order). 

Flat floor.   

 

Layout 1130/B-23:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 

 

Six (6) double forward facing fixed seats. 

One (1) double forward facing two stage fold down seat. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1130/C-23LF:   Option shall include all required equipment and specified layout specific 

equipment as indicated below. 

 

Six (6) double forward facing fixed seats. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

Low floor 

 

Layout 1130/A-25:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 

 

Eight (8) double forward facing fixed seats.  

One (1) double forward facing two stage fold down seat. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1130/B-25:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 

 

Seven (7) double forward facing fixed seats. 

Two (2) double forward facing two stage fold down seats. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   
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One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order). 

Flat Floor   

 

Layout 1130/C-25LF:   Option shall include all required equipment and specified layout specific 

equipment as indicated below. 

 

Eight (8) double forward facing fixed seats. 

Two (2) double forward facing two stage fold down seats. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

Low floor. 

 

OPTIONAL EQUIPMENT: 

 

1. Front Entrance Electric Door:  Optional front entrance electric door.  A & M or approved equal.  

 

2. Vinyl Graphics Decaling:  Logo, stripping, and lettering with maximum of $750.00. Vinyl material shall carry 

a standard warranty. 

  

3.  Q-Straint QRT Max tie-downs, or approved equal. 

 

4. Amerex Fire Suppression System:   

       The engine compartment shall be equipped with an automatic fire suppression system. 

            The system shall consist of a control panel, automatic discharge, manual discharge switch, 

            extinguisher and nozzles as described below: 

 

Control Panel – A control panel shall be located within the easy reach of the driver.  

             The control panel shall provide audible and visual indication to the driver for the following: 

 

                  -SYSTEM OK [green] 

                  -FIRE Detected [red] 

                  -TROUBLE  [yellow] (disconnected or faulty circuit, low voltage) 

                                                                               

             In addition, switches shall be provided for the following: 

 

                    -Alarm Silence 

                    -System TEST 

                    -System RESET   

                 -ENGINE SHUTDOWN OVERRIDE 

                           

           Vehicle Interface – outputs shall be provided from the control panel that interface with 
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             the vehicles controls for: 

              

                      1)  Engine Shutdown 

                       2) External Warning 

              

 Detection – A minimum of two thermal spot detectors shall be installed in the engine compartment.  

Sensor(s) shall be located to provide fast detection without false alarms for protection of the following 

fire threats: 

                         -Alternator/generator 

                         -Turbocharger (if applicable) 

                         -Starter 

                         -High current electrical cables 

                         -Large wiring bundles (>1 inch diameter) 

                         -Auxiliary engine heater (if equipped) 

 

              Manual Discharge Switch – A switch shall be located within easy reach of the driver 

              that when pressed will immediately discharge the extinguisher.  The switch shall be 

              provided with a tamper proof seal and cover, safety pull pin or other means to prevent 

              inadvertent discharge.  In addition, the control panel shall provide a unique visual 

              indication that the manual discharge switch has been activated.  This indication shall 

              require maintenance action to reset.  

 

Extinguisher – A dry chemical extinguisher with a minimum 13 pounds capacity shall be provided.  

Gaseous-based agents, which require a given concentration, be achieved for 

              fire extinguishment shall not be used unless extinguisher capacity/discharge time 

              compensates for un-closeable openings and coast-down.  Engineering calculations shall 

              be provided with the certification report. 

 

            Systems that utilize pressurized piping for detection and/or suppression are not     

              acceptable.  

 

              The extinguisher shall be capable of being serviced/refilled within a 60 mile radius of the 

              operator.   

                           

              Nozzles – A minimum of two nozzles shall be provided for small buses Cutaway/    

              paratransit) and a minimum of 4 nozzles shall be provided for standard buses.  

 

             The automatic fire suppression system shall operate as follows: 

 

             FIRE detected  

                      - A red indicator shall illuminate and an audible alarm shall sound on the control                                             

                         panel. 

                      - The extinguisher release/engine shutdown 15 second timer shall initiate.  The  

                         driver may reset the timer for additional time if necessary by pressing the 

                         ENGINE SHUTDOWN DELAY button on the control panel.  It is also acceptable 
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                         for the system to spray the extinguishing agent immediately when the fire is 

                         detected.  

                      - Upon expiration of the 15 second timer, the extinguisher shall be activated and  

                        the engine shall be shutdown simultaneously. 

 

             Manual Discharge Switch activated – all of the above shall occur but there shall be no  

             time delay.   

 

             Hose and Fittings – Fittings shall be galvanized malleable or ductile iron, black or  

             galvanized steel, stainless steel, copper or brass.  Cast iron fittings shall not be used.  

             Hose shall be, at minimum, single wire braid, rubber hose conforming to and marked as 

 

             SAE 100R5 or SAE 100 R1 or greater.  As an alternate to flexible hose, Type 304 or 316  

             Seamless Stainless Steel tubing conforming to ASTM-A-269 may be used if approved by  

             the system manufacturer. 

 

             Backup Battery – A backup battery is required or other means to manually actuate the                   

             system in the event of loss of vehicle electric power. 

 

             Certification – The factory or factory representative shall certify the automatic fire  

             suppression system design, operation, and installation for each unique engine 

             compartment configuration. The certification shall include a statement that the entire  

             system carries UL or FM approval.  Any concerns and/or recommendations shall be  

             addressed in the certification letter.  

             System Maintenance -   The system shall be installed, tested and maintained at regular                 

             intervals in accordance with the manufacturer’s recommendations.  Only fully trained and          

             factory certified individuals may install and maintain the fire suppression system.   

             Maintenance records shall be retained by the vehicle owner for the life of each vehicle. 

 

5. Energy Absorbing Bumper:  Front bumper, Romeo Rim or approved equal.  

 

6. Energy Absorbing Bumper:  Rear bumper, Romeo Rim or approved equal.  

 

7A. Four (4) Camera On-board Digital Recording System  

A four (4) camera mobile DVR system, Bus-Watch DBW6, Safety Vision RR4CSD, SerVision MVG400, Seon 

MX4, Apollo MRH4 Roadrunner, Zen-Tinel SD-VX or approved equal shall be installed in the vehicle.  The 

supplier shall indicate on the interior seating/floor design drawing the actual location of the DRV system.  The 

system shall have a 2.5 removable 160gig hard disk drive caddy with USB data output, MPEG 4 video 

compression, selectable 1-30 fps for full motion, locking BNC connectors, black & white, color, IR interior and 

exterior camera availability, video loss detection, accelerometer for documenting hard braking and erratic 

driving events.  The DVR shall operate on a 12 or 24 volt DC power source.  The DVR shall have a low voltage 

cut-off with automatic restart.  The DVR shall be capable of recording real time images and sound at 30 frames 

per second with a display resolution of 720 x 480.  The DVR shall record continuously for a minimum of 24 

hours.  An event trigger switch shall be installed and shall encrypt and digitally watermark the video for 

evidencery purposes.  An extra removable hard drive shall be provided with the recording system.  Audio to be 
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disabled at time of delivery.  All other functionality that does not conflict with the chassis computer and/or 

electrical system shall be turned on. 

 

7B. Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night night vision LED Module. No susbscription 

of annual fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 

 

8. OEM Service Manuals, CD-ROM:  A complete set of chassis OEM service manuals shall be provided, which 

shall include electrical, emissions and service.  The chassis service manuals shall be on CD-ROM format,   

subject to availability.  

 

9. Heated Back-Up Camera:  The heated back-up camera system shall include weatherproof heated camera with 

night vision, seven inch high-resolution color monitor, intergrated audio, versatile mounting hardware, harness, 

accessories, and user manual.  The camera system shall be installed by the supplier.  Rosco Safe-T-Scope Color 

Back-Up Camera System Kit STSK7360 or approved equal.   

 

10. Driver Seat: Recaro LXS seat with OEM seat base.  

 

11. Longitudinal Full Length “L” Track: Four (4) 50” lengths of “L” track shall be installed in the floor 

lengthwise throughout the WC position. The two (2) inside tracks shall be spaced on 17” centers and the outside 

track shall be spaced on 30” centers. In addition to the floor tracks there shall be a 50” section of track installed 

above the windows in the same corresponding longitudinal locations as the floor track. The integrated lap and 

should belt shall be provided with “L” track fittings on the upper and lower mounting points for the occupant 

restraints. This track option will allow the operator to located a wheelchair at any point throughout the 

wheelchair position and provide the ability to relocate the occupant restraint at any point throughout the length 

of track. In the instance of multiple WC positions front to back the track will run continuous in the floor and 

above the windows. The amount of track for multiple positions shall 50” per position times the number of 

positions (example: three [3] front to back positions would require 150” of track; four  [4] 150” sections in the 

floor and one [1] 150” length above the windows). This option will allow the operator to locate an occupied 

wheelchair at any point throughout the length of multiple positions. The upper shoulder belt guide shall include 

an automatic height adjustable retractor mounted to an “L” track fitting and shall have a 131-degree bracket 

between the fitting and the retractor.  

 

12.  65,000 BTU rear wall mounted heater. 

 

13. 1,000 lb. lift.  Braun NCL1000(F)IB3451-2.  The lift shall have been tested to a static load of 3,000 lb. and 

has an 1,000 lb. rated lifting capacity.   

 

 

14. Hawkeye Backup Alert System 

 

14A. Hawkeye integrated into a Romeo Rim type bumper 
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14B. Hawkeye exterior surface mounted system 

 

15. Air Conditioning Protective Covers. 

 

16. Fixed Route Service Package & Public Address System 

Two (2) different tone chime cords with lighted “Stop Requested” sign, minimum 4”H x 17”W, for wheel chair 

package. 

Fare box prep. 

The PA amplifier/control head used in the Radio Engineering Industries, Inc. (REI) PA system (#769982) is an 

integrated Radio/CD Player/ PA system (REI #710053).  The system shall be housed in a “DIN” sized chassis 

and easily installed where the “factory” radio would normally be located.   

Dimensions: 7” W x 1-15/16” H x 6-5/16” D (DIN).   

Power Supply: 12-volt nominal (11v-16v) negative ground. 

Maximum Power Output: 50 watts x 4 channels (total 200w) @ 1 kHz. 

Vendor will provide a credit for the AM/FM/ CD player in the base spec when this option is chosen. 

 

17. Destination Signage 

LED front and side destination signage to include programming resources to be provided to the agency, one unit 

per sign kit.  Stainless steel “T” latch shall be provided to hold open the destination sign door. For maximum 

viewing the front sign shall be a minimum of 16 pixels high x 96 pixels wide with a minimum display height of 

6.5”H x 37”W,  The curb side sign to be minimum of 8 pixels high x 96 pixels wide with a minimum display 

height of 3.25”H x 37”W . 

 

Transign LLC, Model: LED Destinator Series 

 

18. Farebox:  A two (2) vault fare box shall be provided and mounted on a stanchion with the trip handle toward 

the driver.  Reference: Main Fare box-Model M4, Diamond Fare box or approved equal.  

 

19. Locking Overhead Storage Box above driver.  Stainless steel “T” latch shall be provided to hold open the 

Overhead Storage Box door. 

 

20.  2.2 mil vinyl flooring 

 

21. RCA rubber floor 

 

22.  Fiberglass exterior body. 

 

 

Material Master – No Material Master established for this commodity. 

 
Quality Assurance Specialist:  Gerald Grecek         

 

Quality Assurance Supervisor:  Brian Vulgaris 

 

Division Chief:  Janice Pistor 
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       29’ & 31’ TRANSIT BUS, GVWR 25,500 LBS.  

 

 

PCID NO.  1132  

Eff. December 13, 2016 

 

(Supersedes PCID 1132 eff. 18 April 2011) 

 

This PCID covers requirements for a 29 and 31 foot in length, Gross Vehicle Weight Requirement (GVWR) 

25,500 lb. transit bus with the motor and chassis manufactured by Freightliner.   

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements.   Nine (9) seating layouts will be defined in 

these specifications.  Bidders must be able to supply all nine layouts.  A weight analysis and 

manufacturer’s floor plan layout shall be supplied with your bid.  Failure to supply any of this 

information shall be cause for bid rejection.   All required Federal Transit Administration’s certification 

forms must be included in the bid proposal.   

 

Required Equipment 

 

CHASSIS: 

25,500 lb. GVWR.  

220” minimum wheelbase and cab-to-axle compatible with specified floor plan.  

Heavy-duty front and rear bumpers. 

Heavy-duty suspension. 

 

ENGINE: 

6.7 Liter diesel engine. 

Increased capacity cooling with coolant recovery system. 

The exhaust shall exit on the driver’s side of each vehicle behind the rear wheels within 6” of rear bumper. 

Adequate access shall be provided for easy inspection and filling of the cooling system and oil dipstick   without 

removing any other equipment. 

 

TRANSMISSION: 

Heavy-duty five (5) speed automatic. 

Auxiliary transmission oil cooler. 

Guards for each section of the propeller shaft are required to prevent any section of the shaft from entering the 

vehicle or striking the ground in case of failure. 

 

 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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FRONT AXLE: 

GAWR compatible with chassis OEM. 

Power steering. 

Steering stabilizer  

Front end alignment shall be done by the distributor prior to delivery with alignment sheet attached. 

 

REAR AXLE/SUSPENSION 

GAWR compatible with specified GVWR and application. 

The suspension shall be strengthened as needed to prevent any listing or leaning to the side of each vehicle on 

which the wheelchair lift is located.  

          

ELECTRICAL: 

Minimum 200 amp total capacity alternator(s), OEM chassis (if available). 

Gauge for water temperature. 

12 volt maintenance free dual battery system/1,200 CCA @ 0 degrees F. with one battery mounted in the engine 

compartment if availble from the OEM.  A stainless steel rollout battery tray completely enclosed in a stainless 

steel vented battery box for all frame mounted battery. 

A high idler device shall be provided which will help the charging system keep up with the load demand of each 

vehicle. The system shall be an InterMotive GatewayAI (example GTWY401G-A1) or InPower or approved 

equal with the manufacturer’s decal applied.  

Park Crank Only Module: The engine shall only start when the transmission is in Park. The controller shall be a 

fully automatic, solid state, microprocessor-controlled unit. The system shall be an InterMotive PCOM501 or 

approved equal.  

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

Daytime running lights. 

Sidemarker lights. 

All exterior lights other than chassis OEM lights shall be LED. 

Back-up lights shall be LED lights with a lifetime warranty and shall be 4” round and provide 13 foot candles of 

light at 50” distance. Dialight super bright series 47 LED light or approved equal.   

Each vehicle shall be equipped with mid ship turn signals on the side of the body that come on with the flashers.  

The stepwell, curb and dome lights shall be activated when the front passenger door is open while the engine is 

running.    

Step and door area to be illuminated by a high intensity, 300 lumen, LED  strip light. Light to be low profile to 

facilitate a maximum clearance. Light to be door header or ceiling mounted near the door entrance mounted to 

meet ADA lighting requirements without additional lighting. Strip light to be covered by a lifetime warranty. 

Dialight VSL 300 lumen or approved equal. 

Curbside lights shall be LED and skirt mounted.   

The driver’s area shall have a LED swivel dome light with a minimum of 7 candle power to provide sufficient 

lighting in the steering wheel area during night operation and operated by OEM chassis light switch. 

Guarded or recessed lighting shall be provided on all front marker lights. 

 

WIRING 

All wiring shall conform to the current applicable standards of the Society of Automotive Engineers and be of 

sufficient size to carry the required current without excessive voltage drop.  The wire shall have adequate 
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mechanical strength for the application and be of a sufficient gauge size to carry the current without overheating. 

All wiring and related devices shall be installed in a quality workmanship manner and be mechanically and 

electrically secure. 

 

All wiring shall be color coded, function coded or permanently and continuously numbered for ease of 

identification and must be continuously loomed.  All wiring shall be adequately protected from water, solvents, 

road splash, stones, grease, oil, fuel, abrasion and chafing. 

 

All wires and cables not installed by the OEM chassis manufacturer which are subject to extreme weather and 

heat shall be protected by shields where necessary to prevent premature failure. 

All exposed parts of the wiring system shall be completely loomed with Weather-Pack or approved equal to 

adequately protected from corrosion. 

Battery cables shall be heavy duty and adequate to carry current output of the electrical system. 

Grounding wires shall not pass through hinged door or any other cover. 

All harness and wiring shall terminate at appropriate junction terminals set in bakelite or molded plastic  

material. 

All wiring and connectors shall be of the soldered insulated or machine staked type.  All body circuits shall be 

protected by manual reset circuit breakers.  All circuit breakers shall be clearly identified.  Fuses and fuse blocks, 

if used, shall be clearly identified and easily accessible from inside each vehicle.  Fuses shall be placed in a single 

block.  The fuse block shall contain holders for spare fuses of each type. 

Devices such as lamps and wiring requiring periodic checking and servicing shall be readily and easily accessible 

and serviceable.  All exterior devices shall be sealed to prevent entrance of water. 

There shall be not exposed or loose wiring in the driver or passenger compartment of each vehicle. 

Any wiring installed as an after market installation that is subjected to vibration or other movement must be 

encased in continuous metallic tubing or be of the armored “BX” type.  This requirement is necessary only when 

wiring is passed through or within body or chassis member. 

Wiring, harnesses, and raceways shall be supported at regular intervals by “P” clamps, or by  other supporting 

hangers where necessary, and routed in separate hangers from heater hoses or air conditioning hoses.   

Un-dedicated constant hot and un-dedicated ignition hot with minimum 10 gauge wire in electrical compartment 

inside the vehicle. 

 

“As built” wiring diagrams, build specific illustrations, part numbers and all body parts diagrams shall be 

provided by the body manufacturer for all body installed electrical componets and parts on each vehicle. 

 

FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid (30-gallon minimum fuel tank). 

 

WHEELS AND TIRES: 

Wheels and radial tires compatible with specified GVWR. 

All wheels shall be chassis OEM white on both sides.   

Spare wheel and tire assembly as used on the bus shall be shipped loose.       

OEM valve stems shall be provided. 

 

BODY: 

Interior width shall be minimium 90”. 
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Interior height shall be a minimium of 72”. 

 

Dual electric windshield wipers with intermittent feature. 

 

Electric horn(s). 
 

Two under hood lights shall be LED with a minimum of 50 lumens and shall include a high temperature len.  

Dual windshield washers including antifreeze type solvent. 

 

AM/FM/CD radio with a digital clock, front driver speaker and dual 4 rear compartment speakers  to be 

activated by fade feature of the radio and it shall be possible to listen in the front exclusive of the rear.  The 

radio shall be a REI Model # 690514 with a 36,000 miles/ 3 year warranty or the OEM Chassis AM/FM CD 

player with digital clock.    

 

All after market controls and instruments are to be within driver’s arm reach with seat belt fastened.  All 

switches are to be of uniform type, either push-pull, toggle or rocker type, mounted in convenient groupings in a 

panel near the driver. 

 

Passenger seats shall be covered with Docket 90-A heavy-duty vinyl (36 oz. minimum) fully padded  

construction and color coordinated with interior and exterior colors, to be selected after receipt of purchase 

order. 

 

Seats cushioning and upholstery shall meet all applicable FMVSS standards and must comply with requirements 

of FTA Docket 90-A regarding flammability and FMVSS 210 for seat belt anchorage. 

 

Seat covering shall be fire resistant, shall not support combustion, and shall meet the requirements of FTA Docket 

90-A (Recommended Fire Safety Practices for Transit Bus and Van Materials Selection).  Seat cushions shall 

have no exposed foam top, bottom or side. Seat covering shall be same material top, bottom and side of seat 

cushion. 

 

Foam material shall meet the requirements of FTA Docket 90-A with ILD ranges of:  seat cushion 55 to 65; seat 

back 35 to 45.  The thickness at which the foam should be tested to achieve these values shall be 4 inches. 

 

Chassis OEM cloth high back captian’s  reclining driver seat with right arm rest and 6 way power pedestal or 

Adnick power pedestal with shroud.   

  

Sun visor for driver.   

 

T-Slider sash windows, to provide ventilation, which all shall be emergency egress, except for a maximium of 

one spacer window per side (if necessary). 

 

Tinted AS2 glass in all body windows. 
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Doors shall be capable of opening from inside or outside the vehicle with exception of the front passenger 

entrance door. 

 

Each vehicle shall be equipped with a manually operated anodized aluminum front double panel entrance door 

with stainless steel door jam.  If exterior fasteners are used to secure the door frame, they shall be stainless steel 

fasteners.  Meeting edges shall be equipped with 2” extruded rubber edges on each section that overlap for form a 

tight seal.  The door shall not be provided by the original chassis manufacturer.  The door-opening device shall be 

easily operated by the driver from the driver’s seat.  

 

Stepwells are to be of heavy duty construction of stainless steel, with coved or square corners and adequate 

reinforcement to prevent deflection.  Where exterior fasteners are utilized, stainless steel fasteners shall be used.  

Stepwell treads shall be at least 8.5” deep.  Individual risers shall not exceed 9” in height.  All risers shall be 

approximately the same height. The distance from the ground to the first step of the entryway shall be 11”  1”.   

The first step height from street level shall not be more than 12 inches from the ground as measured to the top of 

the step tread when each vehicle is empty except for seats and normal equipment.  Step width shall be a 

minimum of 29”.  Step nose shall be yellow in color.   

 

The front entrance door shall have an unobstructed clear opening width of at least 29” and a full height of at least 

72”.  The front entrance door shall also be equipped with a brush at the bottom.  

 

Front entrance door shall be equipped with windows covering 80% on each panel and placed so as to allow the 

driver to see and judge curb location when stopping. 

 

The structure of all doors, their mounting, inside and outside trim, and any exposed mechanisms shall be of 

durable, corrosion-resistant material which is rigidly reinforced.  Positive stops to limit door travel in the open and 

closed positions shall be provided. 

 

Lift and Emergency doors shall be equipped with a passive hold open device and shall not rattle in the closed 

position and shall have durable, firmly installed weather seals to prevent the entrance of air and water and to keep 

ice from binding the door shafts.  The doors shall open to 90º or 180º and shall be secured with a stainless steel 

“T” latch or spring or gas shock in the open position.   

 

Each vehicle shall be equipped with a rear outward opening, stainless steel or galvanized or anodized aluminum 

emergency door with stainless steel door jam equipped with an emergency quick-release system, with appropriate 

operating instructions clearly written and placed in a highly visible location inside each vehicle.  The door shall be 

easily operated from both outside and inside each vehicle. Rear door shall have upper and lower window.  

 

An inner barrel bolt style lock shall be provided in the emergercy rear door that is interlocked to the ignition. 

 

Twin rear windows shall be provided on each side of rear door. 

 

All interior lights (driver dome light and 6 rear) shall be LED with a minimum of 7 candle power with switch on 

dash and door operated switches on all doors except driver’s door. 

 

Install interior and exterior lighting per NHTSA to enhance safety.   
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OEM Chassis interior rear view mirror. 

 

Passenger view mirror, minimum 4” x 16”, flat glass. 

 

Corrosion-resistant fully adjustable low-mount or mid-mount mirrors shall be installed on each side of  

 the vehicle.  Mirrors shall provide an undistorted view of the rear corner of each vehicle. 

 

Mirror brackets shall not obstruct the driver’s field of vision.  Outside mirrors shall contain a standard mirror and 

a separate convex mirror mounted below and within the same housing.  Passenger side mirror shall be fender or 

A-pillar mounted and the driver side mirror shall be mounted on the A-pillar or door mounted.  Rosco or Hadley 

fender mount or approved equal. 

 

Handrails on both sides of steps at entrance door and shall be full length and parallel to steps for convenience of 

ambulatory passengers.  If equipped with manual door, right side handrail need not be parallel to steps. 

 

All handrails (including ceiling) shall be yellow dimpled Dura Diamond or approved equal. All guardrails and 

stanchions shall be 403 satin finish seamless stainless steel. Guadrails and stanchions that have exposed metal and 

are immediately in front of passengers shall be padded. 

 

There shall be no less than 1 ½” of  knuckle room clearance at stanchions, guard rails, and grab rails. 

 

The passenger entryway shall have a right hand grab rail, two (2) steps with 9” risers. First step shall be 

electrically heated.   

 

The driver’s vertical stanchion shall be installed directly behind the driver’s seat including a full length padded 

modesty panel with protected edges.  The upper half of the modesty panel shall be a pexiglass driver barrier. 

 

Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency. 

 

Interior walls and ceiling shall be installed to cover openings and posts and shall be a minimum of 1/8” vinyl 

type hardboard or Fiberglass Reinforced Plastic (FRP) that is congruous to industry standards.  Color shall be 

compatible with the color in driver’s compartment. 

 

The structural members (the steel cage structure, including walls, floor, and roof sections) of each vehicle shall be 

coated with an appropriate anti-corrosive material that will prevent corrosion failure throughout the expected life 

of each vehicle.  The use of aluminized steel is not acceptable.  

  

All body materials that are not inherently corrosion resistant shall be protected with corrosion – resistant coatings 

(such as zinc chromate or zinc phosphate prime paint).  Examples of inherently corrosion resistant materials are 

stainless steel, galvanized or galvanealed steel.  The use of aluminized steel is not acceptable.   

 

When each unit is completed, the sections of the underside of each vehicle exposed to the elements shall be 

treated with an undercoating material except those areas of the OEM chassis where undercoating is not 
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recommended.  All box type steel tubing (except stainless steel) used in the floor structure and wall structure 

below the window line shall have the interior of the tube coated with corrosion resistant material conforming to 

MIL-C-62218 as outlined in Federal Standard 297E (Rustproofing of Commercial Vehicles). Sections that are 

treated shall be properly cleaned to remove greases, oils, and residues before application of the corrosion-proofing 

material.  All mechanisms (moving or stationary parts) that are affected or rendered useless by an application of 

sealant or insulation shall be cleaned free of sealant or insulation including vent canisters and drain pipes. 

 

All exterior panels shall be attached to the framing by pressure laminated sidewalls.  Vaccuum laminated 

sidewalls and the use of two-sided tape is not acceptable.  Panels shall be lapped unless continuously welded and 

the upper or forward panel shall form a watershed by being lapped over the following panel so that the sealing of 

the panels is not dependent on caulking alone.  All exterior joints and seams shall be protected by the application 

of caulking compound.  Body shall be thoroughly water tested and made tight to prevent leakage.  Exterior panels 

of each vehicle shall be of galvanized or galvanealed steel.  No wood or cardboard materials shall be utilized in 

any sidewall construction. 

 

Metal roof gutters shall be installed over all windows and doors, including the driver’s door. 

 

All body materials that are not inherently corrosion resistant shall be protected with corrosion – resistant coatings 

(such as zinc chromate or zinc phosphate prime paint or approved equal).  Examples of inherently corrosion 

resistant materials are stainless steel, galvanized or galvanealed steel or approved equal. 

 

All nuts, bolts, clips, washers, clamps, and like fasteners shall be zinc or cadmium plated, or phosphate coated, or 

stainless steel to prevent corrosion. 

 

Mud flaps shall be provided for all wheels.  Mud flaps shall be sized to be effective to protect the body, and so 

that they can not be rubbed by the chassis tires or the ground.  In the event the tires extend beyond the side of each 

vehicle, splash aprons and fenders shall be provided. 

 

Back-up alarm system shall meet all ADA requirements. 

 

Driver’s side aluminum or stainless steel running board or tube step.  Reference:  Carr HD-18” 304 stainless 

steel (tube step), or approved equal.  

 

Tilt steering. 

 

Escape roof hatch with an audible alarm shall be provided that can be opened from inside and outside the bus. 

 

All standard signage that is required by the Department of Transportation (DOT). 

 

Rear center stop light.  

 

The unladen clearance height plus two inches shall be marked on a sign or decal which is clearly visable to 

driver.  The lettering shall be 1 ½” high. 

 

 AIR CONDITIONING/HEATER: 
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A combination front and rear air conditioning system shall have a total of 70,000 B.T.U.  Manufacturer’s 

recommended chassis combination air conditioning and heater unit shall be installed in the front section of the 

vehicle.  An overhead evaporator with a minimum of 55,000 B.T.U. shall be mounted in the rear. A 45,000 

B.T.U.  passenger compartment heater with two (2) brass and/or stainless steel ball shut off valves on feed and 

return line. The supplier shall indicate on the interior seating/floor design drawing the actual location of the rear 

heater.  The A/C control switch shall be a 3 speed rotary switch. 

 

Two air conditioner compressors shall be driven off the main engine.  One is the chassis OEM supplied 

compressor and is specific to the chassis OEM driver’s area air conditioning system.  The second compressor is 

for the passenger area air conditioning system, and is nominal 10 cubic inch displacement.  The passenger area 

condenser (separate from the radiator) shall be skirt mounted with a minimum of three (3) fans and three (3) 

motors.  The air conditioning system shall have a driver’s evaporator and a rear ceiling evaporator to provide 

cooling air to the driver and throughout the passenger compartment.  The driver’s area air conditioning system 

shall utilize the chassis OEM supplied radiator condenser.  The driver’s area air conditioning system and the 

passenger area air conditioning system shall be completely independent of each other. 

 

A low pressure safety cut-off switch shall be installed on the low pressure side of the air conditioning system.  A 

high pressure safety cut-off switch shall be installed on the high pressure side of the air conditioning system. The 

block/expansion valve shall meet minimum core requirements. 

 

All refrigerant hose assemblies shall meet SAE J2064 standards and shall be nylon veneer type or approved equal.  

All fittings shall be plated steel and utilize dual HNBR O-rings on the outer diameter of the hose barb surface.  

Crimping clamps shall be stainless steel.  Refrigerant shall be current federal standard refrigerant.  Refrigerant oil 

shall be consistent with compressor manufacturers’ recommendations.   

 

Air Conditioning condenser coil coating shall consist of an acrylic based or zinc plasma material or approved 

equal, which is applied to the entire conderser coil and tubing assembly.  Coating to be specifically designed to 

have a minimal effect on heat transfer while providing maximum corrosion resistance.  The coating shall also be 

applied to the condenser refrigerant fittings. 

 

FLOOR: 

Flooring shall be minimum 3/4” marine grade plywood throughout the passenger area securely fastened to the 

steel floor structure.  

  

It shall be covered, wall-to-wall, with a non-skid type rubber floor covering, RCA Black Rubber or equal.  

Edges shall be sealed and caulked. 

 

Cab area shall be rubber floor covering, no carpet. 

 

White standee line to be placed on floor for “no standing forward of white line”. 

 

When the fuel sender is accessible, with modification, a stainless steel fuel sender access panel, 10” x 10” clear 

opening flush mounted, shall be provided directly over the fuel tank.  The panel shall allow for the easy removal 

and replacement of the fuel sender without dropping fuel tank.  The stainless steel access panel will have three 

(3) 2” strips of non-skid, black tape attached to the top of the plate. The connector for the fuel sender/fuel pump 
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shall be wire tied to the top of the fuel tank prior to installing the body to allow easy access from the access 

panel.  

 

FIRE, FIRST AID AND EMERGENCY EQUIPMENT: 

A mounted First Aid Kit in a hard shell case (Johnson and Johnson First Aid Kit #8172 or approved equal). 

Five pound dry chemical type A-B-C fire extinguisher. 

Emergency warning triangle and flare kit. 

OSHA approved Body Fluids Clean-Up Kit in a hard shell case shall be provided. 

These items shall be stowed or securely mounted in appropriate brackets provided by the manufacturer and 

installed in a location accessible to the driver; locations not to impede passenger traffic in the aisle way. 

Two (2) each Belt Cutters shipped loose with self-adhesive Velcro tape. 

An Auto Wallet (NAPA Brand) or approved equal with self adhesive shall be provided. 

 

Layout Specific Equipment (to be referenced by Layout) 

 

Double forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt for 

each person, aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 

2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt for each person and 

arm rests. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 

½” to 18 ½”.   

 

Single aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt and arm rests. Seat 

Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt for each person, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt, aisle side arm rest 

and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: 

Range of 17 ½” to 18 ½”.   

 

Single Panel Wheelchair Lift Door: Each vehicle shall be equipped with outward opening, single panel, stainless 

steel or galvanized or anodized aluminum side door equipped with window, including a stainless steel door jam, 

for installation of a wheelchair lift.  The door shall open to 90º or 180º and shall be secured with a stainless steel 

“T” latch in the open position.  Check arms, straps or equal devices shall be furnished to hold the lift door in the 

maximum open position.  Positive latch or similar positive stops shall be installed on side paratransit door to 

secure door in an open position while loading or unloading wheelchair passengers. No bungee type door tie 

downs. 
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Double Panel Wheelchair Lift Doors: Each vehicle shall be equipped with outward opening, double panel, 

stainless steel side or galvanized or anodized aluminum doors equipped with windows, including a stainless steel 

door jam, for installation of a wheelchair lift.  The doors shall open to 90º or 180º and shall be secured with a 

stainless steel “T” latch in the open position.  Gas struts for 90º doors or “T” latch for 180º doors shall be installed 

on side paratransit door(s) to secure door(s) in an open position while loading or unloading wheelchair passengers. 

No bungee type door tie downs. 

 

ADA Compliant Wheelchair Lift Package  

Lift shall have been tested to a static load of  2,400 lb. and has an 800 lb. rated lifting capacity.  Side loader shall 

be powered by electric or electric-hydraulic system, which shall operate off the chassis electrical system.  

Loader shall have a downward travel distance from the vehicle floor as required to properly load and unload 

wheelchair passengers.  The platform shall be equipped with a stop to prevent the wheelchair from inadvertently 

rolling off the platform during loading and unloading.  Platform shall power retract to a vertical position when 

not in use for storage inside the van.  Control box or boxes to operate the lift shall be furnished and located for 

operation by an attendant or the wheelchair passenger from inside or outside the vehicle.  It shall be equipped 

with a safety switch to prevent operation of the lift when door is closed.  Lift must be capable of being manually 

raised and lowered to evacuate vehicle in case of emergency and shall be equipped with overhead handrails.  

The OEM interior light, all ADA lighting and a dedicated light illuminating the area where the lift platform will 

rest when lowered shall operate when the doors (s) is (are) opened.  Controls must be located so that the 

operation of the door(s) does not restrict access to the control switches.  Placement of the controls must be 

accessible to the operator.  Control boxes shall have an interior light to illuminate the switches and to be secured 

with a latch.   A visual warning signal shall be located in the driver’s compartment for detection when side 

door(s) are not in a fully locked position. The lift shall comply with all current ADA requirements, and written 

documentation of full manually raised and lowered to evacuate vehicle in case of emergency.  All Lift Interlock 

System devices shall be install on the vehicle and shall meet ADA Title 49 and NHTSA requirements.  The 

system shall be an InterMotive GatewayAI (example GTWY401-A1) and lift activation kit (ILIS501-H1) or 

InPower or approved equal. Lift shall have a manual backup system that allows operation at rated capacity of all 

function in case of power loss.  The lift shall meet NHTSA requirements for section 403 and 404.  The lift shall 

be constructed and installed on the curb side of each vehicle with the minimum of structural body modifications.  

The cutting in front of chassis structural members is prohibited.  All changes required to the basic body structure 

shall provide for adequate reinforcing and load distribution.  The installation shall be adequate to withstand the 

stresses imposed by regular lift operation on a sustained basis.  The lift shall be furnished with an armor cable 

for the lift cord. 

The wheelchair lift package shall include all ADA required signage. 

 

Reference: 

 

Braun ADA Fully-Automatic, Millennium-2, Lift # NL919FIB-2:  The wheelchair lift shall be a Braun ADA 

fully-automatic lift Model NL919FIB-2. 

 

Braun ADA Fully-Automatic,Century -2, Lift # NCL919FIB-2:  The wheelchair lift shall be a Braun ADA fully-

automatic lift Model NCL919FIB-2. 
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Ricon S5510-ADA or Ricon S2010-ADA: The wheelchair lift shall be a Ricon Model S5510-ADA or Ricon 

S2010-ADA. 

 

Wheelchair Securement and Occupant Restraint Systems: One (1) complete set of retractor wheelchair 

securement and occupant restraint system with retractable shoulder harness were appliable, shall be provided to 

securely hold the wheelchair and occupant in the wheelchair position.  The retractor wheelchair securement and 

occupant restraint system shall meet the following requirements:   

 

Each retractor wheelchair securement and occupant restraint system shall be in a forward facing direction. 

The retractor wheelchair securement and occupant system shall comply with the following requirements: 

A.)  Successfully tested to meet minimum impact forces of a 20 G, 30 MPH deceleration to simulate a frontal 

impact, as required by the SAEJ2249 standards.  

B.)  49 CFR Part 38 Americans with Disabilities Act (ADA). 

C.)  CSA Z605 Mobility Aid Securement and Occupant Restraint  Systems for Motor Vehicles (20G/30MPH 

impact test criteria). 

D.)  ISO 10542 (proposed) Wheelchair Tiedown and Occupant Restraint Systems for use in Motor Vehicles 

(20G/30MPH impact test criteria). 

When L Track is used it shall be made of aluminum alloy 6005-T5, 6061-T6, or 6351-T6. The track shall be 

flush mounted to the vehicle floor with end caps following manufacturer’s specifications. The flush mount 

tracks shall have no gaps between the ends or sides of track and the flooring. 

  

The track installation fasteners shall be made of high strength alloy steel as per ASTM F835 with sealant under 

the head to prohibit water accumulation between the fastener and the track mounting holes. The bolt shall be 

plated for corrosion resistance. 

 

Four (4) each- Belt loops per wheelchair location. 

 

One (1) each-Wheelchair Pouch mounted in approved location for seat belt/shoulder harness system. 

 

Reference:  

 

Sure-Lok L-Track System (Retractor) #AL712S-4C Titan: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) Model #AL712S-4C Titan. 

 

Sure-Lok L-Track System (Retractor) SOLO #AL760S-4C: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) SOLO Model #L760S-4C. 

 

Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1- L:  The wheelchair securement and occupant 

restraint system set shall be Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1-L. 

 

Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC:  The wheelchair securement and 

occupant restraint system set shall be Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC. 

 



29’ & 31’ Transit Bus, GVWR 25,500 LBS.               PCID NO. 1132 

Page 12 of 20 

Layout 1132/A-29:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 

 

Nine (9) double forward facing fixed seats.  

Three (3) double forward facing two stage fold down seats. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1132/B-29:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 

 

Five (5) double forward facing fixed seats. 

Seven (7) double forward facing two stage fold down seats. 

Four (4) wheelchair positions. 

Four (4) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1132/C-29:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 

 

Two (2) double forward facing fixed seats. 

Ten (10) double forward facing two stage fold down seats. 

Six (6) wheelchair positions. 

Six (6) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1132/D-29:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 

 

Ten (10) double forward facing fixed seats. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1132/E-29:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 
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Ten (10) double forward facing fixed seats. 

One (1) double forward facing two stage fold down seat. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1132/A-31:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 

 

Eleven (11) double forward facing fixed seats.  

Three (3) double forward facing two stage fold down seats. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1132/B-31:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 

 

Seven (7) double forward facing fixed seats. 

Seven (7) double forward facing two stage fold down seats. 

Four (4) wheelchair positions. 

Four (4) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

 

Layout 1132/C-31:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 

 

Four (4) double forward facing fixed seats. 

Ten (10) double forward facing two stage fold down seats. 

Six (6) wheelchair positions. 

Six (6) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1132/D-31:   Option shall include all required equipment and specified layout specific equipment 

as indicated below. 
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Fourteen (14) double forward facing two stage fold down seats. 

Eight (8) wheelchair positions. 

Eight (8) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

OPTIONAL EQUIPMENT: 

 

1. Rear Axle Limited Slip: Rear axle shall be limited slip Chassis OEM, aftermarket acceptable. 

 

2. Air Brake System:  An air brake system shall be installed on the chassis. 

 

3. Front Entrance Electric Door:  Optional front entrance electric door.  A & M or approved equal.  

 

4. Locking Overhead Storage Box:  Overhead storage area above driver (if applicable). 

 

5. Exterior Body Paint:  Exterior one color of paint for entire bus other than the standard white with base coat 

and clear coat. 

 

6. Exterior Body Paint:  Exterior two colors (two tone) of paint for entire bus other than the standard white with 

base coat and clear coat with standard body line break. 

 

7. Vinyl Graphics Decaling:  Logo, stripping, and lettering with maximum of $750.00. Vinyl material shall carry 

a standard warranty. 

 

8. 1,000 lb. lift:  Braun NCL1000(F)IB3451-2.  The lift shall have been tested to a static load of 3,000 lb. and 

has a 1,000 lb. rated lifting capacity.   

   

9. A.R.M. Wheelchair Securement and Occupant Restraint Systems (pricing should reflect cost to upgrade from 

Sure-Lok or Q-Straint to the A.R.M. module): One (1) complete set of retractor wheelchair securement and 

occupant restraint system with retractable shoulder harness were appliable, shall be provided to securely hold 

the wheelchair and occupant in the wheelchair position.  The retractor wheelchair securement and occupant 

restraint system shall meet the following requirements:   

 

Each retractor wheelchair securement and occupant restraint system shall be in a forward facing direction. 

The retractor wheelchair securement and occupant system shall comply with the following requirements: 

A.)  Successfully tested to meet minimum impact forces of a 20 G, 30 MPH deceleration to simulate a frontal 

impact, as required by the SAEJ2249 standards.  

B.)  49 CFR Part 38 Americans with Disabilities Act (ADA). 

C.)  CSA Z605 Mobility Aid Securement and Occupant Restraint  Systems for Motor Vehicles (20G/30MPH 

impact test criteria). 
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D.)  ISO 10542 (proposed) Wheelchair Tiedown and Occupant Restraint Systems for use in Motor Vehicles 

(20G/30MPH impact test criteria). 

When L Track is used it shall be made of aluminum alloy 6005-T5, 6061-T6, or 6351-T6. The track shall be 

flush mounted to the vehicle floor with end caps following manufacturer’s specifications. The flush mount 

tracks shall have no gaps between the ends or sides of track and the flooring. 

  

The track installation fasteners shall be made of high strength alloy steel as per ASTM F835 with sealant under 

the head to prohibit water accumulation between the fastener and the track mounting holes. The bolt shall be 

plated for corrosion resistance. 

 

Four (4) each- Belt loops per wheelchair location. 

 

One (1) each-Wheelchair Pouch mounted in approved location for seat belt/shoulder harness system. 

 

Reference:  American Seating Advanced Restraint Module (A.R.M.) & Dual Auto-Lok, Lok-It System:  The 

wheelchair securement system shall be American Seating Lok-It comprised of the A.R.M. with Sure-Lok 

Retractors and the Dual Auto-Lok. 
 

10. Fixed Route Service Package & Public Address System 

Two (2) different tone chime cords with lighted “Stop Requested” sign, minimum 4”H x 17”W, for wheel chair 

package. 

Fare box prep. 

The PA amplifier/control head used in the Radio Engineering Industries, Inc. (REI) PA system (#769982) is an 

integrated Radio/CD Player/ PA system (REI #710053).  The system shall be housed in a “DIN” sized chassis 

and easily installed where the “factory” radio would normally be located.   

Dimensions: 7” W x 1-15/16” H x 6-5/16” D (DIN).   

Power Supply: 12-volt nominal (11v-16v) negative ground. 

Maximum Power Output: 50 watts x 4 channels (total 200w) @ 1 kHz. 

Vendor will provide a credit for the AM/FM/ CD player in the base spec when this option is chosen. 

 

11. Destination Signage 

LED front and side destination signage to include programming resources to be provided to the agency, one unit 

per sign kit.  Stainless steel “T” latch shall be provided to hold open the destination sign door.  For maximum 

viewing the front sign shall be a minimum of 16 pixels high x 96 pixels wide with a minimum display height of 

6.5”H x 37”W,  The curb side sign to be minimum of 8 pixels high x 96 pixels wide with a minimum display 

height of 3.25”H x 37”W . 

 

Transign LLC, Model: LED Destinator Series 

 

12. Farebox:  A two (2) vault fare box shall be provided and mounted on a stanchion with the trip handle toward 

the driver.  Reference: Main Fare box-Model M4, Diamond Fare box or approved equal.  

 

13.  2.2 mil vinyl flooring 

 

14. RCA rubber floor 
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15. Amerex Fire Suppression System:   

       The engine compartment shall be equipped with an automatic fire suppression system. 

            The system shall consist of a control panel, automatic discharge, manual discharge switch, 

            extinguisher and nozzles as described below: 

 

Control Panel – A control panel shall be located within the easy reach of the driver.  

             The control panel shall provide audible and visual indication to the driver for the following: 

 

                  -SYSTEM OK [green] 

                  -FIRE Detected [red] 

                  -TROUBLE  [yellow] (disconnected or faulty circuit, low voltage) 

                                                                               

             In addition, switches shall be provided for the following: 

 

                    -Alarm Silence 

                    -System TEST 

                    -System RESET   

                 -ENGINE SHUTDOWN OVERRIDE 

                           

           Vehicle Interface – outputs shall be provided from the control panel that interface with 

             the vehicles controls for: 

              

                      1)  Engine Shutdown 

                       2) External Warning 

              

 Detection – A minimum of two thermal spot detectors shall be installed in the engine compartment.  

Sensor(s) shall be located to provide fast detection without false alarms for protection of the following 

fire threats: 

                         -Alternator/generator 

                         -Turbocharger (if applicable) 

                         -Starter 

                         -High current electrical cables 

                         -Large wiring bundles (>1 inch diameter) 

                         -Auxiliary engine heater (if equipped) 

 

              Manual Discharge Switch – A switch shall be located within easy reach of the driver 

              that when pressed will immediately discharge the extinguisher.  The switch shall be 

              provided with a tamper proof seal and cover, safety pull pin or other means to prevent 

              inadvertent discharge.  In addition, the control panel shall provide a unique visual 

              indication that the manual discharge switch has been activated.  This indication shall 

              require maintenance action to reset.  

 

Extinguisher – A dry chemical extinguisher with a minimum 13 pounds capacity shall be provided.  

Gaseous-based agents, which require a given concentration, be achieved for 
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              fire extinguishment shall not be used unless extinguisher capacity/discharge time 

              compensates for un-closeable openings and coast-down.  Engineering calculations shall 

              be provided with the certification report. 

 

              Systems that utilize pressurized piping for detection and/or suppression are not     

              acceptable.  

 

              The extinguisher shall be capable of being serviced/refilled within a 60 mile radius of the 

              operator.   

                           

              Nozzles – A minimum of two nozzles shall be provided for small buses Cutaway/    

              paratransit) and a minimum of 4 nozzles shall be provided for standard buses.  

 

             The automatic fire suppression system shall operate as follows: 

 

             FIRE detected  

                      - A red indicator shall illuminate and an audible alarm shall sound on the control                                             

                         panel. 

                      - The extinguisher release/engine shutdown 15 second timer shall initiate.  The  

                         driver may reset the timer for additional time if necessary by pressing the 

                         ENGINE SHUTDOWN DELAY button on the control panel.  It is also acceptable 

                         for the system to spray the extinguishing agent immediately when the fire is 

                         detected.  

                      - Upon expiration of the 15 second timer, the extinguisher shall be activated and  

                        the engine shall be shutdown simultaneously. 

 

             Manual Discharge Switch activated – all of the above shall occur but there shall be no  

             time delay.   

 

             Hose and Fittings – Fittings shall be galvanized malleable or ductile iron, black or  

             galvanized steel, stainless steel, copper or brass.  Cast iron fittings shall not be used.  

             Hose shall be, at minimum, single wire braid, rubber hose conforming to and marked as 

 

             SAE 100R5 or SAE 100 R1 or greater.  As an alternate to flexible hose, Type 304 or 316  

             Seamless Stainless Steel tubing conforming to ASTM-A-269 may be used if approved by  

             the system manufacturer. 

 

             Backup Battery – A backup battery is required or other means to manually actuate the                   

             system in the event of loss of vehicle electric power. 

 

             Certification – The factory or factory representative shall certify the automatic fire  

             suppression system design, operation, and installation for each unique engine 

             compartment configuration. The certification shall include a statement that the entire  

             system carries UL or FM approval.  Any concerns and/or recommendations shall be  

             addressed in the certification letter.  
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             System Maintenance -   The system shall be installed, tested and maintained at regular                 

             intervals in accordance with the manufacturer’s recommendations.  Only fully trained and          

             factory certified individuals may install and maintain the fire suppression system.   

             Maintenance records shall be retained by the vehicle owner for the life of each vehicle. 

 

16. Brake Retarder:  OEM Brake Retarder. 

 

17. Energy Absorbing Bumper:  Rear bumper, Romeo Rim or approved equal. 

  

18. Remote Controlled and Heated Mirrors: Remote controlled and heated, dual low-mounted type exterior rear 

view mirrors, 40 square inch minimum.  Remote controlled and heated for both flat mirror and convex mirror. 

 

19. Supplemental Rubber Suspension System  

The chassis Original Equipment Manufacturer (OEM) rear leaf spring type suspension system of each vehicle 

shall be modified by the addition of a supplemental rubber suspension system, MOR/Ryde RL suspension 

system or EZ Ride or Roll Guard or approved equal. 

 

20A. Four (4) Camera On-board Digital Recording System  

A four (4) camera mobile DVR system, Bus-Watch DBW6, Safety Vision RR4CSD, SerVision MVG400, Seon 

MX4, Apollo MRH4 Roadrunner, Zen-Tinel SD-VX or approved equal shall be installed in the vehicle.  The 

supplier shall indicate on the interior seating/floor design drawing the actual location of the DRV system.  The 

system shall have a 2.5 removable 160gig hard disk drive caddy with USB data output, MPEG 4 video 

compression, selectable 1-30 fps for full motion, locking BNC connectors, black & white, color, IR interior and 

exterior camera availability, video loss detection, accelerometer for documenting hard braking and erratic 

driving events.  The DVR shall operate on a 12 or 24 volt DC power source.  The DVR shall have a low voltage 

cut-off with automatic restart.  The DVR shall be capable of recording real time images and sound at 30 frames 

per second with a display resolution of 720 x 480.  The DVR shall record continuously for a minimum of 24 

hours.  An event trigger switch shall be installed and shall encrypt and digitally watermark the video for 

evidencery purposes.  An extra removable hard drive shall be provided with the recording system.  Audio to be 

disabled at time of delivery.  All other functionality that does not conflict with the chassis computer and/or 

electrical system shall be turned on. 

 

20B. Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night night vision LED Module. No susbscription 

of annual fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 

 

20C. Eight (8) Camera On-board Digital Recording System  

An eight (8) camera mobile DVR system, RoadRunner Mobile Digitial Video System, Apollo MRH8 

Roadrunner or approved equal shall be installed in the vehicle.  The supplier shall indicate on the interior 

seating/floor design drawing the actual location of the DRV system.  The system shall have a 3.5 removable 

hard disk drive caddy with USB data output, H.264 video compression, selectable 1-30 fps for full motion, 

analog audio/video RCA out terminals, black & white, color, IR interior and exterior camera availability, video 
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loss detection, accelerometer for documenting hard braking and erratic driving events.  The DVR shall operate 

on a 12 or 24 volt DC power source.  The DVR shall have a low voltage cut-off with automatic restart.  The 

DVR shall be capable of recording real time images and sound at 30 frames per second with a display resolution 

of 720 x 480.  The DVR shall record continuously for a minimum of 24 hours.  An extra removable hard drive 

shall be provided with the recording system.  An event trigger switch shall be installed and shall encrypt and 

digitally watermark the video for evidencery purposes.  Audio to be disabled at time of delivery.  All other 

functionality that does not conflict with the chassis computer and/or electrical system shall be turned on. 

  

21. OEM Service Manuals, CD-ROM:  A complete set of chassis OEM service manuals shall be provided, 

which shall include electrical, emissions and service.  The chassis service manuals shall be on CD-ROM format,   

subject to availability.  

 

22. OEM Service Manuals, Hardcover:  A complete set of chassis OEM service manuals shall be provided, 

which shall include electrical, emissions and service.  The chassis service manuals shall be hardcover manuals, 

subject to availability. 

 

23. Two-Way Radio:  The supplier shall provide and install a two-way radio, which shall not exceed the 

allowance of $1,000 per unit.  The purchasing agency shall choose the radio from what is available from the 

supplier.    

 

24. Two-Way Radio Antenna Access Panel:  A two-way radio antenna access panel shall be supplied in the 

front ceiling section of the vehicle, perferable above the driver.  The access panel shall be centered between the 

driver side wall and the entrance door.  This will allow for antenna mounting into the steel roofing and shall 

provide a conduit with a pull wire into the electrical distribution box. 

 

25. Heated Back-Up Camera:  The heated back-up camera system shall include weatherproof heated camera 

with night vision, seven inch high-resolution color monitor, intergrated audio, versatile mounting hardware, 

harness, accessories, and user manual.  The camera system shall be installed by the supplier.  Rosco Safe-T-

Scope Color Back-Up Camera System Kit STSK7360 or approved equal.    

 

26. Bicycle Rack:  The bicycle rack shall be a Sportworks two-postion stainless steel rack DL2 NP or approved 

equal.  All mounting hardware shall be provided and installed by the supplier.  

  

27. Driver Seat: Recaro LXS seat with OEM seat base. 

 

28. Longitudinal Full Length “L” Track: Four (4) 50” lengths of “L” track shall be installed in the floor 

lengthwise throughout the WC position. The two (2) inside tracks shall be spaced on 17” centers and the outside 

track shall be spaced on 30” centers. In addition to the floor tracks there shall be a 50” section of track installed 

above the windows in the same corresponding longitudinal locations as the floor track. The integrated lap and 

should belt shall be provided with “L” track fittings on the upper and lower mounting points for the occupant 

restraints. This track option will allow the operator to located a wheelchair at any point throughout the 

wheelchair position and provide the ability to relocate the occupant restraint at any point throughout the length 

of track. In the instance of multiple WC positions front to back the track will run continuous in the floor and 

above the windows. The amount of track for multiple positions shall 50” per position times the number of 

positions (example: three [3] front to back positions would require 150” of track; four  [4] 150” sections in the 
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floor and one [1] 150” length above the windows). This option will allow the operator to locate an occupied 

wheelchair at any point throughout the length of multiple positions. The upper shoulder belt guide shall include 

an automatic height adjustable retractor mounted to an “L” track fitting and shall have a 131-degree bracket 

between the fitting and the retractor. 

 

29. A/C Winterguard Protection Kit. 

 

30.  Fiberglass Exterior Skin 

 

 

 

Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek 

 

Quality Assurance Supervisor: Brian Vulgaris 

 

Division Chief: Janice Pistor 
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Paratransit Rear Entry Mini Van (Converted Van Type Passenger Vehicle) 

  

PCID NO.  1143  

Eff.  December 13, 2016 
 

(Supersedes PCID 1143. eff. 18 April 2011) 
                       

This PCID covers requirements for a Passenger Type Mini Van, equipped for forward facing wheelchair spaces, 

fold down flip seats and/or fixed seats.   

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements.  One (1) seating layout will be defined in these 

specifications.  Bidders must be able to supply the layout.  A manufacturer’s floor plan layout shall be 

supplied with your bid.  Failure to supply any of this information shall be cause for bid rejection.  All 

required Federal Transit Administration’s certification forms must be included in the bid proposal.   
 

Required Equipment 
 

CHASSIS: 

6,050 lb. GVWR, minimum  

Wheelbase and cab-to-axle compatible with specified floor plan   

Front and rear bumpers 

Heavy-duty suspension 

 

ENGINE: 

Minimum 3.6L OHV FFV V6 gas engine 

Cooling with coolant recovery system 

 

TRANSMISSION: 

Six (6) speed automatic 
  

FRONT AXLE: 

GAWR compatible with specified GVWR and application 

Heavy-duty front shock absorbers 

Power steering 

Steering Stabilizer  

Front end alignment shall be done by the distributor prior to delivery with alignment sheet attached. 

 

REAR AXLE: 

GAWR compatible with specified GVWR and application 

Heavy-duty rear shock absorbers 

Load Leveling Suspension System 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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BRAKES: 

Brakes on all wheels shall be heaviest duty available from the Original Equipment Manufacturer (OEM).  The 

vehicle shall be equipped with an antilock brake system if available from the Original Equipment Manufacturer.   

 

ELECTRICAL: 

Remote controlled, dual low-mounted type exterior rear view mirrors, 5” x 8” minimum 

Minimum 160 amp capacity alternator 

Gauge for water temperature 

12 volt maintenance free battery system 500 CCA @ 0 degrees F. 

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

 

FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid. 

 

WHEELS AND TIRES: 
Wheels and radial tires compatible with specified GVWR.   

Spare wheel and tire shall be mounted inside of van.   

 

BODY: 

Dual electric windshield wipers with intermittent feature 

Electric horn 

LED under hood light 

Dual windshield washers including antifreeze type solvent 

Manufacturer’s standard AM/FM CD radio with dual rear compartment speakers 

Bucket type driver and front passenger seat with air bags 

Armrest and sun visor for driver and passenger seat 

Windows in all doors and quarter panels (windows all around)  

Privacy glass package as supplied by OEM 

Dome lights (1 front and 1 rear) with switch on dash   

Day/night inside rear view mirror 

Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency 

Back-up alarm system 

Front and rear mud flaps 

Tilt steering 

Cruise control 

Power locks, mirrors and windows 

 

AIR CONDITIONING/HEATER: 

Manufacturer’s recommended chassis front and rear combination air conditioning and heating  

  

FLOOR MODIFICATION: 

A lowered floor is to be provided on each vehicle of no more than 17” to meet ADA requirements.  The floor 

shall be lowered from behind the driver’s and front passenger seats to the rear of each vehicle.  The highest 
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possible quality of construction is required.  Each vehicle shall be reinforced such that the structural intregrity 

of the basic van is not degraded.  Ground clearance shall be no less than 6 inches. 

 

The lowered floor section shall be covered, wall-to-wall, with a non-skid type one-piece wall-to-wall rubber 

floor covering, RCA Rubber or equal.  Edges shall be sealed and caulked.    

 

WHEELCHAIR RAMP/DOOR:  

The wheelchair ramp shall be a fold down type.  The ramp shall provide a smooth and straight incline surface 

from the ground to the van floor level.  The ramp shall allow a wheelchair containing a handicapped person to 

be pushed from ground level into each van or rolled out of each van to ground level.  Protective edge flanges 

shall be provided on the ramp to prevent the wheels of a wheelchair from rolling of the edge of the ramp.  No 

center steps or toe-cleats will be allowed.  The ramp surface shall be continuous and slip resistant: shall not 

have protrusions from the surface greater than ¼ inch high: shall have a clear width of 29.2 inches and shall 

accommodate both four-wheel and three-wheel mobility aids. 

 

The ramp shall be constructed of expanded metal, diamond plate aluminum or aluminum and covered with non-

slip flooring.  Ramps 30 inches or longer shall support a load of 600 pounds, placed at the centroid of the ramp 

distributed over an area of 26 inches by 26 inches, with a safety factor of at least 3 based on the ultimate 

strength of the material.   

 

Each side of ramp shall have barriers at least 2 inches high to prevent mobility aid wheels from slipping off.   

 

Ramp slope shall meet ADA requirements. 

 

A rear entry wheelchair ramp door shall be provided. 

 

One wheelchair location shall be supplied with the vehicle. 

 

WHEELCHAIR TIE DOWN SYSTEM: 

Wheelchair securement location and seat belt/shoulder harness system must be in accordance with ADA 

Requirements. Sure-Lok Titan System, Q-Straint Deluxe QRT Restraint System or approved equal.   Locks 

shall also be capable of adjustment to properly fit various sizes of wheelchairs.   Recessed track shall be 

supplied for attachment of wheelchairs in accordance with ADA Requirements. 

 

EXTERIOR PAINT AND INTERIOR COLORS: 

Vehicle exterior paint shall be a “white” finish as the standard color.  Interior ceiling and walls shall be the 

standard color as provided by the manufacturer. 

 

VEHICLE UNDERCRARRIAGE: 
Vehicle undercarriage shall be undercoated for rust prevention and noise reduction. 

 

 

FIRE, FIRSTAID AND EMERGENCY EQUIPMENT: 

First Aid Kit (Johnson and Johnson First Aid Kit #8172 or approved equal). 

Five pound dry chemical type A-B-C fire extinguisher 

Emergency warning triangle kit 
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OSHA approved Body Fluids Clean-Up Kit shall be provided. 

These items shall be securely stowed or mounted in each vehicle interior.  

 

OPTIONS: 

 

1. 8 Way driver’s power seat base 

 

2.  Second  row power windows and rear quarter power windows 

 

3. Altro flooring. 

 

4.  Automatic Passenger Side Entry Door 

 

5.  Automatic Ramp 

 

6.  Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night night vision LED Module. No susbscription 

of annual fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 

 

Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek 

 

Quality Assurance Supervisor: Brian Vulgaris    

 

Division Chief: Janice Pistor 
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Paratransit Side Entry Mini Van (Converted Van Type Passenger Vehicle) 

  

PCID NO. 1144   

Eff.  December 13, 2016 
 

 

(Supersedes PCID 1144. eff. 18 April 2011) 
                       

This PCID covers requirements for a Passenger Type Mini Van, equipped for forward facing wheelchair spaces, 

fold down flip seats and/or fixed seats.   

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements.  Two (2) seating layouts will be defined in these 

specifications.  Bidders must be able to supply both layouts.  A manufacturer’s floor plan layout shall be 

supplied with your bid.  Failure to supply any of this information shall be cause for bid rejection.  All 

required Federal Transit Administration’s certification forms must be included in the bid proposal.   

 

Required Equipment 

 

CHASSIS: 

6,050 lb. GVWR, minimum  

Wheelbase and cab-to-axle compatible with specified floor plan   

Front and rear bumpers 

Heavy-duty suspension 

 

ENGINE: 

Minimum 3.6L OHV FFV V6 gas engine 

Cooling with coolant recovery system 

 

TRANSMISSION: 

Six (6) speed automatic 
  

FRONT AXLE: 

GAWR compatible with specified GVWR and application 

Heavy-duty front shock absorbers 

Power steering 

Steering Stabilizer  

Front end alignment shall be done by the distributor prior to delivery with alignment sheet attached. 

 

REAR AXLE: 

GAWR compatible with specified GVWR and application 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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Heavy-duty rear shock absorbers 

Load Leveling Suspension System 

        

BRAKES: 

Brakes on all wheels shall be heaviest duty available from the Original Equipment Manufacturer (OEM).  The 

vehicle shall be equipped with an antilock brake system if available from the Original Equipment Manufacturer.   

 

ELECTRICAL: 

Remote controlled, dual low-mounted type exterior rear view mirrors, 5” x 8” minimum 

Minimum 160 amp capacity alternator 

Gauge for water temperature 

12 volt maintenance free battery system 500 CCA @ 0 degrees F. 

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

 

FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid. 

 

WHEELS AND TIRES: 

Wheels and radial tires compatible with specified GVWR.   

Spare wheel and tire shall be mounted inside of van.   

 

BODY: 

Dual electric windshield wipers with intermittent feature 

Electric horn 

LED under hood light 

Dual windshield washers including antifreeze type solvent 

Manufacturer’s standard AM/FM CD radio with dual rear compartment speakers 

Bucket type driver and passenger seat with air bags 

Quick disconnect right front passenger seat for installation of optional wheelchair position 

Armrest and sun visor for driver and passenger seat 

Windows in all doors and quarter panels (windows all around)  

Privacy glass package as supplied by OEM 

Dome lights (1 front and 1 rear) with switch on dash   

Day/night inside rear view mirror 

Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency 

Back-up alarm system 

Front and rear mud flaps 

Tilt steering 

Cruise control 

Power locks, mirrors and windows 

 

AIR CONDITIONING/HEATER: 

Manufacturer’s recommended chassis front and rear combination air conditioning and heating  
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FLOOR MODIFICATION: 

A lowered floor is to be provided on each vehicle of no more than 17” to meet ADA requirements.  The floor 

shall be lowered from a location forward of the rear axle to the firewall in front of each vehicle.  The highest 

possible quality of construction is required.  Each vehicle shall be reinforced such that the structural intregrity of 

the basic van is not degraded.  Ground clearance shall be no less than 6 inches. 

 

FLOOR: 

Flooring shall be ½” exterior marine grade plywood throughout the passenger area securely fastened to the steel 

floor. The floor shall be covered, wall-to-wall, with a non-skid type one-piece wall-to-wall rubber floor 

covering, RCA Rubber or equal.  Edges shall be sealed and caulked.    

 

WHEELCHAIR RAMP:  

The wheelchair ramp shall be a fold down type.  The ramp shall provide a smooth and straight incline surface 

from the ground to the van floor level.  The ramp shall allow a wheelchair containing a handicapped person to 

be pushed from ground level into each van or rolled out of each van to ground level.  Protective edge flanges 

shall be provided on the ramp to prevent the wheels of a wheelchair from rolling of the edge of the ramp.  No 

center steps or toe-cleats will be allowed.  The ramp surface shall be continuous and slip resistant: shall not have 

protrusions from the surface greater than ¼ inch high: shall have a clear width of 29.2 inches and shall 

accommodate both four-wheel and three-wheel mobility aids. 

 

The ramp shall be constructed of expanded metal, diamond plate aluminum or aluminum and covered with non-

slip flooring.  Ramps 30 inches or longer shall support a load of 600 pounds, placed at the centroid of the ramp 

distributed over an area of 26 inches by 26 inches, with a safety factor of at least 3 based on the ultimate 

strength of the material.   

 

Each side of ramp shall have barriers at least 2 inches high to prevent mobility aid wheels from slipping off.   It 

shall also have the capability of having a manual release to swing out to a minimum of 80 degrees for 

ambulatory access.  

 

Ramp slope shall meet ADA requirements. 

 

One wheelchair location shall be supplied with the vehicle. 

 

WHEELCHAIR TIE DOWN SYSTEM: 

Wheelchair securement location and seat belt/shoulder harness system must be in accordance with ADA 

Requirements. Sure-Lok Titan System, Q-Straint Deluxe QRT Restraint System or approved equal.   Locks shall 

also be capable of adjustment to properly fit various sizes of wheelchairs.   Recessed track shall be supplied for 

attachment of wheelchairs in accordance with ADA Requirements. 

 

PASSENGER SEATS: 
In addition to the driver and front passenger seats, the OEM two passenger bench seat shall be remounted in the rear of 

the vehicle. 
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EXTERIOR PAINT AND INTERIOR COLORS: 

Vehicle exterior paint shall be a “white” finish as the standard color.  Interior ceiling and walls shall be the 

standard color as provided by the manufacturer. 

 

VEHICLE UNDERCRARRIAGE: 

Vehicle undercarriage shall be undercoated for rust prevention and noise reduction. 

 

FIRE, FIRSTAID AND EMERGENCY EQUIPMENT: 

First Aid Kit (Johnson and Johnson First Aid Kit #8172 or approved equal). 

Five pound dry chemical type A-B-C fire extinguisher 

Emergency warning triangle kit 

OSHA approved Body Fluids Clean-Up Kit shall be provided. 

These items shall be securely stowed or mounted in each vehicle interior.  

 

Layout 1144/A:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

One (1) OEM passenger seat. 

One (1) double forward facing fixed seat. 

One (1) wheelchair position. 

One (1) wheelchair securement and occupant restraint system (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair ramp.   

One (1) wheelchair ramp door.   

 

Layout 1144/B:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

One (1) double forward facing fixed seat. 

One (1) single forward facing quick release passenger seat/wheelchair position. 

One (1) wheelchair position. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair ramp.   

One (1) wheelchair ramp door.  

 

OPTIONS: 

 

1. 8 Way driver’s power seat base 

 

2.  Second  row power windows and rear quarter power windows 

 

3. Altro flooring. 

 

4.  Automatic Passenger Side Entry Door 
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5.  Automatic Ramp 

 

6.  31” Wide  Ramp 

 

7.  Automatic Kneeling 

 

8.  Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night night vision LED Module. No susbscription 

of annual fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 

 

Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek 

 

Quality Assurance Supervisor: Brian Vulgaris    

 

Division Chief: Janice Pistor 
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Paratransit Side Entry Vehicle (Van Type Passenger Vehicle) 

  

PCID NO. 1145      

Eff.  December 13, 2016 
 

(Supersedes PCID 1145 eff. 24 November 2014) 
 

                        

This PCID covers requirements for a Passenger Type Paratransit Vehicle, purpose-built, for forward facing 

wheelchair spaces and fixed, forward facing seats.   

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements.  All required Federal Transit Administration’s 

certification forms must be included in the bid proposal.  Bidder must provide interior seating/floor 

design upon request, prior to submitting purchase order.  

 

CHASSIS: 

6,600  lb. GVWR, minimum  

122 in. Wheelbase 

Front and rear bumpers 

Heavy-duty suspension 

 

ENGINE: 

3.7L, V6 gas engine  

Cooling with coolant recovery system 

 

TRANSMISSION: 

Six (6) speed automatic with Overdrive  
  

FRONT AXLE: 

GAWR compatible with specified GVWR and application 

Heavy-duty front shock absorbers 

Power steering 

Steering Stabilizer  

 

REAR AXLE: 

GAWR compatible with specified GVWR and application 

de Dion rear suspension, with Panhard rod, and height sensor 

Automatic rear leveling system with air shocks 
 
 

 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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BRAKES: 

Brakes on all wheels shall be heaviest duty available from the Original Equipment Manufacturer (OEM). 

Antilock braking system (ABS) 

Traction control (TC) 

Electronic stability control (ESC) 

 

ELECTRICAL: 

Remote controlled, dual low-mounted type exterior rear view mirrors, 5” x 8” minimum 

Minimum 150 amp capacity alternator 

Gauge for water temperature 

12 volt maintenance free battery system 500 CCA @ 0 degrees F. 

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

 

FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid. 

 

WHEELS AND TIRES: 

Wheels and radial tires compatible with specified GVWR.   

Tire Sealant & Inflator kit shall be mounted inside of vehicle.   

 

BODY: 

Dual electric windshield wipers with intermittent feature 

Electric horn 

Under hood incandescent light  

Dual windshield washers including antifreeze type solvent 

Rear wash and wiper system 

Manufacturer’s standard AM/FM CD radio with dual rear compartment speakers 

Bucket type driver seat with air bag  

Armrest and sun visor for driver seat 

Windows in all doors and quarter panels (windows all around)  

Privacy glass package as supplied by OEM 

Dome lights: 

One (1) Lamp above driver 

One (1) Dome lamp located above wheelchair area 

Two (2) Lamps located in passenger area 

One (1) Lamp located in storage / trunk headliner area 

Day/night inside rear view mirror 

Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency 

Back-up alarm system 

Tilt steering 

Cruise control 

Power locks, mirrors and windows 
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AIR CONDITIONING/HEATER: 

Manufacturer’s recommended chassis front and rear combination air conditioning and heating.   

 

FLOOR: 

Driver side, in area of seat, Urethane foam molded floor panels, with water resistant hardboard overlay. 

Passenger side, forward of ramp module, water resistant hardboard substrate.  

Heavy-duty rubber/Vinyl flooring, anti-slip, to meet ADA/CSA specifications, for all passenger areas. 

 

WHEELCHAIR RAMP:  

The wheelchair ramp shall be a slide-out type.  The ramp shall provide a smooth and straight incline surface 

from the ground to the vehicle floor level.  The ramp shall allow a wheelchair containing a handicapped person 

to be pushed from ground level into each vehicle or rolled out of each vehicle to ground level.  Protective edge 

flanges shall be provided on the ramp to prevent the wheels of a wheelchair from rolling of the edge of the 

ramp.  No center steps or toe-cleats will be allowed.  The ramp surface shall be continuous and slip resistant: 

shall not have protrusions from the surface greater than ¼ inch high: shall have a clear width of 29.2 inches 

minimum and shall accommodate both four-wheel and three-wheel mobility aids. 

 

Ramps 30 inches or longer shall support a load of 600 pounds, placed at the centroid of the ramp distributed 

over an area of 26 inches by 26 inches, with a safety factor of at least 3 based on the ultimate strength of the 

material.   

 

Each side of ramp shall have barriers at least 2 inches high to prevent mobility aid wheels from slipping off.   

 

Ramp slope shall meet ADA requirements. 

 

One wheelchair location shall be supplied with the vehicle. 

 

WHEELCHAIR TIE DOWN SYSTEM: 

Wheelchair securement location and seat belt/shoulder harness system must be in accordance with ADA 

Requirements. Sure-Lok Titan System, Q-Straint Deluxe QRT Restraint System or approved equal.   Locks shall 

also be capable of adjustment to properly fit various sizes of wheelchairs.   Recessed track shall be supplied for 

attachment of wheelchairs in accordance with ADA Requirements 

 

PASSENGER SEATS: 
In addition to the driver seat, the OEM three passenger bench seat shall be mounted in the rear of the vehicle 

 

EXTERIOR PAINT AND INTERIOR COLORS: 

Vehicle exterior paint shall be a “white” finish as the standard color.  Interior ceiling and walls shall be the 

standard color as provided by the manufacturer. 

 

VEHICLE UNDERCRARRIAGE: 

Vehicle undercarriage shall be sufficiently protected for rust prevention and noise reduction. 

 

FIRE, FIRSTAID AND EMERGENCY EQUIPMENT: 
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First Aid Kit 

Five pound dry chemical type A-B-C fire extinguisher 

Emergency warning triangle kit 

OSHA approved Body Fluids Clean-Up Kit shall be provided. 

These items shall be securely stowed or mounted in each vehicle interior.  

 

OPTIONS: 

 

1. Additional Wheelchair Tie Down System:  Note: Price per each for one additional tie-down kit -

maximum two (2) positions per vehicle. 

 

2. Single rearward facing fold down flip seat:  Each seat shall include retractable seat belt. Note: Price per each 

single seat installed. 

 

3.  Powered Ramp, Telescoping: Maximum 1:6 slope when deployed full length to ground, 1:4.4 approximate 

slope when deployed short length to ground. Operational switches at right rear door location on trim shut face, 

so accessible only with door open. Manual override to be provided, with use of only simple tools, in the event 

the ramp becomes inoperative due to damage or a motor malfunction. Must facilitate retraction into the vehicle, 

and/or removal of ramp so as to not disable the vehicle. 
 

4.  Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night vision LED Module. No subscription annual 

fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 

 

5. Full-size spare wheel and tire shall be provided as “ship-loose” 

 

6. CNG Dedicated Conversion consisting of a three (3) tank system, 21.1 GGE minimum. 

 

7. Vinyl Graphics Decaling: Logo, stripping, and lettering with maximum of $750.00. Vinyl material shall carry  

    a standard warranty. 

 

8. Power Side Entry Door 

 

 

Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek  

 

Quality Assurance Supervisor:  Brian Vulgaris   
 
Division Chief:  Janice Pistor 
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       25’ & 28’ TRANSIT BUS, GVWR 18,000 LBS.  

 

PCID NO.  1152  

Eff. December 13, 2016 

(Supersedes PCID 1152 eff. 12 March 2014) 

 

This PCID covers requirements for a 25 and 28 foot in length, Gross Vehicle Weight Requirement 

(GVWR)18,000 lb. transit bus with the motor and chassis manufactured by Ford Motor Corpany.   

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements. Two (2) seating layouts will be defined in these 

specifications.  Bidders must be able to supply both layouts.  A weight analysis and manufacturer’s floor 

plan layout shall be supplied with your bid.  Failure to supply any of this information shall be cause for 

bid rejection. All required Federal Transit Administration’s certification must shall be included in the 

bid proposal.   

 

Required Equipment 

CHASSIS: 

18,000 lb. GVWR.  

165” wheelbase and cab-to-axle compatible with specified floor plan.  

Heavy-duty front and rear bumpers. 

Heavy-duty suspension. 

Anti-lock Brakes 

 

ENGINE: 

V10, 6.8 Liter gas engine. 

Increased capacity cooling with coolant recovery system. 

The exhaust shall exit on the driver’s side of each vehicle behind the rear wheels within 6” of rear bumper. 

Adequate access shall be provided for easy inspection and filling of the cooling system and oil dipstick   without 

removing any other equipment. 

 

TRANSMISSION: 

Heavy-duty six (6) speed automatic. 

Auxiliary transmission oil cooler. 

Guards for each section of the propeller shaft are required to prevent any section of the shaft from entering the 

vehicle or striking the ground in case of failure. 

Transmission Controller: The transmission controller shall be a fully automatic, solid state, microprocessor-

controlled unit that disengages the overdrive gear or engages “Tow Haul” mode of an automatic transmission 

for a Ford or GM chassis and allow for programming of engagement and disengagement for overdrive feature 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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based on vehicle speed. The system shall have “Plug & Play” connections to the chassis. The system shall be an 

InterMotive DuraTrans (DT301P1), BrakeMax (BMC501), or approved equal. 

 

FRONT AXLE: 

GAWR compatible with chassis OEM. 

Power steering. 

Steering stabilizer  

Front end alignment shall be done by the distributor prior to delivery with alignment sheet attached. 

 

REAR AXLE/SUSPENSION 

GAWR compatible with specified GVWR and application. 

The suspension shall be strengthened as needed to prevent any listing or leaning to the side of each vehicle on 

which the wheelchair lift is located. Regular rear suspension shall be provided with overload springs (one on 

each side), hooked or bolted onto the original rear springs if needed.  No suspension blocks are acceptable.  

Rear axle shall be limited slip Chassis OEM.   

Body frame shall support the wheelchair lift capacity. 

          

ELECTRICAL: 

Minimum 225 amp total capacity alternator(s), OEM chassis (if available). 

Gauge for water temperature. 

12 volt maintenance free dual battery system/1,200 CCA @ 0 degrees F. with one battery mounted in the engine 

compartment if availble from the OEM.  A stainless steel rollout battery tray completely enclosed in a stainless 

steel vented battery box for all frame mounted battery. 

A high idler device shall be provided which will help the charging system keep up with the load demand of each 

vehicle. The system shall be an InterMotive GatewayAI (example GTWY401G-A1) or InPower or approved 

equal with the manufacturer’s decal applied.  

Park Crank Only Module: The engine shall only start when the transmission is in Park. The controller shall be a 

fully automatic, solid state, microprocessor-controlled unit. The system shall be an InterMotive PCOM501 or 

approved equal.  

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

One schematic page for each circuit shall be provided. 

Any aftermarket electrical item shall be wired to its own dedicated circuit, and not the OEM chassis wiring 

harness. 

Daytime running lights. 

Sidemarker lights. 

All exterior lights other than chassis OEM lights shall be LED. 

Back-up lights shall be LED lights with a lifetime warranty and shall be 4” round and provide 13 foot candles of 

light at 50” distance. Dialight super bright series 47 LED light or approved equal.   

Each vehicle shall be equipped with mid ship turn signals on the side of the body that come on with the flashers.  

The stepwell, curb and dome lights shall be activated when the front passenger door is open while the engine is 

running.    

Step and door area to be illuminated by a high intensity, 500 lumen, LED  strip light or approved equal. Light to 

be low profile to facilitate a maximum clearance. Light to be door header or ceiling mounted near the door 
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entrance mounted to meet ADA lighting requirements without additional lighting. Strip light to be covered by a 

lifetime warranty.  Dialight VSL 300 lumen or approved equal. 

Curbside lights shall be LED and skirt mounted.   

The driver’s area shall have a LED swivel dome light with a minimum of 7 candle power to provide sufficient 

lighting in the steering wheel area during night operation and operated by OEM chassis light switch. 

Guarded or recessed lighting shall be provided on all front marker lights. 

 

WIRING 

All wiring shall conform to the current applicable standards of the Society of Automotive Engineers and be of 

sufficient size to carry the required current without excessive voltage drop.  The wire shall have adequate 

mechanical strength for the application and be of a sufficient gauge size to carry the current without overheating. 

All wiring and related devices shall be installed in a quality workmanship manner and be mechanically and 

electrically secure. 

 

All wiring shall be color coded, function coded or permanently and continuously numbered for ease of 

identification and must be continuously loomed.  All wiring shall be adequately protected from water, solvents, 

road splash, stones, grease, oil, fuel, abrasion and chafing. 

 

All wires and cables not installed by the OEM chassis manufacturer which are subject to extreme weather and 

heat shall be protected by shields where necessary to prevent premature failure. 

All exposed parts of the wiring system shall be completely loomed with Weather-Pack or approved equal to 

adequately protected from corrosion. 

Battery cables shall be heavy duty and adequate to carry current output of the electrical system. 

Grounding wires shall not pass through hinged door or any other cover. 

All harness and wiring shall terminate at appropriate junction terminals set in bakelite or molded plastic  

material. 

All wiring and connectors shall be of the soldered insulated or machine staked type.  All body circuits shall be 

protected by manual reset circuit breakers.  All circuit breakers shall be clearly identified.  Fuses and fuse blocks, 

if used, shall be clearly identified and easily accessible from inside each vehicle.  Fuses shall be placed in a single 

block.  The fuse block shall contain holders for spare fuses of each type. 

All after market switches in the dog house area of each vehicle shall have easily removable connectors for easy 

access to the engine. 

Devices such as lamps and wiring requiring periodic checking and servicing shall be readily and easily accessible 

and serviceable.  All exterior devices shall be sealed to prevent entrance of water. 

There shall be not exposed or loose wiring in the driver or passenger compartment of each vehicle. 

Any wiring installed as an after market installation that is subjected to vibration or other movement must be 

encased in continuous metallic tubing or be of the armored “BX” type.  This requirement is necessary only when 

wiring is passed through or within body or chassis member. 

Wiring, harnesses, and raceways shall be supported at regular intervals by “P” clamps, or by  other supporting 

hangers where necessary, and routed in separate hangers from heater hoses or air conditioning hoses.   

Un-dedicated constant hot and un-dedicated ignition hot with minimum 10 gauge wire in electrical compartment 

inside the vehicle. 

 

“As built” wiring diagrams, build specific illustrations, part numbers and all body parts diagrams shall be 

provided by the body manufacturer for all body installed electrical componets and parts on each vehicle. 
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FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid (40-gallon minimum fuel tank). 

 

WHEELS AND TIRES: 

Wheels and radial tires compatible with specified GVWR. 

All wheels shall be chassis OEM white on both sides.   

Spare wheel and tire assembly as used on the bus shall be shipped loose.       

OEM valve stems shall be provided. 

 

BODY: 

Interior width shall be minimium 90”. 

 

Interior height shall be a minimium of 72”. 

 

Dual electric windshield wipers with intermittent feature. 

 

Electric horn(s). 
 

One strip under hood light shall be LED with a minimum of 200 lumens and shall include a high temperature 

lens.  Dual windshield washers including antifreeze type solvent. 

 

AM/FM/CD radio with a digital clock, front driver speaker and dual 4 rear compartment speakers  to be 

activated by fade feature of the radio and it shall be possible to listen in the front exclusive of the rear.  The 

radio shall be a REI Model # 690514 with a 36,000 miles/ 3 year warranty or the OEM Chassis AM/FM CD 

player with digital clock.    

 

All after market controls and instruments are to be within driver’s arm reach with seat belt fastened.  All 

switches are to be of uniform type, either push-pull, toggle or rocker type, mounted in convenient groupings in a 

panel near the driver. 

 

Passenger seats shall be covered with Docket 90-A heavy-duty vinyl (36 oz. minimum) fully padded  

construction and color coordinated with interior and exterior colors, to be selected after receipt of purchase 

order. 

 

Passenger seats shall be provided with yellow grab handles. 

 

Seats cushioning and upholstery shall meet all applicable FMVSS standards and must comply with requirements 

of FTA Docket 90-A regarding flammability and FMVSS 210 for seat belt anchorage. 

 

Seat covering shall be fire resistant, shall not support combustion, and shall meet the requirements of FTA Docket 

90-A (Recommended Fire Safety Practices for Transit Bus and Van Materials Selection).  Seat cushions shall 

have no exposed foam top, bottom or side. Seat covering shall be same material top, bottom and side of seat 

cushion. 
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Foam material shall meet the requirements of FTA Docket 90-A with ILD ranges of:  seat cushion 55 to 65; seat 

back 35 to 45.  The thickness at which the foam should be tested to achieve these values shall be 4 inches. 

Chassis OEM cloth high back captian’s  reclining driver seat with right arm rest and 6 way power pedestal or 

Adnick power pedestal with shroud.  Roll-over cage shall be provided over the passenger compartment as well 

as the driver’s roof area. 

  

Sun visor for driver.   

 

T-Slider sash windows, to provide ventilation, which all shall be emergency egress, except for a maximium of 

one spacer window per side (if necessary).   

 

Tinted AS3 glass in all body windows. 

 

Doors shall be capable of opening from inside or outside the vehicle with exception of the front passenger 

entrance door.   

 

Each vehicle shall be equipped with a manually operated anodized aluminum or stainless steel front double panel 

entrance door with stainless steel door jam.  If exterior fasteners are used to secure the door frame, they shall be 

stainless steel fasteners.  Meeting edges shall be equipped with 2” extruded rubber edges on each section that 

overlap for form a tight seal.  The door shall not be provided by the original chassis manufacturer.  The door-

opening device shall be easily operated by the driver from the driver’s seat.  

 

Stepwells are to be of heavy duty construction of stainless steel, with coved or square corners and adequate 

reinforcement to prevent deflection.  Where exterior fasteners are utilized, stainless steel fasteners shall be used.  

Stepwell treads shall be at least 8.5” deep.  Individual risers shall not exceed 9” in height.  All risers shall be 

approximately the same height. The distance from the ground to the first step of the entryway shall be 11” +/- 

1”.   The first step height from street level shall not be more than 12 inches from the ground as measured to the 

top of the step tread when each vehicle is empty except for seats and normal equipment.  Step width shall be a 

minimum of 29”.  Step nose shall be yellow in color.   

 

The front entrance door shall have an unobstructed clear opening width of at least 29” and a full height of at least 

72”.  The front entrance door shall also be equipped with a brush at the bottom.  

 

Front entrance door shall be equipped with windows covering 80% on each panel and placed so as to allow the 

driver to see and judge curb location when stopping. 

 

The structure of all doors, their mounting, inside and outside trim, and any exposed mechanisms shall be of 

durable, corrosion-resistant material which is rigidly reinforced.  Positive stops to limit door travel in the open and 

closed positions shall be provided. 

 

Lift and Emergency doors shall be equipped with a passive hold open device and shall not rattle in the closed 

position and shall have durable, firmly installed weather seals to prevent the entrance of air and water and to keep 

ice from binding the door shafts.  The doors shall open to 90º or 180º and shall be secured with a stainless steel 

“T” latch or spring or gas shock in the open position.  Emergency rear doors shall have an audible alarm. 
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Each vehicle shall be equipped with a rear outward opening, stainless steel or galvanized or anodized aluminum 

or fiberglass emergency door with stainless steel door jam equipped with an emergency quick-release system, with 

appropriate operating instructions clearly written and placed in a highly visible location inside each vehicle.  The 

door shall be easily operated from both outside and inside each vehicle. Rear door shall have upper and lower 

window.  

 

An inner barrel bolt style lock shall be provided in the emergercy rear door that is interlocked to the ignition. 

 

Twin rear windows shall be provided on each side of rear door. 

 

All interior lights (driver dome light and 6 rear) shall be LED with a minimum of 7 candle power with switch on 

dash and door operated switches on all doors except driver’s door. 

 

Install interior and exterior lighting per NHTSA to enhance safety.   

 

OEM Chassis interior rear view mirror. 

 

Interior Passenger view mirror, minimum 4” x 16”, flat glass. 

 

Remote controlled exterior heated  mirrors, with stainless steel or aluminum mirror arms – 40 square inch 

minimum.  Mirrors shall provide an undistorted view of the rear corner of each vehicle. 

 

Mirror brackets shall not obstruct the driver’s field of vision.  Outside mirrors shall contain a standard mirror and 

a separate convex heated mirror mounted below and within the same housing.  Passenger side mirror shall be 

fender or A-pillar mounted and the driver side mirror shall be mounted on the A-pillar or door mounted.  Rosco or 

Safe Fleet fender mount or approved equal. 

 

Handrails on both sides of steps at entrance door and shall be full length and parallel to steps for convenience of 

ambulatory passengers.  If equipped with manual door, right side handrail need not be parallel to steps. 

 

All handrails (including ceiling) shall be yellow dimpled Dura Diamond or approved equal. All guardrails and 

stanchions shall be 403 satin finish seamless stainless steel. Guadrails and stanchions that have exposed metal and 

are immediately in front of passengers shall be padded. 

 

There shall be no less than 1 ½” of  knuckle room clearance at stanchions, guard rails, and grab rails. 

 

The passenger entryway shall have a right hand grab rail, two (2) steps with 9” risers. First step shall be 

electrically heated.   

 

The driver’s vertical stanchion shall be installed directly behind the driver’s seat including a full length padded 

modesty panel with protected edges.  The upper half of the modesty panel shall be a pexiglass driver barrier. 

 

Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency. 
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Interior walls and ceiling shall be installed to cover openings and posts and shall be a minimum of 1/8” vinyl 

type hardboard or Fiberglass Reinforced Plastic (FRP) that is congruous to industry standards.  Color shall be 

compatible with the color in driver’s compartment. 

 

The structural members (the steel cage structure, including walls, floor, and roof sections) of each vehicle shall be 

coated with an appropriate anti-corrosive material that will prevent corrosion failure throughout the expected life 

of each vehicle.  The use of aluminized steel is not acceptable.  

  

All body materials that are not inherently corrosion resistant shall be protected with corrosion – resistant coatings 

(such as zinc chromate or zinc phosphate prime paint).  Examples of inherently corrosion resistant materials are 

stainless steel, galvanized or galvanealed steel.  The use of aluminized steel is not acceptable.   

 

When each unit is completed, the sections of the underside of each vehicle exposed to the elements shall be 

treated with an undercoating material except those areas of the OEM chassis where undercoating is not 

recommended.  All box type steel tubing (except stainless steel) used in the floor structure and wall structure 

below the window line shall have the interior of the tube coated with corrosion resistant material conforming to 

MIL-C-62218 as outlined in Federal Standard 297E (Rustproofing of Commercial Vehicles). Sections that are 

treated shall be properly cleaned to remove greases, oils, and residues before application of the corrosion-proofing 

material.  All mechanisms (moving or stationary parts) that are affected or rendered useless by an application of 

sealant or insulation shall be cleaned free of sealant or insulation including vent canisters and drain pipes. 

 

All exterior panels shall be attached to the framing by pressure laminated sidewalls.  Vaccuum laminated 

sidewalls and the use of two-sided tape is not acceptable.  Panels shall be lapped unless continuously welded and 

the upper or forward panel shall form a watershed by being lapped over the following panel so that the sealing of 

the panels is not dependent on caulking alone.  All exterior joints and seams shall be protected by the application 

of caulking compound.  Body shall be thoroughly water tested and made tight to prevent leakage.  Exterior panels 

of each vehicle shall be of galvanized or galvanealed steel.  No wood or cardboard materials shall be utilized in 

any sidewall construction. 

 

Metal roof gutters shall be installed over all windows and doors, including the driver’s door. 

 

All nuts, bolts, clips, washers, clamps, and like fasteners shall be zinc or cadmium plated, or phosphate coated, or 

stainless steel to prevent corrosion. 

 

Install transition stone guards between the cab and the body. 

 

Mud flaps shall be provided for all wheels.  Mud flaps shall be sized to be effective to protect the body, and so 

that they can not be rubbed by the chassis tires or the ground.  In the event the tires extend beyond the side of each 

vehicle, splash aprons and fenders shall be provided. 

 

Back-up alarm system shall meet all ADA requirements. 

 

Driver’s side running board with grip track shall be provided.  Reference:  Carr HD-18” 304 stainless steel (tube 

step), or approved equal.  
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Tilt steering. 

 

Escape roof hatch with a hard wired audible alarm shall be provided that can be opened from inside and outside 

the bus. 

 

All standard signage that is required by the Department of Transportation (DOT). 

 

Rear center stop light.  

 

The unladen clearance height plus two inches shall be marked on a sign or decal which is clearly visable to 

driver.  The lettering shall be 1 ½” high. 

 

 AIR CONDITIONING/HEATER: 

A combination front and rear air conditioning system shall have a total of 70,000 B.T.U.  Manufacturer’s 

recommended chassis combination air conditioning and heater unit shall be installed in the front section of the 

vehicle.  An overhead evaporator with a minimum of 55,000 B.T.U. shall be mounted in the rear. A 45,000 

B.T.U.  passenger compartment heater with two (2) brass and/or stainless steel ball shut off valves on feed and 

return line. The shutoff valves shall be provided in front of the rear heater. The supplier shall indicate on the 

interior seating/floor design drawing the actual location of the rear heater.  The A/C control switch shall be a 3 

speed rotary switch. 

Heater hose material shall be silicone with mounting and securement requirements that provide sufficient room 

to eliminate chafing.  

 

Two air conditioner compressors shall be driven off the main engine.  One is the chassis OEM supplied 

compressor and is specific to the chassis OEM driver’s area air conditioning system.  The second compressor is 

for the passenger area air conditioning system, and is nominal 10 cubic inch displacement.  The passenger area 

condenser (separate from the radiator) shall be skirt mounted with a minimum of three (3) fans and three (3) 

motors.  The air conditioning system shall have a driver’s evaporator and a rear ceiling evaporator to provide 

cooling air to the driver and throughout the passenger compartment.  The driver’s area air conditioning system 

shall utilize the chassis OEM supplied radiator condenser.  The driver’s area air conditioning system and the 

passenger area air conditioning system shall be completely independent of each other. 

 

A low pressure safety cut-off switch shall be installed on the low pressure side of the air conditioning system.  A 

high pressure safety cut-off switch shall be installed on the high pressure side of the air conditioning system. The 

block/expansion valve shall meet minimum core requirements. 

 

All refrigerant hose assemblies shall meet SAE J2064 standards and shall be nylon veneer type or approved equal.  

All fittings shall be plated steel and utilize dual HNBR O-rings on the outer diameter of the hose barb surface.  

Crimping clamps shall be stainless steel.  Refrigerant shall be current federal standard refrigerant.  Refrigerant oil 

shall be consistent with compressor manufacturers’ recommendations.   

 

Air Conditioning condenser coil coating shall consist of an acrylic based or zinc plasma material or approved 

equal, which is applied to the entire conderser coil and tubing assembly.  Coating to be specifically designed to 

have a minimal effect on heat transfer while providing maximum corrosion resistance.  The coating shall also be 

applied to the condenser refrigerant fittings. 
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FLOOR: 

Flooring shall be minimum 3/4” marine grade plywood throughout the passenger area securely fastened to the 

steel floor structure.  

  

It shall be covered, wall-to-wall, with Altro transfloor or approved equal. 

 

Cab area shall be rubber floor covering, no carpet. 

 

White standee line to be placed on floor for “no standing forward of white line”. 

 

When the fuel sender is accessible, with modification, a stainless steel fuel sender access panel, 10” x 10” clear 

opening flush mounted, shall be provided directly over the fuel tank.  The panel shall allow for the easy removal 

and replacement of the fuel sender without dropping fuel tank.  The stainless steel access panel will have three 

(3) 2” strips of non-skid, black tape attached to the top of the plate or a fully covered non-skid material over the 

stainless steel plate or an aluminum diamond plate cover. The connector for the fuel sender/fuel pump shall be 

wire tied to the top of the fuel tank prior to installing the body to allow easy access from the access panel.  

 

FIRE, FIRST AID AND EMERGENCY EQUIPMENT: 

A mounted First Aid Kit in a hard shell case (Johnson and Johnson First Aid Kit #8172 or approved equal). 

Five pound dry chemical type A-B-C fire extinguisher. 

Emergency warning triangle kit without flares. 

OSHA approved Body Fluids Clean-Up Kit in a hard shell case shall be provided. 

These items shall be stowed or securely mounted in appropriate brackets provided by the manufacturer and 

installed in a location accessible to the driver; locations not to impede passenger traffic in the aisle way. 

Two (2) each Belt Cutters shipped loose with self-adhesive Velcro tape. 

Driver’s coat hook shall be provided. 

Two-Way Radio Antenna Access Panel. 

 

Layout Specific Equipment (to be referenced by Layout) 

 

Double forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt for 

each person, aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 

2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt for each person and 

arm rests. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 

½” to 18 ½”.   

 

Single aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt and arm rests. Seat 

Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   
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Double forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt for each person, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt, aisle side arm rest 

and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: 

Range of 17 ½” to 18 ½”.   

 

Single Panel Wheelchair Lift Door: Each vehicle shall be equipped with outward opening, single panel, stainless 

steel or galvanized or anodized aluminum or fiberglass side door equipped with window, including a stainless 

steel door jam, for installation of a wheelchair lift.  The door shall open to 90º or 180º and shall be secured with a 

stainless steel “T” latch in the open position.  Check arms, straps or equal devices shall be furnished to hold the 

lift door in the maximum open position.  Positive latch or similar positive stops shall be installed on side 

paratransit door to secure door in an open position while loading or unloading wheelchair passengers. No bungee 

type door tie downs. 

 

Double Panel Wheelchair Lift Doors: Each vehicle shall be equipped with outward opening, double panel, 

stainless steel side or galvanized or anodized aluminum or fiberglass doors equipped with windows, including a 

stainless steel door jam, for installation of a wheelchair lift.  The doors shall open to 90º or 180º and shall be 

secured with a stainless steel “T” latch in the open position.  Gas struts for 90º doors or “T” latch for 180º doors 

shall be installed on side paratransit door(s) to secure door(s) in an open position while loading or unloading 

wheelchair passengers. No bungee type door tie downs. 

 

ADA Compliant Wheelchair Lift Package: Lift shall have been tested to a static load of 2,400 lb. and has an 800 

lb. rated lifting capacity.  Side loader shall be powered by electric or electric-hydraulic system, which shall 

operate off the chassis electrical system.  Loader shall have a downward travel distance from the vehicle floor as 

required to properly load and unload wheelchair passengers.  The platform shall be a minimum of 34”. The 

platform shall be equipped with a stop to prevent the wheelchair from inadvertently rolling off the platform 

during loading and unloading.  Platform shall power retract to a vertical position when not in use for storage 

inside the van.  Control box or boxes to operate the lift shall be furnished and located for operation by an 

attendant or the wheelchair passenger from inside or outside the vehicle.  It shall be equipped with a safety 

switch to prevent operation of the lift when door is closed.  Lift must be capable of being manually raised and 

lowered to evacuate vehicle in case of emergency and shall be equipped with overhead handrails.  The OEM 

interior light, all ADA lighting and a dedicated light illuminating the area where the lift platform will rest when 

lowered shall operate when the doors (s) is (are) opened.  Controls must be located so that the operation of the 

door(s) does not restrict access to the control switches.  Placement of the controls must be accessible to the 

operator.  Control boxes shall have an interior light to illuminate the switches and to be secured with a latch.   A 

visual warning signal shall be located in the driver’s compartment for detection when side door(s) are not in a 

fully locked position. The lift shall comply with all current ADA requirements, and written documentation of 

full manually raised and lowered to evacuate vehicle in case of emergency.   All Lift Interlock System devices 

shall be install on a separate circuit in the vehicle and shall meet ADA Title 49 and NHTSA requirements. The 

system shall be an InterMotive GatewayAI (example GTWY401-A1) and lift activation kit (ILIS501-H1) or 

InPower or approved equal. Lift shall have a manual backup system that allows operation at rated capacity of all 

function in case of power loss.  The lift shall meet NHTSA requirements for section 403 and 404.  The lift shall 
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be constructed and installed on the curb side of each vehicle with the minimum of structural body modifications.  

The cutting in front of chassis structural members is prohibited.  All changes required to the basic body structure 

shall provide for adequate reinforcing and load distribution.  The installation shall be adequate to withstand the 

stresses imposed by regular lift operation on a sustained basis.  The lift shall be furnished with an armor cable 

for the lift cord. 

The wheelchair lift package shall include all ADA required signage. 

 

Reference: 

 

Braun ADA Fully-Automatic, Millennium-2, Lift # NL919FIB-2:  The wheelchair lift shall be a Braun ADA 

fully-automatic lift Model NL919FIB-2. 

 

Braun ADA Fully-Automatic,Century -2, Lift # NCL919FIB-2:  The wheelchair lift shall be a Braun ADA fully-

automatic lift Model NCL919FIB-2. 

 

Ricon S5510-ADA or Ricon S2010-ADA: The wheelchair lift shall be a Ricon Model S5510-ADA or Ricon 

S2010-ADA. 

 

Wheelchair Securement and Occupant Restraint Systems: One (1) complete set of retractor wheelchair 

securement and occupant restraint system with retractable shoulder harness were appliable, shall be provided to 

securely hold the wheelchair and occupant in the wheelchair position.  The retractor wheelchair securement and 

occupant restraint system shall meet the following requirements:   

 

Each retractor wheelchair securement and occupant restraint system shall be in a forward facing direction. 

The retractor wheelchair securement and occupant system shall comply with the following requirements: 

A.)  Successfully tested to meet minimum impact forces of a 20 G, 30 MPH deceleration to simulate a frontal 

impact, as required by the ANSI/RESNA WC-18 standard.  

B.)  49 CFR Part 38 Americans with Disabilities Act (ADA). 

C.)  CSA Z605 Mobility Aid Securement and Occupant Restraint  Systems for Motor Vehicles (20G/30MPH 

impact test criteria). 

D.)  ISO 10542 (proposed) Wheelchair Tiedown and Occupant Restraint Systems for use in Motor Vehicles 

(20G/30MPH impact test criteria). 

When L Track is used it shall be made of aluminum alloy 6005-T5, 6061-T6, or 6351-T6. The track shall be 

flush mounted to the vehicle floor with end caps following manufacturer’s specifications. The flush mount 

tracks shall have no gaps between the ends or sides of track and the flooring. 

  

The track installation fasteners shall be made of high strength alloy steel as per ASTM F835 with sealant under 

the head to prohibit water accumulation between the fastener and the track mounting holes. The bolt shall be 

plated for corrosion resistance. 

 

Four (4) each- Belt loops per wheelchair location be provided plus an Eight Inch Seat Belt extension for each 

wheelchair position. 

 



25’ & 28’ Transit Bus, GVWR 18,000 LBS.             PCID NO. 1152 

Page 12 of 18 

One (1) each-Wheelchair Pouch mounted in approved location for seat belt/shoulder harness system. 

 

Reference:  

 

Sure-Lok L-Track System (Retractor) #AL712S-4C Titan: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) Model #AL712S-4C Titan. 

 

Sure-Lok L-Track System (Retractor) SOLO #AL760S-4C: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) SOLO Model #L760S-4C. 

 

Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1- L:  The wheelchair securement and occupant 

restraint system set shall be Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1-L. 

 

Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC:  The wheelchair securement and 

occupant restraint system set shall be Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC. 

 

Layout 1152/A:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

Six (6) double forward facing fixed seats.  

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order). 

 

Layout 1152/B:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

Eight (8) double forward facing fixed seats. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

 

OPTIONAL EQUIPMENT: 

 

1. Front Entrance Electric Door:  Optional front entrance electric door.  A & M or approved equal.  

 

2. Vinyl Graphics Decaling:  Logo, stripping, and lettering with maximum of $750.00. Vinyl material shall carry 

a standard warranty. 

  

3.  Q-Straint QRT Max tie-downs, or approved equal. 

 

4. Amerex Fire Suppression System:   
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       The engine compartment shall be equipped with an automatic fire suppression system. 

            The system shall consist of a control panel, automatic discharge, manual discharge switch, 

            extinguisher and nozzles as described below: 

 

Control Panel – A control panel shall be located within the easy reach of the driver.  

             The control panel shall provide audible and visual indication to the driver for the following: 

 

                  -SYSTEM OK [green] 

                  -FIRE Detected [red] 

                  -TROUBLE  [yellow] (disconnected or faulty circuit, low voltage) 

                                                                               

             In addition, switches shall be provided for the following: 

 

                    -Alarm Silence 

                    -System TEST 

                    -System RESET   

                 -ENGINE SHUTDOWN OVERRIDE 

                           

           Vehicle Interface – outputs shall be provided from the control panel that interface with 

             the vehicles controls for: 

              

                      1)  Engine Shutdown 

                       2) External Warning 

              

 Detection – A minimum of two thermal spot detectors shall be installed in the engine compartment.  

Sensor(s) shall be located to provide fast detection without false alarms for protection of the following 

fire threats: 

                         -Alternator/generator 

                         -Turbocharger (if applicable) 

                         -Starter 

                         -High current electrical cables 

                         -Large wiring bundles (>1 inch diameter) 

                         -Auxiliary engine heater (if equipped) 

 

              Manual Discharge Switch – A switch shall be located within easy reach of the driver 

              that when pressed will immediately discharge the extinguisher.  The switch shall be 

              provided with a tamper proof seal and cover, safety pull pin or other means to prevent 

              inadvertent discharge.  In addition, the control panel shall provide a unique visual 

              indication that the manual discharge switch has been activated.  This indication shall 

              require maintenance action to reset.  

 

Extinguisher – A dry chemical extinguisher with a minimum 13 pounds capacity shall be provided.  

Gaseous-based agents, which require a given concentration, be achieved for 

              fire extinguishment shall not be used unless extinguisher capacity/discharge time 

              compensates for un-closeable openings and coast-down.  Engineering calculations shall 
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              be provided with the certification report. 

 

            Systems that utilize pressurized piping for detection and/or suppression are not     

              acceptable.  

 

              The extinguisher shall be capable of being serviced/refilled within a 60 mile radius of the 

              operator.   

                           

              Nozzles – A minimum of two nozzles shall be provided for small buses Cutaway/    

              paratransit) and a minimum of 4 nozzles shall be provided for standard buses.  

 

             The automatic fire suppression system shall operate as follows: 

 

             FIRE detected  

                      - A red indicator shall illuminate and an audible alarm shall sound on the control                                             

                         panel. 

                      - The extinguisher release/engine shutdown 15 second timer shall initiate.  The  

                         driver may reset the timer for additional time if necessary by pressing the 

                         ENGINE SHUTDOWN DELAY button on the control panel.  It is also acceptable 

                         for the system to spray the extinguishing agent immediately when the fire is 

                         detected.  

                      - Upon expiration of the 15 second timer, the extinguisher shall be activated and  

                        the engine shall be shutdown simultaneously. 

 

             Manual Discharge Switch activated – all of the above shall occur but there shall be no  

             time delay.   

 

             Hose and Fittings – Fittings shall be galvanized malleable or ductile iron, black or  

             galvanized steel, stainless steel, copper or brass.  Cast iron fittings shall not be used.  

             Hose shall be, at minimum, single wire braid, rubber hose conforming to and marked as 

 

             SAE 100R5 or SAE 100 R1 or greater.  As an alternate to flexible hose, Type 304 or 316  

             Seamless Stainless Steel tubing conforming to ASTM-A-269 may be used if approved by  

             the system manufacturer. 

 

             Backup Battery – A backup battery is required or other means to manually actuate the                   

             system in the event of loss of vehicle electric power. 

 

             Certification – The factory or factory representative shall certify the automatic fire  

             suppression system design, operation, and installation for each unique engine 

             compartment configuration. The certification shall include a statement that the entire  

             system carries UL or FM approval.  Any concerns and/or recommendations shall be  

             addressed in the certification letter.  

             System Maintenance -   The system shall be installed, tested and maintained at regular                 

             intervals in accordance with the manufacturer’s recommendations.  Only fully trained and          
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             factory certified individuals may install and maintain the fire suppression system.   

             Maintenance records shall be retained by the vehicle owner for the life of each vehicle. 

 

5. Energy Absorbing Bumper:  Rear bumper, Romeo Rim or approved equal.  

 

6A. Four (4) Camera On-board Digital Recording System  

A four (4) camera mobile DVR system, Bus-Watch DBW6, Safety Vision RR4CSD, SerVision MVG400, Seon 

MX4, Apollo MRH4 Roadrunner, Zen-Tinel SD-VX or approved equal shall be installed in the vehicle.  The 

supplier shall indicate on the interior seating/floor design drawing the actual location of the DRV system.  The 

system shall have a 2.5 removable 160gig hard disk drive caddy with USB data output, MPEG 4 video 

compression, selectable 1-30 fps for full motion, locking BNC connectors, black & white, color, IR interior and 

exterior camera availability, video loss detection, accelerometer for documenting hard braking and erratic 

driving events.  The DVR shall operate on a 12 or 24 volt DC power source.  The DVR shall have a low voltage 

cut-off with automatic restart.  The DVR shall be capable of recording real time images and sound at 30 frames 

per second with a display resolution of 720 x 480.  The DVR shall record continuously for a minimum of 24 

hours.  An event trigger switch shall be installed and shall encrypt and digitally watermark the video for 

evidencery purposes.  An extra removable hard drive shall be provided with the recording system.  Audio to be 

disabled at time of delivery.  All other functionality that does not conflict with the chassis computer and/or 

electrical system shall be turned on. 

 

6B. Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night night vision LED Module. No susbscription 

of annual fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 

 

7. OEM Service Manuals, CD-ROM:  A complete set of chassis OEM service manuals shall be provided, which 

shall include electrical, emissions and service.  The chassis service manuals shall be on CD-ROM format,   

subject to availability.  

 

8. Heated Back-Up Camera:  The heated back-up camera system shall include weatherproof heated camera with 

night vision, seven inch high-resolution color monitor, intergrated audio, versatile mounting hardware, harness, 

accessories, and user manual.  The camera system shall be installed by the supplier.  Rosco Safe-T-Scope Color 

Back-Up Camera System Kit STSK7360 or approved equal.   

 

9. Driver Seat: Recaro LXS seat with OEM seat base.  

 

10. Longitudinal Full Length “L” Track: Four (4) 50” lengths of “L” track shall be installed in the floor 

lengthwise throughout the WC position. The two (2) inside tracks shall be spaced on 17” centers and the outside 

track shall be spaced on 30” centers. In addition to the floor tracks there shall be a 50” section of track installed 

above the windows in the same corresponding longitudinal locations as the floor track. The integrated lap and 

should belt shall be provided with “L” track fittings on the upper and lower mounting points for the occupant 

restraints. This track option will allow the operator to located a wheelchair at any point throughout the 

wheelchair position and provide the ability to relocate the occupant restraint at any point throughout the length 
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of track. In the instance of multiple WC positions front to back the track will run continuous in the floor and 

above the windows. The amount of track for multiple positions shall 50” per position times the number of 

positions (example: three [3] front to back positions would require 150” of track; four  [4] 150” sections in the 

floor and one [1] 150” length above the windows). This option will allow the operator to locate an occupied 

wheelchair at any point throughout the length of multiple positions. The upper shoulder belt guide shall include 

an automatic height adjustable retractor mounted to an “L” track fitting and shall have a 131-degree bracket 

between the fitting and the retractor.  

 

11.  65,000 BTU rear wall mounted heater. 

 

12. 1,000 lb. lift.  Braun NCL1000(F)IB3451-2.  The lift shall have been tested to a static load of 3,000 lb. and 

has a 1,000 lb. rated lifting capacity.   

   

13. Hawkeye Backup Alert System 

 

13A. Hawkeye integrated into a Romeo Rim type bumper 

 

13B. Hawkeye exterior surface mounted system 

 

14. Air Conditioning Protective Covers. 

 

15. Fixed Route Service Package & Public Address System 

Two (2) different tone chime cords with lighted “Stop Requested” sign, minimum 4”H x 17”W, for wheel chair 

package. 

Fare box prep. 

The PA amplifier/control head used in the Radio Engineering Industries, Inc. (REI) PA system (#769982) is an 

integrated Radio/CD Player/ PA system (REI #710053).  The system shall be housed in a “DIN” sized chassis 

and easily installed where the “factory” radio would normally be located.   

Dimensions: 7” W x 1-15/16” H x 6-5/16” D (DIN).   

Power Supply: 12-volt nominal (11v-16v) negative ground. 

Maximum Power Output: 50 watts x 4 channels (total 200w) @ 1 kHz. 

Vendor will provide a credit for the AM/FM/ CD player in the base spec when this option is chosen. 

 

16. Destination Signage 

LED front and side destination signage to include programming resources to be provided to the agency, one unit 

per sign kit.  Stainless steel “T” latch shall be provided to hold open the destination sign door. For maximum 

viewing the front sign shall be a minimum of 16 pixels high x 96 pixels wide with a minimum display height of 

6.5”H x 37”W,  The curb side sign to be minimum of 8 pixels high x 96 pixels wide with a minimum display 

height of 3.25”H x 37”W . 

  

Transign LLC, Model: LED Destinator Series 

 

17. Farebox:  A two (2) vault fare box shall be provided and mounted on a stanchion with the trip handle toward 

the driver.  Reference: Main Fare box-Model M4, Diamond Fare box or approved equal.  
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18. Locking Overhead Storage Box above driver.  Stainless steel “T” latch shall be provided to hold open the 

Overhead Storage Box door. 

 

19.  2.2 mil vinyl flooring 

 

20. RCA rubber floor 

 

21.  Fiberglass exterior body. 

 

22. Brake Retarder:  Each vehicle shall be equipped with a foot operated electric brake retarder. Reference: 

Telma Electromagnetic CC-50 LAD, Martin Electric Retarder, Jacob’s Driveline Brake Retarder, Voith 

Magnetarder or approved equal subject to availability, check with supplier.  Not applicable on PCID #1152A 

floor plan. 

 

23. Diesel Engine: 6.7L V8 diesel engine which will include a 6 speed automatic transmission with overdrive, 

320 Amp dual alternators, dual 750 CCA battery system and engine block heater. 

 

24.  CNG System:  Dedicated Compressed Natural Gas system which will include Ford’s OEM hardened 

valves.  Each CNG fuel cylinder shall be secured to the frame of the vehicle to prevent damage from road 

hazards, slippage, loosening or rotation.  All shields shall be 16 gauge stainless steel covering the front, back 

sides and bottom.  Shields shall be bolted to brackets for easy removal and proper reinstallation.  CNG fuel fill 

receptacle shall be a Sherex 1000 or approved equal.  A starter interrupter switch shall be supplied.  Additional 

requirements for this option will be floor plan specific as described below.  

 

24A. Floor plan 1152/A 

Dedicated minimum CNG capacity of  38 Gas Gallon Equivalent (GGE).  This option will allow for the 

removal of the side battery box and accept the secondary battery to be frame mounted. 

  

24B. Floor plan 1152/B 

Dedicated minimum CNG capacity of  38 Gas Gallon Equivalent (GGE). 

   

25. Bi-Fuel System.   System to consist of a Bi-Fuel CNG/Gas Package.   This system will include Ford’s OEM 

hardened valves.  A  starter interrupter switch shall be supplied.  Additional requirements for this option will be 

floor plan specific as described below. 

 

25A. Floor plan 1152/A 

Ford’s OEM 40 gallon gas tank located behind rear axle. 

CNG package located forward of rear axle with a minimum of 18 Gas Gallon Equivalent (GGE).  This option 

will allow for the removal of the side battery box and accept the secondary battery to be frame mounted. 

 

25B. Floor plan 1152/B 

Ford’s OEM 40 gallon gas tank located behind rear axle. 

CNG package located forward of rear axle with a minimum of 18 Gas Gallon Equivalent (GGE). 
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26.  Mobile Gas Detection System: A vapor monitoring system for the detection of Compressed Natural Gas 

(CNG), and any other hydrocarbon fuel vapors.   This system will consist of two (2) sensors and have both 

visual and audible alarms at Trace and Significant gas concentration levels.  Test buttons will be provided for 

full checking of all operations.  System and sensor operation shall be continually monitored by indicators for 

fault detection. 

 

27.  Condenser: Relocation of skirt mounted condenser to roof. 

 

28.  Side Mounted Battery Compartment:  Relocate the underhood 12 volt maintenance free dual battery system 

1,200 CCA @ 0 degrees F, to a stainless steel rollout battery tray completely enclosed in a stainless steel vented 

battery box if space allows. 

  

Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek  

 

Quality Assurance Supervisor: Brian Vulgaris 

 

Division Chief: Janice Pistor 
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       31’ & 33’ TRANSIT BUS, GVWR 19,500 LBS.  

 

 

PCID NO.  1153  

Eff. December 13, 2016 

(Supersedes PCID 1153 eff. 12 March 2014) 

 

This PCID covers requirements for a 31 and 33 foot in length, Gross Vehicle Weight Requirement 

(GVWR)19,500 lb. transit bus with the motor and chassis manufactured by Ford Motor Corpany.   

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements. Three (3) seating layouts will be defined in 

these specifications.  A weight analysis and manufacturer’s floor plan layout shall be supplied with your 

bid.  Failure to supply any of this information shall be cause for bid rejection. All required Federal 

Transit Administration’s certification forms must be included in the bid proposal.   

 

Required Equipment 

 

CHASSIS: 

19,500 lb. GVWR.  

213”wheelbase and cab-to-axle compatible with specified floor plan.  

Heavy-duty front and rear bumpers. 

Heavy-duty suspension. 

Anti-lock Brakes 

 

ENGINE: 

V10, 6.8 Liter gas engine. 

Increased capacity cooling with coolant recovery system. 

The exhaust shall exit on the driver’s side of each vehicle behind the rear wheels within 6” of rear bumper. 

Adequate access shall be provided for easy inspection and filling of the cooling system and oil dipstick   without 

removing any other equipment. 

 

TRANSMISSION: 

Heavy-duty six (6) speed automatic. 

Auxiliary transmission oil cooler. 

Guards for each section of the propeller shaft are required to prevent any section of the shaft from entering the 

vehicle or striking the ground in case of failure. 

Transmission Controller: The transmission controller shall be a fully automatic, solid state, microprocessor-

controlled unit that disengages the overdrive gear or engages “Tow Haul” mode of an automatic transmission 

for a Ford or GM chassis and allow for programming of engagement and disengagement for overdrive feature 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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based on vehicle speed. The system shall have “Plug & Play” connections to the chassis. The system shall be an 

InterMotive DuraTrans (DT301P1), BrakeMax (BMC501), or approved equal. 

 

FRONT AXLE: 

GAWR compatible with chassis OEM. 

Power steering. 

Steering stabilizer  

Front end alignment shall be done by the distributor prior to delivery with alignment sheet attached. 

 

REAR AXLE/SUSPENSION 

GAWR compatible with specified GVWR and application. 

The suspension shall be strengthened as needed to prevent any listing or leaning to the side of each vehicle on 

which the wheelchair lift is located. Regular rear suspension shall be provided with overload springs (one on 

each side), hooked or bolted onto the original rear springs if needed.  No suspension blocks are acceptable.  

Rear axle shall be limited slip Chassis OEM.   

Body frame shall support the wheelchair lift capacity. 

          

ELECTRICAL: 

Minimum 225 amp total capacity alternator(s), OEM chassis (if available). 

Gauge for water temperature. 

12 volt maintenance free dual battery system/1,200 CCA @ 0 degrees F. with one battery mounted in the engine 

compartment if availble from the OEM.  A stainless steel rollout battery tray completely enclosed in a stainless 

steel vented battery box for all frame mounted battery. 

A high idler device shall be provided which will help the charging system keep up with the load demand of each 

vehicle. The system shall be an InterMotive GatewayAI (example GTWY401G-A1) or InPower or approved 

equal with the manufacturer’s decal applied.  

Park Crank Only Module: The engine shall only start when the transmission is in Park. The controller shall be a 

fully automatic, solid state, microprocessor-controlled unit. The system shall be an InterMotive PCOM501 or 

approved equal.  

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

One schematic page for each circuit shall be provided. 

Any aftermarket electrical item shall be wired to its own dedicated circuit, and not the OEM chassis wiring 

harness. 

Daytime running lights. 

Sidemarker lights. 

All exterior lights other than chassis OEM lights shall be LED. 

Back-up lights shall be LED lights with a lifetime warranty and shall be 4” round and provide 13 foot candles of 

light at 50” distance. Dialight super bright series 47 LED light or approved equal.   

Each vehicle shall be equipped with mid ship turn signals on the side of the body that come on with the flashers.  

The stepwell, curb and dome lights shall be activated when the front passenger door is open while the engine is 

running.    

Step and door area to be illuminated by a high intensity, 500 lumen, LED  strip light or approved equal. Light to 

be low profile to facilitate a maximum clearance. Light to be door header or ceiling mounted near the door 
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entrance mounted to meet ADA lighting requirements without additional lighting. Strip light to be covered by a 

lifetime warranty.  Dialight VSL 300 lumen or approved equal. 

Curbside lights shall be LED and skirt mounted.   

The driver’s area shall have a LED swivel dome light with a minimum of 7 candle power to provide sufficient 

lighting in the steering wheel area during night operation and operated by OEM chassis light switch. 

Guarded or recessed lighting shall be provided on all front marker lights. 

 

WIRING 

All wiring shall conform to the current applicable standards of the Society of Automotive Engineers and be of 

sufficient size to carry the required current without excessive voltage drop.  The wire shall have adequate 

mechanical strength for the application and be of a sufficient gauge size to carry the current without overheating. 

All wiring and related devices shall be installed in a quality workmanship manner and be mechanically and 

electrically secure. 

 

All wiring shall be color coded, function coded or permanently and continuously numbered for ease of 

identification and must be continuously loomed.  All wiring shall be adequately protected from water, solvents, 

road splash, stones, grease, oil, fuel, abrasion and chafing. 

 

All wires and cables not installed by the OEM chassis manufacturer which are subject to extreme weather and 

heat shall be protected by shields where necessary to prevent premature failure. 

All exposed parts of the wiring system shall be completely loomed with Weather-Pack or approved equal to 

adequately protected from corrosion. 

Battery cables shall be heavy duty and adequate to carry current output of the electrical system. 

Grounding wires shall not pass through hinged door or any other cover. 

All harness and wiring shall terminate at appropriate junction terminals set in bakelite or molded plastic  

material. 

All wiring and connectors shall be of the soldered insulated or machine staked type.  All body circuits shall be 

protected by manual reset circuit breakers.  All circuit breakers shall be clearly identified.  Fuses and fuse blocks, 

if used, shall be clearly identified and easily accessible from inside each vehicle.  Fuses shall be placed in a single 

block.  The fuse block shall contain holders for spare fuses of each type. 

All after market switches in the dog house area of each vehicle shall have easily removable connectors for easy 

access to the engine. 

Devices such as lamps and wiring requiring periodic checking and servicing shall be readily and easily accessible 

and serviceable.  All exterior devices shall be sealed to prevent entrance of water. 

There shall be not exposed or loose wiring in the driver or passenger compartment of each vehicle. 

Any wiring installed as an after market installation that is subjected to vibration or other movement must be 

encased in continuous metallic tubing or be of the armored “BX” type.  This requirement is necessary only when 

wiring is passed through or within body or chassis member. 

Wiring, harnesses, and raceways shall be supported at regular intervals by “P” clamps, or by  other supporting 

hangers where necessary, and routed in separate hangers from heater hoses or air conditioning hoses.   

Un-dedicated constant hot and un-dedicated ignition hot with minimum 10 gauge wire in electrical compartment 

inside the vehicle. 

 

“As built” wiring diagrams, build specific illustrations, part numbers and all body parts diagrams shall be 

provided by the body manufacturer for all body installed electrical componets and parts on each vehicle. 
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FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid (40-gallon minimum fuel tank). 

 

WHEELS AND TIRES: 

Wheels and radial tires compatible with specified GVWR. 

All wheels shall be chassis OEM white on both sides.   

Spare wheel and tire assembly as used on the bus shall be shipped loose.       

OEM valve stems shall be provided. 

 

BODY: 

Interior width shall be minimium 90”. 

 

Interior height shall be a minimium of 72”. 

 

Dual electric windshield wipers with intermittent feature. 

 

Electric horn(s). 
 

One strip under hood light shall be LED with a minimum of 200 lumens and shall include a high temperature 

lens.  Dual windshield washers including antifreeze type solvent. 

 

AM/FM/CD radio with a digital clock, front driver speaker and dual 4 rear compartment speakers  to be 

activated by fade feature of the radio and it shall be possible to listen in the front exclusive of the rear.  The 

radio shall be a REI Model # 690514 with a 36,000 miles/ 3 year warranty or the OEM Chassis AM/FM CD 

player with digital clock.    

 

All after market controls and instruments are to be within driver’s arm reach with seat belt fastened.  All 

switches are to be of uniform type, either push-pull, toggle or rocker type, mounted in convenient groupings in a 

panel near the driver. 

 

Passenger seats shall be covered with Docket 90-A heavy-duty vinyl (36 oz. minimum) fully padded  

construction and color coordinated with interior and exterior colors, to be selected after receipt of purchase 

order. 

 

Passenger seats shall be provided with yellow grab handles. 

 

Seats cushioning and upholstery shall meet all applicable FMVSS standards and must comply with requirements 

of FTA Docket 90-A regarding flammability and FMVSS 210 for seat belt anchorage. 

 

Seat covering shall be fire resistant, shall not support combustion, and shall meet the requirements of FTA Docket 

90-A (Recommended Fire Safety Practices for Transit Bus and Van Materials Selection).  Seat cushions shall 

have no exposed foam top, bottom or side. Seat covering shall be same material top, bottom and side of seat 

cushion. 
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Foam material shall meet the requirements of FTA Docket 90-A with ILD ranges of:  seat cushion 55 to 65; seat 

back 35 to 45.  The thickness at which the foam should be tested to achieve these values shall be 4 inches. 

Chassis OEM cloth high back captian’s  reclining driver seat with right arm rest and 6 way power pedestal or 

Adnick power pedestal with shroud.  Roll-over cage shall be provided over the passenger compartment as well 

as the driver’s roof area. 

  

Sun visor for driver.   

 

T-Slider sash windows, to provide ventilation, which all shall be emergency egress, except for a maximium of 

one spacer window per side (if necessary).   

 

Tinted AS3 glass in all body windows. 

 

Doors shall be capable of opening from inside or outside the vehicle with exception of the front passenger 

entrance door.   

 

Each vehicle shall be equipped with a manually operated anodized aluminum or stainless steel front double panel 

entrance door with stainless steel door jam.  If exterior fasteners are used to secure the door frame, they shall be 

stainless steel fasteners.  Meeting edges shall be equipped with 2” extruded rubber edges on each section that 

overlap for form a tight seal.  The door shall not be provided by the original chassis manufacturer.  The door-

opening device shall be easily operated by the driver from the driver’s seat.  

 

Stepwells are to be of heavy duty construction of stainless steel, with coved or square corners and adequate 

reinforcement to prevent deflection.  Where exterior fasteners are utilized, stainless steel fasteners shall be used.  

Stepwell treads shall be at least 8.5” deep.  Individual risers shall not exceed 9” in height.  All risers shall be 

approximately the same height. The distance from the ground to the first step of the entryway shall be 11” +/- 

1”.   The first step height from street level shall not be more than 12 inches from the ground as measured to the 

top of the step tread when each vehicle is empty except for seats and normal equipment.  Step width shall be a 

minimum of 29”.  Step nose shall be yellow in color.   

 

The front entrance door shall have an unobstructed clear opening width of at least 29” and a full height of at least 

72”.  The front entrance door shall also be equipped with a brush at the bottom.  

 

Front entrance door shall be equipped with windows covering 80% on each panel and placed so as to allow the 

driver to see and judge curb location when stopping. 

 

The structure of all doors, their mounting, inside and outside trim, and any exposed mechanisms shall be of 

durable, corrosion-resistant material which is rigidly reinforced.  Positive stops to limit door travel in the open and 

closed positions shall be provided. 

 

Lift and Emergency doors shall be equipped with a passive hold open device and shall not rattle in the closed 

position and shall have durable, firmly installed weather seals to prevent the entrance of air and water and to keep 

ice from binding the door shafts.  The doors shall open to 90º or 180º and shall be secured with a stainless steel 

“T” latch or spring or gas shock in the open position.  Emergency rear doors shall have an audible alarm. 
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Each vehicle shall be equipped with a rear outward opening, stainless steel or galvanized or anodized aluminum 

or fiberglass emergency door with stainless steel door jam equipped with an emergency quick-release system, with 

appropriate operating instructions clearly written and placed in a highly visible location inside each vehicle.  The 

door shall be easily operated from both outside and inside each vehicle. Rear door shall have upper and lower 

window.  

 

An inner barrel bolt style lock shall be provided in the emergercy rear door that is interlocked to the ignition. 

 

Twin rear windows shall be provided on each side of rear door. 

 

All interior lights (driver dome light and 6 rear) shall be LED with a minimum of 7 candle power with switch on 

dash and door operated switches on all doors except driver’s door. 

 

Install interior and exterior lighting per NHTSA to enhance safety.   

 

OEM Chassis interior rear view mirror. 

 

Interior Passenger view mirror, minimum 4” x 16”, flat glass. 

 

Remote controlled exterior heated  mirrors, with stainless steel or aluminum mirror arms – 40 square inch 

minimum.  Mirrors shall provide an undistorted view of the rear corner of each vehicle. 

 

Mirror brackets shall not obstruct the driver’s field of vision.  Outside mirrors shall contain a standard mirror and 

a separate convex heated mirror mounted below and within the same housing.  Passenger side mirror shall be 

fender or A-pillar mounted and the driver side mirror shall be mounted on the A-pillar or door mounted.  Rosco or 

Safe Fleet fender mount or approved equal. 

 

Handrails on both sides of steps at entrance door and shall be full length and parallel to steps for convenience of 

ambulatory passengers.  If equipped with manual door, right side handrail need not be parallel to steps. 

 

All handrails (including ceiling) shall be yellow dimpled Dura Diamond or approved equal. All guardrails and 

stanchions shall be 403 satin finish seamless stainless steel. Guadrails and stanchions that have exposed metal and 

are immediately in front of passengers shall be padded. 

 

There shall be no less than 1 ½” of  knuckle room clearance at stanchions, guard rails, and grab rails. 

 

The passenger entryway shall have a right hand grab rail, two (2) steps with 9” risers. First step shall be 

electrically heated.   

 

The driver’s vertical stanchion shall be installed directly behind the driver’s seat including a full length padded 

modesty panel with protected edges.  The upper half of the modesty panel shall be a pexiglass driver barrier. 

 

Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency. 
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Interior walls and ceiling shall be installed to cover openings and posts and shall be a minimum of 1/8” vinyl 

type hardboard or Fiberglass Reinforced Plastic (FRP) that is congruous to industry standards.  Color shall be 

compatible with the color in driver’s compartment. 

 

The structural members (the steel cage structure, including walls, floor, and roof sections) of each vehicle shall be 

coated with an appropriate anti-corrosive material that will prevent corrosion failure throughout the expected life 

of each vehicle.  The use of aluminized steel is not acceptable.  

  

All body materials that are not inherently corrosion resistant shall be protected with corrosion – resistant coatings 

(such as zinc chromate or zinc phosphate prime paint).  Examples of inherently corrosion resistant materials are 

stainless steel, galvanized or galvanealed steel.  The use of aluminized steel is not acceptable.   

 

When each unit is completed, the sections of the underside of each vehicle exposed to the elements shall be 

treated with an undercoating material except those areas of the OEM chassis where undercoating is not 

recommended.  All box type steel tubing (except stainless steel) used in the floor structure and wall structure 

below the window line shall have the interior of the tube coated with corrosion resistant material conforming to 

MIL-C-62218 as outlined in Federal Standard 297E (Rustproofing of Commercial Vehicles). Sections that are 

treated shall be properly cleaned to remove greases, oils, and residues before application of the corrosion-proofing 

material.  All mechanisms (moving or stationary parts) that are affected or rendered useless by an application of 

sealant or insulation shall be cleaned free of sealant or insulation including vent canisters and drain pipes. 

 

All exterior panels shall be attached to the framing by pressure laminated sidewalls.  Vaccuum laminated 

sidewalls and the use of two-sided tape is not acceptable.  Panels shall be lapped unless continuously welded and 

the upper or forward panel shall form a watershed by being lapped over the following panel so that the sealing of 

the panels is not dependent on caulking alone.  All exterior joints and seams shall be protected by the application 

of caulking compound.  Body shall be thoroughly water tested and made tight to prevent leakage.  Exterior panels 

of each vehicle shall be of galvanized or galvanealed steel.  No wood or cardboard materials shall be utilized in 

any sidewall construction. 

 

Metal roof gutters shall be installed over all windows and doors, including the driver’s door. 

 

All nuts, bolts, clips, washers, clamps, and like fasteners shall be zinc or cadmium plated, or phosphate coated, or 

stainless steel to prevent corrosion. 

 

Install transition stone guards between the cab and the body. 

 

Mud flaps shall be provided for all wheels.  Mud flaps shall be sized to be effective to protect the body, and so 

that they can not be rubbed by the chassis tires or the ground.  In the event the tires extend beyond the side of each 

vehicle, splash aprons and fenders shall be provided. 

 

Back-up alarm system shall meet all ADA requirements. 

 

Driver’s side running board with grip track shall be provided.  Reference:  Carr HD-18” 304 stainless steel (tube 

step), or approved equal.  
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Tilt steering. 

 

Escape roof hatch with a hard wired audible alarm shall be provided that can be opened from inside and outside 

the bus. 

 

All standard signage that is required by the Department of Transportation (DOT). 

 

Rear center stop light.  

 

The unladen clearance height plus two inches shall be marked on a sign or decal which is clearly visable to 

driver.  The lettering shall be 1 ½” high. 

 

 AIR CONDITIONING/HEATER: 

A combination front and rear air conditioning system shall have a total of 70,000 B.T.U.  Manufacturer’s 

recommended chassis combination air conditioning and heater unit shall be installed in the front section of the 

vehicle.  An overhead evaporator with a minimum of 55,000 B.T.U. shall be mounted in the rear. A 45,000 

B.T.U.  passenger compartment heater with two (2) brass and/or stainless steel ball shut off valves on feed and 

return line. The shutoff valves shall be provided in front of the rear heater. The supplier shall indicate on the 

interior seating/floor design drawing the actual location of the rear heater.  The A/C control switch shall be a 3 

speed rotary switch. 

Heater hose material shall be silicone with mounting and securement requirements that provide sufficient room 

to eliminate chafing.  

 

Two air conditioner compressors shall be driven off the main engine.  One is the chassis OEM supplied 

compressor and is specific to the chassis OEM driver’s area air conditioning system.  The second compressor is 

for the passenger area air conditioning system, and is nominal 10 cubic inch displacement.  The passenger area 

condenser (separate from the radiator) shall be skirt mounted with a minimum of three (3) fans and three (3) 

motors.  The air conditioning system shall have a driver’s evaporator and a rear ceiling evaporator to provide 

cooling air to the driver and throughout the passenger compartment.  The driver’s area air conditioning system 

shall utilize the chassis OEM supplied radiator condenser.  The driver’s area air conditioning system and the 

passenger area air conditioning system shall be completely independent of each other. 

 

A low pressure safety cut-off switch shall be installed on the low pressure side of the air conditioning system.  A 

high pressure safety cut-off switch shall be installed on the high pressure side of the air conditioning system. The 

block/expansion valve shall meet minimum core requirements. 

 

All refrigerant hose assemblies shall meet SAE J2064 standards and shall be nylon veneer type or approved equal.  

All fittings shall be plated steel and utilize dual HNBR O-rings on the outer diameter of the hose barb surface.  

Crimping clamps shall be stainless steel.  Refrigerant shall be current federal standard refrigerant.  Refrigerant oil 

shall be consistent with compressor manufacturers’ recommendations.   

 

Air Conditioning condenser coil coating shall consist of an acrylic based or zinc plasma material or approved 

equal, which is applied to the entire conderser coil and tubing assembly.  Coating to be specifically designed to 

have a minimal effect on heat transfer while providing maximum corrosion resistance.  The coating shall also be 

applied to the condenser refrigerant fittings. 



31’ & 33’ Transit Bus, 19,500 LBS.               PCID NO. 1153 

Page 9 of 18 

 

 

FLOOR: 

Flooring shall be minimum 3/4” marine grade plywood throughout the passenger area securely fastened to the 

steel floor structure.  

  

It shall be covered, wall-to-wall, with Altro transfloor or approved equal. 

 

Cab area shall be rubber floor covering, no carpet. 

 

White standee line to be placed on floor for “no standing forward of white line”. 

 

When the fuel sender is accessible, with modification, a stainless steel fuel sender access panel, 10” x 10” clear 

opening flush mounted, shall be provided directly over the fuel tank.  The panel shall allow for the easy removal 

and replacement of the fuel sender without dropping fuel tank.  The stainless steel access panel will have three 

(3) 2” strips of non-skid, black tape attached to the top of the plate or a fully covered non-skid material over the 

stainless steel plate or an aluminum diamond plate cover. The connector for the fuel sender/fuel pump shall be 

wire tied to the top of the fuel tank prior to installing the body to allow easy access from the access panel.  

 

FIRE, FIRST AID AND EMERGENCY EQUIPMENT: 

A mounted First Aid Kit in a hard shell case (Johnson and Johnson First Aid Kit #8172 or approved equal). 

Five pound dry chemical type A-B-C fire extinguisher. 

Emergency warning triangle kit without flares. 

OSHA approved Body Fluids Clean-Up Kit in a hard shell case shall be provided. 

These items shall be stowed or securely mounted in appropriate brackets provided by the manufacturer and 

installed in a location accessible to the driver; locations not to impede passenger traffic in the aisle way. 

Two (2) each Belt Cutters shipped loose with self-adhesive Velcro tape. 

Driver’s coat hook shall be provided. 

Two-Way Radio Antenna Access Panel. 

 

Layout Specific Equipment (to be referenced by Layout) 

 

Double forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt for 

each person, aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 

2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing two stage fold down seat:  Each seat shall include a seat mounted retractable seat belt, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt for each person and 

arm rests. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 

½” to 18 ½”.   
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Single aisle facing flip seat:  Each seat shall include a seat mounted retractable seat belt and arm rests. Seat 

Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: Range of 17 ½” to 18 ½”.   

 

Double forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt for each person, 

aisle side arm rest and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, floor to top 

of seat cushion: Range of 17 ½” to 18 ½”.   

 

Single forward facing fixed seat:  Each seat shall include a seat mounted retractable seat belt, aisle side arm rest 

and padded hand hold. Seat Width 17 ½”, Depth 19” ± 2”, Back Height 22” ± 2”, Floor to top of seat cushion: 

Range of 17 ½” to 18 ½”.   

 

Single Panel Wheelchair Lift Door: Each vehicle shall be equipped with outward opening, single panel, stainless 

steel or galvanized or anodized aluminum or fiberglass side door equipped with window, including a stainless 

steel door jam, for installation of a wheelchair lift.  The door shall open to 90º or 180º and shall be secured with a 

stainless steel “T” latch in the open position.  Check arms, straps or equal devices shall be furnished to hold the 

lift door in the maximum open position.  Positive latch or similar positive stops shall be installed on side 

paratransit door to secure door in an open position while loading or unloading wheelchair passengers. No bungee 

type door tie downs. 

 

Double Panel Wheelchair Lift Doors: Each vehicle shall be equipped with outward opening, double panel, 

stainless steel side or galvanized or anodized aluminum or fiberglass doors equipped with windows, including a 

stainless steel door jam, for installation of a wheelchair lift.  The doors shall open to 90º or 180º and shall be 

secured with a stainless steel “T” latch in the open position.  Gas struts for 90º doors or “T” latch for 180º doors 

shall be installed on side paratransit door(s) to secure door(s) in an open position while loading or unloading 

wheelchair passengers. No bungee type door tie downs. 

 

ADA Compliant Wheelchair Lift Package: Lift shall have been tested to a static load of 2,400 lb. and has an 800 

lb. rated lifting capacity.  Side loader shall be powered by electric or electric-hydraulic system, which shall 

operate off the chassis electrical system.  Loader shall have a downward travel distance from the vehicle floor as 

required to properly load and unload wheelchair passengers.  The platform shall be a minimum of 34”. The 

platform shall be equipped with a stop to prevent the wheelchair from inadvertently rolling off the platform 

during loading and unloading.  Platform shall power retract to a vertical position when not in use for storage 

inside the van.  Control box or boxes to operate the lift shall be furnished and located for operation by an 

attendant or the wheelchair passenger from inside or outside the vehicle.  It shall be equipped with a safety 

switch to prevent operation of the lift when door is closed.  Lift must be capable of being manually raised and 

lowered to evacuate vehicle in case of emergency and shall be equipped with overhead handrails.  The OEM 

interior light, all ADA lighting and a dedicated light illuminating the area where the lift platform will rest when 

lowered shall operate when the doors (s) is (are) opened.  Controls must be located so that the operation of the 

door(s) does not restrict access to the control switches.  Placement of the controls must be accessible to the 

operator.  Control boxes shall have an interior light to illuminate the switches and to be secured with a latch.   A 

visual warning signal shall be located in the driver’s compartment for detection when side door(s) are not in a 

fully locked position. The lift shall comply with all current ADA requirements, and written documentation of 

full manually raised and lowered to evacuate vehicle in case of emergency.   All Lift Interlock System devices 

shall be install on a separate circuit in the vehicle and shall meet ADA Title 49 and NHTSA requirements.  The 

system shall be an InterMotive GatewayAI (example GTWY401-A1) and lift activation kit (ILIS501-H1) or 
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InPower or approved equal. Lift shall have a manual backup system that allows operation at rated capacity of all 

function in case of power loss.  The lift shall meet NHTSA requirements for section 403 and 404.  The lift shall 

be constructed and installed on the curb side of each vehicle with the minimum of structural body modifications.  

The cutting in front of chassis structural members is prohibited.  All changes required to the basic body structure 

shall provide for adequate reinforcing and load distribution.  The installation shall be adequate to withstand the 

stresses imposed by regular lift operation on a sustained basis.  The lift shall be furnished with an armor cable 

for the lift cord. 

The wheelchair lift package shall include all ADA required signage. 

 

Reference: 

 

Braun ADA Fully-Automatic, Millennium-2, Lift # NL919FIB-2:  The wheelchair lift shall be a Braun ADA 

fully-automatic lift Model NL919FIB-2. 

 

Braun ADA Fully-Automatic,Century -2, Lift # NCL919FIB-2:  The wheelchair lift shall be a Braun ADA fully-

automatic lift Model NCL919FIB-2. 

 

Ricon S5510-ADA or Ricon S2010-ADA: The wheelchair lift shall be a Ricon Model S5510-ADA or Ricon 

S2010-ADA. 

 

Wheelchair Securement and Occupant Restraint Systems: One (1) complete set of retractor wheelchair 

securement and occupant restraint system with retractable shoulder harness were appliable, shall be provided to 

securely hold the wheelchair and occupant in the wheelchair position.  The retractor wheelchair securement and 

occupant restraint system shall meet the following requirements:   

 

Each retractor wheelchair securement and occupant restraint system shall be in a forward facing direction. 

The retractor wheelchair securement and occupant system shall comply with the following requirements: 

A.)  Successfully tested to meet minimum impact forces of a 20 G, 30 MPH deceleration to simulate a frontal 

impact, as required by the ANSI/RESNA WC-18 standard.  

B.)  49 CFR Part 38 Americans with Disabilities Act (ADA). 

C.)  CSA Z605 Mobility Aid Securement and Occupant Restraint  Systems for Motor Vehicles (20G/30MPH 

impact test criteria). 

D.)  ISO 10542 (proposed) Wheelchair Tiedown and Occupant Restraint Systems for use in Motor Vehicles 

(20G/30MPH impact test criteria). 

When L Track is used it shall be made of aluminum alloy 6005-T5, 6061-T6, or 6351-T6. The track shall be 

flush mounted to the vehicle floor with end caps following manufacturer’s specifications. The flush mount 

tracks shall have no gaps between the ends or sides of track and the flooring. 

  

The track installation fasteners shall be made of high strength alloy steel as per ASTM F835 with sealant under 

the head to prohibit water accumulation between the fastener and the track mounting holes. The bolt shall be 

plated for corrosion resistance. 
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Four (4) each- Belt loops per wheelchair location be provided plus an Eight Inch Seat Belt extension for each 

wheelchair position. 

 

One (1) each-Wheelchair Pouch mounted in approved location for seat belt/shoulder harness system. 

 

Reference:  

 

Sure-Lok L-Track System (Retractor) #AL712S-4C Titan: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) Model #AL712S-4C Titan. 

 

Sure-Lok L-Track System (Retractor) SOLO #AL760S-4C: The wheelchair securement and automatic height 

adjustable occupant restraint system shall be Sure-Lok L-Track System (Retractor) SOLO Model #L760S-4C. 

 

Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1- L:  The wheelchair securement and occupant 

restraint system set shall be Q-Straint DELUXE L-Track System (Retractor) #Q-8100-A1-L. 

 

Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC:  The wheelchair securement and 

occupant restraint system set shall be Q-Straint Slide’N-Click L-Track System (Retractor) #Q-8100-A1-SC. 

 

Low Floor: Low floor accessibility through space and body structural provisions shall be provided at the front 

door of the bus to accommodate the wheelchair loading system.   

 

Loading system shall consist of a power operated entrance door and ramp.  The ramp shall comply with the 

requirements defined in 49 CFR PART 38, Subpart B, 38.23c and shall provide ingress and egress quickly, 

safely and comfortably for a passenger in a wheelchair from a lever street or a curb.   The ramp shall 

automatically sense ramp deployment surfaces and equalize to equate all sections of the ramp to provide a single 

slope entry. 

 

The system shall be interlocked with the vehicle brakes, transmission or door, or shall provide other appropriate 

mechanisms or systems, to ensure that the vehicle cannot be moved when the ramp is not stowed and or so the 

ramp cannot be deployed unless the interlocks or systems are engaged. 

 

Chassis shall be Ford O.E.M. and incorporate front and rear air suspension which will allow the vehicle to kneel 

when the entry door is open.  An additional drop will incur during the operation of the ramp.  An additional 

switch shall be incorporated in the driver’s area to elevate the bus over normal ride height to increase the 

departure angle.   Kneeling override switch shall be located in the driver’s area. 

 

Layout 1153/A:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

Ten (10) double forward facing fixed seats.  

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order). 
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Layout 1153/B:   Option shall include all required equipment and specified layout specific equipment as 

indicated below. 

 

Twelve (12) double forward facing fixed seats. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

One (1) wheelchair lift door (single or double panel as specified in purchase order).   

 

Layout 1153/C-LF: 

Nine (9) double forward facing fixed seats. 

Two (2) double forward facing two stage fold down seats. 

Two (2) wheelchair positions. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in the 

purchase order). 

Stanchion location per floor plan. 

Low floor. 

 

OPTIONAL EQUIPMENT: 

 

1. Front Entrance Electric Door:  Optional front entrance electric door.  A & M or approved equal.  

 

2. Vinyl Graphics Decaling:  Logo, stripping, and lettering with maximum of $750.00. Vinyl material shall carry 

a standard warranty. 

  

3.  Q-Straint QRT Max tie-downs, or approved equal. 

 

4. Amerex Fire Suppression System:   

       The engine compartment shall be equipped with an automatic fire suppression system. 

            The system shall consist of a control panel, automatic discharge, manual discharge switch, 

            extinguisher and nozzles as described below: 

 

Control Panel – A control panel shall be located within the easy reach of the driver.  

             The control panel shall provide audible and visual indication to the driver for the following: 

 

                  -SYSTEM OK [green] 

                  -FIRE Detected [red] 

                  -TROUBLE  [yellow] (disconnected or faulty circuit, low voltage) 

                                                                               

             In addition, switches shall be provided for the following: 

 

                    -Alarm Silence 

                    -System TEST 

                    -System RESET   
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                 -ENGINE SHUTDOWN OVERRIDE 

                           

           Vehicle Interface – outputs shall be provided from the control panel that interface with 

             the vehicles controls for: 

              

                      1)  Engine Shutdown 

                       2) External Warning 

              

 Detection – A minimum of two thermal spot detectors shall be installed in the engine compartment.  

Sensor(s) shall be located to provide fast detection without false alarms for protection of the following 

fire threats: 

                         -Alternator/generator 

                         -Turbocharger (if applicable) 

                         -Starter 

                         -High current electrical cables 

                         -Large wiring bundles (>1 inch diameter) 

                         -Auxiliary engine heater (if equipped) 

 

              Manual Discharge Switch – A switch shall be located within easy reach of the driver 

              that when pressed will immediately discharge the extinguisher.  The switch shall be 

              provided with a tamper proof seal and cover, safety pull pin or other means to prevent 

              inadvertent discharge.  In addition, the control panel shall provide a unique visual 

              indication that the manual discharge switch has been activated.  This indication shall 

              require maintenance action to reset.  

 

Extinguisher – A dry chemical extinguisher with a minimum 13 pounds capacity shall be provided.  

Gaseous-based agents, which require a given concentration, be achieved for 

              fire extinguishment shall not be used unless extinguisher capacity/discharge time 

              compensates for un-closeable openings and coast-down.  Engineering calculations shall 

              be provided with the certification report. 

 

            Systems that utilize pressurized piping for detection and/or suppression are not     

              acceptable.  

 

              The extinguisher shall be capable of being serviced/refilled within a 60 mile radius of the 

              operator.   

                           

              Nozzles – A minimum of two nozzles shall be provided for small buses Cutaway/    

              paratransit) and a minimum of 4 nozzles shall be provided for standard buses.  

 

             The automatic fire suppression system shall operate as follows: 

 

             FIRE detected  

                      - A red indicator shall illuminate and an audible alarm shall sound on the control                                             

                         panel. 
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                      - The extinguisher release/engine shutdown 15 second timer shall initiate.  The  

                         driver may reset the timer for additional time if necessary by pressing the 

                         ENGINE SHUTDOWN DELAY button on the control panel.  It is also acceptable 

                         for the system to spray the extinguishing agent immediately when the fire is 

                         detected.  

                      - Upon expiration of the 15 second timer, the extinguisher shall be activated and  

                        the engine shall be shutdown simultaneously. 

 

             Manual Discharge Switch activated – all of the above shall occur but there shall be no  

             time delay.   

 

             Hose and Fittings – Fittings shall be galvanized malleable or ductile iron, black or  

             galvanized steel, stainless steel, copper or brass.  Cast iron fittings shall not be used.  

             Hose shall be, at minimum, single wire braid, rubber hose conforming to and marked as 

 

             SAE 100R5 or SAE 100 R1 or greater.  As an alternate to flexible hose, Type 304 or 316  

             Seamless Stainless Steel tubing conforming to ASTM-A-269 may be used if approved by  

             the system manufacturer. 

 

             Backup Battery – A backup battery is required or other means to manually actuate the                   

             system in the event of loss of vehicle electric power. 

 

             Certification – The factory or factory representative shall certify the automatic fire  

             suppression system design, operation, and installation for each unique engine 

             compartment configuration. The certification shall include a statement that the entire  

             system carries UL or FM approval.  Any concerns and/or recommendations shall be  

             addressed in the certification letter.  

             System Maintenance -   The system shall be installed, tested and maintained at regular                 

             intervals in accordance with the manufacturer’s recommendations.  Only fully trained and          

             factory certified individuals may install and maintain the fire suppression system.   

             Maintenance records shall be retained by the vehicle owner for the life of each vehicle. 

 

5. Energy Absorbing Bumper:  Rear bumper, Romeo Rim or approved equal.  

 

6A. Four (4) Camera On-board Digital Recording System  

A four (4) camera mobile DVR system, Bus-Watch DBW6, Safety Vision RR4CSD, SerVision MVG400, Seon 

MX4, Apollo MRH4 Roadrunner, Zen-Tinel SD-VX or approved equal shall be installed in the vehicle.  The 

supplier shall indicate on the interior seating/floor design drawing the actual location of the DRV system.  The 

system shall have a 2.5 removable 160gig hard disk drive caddy with USB data output, MPEG 4 video 

compression, selectable 1-30 fps for full motion, locking BNC connectors, black & white, color, IR interior and 

exterior camera availability, video loss detection, accelerometer for documenting hard braking and erratic 

driving events.  The DVR shall operate on a 12 or 24 volt DC power source.  The DVR shall have a low voltage 

cut-off with automatic restart.  The DVR shall be capable of recording real time images and sound at 30 frames 

per second with a display resolution of 720 x 480.  The DVR shall record continuously for a minimum of 24 

hours.  An event trigger switch shall be installed and shall encrypt and digitally watermark the video for 
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evidencery purposes.  An extra removable hard drive shall be provided with the recording system.  Audio to be 

disabled at time of delivery.  All other functionality that does not conflict with the chassis computer and/or 

electrical system shall be turned on. 

 

6B. Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night night vision LED Module. No susbscription 

of annual fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 

 

7. OEM Service Manuals, CD-ROM:  A complete set of chassis OEM service manuals shall be provided, which 

shall include electrical, emissions and service.  The chassis service manuals shall be on CD-ROM format,   

subject to availability.  

 

8. Heated Back-Up Camera:  The heated back-up camera system shall include weatherproof heated camera with 

night vision, seven inch high-resolution color monitor, intergrated audio, versatile mounting hardware, harness, 

accessories, and user manual.  The camera system shall be installed by the supplier.  Rosco Safe-T-Scope Color 

Back-Up Camera System Kit STSK7360 or approved equal.   

 

9. Driver Seat: Recaro LXS seat with OEM seat base.  

 

10. Longitudinal Full Length “L” Track: Four (4) 50” lengths of “L” track shall be installed in the floor 

lengthwise throughout the WC position. The two (2) inside tracks shall be spaced on 17” centers and the outside 

track shall be spaced on 30” centers. In addition to the floor tracks there shall be a 50” section of track installed 

above the windows in the same corresponding longitudinal locations as the floor track. The integrated lap and 

should belt shall be provided with “L” track fittings on the upper and lower mounting points for the occupant 

restraints. This track option will allow the operator to located a wheelchair at any point throughout the 

wheelchair position and provide the ability to relocate the occupant restraint at any point throughout the length 

of track. In the instance of multiple WC positions front to back the track will run continuous in the floor and 

above the windows. The amount of track for multiple positions shall 50” per position times the number of 

positions (example: three [3] front to back positions would require 150” of track; four  [4] 150” sections in the 

floor and one [1] 150” length above the windows). This option will allow the operator to locate an occupied 

wheelchair at any point throughout the length of multiple positions. The upper shoulder belt guide shall include 

an automatic height adjustable retractor mounted to an “L” track fitting and shall have a 131-degree bracket 

between the fitting and the retractor.  

 

11.  65,000 BTU rear wall mounted heater. 

 

12. 1,000 lb. lift.  Braun NCL1000(F)IB3451-2.  The lift shall have been tested to a static load of 3,000 lb. and 

has a 1,000 lb. rated lifting capacity.   

 

 

13. Hawkeye Backup Alert System 
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13A. Hawkeye integrated into a Romeo Rim type bumper 

 

13B. Hawkeye exterior surface mounted system 

 

14. Air Conditioning Protective Covers. 

 

15. Fixed Route Service Package & Public Address System 

Two (2) different tone chime cords with lighted “Stop Requested” sign, minimum 4”H x 17”W, for wheel chair 

package. 

Fare box prep. 

The PA amplifier/control head used in the Radio Engineering Industries, Inc. (REI) PA system (#769982) is an 

integrated Radio/CD Player/ PA system (REI #710053).  The system shall be housed in a “DIN” sized chassis 

and easily installed where the “factory” radio would normally be located.   

Dimensions: 7” W x 1-15/16” H x 6-5/16” D (DIN).   

Power Supply: 12-volt nominal (11v-16v) negative ground. 

Maximum Power Output: 50 watts x 4 channels (total 200w) @ 1 kHz. 

Vendor will provide a credit for the AM/FM/ CD player in the base spec when this option is chosen. 

 

16. Destination Signage 

LED front and side destination signage to include programming resources to be provided to the agency, one unit 

per sign kit.  Stainless steel “T” latch shall be provided to hold open the destination sign door. For maximum 

viewing the front sign shall be a minimum of 16 pixels high x 96 pixels wide with a minimum display height of 

6.5”H x 37”W,  The curb side sign to be minimum of 8 pixels high x 96 pixels wide with a minimum display 

height of 3.25”H x 37”W . 

 

Transign LLC, Model: LED Destinator Series 

 

17. Farebox:  A two (2) vault fare box shall be provided and mounted on a stanchion with the trip handle toward 

the driver.  Reference: Main Fare box-Model M4, Diamond Fare box or approved equal.  

 

18. Locking Overhead Storage Box above driver.  Stainless steel “T” latch shall be provided to hold open the 

Overhead Storage Box door. 

 

19.  2.2 mil vinyl flooring 

 

20. RCA rubber floor 

 

21.  Fiberglass exterior body. 

 

22. Brake Retarder:  Each vehicle shall be equipped with a foot operated electric brake retarder. Reference: 

Telma Electromagnetic CC-50 LAD, Martin Electric Retarder, Jacob’s Driveline Brake Retarder, Voith 

Magnetarder or approved equal subject to availability, check with supplier.   

 

23. Diesel Engine: 6.7L V8 diesel engine which will include a 6 speed automatic transmission with overdrive, 

320 Amp dual alternators, dual 750 CCA battery system and engine block heater. 
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24.  CNG System:  Dedicated Compressed Natural Gas system which will include Ford’s OEM hardened 

valves.  Each CNG fuel cylinder shall be secured to the frame of the vehicle to prevent damage from road 

hazards, slippage, loosening or rotation.  All shields shall be 16 gauge stainless steel covering the front, back 

sides and bottom.  Shields shall be bolted to brackets for easy removal and proper reinstallation.  CNG fuel fill 

receptacle shall be a Sherex 1000 or approved equal.  A starter interrupter switch shall be supplied.  Additional 

requirements for this option will be floor plan specific as described below.  

 

24A. Floor plan 1153/A 

Dedicated minimum CNG capacity of  45 Gas Gallon Equivalent (GGE). 

  

24B. Floor plan 1153/B 

Dedicated minimum CNG capacity of  53 Gas Gallon Equivalent (GGE). 

 

25. Bi-Fuel System:   System to consist of a Bi-Fuel CNG/Gas Package.   This system will include Ford’s OEM 

hardened valves.  Additional requirements for this option will be floor plan specific as described below. 

 

25A. Floor plan 1153/A 

Ford’s OEM 40 gallon gas tank located behind rear axle. 

CNG package located forward of rear axle with a minimum of 26 Gas Gallon Equivalent (GGE). 

 

25B. Floor plan 1153/B 

Ford’s OEM 40 gallon gas tank located behind rear axle. 

CNG package located forward of rear axle with a minimum of 34 Gas Gallon Equivalent (GGE). 

 

26.  Mobile Gas Detection System: A vapor monitoring system for the detection of Compressed Natural Gas 

(CNG), and any other hydrocarbon fuel vapors.   This system will consist of two (2) sensors and have both 

visual and audible alarms at Trace and Significant gas concentration levels.  Test buttons will be provided for 

full checking of all operations.  System and sensor operation shall be continually monitored by indicators for 

fault detection. 

 

27.  Condenser: Relocation of skirt mounted condenser to roof. 

 

28.  Side Mounted Battery Compartment:  Relocate the underhood 12 volt maintenance free dual battery system 

1,200 CCA @ 0 degrees F, to a stainless steel rollout battery tray completely enclosed in a stainless steel vented 

battery box if space allows. 

  

Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek  

 

Quality Assurance Supervisor: Brian Vulgaris   Division Chief: Janice Pistor 

 



Paratransit  Van         PCID NO. 1154 

Page 1 of 5 

 
Paratransit Van (Converted Van Type Passenger Vehicle) 

  

PCID NO.  1154 

Eff.  December 13, 2016 
 

(Supersedes PCID 1154. eff. 19 May 2015) 
 

This PCID covers requirements for a Passenger Type Dual Rear Tire Van (Non-Raised Roof), converted for 

forward facing wheelchair spaces, fold down flip seats and/or fixed seats.   

 

The following shall indicate MINIMUM requirements including all genuine parts, accessories, equipment, and 

safety features considered standard, whether mentioned herein or not.  The vehicle shall comply with all 

applicable Federal Safety Standards and ADA Requirements.  Two (2) seating layouts will be defined in these 

specifications.  Bidders must be able to supply both.  Manufacturer’s floor plan layout shall be supplied 

with your bid.  Failure to supply any of this information shall be cause for bid rejection.  All required 

Federal Transit Administration’s certification forms must be included in the bid proposal.   

 

Required Equipment 

 

CHASSIS: 

10,360 lb. GVWR, minimum.  

Wheelbase and cab-to-axle compatible with specified floor plan.  

Front and rear bumpers. 

Heavy-duty suspension. 

 

ENGINE: 

Minimum 3.5 liter EcoBoost V-6 gas engine. 

Increased capacity cooling with coolant recovery system. 

 

TRANSMISSION: 

Six (6) speed Select Shift automatic. 

Auxiliary transmission oil cooler. 

 

FRONT AXLE: 

GAWR compatible with chassis OEM. 

Heavy-duty front shock absorbers. 

Power steering. 

Steering Stabilizer. 

Front end alignment shall be done by the distributor prior to delivery with alignment sheet attached. 

 

REAR AXLE: 

GAWR compatible with chassis OEM. 

COMMONWEALTH OF PENNSYLVANIA 
PENNSYLVANIA COMMERCIAL ITEM DESCRIPTION  (PCID) 
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Heavy-duty rear shock absorbers. 

           

BRAKES: 

Brakes on all wheels shall be heaviest duty available from the Original Equipment Manufacturer (OEM).  The 

vehicle shall be equipped with an antilock brake system if available from the Original Equipment Manufacturer.   

 

ELECTRICAL: 

Remote controlled, dual low-mounted type exterior rear view mirrors, 5” x 8” minimum. 

Minimum 210 amp capacity alternator, OEM chassis. 

Gauge for water temperature. 

12 volt maintenance free dual battery system. 

Schematic for all added electrical equipment that shows where added equipment was electrically attached to 

existing factory electric power. 

 

FUEL TANK(S): 

Fuel tank capacity, maximum available from the manufacturer of model bid (25-gallon minimum fuel tank). 

 

WHEELS AND TIRES: 

16”  Steel wheels with hub caps. 

Wheels and radial tires compatible with specified GVWR.   

Full size spare wheel and tire shall be located unmounted inside of van.   

 

BODY: 

Dual electric windshield wipers with intermittent feature. 

Dual electric horns 

Power locks and windows 

Two under hood lights shall be LED with a minimum of 50 lumens and shall include a high temperature lens.  

One underhood strip light with a minimum of 100 lumens is acceptable. 

Dual windshield washers including antifreeze type solvent. 

Manufacturer’s standard AM/FM/CD stereo system with front and rear speakers. 

OEM Bucket type driver & passenger with seat with air bags. 

Armrest and sun visor for driver & passenger. 

Solid Windows and vented, where possible, to provide ventilation. 

Privacy glass in all windows. 

Position hold back devices shall be furnished to hold the rear doors in the maximum open position while 

loading or unloading wheelchair passengers.  

Dome lights (1 front and 1 rear) with switch on dash and door operated switches on all doors. 

Day/night inside rear view mirror. 

Handrail at entrance door for convenience of ambulatory passengers. 

Necessary insulation shall be provided throughout the vehicle (ceiling and walls) to insure maximum heat and 

cooling efficiency. 

Interior lining shall be OEM for the ceiling and walls. Lining shall be installed to cover openings and posts 

providing a smooth finish and shall be a minimum of 1/8” vinyl type hardboard, Fiberglass Reinforced Plastic 

(FRP) or molded one piece side walls and door panels that is congruous to industry standards.  Color shall be 

compatible with the color in driver’s compartment. 
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Back-up alarm system. 

Front and rear mud flaps. 

Tilt steering. 

 

AIR CONDITIONING/HEATER: 

Chassis manufacturer’s highest available combination air conditioning and heater unit shall be installed in the 

front and rear sections of the vehicle  

 

FLOOR: 

Flooring shall be 1/2” exterior grade plywood throughout the passenger area securely fastened to the steel van 

floor.  It shall be covered, wall-to-wall, with a non-skid type one-piece wall-to-wall transit grade floor covering, 

GerFloor or equal.  Edges shall be sealed and caulked.    

 

EXTERIOR PAINT AND INTERIOR COLORS: 

Vehicle exterior paint shall be a “white” finish as the standard color.  Interior ceiling and walls shall be the 

standard color as provided by the manufacturer. 

 

FIRE, FIRSTAID AND EMERGENCY EQUIPMENT: 

A wall mounted First Aid Kit (Johnson and Johnson First Aid Kit #8172 or approved equal). 

Five pound dry chemical type A-B-C fire extinguisher. 

Emergency warning triangle kit. 

OSHA approved Body Fluids Clean-Up Kit in a hard shell case shall be provided. 

These items shall be securely mounted in appropriate brackets provided by the manufacturer and installed in a 

location accessible to the driver; locations not to impede passenger traffic in the aisle way. 

 

Layout Specific Equipment (to be referenced by Layout) 

 

  

Rear Wheelchair Lift: ADA approved lift shall have been tested to a static load of 1,000 lb. and an 800 lb. rated 

lifting capacity.  Rear loader shall be powered by electric or electric-hydraulic system, which shall operate off 

the chassis electrical system.  Loader shall have a downward travel distance from the vehicle floor as required to 

properly load and unload wheelchair passengers.  Platform dimensions shall be approximately 34" wide by 51" 

long by 2" base with curb ramp and shall be equipped with a stop to prevent the wheelchair from inadvertently 

rolling off the platform during loading and unloading.  Platform shall power retract to a vertical position when 

not in use for storage inside the van.  Control box or boxes to operate the lift shall be furnished and located for 

operation by an attendant or the wheelchair passenger from inside or outside the vehicle.  It shall be equipped 

with a safety switch to prevent operation of the lift when door is closed.  Lift must be capable of being manually 

raised and lowered to evacuate vehicle in case of emergency and shall be equipped with a handrail.  The OEM 

van interior light, and a dedicated light illuminating the area where the lift platform will rest when lowered shall 

operate when the doors (s) is (are) closed.  Controls must be located so that the operation of the doors does not 

restrict access to the control switches.  Placement of the controls must be accessible to the operator. Control 

boxes shall have an interior light to illuminate the switches and to be secured with a lock.   A visual warning 

signal shall be located in the driver’s compartment for detection when side door (s) are not in a fully locked 

position. The lift shall comply with all current ADA requirements, and written documentation of full manually 

raised and lowered to evacuate vehicle in case of emergency.  Lift shall have a manual backup system that 
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allows operation at rated capacity of all function in case of power loss. The lift shall meet NHTSA requirements 

for section 403 and 404.  Cost to include the end user’s choice of  Braun Vista Series, Braun Century-2 Series, 

Ricon Model S-Series & Ricon KlearVue. 

 

Rear Doors: Approximately 56” clearance meeting ADA requirements between the floor and the top of the door 

opening.  Door shall be properly sealed for protection from the elements when doors are in the closed position.   

Position hold back devices shall be furnished to hold the rear doors in the maximum open position while 

loading or unloading wheelchair passengers. 

 

The right front passenger door shall be an OEM type.  

 

Passenger Entrance Door:  The passenger entrance door shall be a two leaf outward opening style, located 

behind the “B” pillar.  It shall have a minimum clear opening of 33” and overall clear height of 76”, measured 

from the first step.  Step risers shall be a minimum of 8” and tread depth a minimum of  9”.  Ground to first step 

shall be 9” + ½”.  Installation shall be done without cutting into boron steel. 

 

 Wheelchair Positions:  Wheelchair securement location and seat belt/shoulder harness system must be in  

accordance with ADA Requirements. Sure-Lok Titan System, Q-Straint Deluxe QRT Restraint System or 

approved equal.   Locks shall also be capable of adjustment to properly fit various sizes of wheelchairs.   

Recessed track shall be supplied for attachment of wheelchairs in accordance with ADA Requirements. 

  

Double forward facing fold down seat:  Each seat shall include an integrated retractable lap and shoulder belt.  

 

Single forward facing fold down seat:  Each seat shall include an integrated retractable lap and shoulder belt.  

 

Double forward facing fixed seat:  Each seat shall include an integrated retractable lap and shoulder belt.  

 

Single forward facing fixed seat:  Each seat shall include an integrated retractable lap and shoulder belt.  

 

NHTSA requires a 3-point shoulder restraint system shall be supplied for each passenger for vehicles under 

10,000 GVWR.    

 

  

 

Layout 1154/A:   Option shall include all required equipment and specified body layout as indicated 

below. 

 

Three (3) double forward facing fixed seats. 

One (1) single forward facing fixed seat. 

One (1) double forward facing fold down seat. 

One (1) single forward facing fold down seat. 

One (1) wheelchair securement and occupant restraint system (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   
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Layout 1154/B:   Option shall include all required equipment and specified body layout as indicated 

below. 

 

One (1) double forward facing fixed seat. 

One (1) single forward facing fixed seat. 

Two (2) double forward facing fold down seats. 

One (1) single forward facing fold down seat. 

Two (2) wheelchair securement and occupant restraint systems (Sure-Lok or Q-Straint as specified in purchase 

order).   

One (1) ADA Compliant wheelchair lift package (Braun or Ricon as specified in purchase order).   

  

  

Optional Equipment: 

 

1.  Two (2) Camera, Windshield Mounted Recording System  

A two (2) camera windshield mounted, video system shall be a continuous loop recording system with 8 hours 

of continuous recording with data stored on a removable solid state drive.  Video and audio shall have the 

capability to replay on any computer without the need of special software. The camera shall be provided with a 

tamper resistant lockable security enclosure with an upgraded night vision LED Module. No subscription of 

annual fee required. Rosco Dual-Vision DV101E, Zen-Tinel CFR-WM or approved equal. 

 

2. 3.2L Power Stroke I-5 diesel engine with block heater.  To also include Manual Regenerative Initiation 

with Active Regenerative Inhibitor. 

3. Reverse Sensing System. 

4. Rear window defroster. 

5. Driver & Passenger running boards. 

6. Recover Driver & right front seats to match passenger seats. 

7. Stacking Lift – Braun Vista or Ricon KlearVue – to offer better visibility out the rear door. 

8. Floor Tracking System –Floor Plan A - covering entire cargo passenger area with an adjustable tracking 

system to enable relocation of seating and adjustment of floor plan.  Option to include seat bases for 

selected seat plan.  Example – AbiliTrax or prior approved equal. 

9. Floor Tracking System - Floor Plan B- covering entire cargo passenger area with an adjustable tracking 

system to enable relocation of seating and adjustment of floor plan.  Option to include seat bases for 

selected seat plan.  Example – AbiliTrax or prior approved equal. 

 

  

 

 

Material Master – No Material Master established for this commodity. 

 

Quality Assurance Specialist: Gerald Grecek  

 

Quality Assurance Supervisor: Brian Vulgaris   Division Chief: Janice Pistor     
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PART I - GENERAL INFORMATION
PART I - GENERAL INFORMATION
I.1 IFB-001.1 Purpose (Oct 2006)

The Commonwealth of Pennsylvania (Commonwealth) is issuing this Invitation for Bids (IFB) to meet the needs of
DEPARTMENT OF GENERAL SERVICES to satisfy a need for DGS, Paratransit Vehicles Contract.

I.2 IFB-005.1 Type of Contract (Oct. 2006)

If the Issuing Office enters into a contract as a result of this IFB, it will be a contract containing the Contract Terms
and Conditions as shown in Part V of this IFB.

I.3 IFB-008.1C No Pre-bid Conference (Oct. 2006)

There will be no pre-bid conference for this IFB. If there are any questions, please forward them to the Issuing
Office prior to the bid opening date and time.

I.4 IFB-009.1 Questions (February 2012)

All questions regarding the IFB must be submitted in writing to the email address of the Issuing Officer provided in
the solicitation. While there is no set timeline for the submittal of questions, questions received within 48 hours
prior to the bid due date and time will be answered at the discretion of the Commonwealth. All questions received
will be answered, in writing, and such responses shall be posted to eMarketplace as an addendum to the IFB. The
Issuing Officer shall not be bound by any verbal information nor shall it be bound by any written information that is
not either contained within the IFB or formally issued as an addendum by the Issuing Office. The Issuing Office
does not consider questions to be a protest of the specifications or of the solicitation.

I.5 IFB-010.1 Addenda to the IFB (Oct. 2006)

If the Issuing Office deems it necessary to revise any part of this IFB before the bid response date, the Issuing Office
will post an addendum to its website at WWW.DGS.STATE.PA.US it is the Bidder's responsibility to periodically
check the website for any new information or addenda to the IFB.

I.6 IFB-011.1B Submission of Bids – Electronic Submittal (May 2011)

a. Bids are requested for the item(s) described in the Invitation For Bids and all the documents referenced in the
form (collectively called the IFB). Bidders must submit their bids through the Commonwealth's electronic
system (SRM).

b. It is the responsibility of each bidder to ensure that its Bid is received through the electronic system prior to
the date and time set for the opening of bids ("Bid Opening Time"). No Bid shall be considered if it arrives after
the Bid Opening Time, regardless of reason for the late arrival.

Bids that are timely received prior to the Bid Opening Time shall be opened publicly in the presence of one or
more witnesses at the time and place designated in this IFB for the Bid opening.

c. Bids must be firm. If a Bid is submitted with conditions or exceptions or not in conformance with the terms
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and conditions referenced in the IFB Form, it shall be rejected. The Bid shall also be rejected if the items offered
by the Bidder are not in conformance with the specifications as determined by the Commonwealth.

d. The Bidder, intending to be legally bound hereby, offers and agrees, if this Bid is accepted, to provide the
awarded items at the price(s) set forth in this Bid at the time(s) and place(s) specified.

I.7 IFB-024.1 Bid Protest Procedure (April 2016)

The Bid Protest Procedure is on the DGS website at
http://www.dgs.pa.gov/Documents/Procurement%20Forms/Handbook/Pt1/Pt%20I%20Ch%2058%20Bid%20Protests.pdf

I.8 IFB-025.1 Electronic Version of this IFB (Oct 2006)

This IFB is being made available by electronic means. If a Bidder electronically accepts the IFB, the Bidder
acknowledges and accepts full responsibility to insure that no changes are made to the IFB. In the event of a
conflict between a version of the IFB in the Bidder's possession and the Issuing Office's version of the IFB, the
Issuing Office's version shall govern.

I.9 IFB-027.1 COSTARS Program (July 2016)

COSTARS Purchasers. Section 1902 of the Commonwealth Procurement Code, 62 Pa.C.S. § 1902 (“Section
1902”), authorizes local public procurement units and state-affiliated entities (together, “COSTARS Members”) to
participate in Commonwealth procurement contracts that the Department of General Services (“DGS”) may choose
to make available to COSTARS Members. DGS has identified this Contract as one which will be made available
for COSTARS Members’ participation.

A. Only those entities registered with DGS are authorized to participate as COSTARS Members in this Contract. A
COSTARS Member may be either a local public procurement unit or a state-affiliated entity.

1. A “local public procurement unit” is:
• Any political subdivision (local government unit), such as a municipality, school district, or

commission;
• Any public authority (including authorities formed under the Municipality Authorities Act of 1955 or

other authorizing legislation, such as the Public Transportation Law or the Aviation Code);
• Any tax-exempt, nonprofit educational institution or organization;
• Any tax-exempt, nonprofit public health institution or organization;
• Any nonprofit fire, rescue, or ambulance company; and
• Any other entity that spends public funds for the procurement of supplies, services, and construction

(such as a council of governments, an area government, or an organization that receives public grant
funds).

The Department reserves the right to review and determine eligible applicants as Local Public Procurement Units on
a case-by-case basis.

2. A state-affiliated entity is a Commonwealth authority or other Commonwealth entity that is not a Commonwealth
agency. The term includes:

• The Pennsylvania Turnpike Commission;
• The Pennsylvania Housing Finance Agency;
• The Pennsylvania Municipal Retirement System;
• The Pennsylvania Infrastructure Investment Authority;
• The State Public School Building Authority;
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• The Pennsylvania Higher Education Facilities Authority, and
• The State System of Higher Education.

The COSTARS Program is not available for use by Executive Agencies and Independent Agencies as defined by the
Commonwealth Procurement Code, or any agency or entity using funds appropriated to the Department of General
Services through Capital Budget Project Itemization legislation for the procurement of furniture, fixtures, and
equipment.

3. A complete list of local public procurement units and state-affiliated entities that have registered with DGS and
that are authorized to procure items from the Contract can be found at
http://www.costars.state.pa.us/SearchCOMember.aspx

B. COSTARS Members have the option to purchase from this Contract, from any DGS contract established
exclusively for COSTARS Members in accordance with the requirements of Section 1902 , from any other
cooperative procurement contracts, or from their own procurement contracts established in accordance with the
applicable laws governing such procurements. The Contractor understands and acknowledges that there is no
guarantee that a COSTARS Member will place an order under this Contract, and that the decision to procure from
this Contract is within the sole discretion of each COSTARS Member.

C. DGS is acting as a facilitator for COSTARS Members who may wish to purchase under this Contract.
COSTARS Members that participate in this Contract and issue purchase orders (“POs”) to Contractors are third
party beneficiaries who have the right to sue and be sued for breach of this Contract without joining the
Commonwealth or DGS as a party. The Commonwealth will not intervene in any action between a Contractor and a
COSTARS Member unless substantial interests of the Commonwealth are involved.

D. COSTARS Members electing to participate in this Contract will order items directly from the Contractor and be
responsible for payment directly to the Contractor.

E. Those Contractors electing to permit COSTARS Members to procure from this Contract shall pay the Required
Administrative Fee applicable to the Contractor’s classification:

Contractor Classification Required Administrative Fee

Department of General Services
Self-Certified Small Business Bidder $500

All Other Bidders
$1,500

1. Each bidder electing to permit COSTARS Members to participate in the Contract must submit the COSTARS
Program Election to Participate form with its bid submittal and pay the applicable Administrative Fee upon Contract
award in order to sell the awarded items/services to COSTARS Members. If the bidder is a Department of General
Services Self-Certified Small Business, a copy of its active Small Business Contracting Program certificate must be
included with the bid submittal.

2. At the beginning of each Contract year and upon any Contract renewal, the Contractor shall submit a check for
the required amount, payable to “Commonwealth of PA”. The Contractor must pay the Administrative Fee at each
contract renewal date to continue to sell the awarded items/services to COSTARS Members. If the bidder is a
Department of General Services Self-Certified Small Business, a copy of its active Small Business Contracting
Program certificate must be included with the Administrative Fee for each contract year and upon each renewal.

F. DGS has registered the COSTARS name and logo (together, the “COSTARS Brand”) as a trademark with the
Pennsylvania Department of State. Therefore, the Contractor may use the COSTARS Brand only as permitted under
in this Subsection.

1. The Contractor shall pay the Administrative Fee covering its participation in the program, including without
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limitation any use of the COSTARS Brand, for each year of the Contract period. The fee is payable upon Contract
award and prior to the renewal date for each succeeding Contract period.

2. DGS grants the Contractor a nonexclusive license to use the COSTARS Brand, subject to the following
conditions:

a. The Contractor agrees not to transfer to any third party, including without limitation any of its subcontractors or
suppliers, any privileges it may have to use the COSTARS Brand under this Contract.

b. The Contractor agrees not to use the COSTARS Brand to represent or imply any Commonwealth endorsement or
approval of its products or services.

c. The Contractor is permitted to use the COSTARS Brand in broadcast, or Internet media solely in connection with
this Contract and any other Contract with the Commonwealth under which it has agreed to make sales to COSTARS
Purchasers. The Contractor may use the COSTARS Brand on business cards, brochures, and other print publications
so long as the purpose is to identify the Contractor as a COSTARS vendor, and only so long as the required Contract
fee is kept current.

d. Should this Contract terminate for any reason, the Contractor agrees promptly to remove the COSTARS Brand
from any and all print and electronic media and to refrain from using the COSTARS Brand for any purpose
whatsoever from the date of Contract termination forward.

e. The Contractor agrees to defend, indemnify, and hold harmless the Commonwealth of Pennsylvania and DGS
from and against all claims, demands, liabilities, obligations, costs, and expenses of any nature whatsoever arising
out of or based upon the Contractor’s use of the COSTARS Brand.

f. The Contractor agrees it has no property rights in the use of the COSTARS Brand by virtue of this nonexclusive
license. The Contractor expressly waives any claims, including without limitation due process claims that may
otherwise be available under the law in the event of any dispute involving these terms of use.

G. The Contractor shall furnish to the DGS COSTARS Program Office a quarterly electronic Contract sales report
detailing the previous quarter’s Contract purchasing activity, using the form and in the format prescribed by DGS.
The Contractor shall submit its completed quarterly report no later than the fifteenth calendar day of the succeeding
Contract quarter.

1. The Contractor shall submit the reports via the web-based COSTARS Suppliers’ Gateway at
www.costars.state.pa.us . If a Contractor does not have access to the Internet, the Contractor shall send the reports,
using the form and in the format prescribed by DGS, on compact disc via US Postal Service to the DGS COSTARS
Program Office, Bureau of Procurement, 6th Floor Forum Place, 555 Walnut Street, Harrisburg, PA 17101-1914.

2. For each PO received, the Contractor shall include on the report the name and address of each
COSTARS-Registered Purchaser that has used the Contract along with the sales date, and dollar volume of sales to
the specific Purchaser for the reporting period.

3. DGS may suspend the Contractor’s participation in the COSTARS Program for failure to provide the Quarterly
Sales Report within the specified time.

H. Additional information regarding the COSTARS Program is available on the DGS COSTARS Website at
www.costars.state.pa.us .

1. If the Contractor is aware of any qualified entity not currently registered and wishing to participate in the
COSTARS Program, please refer the potential purchaser to the DGS COSTARS Website at www.costars.state.pa.us
, where it may register by completing the online registration form and receiving DGS confirmation of its
registration. To view a list of currently-registered COSTARS member entities, please visit the COSTARS website.

2. Direct all questions concerning the COSTARS Program to:

Department of General Services
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COSTARS Program
555 Walnut Street, 6th Floor
Harrisburg, PA 17101
Telephone: 1-866-768-7827
E-mail GS-PACostars@pa.gov

I.10 IFB-028.1 Participating Addendum with an External Procurement Activity (Dec 6 2006)

Section 1902 of the Commonwealth Procurement Code, 62 Pa.C.S. Section 1902, permits external procurement
activities to participate in cooperative purchasing agreements for the procurement of services, supplies or
construction.

a. Definitions. The following words and phrases have the meanings set forth in this provision:

1) External procurement activity: The term, as defined in 62 Pa. C. S. Section 1901, means a 'buying
organization not located in the Commonwealth [of Pennsylvania] which if located in this Commonwealth
would qualify as a public procurement unit [under 62 Pa. C.S. Section 1901]. An agency of the United
States is an external procurement activity.'

2) Participating addendum: A bilateral agreement executed by the Contractor and an external procurement
activity that clarifies the operation of the Contract for the external procurement activity concerned. The
terms and conditions in any participating addendum shall affect only the procurements of the purchasing
entities under the jurisdiction of the external procurement activity signing the participating addendum.

3) Public procurement unit: The term, as defined in 62 Pa. C. S. Section 1901, means a 'local public
procurement unit or purchasing agency.'

4) Purchasing agency: The term, as defined in 62 Pa. C. S. Section 103, means a 'Commonwealth agency
authorized by this part or any other law to enter into contracts for itself or as the agent of another
Commonwealth agency.'

b. General. A participating addendum shall incorporate the terms and conditions of the Contract resulting from
this IFB. The Contractor shall not be required to enter into any participating addendum.

c. Additional Terms.

1) A participating addendum may include additional terms that are required by the law governing the external
procurement activity.

2) A participating addendum may include new, mutually agreed upon terms that clarify ordering procedures
specific to a participating external procurement activity.

3) The construction and effect of any participating addendum shall be governed by and construed in accordance
with the laws governing the external procurement activity.

4) If an additional term requested by the external procurement activity will result in an increased cost to the
Contractor, the Contractor shall adjust its pricing up or down accordingly.

d. Prices.

1) Price adjustment For any costs affecting the percent markup that the Contractor will or will not incur or
that differ from costs incurred or not incurred in the fulfillment of this Contract, the Contractor shall adjust its
pricing up or down accordingly. These costs may include, but not be limited to:

a) State and local taxes;

b) Unemployment and workers compensation fees;
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c) E-commerce transaction fees; and

d) Costs associated with additional terms, established pursuant to the Contract.

2) The Contractor's pricing for an external procurement activity shall be firm and fixed for the duration of the
initial term of the Contract. After the initial term of the Contract, if the Contract is renewed, the Contractor's
pricing may be adjusted up or down based on market conditions only with the mutual agreement of both the
Contractor and any external procurement activity.

e. Usage Reports on External Procurement Activities.

The Contractor shall furnish to the Contracting Officer an electronic quarterly usage report, preferably in
spreadsheet format no later than the fifteenth calendar day of the succeeding calendar quarter. Reports shall be
e-mailed to the Contracting Officer for the Contract. Each report shall indicate the name and address of the
Contractor, contract number, period covered by the report, the name of the external procurement activity that has
used the Contract and the total volume of sales to the external procurement activity for the reporting period.

f. Electronic Copy of Participating Addendum. The Contractor, upon request of the Contracting Officer, shall
submit one electronic copy of the participating addendum to the Contracting Officer within ten days after
request.

I.11 IFB-029.1 Prices (Dec 6 2006)

The bid submitted by the successful Bidder will be incorporated into any resulting Contract and the Bidder will be
required to provide the awarded item(s) at the prices quoted in its Bid.

I.12 IFB-030.1 Approved Equal (Nov 2006)

Whenever an item is defined in this IFB by trade name and catalogue number of a manufacturer or vendor, the term
'or approved equal,' if not inserted therewith shall be implied. Any reference to a particular manufacturer's product
either by trade name or by limited description is solely for the purpose of more clearly indicating the minimum
standard of quality desired, except where a 'no substitute' is requested. When a 'no substitute' is requested, the
Issuing Office will consider Bids for the referenced product only. The term 'or approved equal' is defined as
meaning any other make which, in the sole opinion of the Issuing Office, is of such character, quality, and
performance equivalence as to meet the standard of quality of products specified for which it is to be used equally as
well as that specified. A Bidder quoting on a product other than the referenced product shall: a) furnish complete
identification in its Bid of the product it is offering by trade name, brand and/or model number; b) furnish
descriptive literature and data with respect to the substitute product it proposes to furnish; and c) indicate any known
specification deviations from the referenced product.

I.13 IFB-031.1 Alternates (Oct 2013)

A Bidder who wants to offer an alternate must notify the Issuing Office in writing, at least five (5) days prior to the
scheduled Bid opening, that the Bidder intends to offer an alternate in its Bid. An "alternate" is a product that
deviates from the requirements of the specifications in its composition, qualities, performance, size dimension, etc.
The written notification from the Bidder must include a complete description of the alternate and must identify the
product's deviations from the specifications. Upon receipt of the notification, the Issuing Office will determine
whether the alternate is acceptable. If the Issuing Office, in its discretion, determines that the alternate is
acceptable, the Issuing Office will issue a change notice to the invitation for bids that revises the specifications. If
no change notice is issued revising the specification, a Bid offering the alternate will not be considered for award.
If an item or items in the IFB are designated “no substitute,” this provision does not apply and no alternate may be
proposed by a bidder nor will any alternate be considered by the Issuing Office.
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I.14 IFB-032.1 New Equipment (Nov 2006)

Unless otherwise specified in this invitation for bids, all products offered by Bidders must be new or
remanufactured. A 'new' product is one that will be used first by the Commonwealth after it is manufactured or
produced. A 'remanufactured' product is one which: 1) has been rebuilt, using new or used parts, to a condition
which meets the original manufacturer's most recent specifications for the item; 2) does not, in the opinion of the
Issuing Office, differ in appearance from a new item; and 3) has the same warranty as a new item. Unless
otherwise specified in this invitation for bids, used or reconditioned products are not acceptable. This clause shall
not be construed to prohibit Bidders from offering products with recycled content, provided the product is new or
remanufactured.

I.15 I-IFB-033.1 Modification or Withdrawal of Bid (Nov 2006)

a. Bid Modification Prior to Bid Opening. Bids may be modified only by written notice or in person prior to the
exact hour and date specified for Bid opening.

1) If a Bidder intends to modify its Bid by written notice, the notice must specifically identify the Bid to be
modified and must be signed by the Bidder. The Bidder must include evidence of authorization for the
individual who signed the modification to modify the Bid on behalf of the Bidder. The Bid modification must
be received in a sealed envelope. The sealed envelope must identify the assigned Collective Number and the
Bid Opening Time, and should state that enclosed in the envelope is a Bid modification

2) If a Bidder intends to modify its Bid in person, the individual who will modify the Bid must arrive in the Bid
Opening Room prior to the Bid Opening Time, show a picture identification and provide evidence of his/her
authorization to modify the Bid on behalf of the Bidder. If a Bidder intends to modify its Bid in person, the
Bidder may do so only in the presence of an agency employee. (The agency employee will observe the
actions taken by the individual to modify the Bid, but will not read the Bid or the modification).

b. Bid Withdrawal Prior to Bid Opening. Bids may be withdrawn only by written notice or in person prior to the
exact hour and date specified for Bid opening.

1) If a Bidder intends to withdraw its Bid by written notice, the notice shall specifically identify the Bid to be
withdrawn and shall be signed by the Bidder. The Bidder must include evidence of authorization for the
individual who signed the bid withdrawal to withdraw the bid on behalf of the Bidder. Except as provided in
Subparagraph c, below, bid withdrawals received after the exact hour and date specified for the receipt of
Bids shall not be accepted.

2) If a Bidder intends to withdraw its Bid in person, the individual who will withdraw the Bid must arrive in the
Bid Opening Room prior to the Bid Opening Time, show a picture identification and provide evidence of
his/her authorization to withdraw the Bid on behalf of the Bidder.

c. Bid Withdrawal After Bid Opening. Bidders are permitted to withdraw erroneous Bids after Bid opening only if
the following conditions are met:

1) The Bidder submits a written request for withdrawal.

2) The Bidder presents credible evidence with the request that the reason for the lower Bid price was a clerical
mistake as opposed to a judgment mistake and was actually due to an unintentional arithmetical error or an
unintentional omission of a substantial quantity of work, labor, material, or services made directly in the
compilation of the Bid.

3) The request for relief and supporting evidence must be received by the Issuing Office within three (3)
business days after Bid opening, but before award of the contract.

4) The Issuing Office shall not permit a Bid withdrawal if the Bid withdrawal would result in the award of the
contract on another Bid of the same Bidder, its partner, or a corporation or business venture owned by or in
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which the bidder has a substantial interest.

5) If a Bidder is permitted to withdraw its Bid, the Bidder cannot supply any material or labor or perform any
subcontract or other work agreement for the awarded contractor, without the written approval of the Issuing
Office.

d. Firm Bid. Except as provided above, a Bid may not be modified, withdrawn, or cancelled by any Bidder for a
period of sixty (60) days following the time and date designated for Bid opening, unless otherwise specified by
the Bidder in its Bid. If the lowest responsible Bidder, as determined by the Issuing Office, withdraws its Bid
prior to the expiration of the award period or fails to comply with the requirements set forth in the IFB including
but not limited to any requirement to submit performance or payment bonds or insurance certificates within the
required time period, the Bidder shall be liable to the Commonwealth for all costs and damages associated with
the re-award or re-bid including the difference between the Bidder's price and the actual cost that the
Commonwealth pays for the awarded items.

e. Clarification and Additional Information. After the receipt of Bids, the Issuing Office shall have the right to
contact Bidders for the purpose of seeking:

1) Clarification of the Bid which confirms the Issuing Office's understanding of statements or information in the
Bid or;

2) Additional information on the items offered; provided the IFB does not require the rejection of the Bid for
failure to include such information.

I.16 I-IFB-034.1 Rejection of Bids (Nov 2006)

The Issuing Office reserves the right to reject any and all Bids, to waive technical defects or any informality in Bids,
and to accept or reject any part of any Bid if the best interests of the Commonwealth are thereby served.

I.17 Submission-001.1 Representations and Authorizations (Oct 2013)

By submitting its proposal, each Offeror understands, represents, and acknowledges that:

A. All of the Offeror’s information and representations in the proposal are material and important, and the
Issuing Office may rely upon the contents of the proposal in awarding the contract(s). The Commonwealth
shall treat any misstatement, omission or misrepresentation as fraudulent concealment of the true facts
relating to the Proposal submission, punishable pursuant to 18 Pa. C.S. § 4904.

B. The Offeror has arrived at the price(s) and amounts in its proposal independently and without
consultation, communication, or agreement with any other Offeror or potential offeror.

C. The Offeror has not disclosed the price(s), the amount of the proposal, nor the approximate price(s)
or amount(s) of its proposal to any other firm or person who is an Offeror or potential offeror for this RFP,
and the Offeror shall not disclose any of these items on or before the proposal submission deadline
specified in the Calendar of Events of this RFP.

D. The Offeror has not attempted, nor will it attempt, to induce any firm or person to refrain from
submitting a proposal on this contract, or to submit a proposal higher than this proposal, or to submit any
intentionally high or noncompetitive proposal or other form of complementary proposal.

E. The Offeror makes its proposal in good faith and not pursuant to any agreement or discussion with, or
inducement from, any firm or person to submit a complementary or other noncompetitive proposal.

F. To the best knowledge of the person signing the proposal for the Offeror, the Offeror, its affiliates,
subsidiaries, officers, directors, and employees are not currently under investigation by any governmental
agency and have not in the last four years been convicted or found liable for any act prohibited by State or
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Federal law in any jurisdiction, involving conspiracy or collusion with respect to bidding or proposing on
any public contract, except as the Offeror has disclosed in its proposal.

G. To the best of the knowledge of the person signing the proposal for the Offeror and except as the
Offeror has otherwise disclosed in its proposal, the Offeror has no outstanding, delinquent obligations to
the Commonwealth including, but not limited to, any state tax liability not being contested on appeal or
other obligation of the Offeror that is owed to the Commonwealth.

H. The Offeror is not currently under suspension or debarment by the Commonwealth, any other state or
the federal government, and if the Offeror cannot so certify, then it shall submit along with its proposal a
written explanation of why it cannot make such certification.

I. The Offeror has not made, under separate contract with the Issuing Office, any recommendations to
the Issuing Office concerning the need for the services described in its proposal or the specifications for the
services described in the proposal.

J. Each Offeror, by submitting its proposal, authorizes Commonwealth agencies to release to the
Commonwealth information concerning the Offeror's Pennsylvania taxes, unemployment compensation
and workers’ compensation liabilities.

K. Until the selected Offeror receives a fully executed and approved written contract from the Issuing
Office, there is no legal and valid contract, in law or in equity, and the Offeror shall not begin to perform.
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PART II - REQUIREMENTS
PART II - REQUIREMENTS
II.1 IFB-006.1b COSTARS Program Election to Participate (July 2012)

If the bidder is willing to sell the awarded items/services at the same prices and/or discounts, and in accordance with
the contractual terms and conditions, to COSTARS members, the bidder should complete and return the COSTARS
Program Election to Participate form which is an attachment to this IFB. If the bidder is asserting that it is a
Department of General Services Certified Small Business, the bidder must submit its active certification with the bid
response.

II.2 II-IFB-008.1b Lobbying Certification and Disclosure – Electronic Submission. (Oct 2006).

With respect to an award of a federal contract, grant, or cooperative agreement exceeding $100,000 or an award of a
federal loan or a commitment providing for the United States to insure or guarantee a loan exceeding $150,000 all
recipients must certify that they will not use federal funds for lobbying and must disclose the use of non-federal
funds for lobbying by filing required documentation. Offerors must complete and return the Lobbying Certification
Form and the Disclosure of Lobbying Activities Form, which are attached to and made a part of this IFB. The
completed and signed Lobbying Certification Form and the Disclosure of Lobbying Activities Form should be
submitted with the Bid Response. Commonwealth agencies will not contract with outside firms or individuals to
perform lobbying services, regardless of the source of funds.

II.3 IFB-010.1 License Required (Oct 2013)

It is unlawful for any individual, corporation, partnership, association or other entity foreign or domestic to engage
in the business of salesperson, broker, dealer, manufacturer, factory branch, distributor, distributor branch, factory or
distributor representative or wholesaler within COMMONWEALTH unless he has secured a license as required by
Act No. 84 of 1983, known as the Board of Vehicles Act. Before a Contract is awarded to any bidder and before a
bidder sells COMMONWEALTH any vehicle covered by this requisition, he must hold or secure an appropriate
license issued by the State Board of Vehicle Manufacturers, Dealers and Salespersons. Information and/or an
application in regard to the license requirement can be obtained from:

Department of State
Bureau of Professional and Occupational Affairs
State Board of Motor Vehicle Manufacturers, Dealers and Salesmen
P.O. Box 2649
Harrisburg, PA 17105-2649

Please submit a copy of your Pennsylvania Dealer's License or provide your Pennsylvania Dealer's License number with your bid.

II.4 IFB-011.1 Authorized Dealer/Franchiser (Oct 2006)

In order to be eligible for award, an offeror must be an Authorized/Franchised dealer representing the manufacturer
of Vehicles offered to the Commonwealth.

II.5 II-IFB-016.1 Post-Submission Descriptive Literature (Dec 2006)

T he Commonwealth may, during its evaluation of the bids, require any bidder to submit cuts, illustrations,
drawings, prints, test data sheets, specification sheets and brochures which detail construction features, design,
components, materials used, applicable dimensions and any other pertinent information which the Issuing Office
may require in order to evaluate the product(s) offered. The required information must be submitted within two (2)
business days after notification from the Issuing Office. Failure to submit the required information prior to the
expiration of the second business day after notification shall result in the rejection of the bid as non-responsive.
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II.6 II-IFB-017.1b Reciprocal Limitations Act – Electronic Submittal (February 2007)
This procurement is subject to the Reciprocal Limitations Act. Bidders must complete and submit with the Bid
Response the State of Manufacture Chart , which is contained in GSPUR-89 ("Reciprocal Limitations Act
Requirements") which is attached to and made part of this IFB. The completed State of Manufacture Chart should
be submitted as part of the Bid Reponse
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PART III - SELECTION CRITERIA
PART III - SELECTION CRITERIA
III.1 III-IFB-001.1a Mandatory Responsiveness Requirements (Oct 2006)

To be eligible for selection, a bid must be:

a. Timely received from a Bidder;

b. Properly signed by the Bidder.

III.2 III-IFB-006.1b Method of Award - By Lot (February 2012)

It is the intent of the Commonwealth to award by lots established in the IFB or in the pricing spreadsheets to the
lowest responsive and responsible bidder per lot. The Commonwealth reserves the right to award by line item or to
award all lots to a single vendor if it determines that it is in the best interest of the Commonwealth to do so.

III.3 III-IFB-007.1 Awards (May 2011)

Unless all Bids are rejected, and except as otherwise provided by law, award will be made through the issuance of a
contract/purchase order in accordance with the method of award. Unless otherwise specified by the Issuing Office
in the IFB form the Commonwealth reserves the right to award by item or on a total Bid basis, whichever is deemed
more advantageous to the Commonwealth. In cases of discrepancies in prices, the unit price will be binding unless
the unit price is obviously in error and the extended price is obviously correct, in which case the erroneous unit price
will be corrected. As a condition for receipt of award of a contract/purchase order, the Bidder must be registered in
the Commonwealth of Pennsylvania's Vendor Master file. In order to register, bidders must visit the Pa Supplier
Portal at https://www.pasupplierportal.state.pa.us/ or call the Customer Support Center at 877-435-7363 or
717-346-2676.

III.4 III-IFB-008.1 Tie Bids (Nov 2006)

All tie bids will be broken by the Issuing Office.

III.5 III-IFB-009.1 Prompt Payment Discounts (Nov 2006)

Prompt payment discounts will not be considered in making an award. If prompt payment discounts are offered by
any Bidder, however, the Issuing Office will take advantage of such offer.

III.6 III-IFB-010.1 Option for Separate Competitive Bidding Procedure (Nov 2006)

The Commonwealth reserves the right to purchase products or services covered under this Contract through a
separate competitive bidding procedure, whenever Commonwealth deems it in the best interest of the
Commonwealth. The right will generally be exercised only when a specific need for a large quantity of the product
or service exists or when the price offered is significantly lower than the Contract price.

III.7 III-IFB-014.1 Rebates (Nov 2006)

Any rebate applicable at the time of bid should be taken into consideration by the bidder in calculating its bid price.
Bidders must specifically state in their bid proposal, when applicable, that rebates have been considered in arriving
at the bid price. Following award, the Commonwealth will assign to the awarded bidder, any rebates which the
bidder stated that he took into consideration. If the bidder fails to include such a statement, the Commonwealth will
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receive the full benefit of the manufacturer's rebate.
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PART IV - WORK STATEMENT
PART IV - WORK STATEMENT
IV.1 IFB-001.1a Specifications (Nov 2006)

The Commonwealth is seeking bids to procure the item(s) set forth in the attached document entitled
"Specifications."
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PART V - CONTRACT TERMS and CONDITIONS
PART V - CONTRACT TERMS and CONDITIONS
V.1 CONTRACT-001.1b Contract Terms and Conditions (Nov 30, 2006)

The Contract with the awarded bidder (who shall become the "Contractor") shall include the following terms and
conditions:

V.2 CONTRACT-002.1a Term of Contract – Contract (May 2012)

The initial term of the Contract shall be 02 year(s) and 00 month(s).

The term of the Contract shall commence on the Effective Date (as defined below) and shall end on the Expiration
Date identified in the Contract, subject to the other provisions of the Contract.

The Effective Date shall be: a) the Effective Date printed on the Contract after the Contract has been fully executed
by the Commonwealth (signed and approved as required by the Commonwealth contracting procedures) or b) the
"Valid from" date printed on the Contract, whichever is later.

V.3 CONTRACT-002.2e Renewal of Contract Term; Adjusted Prices in Accordance with Manufacturer
Price Increases (Oct 2013)

The Contract may be mutually renewed for a maximum of 3 additional 1 year term(s), so long as the
Commonwealth provides a written notice to Contractor of its interest in extending the contract by letter dated not
less than 030 days prior to the expiration of the term of the agreement, or any extension thereof. The Contractor
shall provide to the Commonwealth any manufacturer's price changes that would be applicable under the renewal
period not less than 030 days prior to the expiration of the term of the agreement or any extension thereof. If the
Commonwealth determines, after receiving the manufacturer's price changes, that it is not in its best interest to
renew the contract the Commonwealth shall provide written notice to the Contractor not less than 30 days prior to
the expiration of the term of the agreement or any extension thereof stating that the contract will not be renewed. If
the Commonwealth determines, after receiving the manufacturer's price changes, that it is in the best interest of the
Commonwealth to renew the contract, the Commonwealth shall provide written notice of the renewal to the
Contractor. The renewal may be exercised as individual or multiple year term(s). Any renewal will be under same
terms, covenants and conditions, provided, however, that the rates under the contract will be adjusted to reflect
manufacturer price changes to the extent agreed upon by the parties. If the Contractor agrees to no price changes or
the Contractor does not provide the manufacturer's price changes within the time frame above, the Commonwealth
will renew the contract with no price changes. No further document is required to be executed to renew the term of
the contract.

V.4 CONTRACT-002.3 Extension of Contract Term (Nov 30 2006)

The Commonwealth reserves the right, upon notice to the Contractor, to extend any single term of the Contract for
up to three (3) months upon the same terms and conditions.

V.5 CONTRACT-003.1a Signatures – Contract (July 2015)

The Contract shall not be a legally binding contract until the fully-executed Contract has been sent to the
Contractor. No Commonwealth employee has the authority to verbally direct the commencement of any work or
delivery of any supply under this Contract prior to the Effective Date. The Contractor hereby waives any claim or
cause of action for any service or work performed prior to the Effective Date.

The Contract may be electronically signed by the Commonwealth. The electronically-printed name of the
Purchasing Agent represents the signature of that individual who has the authority, on behalf of the Commonwealth,
to bind the Commonwealth to the terms of the Contract. If the Contract output form does not have "Fully Executed"
at the top of the first page and does not have the name of the Purchasing Agent printed in the appropriate box, the
Contract has not been fully executed.
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The fully-executed Contract may be sent to the Contractor electronically or through facsimile equipment. The
electronic transmission of the Contract shall require acknowledgement of receipt of the transmission by the
Contractor. Receipt of the electronic or facsimile transmission of the Contract shall constitute receipt of the
fully-executed Contract.

The Commonwealth and the Contractor specifically agree as follows:

a. No handwritten signature shall be required in order for the Contract to be legally enforceable.

b. The parties agree that no writing shall be required in order to make the Contract legally binding, notwithstanding
contrary requirements in any law. The parties hereby agree not to contest the validity or enforceability of a genuine
Contract or acknowledgement issued electronically under the provisions of a statute of frauds or any other
applicable law relating to whether certain agreements be in writing and signed by the party bound thereby. Any
genuine Contract or acknowledgement issued electronically, if introduced as evidence on paper in any judicial,
arbitration, mediation, or administrative proceedings, will be admissible as between the parties to the same extent
and under the same conditions as other business records originated and maintained in documentary form. Neither
party shall contest the admissibility of copies of a genuine Contract or acknowledgements under either the business
records exception to the hearsay rule or the best evidence rule on the basis that the Contract or acknowledgement
were not in writing or signed by the parties. A Contract or acknowledgment shall be deemed to be genuine for all
purposes if it is transmitted to the location designated for such documents.

c. Each party will immediately take steps to verify any document that appears to be obviously garbled in
transmission or improperly formatted to include re-transmission of any such document if necessary.

V.6 CONTRACT-004.1a Definitions (Oct 2013)
As used in this Contract, these words shall have the following meanings:

a. Agency: The department, board, commission or other agency of the Commonwealth of Pennsylvania listed as
the Purchasing Agency. If a COSTARS entity or external procurement activity has issued an order against this
contract, that entity shall also be identified as "Agency".

b. Contracting Officer: The person authorized to administer this Contract for the Commonwealth and to make
written determinations with respect to the Contract.

c. Days: Unless specifically indicated otherwise, days mean calendar days.

d. Developed Works or Developed Materials: All documents, sketches, drawings, designs, works, papers, files,
reports, computer programs, computer documentation, data, records, software, samples or any other tangible
material without limitation authored or prepared by Contractor as the work product covered in the scope of work for
the Project.

e. Documentation: All materials required to support and convey information about the services required by this
Contract. It includes, but is not necessarily restricted to, written reports and analyses, diagrams, maps, logical and
physical designs, system designs, computer programs, flow charts, disks, and/or other machine-readable storage
media.

f. Services: All Contractor activity necessary to satisfy the Contract.
V.7 CONTRACT-005.1c Purchase Orders - Vehicles (July 2015)

Commonwealth agencies may issue Purchase Orders against the Contract. These orders constitute the Contractor's
authority to make delivery. All Purchase Orders received by the Contractor up to and including the expiration date
of the Contract are acceptable and must be performed in accordance with the Contract. Each Purchase Order will be
deemed to incorporate the terms and conditions set forth in the Contract.

Purchase Orders may be electronically signed by the Agency. The electronically-printed name of the purchaser
represents the signature of that individual who has the authority, on behalf of the Commonwealth, to authorize the
Contractor to proceed.
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Purchase Orders may be issued electronically or through facsimile equipment. Receipt of the electronic or facsimile
transmission of the Purchase Order shall constitute receipt of an order. Orders received by the Contractor after 4:00
p.m. will be considered received the following business day. The Contractor must acknowledge receipt of an order
within ten (10) days from the day the purchase order is issued to the Contractor. In order to insure timely delivery,
the Commonwealth should follow up on orders if written acknowledgement is not received within ten (10) days.

The Commonwealth and the Contractor specifically agree as follows:

a. No handwritten signature shall be required in order for the Contract or Purchase Order to be legally enforceable.

b. Any order which is issued electronically shall not give rise to any obligation to deliver on the part of the
Contractor, or any obligation to receive and pay for delivered products on the part of the Commonwealth, unless and
until the Commonwealth Agency transmitting the order has properly received an acknowledgement.

c. The parties agree that no writing shall be required in order to make the Purchase Order legally binding. The
parties hereby agree not to contest the validity or enforceability of a Purchase Order or acknowledgement issued
electronically under the provisions of a statute of frauds or any other applicable law relating to whether certain
agreements be in writing and signed by the party bound thereby. Any Purchase Order or acknowledgement issued
electronically, if introduced as evidence on paper in any judicial, arbitration, mediation, or administrative
proceedings, will be admissible as between the parties to the same extent and under the same conditions as other
business records originated and maintained in documentary form. Neither party shall contest the admissibility of
copies of Purchase Orders or acknowledgements under either the business records exception to the hearsay rule or
the best evidence rule on the basis that the Purchase Order or acknowledgement were not in writing or signed by the
parties. A Purchase Order or acknowledgment shall be deemed to be genuine for all purposes if it is transmitted to
the location designated for such documents.

d. Each party will immediately take steps to verify any document that appears to be obviously garbled in
transmission or improperly formatted to include re-transmission of any such document if necessary.
V.8 CONTRACT-006.1 Independent Prime Contractor (Oct 2006)

In performing its obligations under the Contract, the Contractor will act as an independent contractor and not as an
employee or agent of the Commonwealth. The Contractor will be responsible for all services in this Contract
whether or not Contractor provides them directly. Further, the Contractor is the sole point of contact with regard to
all contractual matters, including payment of any and all charges resulting from the Contract.

V.9 CONTRACT-007.01c Delivery – Vehicles (Oct 2013)

All vehicle(s) shall be delivered F.O.B. Destination. The Contractor agrees to bear the risk of loss, injury, or
destruction of the vehicle(s) ordered prior to the receipt of the vehicle(s) by the Commonwealth. Such loss, injury,
or destruction shall not release the Contractor from any contractual obligations. Except as otherwise provided in this
contract, all vehicle(s) must be delivered within the time period specified in the Contract. Time is of the essence
and, in addition to any other remedies, the Contract is subject to termination for failure to deliver as specified.

V.10 CONTRACT-007.02 Estimated Quantities (Nov 30 2006)

It shall be understood and agreed that any quantities listed in the Contract are estimated only and may be increased
or decreased in accordance with the actual requirements of the Commonwealth and that the Commonwealth in
accepting any bid or portion thereof, contracts only and agrees to purchase only the materials and services in such
quantities as represent the actual requirements of the Commonwealth. The Commonwealth reserves the right to
purchase materials and services covered under the Contract through a separate competitive procurement procedure,
whenever Commonwealth deems it to be in its best interest.

V.11 CONTRACT-008.1a Warranty. (Oct 2006)
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The Contractor warrants that all items furnished and all services performed by the Contractor, its agents and
subcontractors shall be free and clear of any defects in workmanship or materials. Unless otherwise stated in the
Contract, all items are warranted for a period of one year following delivery by the Contractor and acceptance by the
Commonwealth. The Contractor shall repair, replace or otherwise correct any problem with the delivered item.
When an item is replaced, it shall be replaced with an item of equivalent or superior quality without any additional
cost to the Commonwealth.

V.12 CONTRACT-009.1c Patent, Copyright, and Trademark Indemnity (Oct 2013)

The Contractor warrants that it is the sole owner or author of, or has entered into a suitable legal agreement
concerning either: a) the design of any product or process provided or used in the performance of the Contract which
is covered by a patent, copyright, or trademark registration or other right duly authorized by state or federal law or
b) any copyrighted matter in any report, document or other material provided to the Commonwealth under the
contract.

The Contractor shall defend any suit or proceeding brought against the Commonwealth on account of any alleged
patent, copyright or trademark infringement in the United States of any of the products provided or used in the
performance of the Contract.

This is upon condition that the Commonwealth shall provide prompt notification in writing of such suit or
proceeding; full right, authorization and opportunity to conduct the defense thereof; and full information and all
reasonable cooperation for the defense of same.

As principles of governmental or public law are involved, the Commonwealth may participate in or choose to
conduct, in its sole discretion, the defense of any such action.

If information and assistance are furnished by the Commonwealth at the Contractor's written request, it shall be at
the Contractor's expense, but the responsibility for such expense shall be only that within the Contractor's written
authorization.

The Contractor shall indemnify and hold the Commonwealth harmless from all damages, costs, and expenses,
including attorney's fees that the Contractor or the Commonwealth may pay or incur by reason of any infringement
or violation of the rights occurring to any holder of copyright, trademark, or patent interests and rights in any
products provided or used in the performance of the Contract.

If any of the products provided by the Contractor in such suit or proceeding are held to constitute infringement and
the use is enjoined, the Contractor shall, at its own expense and at its option, either procure the right to continue use
of such infringement products, replace them with non-infringement equal performance products or modify them so
that they are no longer infringing.

If the Contractor is unable to do any of the preceding, the Contractor agrees to remove all the equipment or software
which are obtained contemporaneously with the infringing product, or, at the option of the Commonwealth, only
those items of equipment or software which are held to be infringing, and to pay the Commonwealth: 1) any
amounts paid by the Commonwealth towards the purchase of the product, less straight line depreciation; 2) any
license fee paid by the Commonwealth for the use of any software, less an amount for the period of usage; and 3) the
pro rata portion of any maintenance fee representing the time remaining in any period of maintenance paid for. The
obligations of the Contractor under this paragraph continue without time limit. No costs or expenses shall be
incurred for the account of the Contractor without its written consent.

V.13 CONTRACT-009.1d Ownership Rights (Oct 2006)

The Commonwealth shall have unrestricted authority to reproduce, distribute, and use any submitted report, data, or
material, and any software or modifications and any associated documentation that is designed or developed and
delivered to the Commonwealth as part of the performance of the Contract.
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V.14 CONTRACT-010.1a Acceptance (Oct 2006)

No item(s) received by the Commonwealth shall be deemed accepted until the Commonwealth has had a reasonable
opportunity to inspect the item(s). Any item(s) which is discovered to be defective or fails to conform to the
specifications may be rejected upon initial inspection or at any later time if the defects contained in the item(s) or the
noncompliance with the specifications were not reasonably ascertainable upon the initial inspection. It shall
thereupon become the duty of the Contractor to remove rejected item(s) from the premises without expense to the
Commonwealth within fifteen (15) days after notification. Rejected item(s) left longer than fifteen (15) days will be
regarded as abandoned, and the Commonwealth shall have the right to dispose of them as its own property and shall
retain that portion of the proceeds of any sale which represents the Commonwealth's costs and expenses in regard to
the storage and sale of the item(s). Upon notice of rejection, the Contractor shall immediately replace all such
rejected item(s) with others conforming to the specifications and which are not defective. If the Contractor fails,
neglects or refuses to do so, the Commonwealth shall then have the right to procure a corresponding quantity of such
item(s), and deduct from any monies due or that may thereafter become due to the Contractor, the difference
between the price stated in the Contract and the cost thereof to the Commonwealth.

V.15 CONTRACT-010.2 Product Conformance (March 2012)

The Commonwealth reserves the right to require any and all Contractors to:

1. Provide certified data from laboratory testing performed by the Contractor, or performed by an independent
laboratory, as specified by the Commonwealth.

2. Supply published manufacturer product documentation.

3. Permit a Commonwealth representative to witness testing at the Contractor's location or at an independent
laboratory.

4. Complete a survey/questionnaire relating to the bid requirements and specifications.

5. Provide customer references.

6. Provide a product demonstration at a location near Harrisburg or the using agency location.

V.16 CONTRACT-010.3 Rejected Material Not Considered Abandoned (March 2012)

The Commonwealth shall have the right to not regard any rejected material as abandoned and to demand that the
Contractor remove the rejected material from the premises within thirty (30) days of notification. The Contractor
shall be responsible for removal of the rejected material as well as proper clean-up. If the Contractor fails or
refuses to remove the rejected material as demanded by the Commonwealth, the Commonwealth may seek payment
from, or set-off from any payments due to the Contractor under this or any other Contract with the Commonwealth,
the costs of removal and clean-up. This is in addition to all other rights to recover costs incurred by the
Commonwealth.

V.17 CONTRACT-011.1a Compliance With Law (Oct 2006)

The Contractor shall comply with all applicable federal and state laws and regulations and local ordinances in the
performance of the Contract.

V.18 CONTRACT-013.1 Environmental Provisions (Oct 2006)

In the performance of the Contract, the Contractor shall minimize pollution and shall strictly comply with all
applicable environmental laws and regulations, including, but not limited to: the Clean Streams Law Act of June
22, 1937 (P.L. 1987, No. 394), as amended 35 P.S. Section 691.601 et seq.; the Pennsylvania Solid Waste
Management Act, Act of July 7, 1980 (P.L. 380, No. 97), as amended, 35 P.S. Section 6018.101 et seq. ; and the
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Dam Safety and Encroachment Act, Act of November 26, 1978 (P.L. 1375, No. 325), as amended , 32 P.S. Section
693.1.

V.19 CONTRACT-014.1 Post-Consumer Recycled Content (June 2016)

Except as specifically waived by the Department of General Services in writing, any products which are provided to
the Commonwealth as a part of the performance of the Contract must meet the minimum percentage levels for total
recycled content as specified by the Environmental Protection Agency in its Comprehensive Procurement
Guidelines, which can be found at https://www.epa.gov/smm/comprehensive-procurement-guideline-cpg-program .

V.20 CONTRACT-014.3 Recycled Content Enforcement (February 2012)

The Contractor may be required, after delivery of the Contract item(s), to provide the Commonwealth with
documentary evidence that the item(s) was in fact produced with the required minimum percentage of
post-consumer and recovered material content.

V.21 CONTRACT-015.1 Compensation (Oct 2006)

The Contractor shall be required to furnish the awarded item(s) at the price(s) quoted in the Purchase Order. All
item(s) shall be delivered within the time period(s) specified in the Purchase Order. The Contractor shall be
compensated only for item(s) that are delivered and accepted by the Commonwealth.

V.22 CONTRACT-015.2 Billing Requirements (February 2012)

Unless the Contractor has been authorized by the Commonwealth for Evaluated Receipt Settlement or Vendor
Self-Invoicing , the Contractor shall include in all of its invoices the following minimum information:

- Vendor name and "Remit to" address, including SAP Vendor number;
- Bank routing information, if ACH;
- SAP Purchase Order number;
- Delivery Address, including name of Commonwealth agency;
- Description of the supplies/services delivered in accordance with SAP Purchase Order (include purchase
order line number if possible);
- Quantity provided;
- Unit price;
- Price extension;
- Total price; and
- Delivery date of supplies or services.

If an invoice does not contain the minimum information set forth in this paragraph, the Commonwealth may return
the invoice as improper. If the Commonwealth returns an invoice as improper, the time for processing a payment
will be suspended until the Commonwealth receives a correct invoice. The Contractor may not receive payment
until the Commonwealth has received a correct invoice.

Contractors are required to establish separate billing accounts with each using agency and invoice them directly.
Each invoice shall be itemized with adequate detail and match the line item on the Purchase Order. In no instance
shall any payment be made for services to the Contractor that are not in accordance with the prices on the Purchase
Order, the Contract, updated price lists or any discounts negotiated by the purchasing agency.

V.23 CONTRACT-015.6 Price Adjustment - Manufacturer Price Increases (Oct 2006)

The Contractor may increase the rates to be paid by the Commonwealth in accordance with increases in the
published product manufacture's prices.
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V.24 CONTRACT-016.1 Payment (Oct 2006)

a. The Commonwealth shall put forth reasonable efforts to make payment by the required payment date. The
required payment date is: (a) the date on which payment is due under the terms of the Contract; (b) thirty (30)
days after a proper invoice actually is received at the "Bill To" address if a date on which payment is due is not
specified in the Contract (a "proper" invoice is not received until the Commonwealth accepts the service as
satisfactorily performed); or (c) the payment date specified on the invoice if later than the dates established by
(a) and (b) above. Payment may be delayed if the payment amount on an invoice is not based upon the price(s)
as stated in the Contract. If any payment is not made within fifteen (15) days after the required payment date, the
Commonwealth may pay interest as determined by the Secretary of Budget in accordance with Act No. 266 of
1982 and regulations promulgated pursuant thereto. Payment should not be construed by the Contractor as
acceptance of the service performed by the Contractor. The Commonwealth reserves the right to conduct further
testing and inspection after payment, but within a reasonable time after performance, and to reject the service if
such post payment testing or inspection discloses a defect or a failure to meet specifications. The Contractor
agrees that the Commonwealth may set off the amount of any state tax liability or other obligation of the
Contractor or its subsidiaries to the Commonwealth against any payments due the Contractor under any contract
with the Commonwealth.

b. The Commonwealth shall have the option of using the Commonwealth purchasing card to make purchases under
the Contract or Purchase Order. The Commonwealth's purchasing card is similar to a credit card in that there will
be a small fee which the Contractor will be required to pay and the Contractor will receive payment directly from
the card issuer rather than the Commonwealth. Any and all fees related to this type of payment are the
responsibility of the Contractor. In no case will the Commonwealth allow increases in prices to offset credit card
fees paid by the Contractor or any other charges incurred by the Contractor, unless specifically stated in the
terms of the Contract or Purchase Order.

V.25 CONTRACT-017.1 Taxes (Dec 5 2006)

The Commonwealth is exempt from all excise taxes imposed by the Internal Revenue Service and has accordingly
registered with the Internal Revenue Service to make tax free purchases under Registration No. 23-23740001-K.
With the exception of purchases of the following items, no exemption certificates are required and none will be
issued: undyed diesel fuel, tires, trucks, gas guzzler emergency vehicles, and sports fishing equipment. The
Commonwealth is also exempt from Pennsylvania state sales tax, local sales tax, public transportation assistance
taxes and fees and vehicle rental tax. The Department of Revenue regulations provide that exemption certificates are
not required for sales made to governmental entities and none will be issued. Nothing in this paragraph is meant to
exempt a construction contractor from the payment of any of these taxes or fees which are required to be paid with
respect to the purchase, use, rental, or lease of tangible personal property or taxable services used or transferred in
connection with the performance of a construction contract.

V.26 CONTRACT-018.1 Assignment of Antitrust Claims (Oct 2006)

The Contractor and the Commonwealth recognize that in actual economic practice, overcharges by the Contractor's
suppliers resulting from violations of state or federal antitrust laws are in fact borne by the Commonwealth. As part
of the consideration for the award of the Contract, and intending to be legally bound, the Contractor assigns to the
Commonwealth all right, title and interest in and to any claims the Contractor now has, or may acquire, under state
or federal antitrust laws relating to the products and services which are the subject of this Contract.

V.27 CONTRACT-019.1 Hold Harmless Provision (Nov 30 2006)

a. The Contractor shall hold the Commonwealth harmless from and indemnify the Commonwealth against any and
all third party claims, demands and actions based upon or arising out of any activities performed by the
Contractor and its employees and agents under this Contract, provided the Commonwealth gives Contractor
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prompt notice of any such claim of which it learns. Pursuant to the Commonwealth Attorneys Act (71 P.S.
Section 732-101, et seq.), the Office of Attorney General (OAG) has the sole authority to represent the
Commonwealth in actions brought against the Commonwealth. The OAG may, however, in its sole discretion
and under such terms as it deems appropriate, delegate its right of defense. If OAG delegates the defense to the
Contractor, the Commonwealth will cooperate with all reasonable requests of Contractor made in the defense of
such suits.

b. Notwithstanding the above, neither party shall enter into any settlement without the other party's written consent,
which shall not be unreasonably withheld. The Commonwealth may, in its sole discretion, allow the Contractor
to control the defense and any related settlement negotiations.

V.28 CONTRACT-020.1 Audit Provisions (Oct 2006)

The Commonwealth shall have the right, at reasonable times and at a site designated by the Commonwealth, to audit
the books, documents and records of the Contractor to the extent that the books, documents and records relate to
costs or pricing data for the Contract. The Contractor agrees to maintain records which will support the prices
charged and costs incurred for the Contract. The Contractor shall preserve books, documents, and records that relate
to costs or pricing data for the Contract for a period of three (3) years from date of final payment. The Contractor
shall give full and free access to all records to the Commonwealth and/or their authorized representatives.

V.29 CONTRACT-020.2 Single Audit Act of 1984 (Oct 2013)

In compliance with the Single Audit Act of 1984, the Contractor agrees to the following:

a. This Contract is subject to audit by federal and state agencies or their authorized representative in accordance
with the auditing standards promulgated by the Comptroller General of the United States and specified in
Government Auditing Standards, 1994 Revisions (Yellow Book).

b. The audit requirement of this Contract will be satisfied if a single audit is performed under the provisions of the
Single Audit Act of 1984, 31 U.S.C. Section 7501, et seq, and all rules and regulations promulgated pursuant to the
Act.

c. The Commonwealth reserves the right for federal and state agencies or their authorized representatives to
perform additional audits of a financial/compliance, economy/efficiency, or program results nature, if deemed
necessary.

The Contractor further agrees to comply with requirements that may be issued by the state agency upon receipt of
additional guidance received from the federal government regarding the Single Audit Act of 1984.
V.30 CONTRACT-021.1 Default (Oct 2013)

a. The Commonwealth may, subject to the Force Majeure provisions of this Contract, and in addition to its other
rights under the Contract, declare the Contractor in default by written notice thereof to the Contractor, and terminate
(as provided in the Termination Provisions of this Contract) the whole or any part of this Contract or any Purchase
Order for any of the following reasons:

1) Failure to begin work within the time specified in the Contract or Purchase Order or as otherwise specified;

2) Failure to perform the work with sufficient labor, equipment, or material to ensure the completion of the
specified work in accordance with the Contract or Purchase Order terms;

3) Unsatisfactory performance of the work;

4) Failure to deliver the awarded item(s) within the time specified in the Contract or Purchase Order or as otherwise
specified;
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5) Improper delivery;

6) Failure to provide an item(s) which is in conformance with the specifications referenced in the Contract or
Purchase Order;

7) Delivery of a defective item;

8) Failure or refusal to remove material, or remove and replace any work rejected as defective or unsatisfactory;

9) Discontinuance of work without approval;

10) Failure to resume work, which has been discontinued, within a reasonable time after notice to do so;

11) Insolvency or bankruptcy;

12) Assignment made for the benefit of creditors;

13) Failure or refusal within 10 days after written notice by the Contracting Officer, to make payment or show
cause why payment should not be made, of any amounts due for materials furnished, labor supplied or performed,
for equipment rentals, or for utility services rendered;

14) Failure to protect, to repair, or to make good any damage or injury to property;

15) Breach of any provision of the Contract;

16) Failure to comply with representations made in the Contractor's bid/proposal; or

17) Failure to comply with applicable industry standards, customs, and practice.

b. In the event that the Commonwealth terminates this Contract or any Purchase Order in whole or in part as
provided in Subparagraph a. above, the Commonwealth may procure, upon such terms and in such manner as it
determines, items similar or identical to those so terminated, and the Contractor shall be liable to the
Commonwealth for any reasonable excess costs for such similar or identical items included within the terminated
part of the Contract or Purchase Order.

c. If the Contract or a Purchase Order is terminated as provided in Subparagraph a. above, the Commonwealth, in
addition to any other rights provided in this paragraph, may require the Contractor to transfer title and deliver
immediately to the Commonwealth in the manner and to the extent directed by the Contracting Officer, such
partially completed items, including, where applicable, reports, working papers and other documentation, as the
Contractor has specifically produced or specifically acquired for the performance of such part of the Contract or
Purchase Order as has been terminated. Except as provided below, payment for completed work accepted by the
Commonwealth shall be at the Contract price. Except as provided below, payment for partially completed items
including, where applicable, reports and working papers, delivered to and accepted by the Commonwealth shall be
in an amount agreed upon by the Contractor and Contracting Officer. The Commonwealth may withhold from
amounts otherwise due the Contractor for such completed or partially completed works, such sum as the Contracting
Officer determines to be necessary to protect the Commonwealth against loss.

d. The rights and remedies of the Commonwealth provided in this paragraph shall not be exclusive and are in
addition to any other rights and remedies provided by law or under this Contract.

e. The Commonwealth's failure to exercise any rights or remedies provided in this paragraph shall not be construed
to be a waiver by the Commonwealth of its rights and remedies in regard to the event of default or any succeeding
event of default.

f. Following exhaustion of the Contractor's administrative remedies as set forth in the Contract Controversies
Provision of the Contract, the Contractor's exclusive remedy shall be to seek damages in the Board of Claims.

V.31 CONTRACT-022.1 Force Majeure (Oct 2006)
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Neither party will incur any liability to the other if its performance of any obligation under this Contract is prevented
or delayed by causes beyond its control and without the fault or negligence of either party. Causes beyond a party's
control may include, but aren't limited to, acts of God or war, changes in controlling law, regulations, orders or the
requirements of any governmental entity, severe weather conditions, civil disorders, natural disasters, fire, epidemics
and quarantines, general strikes throughout the trade, and freight embargoes.

The Contractor shall notify the Commonwealth orally within five (5) days and in writing within ten (10) days of the
date on which the Contractor becomes aware, or should have reasonably become aware, that such cause would
prevent or delay its performance. Such notification shall (i) describe fully such cause(s) and its effect on
performance, (ii) state whether performance under the contract is prevented or delayed and (iii) if performance is
delayed, state a reasonable estimate of the duration of the delay. The Contractor shall have the burden of proving
that such cause(s) delayed or prevented its performance despite its diligent efforts to perform and shall produce such
supporting documentation as the Commonwealth may reasonably request. After receipt of such notification, the
Commonwealth may elect to cancel the Contract, cancel the Purchase Order, or to extend the time for performance
as reasonably necessary to compensate for the Contractor's delay.

In the event of a declared emergency by competent governmental authorities, the Commonwealth by notice to the
Contractor, may suspend all or a portion of the Contract or Purchase Order.

V.32 CONTRACT-023.1a Termination Provisions (Oct 2013)

The Commonwealth has the right to terminate this Contract or any Purchase Order for any of the following reasons.
Termination shall be effective upon written notice to the Contractor.

a. TERMINATION FOR CONVENIENCE: The Commonwealth shall have the right to terminate the Contract or
a Purchase Order for its convenience if the Commonwealth determines termination to be in its best interest. The
Contractor shall be paid for work satisfactorily completed prior to the effective date of the termination, but in no
event shall the Contractor be entitled to recover loss of profits.

b. NON-APPROPRIATION: The Commonwealth's obligation to make payments during any Commonwealth
fiscal year succeeding the current fiscal year shall be subject to availability and appropriation of funds. When funds
(state and/or federal) are not appropriated or otherwise made available to support continuation of performance in a
subsequent fiscal year period, the Commonwealth shall have the right to terminate the Contract or a Purchase Order.
The Contractor shall be reimbursed for the reasonable value of any nonrecurring costs incurred but not amortized in
the price of the supplies or services delivered under the Contract. Such reimbursement shall not include loss of
profit, loss of use of money, or administrative or overhead costs. The reimbursement amount may be paid from any
appropriations available for that purpose.

c. TERMINATION FOR CAUSE: The Commonwealth shall have the right to terminate the Contract or a
Purchase Order for Contractor default under the Default Clause upon written notice to the Contractor. The
Commonwealth shall also have the right, upon written notice to the Contractor, to terminate the Contract or a
Purchase Order for other cause as specified in the Contract or by law. If it is later determined that the
Commonwealth erred in terminating the Contract or a Purchase Order for cause, then, at the Commonwealth's
discretion, the Contract or Purchase Order shall be deemed to have been terminated for convenience under the
Subparagraph a.

V.33 CONTRACT-024.1 Contract Controversies (Oct 2011)

a. In the event of a controversy or claim arising from the Contract, the Contractor must, within six months after
the cause of action accrues, file a written claim with the contracting officer for a determination. The claim shall
state all grounds upon which the Contractor asserts a controversy exists. If the Contractor fails to file a claim or
files an untimely claim, the Contractor is deemed to have waived its right to assert a claim in any forum. At the
time the claim is filed, or within sixty (60) days thereafter, either party may request mediation through the
Commonwealth Office of General Counsel Dispute Resolution Program.
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b. If the Contractor or the contracting officer requests mediation and the other party agrees, the contracting
officer shall promptly make arrangements for mediation. Mediation shall be scheduled so as to not delay the
issuance of the final determination beyond the required 120 days after receipt of the claim if mediation is
unsuccessful. If mediation is not agreed to or if resolution is not reached through mediation, the contracting
officer shall review timely-filed claims and issue a final determination, in writing, regarding the claim. The final
determination shall be issued within 120 days of the receipt of the claim, unless extended by consent of the
contracting officer and the Contractor. The contracting officer shall send his/her written determination to the
Contractor. If the contracting officer fails to issue a final determination within the 120 days (unless extended by
consent of the parties), the claim shall be deemed denied. The contracting officer's determination shall be the
final order of the purchasing agency.

c. Within fifteen (15) days of the mailing date of the determination denying a claim or within 135 days of filing
a claim if, no extension is agreed to by the parties, whichever occurs first, the Contractor may file a statement of
claim with the Commonwealth Board of Claims. Pending a final judicial resolution of a controversy or claim,
the Contractor shall proceed diligently with the performance of the Contract in a manner consistent with the
determination of the contracting officer and the Commonwealth shall compensate the Contractor pursuant to the
terms of the Contract.

V.34 CONTRACT-025.1 Assignability and Subcontracting (Oct 2013)

a. Subject to the terms and conditions of this paragraph, this Contract shall be binding upon the parties and
their respective successors and assigns.

b. The Contractor shall not subcontract with any person or entity to perform all or any part of the work to be
performed under this Contract without the prior written consent of the Contracting Officer, which consent may be
withheld at the sole and absolute discretion of the Contracting Officer.

c. The Contractor may not assign, in whole or in part, this Contract or its rights, duties, obligations, or
responsibilities hereunder without the prior written consent of the Contracting Officer, which consent may be
withheld at the sole and absolute discretion of the Contracting Officer.

d. Notwithstanding the foregoing, the Contractor may, without the consent of the Contracting Officer, assign
its rights to payment to be received under the Contract, provided that the Contractor provides written notice of such
assignment to the Contracting Officer together with a written acknowledgement from the assignee that any such
payments are subject to all of the terms and conditions of this Contract.

e. For the purposes of this Contract, the term "assign" shall include, but shall not be limited to, the sale, gift,
assignment, pledge, or other transfer of any ownership interest in the Contractor provided, however, that the term
shall not apply to the sale or other transfer of stock of a publicly traded company.

f . Any assignment consented to by the Contracting Officer shall be evidenced by a written assignment
agreement executed by the Contractor and its assignee in which the assignee agrees to be legally bound by all of the
terms and conditions of the Contract and to assume the duties, obligations, and responsibilities being assigned.

g. A change of name by the Contractor, following which the Contractor's federal identification number
remains unchanged, shall not be considered to be an assignment hereunder. The Contractor shall give the
Contracting Officer written notice of any such change of name.

V.35 CONTRACT-026.1 Other Contractors (Oct 2006)

The Commonwealth may undertake or award other contracts for additional or related work, and the
Contractor shall fully cooperate with other contractors and Commonwealth employees, and coordinate its
work with such additional work as may be required. The Contractor shall not commit or permit any act
that will interfere with the performance of work by any other contractor or by Commonwealth employees.
This paragraph shall be included in the Contracts of all contractors with which this Contractor will be
required to cooperate. The Commonwealth shall equitably enforce this paragraph as to all contractors to
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prevent the imposition of unreasonable burdens on any contractor.

V.36 CONTRACT-027.1 Nondiscrimination/Sexual Harassment Clause (March 2015)

The Contractor agrees:

1. In the hiring of any employee(s) for the manufacture of supplies, performance of work, or any other activity
required under the contract or any subcontract, the Contractor, each subcontractor, or any person acting on behalf of
the Contractor or subcontractor shall not discriminate in violation of the Pennsylvania Human Relations Act
(PHRA) and applicable federal laws against any citizen of this Commonwealth who is qualified and available to
perform the work to which the employment relates.

2. Neither the Contractor nor any subcontractor nor any person on their behalf shall in any manner discriminate in
violation of the PHRA and applicable federal laws against or intimidate any employee involved in the manufacture
of supplies, the performance of work, or any other activity required under the contract.

3. The Contractor and each subcontractor shall establish and maintain a written nondiscrimination and sexual
harassment policy and shall inform their employees of the policy. The policy must contain a provision that sexual
harassment will not be tolerated and employees who practice it will be disciplined. Posting this
Nondiscrimination/Sexual Harassment Clause conspicuously in easily-accessible and well-lighted places
customarily frequented by employees and at or near where the contract services are performed shall satisfy this
requirement.

4. The Contractor and each subcontractor shall not discriminate in violation of PHRA and applicable federal laws
against any subcontractor or supplier who is qualified to perform the work to which the contract relates.

5. The Contractor and each subcontractor represents that it is presently in compliance with and will maintain
compliance with all applicable federal, state, and local laws and regulations relating to nondiscrimination and sexual
harassment. The Contractor and each subcontractor further represents that it has filed a Standard Form 100
Employer Information Report (“EEO-1”) with the U.S. Equal Employment Opportunity Commission (“EEOC”) and
shall file an annual EEO-1 report with the EEOC as required for employers subject to Title VII of the Civil Rights
Act of 1964, as amended, that have 100 or more employees and employers that have federal government contracts or
first-tier subcontracts and have 50 or more employees. The Contractor and each subcontractor shall, upon request
and within the time periods requested by the Commonwealth, furnish all necessary employment documents and
records, including EEO-1 reports, and permit access to their books, records, and accounts by the contracting agency
and the Bureau of Small Business Opportunities (BSBO), for purpose of ascertaining compliance with provisions of
this Nondiscrimination/Sexual Harassment Clause.

6. The Contractor shall include the provisions of this Nondiscrimination/Sexual Harassment Clause in every
subcontract so that those provisions applicable to subcontractors will be binding upon each subcontractor.

7. The Contractor's and e ach subcontractor’s obligations pursuant to these provisions are ongoing from and after the
effective date of the contract through the termination date thereof. Accordingly, the Contractor and each
subcontractor shall have an obligation to inform the Commonwealth if, at any time during the term of the contract, it
becomes aware of any actions or occurrences that would result in violation of these provisions.

8. The Commonwealth may cancel or terminate the contract and all money due or to become due under the contract
may be forfeited for a violation of the terms and conditions of this Nondiscrimination/Sexual Harassment Clause. In
addition, the agency may proceed with debarment or suspension and may place the Contractor in the Contractor
Responsibility File.

V.37 CONTRACT-028.1 Contractor Integrity Provisions (January 2015)

It is essential that those who seek to contract with the Commonwealth of Pennsylvania (“Commonwealth”) observe
high standards of honesty and integrity. They must conduct themselves in a manner that fosters public confidence in
the integrity of the Commonwealth contracting and procurement process.
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1. DEFINITIONS. For purposes of these Contractor Integrity Provisions, the following terms shall have the
meanings found in this Section:

a. "Affiliate" means two or more entities where (a) a parent entity owns more than fifty percent of the voting stock
of each of the entities; or (b) a common shareholder or group of shareholders owns more than fifty percent of the
voting stock of each of the entities; or (c) the entities have a common proprietor or general partner.

b. "Consent" means written permission signed by a duly authorized officer or employee of the Commonwealth,
provided that where the material facts have been disclosed, in writing, by prequalification, bid, proposal, or
contractual terms, the Commonwealth shall be deemed to have consented by virtue of the execution of this contract.

c. "Contractor" means the individual or entity, that has entered into this contract with the Commonwealth.

d. "Contractor Related Parties" means any affliates of the Contractor and the Contractor's executive officers,
Pennsylvania officers and directors, or owners of 5 percent or more interest in the Contractor.

e. "Financial Interest" means either:

(1) Ownership of more than a five percent interest in any business; or

(2) Holding a position as an officer, director, trustee, partner, employee, or holding any position of management.

f. "Gratuity" means tendering, giving, or providing anything of more than nominal monetary value including, but
not limited to, cash, travel, entertainment, gifts, meals, lodging, loans, subscriptions, advances, deposits of money,
services, employment, or contracts of any kind. The exceptions set forth in the Governor’s Code of Conduct,
Executive Order 1980-18, the 4 Pa. Code §7.153(b), shall apply.

g. "Non-bid Basis" means a contract awarded or executed by the Commonwealth with Contractor without seeking
bids or proposals from any other potential bidder or offeror.

2. In furtherance of this policy, Contractor agrees to the following:

a. Contractor shall maintain the highest standards of honesty and integrity during the performance of this contract
and shall take no action in violation of state or federal laws or regulations or any other applicable laws or
regulations, or other requirements applicable to Contractor or that govern contracting or procurement with the
Commonwealth.

b. Contractor shall establish and implement a written business integrity policy, which includes, at a minimum, the
requirements of these provisions as they relate to the Contractor activity with the Commonwealth and
Commonwealth employees and which is made known to all Contractor employees. Posting these Contractor
Integrity Provisions conspicuously in easily-accessible and well-lighted places customarily frequented by employees
and at or near where the contract services are performed shall satisfy this requirement.

c. Contractor, its affiliates, agents, employees and anyone in privity with Contractor shall not accept, agree to give,
offer, confer or agree to confer or promise to confer, directly or indirectly, any gratuity or pecuniary benefit to any
person, or to influence or attempt to influence any person in violation of any federal or state law, regulation,
executive order of the Governor of Pennsylvania, statement of policy, management directive or any other published
standard of the Commonwealth in connection with performance of work under this contract, except as provided in
this contract.

d. Contractor shall not have a financial interest in any other contractor, subcontractor, or supplier providing
services, labor or material under this contract, unless the financial interest is disclosed to the Commonwealth in
writing and the Commonwealth consents to Contractor's financial interest prior to Commonwealth execution of the
contract. Contractor shall disclose the financial interest to the Commonwealth at the time of bid or proposal
submission, or if no bids or proposals are solicited, no later than the Contractor's submission of the contract signed
by Contractor.

e. Contractor certifies to the best of its knowledge and belief that within the last five (5) years Contractor or
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Contractor Related Parties have not:

(1) been indicted or convicted of a crime involving moral turpitude or business honesty or integrity in any
jurisdiction;

(2) been suspended, debarred or otherwise disqualified from entering into any contract with any governmental
agency;

(3) had any business license or professional license suspended or revoked;

(4) had any sanction or finding of fact imposed as a result of a judicial or administrative proceeding related to fraud,
extortion, bribery, bid rigging, embezzlement, misrepresentation or anti-trust; and

(5) been, and is not currently, the subject of a criminal investigation by any federal, state or local prosecuting or
investigative agency and/or civil anti-trust investigation by any federal, state or local prosecuting or investigative
agency.

If Contractor cannot so certify to the above, then it must submit along with its bid, proposal or contract a written
explanation of why such certification cannot be made and the Commonwealth will determine whether a contract
may be entered into with the Contractor. The Contractor's obligation pursuant to this certification is ongoing from
and after the effective date of the contract through the termination date thereof. Accordingly, the Contractor shall
have an obligation to immediately notify the Commonwealth in writing if at any time during the term of the contract
it becomes aware of any event which would cause the Contractor's certification or explanation to change.
Contractor acknowledges that the Commonwealth may, in its sole discretion, terminate the contract for cause if it
learns that any of the certifications made herein are currently false due to intervening factual circumstances or were
false or should have been known to be false when entering into the contract.

f. Contractor shall comply with the requirements of the Lobbying Disclosure Act (65 Pa.C.S. §13A01 et seq.)
regardless of the method of award. If this contract was awarded on a Non-bid Basis, Contractor must also comply
with the requirements of the Section 1641 of the Pennsylvania Election Code (25 P.S. §3260a).

g. When contractor has reason to believe that any breach of ethical standards as set forth in law, the Governor's
Code of Conduct, or these Contractor Integrity Provisions has occurred or may occur, including but not limited to
contact by a Commonwealth officer or employee which, if acted upon, would violate such ethical standards,
Contractor shall immediately notify the Commonwealth contracting officer or the Office of the State Inspector
General in writing.

h. Contractor, by submission of its bid or proposal and/or execution of this contract and by the submission of any
bills, invoices or requests for payment pursuant to the contract, certifies and represents that is has not violated any of
these Contractor Integrity Provisions in connection with the submission of the bid or proposal, during any contract
negotiations or during the term of the contract, to include any extensions thereof. Contractor shall immediately
notify the Commonwealth in writing of any actions for occurrences that would result in a violation of these
Contractor Integrity Provisions. Contractor agrees to reimburse the Commonwealth for the reasonable costs of
investigation incurred by the Office of the State Inspector General for investigations of the Contractor's compliance
with the terms of this or any other agreement between the Contractor and the Commonwealth that results in the
suspension or debarment of the Contractor. Contractor shall not be responsible for investigative costs for
investigations that do not result in the Contractor's suspension or debarment.

i. Contractor shall cooperate with the Office of the State Inspector General in its investigation of any alleged
Commonwealth agency or employee breach of ethical standards and any alleged Contractor non-compliance with
these Contractor Integrity Provisions. Contractor agrees to make identified Contractor employees available for
interviews at reasonable times and places. Contractor, upon the inquiry or request of an Inspector General, shall
provide, or if appropriate, make promptly available for inspection or copying, any information of any type or form
deemed relevant by the Office of the State Inspector General to Contractor's integrity and compliance with these
provisions. Such information may include, but shall not be limited to, Contractor's business or financial records,
documents or files of any type or form that refer to or concern this contract. Contractor shall incorporate this
paragraph in any agreement, contract or subcontract it enters into in the course of the performance of this
contract/agreement solely for the purpose of obtaining subcontractor compliance with this provision. The
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incorporation of this provision in a subcontract shall not create privity of contract between the Commonwealth and
any such subcontractor, and no third party beneficiaries shall be created thereby.

j. For violation of any of these Contractor Integrity Provisions, the Commonwealth may terminate this and any
other contract with Contractor, claim liquidated damages in an amount equal to the value of anything received in
breach of these Provisions, claim damages for all additional costs and expenses incurred in obtaining another
contractor to complete performance under this contract, and debar and suspend Contractor from doing business with
the Commonwealth. These rights and remedies are cumulative, and the use or non-use of any one shall not preclude
the use of all or any other. These rights and remedies are in addition to those the Commonwealth may have under
law, statute, regulation or otherwise.

V.38 CONTRACT-029.1 Contractor Responsibility Provisions (Nov 2010)

For the purpose of these provisions, the term contractor is defined as any person, including, but not limited to, a
bidder, offeror, loan recipient, grantee or lessor, who has furnished or performed or seeks to furnish or perform,
goods, supplies, services, leased space, construction or other activity, under a contract, grant, lease, purchase order
or reimbursement agreement with the Commonwealth of Pennsylvania (Commonwealth). The term contractor
includes a permittee, licensee, or any agency, political subdivision, instrumentality, public authority, or other public
entity in the Commonwealth.

1. The Contractor certifies, in writing, for itself and its subcontractors required to be disclosed or approved by
the Commonwealth, that as of the date of its execution of this Bid/Contract, that neither the Contractor, nor any such
subcontractors, are under suspension or debarment by the Commonwealth or any governmental entity,
instrumentality, or authority and, if the Contractor cannot so certify, then it agrees to submit, along with its
Bid/Contract, a written explanation of why such certification cannot be made.

2. The Contractor also certifies, in writing, that as of the date of its execution of this Bid/Contract it has no tax
liabilities or other Commonwealth obligations, or has filed a timely administrative or judicial appeal if such
liabilities or obligations exist, or is subject to a duly approved deferred payment plan if such liabilities exist.

3. The Contractor's obligations pursuant to these provisions are ongoing from and after the effective date of the
Contract through the termination date thereof. Accordingly, the Contractor shall have an obligation to inform the
Commonwealth if, at any time during the term of the Contract, it becomes delinquent in the payment of taxes, or
other Commonwealth obligations, or if it or, to the best knowledge of the Contractor, any of its subcontractors are
suspended or debarred by the Commonwealth, the federal government, or any other state or governmental entity.
Such notification shall be made within 15 days of the date of suspension or debarment.

4. The failure of the Contractor to notify the Commonwealth of its suspension or debarment by the
Commonwealth, any other state, or the federal government shall constitute an event of default of the Contract with
the Commonwealth.

5. The Contractor agrees to reimburse the Commonwealth for the reasonable costs of investigation incurred by
the Office of State Inspector General for investigations of the Contractor's compliance with the terms of this or any
other agreement between the Contractor and the Commonwealth that results in the suspension or debarment of the
contractor. Such costs shall include, but shall not be limited to, salaries of investigators, including overtime; travel
and lodging expenses; and expert witness and documentary fees. The Contractor shall not be responsible for
investigative costs for investigations that do not result in the Contractor's suspension or debarment.

6. The Contractor may obtain a current list of suspended and debarred Commonwealth contractors by either
searching the Internet at http://www.dgs.state.pa.us/ or contacting the:

Department of General Services
Office of Chief Counsel
603 North Office Building
Harrisburg, PA 17125
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Telephone No: (717) 783-6472
FAX No: (717) 787-9138

V.39 CONTRACT-030.1 Americans with Disabilities Act (Oct 2006)

a. Pursuant to federal regulations promulgated under the authority of The Americans With Disabilities Act, 28
C.F.R. Section 35.101 et seq., the Contractor understands and agrees that it shall not cause any individual with a
disability to be excluded from participation in this Contract or from activities provided for under this Contract on
the basis of the disability. As a condition of accepting this contract, the Contractor agrees to comply with the
"General Prohibitions Against Discrimination," 28 C.F.R. Section 35.130, and all other regulations promulgated
under Title II of The Americans With Disabilities Act which are applicable to all benefits, services, programs,
and activities provided by the Commonwealth of Pennsylvania through contracts with outside contractors.

b. The Contractor shall be responsible for and agrees to indemnify and hold harmless the Commonwealth of
Pennsylvania from all losses, damages, expenses, claims, demands, suits, and actions brought by any party
against the Commonwealth of Pennsylvania as a result of the Contractor's failure to comply with the provisions
of Subparagraph a. above.

V.40 CONTRACT-031.1 Hazardous Substances (Oct 2013)

The Contractor shall provide information to the Commonwealth about the identity and hazards of hazardous
substances supplied or used by the Contractor in the performance of the Contract. The Contractor must comply with
Act 159 of October 5, 1984, known as the "Worker and Community Right to Know Act" (the "Act") and the
regulations promulgated pursuant thereto at 4 Pa. Code Section 301.1 et seq.
a. Labeling. The Contractor shall ensure that each individual product (as well as the carton, container or package
in which the product is shipped) of any of the following substances (as defined by the Act and the regulations)
supplied by the Contractor is clearly labeled, tagged or marked with the information listed in Subparagraphs (1)
through (4):

1) Hazardous substances:

a) The chemical name or common name,

b) A hazard warning, and

c) The name, address, and telephone number of the manufacturer.

2) Hazardous mixtures:

a) The common name, but if none exists, then the trade name,

b) The chemical or common name of special hazardous substances comprising .01% or more of the mixture,

c) The chemical or common name of hazardous substances consisting 1.0% or more of the mixture,

d) A hazard warning, and

e) The name, address, and telephone number of the manufacturer.

3) Single chemicals:

a) The chemical name or the common name,

b) A hazard warning, if appropriate, and

c) The name, address, and telephone number of the manufacturer.
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4) Chemical Mixtures:

a) The common name, but if none exists, then the trade name,

b) A hazard warning, if appropriate,

c) The name, address, and telephone number of the manufacturer, and

d) The chemical name or common name of either the top five substances by volume or those substances
consisting of 5.0% or more of the mixture.
A common name or trade name may be used only if the use of the name more easily or readily identifies the true
nature of the hazardous substance, hazardous mixture, single chemical, or mixture involved.

Container labels shall provide a warning as to the specific nature of the hazard arising from the substance in the
container.

The hazard warning shall be given in conformity with one of the nationally recognized and accepted systems of
providing warnings, and hazard warnings shall be consistent with one or more of the recognized systems throughout
the workplace. Examples are:

· NFPA 704, Identification of the Fire Hazards of Materials.
· National Paint and Coatings Association: Hazardous Materials Identification System.
· American Society for Testing and Materials, Safety Alert Pictorial Chart.
· American National Standard Institute, Inc., for the Precautionary Labeling of Hazardous Industrial Chemicals.

Labels must be legible and prominently affixed to and displayed on the product and the carton, container, or package
so that employees can easily identify the substance or mixture present therein.

b. Material Safety Data Sheet. The contractor shall provide Material Safety Data Sheets (MSDS) with the
information required by the Act and the regulations for each hazardous substance or hazardous mixture. The
Commonwealth must be provided an appropriate MSDS with the initial shipment and with the first shipment after
an MSDS is updated or product changed. For any other chemical, the contractor shall provide an appropriate MSDS,
if the manufacturer, importer, or supplier produces or possesses the MSDS. The contractor shall also notify the
Commonwealth when a substance or mixture is subject to the provisions of the Act. Material Safety Data Sheets
may be attached to the carton, container, or package mailed to the Commonwealth at the time of shipment.
V.41 CONTRACT-032.1 Covenant Against Contingent Fees (Oct 2006)

The Contractor warrants that no person or selling agency has been employed or retained to solicit or secure the
Contract upon an agreement or understanding for a commission, percentage, brokerage, or contingent fee, except
bona fide employees or bona fide established commercial or selling agencies maintained by the Contractor for the
purpose of securing business. For breach or violation of this warranty, the Commonwealth shall have the right to
terminate the Contract without liability or in its discretion to deduct from the Contract price or consideration, or
otherwise recover the full amount of such commission, percentage, brokerage, or contingent fee.

V.42 CONTRACT-033.1 Applicable Law (Oct 2006)

This Contract shall be governed by and interpreted and enforced in accordance with the laws of the Commonwealth
of Pennsylvania (without regard to any conflict of laws provisions) and the decisions of the Pennsylvania courts.
The Contractor consents to the jurisdiction of any court of the Commonwealth of Pennsylvania and any federal
courts in Pennsylvania, waiving any claim or defense that such forum is not convenient or proper. The Contractor
agrees that any such court shall have in personam jurisdiction over it, and consents to service of process in any
manner authorized by Pennsylvania law.

V.43 CONTRACT- 034.1b Integration (Nov 30 2006)

This Contract, including the Invitation for Bids, the Contractor's bid, all referenced documents, and any Purchase
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Order constitutes the entire agreement between the parties. No agent, representative, employee or officer of either
the Commonwealth or the Contractor has authority to make, or has made, any statement, agreement or
representation, oral or written, in connection with the Contract, which in any way can be deemed to modify, add to
or detract from, or otherwise change or alter its terms and conditions. No negotiations between the parties, nor any
custom or usage, shall be permitted to modify or contradict any of the terms and conditions of the Contract. No
modifications, alterations, changes, or waiver to the Contract or any of its terms shall be valid or binding unless
accomplished by a written amendment signed by both parties.

V.44 CONTRACT-034.2b Order of Precedence - IFB (Dec 6 2006)

In the event there is a conflict among the documents comprising this Contract, the Commonwealth and the
Contractor agree on the following order of precedence: the Contract; the IFB; and the Contractor's Bid in Response
to the IFB.

V.45 CONTRACT-034.3 Controlling Terms and Conditions (Aug 2011)

The terms and conditions of this Contract shall be the exclusive terms of agreement between the Contractor and the
Commonwealth. All quotations requested and received from the Contractor are for obtaining firm pricing only.
Other terms and conditions or additional terms and conditions included or referenced in the Contractor's quotations,
invoices, business forms, or other documentation shall not become part of the parties' agreement and shall be
disregarded by the parties, unenforceable by the Contractor and not binding on the Commonwealth.

V.46 CONTRACT-035.1a Changes (Oct 2006)

The Commonwealth reserves the right to make changes at any time during the term of the Contract or any renewals
or extensions thereof: 1) to increase or decrease the quantities resulting from variations between any estimated
quantities in the Contract and actual quantities; 2) to make changes to the services within the scope of the Contract;
3) to notify the Contractor that the Commonwealth is exercising any Contract renewal or extension option; or 4) to
modify the time of performance that does not alter the scope of the Contract to extend the completion date beyond
the Expiration Date of the Contract or any renewals or extensions thereof. Any such change shall be made by the
Contracting Officer by notifying the Contractor in writing. The change shall be effective as of the date of the
change, unless the notification of change specifies a later effective date. Such increases, decreases, changes, or
modifications will not invalidate the Contract, nor, if performance security is being furnished in conjunction with the
Contract, release the security obligation. The Contractor agrees to provide the service in accordance with the
change order. Any dispute by the Contractor in regard to the performance required by any notification of change
shall be handled through Contract Controversies Provision.

V.47 CONTRACT-037.1a Confidentiality (Oct 2013)

(a) The Contractor agrees to protect the confidentiality of the Commonwealth’s confidential information. The
Commonwealth agrees to protect the confidentiality of Contractor’s confidential information. In order for
information to be deemed confidential, the party claiming confidentiality must designate the information as
“confidential” in such a way as to give notice to the other party (notice may be communicated by describing the
information, and the specifications around its use or disclosure, in the SOW). Neither party may assert that
information owned by the other party is such party’s confidential information. The parties agree that such
confidential information shall not be copied, in whole or in part, or used or disclosed except when essential for
authorized activities under this Contract and, in the case of disclosure, where the recipient of the confidential
information has agreed to be bound by confidentiality requirements no less restrictive than those set forth herein.
Each copy of such confidential information shall be marked by the party making the copy with any notices
appearing in the original. Upon termination or cancellation of this Contract or any license granted hereunder, the
receiving party will return to the disclosing party all copies of the confidential information in the receiving party’s
possession, other than one copy, which may be maintained for archival purposes only, and which will remain subject
to this Contract’s security, privacy, data retention/destruction and confidentiality provisions (all of which shall
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survive the expiration of this Contract). Both parties agree that a material breach of these requirements may, after
failure to cure within the time frame specified in this Contract, and at the discretion of the non-breaching party,
result in termination for default pursuant to the DEFAULT provision of this Contract, in addition to other remedies
available to the non-breaching party.

(b) Insofar as information is not otherwise protected by law or regulation, the obligations stated in this Section do
not apply to information:

(1) already known to the recipient at the time of disclosure other than through the contractual relationship;

(2) independently generated by the recipient and not derived by the information supplied by the disclosing party.

(3) known or available to the public , except where such knowledge or availability is the result of unauthorized
disclosure by the recipient of the proprietary information;

(4) disclosed to the recipient without a similar restriction by a third party who has the right to make such
disclosure; or

(5) required to be disclosed by law , regulation, court order, or other legal process.

There shall be no restriction with respect to the use or disclosure of any ideas, concepts, know-how, or data
processing techniques developed alone or jointly with the Commonwealth in connection with services provided to
the Commonwealth under this Contract.

(c) The Contractor shall use the following process when submitting information to the Commonwealth it believes to
be confidential and/or proprietary information or trade secrets:

(1) Prepare an un-redacted version of the appropriate document, and

(2) Prepare a redacted version of the document that redacts the information that is asserted to be confidential or
proprietary information or a trade secret, and

(3) Prepare a signed written statement that states:

(i) the attached document contains confidential or proprietary information or trade secrets;

(ii) the Contractor is submitting the document in both redacted and un-redacted format in accordance with 65 P.S.
§ 67.707(b); and

(iii) the Contractor is requesting that the document be considered exempt under 65 P.S. § 67.708(b)(11) from
public records requests.

(4) Submit the two documents along with the signed written statement to the Commonwealth.

V.48 CONTRACT-046.1 Manufacturer’s Price Reduction (Oct 2006)

If, prior to the delivery of the awarded item(s) by the Contractor, a price reduction is announced by the original
equipment manufacturer, a comparative price reduction will be given to the Commonwealth by the Contractor.

V.49 CONTRACT-047.1 Motor Vehicles to be manufactured in North America (Oct 2006)

All motor vehicles furnished by the Contractor pursuant to the Contract must be manufactured in North America. North
America is defined as the United States, Canada, and Mexico. A motor vehicle is manufactured in North America if a
substantial majority of the principal components are assembled into the final products in an assembly plant in North
America. The Contractor shall be prepared to prove that the motor vehicles that will be, or have been, furnished to the
Commonwealth will be or are, in fact, manufactured in North America in accordance with Sections 3731-3736 of the
Commonwealth Procurement Code (62 Pa. C.S. Sections 3731-3736), known as the Motor Vehicle Procurement Act. No
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payment shall be made to the Contractor unless the Commonwealth is satisfied that the Contractor has complied with these
provisions and the Motor Vehicle Procurement Act. Any payments made to the Contractor, which should not have been
made, shall be recoverable directly from the Contractor. In addition to the withholding of payments, any person who
willfully violates any of the provisions of the Motor Vehicle Procurement Act may be prohibited by any public agency
from participation in Contracts awarded by the public agency for a period of five years from the date of determination that
a violation has occurred.

V.50 CONTRACT-047.2b General Delivery Requirements for Vehicles (Oct 2012)

The Contractor must supply the contracted vehicles that are to be delivered to the Commonwealth of Pennsylvania
in accordance with the specifications attached to this IFB and any Pennsylvania Commercial Item Descriptions
referenced in the specifications and attached to this IFB.

V.51 CONTRACT-047.5 Local Public Procurement Unit Participation (March 5, 2007)
Any questions or problems pertaining to acquisition of vehicles by participating Local Public Procurement Units and
their use of the Contract should be accomplished in a timely manner and all contact pertaining to these questions or
problems should be directed to the Bureau of Procurement, Department of General Services to the attention of the
commodity specialist assigned to this contract.
V.52 CONTRACT-047.6 Additional Delivery Charges (Participating Local Public Procurement Units ONLY)
(Oct 2006)
Participating Local Public Procurement Units will pick up ordered equipment at the Contractor(s)'s place of business
or have the equipment delivered by the Contractor for an additional CHARGE PER VEHICLE of $0.00 .
V.53 CONTRACT-047.7 Taxes (Oct 2006)
All participating Local Public Procurement Units will be required to indicate on their purchase orders the Internal
Revenue Service Registration Number for exemption from Federal Excise Tax, if applicable.
V.54 CONTRACT-051.1 Notice (Dec 2006)

Any written notice to any party under this Contract shall be deemed sufficient if delivered personally, or by
facsimile, telecopy, electronic or digital transmission (provided such delivery is confirmed), or by a recognized
overnight courier service (e.g., DHL, Federal Express, etc.) with confirmed receipt, or by certified or registered
United States mail, postage prepaid, return receipt requested, and sent to following:

a. If to the Contractor: the Contractor's address as recorded in the Commonwealth's Supplier Registration
system.

b. If to the Commonwealth: the address of the Issuing Office as set forth on the Contract.

V.55 CONTRACT-052.1 Right to Know Law (Feb 2010)
a. The Pennsylvania Right-to-Know Law, 65 P.S. §§ 67.101-3104, (“RTKL”) applies to this Contract. For the

purpose of these provisions, the term “the Commonwealth” shall refer to the contracting Commonwealth agency.

b. If the Commonwealth needs the Contractor’s assistance in any matter arising out of the RTKL related to this
Contract, it shall notify the Contractor using the legal contact information provided in this Contract. The Contractor,
at any time, may designate a different contact for such purpose upon reasonable prior written notice to the
Commonwealth.

c. Upon written notification from the Commonwealth that it requires the Contractor’s assistance in responding to a
request under the RTKL for information related to this Contract that may be in the Contractor’s possession,
constituting, or alleged to constitute, a public record in accordance with the RTKL (“Requested Information”), the
Contractor shall:

1. Provide the Commonwealth, within ten (10) calendar days after receipt of written notification, access to,
and copies of, any document or information in the Contractor’s possession arising out of this Contract that the
Commonwealth reasonably believes is Requested Information and may be a public record under the RTKL; and
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2. Provide such other assistance as the Commonwealth may reasonably request, in order to comply with the
RTKL with respect to this Contract.

d. If the Contractor considers the Requested Information to include a request for a Trade Secret or Confidential
Proprietary Information, as those terms are defined by the RTKL, or other information that the Contractor considers
exempt from production under the RTKL, the Contractor must notify the Commonwealth and provide, within seven
(7) calendar days of receiving the written notification, a written statement signed by a representative of the
Contractor explaining why the requested material is exempt from public disclosure under the RTKL.

e. The Commonwealth will rely upon the written statement from the Contractor in denying a RTKL request for the
Requested Information unless the Commonwealth determines that the Requested Information is clearly not protected
from disclosure under the RTKL. Should the Commonwealth determine that the Requested Information is clearly
not exempt from disclosure, the Contractor shall provide the Requested Information within five (5) business days of
receipt of written notification of the Commonwealth’s determination.

f. If the Contractor fails to provide the Requested Information within the time period required by these provisions,
the Contractor shall indemnify and hold the Commonwealth harmless for any damages, penalties, costs, detriment or
harm that the Commonwealth may incur as a result of the Contractor’s failure, including any statutory damages
assessed against the Commonwealth.

g. The Commonwealth will reimburse the Contractor for any costs associated with complying with these provisions
only to the extent allowed under the fee schedule established by the Office of Open Records or as otherwise
provided by the RTKL if the fee schedule is inapplicable.

h. The Contractor may file a legal challenge to any Commonwealth decision to release a record to the public with
the Office of Open Records, or in the Pennsylvania Courts, however, the Contractor shall indemnify the
Commonwealth for any legal expenses incurred by the Commonwealth as a result of such a challenge and shall hold
the Commonwealth harmless for any damages, penalties, costs, detriment or harm that the Commonwealth may
incur as a result of the Contractor’s failure, including any statutory damages assessed against the Commonwealth,
regardless of the outcome of such legal challenge. As between the parties, the Contractor agrees to waive all rights
or remedies that may be available to it as a result of the Commonwealth’s disclosure of Requested Information
pursuant to the RTKL.

i. The Contractor’s duties relating to the RTKL are continuing duties that survive the expiration of this Contract and
shall continue as long as the Contractor has Requested Information in its possession.
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