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DATE: May 25, 2007 

SUBJECT: Publication 111M Traffic Control – Pavement Markings and 
Signing Standards TC-8600 and TC-8700 Series

INFORMATION AND SPECIAL INSTRUCTIONS:

     The attached Standard Drawings shall be used by Department personnel and 
consultants whenever applicable for the design, details, and installation of traffic 
control Pavement Markings and Signs.  The previous Publication 111M, issued 
August 1997, and any changes thereto shall be replaced by this new edition. 

The following is a summary of the major changes that have been incorporated into 
this edition.  

General:
 Added following standards as part of this publication: 
TC-8600 - Pavement Markings 

               TC-8602 - Snowplowable Raised Pavement Markings 
               TC-8604 - Delineation 

 Standards shown in dual units, metric and English  

 Standards developed in conformance with 2001 AASHTO Standard Specifications for 
Structural Supports for Highway Signs, Luminaries, and Traffic Signals and the 2002 
Interim revisions. 

TC-8700:
 8 thru 11 – Added English unit spacing charts for clearview highway fonts 5W & 5WR 
 12 thru 17 – Added English unit spacing charts 

TC-8701A:
 1 of 7 – Note 3 under signing plans revised to indicate if 800’ min. clear tangent sight 

distance is not available, sign lighting is required. 

TC-8701D:
 4 of 9 – Added new diagrammatic sign standard 
 5 of 9 – Added two new alternate designs for gore signs in restricted lateral clearance 

areas
 9 of 9 – Revised color specifications for Turnpike shields 

TC-8701E:
 1 of 2 – Added 6” sections at top & bottom of extruded aluminum channel sign  

TC-8701R:
 1 & 2 – Added “Next Rest Area” supplemental plaque detail  

TC-8701S:
 1 of 3 – Removed medium flanged section detail 

TC-8702A:
 2, 3 & 4 of 8 – Added W18X35 & W18X40 post sizes to post selection charts  
 7 of 8 – Added W18 bracket selection table  

- Deleted W310 bracket selection table                               
 8 of 8 – Added W18 to footing selection table 

- Added soil properties note  

TC-8702B:
 General – Deleted steel square posts (System B)  
 5 of 9 – Deleted universal spacer detail  
 8 of 9 – Added socket system for concrete installations  

TC-8702D:
 1 of 2 – New anchor detail and parapet attachment method  

TC-8702E:
 General – Removed composite post selection tables and erection details
 1 of 5 – Added “one post” selection table

REQUEST ADDITIONAL COPIES FROM: 

Distribution Services Unit
P.O. Box 2028 
Harrisburg, PA 17105 

Telephone: (717) 787-6746 

CANCEL AND DESTROY THE FOLLOWING:

APPROVED FOR ISSUANCE BY: 

Allen D. Biehler, P.E. 
Secretary of Transportation 
By: 

M. G. Patel, P.E. 
Chief Engineer, Highway Administration




































































































































































































